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The Polk Revolution Continues! 


“Polk reinvents the loudspeaker” 
N Higb Fidelity Magazine 


= early six years ago the audio world was stunned by 

“oe Matthew Polk's introduction of revolutionary SDA tech- 

B Rear nology While other designers had been concentrating on 
— — small refinements to existing loudspeaker technology, 

Matthew Polk opened the door to new frontiers of 












ot our ears, something which no 
can achieve. Conventional speakers 
the uusicians are trapped in the 

he sm space between them. Polk’s 


RUE liste hrs d m m E imag je: so breathtakingly real 
that its just like having the musicians in the room with 
you. They must be experienced to be believed! 


Introducing the SDA SRS 2.5 
Introduced two years ago, the flagship SDA Signature 
Reference System (SDA SRS) is the ultimate expression of Matthew Polk’s award ee SDA SRS 1.2 and the 
Mi SDA SRS 2.3. 
loudspeaker technology. A two-time winner of the pres- 
tigious Audio Video Grand Prix Award, the SDA SRS was 
recently chosen by the editors of Stereo Review magazine 
for their ultimate dream system. 
Now being introduced, the SDA SRS 2.3 offers all of the 
M .. benefits of third generation SDA technology in a slightly 
CARNE, more modest package. It is the perfect speaker for those 
- . listeners who demand the best and most exciting listening 
.. experience but who cannot accommodate the larger 
Words can never fully express the thrilling experience 
| of listening to the new SDA SRS 2.3. Effortless reproduc- 
n at live concert levels, distortion free, body-tingling 
and room-filling stereo imaging are executed so 
lawlessly that when you close your eyes you'll forget 
are listening to speakers at all: Visit your local 
Ik dealer and experience them for yourself 
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Presenting our newest receiver, the TA-1A: A milestone 
product that marks the availability of our first 
entry-level system, putting The Sound of Nakamichi 
within the reach of every music lover. 
Combine the TA-1A Tuner Amplifier with our OMS-1A 
Compact Disc Player and CR-1A Cassette Deck 
and behold a sound so rich, yet so affordable, 
that the quality and value will startle you. 


Ascend to new heights of musical experience. 





Every audio component we engineer is a 

work of art in its own right. Each one has 

the integrity of design and technological 
virtuosity for which we are known. 


Combined, these components create 
harmony and radiance, forming a 
unique synergy, a perfect match. 

The ideal system. 


From the ultimate to the entry level, 
Nakamichi audio products are 
designed to produce one thing: 
the reverie of musical flight. 


After all, we know that nothing can 
make the spirit soar like music. 


" Ba Nakamichi 


For the name of your nearest 
authorized Nakarnichi home audio 
or mobile sound dealer, please call or write: 


Nakamichi America Corporation 
19701 South Vermont Ave. 
Torrance, CA 90502 (800) 421-2313 
(800) 223-1521 (California) 
Nakamichi Canada (800) 663-6358 
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Budgeting before you buy can increase the 
fun of shopping for a new stereo system. 


I-FI equipment can bring a 
great deal of pleasure into 
your life. It may tempt 
some record collectors to 
play air guitar, do Elvis imperson- 
ations, or conduct phantom sym- 
phony orchestras in their listening 
rooms, but the majority of record 
collectors prefer to sit quietly and 
listen less athletically. 

Today’s advanced technology— 
such as the compact disc system, the 
laser videodisc, surround sound, 
and digital signal processing—make 
this a particularly exciting moment 
to be in the market for new compo- 
nents. If you are ready to buy a 
whole new stereo system—even 
with limited funds—you can have a 
very good time shopping. 

Selecting new components calls 
for the same kind of care you’d 
devote to buying a new house or car. 
If you have a job as a bank teller (or 
a magazine writer), you wouldn’t be 
shopping for a ten-bedroom, twen- 
ty-acre estate in the country, but 
you could probably handle a very 
nice condo on the city’s perimeter. 
Similarly, just because you have 
only $500 to spend on a stereo sys- 
tem doesn’t mean you can’t achieve 
good sound in your apartment’s liv- 
ing room. 

A stereo system means different 
things to different people. To some 
it can be as simple as a good Walk- 











man-type portable cassette player 
with a pair of external speakers 
(price: about $225). To others it can 
mean separate components so large, 
complex, and powerful that to 
house them you'd need an extra 
wing on your mansion (price: if you 
have to ask, you can't afford it). 


Advance Preparation 


Well, what can you afford? What 
equipment do you actually need? 
How much should you spend on 
which parts of it? Finding answers 
to those questions requires some in- 
structive and pleasing homework. 
And the first thing you have to do 
has nothing to do with budgeting. It 
has to do with listening. 

Before you can buy any kind of 
hi-fi system, you ought to know 
what music should sound like, and 
the only way to do that is to go out 
and listen to live performances. Go 
to concerts and make mental notes 
of what makes music sound good— 
the impact of sharp transients, the 
contrast of soft and loud passages, 
the wide range of frequencies, and 
the absence of recorded noises. Try 
to remember what real music 
sounds like so you can select a sys- 
tem that comes as close to that ideal 
as possible. 

Also, listen to high-quality sound 
systems at the homes of friends or 
in upscale audio showrooms. This 
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$600 SYSTEM FOR BETTER SOUND 








$600 ALL-PURPOSE SYSTEM 








will give you a good idea of what 
good reproduction can sound like, 
and while you may not be able to 
afford such a “reference” system, it 
will set a standard, a goal to aim for 
in the future. 

The next thing you must consider 
is where you'll be listening to your 
stereo system. Large speakers may 
impress you in the showroom with 
bass you can feel as much as hear, 
but if you live in a thin-walled 
apartment next to someone with a 
pacemaker, you'll never hear that 
bass at home. The size of your lis- 
tening room is also important be- 
cause it must contain the equip- 
ment you buy and is the space you 
want to fill with sound. Large rooms 
require more amplifier power or 
more efficient speakers for repro- 
duced music to be as loud as in 
small rooms. 

Because different materials reflect 
or absorb sound differently, the de- 
cor of your listening room will 
influence the sound your system 
produces. A room with heavy 
drapes, overstuffed furniture, and 
plush carpeting will absorb sound. 
A powerful receiver and careful 
speaker placement (not behind the 
couch) might be required for accept- 
able sound reproduction in such an 
acoustically “dead”? room. A room 
that is acoustically “live’—with 
hardwood floors, bare walls, and a 
lot of chrome and glass furniture— 
will reflect sound waves and won't 
require as much power or as eff- 


cient speakers as a dead room. Ex- 
actly where you intend to place the 
speakers should be considered be- 
fore shopping since placement af- 
fects overall tonal balance and per- 
ceived stereo imaging, not to men- 
tion the appearance of the room. 
The last thing you need to do 
before figuring your hi-fi budget is 
to decide what your main sound 
source will be. For example, if you 
plan to buy nothing but CD's for the 
rest of your life, there's no need to 
spend money on a turntable. In- 
stead, you may want to apply that 
money toward an amplifier or re- 
ceiver with a good dynamic-head- 
room rating, to cope with the ex- 
panded dynamic range of compact 
discs, and better speakers, to handle 
a CD's extended frequency response 
and powerful transients. And if you 
never listen to the radio, you cer- 
tainly shouldn't buy a receiver. In- 
stead, look at integrated amps. 
You can build a single-sound- 
source system (integrated amplifier, 
turntable, and speakers) for as low 
as about $300, or you can go all out 
with a multisource component sys- 
tem costing up to $100,000 or even 
more. Follow the preshopping rec- 
ommendations above, read maga- 
zine test reports, and study buying 
guides such as STEREO REVIEW's 
Stereo Buyers' Guide or Compact 
Disc Buyers' Guide. They will show 
you the wide selection of compo- 
nents in every price range and help 
you to narrow down your choices. 


All amounts given are based on manufacturers' suggested list prices. 


ILLUSTRATIONS BY MARK FALLS 
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Finally A 
that reproduces 
not just bits a 


COMPACT 


DIGITAL AUDIO 


176.4 kHz sampling rate - dual D/A converters - analog frequency/phase contouring 





dcom’s new GCD-575 Compact Disc Class “A” Makes A Difference 
Player has been worth waiting for. Now Designers and engineers usually use Class ^A" 
there's a CD player with analog audio audio circuits where price is no object. In its purest 
circuits as technically advanced as its digital stages. form, Class “A” offers a highly sophisticated level of 
Since the human ear can only appreciate musical audio amplification, often demanded by those who 
sounds in their analog format, Adcom began with the can distinguish outstanding sonic performance from 
objective of producing the first affordable CD player the merely average. Adcom's GCD-575 employs a 
whose direct-coupled audio output would deliver the no-compromise, Class “A” analog audio amplifier 
long anticipated technical benefits of digital sound. section which provides superior resolution by more 


clearly defining low-level information. 





CD player 
all of the music, 
nd bytes of 1t. 


pause stop/clear 





volume 


polarity sensor phones 


lose repeat A-B intro. auto space time memory AFPC 


-— — - -— 


This higher resolution makes an audibly dramatic 
difference in the musicality of CD reproduction. To 
achieve this result, the analog audio circuits in the 
GCD-575 were based on the same proprietary high 
speed linear amplifiers used in Adcom's GFP-555 
preamplifier, universally recognized for its outstanding 
musical integrity. 

No other CD player at any price uses these superb 
audio components. 





Digital Sound At Its Best 

Adcom’s selectable analog frequency/phase contour 
circuit enhances the musicality of CD’s which have 
been poorly mixed, or digitally over equalized. Subtly 
contoured by the AFPC, many of these CDs become 
more listenable, with much of the fatiguing harshness 
and “glare” reduced. In addition, the stereo image and 
sound stage becomes more focused allowing for a 
more natural sonic presentation. 

(Over please) 


Ihe Adcom GCD-57/5 


Details You Can Hear 

Importantly, Adcom’s CD player is 
designed with a low output impedance 
(100 Ohms) so that it can operate up to 
its maximum capability with a wide 
variety of associated equipment. It is 
not only compatible with virtually all 
input stages of amplifiers, preamplifiers, 
tuner/preamplifiers, etc., but also 
permits the use of longer interconnect- 
ing audio cables, when required, with 
minimal signal deterioration. 


Additionally the GCD-575 is 
supplied with a high quality, low-loss 
audio cable to prevent the sonic smear 
that conventional audio cables tend to 
cause. The use of this special cable and 
the 100 Ohm output impedance permits 
the GCD-575 to be used with Adcom's 
SLC-505 passive straight line controller. 
If no other source equipment will be 
used, the variable output (front panel 
controlled) can be used directly into 
your power amplifier, bypassing the 
preamplifier circuits normally required 
by other CD players. 


A multi-winding power transformer, 
connected to three separate tightly 
regulated power supplies for the audio, 
digital and display circuitry, insures 
isolation of the different functions and 
optimal operation of each without 
interference. 


The four special heavy feet installed 
on the GCD-575 are reversible metal 
castings. On one side, the flat surface 
insures a wide contact area. The reverse 
side is cast with built-in “Iso-points” 
which, when used in a three-foot 
configuration, operates as a "tripod" 
support system. 

A special polarity-inverting switch 
permits you to reverse the normal 
positive polarity to negative (inverted) 
polarity. This corrects playback of CDs 
in which the polarity was incorrectly 
recorded (inverted), or for use in systems 
in which one of the components causes a 
reversal of correct polarity. 
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Full Function Remote Control 


Specifications 


Frequency Response: 5Hz - 20kHz, 
T- 0.1, — 0.5dB 


Signal-to-noise Ratio: 105dB 
Dynamic Range: 98dB 
THD: 0.002590 


IMD (70Hz difference): @ 5kHz 
0.00018% 


Channel Separation (IKHz): 95dB 


Interchannel Phase Shift: 

@ 20kHz Less than 1.8? 

Output Impedance: Fixed 100€) 
Variable 100€)/Digital 750, 


Output Level: Fixed 2.5V RMS 
Variable Greater Than 4.5V RMS 
Digital 0.5V peak-to-peak 
Sampling Rate: 176.4kHz 
Quantized Bits: 16-bit linear 
Power: 120VAC/60Hz 

(Available in 220/240V, SOHz) 
Dimensions: 17" (430mm)W Xx 
11-1/4" (285mm)D x 

3-7/16" (87mm)H 

Weight: 12 lbs. (5.5 kg.) 
Optional: Model RM-3 rack mount 


adaptors. Available with white front 
panel. 


Specifications subject to change 
without notice. 


©1988 ADCOM 





More Features For Better Value 

Other features include a full function 
remote-control system with random 
access track capability; low group-delay 
digital and analog filters; triple-beam 
laser format; a direct digital output; 
playback of 3-inch discs without an 
adaptor; and a very-high-quality 
headphone output. 

The GCD-575's advanced facilities 
include: 
* Programming of up to 24 tracks 
* Programming of any phrase 
* Audible fast forward and reverse 
* Adjustable introscan 
* Auto space 


Display functions include: 
* Hlapsed time on track or disc 
* Time remaining on track or disc 
* Programmed tracks 
* Track being played 
* Number of tracks up to 20 


Why Should You Listen To Us? 
Over the years, Adcom has earned a 
reputation for delivering superb perfor- 
mance at a modest price. The GCD-575 
keeps faith with this tradition. 


Once again, Adcom clears an 
innovative path through the jungle of 
confusing claims about “digital” sound, 
and provides a logical and direct path 
to musical purity. 

If you’ ve been waiting for a CD player 
which faithfully reproduces all of the 
music, not just bits and bytes of it, you'll 
want to visit your nearest authorized 
Adcom dealer right now... because while 
it may be true that all good things come 
to those who wait, you've waited long 
enough for a CD player this good. 


ADCOM 





fine stereo components 


11 Elkins Road, East Brunswick, NJ 08816 
U.S.A. (201) 390-1130 


Distributed in Canada by PRO ACOUSTICS INC. 
Pointe Claire, Quebec H9R 4X5 


CIRCLE NO. 61 ON READER SERVICE CARD 


Budget Systems 


There are two ways to approach 
the budget system—as a single- 
source system or as an all-purpose 
system. Let’s say you have $500 to 
$600 to buy a single-source system 
(all amounts are based on manufac- 
turers’ suggested retail prices) and 
you’ve determined that CD’s are 
going to be your source. One way to 
budget this system would be $150 
for an integrated amplifier, $200 for 
a CD player, and $150 for speakers. 
The positive aspects of this type of 
system far outweigh the negative 
ones. While $150 is not a lot to 
spend on a pair of loudspeakers, 
you'll be amazed at how good a CD 
player can make inexpensive speak- 
ers sound. Also, while $150 will 
probably buy a maximum of around 
35 watts of power, speakers at that 
price are generally very efficient. 

With $600 you could shoot for 
a more general-purpose system— 
spending, for example, $150 for a 
receiver or integrated amplifier, 
$150 for loudspeakers, $150 for a 
cassette deck or CD player, $100 for 
a turntable, and $50 for a phono 
cartridge. For better sound you 
might try $150 for an integrated 
amp or receiver, $250 for speakers, 
and either $200 for a CD player or 
$150 for a turntable and $50 for a 
phono cartridge. 

It’s not hard to see that shifting 





$1,200 SYSTEM FOR BETTER SOUND 









































around $25 here and there can 
create quite a different system. 
There is one guideline, however, 
that applies equally to the budget- 
priced system and the extravagant 
component system. A/ways spend as 
much money as you possibly can on 
the speakers, as these are what 
you're going to be listening to all of 
the time. While it’s practically im- 
possible to hear the difference be- 
tween a half-dozen $150 receivers, 
you can hear the difference between 
six different loudspeakers in the 
same price range. 


The Vast Middle Range 


Truly excellent sound becomes a 
reality in the $800 to $1,500 range. 
With this kind of budget, there is lit- 
tle reason to limit yourself to a sin- 
gle-source system, and you'll be able 
to consider better amplification sys- 
tems and such “extras” as equaliz- 
ers ($60 to $1,500) and surround- 
sound decoders ($150 to $849). Re- 
member, though, that with some 
surround-sound decoders you'll 
need a second amplifier for the rear 
channel, as well as extra speakers. 

In the $800 to $1,200 range a “‘ba- 
Sic" system budget might be divided 
into $400 for speakers, $300 for a 
receiver or integrated amplifier, and 
$300 dollars for either a CD player 
or a turntable and cartridge. An all- 
purpose system could contain a 
$300 receiver or integrated ampli- 


$1,200 ALL-PURPOSE SYSTEM 
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fier, a $350 pair of speakers, a $200 
CD player, a $175 turntable/car- 
tridge combination, and a $175 cas- 
sette deck. 

For better sound with a minimum 
of two sound sources, the $1,000 to 
$1,500 range allows you to explore 
the possibilities of separates—a 
power amplifier and a preamplifier 
instead of an integrated amplifier or 
receiver. One system might consist 
of a $300 amplifier, a $300 pream- 
plifier, a $200 CD player, a $200 
turntable/cartridge ^ combination, 
and a $500 pair of loudspeakers. If 
you like the idea of separates and 
must have a tuner, you might try a 
$300 power amplifier, a $500 
preamplifier/tuner, a $200 CD 
player or turntable and cartridge, 
and a $500 pair of speakers. 

If you're a video fan and would 
like an A/V system with surround 
sound, you might want to try a $500 
A/V receiver or integrated amplifier 
with built-in surround sound, a pair 
of $400 speakers for your front 
channel, a pair of $100 speakers for 
your rear channel, a $300 CD 
player, and a $200 turntable and 
cartridge. This system could be 
made complete by changing to a 
$200 CD player and a $150 turnta- 
ble/cartridge combination, using 
the remaining $150 in your audio 
budget for a cassette deck, and 
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adding a $550 color monitor with 
MTS and $700 for a hi-fi VCR. 
Again, in the $800 to $1,500 price 
range, you will want to spend as 
much as possible on your loud- 
speakers. But with the flexibility of 
more money to spend, you will 
want to concentrate on better power 
sources to bring out the best from 
your speaker system. More money 
will also enable you to tailor your 
hi-fi system to the types of signal 
sources you prefer and to afford the 
essential extras for “tweaking” the 
system for superior reproduction. 


The High End 


Although you could easily spend 
$100,000 and up on a stereo system, 
for the sake of reality we will consid- 
er the high-end range to fall some- 
where between $1,500 and $5,000. 
Here's your chance to buy a really 
fantastic speaker system, a sophisti- 
cated power and switching system, 
and the signal sources of your 
choice. If you can spend $2,500, say, 
you should probably spend around 
$1,000 on your speakers, about 
$800 on an amplifier, a preamplifi- 
er, and a tuner, maybe $300 on a 
CD player, and $200 on a turntable 
and cartridge. By spending a little 
less on the speakers and separates, 
you could easily work in a good 
three-head cassette deck. 





If you’re able to go for the full 
$5,000, sit yourself down in the 
high-end room of a reputable audio 
salon and listen to speakers costing 
between $1,000 and $2,000 a pair. 
When you find something you like, 
buy it; you'll still have $3,000 left 
for the rest of the system! 

As a member of the high-end 
school, you'll also have the opportu- 
nity to purchase some of the myriad 
accessories available for keeping 
both your equipment and your re- 
cordings in optimum playing condi- 
tion. Examples include all kinds of 
noise-reduction systems, electronic 
stylus cleaners, full-system remote 
controls, turntable and CD player 
isolation systems,  high-perform- 
ance speaker and patch cables, rec- 
ord vacuums, special contact-en- 
hancement formulas,  program- 
route selectors, demagnetizing sys- 
tems, special headshells, super an- 
tennas, cooling systems, and every 
possible cleaning and polishing 
formula ever conceived. 


This Systems for You 

Although the component prices 
and price ranges discussed have 
been based on manufacturers’ sug- 
gested retail prices, you should never 
pay retail price for anything! Try all 
kinds of stores—audio salons, ster- 
eo chain stores, discount outlets, 


and department stores. Each has its 
own advantages and disadvantages, 
and one or another may be right for 
you because of price, service, selec- 
tion, location, or just how you feel 
about a particular store or salesman. 
A store with good service and 
friendly, knowledgeable salespeople 
can be very helpful if your system 
doesn’t sound as good at home as it 
did in the store. 

Remember, you're buying this 
system for your ears and your mu- 
sic. Take both along when you shop. 
Depending on the sound sources 
you plan to purchase, take along a 
favorite CD, LP, or tape cassette— 
or all three— when you shop. 
Choose contrasting selections that 
you are very familiar with, and 
remember you are testing compo- 
nents, especially speakers, for how 
well they reproduce all types of mu- 
sical sounds, from the soft piano or 
violin tones of a Mozart concerto to 
the thundering Moog Taurus bass 
found on a Genesis record. And 
finally, before hooking anything up, 
read all of your owner's manuals, no 
matter how poorly written. It can 
save you both time and money 
while you educate yourself in the 
pleasures of musical reproduction. 

Most important, however, have 
fun. That's what it's all about any- 
way, isn't it? [] 
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THE LOUDSPEAKER 


SYSTEM THAT HAS 





THE CRITICS PURRING. 


“Awesome low end, extraordinarily smooth middles and highs, and 
remarkably good depth’ —/. Gordon Holt, Stereophile. 


"The audio equivalent of dinner at Le Francais: 
—kich Warren, North Shore Magazine. 


“the cutting edge of technology ... left people open mouthed as they 
left the listening room? —WNancy Malitz, Gannett News Service. 


" ...the latest industry incarnation of an ‘ultimate’ listening system: 
—kon Scibilia, Audio Times. 


"It wasn't the size, the contents or even the price that turned heads, 
but the knockout sound? —Larry Johnson, Ovation Magazine. 


Recently, at a carefully selected 
location in Milford, Pennsylvania, 
some of the most discerning ears in 
the business were invited to hear 


something they'd never heard before. 


The Altec Lansing Bias" * 550. The 
first speakers in the world with 
Pentamplified sound. 

And as you can see, the response 
was overwhelming.  . 

But then the Bias 550 is a system 
unlike any other. Discrete ampli- 
fiers for each of five bandwidths, 


adjustable by remote control. Pro- 
viding each speaker cabinet with 750 
watts of perfectly sculptured sound. 
The Bias 550 is the finest 

example yet of our commitment to 
total high fidelity. The flagship to 

a range of loudspeakers that have 
consistently pushed back the fron- 
tiers of audio reproduction. For more 
information and 


| ALTEC) 
an Altec Lansing 
catalog, call Loudspeakers for the 
1-800-ALTEC 88** well trained ear. 


*Built in Amplification System. ** In PA or Canada call 717-296 - HIFI. Copyright 1988 Altec Lansing Consumer Products, Milford, PA 18337. 
Altec Lansing Consumer Products, Milford, PA. 
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HE desire for high style doesn’t have to 

conflict with the demand for high 

performance—at least when designing a 

tape-based audio system. To put together a 
good-looking, good-sounding system, I was 
given a ticket of $5,000, a tidy sum that 
represents both the solid middle ground for 
serious audio enthusiasts and, not surprisingly, 
the average price of STEREO REVIEW readers’ 
systems. 

The NAD 6300 cassette deck ($898) i isa 
good starting point. It’s smart because it 
includes both Dolby B and Dolby C noise 
reduction and both Dolby HX Pro and 
Dyneq headroom-extension circuits for nearly 
unparalleled high-frequency response. The : | 
6300's front panel is as clean as that of a $100 -a 
no-frills model, yet its performance specs rival 3 
those of many fine decks costing more than 
twice as much. It’s also flexible: A CAR switch 
compresses dynamic range and boosts bass and 
treble on recordings for the noisy automotive 
environment, and Dolby-compatible PLAY TRIM 
circuitry compensates for high-frequency 
problems in playing tapes made on other decks. 

As source components I chose the Yamaha 
RX-900U ($799), a receiver with a great tuner, 
flexible audio/video switching, and a rated 
85-watt-per-channel continuous output en- 
hanced by the Absolute Linear Amplification 
circuit; the dbx DX5 compact disc player 
($699), which combines ease of use with 
excellent performance and proprietary 
signal-processing circuits; and a Denon 
DP-35FB direct-drive turntable ($320) 
fitted with a Signet MR5.0ml cartridge y 
($350). The RX-900U drives a pair of Design 
Acoustics PS-5's ($350), mini-bookshelf speaker 
systems with a particularly clean high end and œ 
midrange. Low frequencies are managed by a 
Velodyne ULD-12 ($1,195), a 12-inch 
subwoofer with built-in 250-watt amplifier that 
sounds as good as it looks. Late-night listening 
isn't a compromise with Azden's DSR-50 
phones ($80). 

The total system price of $4,691 leaves you 
just enough to buy some CD's, LP's, and blank 
tapes. Take a week off from work. You have 
some taping to do. O 


BY WILLIAM WOLFE 
Photo by Hing / Norton 
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The heart of the system: dbx's BX1 two-, three-, or four-chan- 
nel configurable power amp, CX1 preamp, and T XI tuner. 
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Processing and switching are handled by Soundcrafismen’s 
AE2000 and dbx's 224X-DS, 3BX-DS, and DAV-600G. 





For ease of use, a system like this should be installed with tape 
decks at eye level and switching devices at chest level. 
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Logic Surround decoder, digital 
time-delay ambience circuits, and 
three buffered tape loops. The 
SDA-SRS, Polk Audio's flagship 
system, simply must be heard to 
be appreciated. I think “sound 
stage" was redefined when these 
speakers were introduced in 1984. 
Multitrack formats aside, and ac- 
knowledging that digital tape decks 
must still be purchased in Japan, a 
recording system of this caliber 
must offer all available taping pos- 
sibilities. For my main cassette 
deck I chose Nakamichi's Dragon 
($2,195), with a Tandberg 3014 A 
($2,500) serving as back-up and 
dubbing partner. For DAT record- 
ing Onkyo's DT-2001 (about 
$1,800) is my choice of what's cur- 
rently available overseas. For 
open-reel recording I chose an old 
standby, the Revox B77 ($2,250), 
that has been around for years and 
is still a standard by which other 
open-reel machines are measured. 
Finally, if you've never tried any 
digital PCM recording onto half- 
inch VHS videotape, you should— 
with Toshiba's DX-900 ($1,300). 
The Linn Sondek LP12 turntable 
($1,165) was an obvious choice. 
Even the “tweakiest” high-end au- 
diophiles tend to compare almost 
everything else to the stalwart 
Linn. It’s outfitted with SME’s 
spectacular Mark IV tonearm 
($1,250) and Talisman’s silky- 
smooth Virtuoso DTi cartridge 
($1,200). | 
Other sources for the system in- 
clude the remarkable-sounding 
Tandberg TCP 3015 A CD player 
($2,500) and a dbx TX1 tuner 
($600) to match the amp/preamp. 
Effective routing and processing 
of signals in a system of this size is 
a key to its sonic success, and here 
I turned to Soundcraftsmen for the 
very flexible AE2000 one-third-oc- 
tave graphic equalizer/analyzer 
($799) and to dbx for a plethora of 
signal processors, including a 
DAV-600G signal router ($399), a 
3BX-DS compander/ambience 
generator ($499), and a 224X-DS 
Type II noise-reduction system 
($299). For surround sound I 
chose Yamaha’s DSP-1 ($999). 
Accessories for the system in- 
clude two Neumann KMS84 mi- 
crophones ($1,000 each) for live 
recording and AKG’s studio-quali- 
ty K340 headphones ($235) for 
careful monitoring of the recorded 
signal and late-night sessions. 
Rock on! O 
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ELITE PD91 
FULL 18-BIT 
CD PLAYER. 


If you’re still not completely satisfied with 
CD sound, if you have the nagging feeling 
something's still missing...you're right. 14-bit, 
16-bit or even “floating” 18-bit CD players simply 
cant deliver all the rich potential of compact 
disc sound. 

It's time for a little Home Improvement— 

a brilliant improvement at that. . 

Meet the Elite" Series PD-91. The compact 

disc player that lets you hear CD sound in its 
fullest glory. 

The PD-91 employs 8-times oversampling 
and full 18-bit linear twin D/A converters to yield 
an amazing 16-fold improvement in retrieval of 
ambient cues, harmonic detail and “air” around 

instruments and vocalists. It's an improvement 
so dramatic your ears will perk up instantly: 





To build 
a player this 
superior demanded 

incredible attention to detail. 

Example: The PD-9fs analogue 

circuitry is pure Class A for lowest 
distortion and highest musicality Inside, 

youd see four separate power supplies and 

eleven voltage regulators—to keep critical small- 
signal audio information free from interference. 

To additionally minimize electrical interac- 
tion, portions of the PD-OTs circuitry are defeat- 
able—like front panel illumination, headphone 
amplifier and the analogue output section when 
digital outputs are being used. | 

The PD-91 incorporates an outboard power 
transformer, Pioneer’s exclusive copper-plated 
honeycomb chassis and special ceramic compo- 
nents to combat extraneous vibrations that can 
destroy signal integrity. 

The PD-91’s special linear motor delivers 
the world’s fastest track access (1/2-second). You 
also get flexible seven-way programming, full 
random play, and, of course, full remote control. 
Optical as well as coaxial outputs make the 
PD-91 future-perfect as well. 

Want instant Home Improvement in your 
music system? Then come treat your ears to 
the PD-91. For your nearest Elite dealer, call 
1-800-421-1404. 
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ELITE LD-sl 
L ASERV ISION 
PLAYER. 

If you want to discover what 
looking sharp is all about, it’s time you 
took a look at the LD-S1. Because the LD-S1 
not only delivers the world’s sharpest pic- 
tures, it gives you the world’s best sound, 
stunning digital sound simply unavailable 
from any VCR. 

You'll see cleaner, truer pictures—over 
420 lines of resolution—due to Pioneer’s 
exclusive Accu-Focus laser pickup and Video 
Noise Reduction circuit. Together, they 
yield an unprecedented 48dB video signal- 
to-noise ratio. 

Youll hear the best sounding video 
ever. Because the LD-S1 uses twin, glitch- 
free D/A converters and a digital filter with 
four-times oversampling to produce an S/N 
ratio of IOSdB. 

What's more, our exclusive Full-Float- 
ing Disc Drive and Magnetic Disc Clamp 
isolate and stabilize the disc for remarkably 
reduced picture jitter—an inherent prob- 
lem videotape players can’t begin to solve. 

The LD-S1’s 8-bit digital field memory 
also gives you a new dimension of viewing 












pleasure. 
You'll get 
perfect pictures on 
freeze frame, and new | 
effects like still pictures with sound and 
strobe motion with sound. And now for the 
first time, you can enjoy all these special 
effects while watching movies, opera and 
concerts on extended-play (CLV) discs. 

See the ultimate sight and sound machine 
at your Elite dealer today Because in the 
world ofsight and sound, image is everything. 
For more information, call 1-800-421-1404. 
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UPGRADE YOUR IMAGE. 
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"Non-Switching" Type III 





THE 
ELITE A-9ID 
INTEGRATED 
AMPLIFIER. 


Now that the compact disc 
has taken the world by storm, 
ordinary amplifiers are failing 
their driving test. Because or 
dinary amplifiers simply can't 
handle the dynamic range and 
purer signal that digital sound 
delivers. 

Fortunately the A-91D is 
far from ordinary. Because the 
A-91D is built with one thought 


‘in mind—to maximize the per 


formance of digital sound. 
With 170 watts per channel 
into 4 ohm speaker loads, and 


120 watts into 8 ohms, the 


A-91D unleashes digital’s full 
dynamic range. Extra-large 
Capacitors and huge finned 
cast-iron enclosed transform- 
ers further contribute to the 
A-91D’s high current capacity 
and stability into speaker loads 
as low as 2 ohms. 

Along with all this power 
comes unprecedented purity. 
You can plug the latest CD 
players with optical outputs 


— directly into the A-91D, and reap 


the rewards of independent 
digital conversion circuitry— 
with twin, glitch-free D/A 
converters, a digital filter with 
four-times oversampling, and 
an analog lowpass filter made 
from quality discrete 
parts. The A-91D also 
uses Pioneer's exclusive 


amplifier circuit to totally 
eliminate switching 















distortion. What’s more, 
critical signal paths are kept 
extraordinarily short for less 
electronic interference and 
cleaner sound. 

When it comes to digital 
sound, there’s no such thing 
as good vibrations. That’s why 
the A-91D uses a special anti- 
vibration honeycomb design 
in the chassis frame. In isola- 
tion barriers between electronic 
sections. Even in all five insu- 
lator feet. A large aluminum 
volume control knob with a 
specially balanced brass shaft 
also absorbs distortion-causing 
vibration, and printed circuit 
boards are mounted in rubber 
for the same reason. 

The A-91D is not only ready 
for digital, it’s ready for the 
future. With six digital inputs 
(2 optical), and three digital 
outputs (1 optical). 

So if you want your digital 
sound to drive you to new 
heights, you need to drive your 
digital components with the 
Elite A-91D. 

For more information, call 


1-800-421-1404. 
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THE ELITE M-90 AND C-90 
NII NINO ROO VIL ON INES 


Hum, hiss, crosstalk, vibration: distortion 
in your audio signal. 

Graininess, specks, flecks, jitter: extrane- 
ous noise in your video uage 

Garbage. 

The Elite C-90 pre-amp and M-90 power 
amp are no-compromise components designed 
to get rid of it. By keeping critical signal paths 
as short as possible. By offering you direct CD 
connection. By introducing motorized volume 
control, separate audio and video power 


"Measured by EIA method. “Based on FTC rules regarding measurement of amplifier power ratings. 


STEREO POWER sur gn 








sd 


transformers, and unique video processing 
controls like noise reduction, sharpness and 
detail. By giving you the purest possible audio 
and video that digital technology has to offer. 
In the words of audio critic Julian Hirsch 
in Stereo Review, “The C-90’s signal to noise 
ratio is considerably better than that ofany CD 
player...that makes ihe C-90 
the true peer of any digital 
sound source-the only pre- 
amplifier we have tested 
that can make that claim? 
The C-90 also cleans 
up your video. Because it 













HE GARBAGE. 


not only controls up to six video components, 
its video-enhancing circuits actually improve 
your video image. Now, even rented videotapes 
take on a whole new look. 

But what good is a complete A/V system 
without remote capabilities? The C-90's *SR"" 
System Remote gives you complete control, 
plus a unique MotorDrive Volume Control that 
eliminates the noise created by typical elec- 
tronic volume controls. 

Where the C-90 leaves off, the M-90 takes 
over. With 800 watts/channel into 2 ohm loads; 
200 watts into 8 ohms;' and remarkably high 
current capability (47 amps) for low impedance 





driving, the M-90 delivers the kind of per 
formance digital signals demand. And for 
unprecedented purity the M-90 even includes 
its own volume control for direct connection 
to your CD player. 

The Elite M-90 and C-90 working together. 
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ALABAMA 


Florence 
Ingram Audio 


ALASKA 
Anchorage 
Magnum Electronics 
Kodiak 

Island TV 


ARIZONA 


Phoenix 

Integrated Systems 
Jerry's Audio 
Prescott 

Audio 
Entertainment 
Systems 

Tucson 

Jerry's Audio 


ARKANSAS 
Fayetteville 
Amp Audio 
Little Rock 
Walloch Home 
Center 

Pine Bluff 
Stereo Junction 


CALIFORNIA 


Alamo 

Laser Faire 
Alhambra 

Audio Video Center 
Berkeley 
Honkers Sound Co. 
Burbank 

The Lasers Edge 
Canoga Park 
The Lasers Edge 
Encino 

Audio Video 
Electronics 
Glendale 
Marconi Radio 
Goleta 

House of Audio 
Video 
Greenbrae 
Videola 

Irvine 

Sound Quest 
Los Angeles 
Royal Sound 

Mill Valley 
Videola 

Mission Viejo 
Videolaser 
Monrovia 

Video Place 

Palo Alto 
Western Audio 
Imports 
Sacramento 
Paradyme 

San Bernardino 
Video Mart 

San Diego 
Convoy Audio Video 
Stereo Design 
San Francisco 
Audio Excellence 
Wong's Hi Fi 

San Jose 
Quement 
Electronics 
Santa Cruz 
Water Street Stereo 


Santa Maria 
Lombards Discount 
Stereo 

Santa Monica 
Jonas Miller Sound 
Simi Valley 

House of 

Audio Video 

Tustin 

Digital Ear 
Woodland Hills 
Wilson 

Audio Video 
Entertainment 


COLORADO 


Colorado Springs 
U.S. Tech of 
Colorado Springs 
Denver 

Listen Up 


CONNECTICUT 
Danbury 
Sounds Alive 
East Hartford 
Hi Fi Image 
Greenwich 
Aud Vid 
Groton 

Leiser Sound 
Newington 
Sound Playground 
Norwich 
Leiser Sound 
Orange 
Sounds Alive 
Stamford 
Sounds Alive 
Wallingford 
Best Buys 
Waterbury 
Zinno Music 


Westport 
Sounds Alive 


DELAWARE 
Wilmington 
Laser Sight 
& Sound 


FLORIDA 
Altamonte Springs 
Boss Audio 

& Video 

Boca Raton 

Verns Electronics 
Daytona 
Electronics 
Environment 

Ft. Lauderdale 
Sound Design & 
Engineering 
Melbourne 

Audio Mart 
Merritt Island 
Audio Mart 

Miami 

Audio Coll 

Audio Plus 

Kalu 

Overseas 
Electronics 
Victors International 
Pinellas Park 
Cooper For Stereo 
Royal Palm Beach 


Family Video Super 
Centers 


Stuart 

Sound & Vision 
GEORGIA 
Doraville 
Ellie's Hi Fi 
Tifton 
Berger's Audio 
&TV 

HAWAII 


Honolulu 
Anderson's Camera 
& Hi Fi Store 


IDAHO 

Idaho Falls 

Phase Four Stereo 
Pocatello 

Phase Four Stereo 
ILLINOIS 
Burbank 

Digital TV 
Chicago 

Mills Recording 
Belmont Electronics 
Darien 

K-B TV 

Lansing 

Unitek Electronics 


Morton 
Northpoint 
Video, Audio 
& Appliance 
Peoria 
Northpoint 
Video, Audio 
& Appliance 
Quincy 

First in Video 
MusicWorld 


INDIANA 
Anderson 
Disc-O-Tech 
Angola 

King's Antenna 


Crown Point 
Crown Electronics 


Fort Wayne 
Lehman Electronics 


Huntington 
Lehman Electronics 


Logansport 
Todd's 


Warsaw 

Butterfly 

IOWA 

Fort Dodge 

Sound World 
Marion 

The Audio Room 
Orange City 

The Movie Express 
KANSAS 


Overland Park 
Audio Video 
Electronics 

ESP Industrial 
Communications 


Salina 
Del's TV & Tape 
Center 


KENTUCKY 


London 
Sounds Around 
Town 
Louisville 
Audio Video by 
Design 


LOUISIANA 
Baton Rouge 

Art Colley's Audio 
Specialties 
Metairie 
Alterman Audio 


New Orleans 
Alterman Audio 


MARYLAND 
Annapolis 
H.A. Hi Tech 


Gaithersburg 
Audio Buys 


MASSACHUSETTS 


Auburn 
Leiser Sound 
Cambridge 
Audio Video 
Environments 
Framingham 
Natural Sound 
Littleton 
Music Shack 
Nantucket 
Berts Electronics 
Seekonk 
Leiser Sound 
Shrewsbury 
Leiser Sound 
Waltham 

The Instant 
Replay 


MICHIGAN 
Ferndale 

Jam Hi Fi Sound 
Specialists 
Plymouth 
Digital 
Entertainment 


MINNESOTA 


Edina 
Laser Ware 


Scholes 
Enterprises 


Fairmont 
Bill's Radio & TV 


Minneapolis 
Peterson 
Entertainment 
Design 
Richfield 

Pro Line Audio 


St. Paul 
Robert Paul TV 


MISSISSIPPI 
Meridian 

Hoopers Electronic 
Supply 
MISSOURI 
Kirksville 

Wright Tire & 
Appliance 
Kirkwood 


Warner 
Communications 


Oakville 

Quality Sight and 
Sound 

MONTANA 

Great Falls 

Rocky Mountain Hi Fi 
NEW JERSEY 
Cherry Hill 
Soundworks 


Cliffside Park 
Entertainment 
Environment 


Hamilton Square 
Rock Dreams 
Livingston 
Electromedia Design 
Millburn 
Professional Audio 
New Brunswick 

Hi Fi Haven 
Woodbridge 
Woodbridge Stereo 
Wyckoff 


Conklin's Audio Video 


NEW YORK 
Hicksville 
Designatron 


Huntington Station 
Audio Breakthrough 
Manhasset 

Audio Breakthrough 


Merrick 
Performance 
Audio & Video 


New York 
Audio Breakthrough 


Bryce Audio 
Custom Media 
Design 

East Side Stereo 
Hi Fi Electronics 
Lyric Hi Fi 

Sound by Singer 
Rego Park 

Watts That Sound/ 
Continental Sound 
Rochester 

Rowe Photo 
Scarsdale 

The Listening Room 
Watertown 

The Happy Ear 
White Plains 
Audio Design 


Lyric Hi Fi 
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NORTH CAROLINA SOUTH CAROLINA 


Albemarle 

Music Mart 
Durham 

Kerr's Audio Visions 
Fayetteville 
Rhudy's Camera 
& Video 

Hickory 

Dacia Electronics 
Lenoir 

Crowells 
Reidsville 

Trent's Stereoland 


NORTH DAKOTA 
Minot 

Einstein's 
Audio/Video 

John Iverson Co. 


OHIO 


Beachwood 
Nutec 

Cincinnati 

Audio Vision Plus 
Cleveland 
Reserve 
Enterprises/ 
Northwood Home 
Electronics 
Mansfield 

High Tech Video 
Maple Heights 
Eric Martins 
South Euclid 
Atlantis Home 
Entertainment 
System 
Westlake 

New Images 
Electronics 


OKLAHOMA 


Oklahoma City 
Contemporary 
Sounds of 
Oklahoma 


OREGON 


Astoria 
Greenburg's 
Furniture 


Salem 
Salem Sound Center 


PENNSYLVANIA 
Berwyn 

Soundex Electronics 
Broomall 

Hi Fi House 
Lancaster 

Video Gallery Plus 
Natrona Heights 
Butch's Sound Shack 
Philadelphia 

Music on the Square 
Willow Grove 
Soundex Electronics 


York 
The Electronics 
Place 


RHODE ISLAND 
N. Providence 
Eastern Discount 
Westerly 

Leiser Sound, Inc. 


Columbia 
Laser Experience 
Hartsville 
Haynes 
Electronics 
Hilton Head 
Island 

Audio Visual 
Resources 
Georgetown 
Stereo Video 
Center 


SOUTH DAKOTA 
Sioux Falls 
Warren Supply 
TENNESSEE 
Knoxville 

Hi Fi House 
Memphis 

New Wave Audio 
and Video 
Nashville 

Hi Fi Buys 
TEXAS 

Dallas 

Custom Video 

El Paso 

Casa Sonido 


Fort Worth 
Marvin 
Electronics 
Houston 

Audio Video Plus 
Laredo 

Jett Sales 
Lubbock 
American Audio 
Video 

UTAH 

Midvale 

Inkley's 
VIRGINIA 
Alexandria 
Video Station of 
Virginia 

Franklin 

Audio Showroom 
Manassas 
Audio Buys 
Newport News 
Sound Approach 


Roanoke 
Lee Hartman 
& Sons 
Winchester 
Sound City 


WASHINGTON 


Redmond 
Home 
Entertainment 
by Design 
Seattle 
Definative Audio 


WISCONSIN 
East Troy 

Video Playground 
Glendale 

Sound Stage 
Green Bay 
Sound World 
Hayward 

M & M Video 
LaCrosse 

Team Electronics 
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a/d/s/ 

R4 70-W/ch Receiver 

Alphanumeric display on front panel indicating 
input source or received radio station. Digital- 
synthesized tuner with 30 memory presets for AM or 
FM stations; wireless remote control (which also 
controls other a/d/s/ components); digital volume 
and tone controls; RS-232 port allows control 
through personal computer; capable of multi-room 
remote control. Amp section: 70 W/ch into 8/4 ohms; 
dynamic headroom 2 dB. Tuner section: IHF sens 26 
dBf stereo; signal strength for 50-dB quieting 35 dBf 
stereo; capture ratio 1.5 dB; alt-ch sel 65 dB; max S/N 
75 dB mono, 70 dB stereo. 2.8 x 17.5 x 14.8-in; 23 
ID NS PE es letus ee ENTER are $1,400 


RCI Unified Remote Control 
Infrared wireless remote controls R4 and other a/d/s/ 
COMIPOMEMES Los e cueva vare deeft $140 


AKAI 


A A-V435-B 125-W/ch AM/FM Receiver 

125 W/ch AM/FM receiver with universal remote; 70 
programmable functions; Dolby surround sound 
with 7 W/ch rear; motor driven volume; variable 
loudness; 9 audio; 4 video inputs; S-VHS terminals; 
RF signal selector (3 In/1 Out); sound insert; simulate 
stereo; source direct; 10-key direct tuning; 20-station 
random preset; processor terminal; speaker A/B$649 


AA-V335-B 100-W/ch AM/FM Receiver 

100 W/ch AM/FM receiver with motor driven vol- 
ume; variable loudness; 9 audio; 4 video inputs; S- 
VHS terminals; RF signal selector (3 In/1 out) sound 
insert; simulated stereo; source direct; 10-key direct 
tuning; 20-station randam preset processor termi- 
nalsespeabepAJBUA . 3c. de. sen MEME $549 


AA-V235-B 60-W/ch AM/FM Receiver 

60 W/ch AM/FM receiver with 62 function unified 
remote; motor driven volume; variable loudness; 9 
audio; 4 video inputs; 10-key direct toning; 20-station 
random preset; source direct mode; processor termi- 
Dal speaker A/I BIRT V URGE ET lees $449 


ACOUSTIC RESEARCH 


AR X-10 AM/FM Stereo Receiver 

Receiver with infrared remote to control power, 
volume, tuning, input selection, and AR CD player 
functions. Features audio and video dubbing; close- 
tolerance metal-film resistors and film capacitors for 
RIAA; concealed bass, midrange, treble, balance, tone- 
defeat, loudness, filter, tape, FM/AM, memory, and 
speaker-switching controls; 8 AM/8 FM station pre- 
sets; gold-plated phono inputs. Inputs for MM phono; 
MC phono; tape; AUX; CD player; video sound source; 
VCR |; VCR 2. Amp section: 100 continuous average 
W/ch from 20-20,000 Hz into 8 ohms with less than 
0.03% THD, 130 W into 4 ohms; dynamic headroom 2 
dB; 200-ms dynamic power 150 W; 40-ampere 
current capability. FM section: 50-dB quieting sens 
stereo 25 uV (33.2 dBf); FM S/N (at 65 dBf) 75 dB 
stereo, 80 dB mono; THD stereo 0.3%; capture ratio 
1.0 dB; AM rejection 60 dB; alt-ch sel 75 dB . . $849 


AR X-07 AM/FM Stereo Receiver 
Receiver with infrared remote to control power, 


volume, tuning, input selection, and AR CD player 
functions. Features audio and video dubbing; close- 
tolerance metal-film resistors and film capacitors for 
RIAA; concealed bass, midrange, treble, balance, 
loudness, mono, tape, VCR, tuning, and speaker- 
switching controls; 8 AM/8 FM station presets; gold- 
plated phono inputs. Inputs for MM phono; MC 
phono; tape; AUX; CD player; video sound source; 
VCR 1; VCR 2. Amp section: 70 continuous average 
W/ch from 20-20,000 Hz into 8 ohms with less than 
0.03% THD, 80 W into 4 ohms; dynamic headroom 2 
dB; 200-ms dynamic power 90 W; 40-ampere current 
capability. FM section 50-dB quieting sens stereo 40 
uV (37.2 dBf); FM S/N (at 65 dBf) 75 dB stereo, 80 dB 
mono; THD stereo 0.396; capture ratio 1.0 dB; AM 
rejection 60 dB; alt-ch sel 70 dB............ $749 


BANG & OLUFSEN 


Beocenter 9000 30-W /ch Music Center 

Remote-controlled music center with AM/FM tuner, 
cassette deck, and CD player. Features remote 
control; glass operating panel; computer-intelligence 
system; timer programming; datalinked source in- 
puts; Tuner section: 20 AM/FM station presets; 





automatic search; stereo/mono switch; internal lithi- 
um battery for memory backup; double-acting auto- 
matic gain control. CD section: quadruple-oversam- 
pling digital filter; motorized lid; variable-speed 
search in both directions; track step; 30-track random 
programming. Cassette section: autoreverse; motor- 
ized lid; Dolby HX Pro; Dolby B and C noise 
reduction; Auto Azimuth Guidance; Auto Record 
Level; 23-track programming; track step ... $3,295 


Beomaster 5500 50-W /ch AM/FM Receiver 

Includes Master Control Panel remote control and 
handheld infrared remote; presets for 20 AM and FM 
stations; Auto Power Handling Control; double- 
acting auto gain control in FM; volume, bass, treble, 
and balance controlled from knob on MCP remote; 
works with other Beosystem 5500 components for 
multi-room remote control; direct selection of any 
FM or AM station by frequency; station search; silver 
and black finish. Power output 50 W/ch into 8 ohms; 
dynamic headroom 1.5 dB; 50-dB quieting sens 40 
dBf; capture ratio 1.7 dB. 16.5 x 3x 12.75 in; 19.2 
]D355 S ADAE MESURE UE ENS al es $2,150 


Beomaster 3300 25-W/ch AM/FM Receiver 

Works with other Beosystem 3300 components for 
multi-room remote control; sensi-touch capacitance 
controls; volume controlled from wireless remote; 4 


FM, | AM presets; auto power with source selection; 
bass (max +9, —14 dB at 40 Hz), treble (max +9, 
—14 dB at 12,500 Hz), balance controls; loudness 
switch; programmable volume level; Auto Power 
Handling Control; mounts on wall with accessory 
brackets; headphone jack; drives 2 pairs of speakers. 
25 W/ch into 8 ohms; 50-dB quieting sens 43 dBf 
stereo; capture ratio 1.7 dB; 24.5 x 2.75 x 10 in; 15.4 
IBN. AUIS euni AX NES. o ev om rem $880 


CARVER 


150-W/ch AVR100 Audio/Video Receiver 

Magnetic Field Amplifier; 6 AM/6 FM presets; Asym- 
metrical Charge-Coupled FM Detector; Sonic Holog- 
raphy; bass control boosts or cuts 100 Hz max 8 dB; 
treble boosts or cuts 10,000 Hz max 8 dB; 4 video 
inputs, 3 video outputs, with switching and dubbing; 
antenna/cable switching; surround-sound processor 
with 50 W; 20-function remote. 150 W/ch. Tuner 
section: FM sens IHF 2.0 uV; FM 50-dB quieting sens 
4.5 uV mono or stereo; capture ratio 1.5 dB; AM 
distortion at 2:uV 0:696... esses 6 os ore $1,199 


125-W /ch AM/FM Receiver 6250 

Features magnetic field amplifier; 6 AM/FM station 
presets; asymmetrical charge-coupled FM detector; 
sonic holography; bass, mix, and treble controls; 2 
video inputs; 20-function remote control; 125 W/ch; 
FM sensitivity IHF 2.0 uV .. 2.2.3.5. ee, $899 





150-W/ch AM/FM Receiver 150 
Designed for noise-free stereo FM and adequate 
power for CD's; PLL fully digital-synthesized AM/FM 
stereo tuner section; Magnetic Field Amp; Asymmet- 
rical Charge-Coupled FM Detector; phono input; 
video/digital audio input; aux input; 2 tape inputs; 6 
station presets; mono switch; bass, mid, treble 
controls; balance control; switches for tone defeat, 
speaker selection, tape monitoring, tape dubbing, FM 
muting, AM noise filter, loudness contour. 150 W/ch 
into 8 ohms. FM section (stereo, 75 ohms, with 
Charge-Coupled Detector engaged): usable sens 16.3 
dBf (1.78 nV); 50-dB quieting sens 23.5 dBf (4.0 
uM) Sire od ciate cee s Uta cesi $749 


100-W/ch AM/FM Receiver 6200 

Features magnetic field amplifier; 6 AM/6 FM station 
presets; asymmetrical charge-coupled FM detectrol; 
bass control boosts or cuts 100 Hz max 8 dB; treble 
boosts or cuts 10,000 Hz max 8 dB; 20-function 
remote control; 100 W/ch; FM sensitivity IHF 2.0 
AV AS PPRIIIST TARQUINII MEM $699 


DENON 


DRA-1025 AM/FM Receiver 
Features 120 W/ch and full function remote control. 
Inputs for turntable, 2 tape decks, CD player, VCR. 
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Pre-out main jacks; 5-way speaker terminals; 16 
station tuner preset; fluorescent; preset FM scan; 
variable loudness EQ; simulcast copy function; simu- 
lated stereo circuit. THD 0.006% -3 dB at rated output; 
IMD 0.005%; FR 20-50,000 Hz +1.5 dB; S/N 110 dB; 
6:3, Xx E08 x 15.512m:726:40 lD. nee 5s $950 
DRA-825. Similar to above with 90 W/ch.... $800 


DRA-625 AM/FM Receiver 

65 W/ch AM/FM receiver with remote control. Fea- 
tures liquid cooled heat sinks, variable loudness EQ, 
one-touch source selection, pre-out jacks, 3-way 
speaker terminals. 16-station random preset memory 
tuning; auto scanning; last channel tuned memory. 
THD 0.009596 -3 dB at rated output; IMD 0.02596; FR 
20-50,000 Hz + 1.5 dB; S/N phono 88 dB-FM 82 dB- 
CD/tuner/tape 98 dB; 5.39 x 17.08 x 13.77-in; 21 
IB dee visco tice reale c T $550 
DRA-425. Similar to above with 50 W/ch.... $450 


DRA-35V AM/FM Receiver 

Features 40 W/ch; l6-station preset tuning; auto 
seek; variable loudness control; last-channel memo- 
ry; nonswitching Class A amp; A/V in/out; electronic 
INDULSWILCHINIG? EIE eer c pes $375 
DRA-25 AM/FM Receiver 

Stereo receiver features straight amplification design; 
CD direct switch; variable loudness EQ; liquid heat- 
cooled sink; high-linearity phono stage; 16-station 
random preset memory; microprocessor assisted 
tuning system; FL display; auto-scan; up/down man- 
ual tuning; last-channel-tuned memory. 30 W/ch min 
rms into 8 ohms from 20-20,000 Hz with no more 
than 0.05% THD; FM 50 dB quieting sens 23 uV 
(stereo); capture ratio 1.5 dB; AM suppression 50 
ral SPN Por ote NI EMI $380 


FISHER 


R625B 120-W/ch AM/FM Receiver 

AM/FM receiver with 38-function wireless remote 
control. Features S-band graphic equalizer; motor- 
ized volume control; 24 AM/FM station presets; 
autoscan tuning; built-in FM muting; FL display; 120 
W/ch rms into 8 ohms at 20-20,000 Hz with <0.09% 
THD; loudness switch. ............000e0008 $450 


RS615B 60-W/ch AM/FM Receiver 

AM/FM receiver with 37-function wireless remote 
control. Features 5-band graphic equalizer; motor- 
ized volume control; 24 AM/FM station presets; 





autoscan tuning; built-in FM muting; FL display; 60 
W/ch rms into 8 ohms at 20-20,000 Hz with <0.09% 
TAD IOUGNESS SWILCD cis x cous oe» ey ee zs $350 


RS605B 40-W/ch AM/FM Receiver 

AM/FM receiver features 5-band graphic equalizer;e- 
qualizer; 24 AM/FM station presets; autoscan tuning; 
built-in FM muting; FL display; 40 W/ch rms into 8 
ohms at 20-20,000 Hz with <0.09% total harmonic 
distortion; loudness switch ................ $300 


HARMAN KARDON 


hk990 Vxi 90-W/ch AM/FM Receiver 

AM/FM receiver with digital synthesized quartz- 
locked tuning and remote control. Features high 
current/high voltage design; active tracking tuner 
circuitry; 6 AM/12FM presets; seek tuning; LED signal 
strength meter; two tape monitors; two A/V moni- 
tors; interactive video switching; CD high level 
inputs; external processor jacks; MC head amp; 
subsonic filter; mono; loudness; tape copy selector; 2- 
way A/V; speaker switching; metal chassis.. $1,099 
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hk880 Vxi 60-W/ch AM/FM Receiver 

AM/FM receiver with digital synthesized quartz- 
locked tuning and remote control. Features high 
current/high voltage design; 6 AM 12 FM presets; seek 
tuning; LED signal strength meter; two A/V tape 
monitors; interactive video switching; CD high level 
inputs; external processor jacks; subsonic filter; 
mono; loudness; 2-way tape copy selector; speaker 
switching; metal chassis................-.. $749 


hk550 Vxi 45-W/ch AM/FM Receiver 

AM/FM receiver with digital synthesized quartz- 
locked tuning. Features high current/high voltage 
design; 6 AM 12 FM presets; seek tuning; two tape 
monitors; CD, video, and aux high level inputs; 
loudness; speaker switching; metal chassis... . $529 


hk440 Vxi 30-W/ch AM/FM Receiver 

AM/FM receiver with digital synthesized quartz- 
locked tuning. Features high current/high voltage 
design; 6 AM 12 FM presets; seek tuning; two tape 
monitors; CD and video high-level inputs; loudness; 
speaker switching; metal chassis............ $389 


hk330 Vi 25-W/ch AM/FM Receiver 

AM/FM receiver with digital-synthesized quartz- 
locked tuning; 6 AM/12 FM presets; select tuning; two 
tape monitors; CD and video high level inputs; 
loudness; speaker switching................ $319 


HITACHI 


MX-W50 Hi-Fi System/CD Player 

CD slimline system with infrared remote control. 
Features CD player; twin cassette deck, digital tuner, 
amplifier; dual tape deck controled by microproces- 
sor for feather touch operation; double auto reverse; 
digital-synthesized quartz tuner locks in station 
signal; 4-way selection repeat; vibration free floating 
suspension system; resume play function; built-in 
timer; single D/A converter 20-station memory; 50 
W/ch; 0.9% THD 5-band graphic equilizer; dolby NR 
equalization switch for all tape types; FR FM 88-108 
MHz; FR AM 522-1611 MHz; Jacks for headphone, 
line-in, phono, speaker, ext antenna; 25.72 x 5 x 14.5 
RIED OAL a, ERU RECHT OM unten E die $899 
MX-WSI. Same as above with HS-W50 Speakers. 
Speakers feature 8” poly-coat-cone type woofer; 5” 
poly-coat-cone type midrange; 1” polycarbonate 
dome type tweeter; nominal power input 70 W; SPL 
90 dB:imp S. ONMS ys aca. em eres etel $1,299 


JVC 


RX1001VBK Audio/Video Receiver 

Audio/video receiver with surround-sound capabili- 
ty. Features programmable remote control with LCD; 
Digital Acoustics processor; digital Dolby surround; 
computer-controlled digital synthesizer tuner; preset 
memory for 40 AM/40 FM stations; auto memory; 
preset scan; auto QSC; dB indicator; variable stop 
level; station name indicator; LCD on unit; tape 1, 
tape 2, DAT, VCR 1, VCR 2, phono, CD inputs; 
dubbing capability; 3 video inputs; 7-band electronic 
SEA graphic equalizer with 5 user-programmed and 5 
pre-programmed  equalizations; interactive CCS; 
high-gain phono equalizer for MM/MC cartridges; 
loudness; sleep timer; connections for two pairs of 
speakers; CATV antenna control unit. 120 W/ch 
driven into 8 ohms from 20-20,000 Hz with no more 
than 0.007% THD. Front surround: 110 W/ch into 8 
ohms from 20-20,000 Hz with no more than 0.007% 
THD; rear surround: 15 W/ch into 8 ohms at 1,000 Hz 
with no more than 0.07% THD ........... $1,200 


RX999VBK Audio/Video Receiver 

A/V receiver with programmable remote control. 
Features digital Dolby surround; hall; stadium; 
adjustable digital delay; 3 video inputs; computer- 
controlled electronic 7-band SEA graphic equalizer 
with 5 user-programmed settings and 5 pre-pro- 
grammed settings; digital synthesizer tuner with 40 
AM/40 FM station presets; auto memory; preset scan; 
auto QSC; dB indicator; Dynamic Super-A with Gm 
Driver; LCD display; interactive CCS; 5-deck connec- 
tions with full dubbing; loudness and connections for 
two pairs of speakers; CATV antenna control unit. 
100 W/ch into 8 ohms from 20-20,000 Hz with no 
more than 0.00796 THD. Front surround: 90 W/ch 
into 8 ohms from 20-20,000 Hz with no more than 
0.00796 THD; rear surround: 15 W/ch into 8 ohms at 
1,000 Hz with no more than 0.796 THD ...... $840 


RX777VBK Audio/Video Receiver 

A/V receiver with digital Dolby surround, hall, 
stadium, and adjustable digital delay. Features 2 
video inputs; digital synthesizer tuner with 40 AM/40 
FM station presets; auto memory; preset scan; 7-band 
SEA graphic equalizer; LCD on unit; interactive CCS; 
loudness and connections for two pairs of of speakers; 
CATV antenna control unit; programmable remote 
control. 80 W/ch into 8 ohms from 20-20,000 Hz 
with no more than 0.007% THD. Front surround: 75 
W/ch into 8 ohms from 20-20,000 Hz with no more 
than 0.007% THD; rear surround: 7 W/ch into 8 ohms 
at 1,000 Hz with no more than 0.7% THD .... $630 
RX777VSBK. As above with unified A/V remote 
control Ere, Sides Obs is te, ase bees 4 NE $570 


RX555BK AM/FM Receiver 

AM/FM receiver with A/V remote control. Features 
loudness and connections for two pairs of speakers; 
digital synthesizer tuner with 40 AM/40 FM station 
presets; auto memory; preset scan; LCD on unit; 
interactive CCS; 7-band SEA graphic equalizer with 
equalized dubbing; CATV antenna control unit. 60 
W/ch into 8 ohms from 20-20,000 Hz with no more 
tham 0.00 79TH, pwc id reser e Ue $420 


RX333BK AM/FM Receiver 

AM/FM receiver with full-function remote control. 
Features loudness and connections for two pairs of 
speakers; digital synthesizer tuner with 40 AM/40 FM 
station presets; auto memory; preset scan; LCD on 
unit; interactive CCS; 5-band SEA graphic equalizer; 
CATV antenna control unit. 45 W/ch into 8 ohms 
from 40-20,000 Hz with no more than 0.08% 
THD2. eM OCESHES S SMES a cx CEN EA ane Det $320 


RX222BK AM/FM Receiver 

AM/FM receiver with full-function remote control. 
Features loudness and connections for two pairs of 
speakers; digital synthesizer tuner with 40 AM/40 FM 
station presets; auto memory; preset scan; LCD on 
unit; interactive CCS; CATV antenna control unit. 35 
W/ch into 8 ohms from 40-20,000 Hz with no more 
than: D OSPTHD E EET Ia terr $280 


RX150BK AM/FM Receiver 

Features digital synthesis tuning; 8 AM/8 FM station 
presets; auto loudness contour; connections for 2 
pairs of speakers; FM mode/muting switch. 25 W/ch 
into 8 ohms from 40-20,000 Hz with no more than 
0:596 HD tee mte vay dete $200 


KENWOOD 


KR-V127R Audio/Video Receiver 

AM/FM receiver with voltage interface gauge (VIG) 
power amplifier circuit. Features programmable full 
remote control; three video inputs; video dubbing 
with audio injection; Dolby/Theater/Stadium Sur- 
round; 20-Station Name Preset System (SNSP); 5- 
category music select presets; 7-band electronic 
graphic equalizer; 7-band spectrum analyzer; auto- 
memory entry; equalizer recording switch; MM/MC 
cartridge selector; speaker A/B selector; 10 W/ch rear 
speaker amplifier; THD 0.008%; IMD 0.008%; FR 20- 
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20,000 Hz; S/N ratio 82 dB; graphic equalizer center 
frequency 60 Hz at | kHz; usable sens 10.8 dBf, 50 dB 
quicting sens AaB ot 25h gals TE $699 


KR-V107R Audio/Video Receiver 

AM/FM receiver with voltage interface gate (VIG) 
power amplifier circuit. Features unified full remote 
control; three video inputs; video dubbing with audio 
injection; Dolby/Theater/Stadium Surround; 20-Sta- 
tion Name Preset System (SNPS); 5-category music 
select presets; preset scan with music calendar; 7- 
band electronic graphic equalizer; 7-band spectrum 
analyzer; FM auto-memory entry; equalizer recording 
switch; speaker A/B selector; 10 W/ch rear speaker 
amplifier; THD 0.008%; IMD 0.00896; FR 20-20,000 Hz 
t 0.5 dB; S/N ratio 82 dB; graphic equalizer center 
frequency 60 Hz; usable sens 10.8 dBf. 5.25 x 16.56 x 
14,530: 23. ]/ID iuo V3 OVES DE AS ELA $599 


KR-V87R Audio/Video Receiver 

AM/FM receiver with voltage interface gate (VIG) 
power amplifier circuit. Features system memory; 
unified full remote control; audio injection; Dolby 





surround; 20-Station Name Preset System (SNPS); 
preset scan; 7-band electronic graphic equalizer; FM 
auto-memory entry; equalizer recording switch; 
speaker A/B selector; 10 W/ch rear speaker amplifier; 
THD 0.008%; IMD 0.008%; FR 20-20,000 Hz +0.5 dB; 
S/N ratio 73 dB; graphic equalizer center frequency 60 
Hz; usable sens 10.8 dBf; 50dB quieting sens 14.2 dBf. 
3:06 x 16.36: x 12:69un: 18:1 ID... eese $499 


KR-V77R Audio/Video Receiver 

AM/FM receiver with unified full remote control. 
Features system memory with NiCad backup battery; 
video dubbing with audio injection; matrix surround 
sound; 20-Station Name Preset System (SNPS): 
preset scan; manual scan; 7-band electronic graphic 
equalizer; equalizer recording switch; speaker A/B, 
A+B selector; THD 0.03%; IMD 0.0396; frequency 
response 20-20,000 Hz +0.5 dB; signal-to-noise ratio 
73 dB; graphic equalizer center frequency 60 Hz; 
usable sensitivity 10.8 dBf; 50 dB quieting sensitivity 
14.2 dBf; IF rejection ratio 86 dB. 5.06 x 16.56 x 12.69 
In^ ESSI, 01545 52 eshte PLURA. LL TRU $399 


KR-A57R AM/FM Receiver 

Features 55 watts per channel; unified remote con- 
trol; 5-band graphic equalizer; matrix surround; 20- 
Station AM/FM random preset memory; 10-key direct 
frequency input; preset scan; electronic inpout selec- 
tors; two video sound inputs; speaker A/B selector; 
THD 0.03; IMD 0.03; FR 20-20,000 Hz +0.5 dB; S/N 
ratio 73 dB; graphic equalizer center frequency 60 Hz; 
usable sens 10.8 dBf, 50dB quieting sens 17.2 dBf, IF 
rejection ratio 86 dB. 4.31 x 16.56 x 9.31 in; 10.1 
IBuccuter dius MES Mb eS $329 


KR-A47 40-W/ch AM/FM Receiver 

Receiver with 16-station AM/FM random preset 
memory. Features preset scan; automatic/manual 
tuning; electronic input selectors; video surround; 
speaker A/B selector; THD 0.03%; IMD 0.03%; FR 20- 
20,000 Hz +0.5 dB; S/N ratio 73 dB; graphic 
equalizer center frequency 60 Hz; usable sens 10.8 
dBf; 50 dB quieting sens 17.2 dBf, IF rejection ratio 86 
dB. 43x 16:56'9.0 ins VL IDS. shares $239 


KYOCERA 


R-861 Receiver 
Features 100 W/ch (continuous rms, both channels 
driven into 8 ohms, from 20-20,000 Hz, with no more 


than 0.02% THD); 3-band parametric EQ for tonal 
adjustment; switchable MM/MC phono preamp; 
preamp out/main amp in jacks; subsonic filter; 
quartz-frequency synthesis tuning with high-speed 
2,500 Hz comparator for low noise; switchable IF 
bandwidth; defeatable bass/treble controls; Dolby FM 
de-emphasis switch; 7 AM and 7 FM preset stations; 
high-blend feature. FM S/N 76 dB stereo, 82 dB mono; 
slew rate 50 V/usec; rise time 1.0 usec; S/N (IHF-A) 
phono MC 74 dB, phono MM 85 dB, high-level inputs 
ROO Be 5S ha ste HIST $1,200 


R-661 Receiver 

Features 70 W/ch (continuous rms, both channels 
driven into 8 ohms, from 20-20,000 Hz, with no more 
than 0.02% THD); defeatable bass and treble controls 
for tonal adjustment; switchable MM/MC phono 
preamp; preamp out/main amp in jacks; subsonic 
filter; quartz-frequency synthesis tuning with high- 
speed 2,500 Hz comparator for low noise; switchable 
IF bandwidth; 7 AM and 7 FM presets; high-blend 
feature. FM S/N 74 dB stereo, 80 dB mono; slew rate 
50 V/usec; rise time 1.0 usec; S/N (IHF-A) phono MC 
64 dB, phono MM 82 dB, high-level inputs 100 
fod s Sree Lip mole lathh ai bo TN eA EA We 3 § $900 


R-461 Receiver 

Inputs for MM phono, 2 tape, 2 AUX, CD player. Amp 
section: 50 continuous average W/ch from 20-20,000 
Hz with no more than 0.02% THD driven into 8 ohms; 
dynamic headroom 2.1 dB; IHF IMD 0.02%; FR 30- 
15,000 Hz + 1 dB. FM section: alt-ch sel 55 dB; 50-dB 
quieting sensitivity mono 17 dBf (50 dB), stereo 37.2 
dBf (50 dB); max S/N, A-wtd, mono 77 dB, stereo 72 
dB; THD mono 0.0896, stereo 0.1296; channel separa- 
tion 48 dB at 1,000 Hz; capture ratio 1.2 dB. AM 
section: loop sensitivity 300 nV. 18.12 x 4.31 x 12.12 
Ie Bie ID ote dE yuesenoru rares $650 


R-261 Receiver 

Inputs for MM phono, tape, aux, CD; Amp section 30 
continuous average W/ch from 20-20,000 Hz with 
«0.0590 THD into 8 ohms; dynamic headroom 2.1 
dB; IHF and IMD 0.0296; FR 30-15,000 Hz + 1 dB; FM 
section alt ch selection; 55 dB; 50 dB quieting sens 
mono 17 dBf; stereo 37.2 dBf; max S/N; A-wtd, mono 
77 dB; stereo 72 dB; THD mono 0.0896; stereo 0.12%; 
sep 48 dB at 1,000 Hz; capture ratio 1.2 dB; AM: loop 
sens 300 u/V; 18.12 x 4.31 x 12.12 in. . ...... $450 


LUXMAN 


R-117 160-W/ch AM/FM Receiver 

Receiver with full-function system remote control 
including video and video sound switching. Features 
low-impedance drive capability; CD straight mode; 
FET differential phono input; 5 gang varactors, dual 
gate MOSFET's; pre-out/main-in. Power output 160 
W/ch from 20-20,000 Hz with <0.03% THD; IMD 
<0.03% (35 W/8 ohms); S/N 88 dB (MM), 70 dB (MC), 
98 dB (CD, tape, A/V); FM sensitivity (stereo) 36 dBf, 
FM S/N (stereo) 75 dB; FM total harmonic distortion 
(stereo) < 0 T9610 e oka a EA $1,200 
R-115. Similar to above with 75 W/ch; remote 
control; audio switching/video switching. .... $800 
R-113. Similar to above with 35 W/ch; THD <0.08%. 
No:remote control’ AE S $450 


McINTOSH 


MAC 4300V AM/FM Receiver 

AM/FM 100 W/ch stereo receiver with remote control. 
Features MPX filter; 6 station presets; signal-strength 
indicator; LED display of station frequency; | un 
switched outlet; loudness; 1, 2, and 1+2 speaker 
selector; 5-band equalizer; scan; headphone jack. 
Amp: THD 0.02%; IMD 0.02%; FR 20-20,000 Hz 
+0/— 0.5 dB; SN 100 dB. Tuner: S/N 75 dB stereo; FR 
20-15,000 Hz +0/—1.0 dB stereo; THD 0.08% at 
1,000 Hz; FM S/N 70 dB stereo; FM capture- ratio 1.5 
dB; Front panel is brushed black anodized with gold 
trim; side panels are machined solid walnut with 
finish; 18.47 x 6.06 x 14 in; 34 lb 5 oz ..... $2,995 


MAC 4275 AM/FM Receiver 

AM/FM 75 W/ch stereo receiver. Features MPX filter; 
5 station presets; signal-strength indicator; LED dis- 
play of station frequency; Power Guard circuit; | 
unswitched outlet; loudness; 1, 2, and 1+2 speaker 
selector; 3-band equalizer; scan; headphone jack. 
Amp: THD 0.03%; IMD 0.03%; FR 20-20,000 Hz 
+0/— 0.5 dB; SN 100 dB. Tuner: S/N 75 dB stereo; FR 
20-15,000 Hz +0.5 dB stereo; THD 0.196 at 1,000 Hz; 
Front panel brushed black anodize with gold anodize 
trim; side panels are machined solid walnut with 
satin laquer finish; 18.25 x 5.25 x 15.5 in... $1,798 


MARANTZ 


SR3600BL 120-W /ch Receiver 

Receiver with Dolby Surround Sound. Features 
quartz-locked digital synthesis tuning; manual scan; 
5-band EQ; remote control; 40 AM/FM presets; preset 
scan; VCR to VCR dubbing; 3 band tone control; 
speaker A/B switch; center channel output ... $879 


SR3500BL 110-W/ch Receiver 

Receiver with 40 AM/FM station presets. Features 
quartz-locked digital synthesis tuning; manual scan; 
5-band EQ; preset scan; VCR to VCR dubbing; 3 band 
tone control; speaker A/B switch; cable FM input; 
MMMC phono input selector; matrix sound ... $749 


TA-170AV 165-W/ch Receiver 

Receiver with 16-preset digital tuning. Features 5- 
band graphic equalizer; quartz-locked digital synthe- 
sis tuning; electronic volume; VCR to VCR dubbing; 
power meter; inputs for MM phono, tape, CD player; 
alt-ch sel 50 dB; 50-dB quieting sens, mono 15 dBf, 
stereo 37 dBf, max S/N 68 dB; THD stereo 0.3%; sep 42 
dB; capture ratio 1 dB. 16.5 x 7.25 x 13 in; 34 Ib$650 


TA-135AV 130-W/ch Receiver 

Receiver with 16-preset digital tuning. Features 
remote control; 5-band graphic equalizer; electronic 
volume; VCR to VCR dubbing; power meters; inputs 
for MM phono, tape, CD player; alt-ch sel 50 dB; 50-dB 
quieting sens, mono 15 dBf, stereo 37 dBf; max S/N 68 
dB; THD stereo 0.396; sep 42 dB; capture ratio | dB. 
16.5% 7.253 1338 730:1bB 47 fy clays, sre 1 $570 


TA-100 100-W/ch Receiver 

AM/FM receiver with 16 presets. Features remote 
control; 5-band EQ; quartz-locked digital synthesis 
tuning; inputs for MM, phono, tape, CD, 2 video 
sources; VCR to VCR dubbing; 100 W/ch; 0.196 THD. 
16:062x:5.87x 12:62: 1n; 237b 44.5 eels $500 


SR3300BL 60-W /ch Receiver 

Receiver with 32 AM/FM presets. Features VCR to VCR 
dubbing; 3 band tone control; speaker A/B switch; 
audio/video integration; matrix sound....... $449 


SR3200BL 35-W/ch Receiver 

Features 16 AM/FM station presets. Features triple 
tone control; digital tuning; tape monitor; speaker 
A/BSWHOl( conc ire see eee ere ae $329 


SR-560 45-W/ch Stereo Receiver 

Features 16 preset digital tuning; 7 band EQ; inputs 
for MM phono, tape, CD, 2 video sources; VCR to VCR 
dubbing; 0.3% THD; 11.2 dBf IHF sens. 16.5 x 3.62 x 
1010: 11.9:1bs:.. << SPs eee Eaten $250 


SR-360 25-W/ch Stereo Receiver 

Features 5-band equalizer; 16 preset tuning; inputs 
for MM phono, tape, CD; 0.3% THD. 16.5 x 3.62 x 10 in; 
S. AIDS Uae Seite eb. reyes lt ET $200 


MITSUBISHI 


M-AV1 125-W/ch Audio/Video Receiver 

A/V receiver with 125-W/ch features 25-W/ch Dolby 
Surround Matrix surround; remote control; motor- 
ized volume control; bass and treble controls; tone 
defeat; audio mute; preamp loudness; subsonic filter; 
high-cut filter; record selector; 16 presets with menu- 
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switching; on-screen displays of all functions; adjust- 
able LCD display; preset scan; FM muting; headphone 
jack; 4 audio/video equipment inputs; 3 audio 
equipment inputs; 2 audio tape outputs; | video tape 
output; monitor outputs; pre-amp loop; THD 
OOS Mis em fes *. Tom oen Indes dete n I DASS $1,000 


M-AV2 80-W/ch Audio/Video Receiver 

A/V receiver with 80-W/ch features Dolby Surround 
Matrix surround; remote control; motorized volume 
control; bass and treble controls; tone defeat; audio 
mute; preamp loudness; subsonic filter; high-cut 
filter; record selector; 16 presets; preset scan; FM 
muting; headphone jack; 4 audio/video equipment 
inputs; 3 audio tape outputs; | video tape output; 
monitor outputs; pre-amp loop; THD 0.05%. . . $800 


M-AV3 80-W/ch Audio/Video Receiver 

A/V receiver with 80-W/ch features Dolby Surround 
Matrix surround; remote control; motorized volume 
control; bass and treble controls; tone defeat; audio 
mute; preamp loudness; subsonic filter; high-cut 
filter; 16 presets; preset scan; FM muting; headphone 
jack; 4 audio/video equipment inputs; 2 audio tape 
outputs; | video tape output; monitor outputs; THD 
MOSI: e vens dolose dr E St HM SES TN $600 


NAD 


7600 Monitor Series AM/FM Receiver 

Wireless remote control; 150 W/ch; power envelope 
circuitry; +6 dB dynamic headroom; bridgeable; 
high current output stage; heigh resolution phono 
pre-amp; MC pre-pre-amp; bass EQ semi-parametric 
tone controls; wide/narrow IF mode; speaker imp 
selector; close tracking Soft Clipping; rack mount- 
ANGUS */ 1 granted 4 iste s Le CENSUIT SATA $1598 


7400 Monitor Series AM/FM Receiver 

14 pre-sets; 100 W/ch stereo reciever; power envelpe 
circuitry; +6.2 dB dynamic headroom; motorized 
volume; MM/MC switch on descrete 4 transistro 
phono pre-amp; bridgeable; pre-amp out/main in; 
PACK TOUT ADO? a «ato mp eset ud OSEN $1098 


7100 Monitor Series AM/FM Receiver 

14 pre-sets; 50 W/ch stereo receiver; power envelpe 
circuitry; +6.6 dB dynamic headroom; MM/MC 
switch on discrete 4 transistor phono pre-amp; 
bridgeable; pre-amp out/main in; rack mount- 
BUNS rs id oes, Hilo eee Sede ed $748 


7240PE AM/FM Receiver 

40 W/ch; +6 dB dynamic headroom; speaker imp 
selector; Soft Clipping circuit; Bass EQ high current 
output stage; low noise phono pre-amp...... $498 


7225PE AM/FM Receiver 

20 W/ch; +4 dB dynamic headroom; power enve- 
lope circuitry; pre-amp out/main in; 5-way speaker 
binding posts; Soft Clipping curciut......... $348 


7020e AM/FM Receiver 
20 W/ch; high current output stage; Soft Clipping 
CAPCUIE = cc oc wand ews Waa ota Se $278 


NAKAMICHI 


SR-4A AM/FM Stereo Receiver 

Stereo receiver with Stasis power amp, multi-regulat- 
ed power supply, extensive video switching. Inputs 
for MM phono, MC phono, tape, CD player, video 
sound source; VCR/laser disc. 60 continuous average 
W/ch from 20-20,000 Hz with no more than 0.1% 
THD into 8 ohms; dynamic headroom 1.3 dB; 200-ms 
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dynamic power 80 W. FM 50-dB quieting sens stereo 
37.5 dBf; S/N 74 dBA at 65 dBf; THD stereo 0.0796; 
capture ratio 1.5 dB; AM rejection 60 dB; alt-ch sel 60 
dB. 16.94 x 3.94 x 19.56 in; 221b, 4.0z....... $995 


SR-3A AM/FM Stereo Receiver 

Stereo receiver with Stasis power amp, multi-regulat- 
ed power supply, defeatable subsonic filter. Inputs for 
MM phono, MC phono, tape, CD player, video sound 
source; 2 video sources. 45 continuous average W/ch 
from 20-20,000 Hz with no more than 0.1% THD into 
8 ohms; dynamic headroom 1.5 dB; 200-ms dynamic 
power 64 watts. FM 50-dB quieting sens stereo 37.5 
dBf, S/N 74 dBA at 65 dBf, THD stereo 0.07%; capture 
ratio 2 dB; AM rejection 60 dB; alt-ch sel 55 dB. 16.94 
KIIA 014560 IRID Izy dee. $695 


SR-2A AM/FM Stereo Receiver 

Stereo receiver with Stasis power amp, multi-regulat- 
ed power supply. Inputs for MM phono, tape, CD 
player. 30 continuous average W/ch from 20-20,000 
Hz with no more than 0.1% THD into 8 ohms; 
dynamic headroom 1.7 dB; 200-ms dynamic power 
45 watts. FM 50-dB quieting sens stereo 37.5 dBf; S/N 
74 dBA at 65 dBf; THD stereo 0.07%; capture ratio 2 
dB; AM rejection 60 dB; alt-ch sel 55 dB. 16.94 x 3.94 x 
PASO 6b: 9702 fx rre EROS 4 $449 


TA-1A Tuner Amplifier 

Features 35 W continuous average output; <0.10% 
THD into 8 ohms; MM phono overload 150 mV; MM 
phono S/N > 78 dB; 10 AM/FM presets; sens 12 dBf, 
signal strength for 50 dB quieting; multi-regulated 
power supply; 5 audio inputs; separate bass and treble 
controls; loudness control; fixed 6 dB per octave 
subsonic filter; MOSFET vari-acp tuner; auto-seek an 
manual tuning; 2 switched AC convenience out- 
CE 5 cocer koh CSRS LS RENTA E eee $329 


NEC 


AVR-1010 Audio/Video Receiver 

AM/FM receiver with built-in Dolby and matrix 
surround-sound processors. Features unified remote 
control with LCD readout that can operate other NEC 
audio and video components; four built-in power 
amps (one for each front and rear ch); quartz-PLL 
digital-synthesis tuning; 16 AM/FM station presets; 
preset scan; FM mute; selectable wide/narrow IF 
bandwidth; 3 volume level/channel balance presets; 
computer-controlled volume and input selection; 
audio mute; a master volume control; front/rear 
volume control; front-left, front-right, rear-left, and 
rear-right volume controls; rear and front bass/treble 
controls; digital delay; headphone jack; tape monitor; 
mono output. Inputs for phono, CD player, tape 
deck, AUX, TV, and VCR. Tuner section: FM usable 
sens 10.8 dBf (0.95 nV); FM S/N 74 dB stereo. Amp 
section: 100 W/ch into 8 ohms from 20-20,000 Hz 
with 0.0296 THD (front), 50 W/ch into 8 ohms (rear). 
153x505 TIO see xe kw lev SX ae $899 





AVR-710 Audio/Video Receiver 

AM/FM receiver with built-in Dolby and matrix 
surround-sound processors. Features unified remote 
control that can operate other NEC audio and video 
components; four built-in power amps (one for each 
front and rear ch); quartz-PLL digital-synthesis tun- 
ing; 16 AM/FM station presets; preset scan; FM mute; 3 
volume level/channel balance presets; computer- 


controlled volume and input selection; audio mute; a 
master volume control; front/rear volume control; 
front-left, front-right, rear-left, and rear-right volume 
controls; rear and front bass/treble controls. Inputs 
for phono, CD player, tape deck, AUX, TV, and VCR. 
Tuner section: FM usable sens 13.2 dBf (2.5 nV); FM 
S/N 72 dB stereo. Amp section: 70 W/ch into 8 ohms 
from 20-20,000 Hz with 0.02% THD (front), 35 W/ch 
into 8 ohms (rear). 17 x 5.5 x 17 in; 331b .... $699 


R-510 Audio/Video Receiver 

Remote-controlled AM/FM receiver with 16 AM/FM 
station presets. 50 W/ch into 8 ohms with 0.0296 
THD: ipie do. Torri cacao sla bu euaees $499 


NIKKO AUDIO 


AVR-65 Audio/Video Receiver 

Remote-controlled AM/FM, UHF, CATV stereo receiv- 
er with built-in MTS/SAP decoder and 139-channel 
tuning. Features quartz-locked tuner; 2 video input- 
s/outputs; 10 AM/10 FM presets. 65 W/ch into 8 ohms 
with 0.05% THD; FR 20-20,000 Hz. S/N 65 db . $900 


NR-1050R Audio/Video Receiver 

Remote-controlled receiver with 100 W/ch; 2 tape 
inputs; 20 station presets; bi-directional dubbing; L/R 
mic; L/R line; 4-band graphic EQ............ $599 
NR-850R. Same as above with 65 W/ch ..... $519 


R-550 Receiver 

55 W/ch at 8 ohms; 1.63 dB dynamic headroom with 
10-100,000 Hz per bandwidth; 10 AM/ 10 FM 
presets; 6-inputs; processor select system; 2 video/i- 
mage input/output terminals provide bi-directional 
dubbing; auto record out allows any source to be 
autmatically routed to all four outputs; THD.0496; FR 
20-20,000 Hz/CD input; S/N 80 dB; sep 51 dB; 
channel GOUT SIGE aca s (bue oue $450 





R-400. Identical to R-550 except for processor feature 
and single direction video dubbing.......... $350 


ONKYO 


TX-SV7 Audio/Video Receiver 

Audio/video AM/FM receiver with Onkyo's RV- 
AV7M universal remote control to operate receiver 
plus a variety of other audio and video componetns. 
Features built-in MTS decoder for stereo broadcasts; 
built-in surround-sound processor with Dolby, ma- 
tix, and hall surround sound; simulated stereo; 12 
AM/FM station presets; FM mute; inputs for 4 speak- 
ers; bass, treble, and balance controls. Inputs for CD 
player, phono; VDP, VCR, tape 1, and tape 2. 100 
W/ch, 75 W/ch (front) and 25 W/ch (rear) in 
surreund mode: coude Ws a hate 230 ae ore $1,000 


Integra TX-108 AM/FM Receiver 

Computer-controlled AM/FM receiver with full-func- 
tion wireless remote control that can also operate 
selected Onkyo turntables, tape decks, and CD 
players. Automatic precision reception system con- 
trols stereo/mono, local/DX, high-blend on/off, and 
NR on/off functions. Features real-phase power 
supply; dynamic bass expander; dynamic transient 
expander; simulated stereo; preset memory scan; 
motorized volume control; FM/video simulcast capa- 
bility. Inputs for MM and MC phono; tape; tape 2; CD 
player; video sound source; VCR; VDP. Amp section: 
100 continuous average W/ch from 20-20,000 Hz 
into 8 ohms with <0.02% THD. FM section: 50-dB 
quieting sens 40 uV (37.2 dBf) stereo; capture ratio 
1.3 dB; alt-ch sel 70 dB. 18.88 x 5.88 x 18.12 in; 33 
LB x Led eke NS od Laird: sat tM bs Roars $900 
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For Compact Disc, Computer, Video, Cassette and D.A.T. all in one unit! 


Jewels stored vertically or horizontally to your own impeccable taste, our rich colored Ivory shelves are 
removable to adapt to any collection. Our rotating Benjamin and Samantha line allows for multi-storage 
in tight quarters. The Elizabeth line is stackable, wall mounted or desk top suitable. All cabinets available 
in choice of 5 colors. 























ELIZABETH LINE BENJAMIN LINE e Finger touch bronze GE: OE 
A. Holds 308 jewels vertically, 276 e Stores 204 Jewels vertically, 180 lass doors ; 
stored horizontally measures stored horizontally measures B 
634" x 20%" x 48" 3208» 1334" x 1934" x 25" 322 909 > ; | 
B. Holds 154 Jewels vertically, 138 e Acrylite adjustable Med. Oak | 
stored horizontally measures SAMANTHA LINE shelves 
634" x 904" x 24” $149” e Stores 104 Jewels vertically, 92 
C. Holds 102 Jewels vertically, 90 stored horizontally measures ; Lt. Oak 
stored horizontally measures 1334" x 1334" x 1414" *129"» e Solid brass hardware 
634" x 1894" x 24" +119” Dy 
D. Holds 52 Jewels vertically, 46 IPA e 100% solid oak casing White 
stored horizontally measures L^) 
634" x 1934" x 13%" 569” e ] ; dn 
E. Holds 24 Jewels vertically, 22 vid year Warranty Black 
stored horizontally measures me 7 *- 
e Satisfaction Guaranteed 


634" x 7V4" x 194" $9 Qoo 


i m 
MasterCard VISA 
es 


é Call or write for further information 
Call 1-800-458-1312 for easy ordering! 147 Columbia Avenue * Holland, MI 49423 
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RECEIVERS 


Integra TX-88 AM/FM Receiver 

Computer-controlled AM/FM receiver with full-func- 
tion wireless remote control that also operates 
selected Onkyo turntables, tape decks, and CD 
players. Automatic precision reception system con- 
trols stereo/mono, local/DX, high-blend on/off, and 
NR on/off functions. Features real-phase power 
supply; dynamic bass expander; simulated stereo; 
preset memory scan; motorized volume control; 
FM/video simulcast capability. Inputs for MM phono; 
tape; tape 2; CD player; video sound source; VCR; 
VDP. Amp section: 80 continuous average W/ch from 
20-20,000 Hz into 8 ohms with <0.025% THD. FM 
section: 50-dB quieting sens 40 uV (37.2 dBf) stereo; 


capture ratio 1.5 dB; alt-ch sel 70 dB ........ $730 
CW-X88. Optional woodgrain side panels for TX- 
RR NI EET RIRs Er DA. 3 $65/pr 


TX-850 AM/FM Receiver 

Stereo receiver with 68 W/ch rms. Features 160 W/ch 
dynamic output into 2 ohms; low impedance drive 
discrete output section; 4-mode APR tuner; 20-station 
random memory with battery-free backup; selective 
tone control; CD direct input; stereo image expander; 
dynamic bass expander; sleep time function; integ- 
trated system remote capability with supplied con- 
troller. Amp: FR 20-30,000 Hz + | dB. Tuner: capture 
ratio 1.5 dB; S/N 67 dB stereo; THD 0.2596 stereo$ 500 
TX-850M. As above with system remote. .... $550 


TX-830 AM/FM Receiver 

Stereo receiver with 58 W/ch rms. Features 150 W/ch 
dynamic output into 2 ohms; low impedance drive 
discrete output section; 3-mode APR tuner; 20-station 
random memory with battery-free backup; selective 
tone control; CD direct input; simulated stereo; sleep 
time function; integtrated system remote capability 
with supplied controller. Amp: FR 20-30,000 Hz +1 
dB. Tuner: capture ratio 1.5 dB; S/N 67 dB stereo; 
THD OBW Stereo Eea r ea inci ec PETS mee $400 
TX-830M. As above with system remote..... $450 


TX-810 AM/FM Receiver 

Stereo receiver with 45 W/ch rms. Features 58 W/ch 
dynamic output into 2 ohms; low impedance drive 
discrete output section; 2-mode APR tuner; 1 6-station 
random memory with battery-free backup; selective 
LONE COMUOL vecteur SR Grats $310 


TX-80 AM/FM Receiver 

Remote-controlled AM/FM receiver with a computer- 
controlled automatic precision reception system to 
control the stereo/mono and local/Dx functions. 
Features electronic feather-touch input selectors; 
direct tone controls; 16 AM/FM station presets. Inputs 
for MM phono, CD player, tape |/video sound, tape 2. 
Amp section: 33 W/ch min rms into 8 ohms from 20- 
20,000 Hz with no more than 0.3% THD; FR 20-30,000 
Hz +1 dB. FM section: usable sens 19.2 dBf (5 nV) 
stereo; 50-dB quieting sens 38.2 dBf (45 uV) stereo; 
capture ratio 1.5 dB. 17.12 x 3.88 x 12.5 in; 16.5 
IDE RUE oret Bees nies e a Mineo Sie $250 


PARASOUND 


R/HD Receiver Series 

All Parasound R/HD recievers feature CMOS electron- 
ic logic switching; high current/high speed discrete 
outputs; high speed linear phono gain stage; oversized 
power supply; preamplifier output jacks; LEDfunction 
indicators; separate CD adn video inputs; A/B speaker 
pairs, separately switched; mona mode select; all- 
metal chasis and panel; 3-AC convenience outlets; 
headphone jack. 


R/HD-900R Receiver 

Full feature, wireless remote control reciever. Fea- 
tures motor driven analog vol control; 16 station 
presets, 8 AM/8 FM; separate low and high filters; 
separate record output selector; 2-way tape dubbing; 
external processor loop jacks; relay protection; THD 
<0.2%; dynamic headroom 1.5 dB; FR 20-20,000 Hz 
+1 dB; s/N 90 dB; 17.25x4x 1.25 in....... $585 


R/HD-600 Receiver 

Features 16 station presets, 8 AM/8FM; variable 
loudness contour; 2-tape monitors; relay protection; 
THD <0.2%; dynamic headroom 1.5 dB; FR 20- 
20,000 Hz + 1 dB; S/N 90 dB; 17.25 x 4x 1.25 in$400 


R/HD-300 Receiver 

Features 12 station presets, 6 AM/6 FM; switchable 
loudness contour; single tape monitor; THD <0.2%; 
dynamic headroom 1.5 dB; FR 20-20,000 Hz +1 dB; 
S/N:90'dB: 17:25 x: 3:06 569/751 1 ees $300 


PHILIPS 


FR 980 Audio/Video Surround Sound Receiver 

Built-in Dolby Surround decoding and amplification; 
front channels rated 125 watts; 15 watts rear chan- 
nels; dynamic power of 180 watts, 290 watts; Sur- 
round mode switch features matrix, spatial, stereo, 
mono; 7 brand graphic equalizer with programmable 
acoustic memory; 50-key universal audio/video re- 
mote with LCD display; motor-driven rotary volume 
control for both channels; digitally synthesized 
AM/FM tuner with 19 presets; video split screen with 
video noise reduction; Record Selector provides 
parallel recording capability; MM or MC phono 
settings; ambience control switch; 9 audio inputs; 4 
audio outputs; 4 video inputs; 3 video outputs; AM 
and FM antennas; headphone outlet; function display; 
pre-set Scanning function for AM/FM tuner; re- 
modulator output jack for optional re-modulator. S/N 
ratio 75 dB; THD 0.196; video input sens 1 v p-p/75 
ohms: 44x 168 x 1521n: 3515... —... $999 


FR 880 Audio/Video Surround Sound Receiver 

Built-in Dolby Surround decoding and amplification; 
front channels rated 75 watts; 15 watts rear channels; 
dynamic power of 110 watts, 175 watts, 190 watts; 
Surround mode switch features matrix, spatial, ste- 
reo, mono; 44-key universal audio/video remote with 
LCD display; motor-driven rotary volume control for 
both channels; digitally synthesized AM/FM tuner 
with 19 presets; 9 audio inputs; 4 audio outputs; 4 
video inputs; 3 video outputs; AM and FM antennas; 
headphone outlet; function display; pre-set Scanning 
function for AM/FM tuner; re-modulator output jack 
for optional re-modulator. S/N ratio 75 dB; THD 0.196; 
video input sens | v p-p/75 ohms. 4.4 x 16.8 x 15.2 in; 
PANS | Erin tari cu PILAE A o reU etii $649 


PIONEER 


VSX-9300S A/V Receiver 

A/V receiver with Dolby Pro Logic surround proces- 
sor and digital delay. Features type III non-switching 
amp rated at 125 W front x 30 W rear; motor-driven 
volume control; 4 audio inputs; video adaptor loop; 4 
video inputs; stadium sound; simulated surround 





sound; FL display; programmable remote control; 
video enhancer with split-screen monitoring; VCR 
noise filter; 5-position remote-operated acoustic ton- 
al setting memory; pre-outs and main input termi- 
nals; 30 AM/FM presets; memory scan; manual, 
automatic, and direct-access tuning; HITS (Hyper 
Intelligent Tuning System) enables memory display 
by radio call letter and categories........... $935 


VSX-7300 A/V Receiver 

A/V receiver with Dolby Pro Logic surround proces- 
sor and digital delay. Features type III non-switching 
amp rated at 125 W front x 30 W rear; 4 audio inputs; 


video adaptor loop; 4 video inputs; stadium sound; 
simulated surround sound; FL display; programma- 
ble remote control; video enhancer with split-screen 
monitoring; VCR noise filter; 5-position remote- 
operated acoustic tonal setting memory; pre-outs and 
main input terminals; 30 AM/FM presets; memory 
scan; manual, automatic, and direct-access tun- 
High. e T E eit i quay d-V kae $760 


VSX-5300 A/V Receiver 

A/V receiver with Dolby Pro Logic surround proces- 
sor and digital delay. Features type III non-switching 
amp rated at 100 W front x 15 W rear; 3 audio inputs; 
3 video inputs; stadium sound; simulated surround 
sound; FL display; programmable remote control; 
video enhancer with split-screen monitoring; 30 
AM/EMCDIESCIS S T oes eut e E au. $635 


VSX-3300S A/V Receiver 

A/V receiver with Dolby Pro Logic surround proces- 
sor and digital delay. Features type III non-switching 
amp rated at 80 W/ch; 3 audio inputs; 3 video inputs; 
5-band graphic EQ; FL display; programmable remote 
control; video enhancer with split-screen monitoring; 


24 AM/EM:DIeSEIRS i nia sure ores rex Y reis $635 
VSX-3300. As above with normal Pioneer SR remote 
CONTRO fe nicer cache cid Soh whee ee $395 


SX-2300 AM/FM Receiver 

AM/FM receiver with quartz-synthesized tuning and 
60 W/ch. Features speaker matrix sound; simulated 
stereo for mono sources; 24 AM/FM presets; memory 
scan; auto tuning; 5-band graphic EQ; A/B speaker 
selector; FL display; microcomputer control; 5 audio 
inputs. Imp 8 ohms; FR 20-20,000 Hz; THD 
OOM 5 Eu dad eH wee SUITES $250 


SX-1300 AM/FM Receiver 

AM/FM receiver with quartz-synthesized tuning and 
40 W/ch. Features 24 AM/FM presets; memory scan; 
auto tuning; 5-band graphic EQ; A/B speaker selector; 
FL display; microcomputer control; 5 audio inputs. 
Imp 8 ohms; FR 20-20,000 Hz; THD 0.07% ... $210 


PROTON 


D940 AM/FM Receiver 

Receiver with Dynamic Power on Demand (DPD) 
circuitry and Schotz NR. Features high dynamic 
power capabilities (rating 8/4/2 ohms to 160/280/380 
W/ch); 4-gang FM front end; 2-gang AM front end; 
selectable phono section for MM and MC phono; 
speaker EQ; separate low-noise MC amp; active 
volume control; infrasonic filter. Inputs for MM, MC 
phono; phono 2; tape; AUX; extra AUX; CD; video 
sound source. Amp section: 40 continuous average 
W/ch from 20-20,000 Hz with less than 0.02% THD 
into 8 ohms; dynamic headroom 6 dB; IHF IMD 
0.00896; FR 20-20,000 Hz +0.2 dB. FM section: alt-ch 
sel 55 dB; adj-ch sel 90 dB; 50-dB quieting sens 33.2 
dBf stereo; S/N 70 dB stereo; THD stereo 0.296; sep 45 
dB at 1,000 Hz; capture ratio 1.5 dB. 16.5 x 4x 10.12 
In 20 BE a eta dw eMe red rol $489 


AV-300 AM/FM Receiver 

Digitally synthesized stereo receiver. Features Schotz 
PLL detector. Inputs for MM phono, tape, AUX, video 
sound source. Remote control optional. 30 continu- 
ous average W/ch from 20-20,000 Hz with «0.0296 
THD into 8 ohms; includes Dynamic Power on 
Demand which boosts dynamic power to 120 W (8 
ohms) with 6 dB dynamic headroom; IHF IMD 
0.015%; FR 17-35,000 Hz +1 dB. FM section; 50-dB 
quieting sens, stereo, 2.8 uV; max S/N, A-wtd, stereo 
70 dB; THD stereo 0.2%; sep 50 dB at 1,000 Hz; 
capture ratio 1.5 dB. AM section: sens 300 uV/m $459 


RCA 


MPT200 Audio/Video Preamp Tuner 

Dimensia A/V control center with unified remote 
control and on-screen status indication when used 
with Dimensia monitor lets you select inputs from up 
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INFRARED REMOTE 
TRHISPFOT.PICK-UP SERVO SYSTEM 


[ POWER 


752229) 
2477 P, Six CIC AUTOMATIC CHANGER 
AAKALA 


VRREALISTIC. co-8000 COMPACT DIBC AUTOMATIC CHANGER 








ide stereo. Or, program up to 325 se- 
lections from the six discs to play in any 
sequence. Either way, you can pause, 
replay, program and search, using the - 
wireless infrared remote control. 

The large LED display simplifies re- 
mote operation. Manual and automatic 
search make it easy to find selections. 


This high-performance changer has | 








Radio Shack. na $5) per monha. es i 


“Pec etc, 


a heavily cushioned deck mechanism == The Technology Store” 


and Tri-Spot laser pickup system for A DIVISION OF TANDY CORPORATION 


accurate tracking. Two- times oversampling pror Prices apply at participating Radio Shack stores and dealers. » Radio Shack ValuePlus® 
vides superior sound. And Radio Shack stocks Revolving Credit. Actual payment may vary depending upon account balance. 

















RECEIVERS 


to 13 Dimensia components and 5 nonsystem 
components. Features automatic input selection; 
remote control volume, mute, direct access and 
station scan, and off/on; SystemLink cabling; simul- 
taneous recording and playback; auto status indica- 
tion; auto switching; quartz-PLL synthesis tuning; 20- 
station random tuning memory; preset channel 
scanning; FM search tuning; electronic volume con- 
trol; signal processing loop; preset turn-on volume; 
fluorescent display; muting; bass, treble, and balance 
controls; 4 AC convenience outlets. Tuner section: FM 
sens 12.2 dBf; S/N 73 dB (mono); image rejection 45 
dB; sel 60 dB; sep 40 dB at 1,000 Hz; capture ratio 1.5 
dB; FM FR 30-15,000 Hz. 14.63 x 4.13 x 13.38 in$349 


REALISTIC 


AV-900 FM/AM/TV A/V Receiver 

Receives VHF TV broadcasts (decodes MTS stereo 
and SAP), UHF broadcasts, cable- TV channels; 140- 
channel TV tuner; wireless remote control (needs 2 
AAA batteries); video signal processing and dubbing; 
digital-synthesized tuner; stores 4 pairs of cable/FM 
channels; RF output on channel 3 or 4; baseband 
output for monitors. Inputs for phono, tape, CD 
player, two VCR's, surround-sound decoder. 35 
WIE RSs OMENS S os to td exe eesacs nera S $600 





STA-2700 Remote-Controlled Receiver 

Quartz tuning; 6 AM and 6 FM presets; search tuning; 
digital frequency display; 5-part LED signal-strength 
meter; 2-part dual output power meters; 2-way tape 
dubbing and 2-deck monitoring; loudness control; 
MPX blend; FM muting; high filter; sonic filter; 
function LED’s; overload and overheating protection. 
VCR and cassette dubbing capability; 36-key multi- 
function integrated system remote control; connec- 
tions for AM loop and indoor/outdoor FM antennas; 
inputs for CD, phono, tape, VCR-1, VCR-2/VDP, 
and processor; outputs for headphones, A, B, and 
A+B speakers; motorized volume control; matte- 
black finish; pale-blue FL display. Amp: 60 W/ch, 
THD <0.05%; S/N 76 dB. Tuner: FM usable sens 11.2 
dBf mono; S/N 70 dB; THD <0.25%. 5 x 17 x 13.25 in; 
IMIDE eaa ER CRT LC OC EIS CERES RELY ews obs $460 


RZ-3000 50-W/ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station call 
memory; extra-large heatsink; low-impedance capa- 
bility; VCR and cassette dubbing capability; 20-key 
multi-function integrated system remote control; 
connections for AM loop and indoor/outdoor FM 
antennas; inputs for CD, phono, tape-1, tape-2/moni- 
tor, and VCR/VDP; outputs for A, B, and A+B 
speakers; motorized volume control; matte-black 
finish; pale-blue FL display; headphone jack. Amp: 50 
W/ch, THD <0.09%; S/N 76 dB. Tuner: FM usable 
sens 11.2 dBf mono; S/N 70 dB; THD <0.3%. 5x 17 x 
1327534052 ]1«] b CUR coca e lere teh eu wie $370 


RZ-1000 32-W/ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station call 
memory; extra-large heatsink; low-impedance capa- 
bility; connections for AM loop and indoor/outdoor 
Remote requires 2 AA batteries. 100 W/ch into 8 
CLITA: 3270 10 sia RU ES PNE I ee as DIA a $500 


STA-2380 Digital Synthesized Receiver 

AM/FM-stereo receiver with 6 AM and 6 FM presets 
and IMX stereo expander to extend sound stage and 
improve imaging precision. Up/down scan, lock; 5 
segment fluorescent signal strength meter; dual 7-step 
output meter MPX blend; high filter cleans up record 


scratch. Drives 2 pairs of speakers; headphone jack; 2 
AC outlets. Inputs for MM phono; tape; tape 2; aux; 
CD player. Amp section: 60 W/ch into 8 ohms, 98 W 
into 4 ohms. FM section: 50-dB quieting sens stereo 
40 uV (32 dBf); max stereo S/N 70 dB with 65 dBf 
(1,000 nV) A-wtd; S/N 84 dB phono 100 dB aux; 
capture ratio | dB; AM rej 50 dB; alt-ch sel 70 dB$400 


STA-117 Digital Synthesized Receiver 

6 AM/6 FM presets; 300-/75-ohm FM and AM anten- 
nas; quartz digital tuning; feather-touch manual or 
auto tuning; 3-LED signal-strength meter; loudness 
control; subsonic filter. Inputs for MM phono; tape; 
aux; CD player. Amp section: 30 W/ch into 8 ohms; 
S/N 84 dB phono; FM section: 50-dB quieting sens 
stereo 39.8 uV (32 dBf); max S/N with 65 dBf (1,000 
uV) A-wtd stereo 60 dB; capture ratio 1.5 dB; 
separation 40 dB; FM tuner 2.8 4, V AM rej 50 dB; alt- 
chisel.50 dB 5.5 SM Lew. PUES $260 


STA-785 Digital Synthesized Receiver 

Digital synthesized AM/FM receiver with Quartz 
digital tuning. Features search up or down; feather- 
touch controls; 6 AM/6 FM presets; FM muting; 5- 
LED signal-strength meter; loudness control. Inputs 
for MM phono; tape; aux; CD player. Amp section: 
50 W/ch into 8 ohms. FM section: capture ratio 2 dB; 
Response 40-20,000 S/N 56 dB, 67 aux; AM rej 45 dB; 
altcchsel 50 dB... 5l Ier $200 


STA-130 22-W/ch AM/FM Receiver 

AM/FM 22 W/ch stereo receiver. Features PLL tuning; 
loudness button; FM muting; drives 2 pairs of 
speakers; stereo/mono switch; bass, treble, volume, 
balance controls; overheating and overload protec- 
tion. 5-LED output power meter; Inputs for MM 
phono; tape; aux; CD player. Amp section: 22 W/ch 
into 8 ohms. FM section: capture ratio 3 dB; alt-ch sel 
SU dB: RS CIR Re E eie MN Notons $160 


STA-19 5-W/ch Personal Receiver 

AM/FM 5-W/ch personal reciever with inputs for FM, 
AM, phono, tape. Features Auto-Magic fine tuning; 
jack for mini headphones; jack for mini cassette 
players; special EQ switch; loudness control. 5 W/ch 
into 8 ohms; S/N 70 dB phono, 72 aux; IHF sens 22.3 
dBf: sepat L.000Hz 35 dB -....——.... $120 


REVOX 


B285 AM/FM Receiver 

AM/FM stereo receiver with two microprocessors for 
control of input sensitivities, output levels, and 
operating functions. Features alphanumeric multi- 
mode LCD display; 29 AM or FM presets; level and 
reception mode (mono/stereo, blend) separately pro- 
grammable for each preset station; programmable 
volume limit; -20 dB button; subsonic filter; loudness 
contour; programmable output levels for A and B 
speaker pairs; comprehensive speaker protection 
circuits; serial data bus for external control devices; 
wireless infrared remote control (transmitter option- 
al). Inputs for phono, tape, CD player, tape 2. Amp 
section: 70 continuous average W/ch 20-20,000 Hz 
with no more than 0.0396 THD into 8 ohms; dynamic 
headroom 2.5 dB; FR 20-20,000 Hz +0.3 dB. FM 
section: alternate-ch sel 96 dB; adjacent-ch sel 16 dB; 
50-dB quieting sens, mono 1.6 uV (15.2 dBf), stereo 
19 nV (36.8 dBf); max S/N, A-wtd, mono 84 dB, stereo 
80 dB; THD mono 0.1596, stereo 0.396; sep 43 dB at 
1,000 Hz; capture ratio 2 dB. AM section: FR 120- 
3,000 Hz +6 dB; sens 36uV; 33 Ib........ $2,995 


ROTEL 


RX 875 AM/FM Receiver 
70 W bridgeable to 180/W AM/FM receiver. Digital 
tuning with 16 station presets; THD' 0.0396; IMD 


0.0596; S/N ratio 75 dB; inputs for video ..... $599 
RX 855. As above, 14 presets, 50-W/ch...... $499 
RX850A AM/FM Receiver 


30-W/ch receiver with 16 random presets. Features 


RT850 tuner CICV e 2... cae eee le DU dS $449 
RZ-3000 50-W/ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station call 
memory; extra-large heatsink; low-impedance capa- 
bility; VCR and cassette dubbing capability; 20-key 
multi-function integrated system remote control; 
connections for AM loop and indoor/outdoor FM 
antennas; inputs for CD, phono, tape-1, tape-2/moni- 
tor, and VCR/VDP; outputs for A, B, and A+B 
speakers; motorized volume control; matte-black 
finish; pale-blue FL display; headphone jack. Amp: 50 
W/ch, THD <0.09%; S/N 76 dB. Tuner: FM usable 
sens 11.2 dBf mono; S/N 70 dB; THD <0.3%. 5x 17 x 
13.25 32:2 DIDA OO E R eene fei Rete etis $370 


RZ-1000 32-W/ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station call 
memory; extra-large heatsink; low-impedance capa- 
bility; connections for AM loop and indoor/outdoor 
FM antennas; inputs for CD, phono, tape-1, tape- 
2/monitor, and VCR/VDP; outputs for A, B, and 
A+B speakers; matte-black finish; pale-blue FL 
display; headphone jack. Amp: 32 W/ch, THD 
«0.0996; S/N 75 dB. Tuner: FM usable sens 11.2 dBf 
mono; S/N 70 dB; THD <0.3%. 5 x 17x 13.25 in; 14.5 
Ib. SET euh pesas elvis ede eiie. TCU SES $280 
X830 AM/FM Receiver 

Stereo receiver with LED dial pointer. Features inputs 
for phone, tape, CD player, video sound source; amp 
section: 20 continuous average W/ch from 20-20,000 
Hz; THD 0.08%; IHF IMD 0.0896; FR (phono) 20-15,000 
Hz +0.3 dB; FR (tape, CD, video) 10-38,000 Hz +1, - 
3 dB; FM section: alt-ch sel 65 dB; 50-dB quieting 
sens, mono 4 V (17.2 dBf), stereo 60 uV (40.7 dBf); 
S/N 65 dB; capture ratio 2.0 dB. 17 x 3.88 x 13 in; 12.7 
pde mE ee ees ee he TOES $249 


SAE 


R-102 Stereo Receiver 

AM/FM stereo receiver utilizes an on-board computer 
to eliminate dependency between front-panel layout 
and audio circuits. 50 W/ch at 0.025% THD. All 
controls grouped by function. Features alphanumeric 
and digital readouts for input functions, tone, vol- 
ume, balance settings, station frequency and tuner 
memories; 3 digital tone memories; tuner memory 
scan; phono power amp; high-current main power 
ampa SERRE IO SE RC $499 





SANSUI 


S-X1200 120-W /ch AM/FM Receiver 

AM/FM receiver with random presetting of 16 FM and 
AM stations. Features channel call and preset scan; 
connections for two VCR's with bidirectional dub- 
bing; sound attacker to add sonic impact to video 
image; LED power meters; processor terminals; hi- 
blend; variable loudness; Amp section: 120 continu- 
ous average W/ch 20-20,000 Hz with no more than 
0.015% THD into 8 ohms; FR 10-70,000 Hz +1, -3 dB. 
FM section: 50-dB quieting sens,(Mono) 10.8 dBf; 
17.31 x 5.34 x 17.12 in; black finish; 30 Ib.. $1,000 
X900. Similar to S-X1200 except 80 W/ch into 8 
ohms from 20-20,000 Hz with no more than 0.0296 
PHD ee Metro mI toe ECKE qb $725 


RZ-7000 70-W /ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station call 
memory; 5-band graphic equalizer with 5 factory-set 
patterns; memory for 30 user-set patterns for tuner, 
and 5 other user-set patterns; 3 extra-large heatsinks; 
low-impedance capability; VCR and cassette dub- 
bing capability; 36-key multi-function integrated 
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Dust, lint, even fingerprints, can make an expensive piece of stereo equipment sound like an 











expensive piece of junk. 
Our record, tape, and CD cleaners make these troubles disappear. 


Our D4+ ” record care system, with its patented cleaning fluid, lifts and suspends dirt from 


your record and wipes it clean away. 


Our tape deck cleaning cassettes work just as neatly. They not only clean your tape heads 
to keep your music brilliantly clear. They clean the tape path (and all the little parts inside it), 


so your tapes don t stick and get “eaten up.’ 


CD's? Nothing beats our CD cleaner. Its the only one with true radial cleaning. An ingenious 
breakthrough that prevents streaks from running along the CD's path, muddying up your music. 

Make every piece of your stereo sound great using these 
and our other Discwasher® products. After all, what's the use of 
owning a really good sound system if all you amplify are really 


bad sounds? 





Discwasher, Inc., 4310 Transworld Rd, Schiller Park, Illinois 60176. ( 31 


CIRCLE NO. 5 ON READER SERVICE CARD 





e components ` 
your stereo system 
^  willsoun | 





9 9 
discwasher 
Jor sparkling performances. — 


2) 678-9600. 

































RECEIVERS 


system remote control; connections for AM loop and 
indoor/outdoor FM antennas; inputs for CD, phono, 
tape, VCR-1, VCR-2/VDP, and processor; outputs 
for headphones, A, B, and A+B speakers; motorized 
volume control; matte-black finish; pale-blue FL 
display. Amp: 70 W/ch, THD <0.02%; S/N 76 dB. 
Tuner: FM usable sens 11.2 dBf mono; S/N 70 dB; THD 
(BOBS eed b hic OTI s AN Bice $600 


RZ-5000 60-W/ch A/V Receiver 

Features quartz-PLL synthesizer AM/FM stereo tuner; 
30 random station presets; preset scan; station recall 
memory; extra-large heatsink; low-impedance capa- 
bility; VCR and cassette dubbing capability; 36-key 
multi-function integrated system remote control; 
connections for AM loop and indoor/outdoor FM 
antennas; inputs for CD, phono, tape, VCR-1, VCR- 
2/VDP, and processor; outputs for headphones, A, B, 
and A+B speakers; motorized volume control; 
matte-black finish; pale-blue FL display. Amp: 60 
W/ch, THD <0.05%; S/N 76 dB. Tuner: FM usable 
sens 11.2 dBf mono; S/N 70 dB; THD <0.25%. $460 


SCOTT 


STA1510 Integrated Amp With Tuner 

Separate integrated amp and tuner sold together; 
wireless remote control; 7-band graphic equalizer; 
LED power meters; digital station readout; gold- 
plated input jacks. Inputs for MM phono, tape, 
CD/DAT, video sound source. Amp section: 150 
W/ch into 8 ohms. FM section 50 dB quieting sens 
stereo 10 nV (25 dBf}; max S/N 65 dB ....... $550 
STA1010. As above, 110 W/ch............. $450 


RS50 AM/FM Receiver 

Receiver with remote control. Features 7-band 
graphic equalizer; electronic volume control; power 
meter; loudness control; high filter; 8 AM/8 FM station 
presets. Inputs for MM phono, tape, CD/DAT, video 
sound source. Amp section: 50 W/ch into 8 ohms. FM 
section: usable sens 5 uV (19.2 dBf)......... $250 


RS30 AM/FM Stereo Receiver 

Quartz digital-synthesizer tuning section; power out- 
put meter; high filter; presets for 8 AM/8 FM stations. 
Inputs for MM phono; tape; CD/DAT. Amp section: 
25 W/ch into 8 ohms. FM section: usable sens 5 
UN: wd ants xv Tg wale & VENT TCU Ure $150 


SHARP 


SA-X50AV Audio/Video Receiver 

Receiver with multiple audio/video inputs and 
outputs. Features PLL-synthesis tuner; auto scan 
tuning; 12 presets; 5-band graphic equalizer; video- 
enhancer circuit; surround sound. Inputs for tape, 
CD, video sound source, video 1, video 2. Amp 
section: 50 continuous average W/ch from 40-20,000 
Hz into 8 ohms with <0.5% THD........... $250 


SA-X35 AM/FM Receiver 

Features quartz digital-synthesis tuner; 5-band 
graphic equalizer; auto scan tuning; loudness switch; 
A, B, A+B speaker selector; 6 AM/6 FM presets. 
Inputs for MM phono, tape, CD player. Amp section: 
35 continuous average W/ch 20-20,000 Hz with no 
more than 0.5% THD into 8 ohms; IHF IMD 0.15%; FR 
15-35,000 Hz +3 dB. FM section: adjacent-ch sel 56 
dB; max S/N 68 dB stere; THD 0.3% stereo; sep 32 dB 
at 1,000 Hz. Black or silver. 17 x 3.69 x 10.5 in; 10 
pius ote SS a a ie Sl at SR RES $200 


SHERWOOD 


RA-1340R Dolby Surround Receiver 

Receiver with full-function infrared wireless remote 
control. Features surround sound; 2 video inputs; 
video enhancer; 5-band graphic equalizer; direct 
switch; quartz-locked computerized tuning; 30 preset 
stations; preset scan; automatic tuning; dual- gate 
MOSFET; tape monitor; headphone jack; IMD 0.04%; 
S/N ratio 79 dB; FR 9-100,000 Hz; usable sens 11.2 
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dBf; 50 dB quieting sens 19.2 dBf, THD 0.15%; 50 dB 
stereo sep-at 1 kHz; alt-ch sel 70 dB. 5.1 x 17.3 x 15.0 
AED Ao ee a AS J PRD. Sick NS $649 
RA-1240R Receiver 

Receiver with full-function infrared wireless remote 
control. Features surround sound; video sound 
input; 5-band graphic equalizer; quartz-locked com- 
puterized tuning; 30 preset stations; preset scan; 
automatic tuning; dual- gate MOSFET; tape monitor; 
headphone jack; 70 W/ch; IMD 0.05%; S/N ratio 75 
dB; FR 8-40,000 Hz; usable sens 11.2 dBf; SOdB 
quieting sens 39.2 dB; THD 0.296; capture ratio 2 dB; 
alt-ch:sel'60:dB- 57] x 17:3 x 1515 5... M... $489 


S-2770RCP AM/FM Receiver 

Digital-synthesized AM/FM-stereo receiver with digi- 
tally controlled 7-band EQ and LED spectrum analyz- 
er. Features 4 EQ memories; 16 station presets; video 
dubbing; infrared remote control; surround sound; 
front-panel 2-ch-audio VCR input; MOSFET input 
stage; inputs for tape, CD player; video sound source; 
amp section: 74 continuous average W/ch from 20- 
20,000 Hz with less than 0.3% THD into 8 ohms; 
capture ratio 1.5 dB; AM rejection 55 dB; alt-ch sel 
JO e o E I ANS MES CUN nt RO ee $430 


S-2750CP AM/FM Receiver 

AM/FM-Stereo receiver with 5-band graphic EQ. Fea- 
tures 16 station presets; surround sound; MOSFET 
input stage; auto-scan tuning; quartz-PLL digital- 
synthesized tuning; inputs for tape, CD player, video 
sound source; amp section: 55 continuous average 
W/ch from 20-20,000 Hz with less than 0.2% THD 
into 8 ohms; capture ratio 2 dB; AM rejection 50 dB; 
alt-ch sel 65. 17.36 x 4.62 x 9.25 in; 15 lb .... $250 


S-2730CP AM/FM Receiver 

AM/FM-Stereo receiver with quart-PLL digital-synthe- 
sized tuning. Features 16 station presets; auto scan; 
surround sound; MOSFET input stage. Inputs for tape; 
aux; CD player; video sound source. Amp section: 35 
continuous average W/ch from 20-20,000 Hz with 
less than 0.2% THD into 8 ohms. FM section: 50-dB 
quieting sens stereo 50 uV (39.2 dBf); THD stereo 
0.5%; capture ratio 2 dB; AM rejection 50 dB; alt-ch sel 
65:17736:x:4.62 x 9.2585 13,5 IDA... ree $200 


RA-1140 Stereo Receiver 

Features surround sound; video sound input; digital 
readout; LED peak power indicators; loudness con- 
trol; quartz-locked computerized tuning; 24 preset 
stations; automatic tuning; dual gate MOS-FET front 
end; tape monitor; headphone jack. THD 0.2%; IMD 
0.396; S/N ratio; 75 dB; FR 8-40,000 Hz; usable sens 11 
2 dBf, 5OdB quieting sens 39.2 dBf; 4.1 x 17.0 x 15.0 
dx mr MA GOODIES OT EN $189 


SONY 


STR-GXIOES A/V Receiver 

Audio/video receiver with programmable Remote 
Commander. Features 150 W/ch continuous into 8 
ohms, 20-20,000 Hz, with 0.007% THD; spontaneous 
twin drive power supply design; copper-plated G- 
Chassis design constructed with non-metallic com- 
pound; separate power supplies for system control 
and audio circuit stages; audio/video switching 
capability (3 video sources); video and tape dubbing 
capability; S-video terminals; defeatable subsonic 
filter; 3-band, low noise, high-gain negative feedback 
type tone controls; source direct switch; quartz 
frequency-synthesis tuning; wave optimized digital 
stereo decoder; 20 station presets. Tuner section: S/N 
84 dB; THD .0896; sel 90 dB; sep (at 1,000 Hz) 60 
dB. ocius Eae uw ndAXI aar eI $1,200 


STR-GX9ES A/V Receiver 

Audio/video receiver with programmable Remote 
Commander. Features 130 W/ch continuous into 8 
ohms, 20-20,000 Hz, with 0.008% THD; spontaneous 
twin drive power supply design; G-Chassis design 
constructed with non-metallic compound; separated 
power supplies for system control and audio circuit 


stages; audio/video switching capability (3 video 
sources); video and tape dubbing capability; S-video 
terminals; defeatable subsonic filter; 3-band, low 
noise, high-gain negative feedback type tone controls; 
source direct switch; quartz frequency-synthesis tun- 
ing; wave optimized digital stereo decoder; 20 station 
presets. Tuner section: S/N 84 dB; THD .08%; sel 90 
dB: sep (at 1,000 H2) 60:dB}. ss $1,000 


STR-GX7ES A/V Receiver 

Audio/Video receiver with programmable Remote 
Commander. Features 120 W/ch continuous into 8 
ohms, 20-20,000 Hz, with 0.008% THD; spontaneous 
twin drive power supply design; G-chassis design 
constructed with non-metallic compound; separate 
power transformers for the system control and audio 
circuitry; audio/video switching capability (3 video 
sources); S-video terminals; low-noise, negative- 
feedback type tone controls; source direct switch; 
quartz frequency-synthesis tuning; 20 station presets. 
Tuner section: S/N 76 dB; THD .2%; sel 65 dB . $750 


STR-AV1000 A/V Receiver 

Audio/video receiver with programmable Remote 
Commander. Features 120 W/ch into 8 ohms; 
surround-sound capability; 7-band electronic graphic 
equalizer; 7-band spectrum analyzer; motorized vol- 
ume control; music index; EQ Link memorizes 
equalizer settings for radio stations; video inputs and 
outputs; direct comparator tuner; dual power sup- 
plies; 20 station presets. Amp: FR 5-80,000 Hz, +0, 
— | dB with .008% THD. Tuner: S/N 76 dB; THD .2%; 
sens 1L2-:dBI/2 RV coasts ak vue TCI $700 


STR-GX6ES A/V Receiver 

Audio/Video receiver with programmable Remote 
Commander. Features 100 W/ch continuous into 8 
ohms, 20-20,000 Hz, with 0.03% THD; spontaneous 
twin drive power supply design; G-chassis design 
constructed with non-metallic compound; separate 
power transformers for the system control and audio 
circuitry; audio/video switching capability (2 video 
sources); low-noise, negative-feedback type tone con- 
trols; source direct switch; quartz frequency-synthe- 
sis tuning; 20 station presets. Tuner section: S/N 76 
dB; THD .2%; sel 65 dB; sep (at 1,000 Hz) 50 dB$600 


STR-AV900 A/V Receiver 

Audio/video receiver with full-function remote con- 
trol. Features 100 W/ch into 8 ohms; surround-sound 
capability; 7-band electronic graphic equalizer; 7- 
band spectrum analyzer; motorized volume control; 
music index; video inputs and outputs; direct com- 
parator tuner; dual power supplies; 20 station presets. 
Amp: FR 5-80,000 Hz, with .008% THD. Tuner: S/N 76 
dB: THD 296 d eee EST S EES $480 


STR-GXSES A/V Receiver 

Audio/Video receiver with programmable Remote 
Commander. Features 80 W/ch continuous into 8 
ohms, 20-20,000 Hz, with 0.08% THD; spontaneous 
twin drive power supply design; G-chassis design 
constructed with non-metallic compound; separate 
power transformers for the system control and audio 
circuitry; audio/video switching capability (1 video 
source); low-noise, negative-feedback type tone con- 
trols; source direct switch; quartz frequency-synthe- 
sis tuning; 20 station presets. Tuner section: S/N 76 
dB; THD .296; sel 65 dB; sep (at 1,000 Hz) 50 dB$470 


STR-AV700 A/V Receiver 

Audio/video receiver with full-function remote con- 
trol. Features 70 W/ch into 8 ohms; surround-sound 
capability; 5-band electronic graphic equalizer; mo- 
torized volume control; music index; video inputs 
and outputs; direct comparator tuner; dual power 
supplies; 20 station presets. Amp: FR 10-70,000 Hz, 
FOR WEB With ROB SOIT uev» ott eres $400 


STR-AV500 A/V Receiver 

Audio/video receiver with full-function remote con- 
trol. Features 55 W/ch into 8 ohms; surround-sound 
capability; 5-band electronic graphic equalizer; 20 


Now that the picture on our 
big screen televisions is 
just about perfect, we decided to 
work on something else. 
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Our 35" direct-view 
monitor/receiver has our exclusive 
Diamond Vision" II picture tube 
and a wide band video 
amplifier capable of 560 lines of 
resolution, compared to the normal 
340 lines. 


aia MITSUBISHI 


The Home Theater System speakers 
have a 12" cast frame woofer, 

5" midrange and a 
titanium dome tweeter. And 
individual controls let you vary the 
midrange and tweeter lev tf 





Its not the easiest thing Introducing Mitsubishi your favorite movies, sporting 
being perfectionists. Home Theater Systems.Our events and programs the kind 
Just when youvedeveloped ^ newseriesofintegrated com- — of fidelity a television alone 
a 35-inch television thatsevery ^ ponentsthatdoesforsound could never produce. 


bit as clear and sharp asconven- what weve always done for Thanks largely to our new 
tional size sets, you see some- sight: Make it larger than life. ^ M-AVI audio/video receiver. 
thing else that could stand Now along with a pano- ^ Not only does it produce a wall- 
some improvement. ramic picture, our Home shaking 125 watts of power” 


Or, in this case, you hear it. ^ Theatercomponentscangive but it comes equipped with the 
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same kind of Dolby 


! Surround" sound you 


| hearin theaters. 


On-screen displays 


@amem give you simple instruc- 
| tions for switching from 


| the VCR to the CD 


i 


| One remote controls everything in this ad. 


ERE 


player to the cassette deck and 
soon. And a single illuminated 
remote lets you control every- 
thing from the comfort of your 
own recliner. 

For a demonstration, 
minus the recliner, visit an 
authorized Mitsubishi Home 
Theater Systems dealer. 





Our new M-AVI 
audio/video receiver delivers 
125 W/Ch.* with 25 W/Ch. rear 
Dolby Surround” 

The connectors are gold plated, 
and all functions are displayed on 

screen in an easy-to-read menu. 






Our M-C5100CD player 
features 8-times oversampling 
and 18-bit digital analog converters. 
And our M-T5100 


dual cassette deck comes with 


both Dolby" B and C. 


With horizontal resolution 
greater than 400 lines, our 
S-VHS/Hi-Fi VCR can generate 
an image thats 67% 
sharper than ordinary VCRs. 







And see with your own 
ears how great it sounds. 


For the name of your authorized Mitsubishi Home Theater 
Systems dealer, call (800) 556-1234 ext. 145. In California, 
(800) 441-2345 ext. 145. Cabinet colors and finishes may vary. 


Dolby and Dolby Surround are trademarks of Dolby Labora- 
tories Licensing Corp. Diamond Vision II is a registered trade- 
mark of Mitsubishi Electric Corporation. *125 watts/channel, 
min. RMS, both channels driven into 8 OHMS from 20H: - 
20kHz with no more than 0.05% THD. © 1988 Mitsubishi 


Electric Sales America, Inc. 
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RECEIVERS 


station presets. Amp: FR 10-70,000 Hz, +0, —1 dB 
with .3% THD. Tuner: S/N 70 dB; THD .2%; sens 11.2 
GB 2H css iO S455 6 Obie se we $340 


STR-AV300 A/V Receiver 

Audio/video receiver with full-function remote con- 
trol. Features 40 W/ch into 8 ohms; surround-sound 
capability; 3-band electronic graphic equalizer; mo- 
torized volume control; video inputs and outputs; 
direct comparator tuner; dual power supplies; 20 
presets. Amp: FR 10-50,000 Hz, +0, — 1 dB with .8% 
THD. Tuner: S/N 70 dB; THD .2%; sens 11.2 dBf/2 
TE 551 oe toe aS 2 ees bt eo $270 


STR-AV200 A/V Receiver 

Audio/video receiver with full-function remote con- 
trol. Features 40 W/ch into 8 ohms; motorized 
volume control; video input and output; direct 
comparator tuner. Amp: FR 10-50,000 Hz, +0, —1 
dB with .8% THD. Tuner: S/N 70 dB; THD .296; sens 
IL2 dBD2 uv 22. Wms Loca omar eta $210 


TANDBERG 


TPR 3080 Programmable Receiver 

Remote-controllable FM receiver with zero-feedback 
design and remote control. Features high current 
power amplifier; digital tuner with 26 presets; sepa- 
rate program and record source selectors. Inputs for 
MM and MC phono, CD, DAT, video, and tape. 80 
W/ch. Rosewood side panels............. $2,500 


TEAC 


AG-55 Receiver 

55 W/ch AM/FM receiver with LED power meters. 7- 
band graphic EQ; CD, Avxand TV/VCR inputs; high 
cut filter and bass boost EQ switch; dual speaker 
terminals; Quartz synthesized PLL tuner; 8 AM/FM 
random access station memory; auto station search; 
LED frequency display. FR 20-30,000 Hz; THD 0.596; 
FM-usable sens. mono 11.2 dBf, image rejection 45 


dB; 4.5 x 17.13 x 11.44-in; 16.43 Ib ......... $300 

AG-35. Similar to above with 35 W/ch and without 

SIADBICEQz 4. eo cic cat ee ae NE canis $ $200 
TECHNICS 


SA-R530 100-W/ch A/V Receiver 

A/V receiver with 96-key intelligent remote control 
and digital Dolby surround-sound processor. Fea- 
tures 7-band electronic graphic equalizer with 5 
factory preset curves and 5 user assignable curve 
memories; quartz digital tuner; 24 preset channel 
memory and Station File preset organization system; 
7-band FL spectrum analyzer; motor-driven volume 
control; rear-mounted thermally triggered fan; 3 A/V 
inputs; 6 audio inputs; video output for monitor; full- 
function FL display; 6 digital A/V surround modes 
including Dolby and stereoplex simulated stereo; 
auto-simulcast tuning. 100 W/ch, both channels 
driven into 8 ohms, with <0.007% THD from 20- 
QO DOO HAZ 5. OV E Aereo aie Se Ie ERIS e S $695 


SA-R430 100-W/ch A/V Receiver 

A/V receiver with 44-key intelligent remote control 
and matrix surround-sound processor. Features 7- 
band electronic graphic equalizer with 5 factory 
preset curves and 5 user assignable curve memories; 
quartz digital tuner; 24 preset channel memory and 
Station File preset organization system; 7-band FL 
spectrum analyzer; motor-driven volume control; 2 
A/V inputs; 4 audio inputs; full-function FL display. 
100 W/ch, both channels driven into 8 ohms, from 
— 0.00796 THD from 20-20,000 Hz .......... $520 


SA-R330 70-W/ch A/V Receiver 

Audio/video receiver with 42-key intelligent remote 
control. Features 7-band electronic graphic equalizer; 
quartz-locked digital tuner; 24 preset channel memo- 
ry and Station File preset organization system; 7- 
band spectrum analyzer with fluorescent display; 
motor-driven volume control; 2 A/V inputs; 4 audio 


inputs; video output for monitor; full-function FL 
display. 70 W/ch, both channels driven into 8 ohms, 
with <0.008% THD from 20-20,000 Hz ...... $355 


SA-R230 50-W/ch A/V Receiver 

A/V receiver with 32-key intelligent remote control. 
Features 5-band electronic graphic equalizer; quartz 
digital tuner; 24 preset channel memory and Station 
File preset organization system; motor-driven vol- 
ume control; 2 A/V inputs; 4 audio inputs; video 
output for monitor; full-function FL display. 50 
W/ch, both channels driven into 8 ohms, with 
<0.09% THD from 20-20,000 Hz ........... $290 


SA-160 40-W/ch AM/FM Receiver 

Receiver rated at 40 W/ch, both channels driven into 
8 ohms, from 20-20,000 Hz with < 0.5% THD. 
Features S-band graphic equalizer with LED tips; 
quartz digital tuner with FL alphanumeric display; 24 
preset channel memory and Station File preset 
organization system; 5 audio inputs......... $225 


SA-180 35-W/ch AM/FM Receiver 

Features quartz digital tuning section; 16 station 
presets; auto scan; 3-LED signal-strength display; 
drives main and remote speakers; loudness; head- 
phone jack; electronic protection. Inputs for tape 
deck, CD player, turntable. 35 W/ch; FM sens 11.2 
OBE EM Sel 65GB esses, re sexes qs $210 


VECTOR RESEARCH 


VRX-9200R Audio/Video Receiver 

120-W/ch A/V receiver with full-function remote 
control. Features motorized rotary volume control; 
built-in Dolby Surround; 4 x 40-W pre-out/main-in 
jacks; 8 discrete output transistors; video signal 
routing; A/V processing loop; video monitor output; 
dedictated CD input; quartz-synthesis tuning; 20 
station presets; preset scan; mono/stereo switch; A/B 
RF antenna inputs; FM autoscan; 2 tape monitors with 
dubbing in either direction; 2 A/V monitors with 
dubbing; MC head amp; high and subsonic filters; 
parallel speaker switching; surround level, front/rear 
balances aces oo cia acts EUST es Meese as $750 


VRX-8200R Audio/Video Receiver 

110-W/ch A/V receiver with full-function remote 
control. Features motorized rotary volume control; 
built-in matrix surround; pre-out/main-in jacks; 8 
discrete output transistors; video signal routing; A/V 
processing loop; video monitor output; dedictated 
CD input; quartz-synthesis tuning; 20 station presets; 
preset scan; mono/stereo switch; A/B RF antenna 
inputs; FM autoscan; 2 tape monitors with dubbing in 
either direction; MC head amp; high and subsonic 
filters; parallel speaker switching ........... $600 


VRX-6200 Audio/Video Receiver 

65-W/ch A/V receiver with full-function remote 
control. Features motorized rotary volume control; 
built-in matrix surround; pre-out/main-in jacks; 
video signal routing; A/V processing loop; video 
monitor output; dedictated CD input; quartz-synthe- 
sis tuning; 16 station presets; mono/stereo switch; RF 
antenna inputs; FM autoscan; 2 tape monitors with 
dubbing; loudness contour; parallel speaker switch- 
IDE; ab swig sus eurem Cus Ca siuiece uds oo E ee T we $450 


VRX-5200R A/V Receiver 

50 W/ch A/V receiver with discrete output stage. 
Features 20 random AM/FM presets; dedicated CD 
inputs; A/V processing loop; 2 switched/unswitched 
outlets; spearate FM mute and mono; video monitor 
out; quartz-synthesized tuning; rotary volume con- 
trol with LED; pre-out main-in jack; video signal 
routing; 75 ohm connector; AM/FM autoscan. Amp: 
THD 0.0796; IMD 0.0796; FR 10-50,000 Hz. Tuner: S/N 
70 dB; THD 0.3596; FR 50-15,000 Hz; sep 42 dB. 17 x 
asp diit o rd Lotte ec oec apr noe 1 RS $370 


VRX-3600R A/V Receiver 
40 W/ch A/V receiver with discrete output stage. 


Features 20 random AM/FM presets; dedicated CD 
inputs; A/V processing loop; 2 switched/unswitched 
outlets; spearate FM mute and mono; video monitor 
out; quartz-synthesized tuning; rotary volume con- 
trol with LED; pre-out main-in jack; video signal 
routing; 75 ohm connector; AM/FM autoscan. Amp: 
THD 0.0896; IMD 0.0896; FR 10-50,000 Hz. Tuner: S/N 
68 dB; THD 0.496; FR 50-15,000 Hz; sep 42 dB. 17 x 4.5 
X eer te L ois) uke 3 o Prae tes "9d $320 


VRX-2700 A/V Receiver 

30 W/ch A/V receiver with discrete output stage. 
Features 20 random AM/FM presets; dedicated CD 
inputs; A/V processing loop; 2 switched/unswitched 
outlets; spearate FM mute and mono; video monitor 
out; quartz-synthesized tuning; rotary volume con- 
trol with LED; pre-out main-in jack; video signal 
routing; 75 ohm connector; AM/FM autoscan. Amp: 
THD 0.0996; IMD 0.0996; FR 10-50,000 Hz. Tuner: S/N 
68 dB; THD 0.596; FR 50-15,000 Hz; sep 40 dB. 17 x 4.5 
ESN Scola E Ma uon vus $199 


VR-2300 Receiver 

25-W/ch receiver features A/B speaker switching; 
analog flywheel tuning; loudness contour; headphone 
jack; tape monitor. Inputs for CD and MM pho- 
NOT eral Ub eh SPA NEUE A aE os $150 


YAMAHA 


RX-1100U Audio/Video Receiver 

AM/FM receiver with integrated system remote con- 
trol. Features digital tuner; absolute linear amplifica- 
tion; high dynamic power; low-impedance drive 
capability; 16-station random access preset tuning; 
digital fine tuning; continuously variable loudness 
control; dual tape monitor inputs; pre-main coupling 
terminals; 3 video source inputs; video and audio 
record out selectors; video enhancer with level and 
detail control; switching for three pairs of speakers; 
LED indicator on volume knob. 125 W/ch min rms 
into 8 ohms from 20-20,000 Hz with less than 0.015% 
THD Black finish: 30 ID.S cern sa eoserhee $999 


RX-900U Audio/Video Receiver 

AM/FM receiver with integrated system remote con- 
trol. Features digital tuner; absolute linear amplifica- 
tion; high dynamic power; low-impedance drive 
capability; 16-station random access preset tuning; 
digital fine tuning; continuously variable loudness 
control; pre-main coupling terminals; 3 video source 
inputs; video and audio record out selectors; video 
enhancer with level and detail control; switching for 
two pairs of speakers. 85 W/ch min rms into 8 ohms 
from 20-20,000 Hz with less than 0.015% THD. Black 
finis: 29:b* 2... edd sis ka see eS $799 


RX-700U Audio/Video Receiver 

AM/FM receiver with integrated system remote con- 
trol. Features digital tuner; low-impedance drive 
capability; 16-station random access preset tuning; 
two video source inputs; video and audio record out 
selectors; video enhancer with level control; 65 W/ch 
min rms; THD less than 0.015%; black finish. 17 
IDE Nee feit VIS ee nre e Pe ete eed ieee S $599 


RX-500U AM/FM Receiver 

AM/FM receiver with wireless remote control. Fea- 
tures digital tuner; high dynamic power; low-imped- 
ance drive capability; continuously variable loudness 
control; switching for two pairs of speakers. 50 W/ch 
minimum rms into 8 ohms from 20-20,000 Hz with 
less than 0.01596 total harmonic distortion. Black 
finish: 15 pounds. o2 oT ere we $399 


RX-300U AM/FM Receiver 

Features digital tuner; high dynamic power; low- 
impedance drive capability; 16-station random ac- 
cess preset tuning; 10-segment signal-strength meter; 
tape monitor selector; dynamic bass extension con- 
trol; continuously variable loudness control. 37 W/ch 
min rms into 8 ohms from 20-20,000 Hz with less 
than 0.015% THD. Black finish; 15 Ib ... ..... $299 
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POWER AMPLIFIERS 


ACCUPHASE By MADRIGAL 


P-600 Stereo Power Amplifier 

7 parallel push-pull output stage with MOSFET pre- 
driver incorporating push-pull circuitry in all stages; 
digital peak power display; bridge connection switch; 
1-dB-per-step input-level control. Drives 2-ohm 
speaker with guaranteed output of 700 W/ch. 300 
W/ch into 8 ohms; 1,000 W into 8 ohms bridged; 
damping factor 300 IHF 50 Hz; S/N <125 dB IHF-A; 
rated input 2 V; 18.94 x 9.19 x 18.75 in.... $7,000 


M-1000 Power Amplifier 

Two separate power units with push-pull drive in 
bridged connection, each power unit employs 14 
parallel push-pull pairs of wide-band transistors; low 
imp drive of 1,600 W into 1 ohm, 1,100 W into 2 
ohms; cascode push-pull and MOSFET drive stage; 
digital power meter; 40-kilohm balanced input; 20 
kilohm unbalanced phono jack; mounting provisions 
for cooling fans; distortion of 0.0596 at 1-4 ohms, 
0.0196 at 4-16 ohms; 18.94 x 9.41 x 19.25 in; 121.4 
IDEO UP el à luu Ies REUS TA $9,500 


P-500 Stereo Power Amplifier 

Basic amp with power meters; bridge conection 
allows 1,000 W mono into 4 ohms, 500 W/ch into 2 
ohms. 250 W/ch into 8 ohms; 19 x 8.6 x 17.5 in; 73.7 
IB. rM e Ver ER AV $6,000 


P-300V 180-W/ch Power Amplifier 

With power meters. 180 W/ch into 8 ohms; bridge- 
able for 500 W into 8 ohms, 300 W into 2 ohms; 17.5 
x GAS las ine 50:616. 5.5 Ts ee kwh sb $4,250 


ACOUSTIC RESEARCH 


AR P-10 Power Amplifier 

Power amp with massive transient (IHF dynamic) 
power capibility of 1,200 W/ch in 2 ohms, 800 W into 
4 ohms, and 400 into 8 ohms. 150 continuous average 
W/ch from 20-20,000 Hz into 8 ohms with no more 
than 0.3% THD 200 W into 4 ohms; 200-ms dynamic 
power 300 W; dynamic headroom 4.3 dB; S/N 95 dB; 
slew rate 30 V/us; IMD 0.03%. 4.33 x 17 x 14.5- 
Inque, PBT Wo qa ee eee cee $849 


ADCOM 


GFA-555 Power Amplifier 

High-current amp able to drive l-ohm loads with no 
current limiting and low feedback. Bridgeable for 
mono operation. 200 W/ch into 8 ohms; 350 W/ch 
into 4 ohms with <0.09% THD and <0.05% IMD; 
constant damping factor > 100 20-20,000 Hz . $750 
GFA-555W. As above with white front panel . $800 


GFA-555S. With silver front panel.......... $800 
RM-7. Optional rack-mount adaptors for GFA- 
Sehr Eme MALE AEE ORO AT S $20/pr 
RM-7W. As RM-7 in white.............. $25/pr 
RM-7S. As RM-7 in silver .............. $25/pr 


GFA-545 Power Amplifier 

High-current amp able to drive low-imp, including I- 
ohm loads. Features low-negative-feedback design; 
constant damping factor; toroidal transformer; no 
current limiting except for fuses; instantaneous dis- 
tortion alert when distortion products higher than 1% 
at speaker outputs; direct-coupled design. 100 contin- 
uous average W/ch from 20-20,000 Hz into 8 ohms 





with no more than 0.09% THD, 150 W/ch into 4 ohms; 


IMD 0.008%. 5.5 x 17 x 12.5-in; 25 lbs ....... $500 
GFA-545W. As above with white front panel . $550 
GFA-545S. With silver front panel.......... $550 
RM-5. Optional rack-mount adaptors for GFA- 
SA yc 5.& GH aie SL ATI Ra alti EY MA SIS $20/pr 
RM-5W. Optional rack-mount adaptors for GFA- 
SHS 3T WIE. ho fee antes OE tiom $25/pr 
RM-SS. As above in silver .............. $25/pr 


GFA-535 Power Amplifier 

High-current amp able to drive low-imp loads. 
Features low-negative-feedback design; constant 
damping factor; hookup for 2 sets of speakers; 
instantaneous distortion alert when distortion prod- 
ucts higher than 1% at speaker outputs; direct- 
coupled design; separate power transformers for each 
ch. 60 continuous average W/ch from 20-20,000 Hz 
into 8 ohms with no more than 0.09% THD, 100 W/ch 
into 4 ohms; IMD 0.008%. 3.25 x 17 x 12.5-in . $300 
GFA-535W. As above with white front panel . $350 


GFA-535S. With silver front panel.......... $350 
RM-3. Optional rack-mount adaptors for GFA- 
SANE Sh eee EN ACCU ot MEN ER $20/pr 
RM-3W. As RM-3 in white.............. $25/pr 
RM-3S. As RM-3insilver .............. $25/pr 


a/d/s/ 

PA4 High-Current 150-W/ch Power Amp 

Designed for wide bandwidth and high current; all 
discrete transistors; polypropylene capacitors; metal- 
film resistors; 10 bipolor output devices per ch; open- 
loop bandwidth of <100 MHz to avoid rate limiting 
and stability with complex speaker loads; toroidal 
transformers for low noise and high current; drives 2 
pairs of speakers; power and speakers switched from 
a/d/s/ CC4 control center or R4 receiver; bridgeable; 
clipping LED's. 150 W/ch into 4 or 8 ohms; 250 W into 
] ch. 2.8 x: 17-5 x 14.816 271b... e. $1,200 


AUDIO DESIGN ASSOCIATES 


PBA-500 Subwoofer Amplifier 

Continuously variable level, frequency and band- 
width controls. 20 segment LED output meter; toroi- 
dal power transformer; fan cooled; front panel switch 
and fuse; 800 W bridged mono from 20-200 Hz with 
no more than 0.0596 THD into 8 ohms; 1200 W into 4 
ohms; slew rate 10 v/usec; IMD 0.08%; 19 x 7.5 x 12.5 
m 49 iD. cessere Pew CaN es os Ore es $4,295 


PF-300 Power Amplifier 

MOSFET power amplifier capable of driving !2-ohm 
loads continuously. Front panel power switches, 
indicators and fuses; dual mono design with indepen- 
dent toroidal transformers; fan cooled; 200 W/ch 
from 20-20,000 Hz with no more than 0.05% THD 
into 8 ohms; 300 W into 4 ohms; slew rate 10 v/usec; 
IMD 0.08%; 48 Ib; 19x 7x 15.5in......... $1,695 


PT-200 Power Amplifier 

Dual-mono power amp capable of driving | ohm 
loads. Features 44-segment triangular LED output 
meters with peak indication; front panel power 
switches, indicators, fuses; stepped attenuator gain 
controls; soft clipping circuit; dual toroidal power 
transformers; fan cooled; standard EIA rack-mount- 
able. 60 continuous average W/ch from 20-20,000 Hz 
with no more than 0.06% THD into 8 ohms; 110 watts 


into 4 ohms; S/N 102 dB; slew rate 12 V/usec; IMD 
0.155. 28 Ib; 19 x: 3:5 x 16,88 me... 2s $1,995 


PF-300 Power Amplifier 

MOSFET power amplifier capable of driving !?-ohm 
loads continuously. Front panel power swtches, 
indicators and fuses; dual mono design with indepen- 
dent toroidal transformers; 100 W/ch from 20-20,000 
Hz with no more than 0.0996 THD into 8 ohms; 160 
W/ch into 4 ohms; slew rate 15 v/usec; IMD 0.07%; 37 
Ib: 19x 5325 € 15/9 IB. «eoe eoe VS $1,695 


PBA-150 Subwoofer Amplifier 

Subwoofer amp with continuously variable adjust- 
able level, frequency and bandwidth controls. Fea- 
tures 20-segment LED output meter. Front panel 
power switch, indicator, fuse; fan cooled; standard 
EIA rack-mountable. 100 continuous average W/ch 
from 20-200 Hz with no more than 0.0696 THD into 8 
ohms; 125 watts into 4 ohms; S/N 101 dB; slew rate 10 
V/usec; IMD 0.0796. 20 Ib; 19 x 5.25 x 12.5 in $1,495 


PF-200 Power Amplifier 

MOSFET power amp capable of driving l-ohm loads. 
Features 4-segment LED output meters; front panel 
power switch; indicator and fuse; toroidal power 
transformer; fan cooled; standard EIA rack-mount- 
able. 60 continuous average W/ch from 20-20,000 Hz 
with no more than 0.07% THD into 8 ohms; 110 watts 
into 4 ohms; S/N 95 dB; slew rate 10 V/usec; IMD 
007%. 25. 15:19 € 525 x F335 dh. sss $1,295 


PT-50 Power Amplifier 

Compact power amp capable of handling 2 ohm 
loads. Features 10-segment LED output meters; rear 
panel power fuse; front panel gain controls; toroidal 
power transformer; fan cooled; standard EIA rack- 
mountable. 25 continuous average W/ch from 20- 
20,000 Hz with no more than 0.0296 THD into 8 ohms; 
40 watts into 4 ohms; S/N 104 dB; IMD 0.0496. 8 Ib; 19 
LCS eB Hm EAS Te SRM $895 


AUDIO DYNAMICS 


B200 Power Amplifier 

Configurable 2-/3-/4-channel power amplifier with 
individual left/rear, left/front, right/rear, and right/ 
front volume controls. Features speaker on/off 
switch; oversized power display with front/rear 
display switches; direct input; power output into 2 
channels; 260 W/ch into 8 ohms; power output into 4 
channels: 90 W/ch into 8 ohms, 120 W/ch into 4 
oam estos moo s. SUN OO OS E N, $699 


AUDIO RESEARCH 


D250 240-W /ch Vacuum-Tube Power Amplifier 

High-definition power amp with controlled turn-on, 
warm-up for maximum power-tube life. Features 
patented cross-coupled circuit. 240 continuous aver- 
age W/ch from 20-20,000 Hz with no more than 196 
THD into 8 ohms; FR 20-20,000 Hz + 1 dB; S/N90 dB; 
MD 0,195 10/5 x I9 x 21i... e $6,990 


M300 Mono 300-W Power Amplifier 

Hybrid design with field-effect transistors (for front 
end) and vacuum tubes (in output stage); cross- 
coupled circuit; front-panel replaceable line and 
screen voltage fuses with LED indicators; 2 integral 
low-noise cooling fans (switchable for "Hi" or "Lo"); 
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standby switch for warmup or interruptions; auto 
muting for silent shutdown; gold-plated inputs con- 
nect ground before hot; output taps for 1, 2, 4, or 8 
ohms; front and rear handles. 300 minimum continu- 
ous W from 16-25,000 Hz with <0.051% THD into 8 
ohms; power at clipping 330 W; FR 10-60,000 Hz -3 
dB; S/N 90 dB; slew rate 25 V/usec; 10.5 x 19 x 16-in; 
DIOS Rete ecd ats dono: 4 woe $4,995 


D125 Power Amplifier 

Stereo hybrid power amp rated at 120 W into 4-8-16 
ohms. Input stage FET based; output stage with 2 
"quad" banks of 6550 power output tubes; self 
monitoring circuits; tube-saver circuit; internal fan 
cooling; automatic muting at shutdown; 8.75 x 19 x 
Gis NBA Danos 2 onec t vnET T1 xus $4,450 


D115 100-W/ch Vacuum-Tube Power Amplifier 

High-Definition power amp with controlled turn-on, 
warm-up for maximum power-tube life. Features 
patented cross-coupled circuit; front-panel fusing for 
line and screen. 100 continuous average W/ch from 
20-20,000 Hz with no more than 196 THD into 8 ohms; 
FR 20-20,000 Hz +1 dB; S/N 90 dB; slew rate 15 
V/usec; IMD 0.1%; input imp sens 1.1 V for rated 
output; input imp 75 kohms nominal; noise —90 dB 
below rated power, broadband-unweighted. 7 x 19 x 
16.5-in; 80-Ib shipping weight............ $2,995 


M100 100-W /ch Mono Tube Power Amplifier 

Basic power amp with auto servo DC balance, front- 
panel bias adjustment and indication. 100 continu- 
ous average W/ch from 20-20,000 Hz with no more 
than 1% THD into 8 ohms; FR 2-60,000 Hz +0/-3 dB; 
S/N 90 dB; dynamic headroom <1 dB; slew rate 15 
V/usec; IMD 0.296; input sens 0.7 V rms for 100 W. 7 x 
[9.318.572 53/4 0e eoe ett ovd $2,495 


D70 60-W /ch Vacuum-Tube Power Amplifier 

High-Definition vacuum-tube power amp with con- 
tinuous turn-on, warm-up for maximum power-tube 
life. Features patented cross-coupled circuit; front 
panel fusing for line and screen. 60 continuous 
average W/ch from 20-20,000 Hz with no more than 
1% THD into 8 ohms; FR 20-20,000 Hz +1 dB; S/N 90 
dB; slew rate 12 V/usec; IMD 0.196; input sens 0.95 V 
for rated output; input imp 75 kohms nominal; noise 
90 dB below rated power, broadband-unweighted; 7 x 
19 x 14.5-in; 63-Ib shipping weight........ $1,995 


D120 120-W/ch Solid-State Power Amplifier 

High-Definition solid-state stereo power amp with 
Analog Module technology, unique linear output 
circuit. Stable under any load condition. Features 
internal bridging switch for mono operation; power 
supply fuse on front panel; fuse-failure LED indicator. 
Output power 120 W/ch into 8 ohms, 10-20,000 Hz at 
«0.2590 THD; FR 1.2-75,000 Hz +1 dB; power 
bandwidth 0.6-160,000 Hz -3 dB; input sens/imp 1.5 
V rms/60k ohms; harmonic distortion «0.00496 at 
1,000 Hz, 1 W; IMD <0.035% at rated power; slew 
rate 40 V/usec; rise time 2 usec; damping factor 300, 
10-20,000 Hz; power consumption 1,000 W max; 
5.25 x 19 x 10.5-in; 50-Ib shipping weight .. $1,995 


AUDIO BY VAN ALSTINE 


Tanscendence Fet-Valve Power Amplifier 

Hybrid power amplifier utilizing a combination of 
vacuum tubes for voltage gain and MOSFET's for 
current gain. Features — 200 W/ch into 8 ohms at less 
than 0.0196 THD; no output transformers; low imp 
drive capability. 17 x 14.5 x 7.5 in; 38 Ib... $1,995 


Mos-Fet 280D Power Amplifier 

160-W/ch into 8 ohms power amplifier. Features 
0.01% THD; low impedance drive capability. 17 x 10x 
513528 IB. ee Ce MoT er Ae, eee were. $775 


Mos-Fet 240D Power Amplifier 

Full-complementary power MOSFET amplifier. Fea- 
tures precision metal resistors; precision film capaci- 
tors; high-voltage, high-current semiconductors; 120 
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W/ch into 8 ohms with less than 0.01% THD. 13 x 14x 
FT| ls aaa te CE Berne a en $550 


BEDINI AMPLIFIERS 


BA-803 Class A Amplifier 

Solid state class A amplifier with 200 W/rms into 8 
ohms and 400 W/rms into 4 ohms. Dynamic 
headroom 3 dB; THD<.15% 8 ohms rated power, 20- 
20,000 Hz; IMD<1%; damping factor 500 min; S/N- 
105 dB; Slew rate 55 V/usec; 7.5 x 19 x 18.35; 50 
Dresa dac $a aE ED eS BERS ARE $1,995 
BA-802. Same as above with 150 W/rms 8 ohm; 300 
Wims a gm dod, OK uat: ue tte teen $1,495 
BA-801. Similar to above with 70 W/rms 8 ohms; 140 
Wims d ONE ee s vetus ted EE urs veto $995 


BELLES RESEARCH 


BELLES 450 Stereo Power Amplifier 

Solid-state power amplifier with dual complemen- 
tary bi-polar transistor circuitry and power MOSFET. 
All components are mounted on a single circuit 
board. Features van den Hul cable wiring; high- 
quality capacitors and resistors; torodial power trans- 
former. 200 continuous W/ch from 20-20,000 Hz 
with no more than .01% THD into 8 ohms; 55 Ib; 10 x 
I/x In soeousqudsesent. Cs $1,495 


BELLES 150 Stereo Power Amplifier 
Solid-state power amp with dual complementary bi- 
polar transistor circuitry, and power MOSFET's.AII 





components are mounted on a single circuit board. 
Features van den Hul silver mono-crystal wiring; 
high-quality capacitors and resistors; toroidal power 
transformer. 75 continuous W/ch from 20-20,000 Hz 
with no more than .09% THD and IMD into 8 ohms; 
damping factor —175; 22 lb; 7x 17 x 8.5 in .. $595 


THE DAVID BERNING COMPANY 


EA-2100 Tube Power Amplifier 

All-triode stereo vacuum-tube power amp with low 
coloration. Features high-frequency power-conver- 
sion system for fully regulated power supply; low 
power consumption; 10 to 20 year tube life. 100 
continuous average W/ch from 20-20,000 Hz with no 
more than 296 total distortion into 8 ohms; FR 7- 
70,000 Hz + 1.5 dB; S/N 100 dB; dynamic headroom 
2 dB; slew rate 15 V/usec; input imp 100,000 ohms; 
output imp 4, 8, 16 ohms; negative feedback 8 dB; 
sens | V for 170 W out; clipping level (soft clipping) 
170:'W5.5:25 x I9 x 19430; 401b. 57... $2,695 


B&K COMPONENTS 


PRO-600 250-Watt Power Amplifier 

High-powered amp with fan-cooled driver stage. 250 
continuous average W/ch from 20-20,000 Hz with no 
more than 0.09% THD into 8 ohms, 400 W into 4 
ohms; FR 5-45,000 Hz +3 dB; S/N 95 dB; dynamic 
headroom 0.1 dB; slew rate 15 V/usec; IMD 0.09%; 
bridgeable to 800 W. 6 x 19 x 15-in; 40 Ib.. $1,298 


Sonata Series 200 Mono Amplifier 

Mono amp with 200 W into 8 ohms and 350 W into 4 
ohms. FR1-100,000 Hz; THD.09 at 1,000 Hz; min load 
imp .75 ohms; class AB;DCcoupled circuitry; optional 
balanced INTIS. ooo Maas. Sees Stee ais $898 


EX-442 Dual-Mono Power Amplifier 
Dual-mono power amp with gold-plated input and 


output connectors. 200 continuous average W/ch; FR 
5-45,000 Hz +3 dB; S/N 95 dB; dynamic headroom 
0.5 dB; slew rate 15 V/usec; IMD 0.09%; 300 W into 4 
ohms; 42-ampere peak-to-peak current capability. 6 x 
Iox 151m 35 ID. osovowev e erit v xn oreet $895 


ST-202 PLUS Power Amplifier 

Power amp designed to deliver high-wattage to 
speakers. 200 continuous average W/ch from 20- 
20,000 with no more than 0.9% THD into 8 ohms; 
dynamic headroom 1.8 dB; S/N 95 dB; slew rate 11 
V/usec; IMD 0.09%. 6 x 19 x 15-in; 30 Ib ..... $698 


ST-202 150-Watt Power Amplifier 

Power amp with gold-plated connectors for driving 8- 
and 4-ohm loads. 150 continuous W/ch from 20- 
20,000 Hz with no more than 0.9% THD into 8 ohms; 
FR 5-45,000 Hz +3 dB; S/N 90 dB; dynamic 
headroom 1.5 dB; slew rate 11 V/usec; IMD 0.09%; 
200 W into 4 ohms. 6 x 19 x I5-in; 25 Ib..... $648 


ST-140 Class A Power Amplifier 

Power amp with Class A design up to output stage. 
105 contiuous average W/ch from 20-20,000 Hz with 
no more than 0.0996 THD into 8 ohms, 100 W into 4 
ohms; FR. 5-45,000 Hz +3 dB; S/N 90 dB; dynamic 
headroom 1.4 dB; slew rate 11 V/usec; IMD 0.0996. 6 x 
19x 14540225. isc Ee eS s xx A Dco $498 


BOULDER AMPLIFIERS 


Boulder 500 150-W /ch Power Amp 

28 metal 250-W transistors for total of 7,000 W; 
convection cooling; LED meter at —40, —20, —6 dB; 
clip LED indicators for + and — voltage or current; 
gold-plated connectors (3-pin input D3F, RCA pho- 
no, 5-way output); conductive-plastic level controls; 
recessed panel controls; toroidal power transformer; 
screw-on feet; complete protection circuitry with 
visual indicators for short circuit, DC input offset, and 
thermal abuse; rear-panel switch-selectable input 
modes and multiple connectors. Optional plug-in 
Jensen input transformers. 150 W/ch into 8 ohms, 
250 W/ch into 4 ohms, 500 mono into 8 ohms; peak 
power for 10 ms 150 W stereo into 8 ohms, 300 W 
stereo into 4 ohms, 600 W mono into 8 ohms; slew 
rate full Vp-p closed loop 35 V/us stereo; peak current 
for 10 ms >50 amperes; sep 95 dB at — 1,000 Hz, 80 
dB at 10,000 Hz. 17.25 x 7x 15.5 in; 51 Ib . $3,295 
International version for 100/120/220/240 V AC, 
SU/BU EIE S ovium v Keo SARE CSE $3,595 


Speaker Cables 

For use with Boulder power amps only. Also available 
with gold spade connectors on one or both ends. 
CS06. 6 ft, stacking banana both ends, coax $85/pr 
CS12. 12 ft, stacking banana both ends, coax- 


Bl 1 Gs nb. MICI CI COG NA $121/pr 

CS25. 25 ft, stacking banana both ends, coax- 

DLs E dec CM nC SORA 0 $199/pr 

NS01. Terminator pair for use at speaker .'.... $39 
BRYSTON 


6B 500-W /ch Power Amplifier 

Mono power amp with high voltage and current. Max 
120+ amperes instantaneously into | ohm; 1,000 W 
into 4 ohms with average current of 22 amperes; 
1,000 W into | ohm with 35 amperes average; ground 
lift switch. 500 continuous W/ch from 20-20,000 Hz 
with no more than 0.005% THD into 8 ohms; S/N 
105 dB; slew rate >60 V/usec; IMD 0.005%; 55 Ibs; 
A45 x19 1240... epos tes s TRA AUS $1,800 


4B 250-W /ch Power Amplifier 

Fully complementary class-AB power amp with 
bridging switch, 1,500-sq-in. heat-sink area; regulated 
power supplies to all voltage gain stages; ch sep back 
to line cord; red LED clipping indicator. Output power 
200 W/ch, 800 W bridged into 8 ohms, 20-20,000 Hz 
at 0.01% THD; IMD 0.01%, 10 mW-200 W; noise -100 
dB; slew rate 60 V/usec; power bandwidth 1-100,000 
Hz; damping factor 500 at 20 Hz, 8 ohms; input 


POWER AMPLIFIERS 


sens/imp 1.25 V/50k ohms; 5.25 x 19 x 13.5-in$1,595 
3B. Similar to 4B except 100 W/ch, 400 W bridged; 
input sens/imp | V/50k ohms; 500-sq-in. heat-sink 
BECO OTD ng ess 5 5 OES AA KEE OS EXE SG $995 
2B. Similar to 3B except 50 W/ch, 200 W bridged; 
input sens/imp 0.75 V/50k ohms; 250-sq-in. heat- 
eink area: 3.57% I9x LOS 25s essen ees $575 


4-Way Switch Box 
No active components; designed for high-current 
applications. For Bryston equipment only... . $199 


CAMBRIDGE AUDIO 


A250 Mono Power Amplifier 

Seperate power amplifier with power-on switch only. 
Rated at 250 watts per channel into 8 ohms and has a 
peak current capability of 45 amps.S/N> 100DB. THD 
(XU case Cree qut CORNEA i: $1,800/pr 


A75 Power Amplifier 
Separate power amp with power-on switch only. FR 5- 
50,000 Hz <1 dB; S/N >100 dB; THD 0.5% .. $798 


A50 Power Amplifier 

Separate power amplifier with power-on switch only. 
60 W/ch into 8 ohms. Peak current capability of 35 
amps. Can be connected for bridge mono operation 
by rear panel switch, giving 150 W into 8 ohms 
(clipping at 200 W). S/N I00DB, THD>0.5% . $579 


CARVER 


M 4.0t 375-W /ch Power Amplifier 

Magnetic Field stereo power amp with LED dual peak- 
responding power displays, infrasonic and ultrasonic 
filters. 375 W/ch into 8 ohms; dynamic headroom/ch 
500 W at 4 and 8 ohms; 16 Ib.............. $799 


M-500t 250-W /ch Power Amplifier 

Stereo power amp with Magnetic Field circuitry in 
slim cabinet; peak-responding power meters; cool 
operation; anodized brushed aluminum in dark 
pewter finish. 250 W/ch into 8 ohms; slew rate 40 
SEES A ME SEAT $650 


M1.0t 200-W/ch Power Amplifier 

Magnetic Field amplifier with high headroom and 
dual peak-responding power LED's. Features elec- 
tronic protection; sonic transfer modification. 200 
W/ch into 8 ohms; dynamic headroom 3 dB; slew rate 
200 Vins. 19:x 3,5. x 10.510; 201b 4 eee $610 


M400t 200-W /ch Power Amplifier 

Stereo power amp with Magnetic Field circuitry that 
eliminates oversize heat sinks. Features dual vertical 
LED peak-level display; dark pewter finish. 200 W/ch 
into 8 ohms; slew rate 40 V/usec; 6.75 x 6.75 x 6.75 
in; MOORE TU OS LEON $560 





Magnetic field power amplifier produces 140 W/ch 
into 8 ohms; peak responding LED; electronic protec- 
tion circuitry. 19 x 3.5 x 0.5 in; 201b........ $549 


M200t 120-W /ch Power Amplifier 

Magnetic Field power amp produces 120 W/ch into 8 
ohms. Dark pewter finish; LED's indicate power and 
use of speaker-protection circuitry. 17.3 x 9 x 2.55 in; 
ON pee EL oily nto carere e eda $450 


Z-1 Wide-Band Z Coupler 
Imp-matching device enables Carver Magnetic Field 


power amp to be used with receiver or integrated 
amp. Receiver or integrated amp outputs drive power 
amp through Z-1 coupler, which presents an opti- 
mum noninductive load to the amp in the receiver or 
integrated amp i. vore etu ERE EE NEA $49 


CELLO 


7000-00 Performance Amplifier Set 

2 mono amps (left and right) and 2 mono supplies 
(left and right) for stereo; power output section has 40 
oütpüt devices PERCH.. sies e s meieni er nt $13,125 


CLASSE AUDIO 


DR-3-VHC Power Amplifier 

Power Amplifier features THD 0.01%; sens 800 mV; 
45 W/ch into 8 ohms; bandwidth 20-20,000 Hz; Class 
pure A output; dynamic headroom 0.1 dB; bridge- 
able; 300 W/A ohms; 102 Ib. ............ $4,250 


DR-9 Power Amplifier 

Power amplifier features balanced inputs/outputs; 
THD 0.0196; sens 1000 mV; 100 W/ch into 8 ohms; 
bandwidth 20-20,000 Hz; Class AB output; dynamic 
headroom 6 dB; imp | ohm; bridgeable; 800 W/4 
ohms G4 1G. oe ce ot Ness rue $3,495 


DR-3B Power Amplifier 

Power amplifier features THD 0.0196; sens 800 mV; 25 
W/ch into 8 ohms; bandwidth 20-20,000 Hz; Class 
Pure A output; dynamic headroom 7 dB; imp 0.1 
ohms; bridgeable; 200 W/4 ohms; 72 Ib.... $2,995 


CONRAD-JOHNSON 


Premier One B Vacuum-Tube Power Amp 

Low-noise precision parts in audio circuitry; LED bias 
indicators. Output power 150 W/ch into 4, 8, or 16 
alta RN UD ese Sa zs s Yr wd $5,750 


Premier Five Vacuum-Tube Mono Power Amp 

Low-imp power supplies and extensive use of poly- 
styrene capacitors; LED bias indicators. 200 W into 8 
ohms; S/N 94 dB; 9 x 19 x 20.5-in.; 90 Ib... $3,750 
MV100. Similar to above except stereo and 90 


MELOS sack & visto as Cho Pe RECEN Er Puno $2,950 

MY50. Similar to Premier Five except stereo, 45 

W/ch into 8 ohms; S/N 94 dB; 40 Ibs ...... $1,685 
COUNTERPOINT 


SA-4 Power Amplifier 

Power amp with 130 continuous average W/ch from 
20-20,000 Hz with no more than 0.296 THD into 8 
ohms; S/N 92 dB; dynamic headroom 2 dB; IMD 
OGS WGT x 19 x I93n960. -... 5 9. oe ks $5.495 


SA 20/20 Power Amplifier 

Mono hybrid power amp with tube front end and 
MOSFET output stage. Features no overall loop 
feedback; warm-up and shut-off auto speaker muting. 
Includes vacuum-tube rectification. 600 continuous 
average W/ch from 20-20,000 Hz into 8 ohms with 
no more than 0.5% THD, 988 W into 4 ohms, 1,500 W 
into 1 ohm; 20-ms peak amperage into 0.1 ohm 50 
amperes; S/N 84 dB; slew rate 0.6 V/u; IMD 0.02%. 6.7 
EOS VO SHADER coc caste sass o cs $4,190/pr 


SA 20 Power Amplifier 

Hybrid power amp with tube front end and MOSFET 
output stage. Features no overall loop feedback; 
warm-up and shut-off auto speaker muting; internal 
switching to operate as a bridged mono amp for 3x 
power. Includes vacuum-tube rectification. 220 con- 
tinuous average W/ch from 20-20,000 Hz into 8 
ohms with no more than 0.5% THD, 420 W into 4 
ohms, 1,000 W into | ohm; 20-ms peak amperage 
into 0.1 ohm 50 amperes; S/N 84 dB; slew rate 0.6 
V/u; IMD 0.02%. 6.7 x 19 x 19-in; 55 ...... $2,095 


SA-12 Power Amplifier 
Hybrid power amp with tube front end and MOSFET 


output stage. Features no overall loop feedback; 
warm-up and shut-off automatic speaker muting. 85 
continuous average W/ch from 20-20,000 Hz with no 
more than 1% THD into 8 ohms; FR 5-100,000 Hz 
+0.2 dB; S/N 92 dB; dynamic headroom 2 dB; 
channel-to-ch sep >85 dB from 100-10,000 Hz; 4.5 x 
19 36010 Sin. or eeu Rnd eo BA AS wre $1,045 


CROWN 


Macro-Tech 1200 295-W/ch Power Amplifier 

295 W/ch into 8 ohms; 555 W/ch into 16 ohms or 790 
W/ch into 8 ohms mono; four second turn-on; 
pushbutton power switch; mono/stereo switch; LED 
power indicator; steel chassis; FR 20-20,000 Hz +0.1 
dB SPL/W/m; THD <0.05%; IMD <0.05%; slew rate 
>13 volts/usec; damping factor >1,000; draws 60 
watts or less on idle. 19.0 x 3.5 x 16.0 in;n 44.62 
TEER rn eg ad See AER a emp ttes eli. @ EE $1,449 


PS-400 165-W/ch Power Amplifier 

165 W/ch into 8 ohms; 360 W/ch into 16 ohms or 520 
W/ch into 8 ohms mono; four second turn-on with 
minimum thumps; pushbutton power switch; inde- 
pendent input-level controls; mono/stereo slide 
switch; 2 LED signal-presence indicators; all-alumi- 
num chassis; FR 20-20,000 Hz +0.1 dB SPL/W/m; 
THD «0.00196 from 20-400 Hz; IMD <0.05%:; slew 
rate 16 volts/usec; draws 40 watts or less when idle. 
I9-0x- ZO x 10; T3 ne 55 Ib ss M ose $1,259 


Macro-Tech 600 215-W/ch Power Amplfier 

215 W/ch into 8 ohms; 395 W/ch into 16 ohms or 510 
W/ch into 8 ohms mono; four second turn-on; 
pushbutton power switch; mono/stereo switch; LED 
power indicator; steel chassis; FR 20-20,000 Hz +0.1 
dB 

when idle. 19.0 x 3.5 x 16.0 in; 39.56 Ib... $1,199 


Micro-Tech 1200 295-W /ch Power Amplifier 

295 W/ch into 8 ohms; 555 W/ch into 16 ohms or 790 
W/ch into 8 ohms mono; power rocker switch; 
mono/stereo switch; LED power indicator; steel chas- 
sis; FR 20-20,000 Hz +0.1 dB SPL/W/m; THD 
«0.0596; IMD <0.05%; slew rate >13 volts/usec; 
damping factor >1,000; draws 60 watts or less when 
idle. 19.0 x 3.5 x 16.0 in; 40.56 Ib......... $1,199 


DC-300A II 165-W/ch Power Amplifier 

165 W/ch into 8 ohms; 340 watts into 16 ohms or 545 
watts into 8 ohms mono; instantaneous turn-on with 
minimum thump and no program delay; indepen- 
dent input level controls; power switch with pilot 
light; mono-stereo switch; LED indicators; all-alumi- 
num chassis; FR 0-20,000 Hz +0.1 dB SPL/W/m; THD 
<0.001% from 20-400 Hz; IMD <0.05%; slew rate 8 
volts/usec; draws 40 watts or less when idle; 19.0 x 7.0 
EG ae ie Ele bs I VE ey siue dus Ves $1,049 


Micro-Tech 600 215-W/ch Power Amplifier 

215 W/ch into 8 ohms; 395 W/ch into 16 ohms or 510 
W/ch into 8 ohms mono; power rocker switch; 
mono/stereo switch; LED power indicator; steel chas- 
sis; FR 20-20,000 Hz +0.1 dB SPL/W/m; THD 
<0.05%; IMD <0.05%; slew rate >13 volts/usec; 
damping factor >1,000; draws 60 watts or less on 
idle.-19:0:3:552616:01m BID: cen dorus $949 


PS-200 95-W/ch Power Amplifier 

95 W/ch into 8 ohms; 190 watts into 16 ohms or 280 
watts into 8 ohm mono; four second turn-on with 
minimum thumps; pushbutton power switch; input- 
level controls; mono/stereo slide switch; 2 LED signal 
presence indicators; all-aluminum chassis; FR 20- 
20,000 Hz +0.1 dB SPL/W/m; THD <0.01% from 20- 
400 Hz; IMD —0.0596; slew rate 16 volts/usec; draws 
30 watts or less when idle. 19.0 x 5.25 x 10.13 in; 25 
Ibo ues $819 


PSA-2 265-W /ch Power Amplifier 

265 W/ch into 8 ohms; 520 W/ch into 16 ohms or 760 
W/ch into 8 ohms mono; four second/instantaneous 
turn-on; aluminum chassis; mono/stereo slide 
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The complete review: 


A BEST-BUY 
BREAKTHROUGH 
OR THE START 
OF A NEW WAVE? 


I am reluctant to call any given transistor 
power amp a “best buy" or breakthrough. 
From my talks with designers and other au- 
diophiles, it is clear that the state of the art 
in power amplifiers is about to change. From 
where I stand, the Adcom GFA-555 is the 
first sample of this new wave. It is so clearly 
superior to past amplifiers in the low- to 
mid-priced range—not to mention most 
amplifiers two to three times its price— that 
I can unhesitatingly recommend it for even 
the most demanding high end system. 

The GFA-555 does everything well, and 
most things exceptionally well. It provides 
superb, well-controlled bass with far better 
speaker load tolerance than most amps. Its 
midrange and treble are remarkably low in 
coloration. There is no hint of hardness, and 
none of the loss of inner detail common to 
transistor amplifiers. 


“The Adcom’s soundstage 
is sufficiently superior that 
even those who claim all 
power amplifiers sound alike 
might hear the difference.’ 


With the exception of the Krells, I have 
never heard a more detailed, natural, and ex- 
tended upper four octaves in a transistor 
amp. The Adcom may even be a legitimate 
rival to the Krell; it’s brighter and more dy- 
namic, and somewhat more open. And, like 
the Krell, it gives the impression, on really 
good material, that the amplifier simply isn’t 
there, on really good material. Nor is the Ad- 
com romantic or sweet, like New York Au- 
dio’s new Moscodes. Rather, it offers natural 
upper octave detail that the latter miss. 
Other amplifiers have similar upper octave 
performance, but I unhesitatingly recom- 
mend the Adcom over the very stiff compe- 
tition from Tandberg and Threshold. 

The Adcoms’ soundstage is sufficiently 
superior that even those who claim all 
power amplifiers sound alike might hear the 
difference. It comes very close to the better 
tube power amplifiers in providing detailed, 
stable, realistic imaging with natural depth. 
It is not an Audio Research D-250, but is ex- 
traordinarily holographic—I suspect almost 
embarrassingly so. This kind of soundstage 
has previously cost at least $2000. 


Er e EE NEE A a ES ARS DI OE RE MN C M 


I am also highly impressed with this am- 
plifier's dynamics. Once again, it is not go- 
ing to survive a one-on-one with the Audio 
Research D-250 or Conrad Johnson Premier 
Fives, but it rivals any transistor power am- 
plifier in its power class that I have heard— 
including high-powered receivers or amps 
with trick power supplies—at any price. It 
provides these dynamics into virtually any 
load without bloat, restriction of sound, or 
change in timbre. For all the nonsense pub- 
lished by most manufacturers about driving 
complex loads, this amplifier actually 
delivers. 

The Adcom does not lose sweetness and 
detail as its power goes up. I am normally 
leery of transistor amplifiers rated much 
above 100 watts; they too often blur detail 
and harmonic information, and this sonic 
price tag is far more costly than the added 
power is worth. This does not happen with 
the Adcom unless the distortion lights are 
blinking, and they only blink when the amp 
is delivering well over its rated 200 watts per 
channel (8 ohms) or 325 watts (4 ohms). By 
comparison, once-outstanding high power 
amplifiers like the Hafler DH-500 now 
sound annoyingly veiled. 

With a minor dealer modification, you 
can even drive 1 ohm loads like the Scintilla. 
I can't measure whether the Adcom delivers 
its rated 800 watts per channel into 2 ohms, 
or 20 amps peak, but I can tell you that it 
does a superb job of driving this superb 
speaker. Anything in its price range (or even 
close) generally changes timbre and de- 
generates when driving the Scintilla at 1 
ohm. 


*For all the nonsense 
published by most 
manufacturers about driving 
complex loads, this amplifier 
actually delivers: 


I'm going to have to say a few words 
about its technology before I give Adcom a 
swelled head. You'll be happy to note that 
the manufacturer claims for the GFA-555 a 
simple gain path, a 700 watt toroidal trans- 
former, a well- regulated high current power 
supply, new ultra-stable bias circuitry, direct 
coupling, no current limiting, and no output 
inductor. More substantively, its harmonic 
shape mixes suitable yinyang while avoiding 
the curse of pyramidology. This, of course, 
means that it weighs 34 pounds, has simple 
rack-mount black styling, pilot lights, warn- 
ing lights (to indicate distortion levels above 
196), and measures exactly 754," by 12% " 
by 19”. 


CIRCLE NO. 61 ON READER SERVICE CARD 


More pragmatically, the technical specifi- 
cations are significant in that they represent 
reasonable bandwidth (4-150,000 Hz), 
damping (150-200), gain (27 dB), and noise 
(-106 dB). Of these, only the noise specifica- 
tion is Outstanding. No attempt is made to 
beat distortion records: .09% THD at rated 
power into 8 ohms, and .25% into 4. I have 
heard so many power amplifiers with in- 
finitely (well, an order of magnitude) better 
specifications sound so much worse; this 
may be the amplifier whose sound could 
convince Stereo Review, High Fidelity. etc. 
that their present measurements are virtu- 
ally worthless. 

I suspect that the Adcom is going to force 
many designers in the $1000- 1500 range to 
either make radical improvements in their 
products over the next six months, or look 
at the possibility of retiring from competi- 
tion. This is a “must” amplifier to audition 
before you spring for anything close in 


“I suspect that the Adcom 

is going to force many 

designers in the $1000- 

1500 range to either make 

radical improvements in 

their products...or look 

at the possibility of 

retiring from competition? 
price. If the Adcom is simply the first of a 
whole wave of good amplifiers, it will help 
revitalize the high end for the average audi- 
ophile, and force most manufacturers into 
more reasonable pricing. Now, Adcom, if 


you can only come up with a preamp as 
good! AHC 


ADCOM 


fine stereo components 





11 Elkins Road, East Brunswick, NJ 08816 
U.S.A. (201) 390-1130 

Distributed in Canada by: PRO ACOUSTICS INC. 
Pointe Claire, Quebec H9R 4X5 


Manufacturer's note: Approximate retail 
prices listed in order of mention in review: 


Adcom GFA-555 $ 750 
Krell 2300-7500 
N.Y. Audio Moscode 900-1600 
Tandberg 1000-2000 
Threshold 1490-3150 
Audio Research D-250 (MK Il) 6000 
Conrad Johnson Premier 5 (pair) 6000 
"high powered receivers" ? 
"amps with trick power supplies" ? 
Hafler DH-500 850 


POWER AMPLIFIERS 


switch; FR 20-20,000 Hz +0.1 dB SPL/W/m; THD 
<0.002%; IMD 0.0196; slew rate >30 volts/usec; 
dumping factor — 700; draws 90 watts or less when 
idie«19.0 x 70x 14-753 EO emer ee $819 


D-75 35-W/ch Power Amplifier 

35 W/ch into 8 ohms; 95 watts into 8 ohms mono; 
«110 dB hum and noise in the range 20-20,000 Hz; 
instantaneous turn-on with minimum thump and no 
program delay; two input-level controls; power 
switch; mono/stereo switch; 2 signal-presence indica- 
tors; 1 power indicator; ground link; FR 20-20,000 Hz 
at 1 watt into 8 ohms (stereo); IMD — 0.0596; slew rate 
6 volts/usec; +15 watts power consumption when 
idle. 19:0x 9:0 x 1.75 in; 101b .............. $524 


DB SYSTEMS 


DB-6A Power Amplifier 

Stereo power amp able to drive l-ohm loads. 
Features 12-dB/octave infrasonic filter; peak-clip- 
ping LED’s; electronic clamp. Output power 40 W/ch 
continuous into 8 ohms from 20-20,000 Hz at 0.003% 
THD; THD 0.0008% at 1,000 Hz; IMD <0.002%; FR 20- 
40,000 Hz +0/—1 dB; input sens/imp 1 V/50 
kilohms; S/N 112 dB at | V A-wtd; slew rate 15 V/us; 
damping factor — 400, 20-1,000 Hz. 4.9 x 16 x 12.8 
sree. PIA keene SOUPE ACMIT - oa MR. $795 
DB-6A-M. Similar to DB-6A except bridged mono 
amp at 140 W continuous with 0.00896 THD; slew rate 


30V/uSe0 o0 9 0. edie Ge peer els Sc BE $795 

19 Rack adaptor. ovi aaee EE secto eii uis $55 

Mono conversion of DB-6A to DB-6A-M ..... $39 

DB-6A-M(2). Similar to DB-6A-M except pair of 

TOMO aDUfietS e c cache RIEN E $1,550 
dbx 


BX1 Power Amplifier 

Configurable 2-/3-/4-channel power amplifier with 3 
sets of fuses and complementary circuitry through- 
out. Features high-quality film capacitors; 8 x 250-W 
high-speed bipolar devices/ch; 2 x 3,200 vA toroidal 
transformers with 2 taps each; separate rectifiers for 
each ch; + 55-V power-supply rails. Contains no fans 
or limiting circuitry. Quietly shuts down under 
thermal stress. Power output into 2 channels: 400 
W/ch into 8 ohms, 650 W/ch into 4 ohms, 800 W/ch 
into 2 ohms, 1,400 W/ch into 1 ohm. Power output 
into 4 channels: 100 W/ch into 8 ohms, 200 W/ch 
into 4 ohms, 325 W/ch into 2 ohms, 400 W/ch in 1 
olim:slew rate 200 V/pS ................ $3,700 


DENON 


POA-2400 Stereo Power Amplifier 

Features Denon Optical Class A design, and Twin 
Pure Current Supply. 200 W/ch into 8 ohms with no 
more than 0.01THD. High speed protection circuits; 
bar-line multi display. IMD <0.002%; FR 1-300,000 
Hz +0, -3 dB at 1; S/N 123 dB; self diagnostic 
function; 7.36 x 17.08 x 16.88; 38.5 Ib....... $750 


POA-6600 Mono Power Amplifier 

Mono power amp with Dual Super Non-NFB circuit 
for high-speed signal transmission. Features pure 
current power supply; separate power supply block 
chassis; Cannon type balance input connector; con- 
ventional RCA input Jack with selector switch; front- 
panel level control; extra large speaker terminals; 
peak indicators; high-speed reset-type protection 
circuit; remote power on/off switching from DAP- 
5500 or PRA-1100 preamps. 250 W min rms into 8 
ohms from 20-20,000 Hz with no more than 0.0296 
THD; dynamic power 800 W at | ohm; IMD 0.002%; 


S/N 123 dB; slew rate +500 V/usec.......... $750 
POA-4400 Mono Power Amplifier. As above with 
E CO MR arare Reo Re Me $750 


DENNESEN ELECTROSTATICS 


Antares II Power Amplifier 
75 W/ch MOSFET power amp; no more than 0.1% THD 


into 8 ohms; FR 10-100,000 Hz +1 dB; S/N 90 dB; 
dynamic headroom 3 dB; slew rate 30 V/usec; IMD 


01%: 5:23 I9 x 830: 30. Ib. Jas oer DES $595 

Orion. Similar to above except with 150 watts/ 

MONO t Riot Ri bre CE CS $1,500 
DISCRETE TECHNOLOGY 


Distech Dual-Mono Power Amplifier 

Solid-state power amplifier. Features matched front- 
end transistor pairs; darlington pair; cascode voltage 
section; high-grade polypropylene capacitors; plati- 
num interconnect on input. FR 3-100,000 Hz 4-0/—3 
dB; damping factor at 50 Hz 200; 200 W... $2,600 


Distech LSII Power Amplifier 

Power amp with MOSFET output and Distech AC 
power cable. 100 continuous average W/ch from 20- 
20,000 Hz into 8 ohms with less than 0.9596 THD, 200 
W into 4 ohms; 200-ms dynamic power 200 W; 
dynamic headroom 3.2 dB; S/N 90 dB below 10-watt 
output; slew rate 40 V/ms IMD <0.09%. 16x 5x 14 in; 
PAM Lug, ih dile UR cdit co mA om Mm e $950 


ELECTROCOMPANIET BY 
MUSIC AND SOUND IMPORTS 


Ampliwire Power Amps 

All Electrocompaniet power amps are Class AB, DC 
servo controlled, and feature thermal shutoff safety 
filter in output stage for undistorted use with any type 
of speaker. 

250. Inverts phase. 250 W/ch into 8 ohms; 480 W/ch 
into 4 ohms; FR 0-100,000 Hz; THD 0.00396. 45 Ib. 
ApBrOX ae T ers EN Toda aor te eto $3,995 
100. Does not invert phase. 100 W/ch into 8 ohms; 
180 W/ch into 4 ohms; FR 0-100,000 Hz; THD 0.00396. 
40 Ib. ADDFOX' -aeara ct EIE ERES. $2,195 
65. Does not invert phase. 75 W/ch into 8 ohms; 135 
W/ch into 4 ohms; FR 0-100,000 Hz; THD 0.00496. 32 
Ib ADDEOX.C ET P A n CPdes $1,495 


FORTE AUDIO 


Model 1a Power Amplifier 

Dual-channel, non-inverting power amp using 
FET/bi-polar front-end topology and operating in 
pure class A throughout fron-end and power output 
stages. Input stage is direct coupled and biased with 
regulated constant-current sources. Output stage 
employs 20 high-speed power devices and uses no 
active protection circuits. Does not impose a fuse or 
isolation inductor at the output and maintains 
constant damping over the full frequency band. 
Gold-plated input and output connectors. Glass- 
epoxy circuit boards. Custom toroidal power trans- 
former. Rated power 50 W/ch at 0.0596 THD into 8 
ohms; FR 20-20,000 Hz; bandwidth — 3 dB points of 7 
and 100,000 Hz; slew rate 40 V/msec; imp 75,000 
ohms; 19x 7x 11m 361b 5:00. EI. $950 


Model 3 Power Amplifier 

Similar to model la except higher power with output 
stage operating in high-bias class AB. Rated power 
200 W/ch at 0.0596 THD into 8 ohms; FR 20-20,000 
Hz; bandwidth —3 dB points of 7 and 100,000 Hz; 
slew rate 40 V/msec; imp 75,000 ohms; 19x 7x 11 in; 
361D aaa. Pea seks SOR ER DC TEMA NE TS Cre $990 


FOSGATE-AUDIONICS 


M-100 Power Amplifier 

Mono amp designed for surround applications. 
Features 60 W/ch into 8 ohms; 100 W/ch into 4 
ohms; moderate feedback; silent turn-on/-off; input 
level control; FR 15-40,000 hz + 1 dB; THD — 0.0396; 


IMD-—0.039595 5t. ese ices, CENE ARTIS $269 
S-100: As above, stéréo ; ve eta virus $429 
T-100. Tri-channel version of M-100........ $599 
M-60 Power Amplifier 


Mono amp designed for use in A/V system. Can be 
used for center front channel applications. 2 can be 


used for stereo compact complementary/symmetry 
output stage. Low TIM and TID. Includes gain adjust 
and clipping indicator. 45 continuous average W/ch 
from 20-20,000 Hz into 8 ohms with no more than 
0.196 THD, 60 W into 4 ohms; 200-ms dynamic power 
65 W; dynamic headroom 1.5 dB; S/N 95 dB; slew rate 
15 V/us; IMD 0.1%. 6.56 x 3.56 x 6.56 in; 5 lb . $179 


HAFLER 


XL-600 MOSFET Power Amplifier 

Excelinear near-zero-phase shift circuit with J-FET 
double differential push-pull cascoded ‘tube-like’ 
input and current-mirroring 2nd stage. 16 MOSFET 
outputs; direct coupled; stable into all loads; high 
capacitance (72,000 mfd); Excelinear speaker tweak- 
ing adjustment; gold inputs and outputs; mono 
bridging switch; variable speed DC fan cooling. 305 
W/ch into 8 ohms with <0.05% THD, 20-20,000 Hz; 
<0.04% IMD from 1-305 W; 450 W/ch into 4 ohms; 
900 W mono into 8 ohms; input sens 2.4 volts for 305 
W @ 8 ohms; FR 10-50,000 Hz +0.1 dB; S/N >100 
dB (9 305 W;7x 19x I3in; 501]b ........ $1,195 


DH-500 Power Amplifier 

Stereo power amp designed to deliver —255 W/ch 
with <0.025% distortion into 8 ohms; — 400 W into 4 
ohms (can be bridged, using optional bridging kit, to 
deliver — 800 W into 8 ohms). Employs MOSFET’s on 
compact enclosed multispeed fan-cooled heat sink. 
Fuses and relay protect speakers against turn-on 
thumps or DC shifts; self-protective capability of the 
MOSFET’s eliminates need for amp protection. Fac- 
tory assem led Enana eh eens, ase ea iU d Ch $900 
GCS eyes tke cng Cuts UM ode Mdb $775 


XL-280 MOSFET Power Amplifier 

J-FET double differential input and 12 MOSFET 
output. Excelinear speaker tweaking adjustment; 
gold inputs; mono bridging switch; speaker protec- 
tion fuses. 145 W/ch into 8 ohms; <0.05% THD, 20- 
20,000 Hz; <0.04% IMD; S/N > 100 dB; FR 10-50,000 
Hz +0.1 dB; 200 W/ch into 4 ohms; 400 W into 
mono. 5.25 x 17 x 10.5 in; 27 lb; assembled .. $650 
Kit/ d, PE RD Leet ee E RE EO Died $575 


DH 120 Power Amplifier 

Stereo power amp stable with L and R level controls, 
stereo/mono switch, AUX speaker outputs which feed 
a matrix signal for ambience effects. 62 continuous 
average W/ch from 20-20,000 Hz with no more than 
0.006% THD into 8 ohms; FR 10-40,000 Hz +0.5 dB; 
S/N > 100 dB; damping factor 219 to 1,000 Hz; sep 85 
dB at 1,000 Hz; input imp 22k; slew rate 30 V/usec; 
15.75 x 3.25 x 9 in; 18 Ib; assembled ........ $425 
KITE REEL TENE Unies vi uS $375 


HARMAN KARDON 


Citation Twenty-Two 200-W /ch Power Amp 

Selectable high-current and high-voltage output; 
dual-voltage design; dual power transformers; gold- 
plated input jacks and speaker terminals; 8 130-W 
power transistors per ch; clipping indicators; LED 
power meters; anodized brushed aluminum blue/ 
black finish with rubber trim. 200 W/ch into 8 ohms, 
400 W bridged into mono; current capability + 120 
amps; neg feedback I2'dB.....-....... ca $1,099 
Twenty-Four. Similar to above except 100 W/ch; 
current capability +60 amps; 4 130-W power transis- 
tors per ch; damping factor 75 into 8 ohms... $699 


HEYBROOK By 
D’ASCANIO AUDIO 


P-2 Power Amplifier 

Hand-assembled power amp with toroidal trans- 
former capable of 30-amp output. Features circuits 
designed with close-tolerance, high-quality compo- 
nents. Thick aluminum chassis acts a heatsink over 
entire surface, equalizing temp within the case and 
maintaining a stable relationship between internal 
components. 80 continuous average W/ch from 20- 
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20,000 Hz into 8 ohms with no more than 0.05% THD, 
120 W into 4 ohms; S/N 60 dB; IMD 0.05%; 
instantaneous peak current +30 A. 17x 4 x 12in; 18 
a a S EX CAUSE TIT TE ENT $1,298 


HITACHI 


HMA120AVSW Power Amplifier 

Power display of 10 LED’s per ch. 120 W/ch into 8 
ohms; 200-ms power 120 W. 14.5 x 5 x 13 in; 17.7 
Vel ub UN RS y ert Mag ere Me $250 


JADIS BY MADRIGAL 


JA-200 160-W/ch Tube Power Amp 

Pure Class A power amp with power capability and 
dynamic behavior to drive difficult loads with low 
distortion. 4 chassis (2 amps, 2 power supplies). 160 
W/ch into 4 and 8 ohms. 210 lbs ........ $17,500 


JA-80 60-W /ch Tube Power Amp 

Pure Class A; core of output transformer acts like 
solid core for high efficiency; 2 chassis. 60 W/ch into 
dand/8 ohms 154 1D8.. mv $11,500 


JA-30 30-W /ch Class-A Power Amp 

Dual-mono (2 chassis); each transformer hand built 
for symmetry in resistance and self-inductance of 
coils; transformer encapsulated for optimal self- 
damping and thermal stability. 30 W/ch into 4 and 8 
obims-97 IDS a Area ie To e se 1o 0 twos $5,750 


JRM 


Power Tower Power Amplifier 

Basic integrated mono power amplifier features 2 dB 
dynamic headroom; power bandwidth 0.6-75,000 
Hz; slew rate 100 V/us; THD 0.0296; all-cascode 
designk orm mes Ur uu E ans ES Eas $2,500/pr 


Power Tower/B Pro Power Amplifier 

Basic integrated mono power amplifier features 1.5 
dB dynamic headroom; power bandwidth 0.6-75,000 
Hz; slew rate 100 V/us; THD 0.0296; all-cascode 
ARTTU NE NR E TIR RUN ER $3,100/pr 


JVC 


AXZ911BK Power Amplifier 

Digital pure-A circuit for Class-A operation; Dynam- 
ic Super-A; D/A converter directly connected to amp; 
built-in D/A converter with quadruple-oversampling 
digital filter; 3 digital connections: one optical, one 
coaxial, and one input/output for DAT; separate 
layout for digital and analog circuits; high-gain phono 
equalizer for MM/MC cartridges; low-noise motor- 
driven volume control; bass response control; gold- 
plated terminals; multi-function display; wireless 
remote control. 100 W/ch into 8 ohms from 20- 
20,000 Hz with no more than 0.003% THD . $1,100 


KENWOOD 


Basic M2A Stereo Power Amplifier 

Features Super Dynamic Linear Drive (DLD) dual- 
output power amplifier; low-impedance drive capa- 
bility; dynamic power (EIA) 616 W/ch into 2 ohms; 
wide range FL peak power meters with selectable 
peak-hold and two hold times; Sigma Drive Type B; 
full circuit protection with thermostat-controlled fan 
cooling; two speaker pair selection; gold-plated input 
terminals; headphone jack; power indicator; muting 
relay. 220 continuous average W/ch from 20-20,000 
Hz with no more than 0.004% THD into 8 ohms; 
damping factor 1,000 at 50 Hz. 17.31 x 6.25 x 14.69 
Imbiss etre lepton eat ehp Aa d $695 


Basic MID Stereo Power Amplifier 

Features Voltage Interface Gate with Dynamic Lin- 
ear Drive (VIG-DLD) amplifier; low-impedance 
drive capability; dynamic power (EIA) 210 W/ch into 
2 ohms; FL peak power meters; full circuit protection; 
Sigma Drive type B; two speaker pair switching; 


headphone jack; muting relay. 125 continuous aver- 
age W/ch from 20-20,000 Hz with no more than 
0.00596 THD into 8 ohms; damping factor 1,000 at 100 
Hz. 1743Lbx 5:69 x 13.31 an: 245 Jb... s $445 


KINERGETICS 


KBA-202 Gold Series 200-W /ch Power Amp 

Zero overall feedback (feedback in output stage only); 
fully cascoded J-FET input stage; mono construction; 
DC servo control to eliminate capacitors in signal 
path; 24 output transistors; power supply for front 
end of each ch; 4 toroidal transformers; 300-joule 
power supply; military-grade glass circuit boards with 
2-sided ground plane and 20-oz copper traces; AB 
operation; does not invert phase; hysteresis-distor- 
tion cancelling circuit. 200 W/ch into 8 ohms, 400 
into 4; headroom 3 db; input imp 50,000 ohms; slew 
rate 100 V/usec; voltage gain 30 (absolute); power 
bandwidth 1-400,000 Hz; small-signal bandwidth 1- 
1,000,000 Hz; 591b; 19x 6x I9 in...... $1,995/pr 


KBA-75 Gold Series 75-W /ch Power Amp 

I-kVA power supply; dual-coil toroidal transformer; 
auto servo-controlled DC offset adjustment; constant 
current sources for Class A operation; high-power 
output transistors with wide linear region; no phase 
inversion; hysteresis-distortion cancelling circuit. 75 
W/ch into 8 ohms, 150 into 4; headroom 3 db; input 
imp 50,000 ohms; slew rate 65 V/usec; voltage gain 
30 (absolute); power bandwidth 1-300,000 Hz; small- 
signal bandwidth 1-1,000,000 Hz; 45 Ib; 19 x 6 x 16 
LEES ie lois i M rhe vh, Fabel. $1,295 


SW-200 Stereo Amplifier 
System includes 150 W/ch. Output 300 W; crossover 
100 Hz; compusound circuits; 17.25 x 4.75 x 8 


EDD castes Raden ete DONUM TINTE EUR ca ASSI $599 

SW-200 Mono Amplifier. Same as above but output 

[50M ARE E ar is o UE $399 
KLYNE AUDIO ARTS 


SKX 120 Power Amplifier 

Dual-mono power amp with 120 W/ch driven into 8 
ohms. Features solid state construction; balanced 
and unbalanced inputs; separate power supplies for 
each channel; high-current complementary bipolar 
outputs; class A/AB; FR 0.5-200,000 Hz. 17 x 4.75 x 
18.5 in; ASID Approx; e eL. TRA $4,000 


KYOCERA 


B-910 150-W/ch Power Amplifier 

Class AB power amp with triple push-pull high- 
frequency power stages; ceramic base/chassis; DC 
configuration; large-cutless-core power transformer; 
large honeycomb heatsinks; direct and subsonic 
inputs. 150 continuous average W/ch 20-20,000 Hz 
with no — 0.0296 THD into 8 ohms; FR DC-200,000 Hz 
+3 dB at | W; S/N 120 dB; damping factor 150 (50 
Hz); 200 W/ch into 4 ohms with 0.03% THD; power 
bandwidth 10-50,000 Hz; input sens 1.5 V (30 
kilohm); 17x 8.25 x 15.75 1n; 59.5 Ib. ....... $2,000 


LAZARUS ELECTRONICS 


200/200 Dual Hybrid Amplifier 

200 W/ch hybrid amplifier. Features individual 
regulation for each voltage amplification stage; 1.2 V 
input sensitivity; Class A tube MOSFET hybrid circuit- 
DV/c ms dvo iore rta d $1,750 


H-1 Hybrid Power Amplifier 

Pure (not sliding scale) Class A tube MOSFET hybrid 
power amp may be operated as a fully differential 
mono amp or as a stereo amp. May be configured (by 
dealer) as either Class A or Class A/B. 50 continuous 
average W/ch from 20-20,000 Hz into 8 ohms with 
no more than 0.2 THD, 100 W into 4 ohms; 200 ms 
dynamic power 600 W; dynamic headroom 3 dB, 8 
ohms resistive; S/N 80 dB; IMD 0.296; peak current 75 
amperes. 19 x 3.5 x 16.5 in; 35 Ib......... $1,599 


LINN PRODUCTS 


LK280 Stereo Power Amplifier 

80 continuous average W/ch from 20-20,000 Hz; 
companion to LKI preamp. 3 x 12.75 x 10.5-in; 19 
ID deren RA PETERE, el e MR. ac $1,495 


LINEAGE 


PA-200 Stereo Power Amplifer 

Features all-discrete audio circuitry; full-comple- 
mentary direct-coupled filed-effect transistor design; 
complementary differential inputs; Class A operation 
in gain/driver stages; MOSFET output stages with 
Class ABI operation; DC servo to eliminate all 
capacitors from audio stages; gold-plated input and 
output connectors; protection circuitry acting entire- 
ly outside of signal path; front-panel overload indica- 
tors. High-current ultra-stable design optimized for 
low distortion under rapidly changing speaker loads. 
Nominal rated power 100 W/ch into 8 ohms; 1- 
100,00 Hz bandwidth with no slew rate limiting. 
Matte silver with removable teak pedestal base. 17 x 
12 x 6.36 (with base), 5.25 (without base) in $1,650 


LUXMAN 


M-117 Power Amplifier 

Features 200 W/ch and low impedance drive capabil- 
ity; 3 pairs of large power devices; high energy power 
supply; 60,000 uF of total filtering capacitance; gold- 
plated binding post speaker terminals; gold-plated 
input terminals; variable and fixed inputs.. $1,100 


McINTOSH 


MC-2500 Stereo Power Amplifier 

500 W/ch power amplifier with Power Guard circuit. 
Features patented McIntosh Sentry Monitoring cir- 
cuit which constantly monitors the signal to the 
output transistors to protect them from damage; left 
and right channel gain control; speaker on/off switch; 
peak-reading, peak-locking power meters; meter 
range selector; headphone jack. Power output: 500 
W/ch both channels driven from 20-20,000 Hz with 
less than 0.02% THD; IMD -— 0.0296 if instantaneous 
peak power output is less than 1,000 W/ch both 
channels driven; FR 20-20,000 Hz +0/— 0.25 dB, 10- 
100,000 Hz +0.25/—1 dB; damping factor >30; 
input imp 50,000 ohms; input sens switchable, 0.75 
or 2.5 V (level control provided for higher input 
voltages). Power Guard: THD not to exceed 296 with 
up to 20 dB overdrive at | kHz. Power Requirements: 
120 V 50/60 Hz 0.7 to 22 amps, 15 amps UL/CSA. 
Standard 19" rack mounting; 129 lb....... $3,495 


MC-7270 Stereo Power Amplifier 

270 W/ch power amplifier with Power Guard circuit. 
Features McIntosh Autotransformer; left and right 
channel gain control; peak-reading, peak-locking 
power meters; meter selector. Power output: 270 
W/ch both channels driven from 20-20,000 Hz with 
less than 0.02% THD; IMD <0.02% if instantaneous 
peak power output is less than 600 W/ch both 
channels driven; FR 20-20,000 Hz +0/—0.25 dB, 10- 
100,000 Hz +0/—2 dB; damping factor >30; input 
impedance 20,000 ohms; input sensitivity switch- 
able, 0.75 or 2.5 V (level control provided for higher 
input voltages). Power Guard: THD not to exceed 2% 
with up to 20 dB overdrive at 1 kHz. Power 
Requirements: 120 V 50/60 Hz, 13 amps. 16.2 x 7.13 
x-145:5:9m 821 0 EE Err iy $2,295 


MC-2002 Stereo Power Amplifier 

200 W/ch power amplifier with Power Guard circuit. 
Features McIntosh Sentry Monitor circuit; DC failure 
protection; power line surge protection; peak re- 
sponding power meters. Power output: 200 W/ch into 
8 ohms both channels driven from 20-20,000 Hz with 
less than 0.01% THD; IMD <0.02% at any power level 
below rated power both channels driven; FR 20- 
20,000 Hz +0/—0.25 dB, 10-100,000 Hz +0/—3.0 
dB; damping factor — 100; input impedance 20,000 
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ohms; input sens switchable, 1.4 or 2.5 V; IHF 
dynamic headroom 1.7 dB at 8 ohms. Power require- 
ments: 120 V 50/60 Hz, 0.6-15 amps. 16.19 x 7.13 x 
[455 SOUP YE 53e 00908, 07 mee d $1,850 


MELOS AUDIO 


TM-90 ST Power Amplifier 

Stereo power amp with toroidal power transformer, 
regulated power supplies using tubes and transistors. 
Wide bandwidth output transformers; triple triode 
driver tubes; LED indicators. 80 W/ch; total harmonic 
distortion no more than 0.596; frequency response 8- 
45,000 Hz + 1.5 dB; S/N 85 dB; sens at rated power 
1:50V 21225 Kole & LGN is oa C klaus. $1,495 


MARK LEVINSON 
BY MADRIGAL 


No. 20 100-W/ch Mono Reference Amp 

Class-A highly biased mono amp with fully regulated 
power to all audio stages; internal spike and surge 
suppression; RF filtering of raw AC from outlet to 
reduce noise; separated + and — supply rails each 
with their own toroidal power transformer, full-wave 
bridge rectification, and filter capacitors to prevent 
cross modulation between rails; electronic regulation 
to refine power used by signal-carrying circuits; 3 
high-current devices to drive output stage; electronic 
protection against abuse; all gain stages controlled at 
clipping; balanced inputs with Camac connectors; 
Neutrik-XLR connector; internal switching to adjust 
for operation at 90-240 V AC. 100 watts per channel 
into 8 ohms, 200 W into 4 ohms. 17.5 x 8.25 x 22 
inches; 90 pounds Faceplate also available in 19” 
WII. vis. ovest wee Ee Cede $10,800/pr 


No. 23 Dual-Mono 100-W /ch Power Amp 

2 separate mono amps in single chassis; AC mains 
filtering; film capacitors; surge limiting; 2 power 
supplies for each L and R ch; oxygen-free copper bars 
supply output stage with +84-V DC rails; triple 
bypassing; output supply capacitance of 146,000 
ufarads and 2-1.2 KVA transformers produce 240 
joules of stored energy; full-wave bridge rectifier; 
independent tracking for + and — rails; only bipolor 
devices in gain stages; inverting input for full 
balanced connection; 50-kohm imp through audio 
bandwidth; output stage operates in class AB; con- 
trolled clipping; external line and internal fuses; 
thermal sensors. 100 W/ch into 8 ohms, 200 into 4, 
350 into 2; gain 26 dB; damping factor — 700 (50 Hz 
ref to 8 ohms); 831b; 17.5 x 8.5 x 15 in(18" d with han- 
dies) ae athe ences as deme ees T $4,700 


ML-11 Stereo Power Amplifier 

All discrete circuitry; Class-A operation in voltage 
gain and driver stages; Class AB2 operation in output 
stage. Power supply of 320 VA toroidal power 
transformer, 2 12-ampere bridge rectifiers, 4 10,000 
uF filter capacitors, for separate rectification and 20 
joules of energy storage for each ch. Six 200 W, 15 
ampere power transistors per ch enable ML-11, when 
pulsed, to develop 25 volts peak, at peak currents up 
to 12.5 amperes (312.5 W peak) per ch. Optional 
externally programmable voltage-limiting circuit re- 
duces voltage output to protect speakers; gold-plated 
binding posts for output connections and Camac 
input connectors; hand-brushed black anodized face- 
piste: 8,623019 x:12 ing 25b 7. sns $2,100 


MOTIF 
BY CONRAD JOHNSON 


Motif MS100 100-W /ch Power Amp 

With MOSFET output stage; extensive use of large- 
value polystyrene capacitors. 100 continuous average 
W/ch from 20-20,000 Hz with no more than 0.196 
total harmonic distortion into 8 ohms; frequency 
response 20-20,000 Hz +0.10 dB; signal-to-noise 


ratio 100 dB; 7 x 19x 18.5 in; 45 lb....... $3,250 
MS50. Similar to MS100 with 50 watts per channel 
GUL ou NM UE eese Weal ek $2,350 


NAD 


2600 Monitor Series Power Amplifier 

Monitor Series power amplifier with 150 W/ch. 
Features power envelope circuitry; +4 dB dynamic 
headroom; stereo/mono power amp; bridgeable; high 
voltage, high current capacity; speaker impedance 
selector; input level controls; close tracking Soft 
Clipping circuit; rack mountable............ $798 


2200PE Power Amplifier 

Stereo/mono power amp. Features high voltage, high 
current design; bridgeable; new soft clipping circuit; 
audible clipping indicator on front panel. 100 contin- 
uous average W/ch from 20-20,000 Hz with no more 
than 0.0396 THD into 8 ohms; FR 3-80,000 Hz 4-0, —3 
dB; S/N >91; dynamic headroom +6 dB; slew rate 
2-35'V/hsec: 16.5:x 4.8 x 145m «5.52 $628 


2400 Monitor Series Power Amplifier 

100 W/ch; power envelope circuitry; 480 W IHF 
dynamic power; 4- 6.2 dB dynamic headroom; input 
level controls; A,B, A & B speaker switching; Soft 
Clipping circuit; bridgeable; land and normal inputs; 
rack mountable 5.921355: ITE $598 


2100 Monitor Series Power Amplifier 

50 W/ch; power envelope circuitry; 270 W IHF 
dynamic power; +6.6 dB dynamic headroom; input 
level controls; A,B,A & B speaker switching; Soft 
Clipping circuit; bridgeable; lab and normal inputs; 
rack tioutitable-755 0191.0 IZ Seer Ree $398 


2240PE Power Amplifier 

40 W/ch; power envelope circuitry; +6 dB dynamic 
headroom; speaker imp selector; Soft Clipping cir- 
CUL VES eats Oe ee tes $328 


NAKAMICHI 


PA-7 Power Amplifier 

Power amp utilizes Stasis topology. Features 700-W 
toroidal power transformer; 33,000 microFarad x 4 
filter capacitors; dual rectifiers; 16 transistors per ch. 


| 
' 





200 continuous average W/ch from 20-20,000 Hz 
with <0.1% THD into 8 ohms; FR 7-150,000 Hz +0, 
—3 dB; s/N >120 dB; dynamic headroom 1.7 dB; 
IMD <0.1%; output current capability 18 amps 
continuous (50 amps peak); dynamic output power 
300 W/ch into 8 ohms; power bandwidth 5-50,000 
Hz (8 ohms, 100 W, 0.1% THD); 17.12 x 7.88 x 16.56 


10:59 ISAS raner r ee ETA I $1,850 

PA-5. Similar to above but 100 W/ch. 17.12 x 5.31 x 

14:5 im SVID, 4: oz... cams e EAA TE, $1,195 
NEC 


Renaissance Series 


M-50 Monaural Power Amplifier 

Single-channel power amp with 3 switch-selected 
inputs. Features variable-frequency low- and high- 
cut filters; vibration-free construction; large FL power 
meter; separate circuit construction; industrial-grade 
twin-crossbar relays with gold-plated contacts; sculp- 
tured brass terminals; heavy-duty speaker terminals. 
Rated power output 50 W into 8 ohms from 20- 
20,000 Hz with 0.004% THD, 100 W into 4 ohms with 
0.006% THD; dynamic power 240 W into 2 ohms, 


direct input; FR 5-300,000 Hz; S/N >115 dB (direct 
input) sI XA K LS 181b 5722.8. e $375 


NIKKO AUDIO 


Alpha 2000 Power Amplifier 
Power amplifier with transistors mounted directly on 
pin-fin sink structure; protection circuitry guards 





against stray DC, input short, dynamic power bursts, 
and thermal problems; back panel features AWG-24 
output speaker termials,; gold plated input jacks; 
cannon connectors; BTL circuit to bridge mono 
operation; power bandwidth 5-40,000 Hz; FR 5- 
100,000 Hz +0/—0.5 dB; THD .002%; S/N 120 dB; 
channel sep 65 dB; sens 1000 mV; imp 47k 
ORISA te ae Nee TER E SE Se ode $1,800 


Alpha 800 Power Amplifier 

Power amplifier with transistors mounted directly on 
pin-fin sink structure; protection circuitry guards 
against stray DC, input short, dynamic power bursts 
adn thermal problems; back panel features AGW-24 
output speaker terminals; gold plated input jacks; 
power bandwidth 5-80,000 Hz; FR 5-100,000 Hz 
+0/—2 dB; THD .003%; S/N 101 dB; sens 1000 mV; 
GTP ATS ONTO Sisters ae ote o cane $1,300 
Alpha 600,Power Amplifier. Similar to Alpha 800 
but: FR 5-100,000 Hz +0/—1 dB; THD .002%; S/N 10 


dB; sens 1000 mV; imp 50k ohms .......... $760 
Alpha 400 Power Amplifier. Similar to Alpha 600 
but: S/N 115 dB; imp 47k ohm ............. $550 
ONIX BY MUSIC HALL 

OA601 

Power amplifier, 60 W/ch..............- $1,595 
OA401 

Power amplifier, 40 W/ch............... $1,050 

ONKYO 


Grand Integra M-510 Power Amplifier 

Dual-mono power amp with real-phase power sup- 
ply. Features 3 separate power supplies (left, right, 
aux for lights, meters etc.); speaker-imp range down 
to | ohm; calibrated power meters accurate to 1 dB; A 
+ B speaker systems; adjustable meter sens. 300 
continuous average W/ch into 8 ohms from 20- 
20,000 Hz with no more than 0.005% THD; 500 W/ch 
into 4 ohms; 2-ms dynamic power 400 W into 8 
ohms; S/N 120 dB; IMD 0.003%; dynamic power 750 
W into 4 ohms, 1,300 W into 2 ohms ..... $4,500 


Grand Integra M-508 Power Amplifier 

Dual-mono power amp with real-phase power sup- 
ply. Features 4 x 2 high-current storage capacitor 
block; calibrated high-speed power meters; A + B 
speaker systems; low-imp drive capability; variable 
and direct inputs. 200 continuous average W/ch into 
8 ohms from 20-20,000 Hz with no more than 0.00396 
THD; 200-ms dynamic power 265 W into 8 ohms; S/N 
122 dB; IMD 0.00296; dynamic power 460 W into 4 
ohms, 685 W into 2 ohms. .............. $1,200 


Integra M-504 Power Amplifier 

Dual-mono power amp with real-phase power sup- 
ply. Features peak-reading power meters; A + B 
speaker systems; low-imp drive capability; high- 
current output stage; heavy-duty 5-way banana-plug 
speaker connectors. 150 continuous average W/ch 
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Ultimate Power. 
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With a worldwide reputation for sonic 
excellence, the new Luxman Receivers 


also deliver more power than before. . . 
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R-117 AM/FM Stereo Remote-Control Receiver. 


For over 60 years, Luxman components have 
earned the highest accolades for their musical 
warmth and transparency. In the past, however, 
Luxman’s receivers were designed to deliver 
optimum results with analog source material and 
conventional loud-speaker designs. Now, the in- 
creased popularity of the compact disc format has 
created a new demand for higher performance. 


The digital era. 


Compact discs have a dynamic range that far 
exceeds that of phonograph records and cassette 
tapes. This requires receivers with greater reserve 
power to smoothly handle the most intense 
volume levels. 

In addition, the clarity and wider dynamics of 
CD's have encouraged speaker manufacturers to 
introduce new designs with improved sonic per- 
formance. However, several of these new speaker 
designs expose receivers to extremely low im- 
pedance loads that demand higher current output. 

Plus, the CD's remarkable sonic realism has 
also ignited a whole new interest in listening to 
music that, in many households, has resulted in 
multiple speaker arrangements and multiple-room 
speaker installations. These combined loads pose 
additional threats to the stability and clarity of a 
receiver with insufficient reserve power. 


The new Luxman receivers. 


To ensure the sonic integrity of CD's into a 
variety of speaker loads, Luxman has incorporated 


massive power supplies with high energy reserves 
to ensure distortion-free transients. High-current, 
bipolar transistors are then carefully selected in 
matched pairs to preserve total sonic integrity at 
high dynamic levels. 

This rugged design technique accommodates 
the highest demands of both digital software and 
low impedance loads. But high power is only half 
of the story. . . | 


Ultimate fidelity. 

The heart of a Luxman receiver is still the 
warm, musical feeling that has resulted from 
decades of research on how vacuum tube amp- 
lifiers reproduce music so faithfully. 

‘To achieve this same type of “tube-like” 
transparency and naturalness, Luxman receivers 
employ transistors in a voltage-driven amplification 
configuration that performs the main current con- 
version only at the output. 

In addition, sophisticated circuit designs, in- 
cluding Duo-Beta circuitry, STAR circuit patterns 
and LED bias circuitry, are utilized to obtain that 
extra degree of musical purity that conventional 
receivers ignore. | 


Ultimate power. 


The best of both worlds. It's the purity and 
musical warmth of the original source, plus high 
dynamic power output. This combination ensures 
total sonic integrity at all volume levels. In today's 
Luxman receivers, we call it “Ultimate Power”. 








“Ultimate Power” Receivers. 


The R-117, rated at 160 watts per channel, is 
capable of supplying up to 600 watts of dynamic 
power into 4-ohm loads, and 700 dynamic watts 
into 2-ohms. ‘The amplifier section is backed by a 
massive triple-shielded high-energy power transfor- 
mer and fast recovery rectifier diodes to maintain 
high energy reserves under all load conditions. 

Similarly, the R-115, rated at 70 watts, can 
provide up to 200 dynamic watts into 4 ohms, and 
270 watts into 2ohm loads. And, with its heavy, 
double-shielded power transformer and high ef- 
ficiency, it provides a full 3dB of dynamic 
headroom. 

Both incorporate a new 5-gang varactor, dual- 
gate MOSFET FM front end, with automatic hi- 
blend circuitry, that ensures clean, distortion-free 
FM performance. 

The R-113, the most affordable model in 
Luxman’s new line of receivers, includes a high- 
speed dynamic amplifier that delivers up to 100 
dynamic watts into a 2-ohm load. And a high- 
efficiency toroidal power transformer is coupled 
with high energy storage capacitors to provide the 
dynamics and steady-state reserves necessary for 
the most demanding musical transients. 

All three receivers employ voltage amplification 
circuitry that ensures the "tube-like" musical 
warmth of traditional Luxman amplifiers. In addi- 
tion, CD Straight circuitry routes the input signals 
past all signal processor and switching functions to 
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provide optimum accuracy, imaging and 
impact when listening to compact discs. 
Complementing this performance 

are an array of advanced features that 
lend versatility and precise control over 
a wide range of functions. Both the 
R-117 and R-115 even include a hand-held 
remote that can operate a complete system 
of components. 











‘Technology Perfected, by Luxman 
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"Ultimate Power” Receivers. 


Performance Specifications 
Rated continuous power output, per channel, 35W 70W 160W 
Dynamic power output, per channel (IkHz, 20 ms): 

f 200W 
























8 ohms 























4 ohms [MW ET HT ree GS NEF od 
2 ohms RE RON A ENN 
‘Damping factor GOHz, Sohmicid) SSC‘ QNM NE MN NM MN 
Input sensitivity/impedance: 
Phono (MM) 
CD, Tape, Video “150 mV/47K ohms | “150 mV/47K ohms _ 
Input overload: 
Phono (MC N/A ORE 
Phono (MM) 200 mV 
CD, Tipe, Video | j 








Signal-to-noise ratio (IHF-A): 
Phono MC (re 0.5 mV) 
Phono MM (re 5 mV) 
CD, Tape, Video (re 0.5 V) 
Frequency response: 
Phono, RIAA 20Hz-20kHz 
CD, Tape, Video @ -3.0 dB 
Total control range: 
Bass 
Treble 
Subsonic filter: 
Turnover frequency 


88 dB 88 dB 








96 dB 100 dB 






t0.5 dB +0.5 dB +0.5 dB 









5Hz-200kHz 5Hz-180kHz 5Hz-180kHz 


+10 dB at 100Hz +10 dB at 100Hz +10 dB at 100Hz 


+10 dB at 1OkHz +10 dB at 10kHz B 















6 dB/octave 6 dB/octave 


Loudness compensation: 
At 100Hz 





At 10kHz +4dB +2, +4 dB 
Usable sensitivity (IHF) (mono) 10.8 dBf 10.3 dBf 10.3 dBf 


Sensitivity, 50 dB quieting: 


c 
A 
ai 


Mono 14.0 dBf 13.2 dBf 13.2 dBf 
Stereo 38.0 dBf 36.6 dBf 








S/N ratio (IHF “A™): 


Mono 80 dB 80 dB 80 dB 
Stereo 74 dB 75 dB 







Total harmonic distortion: 

Mono (IKHz) 

Stereo (1kHz) 

Stereo separation ( IKHz): 
Wide I.F. 


0.1% 0.08% 0.08% 


e] 
A 








0.18% 0.10% 0.10% 


45 dB N/A N/A 
N/A 50 dB 50 dB 
60 dB N/A N/A 
N/A 50 dB 50 dB 

















150 mV/47K ohms | 150 mV/47K ohms | 150 mV/47K ohms 


50 
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Narrow LF. NAA 
Auto hi-blend threshold (8 dB at 10kHz) 
Adjacent channel selectivity: 

Narrow LF 
Tmage rejection (a 106.1MH2 — | om | wB |  WOdB 
Spurious response rejecon | ww | oB NN NET NN 
+05-10dB | F05-10dB 
AM TUNER SECTION: I Lad i eel 
50 dB 
‘Total harmonic distortion (30% Mod) 
Selectivity (:10kH 
UII ae eas ATE NE Aree Gan rN 

Power consumption (no signa NEL | bwas | I EN 
Dimensions (WxHxD) 
Weight BC ae anne A MAS 0254 








For your authorized dealer, call: 
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POWER AMPLIFIERS 


into 8 ohms from 20-20,000 Hz with no more than 
0.003% THD, 240 W/ch into 4 ohms; S/N 120 dB; IMD 
0.002%; dynamic power 190 W into 8 ohms, 360 W 
into 4 ohms, 480 W into 2 ohms. 17.12 x 7.25 x 16.75 
WOO ee ccs = ce Secs a a cows $830 


Integra M-502 Power Amplifier 

Dual-mono power amp with linear switching. Fea- 
tures 140 W/ch rms; 425 W/ch dynamic output into 2 
ohms; full dual-mono design; low-impedance drive 
discrete output section; 4-way speaker selector $650 
CW-M504. Wood sidepanels for above....... $85 


M-5160 Power Amplifier 
Features Delta power supply; 150 W/ch rms; 4-way 
speaker selector — 7.75125: 2225: $360 





PARASOUND 


D/AS-1000II Power Amplifier 

FET digital/analog servo amplifier. Features 60 MHz 
output transistors, 4 per channel; gold-deposited 
80,000 mfd electrolytic capacitors; gold-plated RCA 
jacks; .25” phone jacks; 5-way terminals; front panel 
level controls; mono bridging; 3-relay protection; 
digitally switched, bi-state power supply; 19” rack 
mount optional; THD <0.1%; FR 20-20,000 Hz +0.5 
GB s/N >110 dB; 17.25 x 5.5 x 12.5in...... $720 


HCA-800II Discrete Amplifier 

High current discrete amplifier. Features 60 MHz 
outputs; gold deposited 36,000 mfd electrolytic ca- 
pacitors; mono bridging with rear panel switch; gold- 
plated RCA jacks; .25" phone jack; 5-way terminals; 
front panel level controls; speaker A/B terminals; 
headphone jack; relay protection 19" rack mountable; 
THD -— 0.196; FR 20-20,000 Hz +0.5 dB; S/N >104 
dB:-1725x 3:19 x 11:75 Sse 5.7255... $365 


HCA-500 Discrete Amplifier 

High current discrete amplifier. Features no integrat- 
ed circuits; oversized power transformer; RCA jacks; 
.25" phone jacks; 5-way terminals; front panel level- 
controls; relay protection indicator; 19” rack mount- 
able; THD <0.25%; FR 20-20,000 Hz +0.5 dB; S/N 
25100dB: 1725x 3.75 x VETS an. 7.2... $265 


PERREAUX 


PMF5550 500-W /ch Power Amplifier 

Features Class-A operation up to 50 W/ch. 500 W/ch 
into 8 ohms from 20-20,000 Hz with no more than 
0.03% THD; suitable for 4 ohm use; continuous 
current output 30 amps; FR 20-20,000 Hz +0.02 dB, 
10-100,000 Hz +0.5 dB; ch sep 60 dB 20-20,000Hz; 
damping factor over 200 from 10-1000 Hz; input sens 
1.5 volts rms for rated output at 100 Hz. 20.25 x 19 x 
2055-30-77... uam 6 wale se cues es ve $6,500 


PMF3150 Dual-Channel Power Amplifier 

Class A operation up to 30 W/ch. 300 W/ch. into 8 
ohms from 20-20,000 Hz with no more than 0.0396 
THD; suitable for 4 ohm use; MOSFET circuitry; 
THD/IMD 0.0396; max current output 10 amps contin- 
uous per ch.; bandwidth 0.5 dB from 10 Hz to 
3,000,000 Hz at 1 watt; channel sep >70 dB; 
damping factor — 400 from 10 Hz to 1,000 Hz; input 
sens 1.5 volts rms for rated output at 1,000 Hz$3,000 


PMF2350 Power Amplifier 
Features 200 W/ch into 8 ohms from 20-20,000 Hz 
with no more than 0.01% THD; Class-A operation to 


20 W/ch; channel sep 20-20,000 Hz 70 dB; damping 
factor 1,000 at 200 Hz, over 400 from 10 to 1,000 Hz; 
input sens 1.5 volts rms for rated output at 1,000 Hz. 
625x 19x 625-n* 941b E15 hele. se $2,500 


PIONEER 


Elite M-90 Power Amplifier 

Features CD direct input with volume control; low- 
impedance driving capability; independent L/R 
mono construction; copper-plated chassis; nons- 
witching Type-II circuit; 2 pair speaker outputs; FL 
power level indicator; rosewood-finished vinyl-cov- 
ered side panels. 200 continuous average W/ch from 
5-50,000 Hz into 8 ohms with no more than 0.00396 
THD; dynamic power 300 W at 8 ohms, 550 W at 4 
ohms. 104 x 22:5 x 212m. 2752.0 $950 


PROTON 
D1200 Power Amplifier 





100-W/ch stereo power amp with Dynamic Power on 
Demand (DPD) to deliver as much as 1,500 W/ch (2 
ohms) at peak demand, with 6 dB headroom. 
Features one- touch bridging and wide-range power- 
output meters. 16.5 x 4.31 x 9.75 in; 33 Ib... . $699 


AA-1150 Power Amplifier 

50-W/ch dual-mono power amp with Dynamic 
Power on Demand (DPD) to deliver as much as 450 
W/ch at peak demand, with 7 dB headroom. Features 
separate power supplies for each channel; dual peak- 
level power meters; LED DPD indicator; protection 
circuitry; gold-plated connectors; high-current capac- 
ity; power switch. S/N 115 dB; THD 0.02%; IMD 0.02%; 
damping factor —150. 19 x 4.3 x 14.4 in; 25.3 Ib$499 


PS AUDIO 


200CX Power Amplifier 

Features 200 W into 8 ohms, 400 W into 4 ohms; 
noise -90 dB; THD 0.0296; slew rate 250 V/msec. 69.9 
ID A eeuv secte SETTE etes id FE $1,950 


100C Power Amplifier 

Features 120 W into 8 ohms, 200 W into 4 ohms; 
noise -90 dB; THD 0.0296; slew rate 250 V/msec. 35 
Ios ese ele ERIT EE CER EI V $1,195 


QUICKSILVER AUDIO 


Mono Power Amplifier 

Hand-wired, tube-type amp using no transisitors or 
circuit boards. 60 continuous average W/ch from 20- 
20,000 Hz into 8 or 4 ohms. Can drive 0.5-ohm loads. 
301b; 9:25:x:6:06 x 14:36 in so. ois cst oles $720 


QUAD 


Model 606 Power Amplifier 

Power amp with feed-forward error correction (cur- 
rent dumping) combines clarity of Class A operation 
with efficiency of Class B. Designed to play dynamic 
program into speakers. Is not rated for continouous 
power. Protection circuitry uses a sensor on AC-input 
side of power supply to integrate current over time. 
No fuses or relays located in signal path. Detailed 
static and dynamic power curves available upon 
request from manufacturer. THD (continuous sine 
wave in 8-ohm resistive load any level up to 130 W) 
«0.0196 at 20 Hz, <0.01% at 1,000 Hz, <0.03% at 


20,000 Hz; FR 20-20,000 Hz —0.25 dB. 12.75 x 5.5 x 
9:51:27 1.92 2. 2 NP plat she Ree a et $1,295 
Model 306 Power Amplifier 

Power amp with feed-forward error correction (cur- 
rent dumping) combines clarity of Class A operation 
with efficiency of Class B. Designed to play dynamic 
program into speakers. Is not rated for continouous 
power. Protection circuitry uses a sensor on AC-input 
side of power supply to integrate current over time. 
No fuses or relays located in signal path. Detailed 
static and dynamic power curves available upon 
request from manufacturer. THD (continuous sine 
wave in 8-ohm resistive load any level up to 50 W) 
«0.0196 at 20 Hz, <0.01% at 1,000 Hz, <0.03% at 
20,000 Hz; FR 20-20,000 Hz —0.25 dB. 12.75 x 2.75 x 
825m- 11b: 41... eer ryTIS IUE. $695 


RCA 


MPA120 Power Amplifier 

Dimensia power amplifier with automatic power-on 
and on-screen volume graphics when used with 
Dimensia monitor. Features fluorescent output dis- 
play with peak hold; LED power and overload 
indicators; quick-connect speaker terminals; display 
on/off switch; headphone jack; A/B speaker switch- 
ing; AC convenience outlet. Power output: 120 W/ch 
into 8 ohms from 20-20,000 Hz with no more than 
0.01596 THD; S/N 88 dB. 14.63 x 4.75 x 13.75 in$399 


MPA100 Power Amplifier 

Dimensia power amplifier with automatic power-on 
and on-screen volume graphics indication when used 
with Dimensia monitor. Features quick-connect 
speaker terminals; headphone jack; A/B speaker 
switching; AC convenience outlet. Power output: 100 
W/ch into 8 ohms from 20-20,000 Hz with no more 
than 0.01596 THD; S/N 88 dB. 14.63 x 4.75 x 13.75 
inj M IU eee e EIC UTITUR $299 


REVOX 


B242 Power Amplifier 

High-output power amp capable of driving loads 
from 2-8 ohms at rated levels. Features dual indepen- 
dent power supplies; DC voltage control; electronic 
short-circuit protection; temperature sensor to acti- 
vate fan cooling; auto on/off switching responds to 
signal from preamp; 4/8-ohm speaker output switch; 
LED bar-graph output meter; heavy-duty output 
connectors. 200 continuous average W/ch from 20- 
20,000 Hz with no more than 0.0396 THD, 300 W into 
4 ohms; dynamic headroom 2.5 dB into 8 ohms; S/N 
117 dB; rise time —2 us; damping factor 200 (1 kHz 8 
ohms); sep 80 dB at 1,000 Hz. 18 x 6 x 14 in; 37.5 
Ibo SET Ce ea es Feed Fem ese n $3,000 


ROTEL 


RB890 Stereo Power Amplifier 

Power amp with 160 continuous average W/ch from 
20-20,000 Hz into 8 ohms with no more than 0.0396 
THD; bridgeable to 480 watts/8 ohms; high-current 
close-tolerance components. ............... $749 


RB870BX Stereo Power Amplifier 
100 watt power amp bridgeable with RA870 (inte- 
grated amp) for 300 watts into 8 ohms. ...... $549 


RB850 Stero Power Amplifier 
50 W/ch bridgeable to 150 W into 8 ohms. . . . $299 


JEFF ROWLAND DESIGN GROUP 


Model 7 Monaural Power Amp 

Solid-state mono power amp with FET front-end 
circuitry and bipolar outputs. Features direct-cou- 
pled zero-negative-feedback circuitry to eliminate all 
capacitors and inductors from signal path; seperate 
power supplies for front-end circuitry; torodidal 
power supplies with 132,000-microfarad capacitance 
for over 500 joules of energy; remote AC power 
switching; internal voltage switching (100V-240v 
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POWER AMPLIFIERS 





AC). Balanced or unbalanced inputs standard with 
XLR connector. Adjustable input imp for optimum 
input cable termination. Class A operation to over 50 
watts. 350 W continuous power output into 8 ohms, 
1,100 W into 2 ohms, stable below | ohm. 150 amps 





peak output current, 50 amps continuous. Damping 
factor >300, 20 Hz-20,000Hz; 135 Ib ea; 19 x 8.75 x 
PAIN Sid eco S Seo E Cii A ve niv $9,800/pr 


Model 5 Stereo Power Amplifier 

Solid-state power amp with FET front-end circuitry 
and bipolar outputs. Features direct-coupled zero- 
negative-feedback circuitry; seperate power supplies; 
torodial power transformer with 164,000-microfarad 
total capacitance; remote AC power switching; inter- 
nal universal voltage switch; balanced or unbalanced 
inputs standard with XLR connector; adjustable input 
imp; Class A operation to over 35 watts. 150 W/ch 
continuous power output into 8 ohms, 475 W into 2 
ohms, stable below | ohm; damping factor > 175, 20- 
20,000 Hz; 75 amps peak output current; 30 amps 
continuous. 103 lb; 19x 8.75 x 24 in...... $5,500 


Model 3 Mono Power Amplifier 

Solid-state power amp with bipolar outputs with FET 
inputs. Features direct-coupled zero-negative-feed- 
back circuitry; seperate power supplies for front-end; 
toroidal power transformer stable to 1 ohm; remote 
power switching; balanced or unbalanced inputs 
standard; adjustable input imp. 100 W into 8 ohms, 
220 into 4 ohms, 330 into 2 ohms; peak output 
current over 55 amps. 15.2 x 5.25 x 14 in; 
BAND L0 ue are pintss Sapa AEE $4,550/pr 


X10A Power Amplifier 

Hypersonic Class A power amp. Features gold-plated 
connectors; toroidal transformer; wide/narrow band 
inputs; LED true power meters; anodized gray finish. 
100 continuous average W/ch from 20-20,000 Hz 
with no more than 0.02596 THD into 8 ohms; FR 20- 
20,000 Hz +0 dB; S/N 110 dB; dynamic headroom 
1.2 dB; slew rate 20 amps/us; IMD 0.02%; 19 x 3.5 x 
[X SED 2 RIBERA T omer adh [aera xm d i AE $900 


A502 Power Amplifier 

Power amp with automatic bridging circuit. 200 
continuous average W/ch from 20-20,000 Hz with no 
more than 0.02596 THD into 8 ohms; 600 W mono 
operation. Features dual-speaker system switching; 
peak and average LED power display. Rack mount- 
able. FR 20-20,000 Hz +0 dB; S/N 110 dB; dynamic 
headroom 1.2 dB; IMD 0.02596; 19 x 5.25 x 14 inches; 
A DN TE DC CET EET AO Ses eee Siew ate $799 


A202 Power Amplifier 
Power amplifier with 100 W/ch and balanced, 
discrete outputs. Features dual-speaker switching; 
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peak and average level LED power display. Rack 
mountable. 100 continuous average W/ch from 20- 
20,000 Hz with no more than 0.025% total harmonic 
distortion into 8 ohms; frequency response 20-20,000 
Hz +0 dB; signal-to-noise ratio 110 dB; dynamic 


headroom 1.2 dB; intermodulation distortion 
0:025; 19 x 3:5:x 1431; 31D 5, s nov $499 
SANSUI 


B-3000 120-W /ch Power Amplifier 

Features 120 W/ch driven into 8 ohms from 20- 
20,000 Hz with 0.0596 THD; DC servo circuit; 2 power 
meters; range control; separate heatsinks for left and 
right channels; short detection; zero voltage detec- 
tion; thermal detection; headphone jack; outputs for 
2 speaker systems. IMD 0.0196; FR 5-100,000 Hz; S/N 
I20dB7. obit ade shank Cxtaea E rez Us $260 


B-1000 75-W /ch Power Amplifier 

Features 120 W/ch driven into 8 ohms from 20- 
20,000 Hz with 0.0596 THD; DC servo circuit; 2 power 
meters; range control; separate heatsinks for left and 
right channels; short detection; zero voltage detec- 
tion; headphone jack; outputs for 2 speaker systems. 
IMD 0.01%; FR 5-100,000 Hz; S/N 120 dB. .... $210 


SONOGRAPHE BY 
CONRAD-JOHNSON 


SA120 120-W/ch Power Amp 
Features MOSFET output stage; 120 W/ch into 8 ohms; 
S/NIOO. dB: 525 x 18 X: 12-3; cme. es wie $895 


SONY 


TA-N77ES 270-W /ch Power Amplifier 

Features spontaneous twin drive power supply; low- 
impedance drive capability; mono operation at 580 
W into 8 ohms from 20-20,000 Hz with 0.007% THD; 
chimney-style heatsinks; fixed and variable inputs 2 
independent protection circuits; peak level power 
meters; 2 sets of speaker terminals. 270 W continuous 
into 4 ohms, 20-20,000 Hz with 0.00696 THD; 
damping factor 100; slew rate 150V/usec, 300V /usec 
(inside) ie AE oec EO PE tole $1,200 


SOUNDCRAFTSMEN 


A5002 Power Amplifier 

Power amp with Class H Vari-Proportional circuitry 
and autobuffer for continuous operation into 2 ohms, 
4 ohms, and 8 ohms. Features auto crowbar-protec- 
tion circuit for output protection without current 
limiting; 20 LED/ch 0-1,000 W +3 dB (4 ohms) 
meters; front-panel switching for 2 pairs of speakers; 
true clipping indicators; input level controls. Output 
power 250 W/ch into 8 ohms, 375 W into 4 ohms 
continuous rms, 20-20,000 Hz at <0.09% THD; S/N 
> 105 dB; slew rate > 50 V/us; TIM <0.02%; dynamic 


headroom 2 08. Lo esee rr E min $949 
A5001. Same as A5002 except no LED meters and no 
input level'controls 22:5 7 MTM oss $799 


Pro-Power Four Power Amplifier 

Ultra-high-current MOSFET power amp with dual 20- 
segment LED meter true clipping indicators, 2-pair 
speaker switching. 205 continuous average W/ch 
from 20-20,000 Hz into 8 ohms with no more than 
0.05% THD, 300 w into 4 ohms, 450 w into 2 ohms; 
S/N 105 dB; slew rate 40 V/us; IMD 0.0596. 19x 5.25 x 


ET 1m:2815..... vocor Medo einen e $799 
Pro-Power Three. As above without level controls 
aud RED meters Le ete os ee tee oe $699 


Pro-Reference Two Power Amplifier 

MOSFET stereo power amp with 20-LED power meters. 
Features switching for 2 pairs of speakers; input level 
controls; true clipping indicators; brushed aluminum 


‘with charcoal finish rack-mount front panel. Output 


power 100 W/ch into 8 ohms, 200 w/ch into 4 ohms, 
continuous rms, 20-20,000 Hz at <0.05% THD; S/N 
2105 dB; damping factor 200.............. $699 


Pro-Reference One. Same as above without LED 
metens ode e o WE dud nba tuse "me E $599 


PCR800 Power Amplifier 

Phase-control-regulation MOSFET stereo power amp. 
205 w/ch continuous rms; 20-20,000 Hz into 8 ohms; 
THD 0.0596; TIM unmeasureable; S/N — 105 dB; 18 Ib; 
SX«825 ROMAN toa es exis sistas Corsini E $499 
PM840 Power Amplifier. Same as above except high 
current circuitry added for 300 W/ch at 4 ohm; 450 
W/GI.ab2 Ohm. bep ents wives n eral $549 


SPECTRASCAN 


BPA-101B Class AB Power Amplifier 

Utilizes propriety-nested, multiple-feedback loops. 
DC-coupling with highly regulated power supply. 
Instant recovery from overload or clipping and 
protection against overload, overheating, or short 
circuits without the use of current limiting. 100 W/ch 
into 8 ohms, 174 W/ch into 4 ohms; switchable to 
bridge operation for 350 W mono into 8 ohms. Slew 
rate 40/Vusec; FR 2-20,000 Hz; THD .00896; IMD 
0.0796; signal-to-noise ratio 98 dB; 5.25 x 19 x 14 
inches: 40 pounds: — eot. Des $1,530 


SUPERPHON 


DM 220 100 W/ch Power Amplifier 
100 W/ch power amplifier with rated power band- 
width 20-20 000: Hz . ..—2. o nni HEY $899 


SUMO 


NINE PLUS Power Amplifier 

Class A power amplifier without any active bias 
circuits or thermal tracking networks. Features bal- 
anced-bridge configuration; push-pull quadrature 
feedback circuits; Discrete-Darlington output stage; 
direct-coupled circuitry from input to output. Power 
output 65 W/ch into 8 ohms from 20-20,000 Hz with 
«0.196 THD; FR 20-20,000 Hz +0.25 dB; 14x 8.5x 7 
In: 351 eorEECSIRbUYRwPLHUUSSUE s $1,199 


Andromeda Power Amplifier 

Class AB power amplifier with full-wave quadrant 
differential balanced-bridge topology using 4 inde- 
pendent push-pull feedback loops. Power output 200 
W/ch continuous average into 8 ohms; THD 0.0596; 
IM 0.0596; slew rate 20 V/usec; sens 1.8 V for rated 
output; dynamic headroom 1.5 dB; 19 x 8.75 x 7 in; 
39 Di bcc gamers 141 ER ors io laesae Ye toi data $1,099 


NINE Power Amplifier 

Class A power amp with auto-biasing technology 
obviating thermal tracking, conventional bias, and 
protection circuitry. Power output 60 W/ch continu- 
ous average into 8 ohms; total harmonic distortion 
0.2596; intermodulation distortion 0.0596; slew rate 
15 V/usec; sens 1.0 V for rated output; 19x 8.75 x 7 in; 
35 IDs... ne Aete VE die aieo deque Tope ERN $799 


Polaris Power Amplifier 

Class AB power amp that does not invert phase. 
Power output 100 W/ch continuous average into 8 
ohms; THD 0.0596; IM 0.05%; sens 1.27 V for rated 
output; dynamic headroom 1.5 dB; 25 Ib. With 
custom front panel and handles ............ $699 


TANDBERG 


TPA 3016A 220-W/ch Power Amplifier 

Stereo power amp with high-current (100 amp/ch) 
output design. Features separate power supply and 
toroidal transformer for each ch; zero feedback with 
16 power MOSFET’s in the output stage; 120,000- 
microfarad storage capacity; stable to 1 ohm; elec- 
tronically controlled auto fan. 220 W/ch. 17.13x 8.7x 
13:75m1502 Ibo esd Deos ecu $4,000 


TPA-3026A 150-W/ch Power Amplifier 
Stereo power amp with high-current (45 amp/ch) 
output design. Features selected all-metal film resis 
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Bryston 4B Power Amplifier 


Bryston’s Critical Acclaim 


“I have heard quite a few preamplifiers 
costing 3 times as much as this Bryston .5B, 
and not only would few of them sound better 
or be more acoustically accurate, but many 
would suffer by comparison." Audio Ideas Guide 


“Overall tonal balance of the Bryston .5B 
preamplifier was beyond reproach, and I was 
particularly pleased with the clean, smooth 
reproduction of high frequencies.” 

Audio Magazine 


“At the incredibly competitive price of the 
Bryston .5B preamplifier, we can only strongly 
recommend its purchase!” Son-Hi-Fi 


“This Bryston .5B is a high-end product in 
every sense of the word, even in its simplicity, 
and it deserves to be known as the bargain of 
the decade in state-of-the-art preamplifiers.” 

Audio Ideas Guide 


In Canada: 


ODUSTAO MARKETING LTD. 


57 Westmore Dr., Rexdale, Ontario, Canada M9V 3Y6 
(416) 746-0300 


“Speed, huge transient attack, and powerful 
bass response were our first subjective 
impressions. This Bryston 4B has dynamic 
range to burn." Audio Magazine 


“The new 3B is neutral and self-effacing, 
with little character.” Hi-Fi Sound Magazine 


“The Bryston TF-1 is superb, in fact the very 
best transformer we can recall hearing. 
Hi-Fi Sound Magazine 


“The Bryston TF-1 is the best MC 
transformer I have yet heard, and is so well 
shielded that its signal-to-noise figure matches 
any other step-up device on the market, and 
probably exceeds most. ” Audio Ideas Guide 


"I would say that the LP playback qualities 
of the 12B with either moving coil or moving 
magnet cartridges are state of the art.” 

Audio Ideas Guide 


In the United States: 


[ ORUSUCOVERMONT 


RFD #4, Berlin, Montpelier, Vermont 05602 
(802) 223-6159 
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tors and polypropylene capacitors; zero negative 
feedback and discrete components. 150 W/ch with no 
more than 0.02% THD into 8 ohms; S/N 100 dB; 17.13 
KOZ Kes O ZAD n 020. .lus. $2,500 


TECHNICS 


SE-A3MK2 300-W/ch Power Amplifier 

Features computer-drive linear-feedback Class-A cir- 
cuitry; concentrated power block; extra-large trans- 
formers and capacitors for stable power supply; 4- 
stage Darlington output circuitry; auto-load imp 
detector; computer-protection circuitry; large, fast 
peak-power meters; extra 2-Hz low-cut input termi- 
nals; main/remote/main and remote/off pushbutton 
speaker selectors; thick aluminum cabinet. Output 
power 300 W/ch into 8 ohms; FR DC-200,000 Hz +3 
dB; input sens/imp 55 mV/4-16 ohms main or 
remote, 8-16 ohms main and remote; damping factor 
200 8 ohms, 100 4 ohms; 16.94 x 8.19 x 19.97 in; 86 
Dineen ccce sees DEUS eus ERE IS $2,400 


SE-A100 170-W/ch Power Amplifier 

Features | voltage and 1 current amplifier per ch 
(voltage amps isolated from load by Class AA bridge 
circuit which drives current amp to avoid influence 
of complex, fluctuating speaker imps on voltage/cur- 
rent phase relationship, preventing counter electro- 
motive force); massive power supply; 3 transformers 
(L-ch current amp, R-ch current amp, L/R voltage 
amps) using LC-OFC windings; 91,200-farad filter- 
ing; magnetic isolation; vibration damping. 170 
W/ch into 8 ohms, 240 W into 4; dynamic headroom 
0.7 dB. 17x 825Xx 18:75 1n; 70 Ib 24 <a. $1,920 


SE-A5MK2 150 W/ch Power Amplifier 

DC power amp with linear feedback and computer 
drive to neutralize transient crossover distortion. 
Features parallel 3-stage Darlington output; power- 
linear circuit to compensate for speaker imp varia- 
tion; power-output meters. 150 W/ch into 8 ohms; FR 
DC-150,000 Hz +0/-3 dB; IMD 0.002% 8 ohms; LF 
damping factor 100; 16.94 x 7 x 16.36; 40.6 Ib$1,035 


THRESHOLD 


SA/12 Class A Power Amplifier 

Similar to SA/1 except 300 W pure class A output, no 
meter, 600 ohm balanced input capability, ultra- 
precision bias tracking circuitry with optical isola- 
tion, independent rail power supply including dual 
transformers. DC coupled with response of DC - 
100,000 Hz. Slew rate 100 V/msec; 200 pk ampere 
capability; 19 x 9.5 x 25 in; 130 Ib ........ $6,000 


S/1600 Class A/AB Statis Power Amplifier 

Similar to S/500 except 800 W/ch; 600 ohm balanced 
input capability; ultra-precision bias tracking circuit- 
ry with optical isolation; independent rail power 
supply including dual transformers; DC coupled with 
response of DC - 100,000 Hz; slew rate 100 V/msec; 
200 pk ampere capability; 19 x 9.5 x 25 in; 130 
ies. ve w cardi CSS "wr OM $6,000 


SA/1 Class A Stasis Power Amplifier 

Single-ch, noninverting complimentary-symmetry 
power amp with N-ch JFETs in front-end signal path 
and proprietary Stasis output stage. This is a binary 
topology in which a pure Class A voltage amp 
connected directly to the loudspeaker load deter- 
mines signal integrity while operating in conjunction 
with a high-amperage currect mirror also operated in 
pure Class A and connected directly to the load. No 
global feedback is used. Output stage bias accuracy is 
maintained through Threshold's proprietary opto- 
isolated optical bias technology. Front-end gain 
stages biased for Class-A operation at all signal levels 
and are subject to primary and secondary levels of 
cascode shielding. Output stage employs 40 ultra- 
wide-bandwidth power transistors each rated at 200 
V, 20 amperes. No fusing is imposed between output 
and load. Input and output connectors have gold- 
plated contact surfaces. Circuit boards are military 
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grade glass-epoxy and all internal connections are 
hand soldered. Operation is allowed into any load as 
permitted by power-supply fuses and thermal-protec- 
tion circuitry. Large illuminated front-panel peak 
power meter covers —30 to +3 dB. Power supply 
1,000 w toroidal transformer, 120,000 uF capaci- 
tance. Rated power 160 W rms into 8 ohms of 
resistive or reactive imp 20-20,000 Hz at no more 
than 0.05% THD; idling bias 320 W; bandwidth at —3 
dB points, 7 Hz and 100,000 Hz; slew rate 50V/usec; 
IMD 0.0596; input imp 75,000 ohms; output imp 0.03 
ohms; output current capability 40 amperes continu- 
ous, 150 amperes peak; 19 x 9.5 x 17.5 in; 79 1b$2,750 


SA/2. Similar to SA/1 except no output power meter. 
100 continuous W/ch from 20-20,000 Hz with no 
more than 0.0596 THD into 8 ohms; idling bias 240 
watts; FR 7-100,000 Hz at —3 dB points; S/N —100 
dB unweighted, referenced to rated output; slew rate 
50 V/usec; IMD 0.1%; 30 continuous, 100 peak 
ampres output capability. Output stage employs 28 
ultra-wide bandwidth, 200 V, 20 ampere, 250 W 
rated devices. Power supply uses 700 W continuous 
rating toroidal transformer, 60,000 „F capacitance. 
Db ab! is aa) T3729 305:0969:ID 0o RUSSE | $2,750 


SA/3 Class A Stasis Power Amp. Similar to SA/2 
except dual ch, lower power configuration. 50 W/ch 
rms both channels driven from 20-20,000 Hz with no 
more than 0.05% THD into 8 ohms; idling bias 240 
watts; frequency bandwidth 7 Hz and 100,000 Hz at 
—3 dB points; S/N —100 dB unwtd referenced to 
rated output; slew rate 50 V/us; IMD 0.1%; 16 
continuous, 80 peak amperes capability/ch. Output 
stage employs 14 ultra-wide bandwidth, 200-V, 20- 
ampere, 250-W rated devices per ch. Power supply 
uses 700-W continuous rating toroidal transformer, 
and 60,000 microfarads capacitance. 19 x 9.5 x 13 in; 
56 ID seats ase vitale wine aloes Ilse cs a hho $2,750 


S/500 Class A/AB Stasis Power Amplifier 

Dual-ch, noninverting complementary-symmetry 
power amp employing the same signal-path and 
optical topology as SA-series amps except current 
bootstrap section of Stasis ouput stage is operated 
under high bias as Class A/AB. No global feedback 
employed. Front-end gain stages and voltage amp 
section of Stasis output stage are biased for Class A 
operation at all signal levels. Front-end signal transis- 
tors are subject to primary and secondary levels of 
cascode shielding. Modular construction. 250 W/ch 
rms from 20-20,000 Hz with no more than 0.1% THD 
into 8 ohms; idling bias 240 watts; frequency band- 
width at —3 dB points 7 Hz and 100,000 Hz; S/N 
— 100 dB unwtd referenced to rated output; slew rate 
50 V/us; IMD 0.196; 12 continuous, 100 peak amperes 
capability/ch. Output stage employs 20 ultra-wide 
bandwidth, 200-V, 20-ampere, 250-W rated devices 
per ch. Power supply uses 1,000-W continuous rating 
toroidal transformer, and 120,000 microfarads of 
capacitance. Output imp 0.1 ohm 20-20,000 Hz. 19 x 
9:,51:17:5m; TSS Dis oie entr $3,700 
S/300 Class A/AB Stasis Power Amp. As model 
S/500 except rated power 150 W/ch rms into 8 ohms, 
both chs driven 20-20,000 Hz at 0.196 THD; output 
transistor complement fourteen 200-V, 20-ampere 
devices/ch; power supply 700-W toroidal transform- 
er, 60,000 „F capacitance; output current capability 
10 amperes/ch continuous, 80 amperes/ch peak; 19 x 
0:5x:1347:56 ID... 2559 15.5 s Oves $2,750 
8/200 Class A/AB Stasis Power Amp. As model 
S/300 above except rated power 100 W/ch rms into 8 
ohms, both chs driven 20-20,000 Hz at 0.1% THD; 
idling bias 160 watts output transistor complement 
eight 200-V, 20-ampere devices/ch; power supply 
400-W toroidal transformer, 30,000 uF capacitance; 
max output current 8 amperes/ch continuous, 50 
amperes/ch peak; 19 x 9.5 x 17.5 in; 44 lb.. $1,800 


VECTOR RESEARCH 


V A-1450 Power Amplifier 
Features high-current, 8-output transistors, dual 


transformers; bridgeable to 200 W mono; phase 
inverted line-out; 100 continuous average W/ch 20- 
20,000 Hz <0.08% THD into 4 ohms; dynamic 
headroom 2.5 dB; IHF IMD 0.08%; FR 10-40,000 Hz 
sisal Pel seal BY Mp eS 3) eal Bic Ed | eRe at eee ee See $349 


WINGATE AUDIO 


2000A Class A Power Amp 

Class A power amplifer with 100% MOSFET. Features 
no negative feedback; dual-mono construction; MOS- 
FET regulated power; toroidal power transformer; 
ultra-wide bandwidth. 100 continuous average W/ch 
from 20-20,000 Hz with no more than 0.5% total 
harmonic distortion into 8 ohms; FR 0.1-250,000 Hz 
+0, —3 dB; S/N >100 dB; dynamic headroom 1.6 
dB; slew rate 100 V/ysec; intermodulation distortion 
0.596; gain 30 dB; input imp 25,000 ohms; 19 x 8.12 w 
223n267]bS$ cce aA Se eter $3,900 
4000M. 250-W mono block, same performance as 
2000A except power output 250 W, damping factor 
>60; current drive capability 128 amperes peak to 
peak, continuous current drive 46 amperes$4,995/pr 


WRIGHT AUDIO 


Stereo 70 Power Amplifier 

35 W/ch vacuum-tube stereo power amplifier. Fea- 
tures all hand-wired circuitry; solid red oak base; sens 
1.3 V rms input for 35 W output; input imp 470 
kilohms; output imp 4, 8, 16 ohms each channel; 
binding post terminals; damping factor 15; power 
consumption 190 W, 110-120 V, 50/60 cycles. 33 Ib. 
Already assembled s. p cna s ues $850 
Ribs coo eles POPSET Soa tei Ss $750 


YAMAHA 


MX-10000 Power Amplifier 

Limited Centennial Edition power amplifier. Fea- 
tures dual-amp class-A operation; hyperbolic con- 
verting non-switching circuitry; power MOSFET's; 
high-precision analog dB scale peak level meter. 250 
W/ch minimum root mean square into 8 ohms from 
20-20,000 Hz with less than 0.000596 total harmonic 
distortion. Titanium grey with high luster walnut end 
panels: 120b L2 eR E EIE $7,000 


MX-1000U Power Amplifier 

Power amplifier with hyperbolic conversion amplifi- 
cation circuit. 260 W/ch into 8 ohms from 20-20,000 
Hz with less than 0.003% THD. Features A+B+C 
speaker switching; 26-segment LED power level me- 
ters; on/off switch; independent L/R level control; 4- 
digit numerical power output display; LED meter and 
digital peak hold display; meter display load selec- 
tors; compatible with banana plugs. 600,000 uF x 2 
power supply capacity .................-. $1,199 


MX-800U Power Amplifier 

Power amplifier with hyperbolic conversion amplifi- 
cation circuit. 170 W/ch into 8 ohms from 20-20,000 
Hz with less than 0.003% THD. Features A+B+C 
speaker switching; 26-segment LED power level me- 
ters; on/off switch; independent L/R level control; 
meter display load selectors; compatible with banana 
plugs. 600,000 uF x 2 power supply capacity. . $849 


MX-600U Power Amplifier 

Power amplifier with hyperbolic conversion amplifi- 
cation circuit. 135 W/ch into 8 ohms from 20-20,000 
Hz with less than 0.003% THD. Features A+B 
speaker switching; 12-segment LED power level me- 
ters; on/off switch; independent L/R level control; 
compatible with banana plugs. 600,000 uF x 2 power 
Supply capacity. e osaa sienes i ennen aa Sess $529 


M-35B Power Amplifier . 

Features 2 or 4 channel output; independent level 
control; high dynamic power; low impedance drive 
capability. 40 x 2 or 20 x 4 W/ch min rms into 8 ohms 
from 20-20,000 Hz with less than 0.003% THD; 13 
Ij. oov Ee ANE Du s « vis ai dh dS NIU $249 


Proton's AV27 audio-video system. 








PROTAN 


300 Series Remote-Controlled Components with 
Dynamic Power on Demand’ (top to bottom) 
AM-300 Stereo Amplifier, AT-300 Stereo Tuner, 
AD-300 Cassette Deck, 830R CD Player. 
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When you've arrived. Proton. 


Your audio-video system should be 
a reflection of your lifestyle. That's 
why you'll want the ultimate in picture, 
sound and design. 

Introducing Proton's new AV27 
audio-video system. 

At the heart of the system is our 
superb, remote-controlled 300 Series 
audio components with exclusive 


Dynamic Power on Demand™ (DPD™). 


Since its introduction, DPD has 
received the highest acclaim. It does 
what no other technological innovation 
has for CD, other digital recordings, 
or hi-fi video listening pleasure. DPD 
boosts the amp's output up to four 
times its rated power, to let you hear 
even the highest musical peaks 
clearly, without distortion. 

When you put the 300 Series 
together with our new matching 
speakers, you'll have a combination 
that sounds as extraordinary as it 





looks. And, it's the perfect comple- 
ment to Proton's stunning new 27" 
flat screen stereo monitor/receiver. 

The Proton AV27 audio-video 
system. Once you own it, you'll know 
you've arrived. 


The ultimate audio/video guide is 
yours free for the asking. 


Proton's Ultimate System Guide for 
Audio/Videophiles tells you everything 
about the innovative technology and 
design that go into creating the re- 
nowned Proton line. 

For your copy, which includes a list 
of the Proton retailers near you, 
call (800) 772-0172. 
In California, (800) 428-1006. 


737 W. Artesia Blvd., Compton, CA 90220 











“In its price category, 


the Adcom GFA-535 





is not only an excellent choice; 


it’s the only choice? 


The complete report: 

Sometimes products are too cheap for their 
own good, and people don't take them seri- 
ously: the Superphon Revelation Basic Dual 
Mono preamp, Rega RB300 arm, AR ES-1 turn- 
table, Shure V15-V MR cartridge, and the B&K 
ST-140 power amp. They can't be any good 
because they cost so little, right? 

Wrong, of course. 

Adcom appears to be having the same prob- 
lem with their $299.95 GFA-535 amp. Credi- 
bility. 

Now if this amplifier were imported from 
England and sold for $599.95, then maybe it 
would be taken seriously. And highly praised, 
no doubt. 

For the baby Adcom is one of the finest 
solid-state amps I have heard. No, not the best; 
I’m not sure what is the best. But it's an 
amplifier that is so good for so little money as 
to be practically a gift. 

Actually, when Rob Ain from Adcom called, 
I was about as enthusiastic about the GFA-535 
as you were before you finish reading this 
piece. But Rob insisted, "You've gotta hear this 
amp." 

He brought it over the next day, along with 
the GFP-555 preamp ($499.95), and we put 
both pieces into the rest of the system: a Shure 
Ultra 500 in a Rega RB300 arm on an AR ES-1 
table, with Quad ESL-63 speakers on Arcici 
stands. Then we chatted for a half hour or so 
while the electronics warmed up. 

And then, simultaneously, the two of us 
decided to shut up and listen. 


Sam Tellig, The Audio Cheapskate 


S(S(E0 0 lle 
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amplifier. 


"I've never heard the Quad ESL-63 sound 
better,’ Rob said. Of course, he was hardly an 
impartial observer, but the sound was extraor- 
dinarily clean, detailed, and musical. If it 
wasn't the best sound 7 have ever heard from 
Quads, it was pretty close. 

This humble $300 amplifier was driving a 
pair of very revealing $3000 speakers and giv- 
ing a very good account of itself. (We listened 
first to some Goran Sollscher classical guitar.) 

"So how come this product isn't flying off 
the dealers’ shelves?" I asked Rob. 

"I don't know. Everyone wants the GFA-555 
with 200 watts per channel. Including people 
who don't need it." 

"Does the GFA-555 sound any better?" I 
asked. 

"Its our aim to have all our amps sound 
pretty much the same. You pay more money, 
you get more power.’ 

Rob pointed out that while the GFA-535 is 
rated at 60Wpc, it puts out more like 80. And 
while I did not do any measurements, my ex- 
perience with other amps tells me Robs right. 
I suppose Adcom doesn't want to steal sales 
from its GFA-545, rated at 100Wpc and selling 
for $200 more. 

After a couple of hours, Rob left, grinning 
from ear to ear, and I later sat down to listen 
alone. True, when I tried certain Telarcs and 
pushed hard I could get the amplifier to clip— 
two LEDs quickly light up (very useful). But 
the Quads were running out of the ability to 
use the power anyway. My first impressions 





were confirmed: the GFA-535 is one of the 
best amplifiers around for driving Quads. 
Spendor SP- 1s, too. 

Suddenly, it hit me what this meant. Con- 
ventional wisdom had been dealt a severe 
blow. You know, the old saw that you should 
never power a good pair of speakers with a 


“The GFA-535 reminds 
me of...amplifiers that 
sell...for about three 
and five times the 
price: 


cheap amplifier. Here was a cheap amp—one 
of the cheapest on the market —that sounded 
good with Quads, Spendors, later Vander- 
steens. Probably Thiels, too—at least the CSI. 
What it means is you can stretch your speaker 
budget a bit and get the speakers you really 
want, then economize by buying an Adcom 
GFA-535 for $299.95. True, you may be a little 
power shy, but probably not much. And to say 
the least, the GFA-535 would make a decent 
interim amp. 

What does the GFA-535 sound like? (You 
thought I'd forget that part, right?) Well, this 
is one of the most neutral amps I've heard. 


T: - 

...the baby Adcom is 
one of the finest solid- 
state amps | have 
heard. ..so good for 
so little money as to 

a a 99 

be practically a gift: 
While it doesn’t sound particularly tubelike, 
it avoids the typical transistor nasties through 
the midrange and into the treble. I wouldn't 
call it sweet—there’s no euphonic coloring— 
but it isn’t cold or sterile. What it is, is smooth. 
And detailed. Far more detailed than I would 
ever imagine a $300 amplifier could be. The 
GFA-535 reminds me of the Eagle 2A and PS 
Audio 200C, amplifiers that sell, respectively, 
for about three and five times the price. Of 
course, they have more power. And they are 


more detailed. The point is, the Adcom comes 
close. Very close. 


The bass, like everything else, is neutral, cer- 
tainly not fat and overdone. But it’s here where 








you notice that this amp is not a powerhouse. 
You just don’t get the solidity and extension 
you get with a very powerful (and expensive) 
solid-state amp. Nor do you get the breadth 
and depth of soundstage that you often find 
with a very powerful amp. The Adcom GFA- 
535 sounds a wee bit small, which it is. 

My only criticism, and it’s more of a quib- 
ble, is that the speaker connectors are non- 


standard and unique (so far as I know). You in- 


sert bared speaker wire into a hole and twist 
the connector tight a quarter turn. Most speaker 
cables will fit, but some will not. Certainly MIT 
won't. Neither will the best Kimber, the kind 
with eight clumps of strands. The less costly 
four-clump Kimber will, and proved an ex- 
cellent choice. My sample amp was quiet — 


"This amplifier is so 
good and so cheap that I 
think any CD owner who 
buys an integrated amp 
is nuts? 


no hum—and ran cool. There are selectors for 
two sets of speakers. And the 535 looks nice. 

And talk about economy: If you're not in- 
to LPs anymore, you could buy a Mod Squad, 
dbx, or Old Colony line-level switching box 
—or possibly a B&K Pro 5 preamp, with its 
switchable line amp section (only $350), or the 
Adcom SLC-505 passive preamp ($150)—and 
run it with a CD player. In fact, if you are into 
CD only (no tape, no tuner, no phono), you 
could buy a CD player with a variable volume 
output and run it directly into the Adcom. This 
amplifier is so good and so cheap that I think 
any CD owner who buys an integrated amp 
is nuts. 

In its price category, the Adcom GFA-535 is 
not only an excellent choice; it's the only 
choice. The real question is whether you 
should buy one even if $299.95 is much /ess 
than you planned to spend for an amp— te, 
whether you should put the money into a bet- 
ter CD player or pair of speakers instead. 


ADCOM 


fine stereo components 
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PREAMPLIFIERS 


ACCUPHASE By MADRIGAL 


C280L Class A Preamplifier 

All-stage Class A push-pull arrangement and DC 
servo-controlled direct-coupled unit amps and signal 
paths. Built-in head amp for MC cartridges; separate 
power transformers for each ch (+26 dB or +32 dB); 
MC input-imp selector switch; separate R and L 
input-level control; 2-stage selectable loudness com- 
pensation. Phono input 2 mV, phono (head amp on): 
0.1 mV/0.5mV selectable; line/tuner input 126 mV; 
rated output 2 V; line/tuner S/N 1 10 dB; phono S/N 85 
dB; phono S/N (head amp on) 72 dB ...... $7,850 


C270 Class A Preamplifier 

Cascode push-pull circuits on all stages; separately 
regulated power supply for each gain stage in each ch; 
fully balanced input and output for CD player; 10 
inputs; selectable loudness compensation. Inputs for 
MM phono; tape; tape 2; CD player; CD player/ba- 
lanced; tuner; 4 line-level sources. S/N 92 dB; 34.4 
jE er AER Mc RUP ene em XR S p ae tere lbs $5,750 


C200V Preamplifier 

Preamp and control center with 11 inputs; separate 
tone controls for each ch with selectable turnover 
frequencies; some inputs and outputs accessible from 
front panel. Inputs for MM phono, MC phono, tape, 
tape 2, tape 3; aux, phono 2, phono 3, CD player, 
tuner; line 2; line 3. Max output 8.0 V; MM phono 
sens 0.5 mV for 0.5-V output at 1,000 Hz; MM phono 
input overload level 300 mV, 30 Ib ....... $4,250 


ACOUSTIC RESEARCH 


AR C-06 8-Input Preamlifier 

Features infrared remote control of inputs and 
volume via T-04 tuner cable link; switchable MM 
input capacitance; gold-plated phono inputs; separate 
headphone amp. Inputs for MM phono; MC phono; 
tape; tape 2; CD player; tuner; video. FR 13-50,000 Hz 
+3 dB; S/N 90 dB; THD 0.005%; phono sens/imp 0.8 
mV/47 kilohms (MC), 60 »V/180 kilohms (MM); 
phono overload level 180 mV (MM), 15 mV (MC); CD 
input sens/imp 50 mV/15 kilohms; tuner/tape input 
sensitivity/impedance 50 mV/33 kilohms. 3.31 x 17 x 
RESP Yel oct LR ol UR UP mW os EORR An $399 


ADCOM 


GFP-555 Preamplifier 

Features two-sided copper-plated circuit board for 
low noise and hum; switchable phono-input capaci- 
tance; switchable gain on phono input; tape dubbing; 
separate headphone amp; 2 sets of outputs (AC 
coupled, DC coupled); signal-processor loop; 5 pairs 
of high-level inputs. Can record from one input while 
listening to another input. Inputs for MM phono; MC 
phono; tape; tape 2; CD player; tuner; video. FR DC- 
400,000 Hz x 0.5 dB; THD 0.005%; MM phono sens 
0.4 mV for 0.5-V output at 1,000 Hz; sens for line- 


level inputs 40 mV. 17x 3.25 x 12.75 in ..... $500 
GFP-555W. As above with white front panel . $550 
GFP-555S. With silver front panel.......... $550 


GTP-500 Preamplifier/Tuner 

Preamplifier with built-in tuner can be used with 
Adcom or other power amps. Wireless remote 
control included. Remote sensors available for re- 
mote control from different rooms. Preamp section 
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features inputs for MM phono; tape; tape 2; CD 
player; tuner. Tuner section features quartz-refer- 
enced digitally synthesized tuning; auto up and down 
scan; 8 AM/FM presets; 5-LED signal-strength display; 
high-blend circuit; 2 sets of outputs (AC coupled, DC 
coupled). S/N phono A-wtd 85 dB; IMD preamp 
0.001 5%; sens tuner 36.5 dBf stereo; THD tuner 0.09% 
stereo at 1,000 Hz; S/N tuner 75 dB stereo; sep tuner 


52 dB at 1,000 Hz. 17 x 3.25 x 12.75in...... $600 
GTP-500W. As above with white front panel . $650 
GTP-500S. With silver front panel.......... $650 
Accessories 

RM-3. Optional rack-mount adaptors for GFP-555 
and GTP-300 r aa: s na dea A EE E $20/pr 
RM-3W. RM-3 in white ................ $25/pr 
RM-3S. RM-3insilver............suse. $25/pr 


XR-500. Optional remote sensor for GTP-500 . $90 


AUDIO DESIGN ASSOCIATES 


ADP-8 Preamplifier 

Preamplifier with 8-input capability. Features 5 
stereo source inputs; 3 stereo tape inputs; | stereo 
signal processor loop input; input imp <47k ohms; 
max input level +8 volts; 3 main outputs; 3 tape 
outputs; | processor loop output; output imp > 100 
ohms; max output level + 12 volts; FR 20-20,000 Hz 
+0.25 dB; THD 0.05%; S/N -85 dB; volume, balance, 
bass, mid, treble and source selection controls; | 
switched outlet. 3.5 x 19x 13.5 in; 9 lb ...... $995 


AUDIO DYNAMICS 


C200 Preamplfier 

Audio/video preamplifier with built-in Dolby and 
matrix surround-sound processors. Features simulat- 
ed stereo; bass, midrange, and treble tone controls; 
tone-defeat switch; loudness switch; muting switch; 
external processor loop; dubbing; separate rec and 
listening selectors for recording one source while 
listening to another; inputs for MM/MC phono; tuner; 
AUX; CD player; video montior; 3 audio or video tape 
decks; FR 10-50,000 Hz +0, -3 dB (line level), 20- 
20,000 Hz +0.25 dB (phono). 4.0 x 11.75 x 12.62 
A SERA LIE oine MID LUC n i oie pc Rl, eap $599 


AUDIO RESEARCH 


SP-11MKII Stereo Hybrid Preamp 

High-Definition. preamp with both vacuum tubes 
and field effect transistors. Inputs for MM phono/MC 
phono; tape; tape 2; aux; CD player; tuner; video. 
Features auto muting for warm-up, brown-out, 
powerline interruption; manual muting; bypass 
switch for audiophile-quality program material; ab- 
solute phase switch; level control; toroidal power 
transformer. FR 0.1->200,000 Hz +3 dB; S/N 110 dB; 
THD <0.005%; MM phono sens 0.088 mV for 0.5 V 
output at 1,000 Hz; MM phono input overload level 
350 mV at 1,000 Hz; sens for line-level inputs 18 mV. 
4631D:.5:25-Xx 119 x- VOI SAN hee ats, Cle dele we $4,995 


SP9 Hybrid Stereo Preamp 

On-board power supply; auto mute circuit for war- 
mup, voltage drop; switchable muting; 2 tape inputs, 
2 tape outputs; 2-position tape-monitor switching; 
gold-plated input/output jacks connect ground before 
hot, disconnect hot before ground; shielded toroidal 
power transformer; internally adjustable phono- 


section imp; 2 6DJ8 vacuum tubes (1 in phono stage, 
| in line stage); compatible with many MC cartridges; 
black front panel extra. FR (high level, +0.5 dB) 5- 
50,000 Hz; magnetic phono, +0.3 dB of RIAA, 30- 
40,000 Hz; max output 2 V rms; distortion <0.01% 
at 2 V rms out; input imp 50k ohms (all high level); 





phono 47k ohms (changeable). 5.25 x 19 x 10.25-in; 
13 Ib net, 22 lb shipping weight .......... $1,695 


MCP33 Vacuum-Tube Preamp 

Preamp for low-output MC cartridges. Features 
front-panel gain and imp selectors. FR 20-50,000 Hz 
+1 dB; max output 10 V; THD 0.005% at 100 mV; 
IMD 0.01% at 100 mV; 5.25 x 19 x 12.38-in; 14 
[Dic sd Feito UE LIUM E ferum oe $1,395 


SP-7 Solid-State Stereo Preamp 

With Analog Module technology. Inputs for MM 
phono; tape; aux; tuner; aux 2. Features manual and 
auto muting; close-tolerance segmented gain control; 
front-panel receptacle switch that operates 3 relay- 
controlled outlets with 1,600-W capacity; low-surge 
turn-on circuitry; isolated ground construction that 
floats all inputs and outputs; rejection filters for low 
RFI, TVI, CB interference. FR 1-50,000 Hz +0.25 dB 
high-level, 10-40,000 Hz phono; THD and IMD 
<10.002% at 2 V rms; MM sens 0.5 mV for 0.5 V 
output at 1,000 Hz; gain phono/high-level to main 
outputs 60/26 dB; input/output imp 50k/250 ohms; 
phono overload 500 mV at | kHz; output level 2 V 
rms; noise high-level/phono 250/2 uV; 3.5 x 19x 8.5; 
20 lbishinnine weights c2 5 259 m RS Ls. $995 


AUDIO BY VAN ALSTINE 


Transcendence Fet-Valve Preamplifier 

Class-A compound hybrid construction preamp. 
Features toroidal power transformer; regulated pow- 
er supply; power bandwidth >800,000 Hz; RIAA 
phono inputs; 2 sets of tape inputs with tape-to-tape 
monitoring; 3 sets of line-level inputs for digital and 
analog sources; EPL inputs and outputs; precision 
volume and balance controls; separate bass and treble 
tone controls for each channel; two pairs of audio 
outputs; amp-driven headphone jack; 200 W rated 
speaker selector switch. 13.5 x 12.5 x 4.5 in; 11 
IDS Milter IRE eet DAS EH DUET MIT. i $1,195 


Fet Three Plus Preamplifier 

Features dual phono, dual tape and two additional 
high-level inputs; tape-to-tape monitoring; precision 
volume and balance controls; bass and trebel con- 
trols; two audio outputs; headphone jack; EPL loop; 
audio circuits use fast FET op-amps with hybrid 
current amps; THD «0.00396. Available at lower price 
in simpler chassis. 17 x 9. 3 in; 131b. ....... $795 


Super Pas Three Preamplifier 
Vacuum-tube preamp. Features precision volume 


PREAMPLIFIER S | 


and balance controls; RIAA equalization; phono and 
3 or 5 line-level inputs; tape monitoring capability. 
13.5 x 9x 4.5 in; 9 Ib. Factory wired ........ $595 
NI e mx UE TNI. cte, $200 


Fet Three Preamplifier 

Features linear fast FET op-amp circuits; tight- 
tracking volume and balance controls; balanced tone 
controls; matched phono circuits; tuner, tape, and 
AUX inputs; 2 switched AC outlets. 13.5 x 8.5 x 3 in; 7 
IDEE Sn ota AN Ree EN AB ace ears $340 


BEDINI AMPLIFIERS 


BC-800 Class A Preamplifier 

Class A flat preamp with inputs for 2 tapes, CD, 
DAT, tuner, phono; volume and balance controls; FR 
1-110,000 Hz +0, -3 dB; THD <.1%; IMD< .03%; 
RIAA phono deviation 10-30,000 Hz +.25 dB; S/N 
phono to rec out -100 dB/line to pre out -110 dB; 5 x 
193813:88-m: T2155. o oat oe Se $1,495 


BC-866 Class A Preamplifier 

Class A flat preamp with inputs for phono, tuner, 
tape, CD, AUX; balance and volume controls; FR 1- 
110,000 Hz +0, -3 dB; THD<.15%; IMD<.05%; RIAA 
phono deviation 20-25,000 Hz +.25 dB; S/N phono 
to rec out -90 dB/line to pre out -100 dB; 3 x 19 x 8.5- 
HH CIBUS oos ve ci Pob dB Mea $695 


BELLES RESEARCH 


BELLES 50 Stereo Preamplifier 

Solid-state preamp with user flexibility of functions. 
Features discrete MOSFET bipolar hybrid circuitry; 
class A direct coupled outputs; van den Hul wiring; 





unregulated high energy power supply; 30 vA torodial 
transformer;defeatable subsonic filter; two way tape 
dubbing flexibility; inputs for phono low level and 
high level; tuner, CD player, video AUX, tape |, tape 
2; FR 20-20,000 Hz +.1 dB; S/N 86 dB; THD .05%; 11 
Ibo Ot VL T2 Lu EN $895 


THE DAVID BERNING COMPANY 


TF-12 Preamplifier 

Dual-mono tube preamp with differential triode 
design. Features digitally controlled switching matrix 
(1-dB steps over 80-dB range) for volume and balance 
functons to avoid colorations; LED dot-matrix dis- 
plays relative levels of both channels in dBs; high- 
frequency resonant power supply; wireless remote 
control of volume, balance, and mute; high-gain line 
section (32 dB). Inputs for MM phono; MC phono; 
tape; AUX; CD player; tuner; video. FR 5-100,000 Hz 
+3 dB; MM phono sens 0.38 mV for 0.5-V output at 
1.000 Hz; sens for line-level inputs 32 mV . $2,950 


B&K COMPONENTS 


Sonata Series MC-101 Preamplifier 

MM/MC switchable preamp. FR 1-150,000 Hz -0, -5 
dB; THD 0.0296; 2 tape loops; 2 tone controls; MM sens 
.8 mV; MM S/N 80 dB; MC S/N 80 dB; Tiffany 
connectors; optional balanced output. ....... $898 


Pro-10MC Preamplifier 

Preamp with built-in MC stage. Inputs for MM phono, 
MC phono, tape, AUX, CD player, tuner. FR 1-100,000 
Hz +3 dB; max output 6 V; THD 0.01%; IMD 0.01% 
IHF; MM phono sens 0.5 mV for 0.5-V output at 1,000 
Hz; MM phono input overload level 100 mV, sens for 
line-level inputs 0.450 mV. 3.5 x 19 x 10-in; 121b$648 


Pro-10 Preamplifier 
Preamp with separate power supply and gold-plated 
connectors for positive contact and reliability. Inputs 


for MM phono, tape, AUX, CD player, video, tuner. FR 
1-100,000 Hz +3 dB; max output 6 V; THD 0.01%; 
IMD 0.0196 IHF; MM phono sens 0.5 mV for 0.5-V 
output at 1,000 Hz; MM phono input overload level 
100 mV, sens for line-level inputs 0.450 mV. 3.5 x 19 
x-IO-ins. eoode PEE end OR eo A $598 
Pro-5 Preamplifier 

Preamp features 5 high-level inputs; | phono stage 
with 57 dB gain; balance, volume, bass, treble 
controls; gold-plated RCA connectors; moving-coil 





capacity. Inputs for MM phono, tape, AUX, CD player, 
tuner, video. FR 1-100,000 Hz +3 dB; S/N 100 dB; 
MM phono sens 0.7 mV for 0.5-V output at 1,000 Hz; 
MM phono input overload level 105 mV at 1,000 Hz; 
sens for line-level inputs 0.636 mV. 3.5 x 19 x 10-in; 
12:103 Skee ae. eie is uaa Suv $398 


BOULDER AMPLIFIERS 


Modular Preamp System 

Each module has gold-plated connectors, uses com- 
mon power supply and measures 4.2 x 3.5 x 14.25 in. 
MS10. Phono preamp module does RIAA EQ and 
gain; 2 990 amps/ch; gain adjust; inputs for high-level 
MC and MM; max gain 46 dB; optional input for low- 
level MC's has 20-dB gain; RCA inputs standard, 3- 
pin optional; unbalanced RCA outputs; solid-state 
balanced output for pro use................ $838 
MSI1I. As above with triple F switchable Bessel 3- 





pole low-cut filter at 10, 20, or 30 Hz........ $986 
Options for MS11 

3-Pin Connectors. For unbalanced feet to balanced 
input (in addition to RCA connections)....... $44 
Solid-State Balanced Output. Inverting BA990's, 3- 
pin connectors. 6552, Ge de ded dm easa ets $336 
Solid-State MC Input. Bridging, with 20-dB 
Caine 20 beers ooa Un eS Jen Geeta do $253 
Transformer MC Input. With Jensen MC transform- 
GPS M fuc e I I ICH Aera mer dA $489 


MS21. Selector-switch module with inputs for pho- 
no, CD, tuner, tape | and 2, AUX; dubs between 
dedks. col Sas Coa aeons RESTE $449 
MS31. Output-controller module sets volume and 
balance, switches stereo/mono, normal/reverse im- 
age, and mute (—20 dB); unbalanced output; RCA 
type and 3-pin connectors. Optional balanced out- 
DUC Te sie uo iE T ENDE. tole ety ts E $652 
MS32. Similar to MS31 except adds high-imp 
buffered inputs, Penny & Giles volume control, 
individual-ch polarity switches. Optional balanced 


jnputand/or-DUtplibo os Toe zs ILS $1,191 
Solid-state balanced output adds  inverting 
BA9U0'S.... 1 Le a mod ee ont $292 
Transformer balanced output .............. $489 


MS01. Power supply module for up to 4 of above 
modules; bidirectional tracking voltages; toroidal 
power transformers; oversize heatsinks; current lim- 
iting; LED indicates power or unregulated volt- 


ugem peat re Letti s eee $518 
CP02. Short power cable (1 needed for each mod- 
OES Ee daranse qe oa ace UR BE TA $25 
CP06. Long power cable (1 needed for remoting 
phono preamp). 4-4» Oe st Sha eee v es $30 


MFO01. Mainframe houses | of above modules $155 
MF02. Mainframe houses 2 of above modules. Half 
rack sizene PL AMT OM. D EA $163 
MF04. Mainframe houses 4 of above modules. Full 


rack size with removable rack-mount ears.... $211 
MS00. Blank module panel for covering unused 
slotsin eranen Hee eV esos Rees $55 
CA06. 6-ft pair interconnects for connecting phono 
preimmp EEMI y fs sos. Pee eee eee $69 
CAO1. 8" pair of gold-plated RCA interconnects for 
connecting modules in frame ............... $49 


Price varies with options: complete system with 
MSIO, MS21, MS3I, MS0I, MF04, CP02, and 
GAG ORA uus Ee EHE exeat $2,841 


BRYSTON 


12B Preamplifier 

Control preamp can play | source while taping or 
remoting another. Features stereo/mono/mute 
switch; 14-V headroom. Inputs for MM phono, MC 
phono, tape, tape 2, CD player, tuner; video. S/N -84 
dB; THD 0.005%; 1.75 x I9 x I l-in........ $1,595 
11B. Second MM input instead of MC input . $1,175 


.5B Preamplifier 

Basic preamp with inputs for MM phono, tape, CD 
player, tuner. FR 20-20,000 Hz +0.1 dB; max output 
14 V; THD 0.00596; IMD 0.005% IHF; 1.75 x 19 x 9-in; 9 
Ibo ul eut. erred MR decimo M $650 


CAMBRIDGE AUDIO 


C75 Preamplifier 

Inputs for MM/MC phono (switchable), tape, tape 2. 
Features dubbing capabilities; straight-line design; 
solid-wood end panels. FR flat within 0.1 db 20- 
80,000 Hz; THD 0.005% 20-20,000 Hz; max output 12 
V; MM input 2.6 mV at 47 kilohms; MC input 0.3 mV . 
at 47 kilohms; S/N MM 82 dB, line 96 dB..... $698 


C50 Preamplifier 

Connections for 4 input sources plus tape. Features 
passive tone controls with tone bypass switch and 
two outputs, one being a passive direct output after 
the volume control and the other a normal out- 
put.MM or MC switchable phono inputs with discrete 
circuitry. Segmented passive RIAA EQ. THD 0.00596. 
Sold only as a combination with the A50 power amp, 
combination price «s, ood. seb een he $999 


CARVER 


4000-t Sonic Holography Preamplifier 

With Sonic Hologram Generator designed to recreate 
3-dimensional sound field of recording site and locate 
instruments precisely in space. Features MC preamp; 
surround-sound decoder; Digital Time Lens; Auto 
Correlator NR; L and R bass and treble controls with 
turnover frequency switches, tone defeat; cartridge 
matching; 2-way tape dubbing, monitoring; external 
signal processor input; infrasonic filter. NR 20 dB (20- 
200 Hz), 10 dB (2,000-20,000 Hz); Sonic Hologram 
image resolution 5x horizontally, 20x vertical- 
Ig; SNR ee MAE. Fa) Mie Call eee $1,220 


C-1 Sonic Holography Preamplifier 

Features Sonic Hologram Generator; separate L and 
R bass and treble controls, tone defeat; MC phono 
input; 18 dB/octave infrasonic filter; tape/source 
monitor with 2-way tape-dubbing; provision for 
external PYOCeSSOL 5. edle | Sa $610 


C-2 MM/MC Preamplifier 

Switchable input for MM or MC cartridges; infrasonic 
filter (18 dB/octave below 20 Hz); bass and treble 
controls; tone control bypass; 2 tape inputs: provi- 
sion for 2-way dubbing; AUX input; external proces- 
sor loop; mode switch; rear-panel jack for high-level 
gain (choice of 15 or 25 dB); anodized aluminum 
dark pewter front panel. 2). 4... 9 6 cosas s $450 


CELLO 


1003-00 Encore Preamp 
Features universal phono section; gain 36 dB, 46 dB, 
60 dB; loading 49k, 10k/220pF, 1k/.02pF; balanced 
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line input (optional); 8 single-ended line inputs; 
buffered tape outputs; balanced line out plus 2 single- 
ended line outputs; choke input power supply; phase 
switchs:2 tape monitors: .— 2:5. V sss. $5,000 


Audio Suite 

Open-architecture mainframe accepts up to 10 slide- 
in vertical modules for phono, tape, CD, video, DAT, 
and tuner inputs; houses pro modules including mic 
preamp/mixers, tape head recording and mastering 
amplification, upcoming digital-to-analog convertors, 
monitor amps for headphones or speakers. Can 
control multi-room and multi-media systems. 


Mainfranie chassis, 2v sos. AEN $1,575 
P101 MC phono input module ........... $3,150 
P100 MM phono input module........... $1,785 
P100 high-gain MM phono input module .. $1,785 
P200 tape input module................. $1,050 
P200 CD input module. ................. $1,050 
P200 tuner input module ................ $1,050 
P200 aux input module ................. $1,050 
P200 video input module................ $1,050 
B301 output module.................... $1,050 
B100 MM phono input module........... $1,050 
B201 Camac line input module ............. $735 
B200 RCA line input module. .............. $630 
P301 output module.................... $3,000 
P200 DAT input module................. $1,050 
Accessories 

Blank bay:assembly. 15.2.12 seres $63 
Blank front plates... Aeon. y wee. vs $42 
Blank rear plates. 7.124.255 ETSI $21 


Etude Control Unit 
4 inputs for sources such as CD players, tuners, tape, 


and video; 59-position volume control. .... $1,000 

Master Supply 

PADI SATIUS 8 ect. EE ERE $2,250 
CLASSE AUDIO 


DR-7 Preamplifier 

Preamplifier features FR 20-20,000 Hz +0.2 dB; max 
output 8 V; THD 0.0196; balanced inputs/outputs; 
sens 50 mV; 2 tape & processor loops; MM & MCS/N 





80 dB; MC input; dual chassis; 5-transformer power 
SUDDIV GV SS dO rises sey a ey bans Ires $4,895 


DR-5 Preamplifier 

Preamplifier features FR 20-20,000 Hz +0.2 dB; max 
output 8 V; THD 0.0196; balanced inputs/outputs; 
sens 50 mV; | tape; polarity inverter optional; MM & 
MC S/N 80 dB; MC input; direct phono bypass; regular 
or balanced output stages ............... $1,995 


CONVERGENT AUDIO 
TECHNOLOGY 


SL-1 Reference Preamplifier 

Preamplifier with all-vacuum-tube design. Features 
12 separate regulators, with 1 for each stage; adjust- 
able loading; external power supply; switched metal 
film resistors for volume and balance controls. Inputs 
for MM phono; MC phono; tape; aux; CD player; 
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tuner; video. FR 0.1-1,000 Hz +3 dB; S/N 90 dB; sep 
90 dB; THD 0.000596; MM phono sens 0.125 mV for 
0.5 V output at 1,000 Hz; MM phono input overload 
level 250 mV at 1,000 Hz; sens for line-level inputs 25 


mnVv:281b: 19x 524 x 12:5 Ines oe: «ane $3,900 

SL-2 Preamplifier. Same as above except single- 

chassis version; 201b. 2% 7. thas. TERR $1,995 

SL-2L Preamplifier. Same as SL-2 except there is no 

pliono stapeit... ca: PORC eer IDEA $1,695 
~ CONRAD-JOHNSON 


Premier Seven Preamp 

Vacuum-tube preamp with FR2-100,000 Hz and .2596 
THD. Two tape processor loops and moving coil 
ibDpub. o A er ei ee nO NIS a $7,850 


PV9 Vacuum-Tube Preamp 

With low-noise precision metal-film resistors; poly- 
styrene capacitors in audio circuitry; facilities for 2 
tape recorders; 2-way dubbing; phono, tuner, AUX 
inputs; 2 amp outputs; front-panel mute control. FR 
20-20,000 Hz +0.25 dB phono; S/N 70 dB below 10 
mV phono, 84 dB below 2.5 V output high level; THD 
and IMD 0.0596; gain 40 dB phono, 29 dB high level; 
max output 25 V; phono overload 500 mV at | kHz; 
4.15x 14 x 11254n- cso eet ees qesveh $2,950 


PV8 Vacuum-Tube Preamp 

With cathode follower outputs and solid-state voltage 
regulator designed for minimal AC imp; regulated 
filament supplies virtually eliminate infrasonic noise 
resulting from AC line fluctuations. Features 1% 
tolerance mil-spec deposited tin-oxide audio circuit 
resistors; audio circuit capacitors are polystyrene di- 
electric; volume control tracks within 0.5 dB; auto 
muting at turn-on, turn-off; 2 tape recorder loops 
with 2-way dubbing; 5-function mode switch; preci- 
sion tracking volume control. Max output 40 V RMS; 
FR 2->100,000 Hz; <0.5% THD and IMD; hum and 
noise 20-20,000 Hz, phono 72 dB below 10 mV input, 
high level 84 dB below 2.5 V output; output imp 
<200 ohms; 10 x 16 x 3.75-in.; 15 lb...... $1,685 


PV7 Vacuum-Tube Preamp 

Stereo preamp with low-noise metal film resistors, 
polypropylene and polystyrene capacitors in audio 
circuitry, 2-deck tape monitoring with 2-way dub- 
bing; inputs for phono, tuner, tape, AUX; 2 amp 
outputs.FR 20-20,000 Hz +0.25 dB phono; S/N 70 dB 
below 10 mV in phono, 84 dB below 2.5 V out high- 
level; THD and IMD 0.05%; gain 35 dB phono, 28 dB 
high-level; max output 25 V; phono overload 500 mV 
at kHz: 4753: 14 x- EL 25s1n: Moos ES $695 
PV7 MC-Same as above with moving coil input$810 


COUNTERPOINT 


SA-11 Line-Level Control Amplifier 

Full-featured line-level control center includes indus- 
trial-grade stepper motors to control 2 massive 
custom-built 41-posion attenuators. Features full 
vacuum-tube power supply and audio circuitry; 
wireless hand-held remote control; Isolinear design 
for max isolation and extreme linearity. Inputs for 
tape; tape 2; aux; CD player; tuner; video. 6.7 x 19 x 
19n: SONG ok oe rae yc ANS $5,495 


SA-9 Phono Equalizer/Preamplifier 

Full-vacuum-tube phono-cartridge preamplification 
and equalization system with completely indepen- 
dent MC and MM circuits. Isolinear design for max 
isolation and extreme linearity. Inputd for MM and 
MC phono. FR 1-350,000 Hz + 3 dB. 4.5 x 19 x 12.5-in; 


DMD tog er essen eres Aen eee eee $3,995 
SA-9/11 Combo. Features, functions, and inputs of 
SA-9 and 11 combined ............... $9,490 


SA-5.1 Preamplifier 

Preamp with inputs for MM phono, MC phono, tape, 
tape 2, AUX, CD player, tuner. FR 0.5-88,000 Hz +0. 1 
dB; max output 70 V; THD 0.08%; IMD 0.08% IHF; MM 
phono sens 0.5 mV for 0.5-V output at 1,000 Hz; MM 


phono input overload level 700 mV; 2.03 x 19 x 
[2:08:35 24 ID Ser alae eee ees $1,895 


SA-3.1 Preamplifier 

Preamp with inputs for MM phono, MC phono, tape, 
tape 2, AUX, CD player, tuner. FR 2.5-30,000 Hz +0.1 
dB; max output 70 V; THD 0.18%; IMD 0.18% IHF; MM 
phono sens 2.5 mV for 0.5-V output at 1,000 Hz; MM 
phono input overload level 800 mV; 2.03 x 19 x 
17:33 m 180b. ie 225 EUER Seve tet $1,045 


SA-2 Preamplifier 

Preamp with inputs for MC phono. FR 0.5-350,000 
Hz; max output 38 V; 2.03 x 19 x 17.03-in; 18 
Ib- havea eerie mures SRI Up edet bi $1,045 


SA-1000 Preamplifier 

Preamp with inputs for MM phono, MC phono, tape, 
CD player, tuner. FR 2-30,000 Hz +0.1 dB; max 
output 30 V; THD 0.25%; IMD 0.3% IHF; MM phono 
sens 0.8 mV for 0.5-V output at 1,000 Hz; MM phono 
input overload level 500 mV; 2.23 x 19 x 7.1-in; 13 
ID» UNS ee Lb rt AL engines, Hil $745 


CROWN 


PSL-2 Preamplifier 

Features seven inputs; versatile tape copying; seven- 
second turn-on; power switch; tape | and 2 monitor 
switch; detented treble and bass controls; center- 
detented output balance control; loudness switch; 
black polyester vinyl coated aluminum with black 
splatter coated steel; aluminum chassis; FR 10-50,000 
Hz +0.25 dB; THD <0.0025% at rated output; 19.0 x 
17S SES ned be. BT Nala $595 


DBSYSTEMS 


DBR-15B & 2A Preamplifier 

Rack-mount precision pream and tone control with 
power supply. Combines DB-1B, DB-5 in a 19” rack 
unit. Auxiliary cable included.............. $935 
Witlvoak cabinet o oi eae i. $1,085 


DB-1A & 2A Preamplifier 

Stereo preamp with separate DB-2A regulated power 
supply. THD 50.000896, 20-20,000 Hz; IMD 
-- 0.00196; FR phono 10-40,000. Hz +0.07 dB, high- 
level 2-50,000 Hz +0/—1 dB; S/N A-wtd 89 dB 
phono, 90 dB line; filters: low-cut flat, 20 Hz, 36 Hz at 
6 dB/octave phono only, high-cut flat, 5 kHz, 10,000 
Hz at 6 dB/octave; output imp | kilohm; max output 
voltage 6 V into 10 kilohms/3,000 pF; input sens for 1 
V output: phono 2 mV into 50,000 ohms/100 pF, 
high-level 120 mV into 50 kilohms; 8.5 x 7 x 3.2 
ifs esee tT SEES IO T LAE qe de $495 
DB-1B & 2A. DB-1A with low-noise high-level stage 
(—94 dB ref 1 V), réduced crosstalk, tight tracking 
volume control, all gold-plated jacks and solid oak 
cabinet with hand-rubbed tung-oil finish. 12 x 3:6 x 7 


IDs» RN eade ete tes de RU SIME US $650 
DBR-1A. Same as DB-1A except mounted on 19" 
rack. Includes DB-2 A power supply ........ $535 


DB-1A-HL & DB-2A. Preamplifier similar to DB-1A 
with 5 high-level inputs and no phono section. FR 1- 
250,000 Hz +3 dB; S/N 92 dB; THD 0.000696; sens for 
line-level inputs 120 mV................-. $375 
DB-1B-HL & DB-2A. Preamplifier similar to DB- 
I A-HL with lower noise (—94 dB ref 1 V); reduced 
crosstalk; tight tracking volume control; loudness 
compensation switch; gold-plated jacks; cabinet 
made of solid oak with hand-rubbed and buffed tung- 
oil finish. Were Never SEM $530 


CX1 Preamplifier 

Audio/video preamp with 2-channel switchable all- 
digital delay for ambience recovery. The built-in 
Dolby Pro Logic surround system has a 5-ch calibra- 
tion signal and input-level adjustments for precise 
setup. Inputs for MM and MC phono, tuner, CD 
player, VCR, AUX, and 3 tape decks or 2 tape decks 


PREAMPLIFIERS 


and | VCR (with video). Outputs for front L&R and 
side/rear stereo or Dolby Surround with center ch, 3 
stereo-to-tape jacks, and a video-signal montior. 
Features stereo audio external-processor loop; audio/ 
video dubbing; independent recording and listening 
selectors; switchable tone controls (conventional 
bass/treble curves or low-bass only/spectral tilt); 
switchable infrasonic and high filter for all sources; 
precision-tracking 5-ch volume control; ch-mode 
controls for L/R stereo, RL reverse, L or R only, 
L+R mono, and L-R positions; headphone jack; 
anti-resonance chassis and aluminum feet.. $2,500 


DENNESEN ELECTROSTATICS 


JC-80 Preamplifier 

Dual mono, all FET, DC-coupled, fully complemen- 
tary, push-pull, A preamp. No interstage coupling 
caps; feedback input stage; virtually unslewable; 
passive RIAA; each stage separately regulated. Com- 
pletely mono, invertable phase. MM phono, MC 
phono, tape |, tape 2, AUX. FR 1-15,000 Hz +0.1 dB; 
max output 20 V; THD 0.005%; IMD 0.005%; MM 
phono sens variable mV for 0.5 output at 1,000 Hz; 
MM phono input overload level 350 4V; 19 x 1.75 x 12 
iON Gr e az MU ESSE. VS $2,250 ea 


Sirius Preamplifier 

Full-featured straight-line preamp with split passive 
RIAA and FET input. Inputs for MM phono, tape, tape 
2, AUX. FR 5-100,000 Hz +0.1 dB; max output 10 V; 
THD 0.01%; IMD 0.0196; MM phono sens 2.5 mV of 0.5 
V output at 1,000 Hz; MM phono input overload level 
200 mV; sens for line level inputs 125 pV. 19x 2x 8 
Im ub uei eei st EE $489 
Sirius II. Dual mono; external power supply. . $650 


DENON 


DAP-5500 Digital Preamplifier 

Preamplifier with built-in D/A converter. Digital 
section features 4 D/A push-pull Super Linear Con- 
verter system; separate digital and analog chassis; 3 
digital inputs (one optical, 2 coaxial); coaxial digital 
tape-monitor loop; four-times-oversampling digital 
filter; optical isolators between digital and analog 
sections; D/A converter output jacks. Audio section 
features Unity Gain Interface amplifier; Cannon- 
type input/output; 2 RCA line-in; 1 RCA line out; 
front-panel mounted RCA input/output jacks; two 
tape loops; source direct switch; separate power 
supplies for digital and analog sections; nonresonant, 
vibration-resistant chassis. 5.2 x 17.09 x 15-in$1,500 


PRA-1200 Stereo Preamplifier 

Stereo preamp with video inputs and switching 
facility. 8 audio inputs; headphone amplifier; vari- 
able loudness control; MM & MC phono. THD 
<0.001%; S/N MC 79 dB, MM 96 dB; FR 1-300,000 Hz 
+0.2 dB -3 dB;s/N 105 dB; 4.8 x 17.08 x 11.81 in; 11 
IU PRO ce mortes Fpecolo-2 Pea E eio Mactan eru ae $475 


DISCRETE TECHNOLOGY 


Compact Pro-Reference Preamplifier 

Solid-state preamp. Features aluminum rack-mount- 
able enclosure; high-current power supply; volume 
and power controls; designed to be matched with one 
of 3 different amplifier modules; direct-coupled 
circuit; switchable cartridge loading; switchable gain; 
Distech cable; modular construction; low imp main 


outputs. With MC Amplifier. ............ $2,995 

With Phono Amplifier Module........... $2,495 

With Line Amplifier Module. ............ $1,895 
ELECTROCOMPANIET BY 


MUSIC AND SOUND IMPORTS 


Electrocompaniet. preamps feature FR 5-100,000 Hz 
+0.5 dB; max output 15 V; MM phono S/N 84 dB; 
high-level sens 100 mV; no tone controls; balance and 
volume only; MM input imp 47 kilohms; external 
power supplies. 





EC-1 Preamp. Includes MC, MM phono, 2 tape 
processor loops, tuner and inverts phase. Ap- 


DEFOR AT ATE SES Less $1,995 

PrelIA. As above except no MC phono and no phase 

inverting Approx. Tons eee hese oleae $1,395 
FORTE AUDIO 


Model 2 Class A Preamplifier 

Dual-channel, non-inverting hybrid topology, low- 
noise, matched integrated gain devices enhanced 
with discrete pure class A biasing, active constant- 
current sourcing, and imp buffering. Accepts input 
from high and low output MC and MM cartridges; 4 
high-level sources and tape recorder. Record/moni- 
tor facilities for recorder allow listening to one source 
while recording another. internal selection of mip 
and capacitive cartridge loading. External power 
supply in separate chassis; gold-plated signal connec- 
tors; glass-epoxy circuit boards. Dist <0.02% at 3 V; 
noise — — 100 dBA referenced to 1 V input; gain +20 
dB; imp 25,000 ohm; 19 x 1.75 x 7 in ....... $790 


HAFLER 


DH-110 Discrete Preamplifier 

Preamplifier operates all discrete devices (no inte- 
grated circuits in signal path) in full symmetry 
format. Controls: volume, balance, bass, treble, input 
selector, phono selector, monitor selector, mono/ 
stereo, high-pass filter; external processor loop, tone 
control engage. Features rack-mounting capability; 
single active circuit board; step-action volume con- 
trol; integral muting circuit; 2 pairs of audio outputs; 
low-imp power supply; full power bandwidth to 
200,000 Hz; 2 phono, tuner, AUX, 2 tape deck, EPL 
inputs; 2 tape (buffered), 2 line, EPL outputs; head- 
phone jack. THD «0.000696 at 1,000 Hz, 3 V RMS; 
phono input FR 20-20,000 Hz +0/-0.25 dB; S/N 
weighted 87 dB; rated output 3 V rms, 4-210,000 Hz; 
THD <0.001% 20-20,000 Hz; 17 x 3x 8.5 in; 10 Ib; 
Assemblies EVEN Celis VIEN $500 


DH-100 Preamplifier Series 2 

“No frills” preamp with RIAA EQ utilizing 1%- 
tolerance components; low-imp power supply; power 
on delay circuit; Inputs for MM phono, tape, AUX, 
tuner. Features volume, balance, treble, bass, tape 
monitor, power controls; 2 switched outlets. FR 20- 
20,000 Hz +0.25 dB; max output 8 V; THD <0.005%; 
IMD below residual noise of current test instruments; 
MM phono sens 10 mV for 0.5-V output; 13.5 x 3x 9 
in 74b. A ssembled: ocv Skt ae does $275 
EIL. MER MEL e. cm A $225 


HARMAN KARDON 


Citation Twenty-Five Preamplifier 

Preamplifier with remote control. Features inputs for 
CD, A/V 1, A/V 2, tape 1, tape 2, VCR 1, VCR 2, and 
phono; passive equalization in open-loop mode; 
moving coil head amp with resistance trim; moving 
magnet capacitance trim; hi-cut filter; subsonic filter; 
switchable bass and treble turnover; tone defeat; 
mono switch; headphone jack. Frequency response 





25-250,000 Hz; total harmonic distortion .002%; slew 
rate 120 V/usec; estimated rise time 1.4 usec; RIAA 
equalization --02dB: 5 — X PEL HAE TA. $849 


Citation Twenty-One Preamplifier 

nputs for CD, CD direct, video sound, tuner, phono, 
2 tape decks; ultrawideband fully discrete circuitry; 
switch for mono operation; front-panel headphone 
jack with adjustable level; frequency response 25- 





FUNNIEST RODRIGUES 
CARTOONS FROM THE 
PAST TWO DECADES 
OF STEREO REVIEW 
HAVE FINALLY BEEN 
COLLECTED IN 


Yes, now you can own 
TOTAL HARMONIC 


DISTORTION 
by Charles Rodrigues! 


This handsome, 128-page 
paperback—with 118 
classic cartoons, a foreword 
by William Livingstone, 
and an illustrated 
autobiographical sketch by 
Rodrigues himself—is only 
$7.95. Enjoy your favorites 
again, catch the gems you 
missed, and share the 
laughs with friends! 


Makes a great gift! 
Get two copies for the full 
stereo effect! 


TO ORDER: Send check or 
money order for $7.95 per copy, 
plus $1.50 for postage & 
handling to: 
Perfectbound Press 
Suite 4118A 
1120 Ave. of the Americas 
New York, NY 10036 


Type or print mailing address 
with order. New York State 
residents add 65¢ sales tax per 
copy. Outside U.S.: add $1.75 
postage & handling for first 
copy and 50¢ for each additional 
copy (U.S. bank funds only). 
Allow six to eight weeks for US. 
delivery, longer outside U.S. 
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250,000 Hz; total harmonic distortion .00296; slew 
rate 120 V/usec; estimated rise time 1.4 usec; RIAA 
Sgualization 2: OMd Ba We m. LM Ins. $849 


Citation Twenty-One Preamplifier 

Inputs for CD, CD direct, video sound, tuner, phono, 
2 tape decks; ultrawideband fully discrete circuitry; 
low negative feedback; active/passive symmetrical 
RIAA EQ; gold-plated jacks; mono switch; low-noise 
transistors; discrete MC head amp; subsonic filter (6 
dB/octave, <3 at 15 Hz); phase-correct loudness 
(+10 at 50 Hz, +3 at 250); bass and treble max 
boost/cut 10 dB; tone defeat. Max output 10 V$599 


HEYBROOK By D’ASCANIO 
AUDIO 


C-2 Preamplifier 

Hand-assembled preamplifier with versatile input 
selections and black finish. Features special circuitry 
for CD input to prevent overloading; aluminum 
chassis; rear-panel power switch. Inputs for MM and 
MC phono, tape, AUX, CD player, tuner, and video. FR 
10-50,000 Hz +3 dB; MM phono sens 85 mV for 0.5- 
V output at 1,000 Hz; line-level sens 160 mV. 17x 3x 
I44n BABE .  RVSS MEER Oeo $898 


HITACHI 


HPT120AVSW AM/FM Preamp/Tuner 

Quartz digital-synthesized tuner section; 20 AM/FM 
presets; unified infrared remote control with LCD 
display; audio inputs for phono, CD, tape; video 
inputs for TV, VCR, videodisc player; electronic 
volume and balance controls; 5-band graphic equaliz- 
er; video signal enhancer; rosewood end caps . $450 


JADIS BY MADRIGAL 


JP-80 2-Part Tube Preamplifier 

2 separate chassis (preamp and power supply). Uses 
no directly-deli vered voltages to avoid noise generat- 
ed by main input voltage. High voltage generated by 
custom-built oscillator circuit and amp. Inputs for 
MM phono; tape; aux. S/N 46-60 dB; MM phono sens 
5 mV for 0.5-V output at 1,000 Hz. 48.5 Ib. $9,750 


JRM 


Preamp | 

Moving-coil input preamplifier with 2 tape and 
processor loops features optional tone controls; 10 V 
max output; THD 0.01%; FR 0-50,000 Hz +0, -1 
OB. viu. tae bL cron ole pikes $450/pr 


KENWOOD 


Basic C2 Preamplifier 

Preamp with 2-step MM and 3-step MC inputs. 
Features single NFB-loop phono equalizer amplifier; 
2-way tape dubbing with monitoring; source (rec out) 
tape selector; 2 AUX/video inputs; Kenwood NF-CR 
tone controls with selectable turnover; Super-coupled 
volume control for low noise at low volume; 4-way 
filter system; loudness switch; mono/stereo switch; 
headphone jack with level control; output on/off 
switch; power and output LED indicators. Frequency 
response 1-350,000 Hz -0.3 dB; THD 0.002% phono, 
0.001% line; input sens/imp MM 2.5 mV/47 kilohms, 
line 150 mV/47 kilohms; signal-to-noise ratio 110 
dB; MM 88 dB; 17.31 x 3.06 x 12.63 inches; 9.9 
pounde 4.» cer YI SUN ELE hls $310 


Basic C1 Preamplifier 

Features CD/AUX input; MM/MC cartridge selector; 
advanced single NFB loop phono equalizer amplifier; 
2 tape inputs with dubbing and monitoring; subsonic 
filter; continuously variable loudness control; Ken- 
wood NF-CR tone controls; LED input indicators; 
power-on muting relay. Frequency response l- 
250,000 Hz -0.3 dB; total harmonic distortion 0.00596 
phono, 0.00496 line; input sens/imp MM 2.5/47 
kilohms, line 150 mV/47 kilohms; S/N 108 dB $240 


KC-206 Audio/Video Preamplifier 

Audio/video preamp with unified remote control. 
Features 7-band graphic equalizer; CD input; 2 video 
sound inputs; 2-way tape dubbing with monitor; FL 
display; EQ recording switch; subsonic filter; auto- 
function selector system (main/remote). FR 10- 
70,000 Hz -3 dB; input sens/imp 150 mV/33 kilohms 
(line), 2.5 mV/47 kilohms (phono); S/N 103 dB (line), 
79 dB (phono). 16.56 x 3.5 x 10.75 in; 6.6 Ib. . $230 


KINERGETICS 


KPA-1 Preamplifier 

Designed to eliminate hysteresis distortion; MC 
phono, MM phono inputs, 2 tape loops; remote power 
supply; adjustable imp and capacitance for phono 
inputs; polarity switch. FR 2-500,000 Hz; slew rate 
— 20 V/usec; gain 60 dB; 201b; 19 x 2.5x 16.25 in$795 


KLYNE AUDIO ARTS 


SK-5A Preamplifier 

Full-function stereo preamplifier with ultra-low dis- 
tortion and high-resolution design. Features control 
to invert absolute phase; balanced differential out- 
puts. Inputs for tuner; CD/AUX; tape; MM/MC phono; 
output imp 600 ohms; input imp phono 0-47,000 
ohms. 2:5 X 190x 12.53n5 121b 77752. v. $3,250 
SK-4A. As above, straight-line version without line 
amps, phase inversion switch, or mode switch$2,450 
With optional line amps installed. ........ $2,695 


SK-6 Preamplifier 

Full-function stereo preamplifier with low distortion 
and high-resolution design. Features six high level 
inputs with optional uiser installable MM/MC phono 
board; independent listen and rec circuitry; inputs for 
phono/AUX, CD, tuner, tape 1, tape 2, and vi- 
deo/AUX; output imp 300 ohms; input imp phono 0- 


47K ohms. 2.5 x 19.0 x 11.5 in; 10 Ib...... $1,450 
With optional phono board.............. $1,950 
LAZARUS ELECTRONICS 


Cascade Deluxe Preamplifier 

Hybrid preamplifier with vacuum tubes and FET’s. 
Features MC output; 6 inputs; full switching capabili- 
ty; auto muting; front panel mute; power switching; 
tiffany connectors for phono, CD and main outputs; 
slim line chassis; black, fully anodized aluminum 
chassis; 74 dB gain; switchable phono loading$1,200 


Cascade Classic Preamplifier 

Vacuum tube preamp. Features 6 inputs; auto 
muting; font panel mute and power switching; 50 dB 
gain; 47k input impedance ................ $950 


MC-1 Pre-Preamplifier 

Moving coil step-up pre-preamplifier. For using low 
output MC cartridges with tubes; 28 dB gain; 150 ohm 
preset loading; adjustable phono load........ $650 


PRICES LISTED 


are manufacturers’ suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 





68 STEREO BUYERS’ GUIDE 1989 


Cascade Basic Preamplifier 

Tube preamp with inputs for MM phono; tape; tuner. 
FR 10-32,000 Hz +3 dB; S/N 90 dB; THD 1.2%; MM 
phono sens 1.5 mV for 0.5-V output at 1,000 Hz; MM 
phono input overload level >250 mV at 1,000 Hz; 
line-level sens inputs 50 mV............... $650 


LINN PRODUCTS 


LK1 Remote-Controlled Preamp 
Stereo microprocessor preamp with independently 


UNN LK I PRE AMO? 





adjustable input-level matching; all switching and 
level adjustments on board are electronic. Input for 
moving magnet phono; moving cartridge phono 
input; tape | and tape 2 inputs; auxiliary tuner input. 
3:3:10:55c 10,510 9 ID Gace os Ernst vez $1,050 


LINEAGE 


CP 100 Control Preamplifier 

Class-A preamp with all-discrete audio circuitry. 
Features full-complementary direct-coupled wide- 
bandwidth design using all Field-Effect transistors; 
DC servo to eliminate all capacitors in signal path 
except as required for phono equalization; comple- 
mentary differential inputs; 2-stage phono equalizer; 
electronic input switching; front-panel phono gain for 
both MM and MC phonos; rear-panel control with 
continuously variable resistive cartridge loading; 
tone controls for low bass and upper treble; tone in, 
mute, stereo/mono, and polarity invert switches; 
gold-plated connectors. Inputs for phono; tuner; CD 
player; video sound source; aux; 2 tape monitors for 
2-way dubbing. Rated output 3 V rms; max output 15 
V. Includes separate power supply to provide 3 
switched AC convenience outlets. Matte silver with 
removable teak pedestal base. 17 x 12 x 6.36 in(with 
base) e versato ess oe alan ad a $1,995 


LOGAN LABS BY S YMDEX 


PA-10B Preamplifier 

Electron tube phono-only preamp with separate 
power supply. Features symmetrical layout for both 
channels; muting function for no system crash due to 
power loss; slow turn-on circuitry to prevent thermal 
shock to tubes. Input for MM phono, for compatible 
MC the 1010T is required. Frequency response 1- 
3,000,000 Hz +3 dB; max output 160 V; total 
harmonic distortion <0.2%; IMD <0.2%; separate 


transformer 19x 3,5:x Fins 2). sexe: $5,495 
HLE-1010T. Companion pre-preamplifier for PA- 
LOB Heiter ert ae Ge ette par sot $3,495 


MARK LEVINSON By MADRIGAL 


ML-6B Modular Preamps 

Mono preamps in 2 separate chassis (with separate 
power supplies) with only essential control functions 
and connection. L-series open-frame plug-in mod- 
ules; all audio circuitry completely discrete and 
operates in Class-A; each chassis has 1 L1 line amp 
and | phono amp module for any cartridge; LI 
provides up to 26 dB gain with 0.003% THD typical 
and 0.002% IMD; S/N 100 dB (unwtd below 2 V 
reference); gain of L2 phono module 38 or 44 dB; L3 
gain 67 dB; L3A gain 55 dB. Phono module THD 
+0.008%, IMD 0.005%. PLS-154 power supply 
maintains load regulation of 0.05% with wideband 
noise output 18 4, V. Camac connectors for all input 
and output connections; gold-plated cartridge-load- 
ing sockets on main circuit board and internal 
switches to select 10, 20, or 26 dB of line gain. With 
12 eas AG ale Beene eens Eta $7,460/pr 
With: 153. OF SAL es A a nee eee $8,250/pr 
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Our customers have a way with words. In fact, every week we receive hundreds of customer 
comments. All of which we learn a little something from. And most of which serve as a 
pretty good indication that Cerwin-Vega speakers will give you great sound, years of service, 


and maybe even something more. ef^ 5 
v Cerwin-Vega! 


. , 
Writer's cramp. 
For product information, please write or call: Cerwin-Vega/555 East Easy St., Simi Valley, CA 93065 805-584-9332 
Cerwin-Vega Canada/2360 Midland Ave., Unit 21, Scarborough, Ontario MIS4A9 Cerwin-Vega Europe/Grynderupveg 12, P.O. Box 40, DK-9610 Norager, Denmark 
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PREAMPLIFIER S 





ML-7A Preamplifier 

Inputs for 5 line sources, monitors 2 tape decks, with 
choice of 3 plug-in phono sections for virtually any 
cartridge. All audio circuitry completely discrete and 
operates in Class-A mode. Fitted with 2-Ll line 
amps. PLS-154 power supply maintains load regula- 
tion of 0.05% with wideband noise output of 18 nV; 
external 5-pin self-locking connector parallels. Ca- 
mac phono inputs for cartridge loading; 10 or 20 dB 
of line gain. LI provides up to 26 dB of gain, with 
0.003% THD and 0.002% IMD typical, typical S/N of 
100 dB unwtd below 2 V ref. Hand-brushed black 
anodized finish. ML-7: 2.25 x 19 x 10.12 in; PLS-154: 
4.36 x 4 x 10.62 in; 14 Ib. With no phono sec- 
AT A OR. Arca heli Eo ecl S $4,720 
With L2 phono module. Gain 38 or 44 dB . $5,725 
With L3 or L3A. L3 gain 67 dB; L3A gain 55 
dB. cave oun COSA IU e dI bibere $6,420 


No 26W/High Gain Phono Preamplifier 

Matrix style DC switching; relays hermetically sealed, 
bifurcated contacts of silver with gold plating; 6-line 
level inputs; CD; tuner; Aux-1; phono/aux-2; tapes | 
& 2; 2-tape inputs; non-buffered tape outputs; abso- 
lute phase of main outputs or stereo/mono operation 
selection on front panel; independently switchable 
gain for each channel; internal gain adjustment 
provided through PC mount switches for each 





channel providing gain of 6, 12, 18 at the unbalanced 
ouput or 12, 18, or 24 dB at the balanced output; 
custom-made Penny and Giles conductive plastic 
volume potentiometer; dual monaural design with 
separate circuitry for each channel; PLS-226 chassis 
contains 3-power supplies, 2 provide unregulated DC 
current for 2 audio channels and 3rd separately 
rectifies and filters circuit-supplies power to relay 
control circuit; 2 custom-made toroidal transform- 
ers; Faraday shields reduce AC line-coupled noise; 9 
gold-plated contacts for connecting cable; pos, neg, 
and ground for each audio channel; 4 discrete, fully 
independent regulators; 3-pin Neutrik XLR connec- 
tors; all-aluminum chassis; Preamp 2.8 x 17.5 x 13.1 
in; PLS-226 2.8 x 7.6 x 13.1 in; 321 Ib..... $4.750 
No 26W/Low Gain Phono. Same as above but with 
low.gain PHONO) 4.1. erede e PS NA $4,750 
No 26 No Phono. Same as above but without 
phono. aar: NA Ec ert $3,990 


No 26L-10A Stereo Preamplifier 

Simplified version of L-series circuitry in single 
circuit board configuration. All audio circuitry com- 
pletely discrete and operates in Class A. Inputs for 2 
line sources, monitors tape deck, phono section for 
virtually any cartridge. Camac connectors. Line 
section provides up to 22 dB of gain with typical 
distortion of 0.004% THD and 0.004% IMD and typical 
S/N of 95 dB unwtd below 2 V reference. Phono 
section offers selectable gain of 42, 53 or 63 dB. Six 
internal switches and gold-plated loading sockets 
allow infinite cartridge-loading capability. Typical 
distortion for phono circuit are 0.014% IMD and 
0.005% IMD and S/N typically —72 dB. Internal 
power supply with high-speed push-pull regulator; 
biased for Class A; load regulation of 0.05%; wide- 
band noise output 23 V; 7 or 17 dB line gain. Hand- 
brushed anodized finish. 2.25 x 19 x 10.12 in $3,325 


ML-12A Stereo Preamplifier 

For use with ML-11 power amp, or with other power 
amp if used with PLS-124 power supply (see below). 
Inputs for MM phono, MC phono, tape, AUX, tuner. 
Phono section accepts any cartridge, gain 42, 53, or 
63 dB and gold-plated sockets for precise cartridge 
loading. Line-level section gain 4, 9, 13, or 17 dB to 
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match amps, speakers, sources. Gold-plated Camac 
connectors for inputs and outputs and separate level 
controls for each section. Hand-engraved black 
anodized front panel. Phono S/N >75 dB unwtd at 63 
dB gain; THD 0.006% and IMD 0.004% SMPTE at 6 V 
output; S/N <92 dB below | Vref........ $1,600 
PLS-124. Optional power supply with separate recti- 
fication and filtering for each ch. Ripple 40 mV 
before regulation in ML-12A............... $455 


McINTOSH 


C-34V A/V Control Center 

A/V control center with Compandor system for 
controlling sources’ dynamic range. Features inputs 
for laser, tape 1-3, VCR 1/2, TV, tuner, phono; 3 
switched, 2 unswitched outlets in rear; provision for 2 
sets of speakers; record and listen selectors; built-in 5- 
band equalizer; master volume control; 38 Ib $2,195 


C-31V A/V Control Center 

A/V control center with wireless IR remote control. 
Features McIntosh Electronic Precision Ladder At- 
tenuator; 5-band equalizer; adjustable loudness con- 
tour; 9 source inputs; switching of 2 VCR’s with two- 
way dubbing; remote-control expandable allowing 
remote control in two additional listening ar- 
CASI bora eto, UNS E N $1,895 


MELOS AUDIO 


MA-222 Hybrid Preamplifier 

Dual mono construction; 2 heavy aluminium chas- 
sis; zero feedback circuitry; dual toroidal transform- 
ers; 10 regulated power supplies; heavy gold plate 
connectors; inputs for 2-CDs, phono, tuner, 2-Aux; 2 
tape monitor loops; 3 main outputs; phase reversal 
switch; phono gain 65 dB; FR 5-300,000 Hz +1 dB; 
imp 20 ohms; maximum overall gain 85 dB $2,895 


CD-T Preamplifier 

CD-T preamplifier combined with CD-T II compact 
disc player and a flexible all tube line preamplifier. 
Features | CD input; input for tuner, video aux, aux 
phono; 2 tape monitor loops; 2 main outputs; 26 dB 
of gain; max output 26 V; output imp 100 ohms; fully 
regulated power supplies, toroidal transformer; gold- 
plated connectors... srona e Sirs ces ets $1,895 


GK-1+1 Preamplifier 

Vacuum-tube preamp with remote power supply and 
stepped attenuators. 3 selectable MC and MM phono 
sections; each amplification stage powered by one of 
nine regulated power supplies; passive RIAA EQ; auto 
muting circuit protection. FR 2-300,000 Hz +1 dB; 
THD 0.07%, 20- 20,000 Hz; S/N 65-85 dB (phono/sens 
dependent); 19 x 3.5 x 13.25 in; 15 lb (preamp)$1,395 


MERIDIAN BY MADRIGAL 


201 Control Unit 

Multi-room remote capability and ability to play 2 
different sources simultaneously in any combination 
of 14 remote locations. Inputs for MM phono; MC 
phono; tape | & 2; aux; CD player; tuner .. $1,150 
209. Remote master control works with 201 and 
other Meridian 200-series components; controls 8 
inputs, volume, and mute................. $150 


THE MOD SQUAD 


Line Drive Preamplifier 

Passive preamplifier features Noble film potentiome- 
ters, Lorlin selector switches; wonder wire; wonder 
solder; Tiffany connectors and LC/OFC teflon insulat- 
ed wires; selector for 5 sources; mode selector; mute; 
tape | or 2; balance control; jacks for 2-pair of power 
ampso ester cen ete hed Sees cee ee, $500 


MOTIF By CONRAD-JOHNSON 


MCT7 Dual-Mono Preamplifier 
Dual-mono all-FET preamp with remote power sup- 


ply. Features precision-matched field-effect transis- 
tors for channel-to-channel balance; exclusive use of 
polystyrene capacitors throughout audio circuits and 
power supply regulators. Inputs for MM phono, MC 
phono, tape, tuner. FR 5-100,000 Hz +0.5 dB; max 
output 10 V; THD 0.1%; IMD 0.1% IHF; MM phono sens 
0.35 mV for 0.5-V output at 1,000 Hz; MM phono 
input overload level 150 mV, sens for line-level 
inputs 50 mV; 3.5 x 19 x 12-in.; 15 Ibs..... $3,500 


MCS Stereo Preamplifier 

Similar to MC7 except stereo with internal power 
supply. Inputs for MM phono; MC phono; tape; tape 2; 
CD player; tuner. FR 5-100,000 Hz +3 dB; THD 0.1%; 
MM phono sens 0.35 mV for 0.5-V output at 1,000 Hz; 
sens for line-level inputs 50 mV; MM phono input 
overload level 150 mV at 1,000 Hz. 3.5 x 19 x 12 in; 
[5'Ib'z. ae Rh S eer aen t iL pm $2,250 


MC? Stereo Preamplifier. Line only preamp $1,295 


NAD 


1700 Monitor Series Preamp/Tuner 

Remote control including motor-driven volume 
control; semi-parametric tone controls; EPL; bass EQ; 
2-way tape-dubbing; 50 dB stereo separation; S/N 
ratio >80 dB; IF wide/narrow; 14 resets, mixed AM 
and/EM; rackomountableés: c5. luos AN. $798 


1300 Monitor Series Preamplifier 

Features high-resolution phono preamp; bass EQ; null 
switch to amplify L-R difference signal; low-noise MC 
pre-preamp; external processor loop; semiparametric 
tone controls (bass center switchable to 50, 120, or 
250 Hz, treble to 3,000, 6,000, 12,000 Hz) with 1.5- 
octave bandwidth, 12-dB max boost or cut; 2-way 
tape dubbing; infrasonic filter. Max output 12 V; 
RIAA response accurdcy 0,3. os eee $498 


1240 Preamplifier 

Features discrete transistors in phono preamp; inputs 
for MM or MC phono, CD player, tuner, tape, video, 
aux 1, aux 2; treble boost or cut max 7 dB at 10,000 
Hz, bass boost or cut max 10 dB at 50 Hz; switchable 
infrasonic filter down 3 dB at 12 Hz at 12 dB/octave; 
high-current (15 V) headphone amp; bass EQ; 2 
outputs; cartridge capacitance loading. RIAA response 
acburacy EU SHEER S EE ae SCOPI NS $248 


NAKAMICHI 


CA-7A Control Amplifier 

Preamp with full-system wireless remote control of 
Nakamichi series 7 or 5 components. Features total 
isolation of digital and analog sections; isolated 
ground technology; acoustical fine-tuning system; 
motor-driven volume control; inputs for MM & MC 
phono, 2 tape, 2 AUX, tuner, CD; 2 outputs; multi- 
room remote control with RS-7 remote sensor. Input 
sens/imp MC (switchable) 40-80-160 4V/100 ohms, 
MM 2.5 mV/50 kilohms, line 150 mV/12.5 kilohms; 
THD <0,002%; FR 1-100,000 Hz +3 dB.... $2,595 


CA-5 II Control Amplifier 

Features 5 high-level inputs; phono input; copies 
between 2 tape decks in either direction; recording 
deck monitors copying procedure; all inputs and 2- 
sets of output terminals are gold-plated; remote 
power connector optional (SPC-1 power strip); MM- 
or MC-cartridge phono input; output level; bass; 
balance; treble; low-noise FETS; bipolar transistors; 
multi-regulated isolated ground power supply; max 
pre-out level 7 V; 196 THD at 20-20,000 Hz; max input 
level 1,000 Hz; stereo sep 110 dB at 100 Hz CD; FR 
(tuner/CD/Aux/Tape) 1-100,000 Hz +0/-—3 
BEES Ria MED NEM IE AS EP ES, $1,095 


NIKKO AUDIO 


Beta 600 Preamplifier 
Two-band parametric equalizer with variable level, 
variable bandwidth, and selectable frequency turn 





PREAMPLIFIERS 





over controls. 2-record out selectors; CD direct 
circuit isolated from other analog circuitry with the 
shortest signal path as possible; S/N 104 dB; MM/MC 
selector; 2-output terminals; gold-plated pin jacks; 
mechanical switches; THD .002%; S/N 100 dB; chan- 
nel sep Hz 76 dB at 1,000 Hz; 19” rack mountable 
with black die-cast aluminum front plates... . $600 


Beta 400 Preamplifier 

Preamplifier with variable level and variable band- 
width, and selectable frequency turnover controls; 
CD direct circuit isolated from other analog circuitry 
with the shortest signal path as possible; S/N 104 dB; 
MM/MC selector; 2-output terminals; gold-plated pin 
jacks; mechanical switches; total harmonic distortion 
.002%; S/N 100 dB; channel sep Hz 76 dB at 1,000 
PLZ Song. e ra aed Eni RRS eue fà $440 


NOVA 


CPA-100A Preamplifier 

All-discrete, all-JFET preamplifier with option for MC 
amp. Inputs for MM, MC phono; tape; tuner; CD 
player. Max output 12 V; THD 0.01%; IMD 0.01%; MM 
phono sens 2.5 mV for 0.5 V output at 1,000 Hz; MM 
phono input overload level 250 mV; phono gain 34 or 
40 dB switchable; line-level sens 98 mV. Black finish 
with oak side panels. 19 x 4x 9.5 in; 14 lb.. $1,995 
PPA-202. JFET MC head-amp card plugs into CPA- 
100A. Features selectable input imp; 3 gain settings; 
MC phono input. High-overload capability allows 
greater than | V rms undistorted output. FR 0.05-1.5 
mHz +3 dB; S/N 71 dB; THD 0.01%. 6.75 x 3 x 1.5 
Trea cael Oe a Se. Cy ee eet on ee eR ei $300 


ONKYO 


Grand Integra P-308 Preamplifier 

Dual-mono preamp with electrically separate left and 
right circuitry and 2 sets of preamp outputs: output 
#1 is from precision-paired master volume control 
using ALPS potentiometers, output #2 includes fines 
balance adjustment via stepped left and right preci- 
sion resistor aattenuators. Features passive tone 
control system; dual record output selectors; individ- 
ual stereo/mono switching for output | and 2; contra 
bass equalization. Wood side panels included. Inputs 
for MM phono; MC phono; tape; tape 2; tape 3; AUX, 
AUX 2; tuner; CD player and DAT with input 
common-mode noise filters. FR 0.8-170,000 Hz +3 
dB; phono S/N 92 dB; THD 0.000596. 18.25 x 4x 15.88 
DEMO Ib qm Pee She aet: UE ee a $660 


Integra P-304 Preamplifier 

Dual-mono preamp with electrically separate left and 
right circuitry. Features direct tone controls with 
passive equalization; dual record output selectors; 
adjustable phono gain and load imp. Inputs for MM 
phono; MC phono; tape; tape 2; tape 3; AUX, AUX 2; 
tuner; CD player. FR 0.8-170,000 Hz +3 dB; phono 
S/N 85 dB; THD 0.00596. 17.75 x 4x 15.88 in. . $530 


P-3160 Preamplifier 
Preamplifier with selective tone control. Features CD 
direct input; simulated stereo circuitry; direct play 





function; motorized volume control; RI remote 
compatible with supplied controller; 7 inputs; sleep 
timer function when used with Onkyo T-4120 tuner; 
trontpauel VOR ACK). 222. v ool e XU eus $270 


PARASOUND 


P/FET-900 Class A Preamplifier 
FET class A preamplifier. Features FET discrete 
transistors; electronic logic switching; polypropylene 


capacitors; regulated power supply; gold-plated jacks; 
muting relay; variable loudness contour; 10-amp 
power switch; 3 AC outlets; mono switch; 2-tape 
monitors; 2-direction dubbing; separate CD, Video 
inputs; FR 10-80,000 Hz +0.5 dB; THD <.005%; S/N 
SS GBT 25 KZ SANS ERECTO EA $395 


PERREAUX 


SM3 Preamplifier 

High-voltage MOSFET design; inputs for MM/MC 
cartridges; tuner; tape, CD. FR 20-50,000 Hz +0.25 
dB; input sens MC 175 uV rms @ | kHz/47 kilohms, 
100 pF, MM 1.8mV rms; AUX/CD 350 mV rms/20 
kilohms, all other inputs 100mV rms/25 kilohms; 
THD/IMD phono 0.00596, all other inputs 0.008%: 
channel sep 70 dB, 20-20,000 Hz, all inputs. 1.75 x 19 
cls Sans lS Ibe RULES. r4 $2,200 


SA33 Class A Preamplifier 

Features tone controls and large power supply. Gold 
plated input/output sockets. High voltage MOSFETde- 
sign; inputs for MC/MMcartridges; tuner, tape, CD. FR 
20-50,0000 Hz +0.25 dB; input sens MC200 uV rms at 
| kHz/47 kilohms, 100 pF, MM 2.8 m vrms; aux, CD 
350 mvrms/250K ohms; THD/IMDphono 0.005%, all 
other inputs «0.00996 20 Hz-20,000 Hz at rated 
output; channel sep 68 dB 20-20,000 Hz, all inputs. 
1.75x I9 x [Seine D2IDs Smash $1,750 


PIONEER 


C-90 A/V Preamplifier 

Features wireless remote control; motorized rotary 
volume control; 5 audio inputs; 5 video inputs (3 
input/outputs, 2 input only); 3 different power 
supplies; copper-plated chassis; 2 video outputs; 
recording selector/tape-dubbing switch; subsonic and 
high/low filters; loudness, muting, and tone controls; 
video enhancer (detail, sharpness, and noise cancel). 
9x21. x191n Sr ee o Ese sun rus $900 


PROTON 


1100 Preamplifier 

Stereo preamp with separate MC phono input. Fea- 
tures built-in headphone amp; bass equalizer switch; 
listen/record selector; high-level pre-out 18 V. total 
harmonic distortion 0.003% (20-20,000 Hz, 2 V 
output); IMD 0.00396 (2 V output); FR 20-20,000 +2 
dB; high-level input resistance 30 kilohms; line-level 
input sens 150 nV, 2.5 V MM phono, 0.2 uV high- 
level MC, 0.1 uV low-level MC; S/N A-wtd 105 dB line 
level, 94 dB MM phono, 79 dB MC phono; bass control 
at 100 Hz +10 dB; treble control at 10,000 Hz +10 
dB; bass EQ at 75 Hz +3 dB; infrasonic filter at 20 Hz 
-3 dB, slope — 12 dB/oct; phono input capacitance 
selectable between 100, 200, 320 p-f; phono overload 
MM 290 uY (1,000 Hz, 0.1% total harmonic distor- 
tion); MM , phono total harmonic distortion 0.006% 
at 4.5 V ouptut, 0.01% MC phono; RIAA response 
€ 0.2 dB MM phono, +0.3 dB MC phono. 16.5 x 2.5 x 
I3 HS S t eror co eee Rey Re ac ASTU $399 


AP-1000 Preamplifier 

Stereo preamp with separate record and listen selec- 
tors. Features bass, presence, and treble controls with 
bypass circuitry; dual-mono construction with sepa- 
rate power supplies for both channels; two discrete 





preamplifiers; phono preamp section with FET's; 
selectable input capacitance for MM cartridges; multi- 
ple gain levels for MC cartridges; bass EQ switch; 


inputs for phono, tuner, CD, video, tape 1, tape 2; 
headphone jack. THD 0.003%; IMD 0.00396; FR 20- 
20,000 Hz +2 dB; high-level input resistance/capaci- 
tance 26,000 ohms/47pF; residual noise 0.02 mV; 
video S/N 103 dB; tape play S/N 103 dB; MMphono 
S/N 91 dB; MC phono S/N 70 dB. 16.5 x 3.2 x 13.5 in; 
PACS TD oasis aie oos ats e esa e Y Y rU T P CS $259 


PS AUDIO 


5.5 Preamplifier 

Full-function preamp. Features all MOSFET circuitry; 
dual-mono power regulation; extra-large transform- 
er; moving-magnet and moving-coil phono sections; 
5 gain selections for phono cartridge; cartridge 
loading; high-level bypass; remote power supply. THD 
«0/0196; IMD/«0:0196.. 7... 25 od 03 XE $1,195 


4.6 Preamplifier 

Full-function preamp. Features moving-magnet and 
moving-coil phono sections; 5 gain selections for 
phono cartridge; cartridge loading; high-level bypass; 
remote power supply. THD <0.01%; IMD <0.01%; 
MM noise — 82 dB; MC noise —78 dB. 15 Ib . . $659 


QUAD 


Quad 44 Control Unit 

Preamp/control system with lift/step bass control to 
boost low-frequency output of small speakers, attenu- 
ate bass output when operating as filter to give 5-dB 
drop at 2 frequencies; +2-dB tilt control that shifts 
tonal balance; variable filter slope control at 5,000, 
7,000, 10,0000 Hz; all tone controls have defeat 
positions; balance/mono switch; radio, aux, disc, 
tape 1, tape 2 input selectors with optional micro- 
phone or MC phono inputs available. Input sens/imp 
| mV at 35 mV in/47 kilohms phono, 100 mV at 5 V 
in/39 kilohms tape, 1 M ohm radio and aux; FR +0.5 
dB 30-20,000 Hz phono RIAA, 30-20,000 Hz — 0, + 1 
dB; high-level distortion 0.0296; residual noise — 104 
dBA-wid: 12x 4x 8117 lees ze $995 


Quad 34 Control Unit 

Preamp control unit with tilt control; bass control; 
inputs for disc, tape, tuner, aux; 3 push-button filters; 
bass lift and step. Distortion worst case any input 
0.596. Residual noise A-wtd volume control at 
minimum —105 dB; FR +0.3 dB any input except 
phono, FR phono RIAA +0.5dB............ $795 


RCA 


MPT200 Audio/Video Preamp Tuner 

Dimensia A/V control center with unified remote 
control and on-screen status indication when used 
with Dimensia monitor lets you select inputs from up 
to 13 Dimensia components and 5 nonsystem 
components. Features automatic input selection; 
remote control volume, mute, direct access and 
station scan, and off/on; SystemLink cabling; simul- 
taneous recording and playback; auto status indica- 
tion; auto switching; quartz-PLL synthesis tuning; 20- 
station random-tuning memory; preset channel 
scanning; FM search tuning; electronic volume con- 
trol; signal processing loop; preset turn-on volume; 
fluorescent display; muting; bass, treble, and balance 
controls; 4 AC convenience outlets. Tuner section: FM 
sens 12.2 dBf; S/N 73 dB (mono); image rejection 45 
dB; sel 60 dB; sep 40 dB at 1,000 Hz; capture ratio 1.5 
dB; FM FR 30-15,000 Hz. 14.63x 4.13x 13.38 in$339 


REVOX 


B252 Preamplifier 

Microprocessor-controlled preamp with input sensi- 
tivities programmable into nonvolatile memory and 
infrared remote control. Inputs for MM phono; MC 
phono; tuner; tape; tape 2; AUX; phono 2; CD player; 
EQ. FR 20-20,000 Hz +0, -0.2 dB; THD <0.01%; S/N 
96 dB (line input), 75 dB (phono input); MM phono 
sens 1.6-23 mV for 5-mV output; sens for line-level 
inputs 160 mV to 2.3 V. 17.7 x 6x 13 in... $1,400 
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ROTEL 


RC870BX Stereo Preamplifier 

Flat preamp (no tone controls) with inputs for MM 
phono, MC phono, tape 2. Frequency response 4- 
100,000 Hz +0.5 dB, -0.3 dB total harmonic distor- 
tion 0.004%; IMD 0.00496; MM phono input overload 


level 180 mV, MM/MC signal-to-noise ratios 
SUA TOQRB e V ou ch OR EE E ERES ete saeco $449 
RC850 Stereo Preamplifier similar to above but has 2 
tone controls? loka. EE d en NET $249 


JEFF ROWLAND DESIGN GROUP 


Coherence One Preamplifier 

Solid-state FET preamp with companion regulated 
power supply. Accepts all MM and MC cartridges 
directly. Direct-coupled design from input to output. 
Split-passive RIAA equalizer minimizes phono 
equalizer errors. No negative feedback; propriety 
design optimizes low-level signal recognition. Pro- 
vides inputs for | phono and 3 high-level inputs. 
Tape rec outputs selectable from any input. Features 
phase reversal and full muting from front panel; 
separate right/left channel balance controls; master 
volume; balanced outputs standard; outputs mute 
upon powerup or error. 19 x 1.75 x 13 inches; 37 
pounds... robe ice hts ons c ete BNO $3,950 


SAE 


XIP X-Series Preamplifier 

—Computer direct-line fully discrete preamp. Fea- 
tures separate power supply, loading for MM and MC 
phono inputs, rack mountable. Inputs for MM phono, 
MC phono, tape, AUX. FR 20-20,000 Hz + 0.1 dB; max 
output 17 V; THD 0.01%; IMD 0.01%; MM phono sens 
0.07 mV for 0.5 V output at 1,000 Hz; 19 x 1.75 x 12.5 
i bb: us ANIA o da. Le pens $1,200 


P102 Preamplifier 

Computer direct-line preamp with 3 digital tone 
memories, electronic volume and balance controls. 
Features sequential audio muting to provide cross- 
fade between input sources; alphanumeric displays of 
all functions. Inputs for MM phono, MC phono, tape, 
tape 2, AUX, phono 2, CD player, tuner, external 
processor. Frequency response 20-20,000 Hz +0.5 
dB; max output 7.5 V; THD 0.025%; IMD 0.025% IHF; 
MM phono sens 160 mV for 0.5-V output at 1,000 Hz; 
MM phono input overload level 240 mV, 19x 3.5x 14 
HEB ou rosae open. veni so p US $449 


SANSUI 


C-1000 Control/Preamplifier 

Preamplifier with full-function remote control. Fea- 
tures multiple audio inputs; 2 video inputs; motor- 
driven volume control; delay-line video enhancer; 
monitor output; keyboard instrument input; variable 
loudness; remote mute. Preamp output 1,000 mV/1.5 
kilohms; FR 10-100,000 Hz. 3.6 x 17 x 9.4 in; 7.1 
Ip o5 ord dudit d ORE eum mad seo eru $190 


SOUNDCRAFTSMEN 


DX 4200 Preamplifier/Equalizer 

Combination preamp/equalizer with digital audio 
and video inputs. Features in/out balancing to 0.1 
dB; phono preamp has variable cartridge loading (50- 
800 pF, 100/47,000 ohm) adjustable + 20 dB gain MC 


The listings are based on data 
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variable reluctance or MM cartridge inputs; 3-way 
tape dubbing; 2 external signal-processor loops; 
conventional line outputs plus separate autobridge 
line outputs for auto mono bridging of most amps; EQ 
S/N 114 dB; passive-coil filters with 15 dB boost or cut 
for each octave; differential/comparator circuitry for 
true 0.1 dB unity-gain equalizer balancing; 19" rack- 
mount front panel; includes frequency spectrum 
analyzer test record and instant reset Computone 
Charts: 5:25. IS SPESE $699 


DX4000. Same as DX4200 without graphic equalizer 
but with 3 external signal-processor loops .... $439 


Pro-Control Four-Control Center/Preamp. 

Digital C-MOS MOSTROL. Features five tape monitors 
for audio or video tape, CD, tuner and phono inputs. 
Two signal processor loops, sub-sonic filter, and 
direct mode to bypass all processing. Headphone 
jack, auto-bridge circuit to triple amplifier output. 
frequency response 20-20,000 Hz +0.1 dB; total 
harmonic distortion «0.00596; signal-to-noise ratio: 
phono 97 dB, high-level 116 dB. Rack mount front 
panel. 19263:3:x- 10:5 -1nches2 7. 02. 3 4v» $699 
Pro-Control Three Control Center/Preamp. Same as 
above, except with two tape monitors and one signal- 
processing Joop: cA o BESTES NO wre: $49 


DX3000 Preamplifier 

Features bass and treble controls; 2 tape monitors 
with dubbing; stereo video inputs; loudness compen- 
sation; signal-processor input/output. Inputs for MM 
phono, tape, tape 2, CD player, tuner, video. CD 
inputs matched to high dynamic range of players. FR 
5-60,000 Hz +0, — 1 dB; S/N 95 dB; THD 0.01%; MM 
phono sens 1.4 mv for 0.5-v output at 1,000 Hz; MM 
phono input overload level 200 mv at 1,000 Hz; sens 
for line-level inputs 140 mv. 19 x 2.36 x 10 in; 10 
OT sse ue mese Ae MEE Lr P $329 


SHERWOOD 


AP-7020 Preamplifier 

Features discrete pure complementary flat amplifier; 
loudness switch; ultra-low bass EQ: gold-plated 
phono jack; switchable MM/MC phono gain amplifi- 
er; switchable tone control turn-over frequency; 
direct switch (tone bypass); active high and subsonic 
filter; record out selector switch; 2 sets of pre-amp 
output jack; external processor in/out jack; muting 
Switchz 41 x 17:3:x IB estote m $479 


AM-7040 Preamplifier 

Features high speed MOSFET; huge power reserve; 
overload protection; multi-stage LED power indica- 
tor; variable output level control; independent L/R 
power transformer; variable and fixed inputs; heavy- 
duty speaker terminals; 6.4 x 17.3 x 15.7 in... $949 


SONOGRAPHE By 
CONRAD-JOHNSON 


SC1 FET Preamp 

All-FET preamp with matched-FET polypropylene 
and polystyrene capacitors for all audio circuits; 
discrete power-supply regulation; inputs for phono, 
tuner, CD, video, tape | and 2. Frequency response 5- 
100,000 Hz +0.5 dB; max output 10 V; total 
harmonic distortion 0.196; IMD 0.1%; phono overload 
50m V3.5 IS ee eel, cover EIS. $595 


SONY 


TA-E77ESD Preamplifier 

Preamplifier with built-in 16-bit, linear digital-to- 
analog converter with quadruple-oversampling digi- 
tal filter. Features automatic matching of sampling 
rate; audio/video switching capability; S-video in- 
puts and outputs; source direct switch; 12 total input 
sources; passive tone control circuitry; record out 
selector; adaptor terminals; 3-mode cartridge selec- 
tor. IMD 0.001%; total harmonic distortion 0.001%; 
separation >90 dB; FR 5-20,000 Hz +0.5 dB$1,200 


SPECTRASCAN 


LCA-10 Preamplifier 

High gain, high voltage input buffer-amplifier elimi- 
nates cartridge interaction. Low noise MC head amp; 
input for MM, CD, video, tuner, tape | & 2, 2 sets of 
outputs. Frequency response 3-250,000 Hz; total 
harmonic distortion line amp .05%; IMD.05%; signal- 
to-noise ratio 100 dB: sens 100 mV for 1.0 V output; 
SI ORIST MASSE LIS $1,345 


SUMO 


Athena Preamplifier 

Stereo preamp with built-in moving-coil head amp. 
Features discrete circuitry utilizing 1% metal film 
resistors and metalized polypropylene capacitors; 
gold-plated input/output jacks; separate record/ 
mode select functions; linear-phase-matrix subsonic 
filter; high-level bypass; laser-trimmed stepped vol- 
ume control. FR 20-20,000 Hz +0.1 dB; crosstalk 80 
dB; THD/IM <0.01% below 10 V output ..... $699 


SUPERPHON 


Revelation II Preamplifier 

Features 2 tape and processor loops; max output 5 V; 
150 mV MM phono overload; MM phono input 
impedance 47K: ohms. :3355 yi of cdc cae ate $699 
C.D. Maxx Preamplifier 

Features | tape and processor loop; max output 3 
V d ay Oe Ce Re CT oe ee, $329 


TANDBERG 


TCA 3018 Control Preamplifier 

Preamplifier with zero-negative-feedback design. All 
high-level inputs have overload rating of 20 V; 
toroidal transformer with separate winding for each 
ch; separate power supply for each ch; selected metal- 
film resistors and polyprylene capacitors; no tone 
controls; separate record and program selection. 
L7213:X:3:25 x118375: MAING: x ome $2,500 


TCA 3038A Control Preamplifier 

Fully remote controlled unit similar to above. Servo 
controlled volume (when used with remote); tone 
controls; tone defeat; loudness; MM and MC; DAT, 
CD, video, and tape inputs. Remote optional. Rose- 
wood panels; 17.13 x 3.25 x 13.75 in; 11 Ib . $1,350 


TECHNICS 


SU-A200 Class AA Preamplifier 

Features Class AA circuitry to separate voltage 
amplification from current amplification. Voltage 
amp operates in Class A driving Class AA bridge 
circuit which provides ideal load characteristics for 
max linearity and isolation from imp fluctuations. 
Class AA EQ circuit isolates voltage amp from load- 
imp fluctuations. Active Servo power supply. Switch- 
es video signals form A/V inputs as well as audio 
signals from 8 inputs with video output for monitor. 
Inputs for MM phono; MC phono; tape; tape 2/ VCR; 
aux; phono 2; CD player; tuner; video (AV 1). FR 0.5- 
180,000 Hz +0, +3 dB. 17x 5x 14.25 in; 201b$1,250 


SU-A4MK2 Stereo DC Preamplifier 

Features amorphous step-up transformer for extend- 
ed linear response; full- matching phono equalizer for 
all types of cartridges; all Class A with ICL ultra-low- 
noise FET input; low output imp allows remote power 
amp placement; shelving tone controls for EQ; 
presettable CD/aux/video input selector; 4-ganged 
master volume control; infrasonic and high filter 
switches; loudness switch; separate rec selector with 
two-way dubbing; two tape monitors. Maximum 
output voltage rated at 8 volts; 16.94 x 3.81 x 14.19 
inches: 17:6: pounds.-- 2158. EAS v rs $1,190 


SU-A6MK2 Stereo DC Preamplifier 
Features shelving tone controls, selectable turnover 
frequencies, infrasonic filter, audio muting. Inputs 
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More For 
My Money 


Ia always thought you needed big 
speakers to get good sound. So every 
couple of years, some department 
store would have a sale and I would 
buy the biggest speakers I could find 
for the money. Then I moved across 
the country to take a new job. | left 
my old speakers behind. I was sure 
they wouldn't fit in my new apart- 
ment and I was ready for new ones 
anyway. 

After the move, I went shop- 
ping for new speakers at a specialty 
hi-fi store near my apartment. I told 
the salesman to show me something 
under $500. He took me into a room 
full of all kinds and sizes of speakers. 

The first speakers he demon- 
strated were fantastic. The bass was 
big and tight. The stereo image was 
beautiful. Surely it was the biggest 
pair in the room. 

“I don't have the room for 
those big speakers," I said. “And 
besides, I’m sure I can’t afford them.” 

He stopped the demonstration 
to show me a KLIPSCH’ kg% a 
compact and elegant model. “Yeah, 
this is more my size,” I said, "let's 
hear a pair of these." 

"You just did,” he said. 

I bought those kg’s. I paid a 
lot less than I had planned. And, 
believe me, I got a lot more for my 
money. 


For your nearest KLIPSCH dealer, 
look in the Yellow Pages or call toll free, 


1-800-223-3527. 


Yklipsch 


LEGEND IN SOUND- 
P.O. BOX 688 » HOPE, ARKANSAS USA 71801 
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PREAMPLIFIERS 


for MM phono, MC phono, tape 3, tape 2, aux 2, 
phono 2, CD player, tuner, computer, VCR, DAT 
recorder, TV. Max output 8 V; 16.94 x 3.88 x 14.19 
ID. SEM EE e A mM S e $875 


THRESHOLD 


Model FET ten/hl Control Preamplifier 

Dual-ch, high-level noninverting field-effect transis- 
tor preamp dedicated specifically to line-level signal 
applications. Accepts 5 high-level sources and 2 tape 
decks with full flexiblity in record/monitor signal 
routing. External power supply in separate chassis. 
Input J-FETs operated in parallel, doubling transcon- 
ductance and lowering noise and distortion. Second- 
ary gain stages use cascoded MOSFETs to supress 
voltage fluctuations, allowing low distortion even 
when driving loads less than 500 ohms. Circuit 
boards are miltary-grade glass-epoxy with gold-over- 
nickel-over-copper-plated paths. Gold-plated con- 
nectors with Teflon insulation. Precision metal film 
and wirewound resistors are used throughout. Band- 
width response 1.5 Hz and 125,000 Hz at —3 dB 
points; distortion 0.01% at 3 V rms from 20-20,000 
Hz into 1,000-ohm load; crosstalk no greater than 
— 75 dB at 20,000 Hz with 1,000-ohm source; noise 
no greater than —110 dBA referenced to 1 V input; 
input imp 25,000 ohms, nominal; output imp 100 
ohms. Controls for program source selector; record 
signal routing; monitor signal selection; mode selec- 
tor; balance control; audio level control. 1.75 x 19 x 
$2,000 


Model FET nine Preamplifier 

Dual-ch noninverting field-effect transistor preamp. 
Accepts inputs from high- and low-level MC, MM or 
other velocity-output characteristic phono cartridge, 
3 high-level sources, and 2 tape decks with full 
flexiblity in record/monitor signal routing. Cartridge 
section uses single gain-variable preamplification 
stage for MC and MM cartridges. Cartridge loading 
selected by internal DIP switch assemblies. Signal- 
path topologies and power-regulation circuits de- 
rived from FET ten research. External power supply in 
separate chassis. Circuit boards are miltary-grade 
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glass-epoxy with gold-over-nickel-over-copper-plat- 
ed paths. Gold-plated connectors with Teflon insula- 
tion. Precision metal film and wirewound resistors 
are used throughout. FR bandwidth 1.5 Hz and 
125,000 Hz at —3 dB points; distortion 0.01% at 3 V 
rms from 20-20,000 Hz into 10,000-ohm load; high- 
level input imp 25,000 ohms, nominal; output imp 
100 ohms. Controls for program source selector; 
record signal routing; monitor signal selection; inde- 
pendent channel balance control; audio level control. 
175 x:19:x:6:5 in Gah etter hatte EIER $1,750 


FET ten/pc Phono-Cartridge Preamp 

Dual-ch noninverting field-effect transistor preamp 
dedicated specifically to phono-cartridge gain appli- 
cations. Accepts inputs from high- and low-level MC, 
MM or other velocity-output characteristic phono 
cartridge and provides RIAA equalized output suit- 
able for preamp high-level inputs. Single gain- 
variable high-performance stage provides signal in- 
crease required by different cartridge types. 
Combination of active low-frequency and active and 
passive high-frequency equalization make up RIAA 
equalization. Up to 16 different cartridge-loading 
characteristics may be user selected with internal DIP 
switch assemblies. External power supply in separate 
chassis. Circuit boards are miltary-grade glass-epoxy 
with gold-over-nickel-over-copper-plated ^ paths. 
Gold-plated connectors with Teflon insulation. Pre- 
cision metal film and wirewound resistors are used 
throughout. Crosstalk no greater than —70 dB at 
20,000 Hz with 1,000-ohm source; output impedance 
420 Ohms. 75; x: 19:615 AN oem eee tee $1,200 


WINGATE AUDIO 


1000 Audio/Video/Digital Preamp 

Same performance as 550 except: 30 V output with < 
0.02% total harmonic distortion; IMD < 0.02%; MM 
phono overload 400 mV; moving magnetic phono 
signal-to-noise ratio >105 dB; moving cartridge 
phono signal-to-noise ratio >85 dB; separate audio, 
video, and digital switching; dual-mono construc- 
tion; dual independent power supplies; dual chassis; 
switch-selectable phase polarity $2,900 
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“ .. So you're Joseph Paul Carruthers and you were president of Audivex 
speakers. You made many claims for your speakers. Tell me, Joseph, what 
is ‘flux impulse driver’? And ‘no-lag midrange crossover’? What about 
‘vectored ubiquitous maxi-woofer,’ what is that, Joseph?" 
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99( Audio/Video/Preamp 
Same performance as the 550 plus separate audio and 
video switching; remote control .......... $1,995 


660 Audio/Video Preamplifier 
Same performance as the 550 plus separate audio and 
Video SWITCHING cect. cur os MTS RN VIRIS $1,695 


550 Audio Preamplifier 

10096 FET; no negative feedback; MOSFET regulated 
power; toroidal power transformer; ultra-wide band- 
width; 20 V output with no more than 0.05% total 
harmonic distortion; frequency response 0.1-250,000 
Hz +0, —3 dB; intermodulation distortion <0.05%; 
MM phono overload 400 mV; MM phono signal-to- 
noise ratio > 100 dB; MC phono signal-to-noise ratio 
80 dB; selectable phono input impedance .. $1,395 


YAMAHA 


CX-10000 Digital Preamplifier 

Limited Centennial Edition digital control amplifier 
with built-in digital sound field processor and D/A 
converter. Features hi-bit quadruple oversampling; 
hi-bit precision D/A conversion; digital-direct con- 
nection; digital input/output port; digital parametric 
equalizer; 16 user-memory programs combining 
digital sound field and/or digital parametric equaliz- 
er; wireless remote control. Titanium grey with high 
luster walnut end panels; 65 Ib........... $7,500 


HX-10000 Phono Head Amplifier 

Limited Centennial Edition phono head amplifier. 
Features two independent moving-coil head amplifi- 
ers (selectable for phono | and phono 2). Titanium 
gray cabinet with high luster, hand-rubbed walnut 
end panels; 20 pounds..............-.-. $2,500 


CX-1000U Digital Preamplifier 

Digital preamplifier with built-in hi-bit 8-times- 
oversampling digital filter. Features hi-bit twin D/A 
converters; 4 digital (4 coaxial, 3 optical) audio inputs 
and 4 video inputs; continuously variable loudness 
control; 5 audio record outputs and 2 video record 
outputs; 12-position record out selector; provisions 
for simultaneous audio and video recording on two 
VCR's; 1 optical, 2 coaxial digital audio record 
outputs; automatic sampling frequency switching; 6- 
position moving magnet or moving coil phono 
cartridge load selector; source direct switch; audio 
Mute remote cohirols LR $1,199 


CX-800U Preamplifier 

Preamplifier with 8 audio and 3 video inputs. 
Features 4 audio and 2 video record outputs; 9- 
position record out selector; provision for simulta- 
neous audio/video recording on two VCR's source 
direct switch; phase invert switch; continuously 
variable loudness control; 6-position MM and MC 
cartridge load selector; bass and treble controls; 
subsonic filter for frequencies below 30 Hz; remote 
CONWOl Y LLLA Aeon RC $699 


CX-600U Preamplifier 

Preamplifier with 6 audio and 2 video inputs. 
Features 2 audio and | video record output; 6- 
position record out selector; source direct switch; 
continuously variable loudness control; MM and MC 
cartridge switch; bass, treble, and midrange controls; 
subsonic filter for frequencies below 30 Hz; remote 
CONFON PS EO SOIRS TS ERO RORIS $449 
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Mastery. Reliability. Convenience. 
A new hybrid from Audio Research 
leads the way in amplifier technology. 


The Hybrid Lineage 

Audio Research has been a 
leader in developing innovative 
hybrid audio circuits combining 
the linearity and harmonic 
accuracy of vacuum tubes with 
the low noise and long service life 
of field-effect transistors. 


You'll hear that lineage in the 
D125's ability to produce musical 
dynamics with palpable authority, 





By occasionally checking the Low 
Current Monitor LEDs on the 
back of the main circuit board, the 
owner can determine whether 
individual tubes need replacing, 
and do it himself. Quickly, 
economically. 


The D125 allows a wider range 

of installation options, too. Music 
lovers who are looking to reduce 
the visual impact of their amplifi- 


and low-level information with a The D125 Stereo Amplifier cation can tuck the D125 out of 


transparency and lack of grain 
that mimics reality. Given a first-class program source, 
the D125 brings to the soundstage a three-dimensionality 
and precision unique in this price range. 


Unparalleled Convenience and Reliability 
The D125 was also designed to provide day-to-day 
reliability and convenience. 


Sophisticated protection circuitry assures that 
potentially damaging Input signals won't stress the eight 
6550 output tubes. 


Routine maintenance couldn't be easier. Tube balancing 
is controlled automatically, while Plate Current Controls 
allow the owner to keep performance optimized as tubes 
age. Even when output tubes are replaced, the D125 
won't need to be returned to the dealer for rebiasing. 


HIGH DEFINITION® MUSIC REPRODUCTION 


CIRCLE NO. 65 ON READER SERVICE CARD 


sight in a cabinet or closet, thanks 
to its moderate dimensions and quietly efficient fans. 


20 Years of Quality | 

Of course, the quality of components and construction is 
as you would expect in a component from Audio 
Research. And D125 owners can rest assured their 
amplifier will have parts and service support for as long 
as they own it. That's a commitment to customers Audio 
Research has upheld for 20 years. 


Audition the D125 at your Audio Research dealer soon. 


udio research 
orporation 


6801 Shingle Creek Parkway 

Minneapolis, Minnesota 55430 

Area Code 612/566-7570 
Telex: 290-583 . 








INTEGRATED AMPLIFIERS 





ACCUPHASE BY MADRIGAL 


E-303X 150-W/ch Integrated Amp 

Power meters; 3-position loudness compensation; 
inputs for MM phono, MC phono, tuner, tape, tape 2, 
AUX, phono 2, CD player, line 2. 150 W/ch into 8 
ohms; 250 W/ch into 2 ohms; MM phono sens 0.22 
mV for 0.5 V output at 1,000 Hz; sens for line-level 
inputs 13.9 mV; 45.2 Ib; 17.5 x 6.4 x 14.6 in $3,500 


E-302 120-W/ch Integrated Amp 

3-position loudness compensation and power meters. 
Inputs for MM phono; MC phono; tape; tape 2; 
phono 2; CD player; 3 line inputs. S/N 120 dB; MM 
phono sens 0.22 mV for 0.5 V output at 1,000 Hz; 
sens for line-level inputs 7.1 mV; 120 W/ch into 8 
ohms; 180 W/ch into 4 ohms; 35.6 Ib; 17.5 x 5.75 x 
Ain Son cd o Leo ve itt Aves $2,750 


E-205 80-W /ch Integrated Amp 

Parallel push-pull output stage driven by MOSFET 
driver stage; large power supply; direct-coupled 
circuitry with DC servo; high-gain equalizer; MC- 
input imp selector; 9 inputs; turnover selector switch; 
tape monitor and dubbing switches; subsonic filter; 
outputs for 2 pairs of speakers; speaker selection 
switch; mono switch. Inputs for MM phono; MC 
phono; tape; tape 2; CD player; tuner; 3 line-level 
inputs. Champagne-gold or black-anodized finish. 80 
W/ch into 8 ohms, 100 W/ch into 4 ohms. 17.5 x 5.75 
x:14:563n:30.31b-- 7-55 IEEE oa ens $1,700 


AUDIO DYNAMICS 


CA-2000E Integrated Amplifier 

100-W/ch integrated amplifier. Features CD-direct 
switch; infrasonic filter; CD, tuner, AUX, and 2 tape 
inputs; two phono preamps; separate low-noise class- 
A moving coil preamp; dubbing capability; separate 
power-supply regulators; CD and phono jacks are 
gold-plated; wireless universal remote control for 
Audio Dynamics products................. $799 


AUDIO DESIGN ASSOCIATES 


MRA-808 Multiroom Amp Mainframe 

Contains 8 integrated amplifier modules. Each mod- 
ule features digitally controlled volume, bass and 
treble. 40 W/ch continuous from 20-20,000 Hz into 8 
ohms with no more than 0.03% THD; 60 W/ch into 4 
ohms; slew rate 10 v/usec; IMD 0.0296; 50 Ib; 19 x 12.5 
dS BTE och di e aga P cel. AE a ER E t da $9,927 


DCA-40 Digital Control Amplifier 

Integrated amp with inputs for MM phono, tape, tape 
2, AUX, CD player, tuner. Features electronic digital 
volume control; separate phono preamp. 40 continu- 
ous average W/ch from 20-20,000 Hz with no more 
than 0.0696 THD into 8 ohms; 50 W into 4 ohms; FR 
20-20,000 Hz +3 dB; THD 0.06%. 6 Ibs. 19 x 3.5 x 12 
dT dM oer Lu RSD Ne c me ato a accede $950 


a/d/s/ 
Atelier A2 80-W/ch Amplifier 
Stereo integrated amp with separate input selectors 
for recording and listening. Features 2 tape monitor 
loops; phono preamps for MM and Mc cartridges; 
preamp output and main amp input jacks; LED 
displays; clipping indicators; power output 100 W/ch 





into 4 ohms, 80 W/ch into 8 ohms, 70 W/ch into 2 
ohms; 2:8 Kl Sex, 14; Sins 20: IDSs eorr $699 


AKAI 


AM-93-B 120-W/ch Integrated Amplifier 

Features 120 W/ch with zero drive DC-servo main 
amp; 4-digital direct inputs (2 optical for CD/DAT); 
dual D/A converter; 18-bit processing; 8-times over- 
sampling; digital filter; source direct mode; 11- 
position input selector; low-noise MM/MC phone EQ 
amp; 0.00896 THD resonance free rigid chassis struc- 
PUP Gs xo eee a ree ied Pis TER Ln $1,099 


AM-73-B 100-W/ch Integrated Amplifier 

Features 100 W/ch with zero drive DC-servo main 
amp; 4-digital direct inputs (1 optical for CD/DAT); 
dual D/A converter; 4-times oversampling; digital 
filter; source direct mode; | l-position input selector 
(3 tape monitor); 0.008% THD; resonance free rigid 
chassisstructuré... $0.2... gab Be $799 


AM-52-B 70-W /ch Integrated Amplifier 

Features 70 W/ch with dual-pole DC-servo; source- 
director switch; low-noise MM/MC phono EQ amp; 7- 
position input selector (2 tape monitor); speaker A/B 
selector w/large binding posts; 0.00596 THD; proces- 
sor terminals Torre Ea seeded fae $399 


AM-32-B 50-W/ch Integrated Amplifier 

Amplifier with dual-pole DC-servo delivers 50-W/ch. 
Features source direct mode switch; low-noise mov- 
ing magnet/moving coil phone EQ amp; 7-position 
input selector (2 tape monitor); speaker A/B selector 
with large binding posts; 0.00596 total harmonic 
distortion processor terminals for EQ ........ $349 


ARCAM 


Arcam Delta 90 Integrated Amplifier 

Amplfier with toroidal power transformer delivers 
70-W/ch into 8 ohms. Features inputs for MM/MC 
cartridges, tuner, CD and two-tape recorders; bypas- 
sable limited range tone controls; mono switch; two 
loudspeaker outputs; THD 0.0296 at 60 W; FR 40- 
20,000 Hz -3 dB. 16.93 x 10.43 x 3.54 in..... $749 


Arcam Alpha + Integrated Amplifier 

Amplifier with toroidal power transformer delivers 
30-W/ch into 8 ohms. Features 5 inputs; sensible tone 
controls; headphone socket with loudspeaker mute; 
THD 0.0296 at 25 W; FR 60-20,000 Hz -3 dB. 15.75 x 
cM Eo ASTE P i cios MEO So CMS s RU MA UR $299 


A60-- Integrated Amplifier 

Amplifier with 40-W/ch into 8 ohms features four 
inputs including one dedicated to CD; optional 
MC60 plug-in preamplifier board; two tape outputs; 
switchable hi filter and mono functions; sensible tone 
controls; headphone socket with loudspeaker mute; 
total harmonic distortion 0.03% at 35 W. 17.72 x 9.45 
X 236 1Dn Le esum p RD iI pe Re $399 


Arcam Delta 60 Integrated Amplifier 

Purist integrated amplifier with 50-W/ch into 8 
ohms; 20-20,000 Hz; inputs for MM/MC, straight- 
wire passive preamp section into a high gain power 
amplifier; tuner, CD mono/stereo switch; speaker | 
and 2; THD 0.02% slew rate 25; sens 120 „V; Delta 
BOX CODnVOrter Airs erre ns ow Ses d ER YS $599 


AUDIO BY VAN ALSTINE 


CA-150 Plus Integrated Amplifier 

Features Van Alstine Fet Three Plus hybrid pream- 
plifier circuitry; 240D full complementary power 
MOSFET amp circuits driven from high-current toroi- 
dal power transformer and 2-stage power supply with 
isolated regulated preamp sections; precision track- 
ing volume control and balance control; phono, CD, 
and tuner inputs; dual tape-to-tape monitoring and 
dubbing capability; drives two pairs of speakers 
simultaneously or separately; headphone jack; 75 
W/ch into 8 ohms with less than 0.01% THD. 13.5 x 


12:5 x: 45m. 15/1950 E ete Uere ar Ee $750 
CAMBRIDGE AUDIO 

P55 Intergrated Amplifier 

Features passive segmented equalization on 


MMandMcinputs. Power output is 70 W/ch into 8 
ohms, tone on/off control. THD 0.05%. ....... $648 


P40 Integrated Amplifier 

Features passive segmented phono section; MC/MM 
switchable inputs; large toroidal input transformer; 
40 W/ch; THD 0.0596; S/N MM 80 dB, MC 73 dB, line 80 
AB d sc IJ SS EP HIDSEPIBS Tree $498 


CREEK AUDIO By MUSIC HALL 


5050 Integrated Amplifier 

50-80 W/ch. Multi-function with MM and MC, 
video, CD, tuner, 2 tape to tape in and outs, tape 
monitor, tape to tape dubbing, active/passive tone 
controls, pre-amp out, power amp in, 4 speaker 
switching (A, A & B, B). Amp also bridgeable to mono 
unit to provide 2 mono amps, 100 W/ch..... $950 


4040/S2 40-W /ch Integrated Amplifier 
Inputs for MM phono, CD, tuner, tape in and out. 
Designed for extreme clarity and warmth. 40 W/ch 


into SIONIMS: rive. vie wierd sa CRISE $425 

4140/S2. Similar to above but with 45-65 W/ch; MC 

switch; increased sens and gain............. $525 
DENON 


PMA-1520 Integrated Amplifier 

130 W/ch integrated amplifier. Features Denon 
Optical Class A circuitry. Digital multi-interface 
decoder; 7 audio inputs phono AUXI,2, CD, tuner, 
tape 1, 2. 3 way speaker terminals; CD direct; 
THD.003% -3dB at rated output; IMD.003%; FRI- 
250,000 Hz -3 db at 1W; S/N120 dB; 6.37 x 17.08 x 


[5.43317 29'1D. 105 conn s 104 73x nor ea $1,000 
PMA-920. Similar to the PMA-1520 above except 
WITT LLUDAW SONGS V VETAT uasa chere eu selale $600 
PMA720 00 WJCGTIEL is cies inim I guts n antra $450 
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PMA-250 Integrated Amplifier 

Features high-speed power transistors; simple and 
straight signal path; CD-direct switch; inputs for 
phono, CD, tuner, AUX, tape monitor; dual-concen- 
tric volume controls; headphone jack; large speaker 
terminals for audiophile quality connections. 25 
W/ch min rms into 8 ohms from 20-20,000 Hz with 
no more than 0.08% THD; dynamic power 52 W/ch 
INOS ohms: IMD/O/0396.-. nly. Dye emisor $200 


DUALBY ORTOFON 


PA5060 Integrated Amplifier 
60 watt/ch integrated amplifier with high current 
output capability and MC phono input. Black . $380 


PA5030 Integrated Amplifier 
30 watt/ch integrated amplifier with high current 
output capability and MC phono input. Black . $280 


ELECTROCOMPANTET BY 
MUSIC AND SOUND IMPORTS 


AW100 Integrated Amplifier 

Integrated Amp features 100 W/ch into 8 ohms; 180 
W/ch into 4 ohms; FR 0-100,000 Hz; THD 0.003%; 30 
Nae eor eee ica qua spese dopa a d o $1,495 


HITACHI 


HA-007SW 65-W/ch Integrated Amp 

Drives 2 pairs of speakers; inputs for 2 video sources, 
phono, CD, tuner, videodisc player, tape; bass and 
treble controls; balance control; loudness control; 
subsonic filter; Pure Drive Circuit; MOSFET'S; rose- 
wood end caps. 65 W/ch into 8 ohms; damping factor 
Orat LOOO ANDE 255 CT us LL $400 


HARMAN KARDON 


PM665 Vxi 150-W/ch Integrated Amplifier 

Inputs for A/V, aux, tuner, CD player, phono (MM or 
MC) VCR/tape monitor switches 2 decks and 
source; drives 2 pairs of speakers; selectable turnover 
frequencies (bass 200 or 400 Hz, treble 2,000 or 
6,000); tone defeat; mono switch; capacitance trim 
(normal, 4- 100, 200, 300 pF); phase-correct loudness; 
high and low filters; 2-way tape dubbing; lit mute 
button (20 dB down); preamp out and main in jacks; 
active/passive phono section; 2 power transformers; 
8 150-W power transistors. 150 W/ch into 8 ohms; 
dynamic power 500 W; current capability +80 


AIDS eic ee eod eg ce OT dd eu Sed eec $999 
PM655 Vxi. As above, 90 W/ch; current capability 
+45 amps for 260 W on peaks............. $699 


PM645 Vxi. As above, 90 W/ch; current capability 
+ 30 amps; external processor loop instead of preamp 
ouman dn Jacks ian SENS REIS EE $479 
PM640 Vxi. As above, 45 W/ch; current capability 
+18 amps; neg feedback 20 dB; no low or high 
hitero o ies La abd ere YS PIS DERIT S a $329 


JVC 


AXI100BK Integrated Amplifier 

Features Pure Signal Transceiving; separate CD 
ground; separate CD input with differential input; 
Dynamic Super-A power amp; Gm selector; Gm 
volume; 2-amp construction; inputs include CD 1, 
CD 2, DAT, and 5 others; high-gain phono equalizer 
for MC/MM cartridges; connections for two pairs of 
speakers. 120 W/ch into 8 ohms from 20-20,000 Hz 
with no more than 0.003% THD ............ $720 


KENWOOD 


KA-3300D 150-W/ch Integrated Amplifier 

Basic series digital integrated amplifier with dual 
built-in 16-bit D/A converters. Features optical inter- 
face with DP-3300 CD player; VIG-DLD (Voltage 
Interface Gate with Dynamic Linear Drive) power 
amplifier; quadruple oversampling digital filters; 7- 
pole Butterworth FDNR analog low-pass filters; 3 


sampling frequencies (48/44.1/32 kHz); coaxial digi- 
tal input; 3 tape inputs; dual rec-out selector; 2-way 
dubbing; digital-direct and line-straight switches; 
dual MM/MC phono equalizer amplifiers; Kenwood 
NF-CR tone controls with selectable turnover; high- 
rigidity chassis; audio insulator feet; Sigma Drive 
Type B; variable loudness; subsonic filter; mono/s- 
tereo switch; volume control; gold-plated input jacks; 
150 W/ch min rms; THD 0.00496; S/N 110 dB. 6.69 x 
17.31:x 16:56 in; 3921] bz o Een M $1,199 


KA-880D 100-W/ch Integrated Amplifier 

Basic series integrated amplifier with. VIG-DLD 
power amplifier. Features low-impedance drive capa- 
bility; independent CD input; CD-direct and line- 
straight switches; 3 tape inputs; dual rec-out selector; 
2-way dubbing with monitor switch; MM/MC car- 
tridge selector with NFB loop equalizer amplifier; 
Kenwood NF-CR bass and treble controls; Sigma 
Drive Type B; -30 dB muting; loudness switch; 
subsonic filter; mono/stereo switch; 2 speaker sys- 
tems operation; 100 W/ch min rms; THD 0.00896; S/N 
108:dB..5.69-x 17/31 x 13:5 1m; 22: Ib ss seth. $410 


KA-770D 80-W/ch Integrated Amplifier 

Basic series integrated amplifier with DLD power 
amplifier. Features low-impedance drive capability; 
independent CD input; CD-direct and line-straight 
switches; 3 tape inputs; dual rec-out selector; 2-way 
dubbing with monitor switch; MM/MC cartridge 
selector with NFB loop equalizer amplifier; Ken- 
wood NF-CR bass and treble controls; -30 dB muting; 
loudness switch; subsonic filter; mono/stereo switch; 
2 speaker systems operation; 80 W/ch min rms; THD 
0.008%; S/N 108 dB. 5.69 x 17.31 x 13.5 in; 20.24 
TDi uses ts eee pn Ad ete DI SR $360 


KA-76 100-W/ch Integrated Amplifier 

Features 7-band graphic equalizer; dual-range LED 
power meters; CD/AUX input; 2 tape inputs with 2- 
way tape dubbing and monitor; equalizer recording 
switch; loudness switch; muting; A/B speaker selec- 
tor; headphone jack; 100 W/ch min rms; THD 0.05%; 
S/N 100 dB. 4.31 x 16.56 x 10.88 in; 14.7 Ib. . . $300 


KA-127 125-W/ch Integrated Amplifier 

Features 7-band graphic equalizer and power meters; 
125 W/ch min rms; CD/AUX input; motorized 
volume control; unified full remote control system; 
auto-function; bi-directional tape dubbing; dual vid- 
eo sound inputs; connections and switching for two 
pairs of speakers; full circuit protection; headphone 
jack; THE 0.05%; IMD 0.03%; FR 10-70,000 Hz +0 dB, 
-3 dB; S/N ratio 75 dB; 4.68 x 16.56 x 10.68 in; 17.6 
lbuucs cnb asse rT te Cai Wh. Recht Re $369 


KA-87 100-W/ch Integrated Amplifier 

Features 7-band graphic equalizer; 100 W/ch min 
rms; LED power meters; separate CD input; auto- 
function; bi-directional tape dubbing; dual video 
sound inputs; connections and switching for two 
pairs of speakers; full circuit protection; headphone 
jack; THD 0.05%; IMD 0.03%; FR 10-70,000 Hz; S/N 
ratio 75 dB; 4.31 x 16.56 x 10.87 in; 15.84 Ib. . $269 


KA-V1000R Integrated Amplifier 

80-W/ch, 30-W/ch for rear, 6 video and audio inputs; 
full-function wireless remote control additional 
learning 58 functions programmable; 16-bit digital 
delay; four mode surround sound including Dolby; 3 
indepedent rec selecotrs; super VHS and BETA 
input; built-in sharpness and detail enhancer; on- 
screen data display; motor-driven rotary volume 
controle; eek ee SES DOREM SE $875 


KYOCERA 


A-910 150-W/ch Integrated Amplifier 

Ceramic base/chassis; cutless-core power transform- 
er; DC configuration with DC servo control; fine- 
ceramic linear modularized phono stages. Inputs for 
MM phono, MC phono, tape, tape 2, AUX, phono 2, 
CD player, tuner, video. FR 10-100,000 Hz + 1.5 dB; 


max output 0.25 V at rated sens; S/N 96 dB; MM 
phono sens 2.2 mV for 0.5 V output at 1,000 Hz; sens 
for line-level inputs 250 mV; 150 continuous average 
W/ch from 20-20,000 Hz with no — 0.0296 THD into 8 
ohms; dynamic headroom 1.2 dB; slew rate 90 V/us; 
200 W/ch into 4 ohms with 0.05% THD; damping 
factor 150 (1 kHz); S/N 78 dB. 17 x 5.75 x 16.5 
H»i-3 03 VE RUN RISTORANTE RE BERI $1,500 


LUXMAN 


LV-109 Digital Direct Integrated Amplifier 

Integrated amplifier with built-in D/A converter. 
Features digital interaction with Luxman D-109 CD 
player; 2 digital direct inputs; line straight switch; 
front panel video input jack; signal-processor switch; 
rec-out dubbing selectors; sampling frequency indica- 
tor; tape/video monitor selector; mono/stereo 
switch; —30 dB attenuator switch; bass/treble con- 
trols. 150 W/ch; total harmonic distortion/intermo- 
dulation distortion «0.0996; frequency response 5- 
200,000 Hz —3 dB; signal-to-noise ration (line 
straight) CD/line, tape —110dB; 17.25 x 6.56x 18.13 
irit d IDE go oe a EE ola rA $1,500 


LV-105U Integrated Amplifier 

Features BRID (hybrid) and STAR circuitry; Duo- 
Beta; voltage-driven amplification; tape and video 
dubbing; front-panel inputs (A/V 2, audio-video); rec- 
out selector; video amp and switching capability. 
Inputs for MM phono; MC phono; tape; tape 2; A/V; 
A/V 2; CD player; tuner. 80 continuous average W/ch 
from 20-20,000 Hz into 8 ohms with no more than 
0.2596 THD; 200-ms dynamic power 200 W at 4 ohms; 
FR (audio High level inputs) 3.5-300,000 Hz +3 dB, 
20-20,000 Hz +0.2 dB phono, 10-6 MHz video +1 
dB; S/N 90 dB (MM), 70 dB (MC), 96 dB (tuner, tape, 
CD, video audio); IMD 0.0396. 17.25 x 5.19x 13.88 in; 
253 IB. xo cC ONU Le etes Pee E $1,000 


LE-109 Phono Pre-Amp 

Designed as companion for LV-109. Features sepa- 
rate MC/MM inputs; variable gain and impedance 
switches; MC straight circuit; subsonic filter; 3 step 
attenuator selector. THD 0.00596; FR 20-20,000 Hz +3 
dB; input sens/imp phono | (MC straight) 150 uV/100 
ohms, phono 2 (MM 0 dB) 2.5 mV/47 K ohms, phono 
2 (MC/22 dB) 260 4,V/3,40,100 ohms, Phono 2 (MC 32 
dB) 90 nV/3,40,100 ohms. 17.25 x 2.5 x 12.19 in; 9.9 
IB oA Ce ERU Do PP ul an Ls TES Me T $500 


McINTOSH 


MA-6200 Integrated Amplifier 
Features 100 W/ch into 4 ohms, 75 W/ch into 8 
ohins ABBY cor bat eek le A $1,795 


MARANTZ 


PM-94G 140-W/ch Integrated Amplifier 

140 W/ch integrated amp features Quarter-A design; 
AVSS (automatic voltage supply shift); matched com- 
plementary MOSFET output devices in triple push- 
pull circuit; CD/phono direct switch; tone defeat 
switch; toroidal power transformer; ceramic damped 
capacitors; copper-plated chassis; separate monitor/ 
dubbing selectors for 2 tape decks plus VCR; built-in 
MC step-up transformer; switches for mono mode, 
subsonic filter, muting, speakers on/off; total har- 
monic distortion 0.01%; rosegold with rosewood side 


panels 22575 929 voip rp TRU ee $3,000 
PM-94BL. Similar to PM-95G above except with 
black finish.) a Te EE A $2,800 


PM-84D 100-W/ch Integrated Amplifier 

100 W/ch integrated amp features Quarter-A design; 
AVSS (automatic voltage supply shift); matched com- 
plimentary MOSFET output devices; CD/phono direct 
switch; tone defeat switch; ceramic damped capaci- 
tors; copper-plated chassis; separate monitor/dub- 
bing selectors for 2 tape decks plus video cassette 
recorder; built-in moving coil step-up transformer; 
mono mode switch; THD 0.015%; ........ $1,360 
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PM-74DBL 105-W/ch Integrated Amplifier 

105 W/ch black integrated amp features Quarter-A 
design; AVSS (automatic voltage supply shift); 
CD/phono direct switch; tone defeat switch; ceramic 
damped capacitors; copper-plated chassis; separate 
monitor/dubbing selectors for 2 tape decks; tone 
defeat; switches for mono mode, subsonic filter, 
muting, speakers on/off; IMD 0.03%; THD 0.03%. 8.12 
x/19:5 x 15/5n: 2X IB a, raa ee eco ene $699 


PM-25BL 30-W/ch Integrated Amplifier 

30 W/ch integrated amp features CD/phono direct 
switch; independent heat sinks; 20-20,000 Hz band- 
width; THD 0.1%; IMD 0.03%. 4.62 x 16.5 x 12 in; 11.7 
ERRORI ELEME Ak bls oe ere ees eu $299 


PM-65A VBL 65-W/ch Integrated Amplifier 

65 W/ch integrated amp features CD/phono direct 
switch; 3 monitor loops; 4 position record out; video 
switching; 20-20,000 Hz bandwidth; total harmonic 
distortion 0.03%; intermodulation distortion 0.03%. 
5:373 TOATA LAST INS 22 IO ee tls oto al es $499 


MISSION ELECTRONICS 


Cyrus I 60 W/ch Integrated Amplifier 

Integrated amp with high peak current delivery. Non- 
magnetic, precision fabricated die-cast alloy case and 
chassis; separate listen and record selectors; inputs 
for CD, tuner, hi-fi, video, tape recorder, and MM and 
MC phono cartridges; direct connected, front panel 
mounted headphone socket without loudspeaker 
swithching; metal film resistors; polypropylene ca- 
pacitors; polystyrene capacitors; drives any loud- 
speaker load; fully compatible; FR 20-20,000 Hz; S/N 
83dB:8:5: 313,53: 5 Kg 1:2 US $799 


Cyrus I 30 W/ch Integrated Amplifier 

Integrated amp with high current delivery. Non- 
magnetic, precision fabricated die--cast alloy case 
and chassis; separate listen and record selectors; 
inputs for CD, tuner, hi-fi, video, tape recorder, and 
both MM and MC phono cartridges; direct connected, 
front panel mounted headphone socket without 
loudspeaker switching; close-tolerance metal film 
resistors, polypropylene capacitors, polystyrene ca- 
pacitors; fully compatible; 8.5 x 3 x 13.5 inches; 9 
pbünds: Sco m e eb ee tel. $499 


NAD 


3400 Monitor Series Integrated Amplifier 

Full remote control; 100 W/ch; power envelope 
circuitry; +6.2 dB dynamic headroom; bridgeable; 
lab input; pre-amp out/main in; semi-parametic tone 
controls; Soft Clipping; bass EQ; rack mountable$798 


3240 PE Integrated Amplifier 

40 W/ch; +6 dB dynamic headroom; power enve- 
lope circuitry; bass EQ; speaker imp selector; high 
current; SotteGlpping eus obese odio e $398 


3225PE Integrated Amplifier 

25 W/ch; power envelope circuitry; 85 W IHF 
dynamic power; +4 dB dynamic headroom; Soft 
Clipping; discrete 4 transistor phono pre-amp; pre- 
ampout/mam amps. o. 35; Sees $248 


NEC 


A-910 Integrated Amplifier 

Features unified remote control that can operate 
other NEC audio and video components; inputs for 
MM/McC,phono, tuner, CD player, tape deck, AUX, 
TV and VCR sound sources; independent record and 
input selectors for listening to one source while 
recording another; mute switch; bass and treble 
controls; bipolar power supply for video output to 
keep degradation of video signal to a minimum. 100 
W/ch into 8 ohms from 20-20,000 Hz with 0.00696 
THD, 130 W/ch into 4 ohms; dynamic headroom 2 
dB; frequency response 10-40,000 Hz + 1 dB. 17x 5.1 
KEV n sro E a AA COA uS MIETEN $649 


AV-360 Integrated Amplifier 

Remote-controlled integrated amp with built-in 
Dolby, hall, matrix, and synthetic stereo surround- 
sound processors. Features image enhancer; sur- 
round indicator; 30 watts per channel into each of 4 
channels in normal mode ................. $649 


AV-350 Integrated Amplifier 

Remote-controlled integrated amp with built-in 
Dolby, hall, and matrix surround-sound processors. 
Features 16-bit digital delay; simulated stereo from 
mono sources; 3 volume/balance presets; video 
image enhancer; separate front and rear tone con- 
trols; a master volume control; front/rear volume 
control; front-left, front-right, rear-left, and rear-right 
volume controls; 4 built-in amplifiers that can be 
bridged into 2. Inputs for 2 audio and 4 video sound 
sources. 30 W/ch x 4 ch, 60 W/ch bridged. 17 x 4.3x 
L32 1n 213 Baler eee LOSS ds $579 


AV-330 Integrated Amplifier 

Integrated amp with 24-key infrared wireless remote 
control. Features built-in Dolby, hall, and synthetic 
stereo surround-sound effects; digital delay circuit; 4 
amplifiers: 30 watts per channel for front speakers, 15 
watts per channel for rear speakers; 3 memory 
presets; visual channel balance display; input levels 
and balance controls; audio/video input/output ar- 
ray; high-cut filter; bass-emphasis switch; headphone 
ODI eS Lou TE COTES og? a pl $499 


A-610 Integrated Amplifier 

Features unified remote control that can operate 
other NEC audio and video components; inputs for 
MM/MC phono, tuner, CD player, tape deck, AUX, 
TV and VCR sound sources; independent record and 
input selectors for listening to one source while 
recording another; mute switch; bass and treble 
controls. 60 W/ch into 8 ohms from 20-20,000 Hz 
with 0.006% THD, 80 W/ch into 4 ohms; dynamic 
headroom 2 dB; FR 10-40,000 Hz +1 dB. 17 x 5.1 x 
PBEM Meee a eoa ee es poe TCR SL es $469 


AVA-505 Integrated Amplifier 

Integrated amplifier designed for dynamic surround- 
sound and Dolby Pro-Logic. Features 3- or 5-channel 
amplification; high dynamic power (222 W total); all 
IC construction; separate volume controls for front, 
surround, and center; built-in speaker protection 
relay. 5-channel amplification: 30 W x 4and 60 Wx | 
(center). 3-channel BTL-mode amplification: 60 W x 
3. 0.03% THD; S/N 90 dB. 17 x 4.3 x 13.4 in; 20.3 
Io ATE e m ETT ISP $449 


AV-260 Integrated Amplifier 
Remote-controlled integrated amplifier with built-in 
Dolby, hall, and matrix surround-sound effects. 





Features 3 memory presets; separate left and right 
input level controls; audio and video input/output 
arrays; 30 Wehe tom RU dtu eR UST $349 


Renaissance Series 

PLA-610 Integrated Amplifier 

Remote-controlled integrated amp with built-in 
Dolby Pro-Logic, hall, matrix, and concert surround- 
sound processors. Features 16-bit digital delay cir- 
cuit; 3-position sound memory function; pre-out, 
main-in, and monaural-out terminals; 2 audio/video 
inputs/outputs; 2 audio/video inputs; | audio inpu- 
t/output; 1 audio input; | center out; 2 monitor 
outputs; | monaural output................ $599 


NIKKO AUDIO 


IA-600 Integrated Amplifier 

Integrated amp with 120 W/ch FTC into 8 ohms. 
Features 1.76 dB headroom; 5-60,000 Hz power 
bandwidth; 10 inputs for CD, tuner, phono, aux, tape 





| & 2, video | & 2, signal processor, CD direct; 
permits any source to be routed to all 4-outputs and 
allows listening to one source while recording anoth- 
er; RCA connectors for pre-out and main-in; MM or MC 
selectors, 20 dB muting; subsonic filter; stereo/mono 
switch; bass, treble and balance knobs are back lit; 
THD .003% dB; FR 5-100,000 Hz............ $660 
IA-400. Similar to IA-600 but 80 W/ch Frc at 8 ohms; 
power bandwidth 10-70 kHz............... $530 


ONIX AUDIO BY MUSIC HALL 


OA21 50-W/ch Integrated Amplifier 

Inputs for MM or MC phono, tape, CD player, tuner; 
300 VA toroidal input transformer; 20,000 „farad 
capacitors; MM or MC board. 50 W/ch into 8 ohms; 
FR 15-40,000 +3 dB; 15x 3 x 9 in; IH Ib..... $775 


OA20 35-W/ch Integrated Amplifier 
Inputs for MM, CD player, tuner, and tape. 35 
WGI resco craters hk aiken ered CRIA saa aea da $375 


ONKYO . 


Grand Integra A-G10 Integrated Amplifier 

Features linear 18-bit D/A converter; 150 W/ch rms; 
dual mono design with real phase power supplies; 
Opto-Drive power supply for differential amp; 8- 
times-oversampling digital filter; separate left and 
right Opto-Drive D/A converters; opto-coupling; 
optical and coaxial digital outputs; absolute analog 
phase reversal; source direct mode; remote control; 
wood sidepanels-: eese i desin i RES $1,100 


A-8800 Integrated Amplifier 

Features linear 18-bit DA converter; 100 W/ch rms; 
low-imp drive discrete output section; Opto-Drive 
power supply for differential amplifier; quadruple- 
oversampling digital filter; separate left and right 
Opto-Drive D/A converters; optical and coaxial 
digital inputs; pre-out/main-in terminals... .. $900 


A-8190 Integrated Amplifier 

Features real-phase power supply; full audio and 
video input switching; 6 audio and 2 video inputs 
including MM/MC phono; direct CD input with gold- 
plated terminals; direct tone control with contrabass; 
pre-out terminals; dubbing capability; heavy-duty 
speaker terminals. 100 W/ch min rms into 8 ohms 
from 20-20,000 Hz with no more than 0.008% THD; 
dynamic power 303 W/ch into 2 ohms, 235 W/ch into 
4 ohms; 150 W/ch into 8 ohms; frequency response 2- 


50,0OOKH 2 EE OAB iii es IESU $530 
CW-A90. Optional woodgrain side panels for A- 
SEO Aire SU A Ses area ae a.u $70 


A-8170 Intergrated Amplifier 

Integrated ampiifier features super-servo and delta 
power supplies; full audio and video input switching; 
6 audio and 2 video inputs including moving 
magnet/moving coil phono; direct CD input; direct 
tone controls with contrabass; heavy-duty speaker 
terminals. 80 W/ch min root mean square into 8 
ohms from 20-20,000 Hz with no more than 0.008% 
THD; dynamic power 224 W/ch into 2 ohms, 170 
W/ch into 4 ohms, 115 W/ch into 8 ohms; frequency 
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response 2-50,000 Hz +0, —1 dB. 17.12 x 5.81 x 
EPs LST eee: Se al | Re e dre aie rw er $420 


A-8150 Integrated Amplifier 

Features delta power supply; seven audio inputs 
including MM/MC phono; CD direct input; selective 
tone control; off, A/B, and A + B speaker selection; 
discrete output stage. 60 W/ch min rms into 8 ohms 
from 20-20,000 Hz with no more than 0.06% THD; 
dynamic power 135 W/ch into 2 ohms, 1 10 W/ch into 
4 ohms, 78 W/ch into 8 ohms; FR 1.5-30,000 Hz +1 
dB. 17:12 x 4.31 x 10.69 in; 15.4 Ib. :........ $280 


PHILIPS 


FA 860 Integrated Amplifier 

High current/low impedance drive capability; FTC 
rated at 65 watts, 80 watts; dynamic power 90 watts, 
150 watts, 180 watts; separate power supplies and 
heat sinks; 4 gang volume control; CD Direct and 6 
other inputs; gold plated terminals for CD Direct and 
phono input; phono amplifier for either MC or 
MMcartridge; equalization curve to IEM standard; 
active tone control; parallel, selectable loudspeaker 
outputs for each channel; muting/protection circuit; 
source and tape selected display; metal cabinet; 
headphone output; gold-plated speaker relays; loud- 
ness and mono switches; 2 tape monitors; tape copy 
keys; slide balance control; bi-polar push-pull output 
stages. Output power 8 ohms; THD 0.00896 at 65 watts 
at 8 ohms (1 kHz); IMD 0.0396 at 65 watts at 8 ohms; 
linear inputs FR 18-70,000 Hz + 1.0 dB; equalized 
inputs FR 40-20,000 Hz + 1.0 dB; S/N CD Direct 106 
dB; Sx AES CCP $439 


FA 960 Integrated Amplifier 

High current/low impedance drive capability; FTC 
rated at 100 watts, 125 watts; dynamic power supplies 
and heat sinks for each channel; CD Direct function 
and 6 other inputs; Record Selector for parallel 
recording; Tone Defeat key to bypass bass and treble 
controls; gold plated terminals for CD Direct and 
Phono inputs; high accuracy phono amplifier for 
either MC or MM cartridges; equalization curve to 
IEC standard; active tone control; parallel, selectable 
loudspeaker outputs for each channel; muting/pro- 
tection circuit; source and tape selected display; 
metal cabinet; headphone output; gold plated speaker 
relays; loudness and mono switches; 2 tape monitors; 
tape copy keys; slide balance control; bi-polar push- 
pull output stages. Output power 8 ohms; total 
harmon-ic distortion 0.008% at 100 watts at 8 ohms 
(1 kHz); intermodulation distortion 0.0396 at 100 
watts at 8 ohms; line inputs frequency response 18- 
70,000 Hz + 1.0 dB; pho-no input frequency response 
40-20,000 Hz +0.5 dB; signal-to-noise ratio CD 
Direct 106 dB. 5.75 x 16.5 x 13.25 inches .... $549 


PIONEER 


Elite A-91D Digital Integrated Amplifier 

Integrated amplifier with digital circuit for CD's. 
Features line direct switch; non-resonating frame 
chassis, insulators, and heat sink; non-switching 
circuit type III; separate voltage- and current-ampli- 
fying stages; 2 high capacity, magnetically-shielded 
transformers; independent digital conversion circuit- 
ry; dual digital-to-analog converters; digital filter; 
quadruple-oversampling; analog low-pass filter; six 
digital inputs (two optical); three digital outputs (one 
optical); optical transfer distortion canceller $1,600 


VSA-910 Integrated Amplifier 

Integrated amplifier with continuous average power 
output of 100 watts per channel minimum at 8 ohms 
from 20-20,000 Hertz with <0.005% total harmonic 
distortion. Features surround sound mode with 
continuous average pow-er output of 70 W/ch in 
front speakers, 30 W/ch in rear; non-switching circuit 
type II; Dolby, stadium, and simulated surround with 
digital delay; 4 video inputs; split-screen video 
enhancer; programmable smart remote; acou-stic 
memory: SUDEPABASRS 19 fairies d dee YN VS $830 


A-717 Integrated Amplifier 

Integrated amplifier with continuous average power 
output of 100 W/ch min at 8 ohms from 20-20,000 
Hz with — 0.003% THD. Features non-switching 
circuit type III; separate voltage- and output-amplify- 
ing stages; separate circuit blocks; anti-resonance, 
anti-vibration design; line direct switch; 8 inputs; 
hybrid booster for MC cartridges; independent power 
switch for phono; gold-plated phono and CD inputs. 
17 x:6:25:€ 16.75 i AOAO 7 2... Lr $750 


PROTON 


D540 Integrated Amplifier 

High-current, high-dynamic power amplifier with 
Dynamic Power On Demand (DPD). Features phono 
section with MC and MM phono selections; active 
volume control; anti-clipping circuit. 40 continuous 
W/ch from 20-20,000 Hz; FR 20-20,000 Hz - 0.2 dB; 
S/N 85 dB (unweighted), 105 dB (A-wtd); dynamic 
headroom 6 dB; dynamic power rating: IHF 20 msat 8 
ohms is 160 W, 4 ohms 280 W, 2 ohms 380 W; 100 ms 
duration 8 ohms is 150 W, 4 ohms 220 W, 2 ohms 230 
W; 200 ms 8 ohms is 150 W, 4 ohms 190 W, 2 ohms 
200W:165:x 3[5x12:5in; 19:14 Ib .:.. a $319 


AM-300 Integrated Amplifier 

30 W/ch integrated amp with DPD for 6 dB of 
headroom and a dynamic power rating at 8/4/2 ohms 
of 120/200/220 W. Features low imp drive capability; 
remote control; low-noise MC amp; selectable MC/MM 
input. THD 0.0196; damping factor 90 dB; line input 
sens 150 mV; line input imp 47K ohms/220pF; 
phono input sens MM/MC 2.5/0.25 mV; phono input 
imp MM/MC 47K ohm/100 ohm; crosstalk at 1,000 
Hz is 75 dB; S/N 100 dB for tape and video. . . $289 


AM-200 Integrated Amplifier 

20 W/ch integrated amp with up to 52 W of dynamic 
power at ohms with 0.1596 THD. Features low imp 
drive capability; bass EQ; selectable phono preamp 
load capacitance for any MM cartridge; cassette deck 
loop. IMD 0.1596; damping factor > 150; FR 20-20,000 
Hz +0.2 dB; S/N 102 dB. 16.5x 3x 10 in; 11.4 1b$249 


REALISTIC 


SA-150 Stereo Mini Amplifier 

Inputs for tuner, tape deck, turntable. Mono/stereo 
button; tone control; headphone jack; walnut-grain 
viüylx9202,/ S960 cw RS Rcs QS $60 


SA-10 Stereo Micro Amplifier 

Inputs for ceramic phono, tuner, tape deck. Stereo- 
/mono button; tone control; L/R volume control. 7.9 
x395X 5:540 A ee eee ONCE $30 


ROTEL 


RAS870BX Integrated Amplifier 
Integrated amp with 100 W/ch from 20-20,000 Hz 





bridgeable to 300 W. MC input; CD direct input with 
level control; high current. 0.03% THD; 0.05% inter- 
modulation distortion: e 1.4 22.2520 $649 


RA840BX2 Integrated Amplifier 

50 W/ch 20-20,000 Hz; Upgraded power supply with 
metal bypass caps. Close tolerance selected compo- 
nents; high tolerance; 0.05% THD; 0.08% IMD; MM/MC 
phono inputs; high current ................ $379 


RA820BX2. Similar to RA840BX2 except no MC 
phono and 30 continuous W/ch from 20-20,000 Hz 
with no more than 0.0596 THD into 8 ohms; IMD 
COR oe Pesos He HIN S eM $279 


RA840BX3 Integrated Amplifier 

50-W/ch amplifier with 3 gain stage front end; close 
tolerance selected components; high current design 
MG ie tesa eee VPE OUT TES VUE aT PT CAT $399 


SAE 


1102 Integrated Amplifier 

60 W/ch integrated amp with on board computer to 
eliminate dependency between front-panel control 
switches and audio circuits. Max THD from 20 Hz- 
20,000 Hz 0.02596 at full rated power both ch driven. 
All controls are grouped together by function with 
alphanumeric and digital LED display for input 





functions, tone settings and volume level. Features 2- 
way tape copy; external loop; MM & MC phono inputs; 
3 programmable digital tone memories; sequential 
audio muting (fade out/in when switching inputs); 
high-current power-amp stage; peak/average LED 
powerdisplay9. 25.6.5. Ce don mE $499 


SHARP 


Optonica SM-A75 A/V Surround-Sound Integrated 
Amp 

Features 11 surround effects; 3 user-programmable 
modes; 35 W/ch,*4 ch system; 2 monitor output 
controls; FL display; Super Bass; A/V cross playback; 
wireless remote control; adjustable time delay; ad- 
justable feedback level; dubbing selection; 9 audio 
inputs/5 video inputs; 3 audio outputs/4 video 
outputs. signal-to-noise ratio 89 dB (75 dB phono); 
IMD 0.896; CD frequency response 15-30,000 Hz in 
front, 15-17,000 Hz in rear ... resas es -.. $600 


SHERWOOD 


AJ-1210R Integrated Amplifier 

Features surround sound; full-function infrared wire- 
less remote control; video sound input; loudness 
control; direct switch; low-noise phono amplifier; 
subsonic filter; 100 watts per channel; headphone 
input jack; peak power indicator; mute switch; 
intermodulation distortion 0.04%; signal-to-noise 
ratio 79 dB; frequency response 8-70,000 Hz; 5.1 x 
E7380 DS nob See anche ies SA $449 





AI-1110 Integrated Amplifier . 

Features surround sound; video sound input; loud- 
ness control; direct switch; 50 watts per channel; low- 
noise phono amplifier; rotary-type volume control; 
intermodulation distortion 0.1%............ $219 
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INTEGRATED AMPLIFIERS 


SANSUI 


AU-X901 Integrated Amplifier 

Vintage series stereo integrated amp with Alpha X- 
balanced technology. Features direct-balanced input 
for Sansui CD players; independent record selector 
with OFF position; power amp direct connection; 
high-gain phono EQ for MM and MC cartridges with 
FET input; bass and treble controls; selectable bass 
turnover; gold-plated input/output terminals; A-B 
speaker switching; subsonic filter; loudness contour; 
ext processor loop. Inputs for phono; tuner; tape; tape 
2; tape 3; tape/DAT; CD player; tuner. 130 continuous 
average W/ch from 10-20,000 Hz with no more than 
0.003% THD into 8 ohms, S/N 120 dB; MM phono sens 
2.5 mV/47k ohms. Slew rate + 200V/usec; 17.63 x 
6.31 x 17.38 in;44.1 Ib; black finish ....... $1,000 
AU-X701. Similar to AU-X901 except 100 W/ch into 
8 ohms with no more than 0.00396 THD...... $700 
AU-X501. Similar to AU-X701 except 80 W/ch with 
no more than 0.005% THD ................ $400 


AU-X301 Integrated Amplifier 

Vintage series integrated amplifier with Alpha X- 
balanced technology. Features high-gain phono EQ 
for MM and MC cartridges; independent record 
selector; subsonic filter; A-B speaker switching. 65 
W/ch into 8 ohms from 20-20,000 Hz with no more 
than: 00396 T HDI S daos. ux ei tes ate oie $300 


AU-G99X Integrated Amplifier 

Stereo integrated amp with X-balanced technology. 
Features FL peak power level indicators with meter 
range switch; MC cartridge preamp; bass, treble, and 
midrange tone controls; tone-defeat switch; bi-direc- 
tional tape dubbing with REC selector; low/high 
fillers; muting switch; loudness switch; headphone 
jack; connections for 2 pairs of speakers. 160 W/ch 
into 8 ohms from 20-20,000 Hz with no more than 
0.003% THD; S/N 110 dB (line), 88/70 dB (MM/MC 
SONG int. Ee NE rii Sia Sakae era ua $1,000 


TA-F700ES 105-W/ch Integrated Amplifier 

Features nonmagnetic G-chassis construction; spon- 
taneous twin-drive power supply; super legato linear 
circuitry; source direct switch to route input signal 
directly to volume control; passive tone-control 
circuitry with switch-selectable bass and treble turn- 
over frequencies; defeatable subsonic filter; inputs for 
3 tape decks with dubbing capabilities, MM/MC 
phono, CD player, tuner, and AUX signal; indepen- 
dent record output selector for taping one signal while 
listening to another; A-B, A+B speaker switching. 
105 continuous W/ch into 8 ohms with 0.004% THD, 
140 W/ch into 4 ohms with 0.00896 THD. 17 x 6.38 x 
17:255 40 1Bo ns 22: ee ee EU o sre ERQ $700 


TA-F500ES 80-W /ch Integrated Amplifier 

Features nonmagnetic G-chassis construction; spon- 
taneous twin-drive power supply; super legato linear 
circuitry; source direct switch to route input signal 
directly to volume control; passive tone-control 
circuitry; defeatable subsonic filter; inputs for 3 tape 
decks (2 video); MM/MC phono, CD player, tuner, and 
AUX signal; independent record output selector for 
taping one signal while listening to another; A-B, 
A+B speaker switching. 80 continuous W/ch into 8 
ohms with 0.006% THD, 100 W/ch into 4 ohms with 
QO THD: LIS 7S 147 Sins 29 Ibo ewe. $500 


TECHNICS 


SU-V90I) 100-W/ch Digital Integrated Amplifier 

Digital integrated amplifier that accepts optical or 
coaxial digital outputs from CD players and other 
digital equipment; 4-DAC 18-Bit high resolution 
internal digital signal processing; 100 W/Ch at 
0.002% THD into 8 ohms, both channels driven from 
20-20,000 Hz; 4 D/A; quadruple-oversampling digital 
filler; automatic switching between sampling fre- 
quencies; subsonic filter; direct digital operation 
modei 9.7 ua ra a ehe ems MATURE $1,100 





SU-V10X 120-W/ch Integrated Amplifier 

Features separate record and input selectors and A/V 
terminals. Inputs for MM phono; MC phono; tuner; 
tape; tape 2; aux; phono 2; CD player; DAT deck; 
VCR; TV; tuner. 120 W/ch into 8 ohms; 29.8 Ib; 


16:94.* $8 x 15 Sans a) ove uu. $820 
SU-V7X. Similar to above except 100 W/ch into 8 
ohms; 24:3 bis. oes A de uet ts $625 


SU-AVSS 50-W/ch A/V Integrated Amplifier 

A/V integrated amplifier with digital Dolby sur- 
round-sound. Features digital low-bass synthesis 
with level control; wireless remote control; S-VHS 
input/output terminals; 3 A/V inputs; 7 audio inputs; 
video out and S-VHS video out; FL display; stereo- 
plex simulated stereo. Front: 50 W/ch, both channels 
driven into 8 ohms from 20-20,000 Hz with less than 
0.0296 THD. Rear: 10 W/ch both channels driven into 
8 ohms from 20-20,000 Hz with less than 0.09% 
THD TAGES EROS Deck RE da b RET $800 


SU-V650 90-W /ch Integrated Amplifier 

Integrated amplifier with moving coil and moving 
magnet phono inputs. Features class AA operation; 
tone control defeat switch; subsonic filter; 4-input 
selector with LED indicators; 2 tape loops; record out 
selector; CD-direct operation; 90 W/ch ...... $500 





SU-V450 50-W/ch Integrated Amplifier 

Integrated amplifier rated at 50 W/ch, both channels 
driven into 8 ohms, from 20-20,000 Hz with 
«0.00396 THD. Features phono EQ section; class AA 
operation; tone control defeat switch; 4-input selector 
with LED indicator; 2 tape loops; CD-direct opera- 
HOM sc haters kee ee eds aes UE $360 


TOSHIBA 


XB-1000 Digital Sound Integrated Amplifier 

A/V digital surround-sound processor and controller. 
Features 10 audio inputs; 4 video inputs; numerous 
A/V cross-play options; inputs include 2 tape decks, 2 
VCR’s, CD player, DAT deck, television; 125 W/ch 
stereo, 50 W/ch Dolby surround; remote control; 12 
digital sound effects including concert hall, night 
club, cathedral, stadium, and theater ........ $949 


VECTOR RESEARCH 


VA-1400 100-W/ch Integrated Amplifier 

100-W/ch high-current integrated amp with 8 output 
transistors. 200 W/ch with optional VA-1450 bridg- 
ing amp. Inputs for MM phono; MC phono; tape; CD; 
video sound source. 100 continuous average W/ch 
from 20-20,000 Hz with <0.08% THD into 4 ohms; 
dynamic headroom 2.5 dB; IHF IMD 0.08%; FR 10- 


40,000 Hz +1 dB. 17x3x12in;20lb...... $350 


YAMAHA 


AX-900U Integrated Amplifier 

Integrated amplifier with independent preamp- 
/power amp configuration. Features absolute linear 
amplification; high dynamic power; low-impedance 
drive capability; CD direct position; continuously 
variable loudness control; preamp in/main amp out 
terminals; dual record-out selectors. 130 W/ch min 
rms into 8 ohms from 20-20,000 Hz with less than 
0:00596 THD: Black: 42b; 21s. $749- 


AVX-1009 Integrated Amplifier 

Master A/V control amplifier with 10 audio and 6 
video inputs. Features S-VHS terminals; switchable 4 
channel (65 W/ch front, 14 W/ch rear) or 3 channel 
(65 W/ch front, 28 W center channel out) operation; 
bass, midrange, treble, stereo balance and bass 
extension tone controls; separate rear or center 
channel volume control; 8 mode digital surround 
procesor with continuously variable delay including 
Dolby surround; video enhancer; independent record 
out selection of video and audio signals; 3-mode 
superimpose video monitoring; title editing; master 
volume control; integrated system remote con- 
trüban READS ato £o Mea. f $699 


AX-700U Integrated Amplifier 

Integrated amplifier with low-impedance drive capa- 
bility. Features absolute linear amplification; high 
dynamic power; low-impedance drive capability; CD 
direct position; continuously variable loudness con- 
trol; record-out selector; accessory output loop; 3 tape 
inputs. 110 W/ch minimum root mean square into 8 
ohms from 20-20,000 Hz with less than 0.00596 total 
harmonic distortion. With black finish; 29 Ib . $599 


AVC-50 Audio Video Integrated Amplifier 

Master A/V integrated amplifier with built-in sur- 
round sound decoder. Features 10 audio and 4 video 
inputs and outputs; RS integrated system remote 
control; built-in video enhancer with continuously 
variable sharpness, detail, and level control; 5 sur- 
round modes including Dolby Surround; bass exten- 
sion control; continuously variable delay time con- 
trol. 45 W/ch (front), 45 W/ch (rear) min rms into 8 
ohms from 20,20,000 Hz with less than 0.0596 THD. 
LEY) oe UL oy oat Sectores ee debere $549 


AVC-30U Audio Video Integrated Amplifier 

Master A/V integrated amplifier with built-in sur- 
round sound decoder. Features RS integrated system 
remote control; audio and video input source selec- 
tion; independent record out selection of audio and 
video sources; pre-main coupling loop; 4-channel 
drive. 100 watts per channel (front), 20 watts per 
channel (rear) into 8 ohms from 20-20,000 Hertz with 
less than 0.05% total harmonic distortion. With black 
finish» 2610; Aus EHE DEED eH IA $449 


AX-500U Integrated Amplifier 

Features absolute linear amplification; high dynamic 
power; low-impedance drive capability; CD direct 
position; continuously variable loudness control; 
record-out selector; accessory output loop; MM/MC 
phono selector; 2 tape inputs; banana-plug compati- 
ble speaker terminals. 85 W/ch minimum root mean 
square into 8 ohms from 20-20,000 Hz with less than 
0.0196 total harmonic distortion. With black finish. 
I8 1b.2. S ee teet Seba s peur TA $399 


AX-400U Integrated Amplifier 

Integrated amplifier with low-impedance drive capa- 
bility. Features high dynamic power; continuously 
variable loudness control; pure-current servo phono- 
EQ amp; moving magnet/moving coil phono selector; 
banana-plug compatible speaker terminals. 55 watts 
per channel min-imum root mean square into 8 ohms 
from 20-20,000 Hertz with less than 0.015 percent 
total harmonic distortion. With black finish. 16 
pounds oW qoae pee COMPRAS a $289 
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qe what you really want. Y ES! I want superior stereo sound. 


GARS 
+ 
i 
UN. 
d 
M 
er^. 


NM 
SUA 
Tae 


S 
à 
9 oy 

p 





i» 
A 











» 
us 


a 
Pe 
YA 


NIS j 


^ 
MSS 
6 , ‘fie 


vy. 

D 

i 
M, 


D 
Lo) 


"vi ht 
UN 


ee We test over 70 stereo products in all price ranges Please enter my subscription to Stereo 
e | Review for the term checked below: 


i each year. Stereo Review's product evaluations tell you 
23 5 how the components sound. . . identify unique features | L] One year (12 issues) $6.97 

.compare models to others in the same price bracket. 1 C] Two years (24 issues) $13.94 
We warn you about design quirks, distortion, potential [ ] Three years (36 issues) $20.97 
problems. We make the components suffer—so you 
don't have to. 

You'll appreciate our straightforward explanations 
of audio technology. Telling you how to get more out of 
your equipment. Announcing important breakthroughs. 
E Clueing you in on professional maintenance tips. The 
E kind of inexpensive know-how that can make a million- 
ee dollar difference in how your system sounds. 

Even if you already have the perfect system, you’ll 
value Stereo Review’s record reviews. An average of 30a 
month, in all categories of music. They'll insure that 
your system's power isn't wasted on inferior recordings. 


UO 
ve» S 
FOU s T TT 
iti 
E 


M 
d 
ie 
v 
eS 
OR 
NS 


“tt 
uS, 
y 
ui 
Bras 
AD 
ee, 


? 


Ni 
^ 

"a 
dk 
E» 


z a3 FR 1 WT 
Ce RON Dre DON 
Be LS SI A SCR 
n * "AY 











os Mo 
VES 


" 
EUN 
S AST 4 
A 
Ge, 


a 
ere 
S 


ANY 
e 
Do 
Th 


hy 

ae 

VON 
aes Ni D» "AM. 
S AER 


ys 
ie 


CHECK ONE: L] Payment enclosed. [ ] Bill me later. 


d J 
M ee! 
GAS 
SP SN 
NS 


Au 
BS 


Mr. 
Mrs. 
Ms. 


oes NT. e, 
Thay x ie 
^ e 
B as PS ; e 
Med 
Tat 


(please print full name) 





if 
ih 


Address 


ny 


SN is 
ee, 
MY, 


City 


Salem <-> tS es S NR I 





Annual newsstand cost is $27.00. The full one-year subscrip- 
tion price is $13.94. 


Foreign postage: Add $3 a year for Canada, $5 a year 
(payment in U.S. currency must accompany order) for other 


EUM LU a a PRENSA WE COSE 


Use this coupon to subscribe to Stereo Review at 74% 
















. 9 countries outside U.S. and possessions. Please allow 30 to 60 
OFE It’s one of the best sound investments you'll dara TOT delivery OERI Ke R 
SE ^ UT xy ie aA Na M UG v" EA OS SA ore j í Wed) ^t Le UA i b TASS Les 77 Wa ^ T ; rm "Y T WES US i E 
& SOR oe Veg We Cy ‘ ; ROSES 5 VOSS ne E cut Ad, my. one i? dye NE d I WINS ; N 2^ CM r i Ui 1^ LUN 
GE d n NO QA y. n. Me ite nye? au No Vino iV VA den m, NI “ae ae "NN eS. vds IN y e wedi P, Sa ree Vara ve Ps VR ie je i : zx 
5 AAEN oS Ns HRN SAS AIERY SANTA Re ONN ws eae VER 7, d PY, eum S ee 
Ce EROS, GEREN Bars SRY. i my Sis AUS AE d AN WA P, A N N Dum SA R BY Sis AA a qu Me : 
CARS py” NEED URP SUD NUES NONU Ne 97 BS” RES RET SD DRG pune” eee” NEOS ONS 





TUNERS 








ACCUPHASE BY MADRIGAL 


T-106 AM/FM Stereo Tuner 

Quartz-locked synthesis; 14-station random memo- 
ry; pulse tuning; double-tuned front end; FM stereo 
demodulator; AM synchronous detector; signal- 
strength meter; peak-modulation meter; MPX filter; 
sel switch; muting switch. FM section: 50-dB quieting 
sens, mono 17 dBf, stereo 17 dBf; S/N 83 dB stereo, 
79 dB mono (at 80 dBf A-wtd); FR 10-60,000 Hz +0, 
— 0.5 dB; capture ratio 1.5 dB; sep 50 dB at 1,000 Hz; 
AM sup 80 dB at 65 dBf. AM section: sens 20 uV/m at 
20 dB S/N; 17.5 x 5.06x 14.56 in ......... $2,000 


T-107 Synthesizer FM Tuner 

Electronic tuning; 12-station random memory; auto 
sweep for FM reception; double-tuned front end to 
reject interference and IMD; differential-gain linear 
FM detector; IF filters with flat group-delay character- 
istics; resonator-controlled stereo demodulator; mul- 
tipath and signal-strength meter; MPX filter; muting 
switch; champagne-gold or anodized-black finishes. 
FM section: 50-dB quieting sens 17 dBf; S/N stereo 85 
dB; FR 10-16,000 Hz +3 dB; capture ratio 1.5 dB; sep 
50 dB at 1,000 Hz; AM sup 80 dB; adj-ch rej 30 dB. 
MOR Hook I33n; 12:8 Ib... ses $1,350 


ACOUSTIC RESEARCH 


AR T-02 AM/FM Tuner 

Features infrared remote control of tuning functions; 
system remote operation; 8 AM/FM station presets; 
frequency-syntesized tuning; digital frequency dis- 
play; smooth flywheel-assisted tuning; manual or 
auto station search. FM section: FM usable sens 
(mono) 11.2 dBf (2.0 nV); FM 50-dB quieting sens 
37.2 dBf (40 uV) stereo, 14.6 dBf (3.0 mV) mono; S/N 
75 dB stereo; FR 30-15,000 Hz - 0.5 dB; capture ratio 
1.0 dB; sep 48 dB at 1,000 Hz; AM suppression 58 dB; 
alt-ch sel 60 dB. AM section: FR 60-3,000 Hz +3 dB. 
313 [XXI XS AAT ee ee iiri eere we vie fa rn $499 


ADCOM 


GTP-500 Tuner/Preamplifier 

Preamplifier with built-in tuner can be used with 
Adcom or other power amps. Wireless remote 
control included. Remote sensors available for re- 
mote control from different rooms. Tuner section 
features quartz-referenced digitally synthesized tun- 
ing; auto up and down scan; 8 AM/FM presets; 5-LED 
signal-strength display; high-blend circuit; 2 sets of 
outputs (AC coupled, DC coupled). Preamp section 
features inputs for MM phono; tape; tape 2; CD 
player; tuner. S/N phono A-wtd 85 dB; IMD preamp 
0.001596; sens tuner 36.5 dBf stereo; THD tuner 0.09% 
stereo at 1,000 Hz; S/N tuner 75 dB stereo; sep tuner 


52 dB at 1,000 Hz. 3.325x 17 x 12.75-in..... $600 
GTP-500W. As above with white front panel . $650 
GTP-500S. With silver front pane .......... $650 


GFP-555 AM/FM-Stereo Tuner 

Features quartz-referenced digitally synthesized tun- 
ing; auto up/down scan; instant-recall preset tuning; 
fluorescent digital-frequenty display; 8 AM/FM pre- 
sets; 5-LED signal-strength display; switchable high- 
blend circuit; mono/mute switch; tuning accuracy of 
0.0002596. THD stereo 0.0796 at 1,000 Hz; 50-dB 
quieting sens stereo 35.5 dBf; S/N 78 dB stereo; FR 30- 
15,000 Hz +3 dB; capture ratio 1.5 dB; sep 53 dB at 


1,000 Hz; AM supression 70 dB. 3.25 x 17 x 12.5 - 


LLLA Saee oet e CE MM o, Mv UN EU MNA $500 
GFP-555W. As above with white front panel . $550 
GFT-555S. With silver front panel.......... $550 
Accessories 

RM-3. Optional rack-mount adaptors for GTP-500 
and GE TESUD eet Mati wae ae connate $20/pr 
RM-3W. RM-3 in white ................ $25/pr 
RM-3S. RM-3insilver.............. ss. $25/pr 


XR-500. Optional remote sensor for GTP-500 . $90 


a/d/s/ 

CC4 Digital Tuner/Preamp 

With microprocessor operating system for remote- 
control operation, digital volume and tone controls, 
and alphanumeric display. Remote IR receiver capa- 
bility for multi-room remote control; RS-232 port for 
control by personal computer; digital-synthesized 
tuning with 30 AM or FM stations; optional remote 
control. Preamp section: max output >7 V rms into 
10,000 ohms/1,000 pF; volume and balance control 
range 80 dB in I-dB steps; bass and treble control 
range + 10 dB in 2-dB steps; low bass 0 to +6 dB in 1- 
dB steps. FM section; sens —13 dBf mono; 50-dB 
quieting sens —40 dBf stereo; capture ratio — 1.5 dB; 
sel >65 dB; spurious rejection — 100 dB; stereo S/N 
>70 dB; sep at 1,000 Hz >47 dB. AM section; sens for 
6-dB S/N <10 uY; IF rejection > 50 dB; S/N 44 dB. 2.8 
x 17:5x482m4$ 1b 25! 25: 39. $1,000 


Atelier T2 Digital Tuner 

AM/FM synthesized tuner with 16 station presets and 
auto FM search tuning. Features flywheel manual 
tuning; fine-tuning control; switchable muting; high- 
blend control; LED frequency display; center tuning 
plus signal-strength displays; AC outlets. FM usable 
sens mono 1.0 uV (11.0 dBf) stereo 5.5 uV (26.1 dBf); 
stereo 50-dB quieting sens 15 uV (34.8 dBf); S/N 
mono - 70 dB, stereo >65 dB; FR 10-14,500 Hz, +0, 
-1 dB; ch sep >38 dB at 10,000 Hz; capture ratio 
— 1.8 dB; AM quieting sens <5 uV for 6 dB S/N; image 
rejection >55 dB; S/N (with 1,000-Hz 5-mV signal) 
>44 dB; 2.8 x 17.5 x 14.8 -ind; 13.2 1b ...;.. $539 


RCI Unified Remote Control 
Infrared wireless remote controls CC4, R4 receiver, 
CD3 CD player, and other a/d/s/ components. $150 


AKAI 


AT-93-B AM/FM Tuner 

Quartz digital synthesized AM/FM tuner; 20-station 
random preset; optimum reception system; automat- 
ic select antenna A/B; band width; blend mode and 
hi-cut mode; open loop DC amp in audio section; 
resonance-free rigid chassis structure; separate power 
supply for RF and audio; timer program preset $599 


AT-52-B AM/FM Tuner 

Quartz digital synthesized AM/FM tuner; 16-station 
random preset; IF band selector; 5 step signal strength 
meter; preset station SCAN 1er kw $249 


ARCAM 


Arcam Delta 80 AM/FM Stereo Tuner 
AM/FM tuner with 12 presets features classic flywheel- 
assisted rotary knob for continuous tuning; three- 


color Traffic Lights FM tuning indicator; signal 
strength meter; sens 1.4 uV; S/N 70 dB; FR 20-12,000 
Hz +0.5 dB; capture ratio 1.5 dB. 16.93 x 10.43 x 2.36 
MITTERE MEETS EITOOEEN LT OO $599 


T21 Stereo FM Tuner 

FM tuner has both 5 presets and continuously 
variable tuning. Features bar graph LED frequency 
scale; signal strength meter; tuning indicator; option- 
al genuine wood veneers in teak, walnut, or rosewood 
finish; sens 1.3 nV; capture ration 1.5 dB. 17.72 x 9.45 
PA TIU M Lem ore etim i Foro Redit A $399 


Arcam Alpha AM/FM Stereo Tuner 

AM/FM tuner with flywheel assisted tuning knob and 
supplied station markers. Features three-color Traf- 
fic Lights tuning indicator; stereo beacon; mono 
switch; AFC switch; sensitivity 1.4 aV; signal-to- 
noise ratio —68 dB; frequency response 20-12,000 
Hertz +0.5 dB; capture ration 1.5 dB. 15.75 x 9.1 x 
STA MISC SC TRECE TTITOELTEERIS OS QU $299 


AUDIO BY VAN ALSTINE 


Transcendence Series Two FM. Tuner 

FM tuner with discrete audio stage. Features electron- 
ic signal seeking; digital readout; 5 non-volatile 
station presets; mono/stereo switching; variable tun- 
ing with between-step capability; isolated active 
output circuits; all-metal film resistors and capaci- 
tors; class-A current-sourced predrivers; separate 
shunt-regulated and filtered power supply. 17 x 9x 3 
1s MOND ae ce pee ces at xe sc SPEI $825 


Fet Three FM Tuner 

FM tuner with Overload-Immune FET integrated 
circuitry in the audio stages. Features film coupling 
capacitors; optimized power supply decoupling cir- 
cuits; electronic signal-seeking; tuning; digital read- 
out; non-volatile station presets; mono-stereo switch- 
ing; variable tuning; headphone jack. 17 x 9 x 3 in; 9 
Io Lo ERRORIS he a $525 


AUDIO DESIGN ASSOCIATES 


FM-600A Tuner 

Analog FM tuner with 6 presets and digital frequency 
readout. Features AFC tuning; muting; stereo-blend 
noise filter; stereo/mono mode all front-panel switch- 
able; signal strength/multipath LED meter; 15-pole IF 
filter; rear panel left and right output level controls; 
servo-lock circuitry; standard EIA rack-mountable. 
FM section: FM usable sens stereo 1.9 mV; 50-dB 
quieting sens stereo 2.7 mV; THD 0.1596 at 1,000 Hz; 
S/N 65 dB; FR 15-15,000 Hz +3 dB; capture ratio 1.9 
dB; sep 47 dB at 1,000 Hz; adjacent-ch rejection 90 
dB;I2:15: 19x 85253: 1335.. 2... 04sec ne $2,395 


AUDIO DYNAMICS 


T200 AM/FM Tuner 

Digital-synthesis tuner with Schotz noise reduction. 
Features 8 AM/ 8 FM station presets; auto wide/ 
narrow-bandwidth switching; extended AM response; 
auto station scanning; frequency response 15-15,000 
Hz +0.375 dB; signal-to-noise ratio 77 dB stereo; 
Gaphire ratio! 75;d Be: ot oles a a eee $429 


T2000E AM/FM Tuner 
Programmable AM/FM tuner. Features remote-con- 
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trol; Schotz noise reduction; interference rejection; 
10 AM/IO FM station presets; capture ratio 1.5 dB; 
signal-strength range 25-65 dB; sep 30 dB .... $349 


CAMBRIDGE AUDIO 


T75 AM/FM Tuner 

Digital synthesis tuner with FM and AM wavebands. 
Variable bandwidth, 8 presets on FM and AM, dual FM 
demodulator with linear IF strip............ $799 


T40 AM/FM Tuner 

Analog tuner with AM and two FM wavebands. Dual 
MOSFET tuning head, dual FM demodulator with 
linear IF strip, pilot tone cancelling stereo decoder 
and linear phase "Birdie" filter ............. $599 


CARVER 


TX-11a FM/AM Stereo Tuner 

Digital quartz-synthesized tuner with Asymmetrical 
Charge Coupled FM Detector circuit to reduce 
multipath distortion while retaining full separation. 
13 presets; auto/manual scan; wide/narrow band- 
width selector; antenna. FM section: FM usable sens | 
uV mono; 50-dB quieting sens 3.1 nV; alt-ch sel 110 
dB; adj-ch rej 110 dB; capture ratio 1.0 dB; AM sup 65 
dB; image, i-f, spurious-response ratio 110 dB. AM 
section: sep 35 dB; S/N 77 dB .............. $720 


TX-2 AM/FM Stereo Tuner 

AM/FM tuner with Asymmetrical Charge Coupled 
FM Detector. FM section: FM usable sens mono 1.8 
uV, stereo 4.5 nV; 50-dB quieting sens stereo 5 uV; 
capture ratio 1.5; sep 43 dB at 1,000 Hz; AM sup 60 
dB; alt-ch rej 58 dB; adj-ch rej 28 dB. AM section: sens 
250 nV with built-in antenna, 20 nV with external 
amennavy xo ee ACCES $450 


CREEK AUDIO BY MUSIC HALL 


T40 FM Tuner 
FM tuner with auto mute, AFC, local/DX and narrow/ 
wide switehing PE ES «cen EISE AT $425 


DAVIDSON-ROTH 


Day Sequerra FM Broadcast Monitor 

Features spectrum analyzer, audio vector oscillo- 
scope; FM tuning with | KHz accuracy, multipath 
display; RF frequency counter. Fully balanced, dual 
differential RF signal path with FET circuitry. Modi- 
fied Travis-Smith detector for flat frequency re- 
sponse over 1.2 MHz deviation bandwidth, reducing 
stereo distortion to <0.1% at | KHz. IHF sens 5.0 dBf 
mono/15.0 dBf stereo; 50 dB quieting sens 12.0 dBf, 
S/N 75 dB; FR 30 KHz-15 KHz +0.5 dB; IMD 0.09%. 
Rosewood, walnut, and black cabinet types available; 
TISK TLS X 160; 4955010 5.5.21 20S $8,500 


dbx 


TX1 AM/FM Tuner 

Features Schotz dynamic noise reduction; auto IF- 
bandwidth switching; extended NRSC AM response; 
6 AM/6 FM station presets; mono and high-blend 
switches. FM FR 15-15,000 Hz +0.25 dB; FM S/N 79 
dB stereo; capture ratio 1.5 dB; FM sens (75-ohm 
input) 43.7 dBf (42 uV) stereo with 60-dB s/N. $800 


DENON 


TU-800 AM/FM Tuner 

Features Dynamic-Twin-Drive PLL circuits; 3-step IF 
bandwidth selection; 30-station random preset mem- 
ory; MPX-NR switch; high-sensitivity digital synthesis 
tuning; low-impedance output; auto-scan tuning; 
quick manual tuning; step manual tuning; last- 
channel-tuned memory; large FL display. FM 50 dB 
quieting sens 20 nV (37.2 dBf) stereo, 1.6 nV (15.3 
dBf) mono; signal-to-noise ratio 96 dB mono, 86 dB 
sterec; capture ratio 1.2 dB; AM sup 70 dB. 3.5 x 17.09 
KH edil de Nemec gt ES, EAN a fet. $500 


TU-600 AM/FM Tuner 

Features dynamic PLL detection with auto bandwidth 
selection; 20 AM/FM presets with stored bandwidth 
instruction from each station; low-imp outputs; auto 
or manual scan. Side panels standard. . ...... $400 


TU-550 AM/FM Tuner 

Features front end MOSFET RF; 20-station random 
preset memory; 2-position IF mode selection; MPX 
NR switch; auto scan tuning/manual tuning; last- 





channel memory; fluorescent display; FM usable sens 
0.9, V; S/N mono 84 dB, stereo 78 dB; THD stereo 
0.0896; image rejection 45 dB; IF rejection 85 dB; 2.79 
x 17208 x T1420; 6:84 1b. 15755 i sss $300 


TU-450 AM/FM Tuner 

Quartz-locked digital tuner features 16 station pre- 
sets; digital-synthesis tuning; MPX-NR switch; auto- 
scan tuning; quick manual tuning; manual step 
tuning; last-channel memory. FM 50 dB quieting sens 
23.1 nV (38.5 dBf) stereo, 3.1 nV (21.2 dBf) mono; 
S/N 80 dB mono, 76 dB stereo; capture ratio 1.5 dB; 
AM sup 50 dB. 2.75 x 17.09 x 9.37-in. ....... $225 


DUALBY ORTOFON 


CT5040 AM/FM Tuner 

High-performance AM/FM tuner features digital syn- 
thesis tuning and 40 AM/FM station presets. 
Bises. t shane dee rens s E $220 


HAFLER 


DH-330 AM/FM Tuner 

Quartz-controlled tuner provides exact station selec- 
tion with a digitally synthesized. tuning system. 
Features multipath distortion and noise-sensing cir- 
cuit; 5-station memory; autosearch; digital read out; 
nonvolatile memory; 3 dual-gate MOSFET's; 5 tuned 
front end circuits; triple-tuned RF stage volume 
control and separate output on front panel for taping 
or headphones; kit is comprised of 4 fully assembled, 
tested, and aligned circuit boards which plug togeth- 
er. Usable sens 11.3 dBf, 50-dB quieting sens mono 
15.3 dBf, stereo 36.5 dBf, dist. at 1,000 Hz, 100% 
modulation mono 0.196, stereo 0.1896; capture ratio 
1.5 dB; alternate ch sel 60 dB; sep 45 db at 1,000 Hz; 
35 dB at 10,000 Hz; S/N, mono, 72 dB, stereo, 68 dB; 
assembled... bese ees Leeds See $425 


HARMAN KARDON 


Citation Twenty-Three AM/FM Tuner 

16 presets; infrared remote control; mono and mute 
buttons; LCD readout; Active-Tracking High-Selec- 
tivity (Hi Q) Circuit; digital-synthesized quartz- 
locked tuning; analog fine tuning; flywheel-stabilized 
tuning knob; seek and manual tuning; anodized 
brushed aluminum blue/black finish with molded 
rubber trim; heavy-gauge metal chassis. FM specs: 
50-dB quieting sens stereo 15.2 dBf (normal), 19.1 
(Hi Q); S/N stereo 75 dB (normal and Hi Q); capture 
ratio 0.75 dB (normal), 1.75 (Hi Q); alt-ch sel 65 dB 
(nofmal), /52XHrQ)35: 5s TESTI Ss sie ae $649 


TU920 Active-Tracking AM/FM Tuner 

Active-Tracking High-Selectivity (Hi Q) Circuit; 
digital-synthesized quartz-locked tuning; all-metal 
chassis; 16 presets; muting; 2-way seek; manual 
up/down tuning; 5-LED signal-strength meter; tuned 
indicator. FM specs: S/N stereo 74 dB (normal and Hi 
Q); capture ratio 1.3 dB (normal), 2.0 (Hi Q); alt-ch 


sel 60 dB (normal), 75 (Hi Q).............. $399 
TU911. Similar to above except lacks Active Track- 
ing; signal-strength meter.................- $299 


TU909 AM/FM Tuner 
Digital-synthesized quartz-locked tuning; 6 AM/12FM 
presets; bi-directional seek tuning; black-out LCD; 





ultrawideband; manual tuning; tuned indicator; ste- 
reo indicator; black metal chassis. .......... $229 


HITACHI 


HPT120AVSW AM/FM Tuner/Preamp 

Quartz digital-synthesized tuner section; 20 AM/FM 
presets; unified infrared remote control with LCD 
display; audio inputs for phono, CD, tape; video 
inputs for TV, VCR, videodisc player; electronic 
volume and balance controls; 5-band graphic equaliz- 
er; video signal enhancer; rosewood end caps . $450 


FT-007SW Quartz Digital AM/FM Tuner 

16 AM or FM presets; FCCS designed to eliminate 
intermodulation and interference; auto quieting con- 
trol function; signal-locked indicator for FM; 2-pole 
birdy filters; AM loop antenna; digital display to help 
position FM antenna; rosewood end caps .... $350 


JVC 


FX1100BK AM/FM Tuner 

Computer-controlled quartz-PLL digital-synsthesis 
tuner with Opticalink system for reduced digital 
noise. Features 40 AM/40 FM station presets; auto 
memory; preset scan; variable stop level; dB signal- 
strength indicator; auto QSC; 6-column alphanumer- 
ic display; 2 antenna inputs; program memory and 
monitor for recording off the air unattended; record 
calibration signal generator................ $470 


FX555BK AM/FM Tuner 

Quartz-PLL digital frequency synthesis tuner. Fea- 
tures Opticalink digital noise reduction system; 40 
AM/40 FM station presets; preset scan; variable stop 
level; dB-reference signal-strength indicator; auto 
memory; preset repeat; preset cancel; multi-mode 
LCD; AM loop antenna; CATV antenna control 
Din s AFROS ea don NA RES PCS $240 


KENWOOD 


KT-990D AM/FM Tuner 

Features Pentacle power supply; DLRC (Direct 
Linear Reception Circuit); DLLD (Direct Linear 
Loop Director); DCC (Distortion Correcting Cir- 
cuit); and DPD; usable sens 10.8 dBf, 50 dB quieting 
sens 16.2 dBf; S/N ratio 78 dB at 65 dBf; THD 0.009% 
at 1,000 Hz; alt-ch sel 60 dB; FR 20-15,000 Hz +0.5 
dB: 17531 x 3:06 x 13:06:12: 822 l0; és $375 


Basic KT-880D AM/FM Tuner 

Basic series FM tuner with Pentacle Power Supply 
design. Features Direct Linear Reception Circuit; 
computer-controlled tuning system; 10-key direct- 
access tuning; auto/manual digital tuning; wide/nar- 


The listings are based on data 
provided by the manufacturers. For 
more product information, contact 

an authorized dealer or the 


manufacturer directly. Manufacturers' 
addresses and phone numbers are 
listed in the directory 
beginning on page 217. 
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row FM IF band selector; rec calibration switch; 20- 
station presets; FL display. FM 50 dB quieting sens 
38.8 dBf (24 nV) stereo; S/N 76 dB at 65 dBf, 83 dB at 
85 dBf (stereo); capture ratio 1.0 dB (wide), 2.5 dB 
(narrow); FR 20-15,000 Hz +0.5 dB. 17.31 x 3.06 x 
oos dn JC r 2r re S EAE EC Eo s $280 


KT-87 AM/FM Tuner 

Quartz-synthesis digital tuner; Station Name Preset 
System (SNPS) for 12 AM/FM presets or 20 presets 
without SNPS; 2-event programmable timer; 60- 
minute sleep timer; preset scan; automatic/manual 
tuning; system remote controllable through KA-127; 
usable sens 10.8 dBf (0.95 uV); 50 dB quieting sens, 
stereo 39 dBf at 65 dBf, stereo S/N ratio 73 dB; THD 
stereo 0.396; capture ratio 1.2 dB; alt-ch sel 50 dB 
(+400 kHz); FR 30-15,000 Hz; spurious rejection 
ratio 80 dB; 6.5 x 16.56 x 9.87 in; 6.2 Ib...... $189 


KINERGETICS 


KBT-1 AM/FM-Stereo Tuner 

Designed to correct for hysteresis errors in electronics 
of broadcast station (adjustable correction); circuit 
designed to compensate for components used in 
broadcast station’s electronics; remote power supply; 
digital-synthesis tuning; 5 AM, 5 FM presets; scan 
tuning; selectable IF bandwidth; inputs for 300- and 
75-ohm antennas; finished in black or silver-anod- 
ized brushed aluminum. FM specs: 50-dB quieting 
sens 36.0 dBf stereo; THD stereo 0.05% (wide), 0.10% 
(narrow) at 1,000 Hz, 10096 modulation, signal level 
65 dBf; S/N mono 75 dB, stereo 70 dB; sep 40 dB 
(wide), 45 dB (narrow); capture ratio 1.5 dB; alt ch sel 
70 dB (narrow), 50 dB (wide); image rej 75 dB; pilot 
and subcarrier rej 60 dB. AM specs: sens to 6 dB S/N 
6.3 uV; image rejection 50 dB; IF rejection 50 dB; FR 
4000/6. d Box 3e eueSRESUEY ae ONT cere $695 


KYOCERA 


T-910 Digital AM/FM Tuner 

Digital PLL quartz-synthesized stereo tuner. Features 
Dynamic Noise Reduction; 16 station presets; non- 
ferrous ceramic base/chassis; 2 FM antennas; comput- 
er-programmed narrow/wideband IF selection. FM 
section: FM usable sens 1.7 uV (9.8 dBf); 50-dB 
quieting sens mono 3.0 uV (14.8 dBf); THD 0.07%, 
mono 0.06% at 1,000 Hz; S/N stereo 81 dB, mono 84 
dB; capture ratio 1.0 dB; sep 58 dB at 1,000 Hz; AM 
sup 55 dB; alt-ch rej 85 dB narrow, 40 dB normal. AM 
section: sens 280 uV with built-in antenna, 10 uV 
with external antenna; 26.5 Ib.............. $590 


LUXMAN 


T-111 AM/FM-Stereo Tuner 

Remote AM/FM tuner with cable-ready FM fine 
tuning; unattended program recording; auto-seek 
AM/FM tuning; auto preset (memory) scanning; 20 
random-access AM/FM stations stored in compu-store 
memory; computer analyzed tuning automatically 
adjusts internal parameters to optimize performance 
under variable reception conditions. FM usable sens 
10.8 dbf; 50 dB quieting sens mono 19.0 dbf, stereo 
38.0 dbf; S/N ratio mono 75 dB, stereo 70 dB; THD 
0.296, mono 0.1596 (at 1,000 Hz); separation 50 dB (at 
1,000 Hz); capture ratio 1.3 dB (at 65 dBf & 98.1 
ESAE RS TORT IY ETT E $300 


MARANTZ 


ST 54 AM/FM Stereo Tuner 

Quartz-locked digital frequency synthesis tuner. Fea- 
tures 24-station preset memory (16 FM/8 AM plus 
bandwidth setting for each preset); retains memory 
for 2 weeks without AC or battery; switchable 
wide/narrow bandwidth. .'.............+.-- $780 


ST-432 AM/FM Tuner 

Quartz-digital synthesized AM/FM tuner. Features 24 
random-access preset station memories; remote con- 
trol; last-tuned station recall; non-volatile memory 
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insures against power failure; THD 0.25%; alt-ch sel 55 
dB rejection: ratio 60d B23 Eme $115 


McINTOSH 


MR-7082 AM/FM Tuner 

AM/FM tuner with Signal Locked Loop tuning system. 
Features electronic memory for 7 AM and 7 FM 
stations; digital frequency readout; DMOS-FET RF 
amplifier; double-balanced mixer; PLL MPX decoder; 
audio output suppression circuits for 19 kHz and 38 
kHz carrier; LED tuning meter; electronically regulat- 
ed power supply; internal audio processor; memory 
search; wide-band AM; remote control interface. FM 
section: sensitivity mono 13 dBf (1.3 V) for 30 dB of 
quieting; signal strength for 50 dB of quieting, 18/36 
dBf mono/stereo; capture ratio 1.5 dB; IMD 0.08% 
from 20-15,000 Hz with 100% modulation or less; alt 
ch sel 55 dB; sep 50 dB at | kHz; FM suppression 60 
dB; image rejection 90 dB. AM section: sensitivity 35 
V; S/N 55 dB IHF, 65 dB at 100% modulation; THD 
0.2% at 30% modulation; sel 40 dB IHF; IF response 90 
dB. Power requirement 120 V 50/60 Hz 10 W. 16 x 
Sd X33 cata chon el EE eS. $1,499 


MERIDIAN BY MADRIGAL 


204 FM Stereo Tuner-Timer 

Instant access to 18 preset stations; scan tuning; 
manual tuning in 50-kHz steps; displays frequency, 
preset number, signal strength, or time; battery 
backup; timer controls 200 system. 50-dB quieting 
sens 23 uv stereo; sel 56 dB; capture ratio 1.5 dB; AM 
sup SSB at tats s RENE s rh $1,100 
209. Remote master control works with 204 and 
other Meridian 200-series components; selects FM 
stations; controls 8 inputs, volume, and mute; needs 
9: V-BatieEY oso oe sees mre IIR CERE $150 


NAD 


4300 Monitor Series Tuner 

Features digital frequency synthesis tuning; 55 deci- 
bels stereo separation; 80 dB selectivity; 120 dB 
image rejection; S/N ratio exceeds 80 dB; 8 AM/FM 
presets; IF wide/narrow; FM noise reduction; rack 
POU LAD IG t ceu eee o ERA EPA $598 


4225 Tuner 
14 random AM/FM presets; ultralinear IF filters; 
switchable blend circuit; S/N ratio exceeds 75 dB$248 


NAKAMICHI 


ST-7 AM/FM Stereo Tuner 

Tuner with Schotz noise reduction. Features signal/ 
multipath meter; 16 station presets; output level 
controls (R + L independent). FM IHF sens mono 1.7 
uV (10 dBf), stereo 3.9 uV (17 dBf); FM usable sens 





mono 1.7 uV (10 dBf, stereo 3.9 uV (17 dBf); 50-dB 
quieting sens mono 2.7 uV (14 dBf), stereo 14 nV (28 
dBf); THD stereo 0.0896, mono 0.0696 at 1,000 Hz; S/N 
76 dB stereo, 80 dB mono; FR 20-15,000 Hz +1 dB; 
capture ratio 1.9 dB; sep 55 dB at 1,000 Hz; AM 
suppression better than 60 dB; alt-ch rejection >60 
dB. 17.12 x 2:5 x EHd327anx1l0db; 6:07) 5 oo $725 


NEC 


T-710 Digital AM/FM Tuner 

Computer-controlled quartz-PLL  digital-synthesis 
tuner with 16 AM/FM station presets. Features auto 
scan; preset scan; selectable (wide, narrow) IF band- 
width; FL frequency readout; low-noise dual-gate 
MOSFET front end; multipiex stereo decoder with a 


pilot canceler and active filter; static-resistant low- 
imp AM loop antenna; ladder IF filter. Remote 
controllable when used with NEC unified-remote 
integrated amplifiers. FM usable sens 10.8 dBf (1.9 
NO 23 3 2: ed DUIS TD va em eru ten ea a $299 


T-610 Digital AM/FM Tuner 

Digital quartz-PLL frequency-synthesis tuner with 16 
AM/FM presets. Features auto seek; memory backup; 
ceramic IF filters; LED signal-strength meters; MPX 
filler; auto scan; low-noise junction FET. Alt. ch. 
selectivity 60 dB; stereo separation 0.396; S/N 50 dB; 
image Tejection 3S dB 4. gag os. Ie mu $229 


NIKKO AUDIO 


Gamma-400 Tuner 

Variable high-blend control tuner with memory scan. 
Features 10 FM and 10 AM presets; muting; narrow/ 
wide IF band selector; seek; auto/manual tuning; 





220k microfarad capacitor for power back up; sens 
9.2 dBf; sel 80 dB; sep 60 dB; S/N 86 dB; FR 30-15,000 
Hz +1:dB; 19% rack mountable srs oeat e $440 
T-400. Identical to Gamma-400 but it is standard 
IAS EMA os 4 nE i naed a de beens vs $420 


ONIX AUDIO BY MUSIC HALL 


BWDI FM Tuner 
Designed for high sensitivity, capture ratio and AM 
SUPPTESSION acs erred voto caesis s» VOTES $885 


ONKYO 


Grand Integra T-G10 FM Tuner 

FM tuner with 5-mode APR system. Features 20- 
station random memory with battery-free backup; 
ultra high sensitivity; chassis damping; dual-antenna 
inputs; cable FM tuning capability; timer-controlled 
program preset capability; remote capable with 
supplied controller; wood side panel ........ $850 


T-9090 MKII FM Tuner 

Remote-controlled ultra-high-sensitivity FM tuner 
with computer-controlled APR to automatically or 
manually adjust for stereo/mono, local/DX, high- 
blend, wide/narrow/super-narrow bandwidth, and 
A/B antenna switching. Features multi-function digi- 
tal display; digital readout of signal strength in dBf; 
20 station presets; preset scan; auto memorization; 
timer programming; motorized output level control. 
Cableitesde dee akties Re esce ay eo s $750 


T-4087 AM/FM Tuner 

Tuner with automatic precision reception system to 
control 4 modes (stereo-muting on/mono-muting off, 
auto high-blend on/off, local/DX, and IF bandwidth 
wide/narrow). Features 4 separate power supplies for 
RF amp, IF amp, demodulator, and multiplex decod- 
er; 20 AM/FM station presets; battery-free memory 
backup; MOSFET RF amp front end; PLL demodulator. 
Black finish only. Wood side panels included. FM 
usable sens 17.2 dBf (2 uV) stereo; 50-dB quieting 
sens 36 dBf (17 uV) stereo; S/N 77 dB stereo; FR 30- 
15,000 Hz +1 dB; capture ratio 1 dB. 1825 x 3x 
PAG QIN D Based oos t Luo rege bs $420 


T-4150 AM/FM Tuner 

Computer-controlled quartz-synthesized AM/FM tun- 
er with 3-mode APR, 20 station presets, high-blend 
override, and multi-PLL. FM usable sens 17.2 dBf (2 
uV) stereo; 50-dB quieting sens 36.1 dBf (35 uV) 
stereo; capture ratio 1.3 decibels (wide); FM frequency 
response 30-15,000 Hz +0.5, —1 decibels. 17.2 x 
ISR 14.5 inches; 8:2 pounds. 5, rr rus $320 


TUNERS 


T-4120 AM/FM Tuner 

Digital quartz-synthesized AM/FM tuner with 16 
station presets. Features digital frequency display; 
battery-free memory backup; stereo/mono switch; 
mute on/off; memory and signal-strength indicator. 
FM usable sens 17.2 dBf (2 uV) stereo; 50-dB quieting 
sens 36.1 dBf (35 uV) stereo; capture ratio 1.5 dB 
(wide); FM FR 30-15,000 Hz +1.5 dB. 17.2 x 2.81 x 
LOSGANN OLBIA e ORO EORR OT ed $210 


PARASOUND 


T/DQ-260 Digital Quartz Tuner 

Quartz referenced, digitally synthesized tuner fea- 
tures 16 presets, 8 AM/8 FM; scan/manual tuning; 
mono mode switch; PLL tuning; regulated power 
supply; all metal chassis and panel; sep 50 dB; THD 
«0.196; FR 20-15,000 Hz +0.5 dB; channel selectiv- 
ity GOB: 17:25 x:2:5 KIS Ih ocv xm so eas $285 


TU3 PLL FM Tuner 

5-section tuned-Varicap RF section; microprocessor- 
controlled digital tuning; linear phase filters in IF 
stage; switchable de-emphasis. S/N stereo 68 dBA (at 
65 dBf), usable sens stereo 35.8 dBf (17 nV); THD 
stereo 0.1496; FR 15-30,000 Hz +0.5 dB; capture ratio 
1.5 dB; de-emphasis 25 us, 50 us, 75 us (switchable). 
1:75X 19 3€ 1S S-N SSS 10 ees 5 cei e $1,100 


PHILIPS 


FT 565 Digital-Synthesis Tuner 

Quartz-locked digital synthesis tuner with 24-station 
random memory; 2-level automatic search tuning; 
multi-functional LCD display; S-bar LED signal 
strength indicator; FM noise reduction; optional 
remote control; low-noise Tetrode MOSFET front 
ends, with intrinsic high linearity handle strong 
signals without distortion, and receives weak signals 
clearly; FM mixer oscillator is buffered to suppress 
radio interference; 75 ohm coaxial and 300 ohm 
balanced inputs accept any type of FM aerial input. 
Wave range 87.5-108 MHz; sens at 75 ohm, mono 26 
dB S/N 1.3 nV at 75 kHz deviation; stereo 46 dB S/N 
25 uV at 75 kHz deviation; THD mono/stereo 
0.296/0.596; FR 30-15,000 Hz +0.5 -2 dB; IF suppres- 
sion 80 dB; audio output 1000 mV. 60/66 x 420 x 260 
nim: 3Jdogams . our de SS $259 


PIONEER 


Elite F-91 Digital-Synthesizer Tuner 

Digital AM/FM tuner. Features ARTS (Active Real- 
Time Tracing System) with active IF filter; digital 
decoding; 4-ganged tuning capacitor; MOSFET circuit; 
24 AM/FM station presets; 3-position muting level; 
remote compatible; honeycomb chassis. THD 0.0296; 
alt ch sel 85 dB; S/N 88 dB................. $550 


F-717 Digital Direct Decoder AM/FM Tuner 

Digital-processing tuner. Features electronic twin- 
varicaps; Pulse-Swallow frequency synthesis; 16 ran- 
dom AM/FM presets; large-loop AM antenna; FET 
buffer; 3-point signal indicator; AM stereo adaptor 
terminal. FR 20-15,000 Hz; alt ch sel 56 dB; sep (at | 
kHz) 60 dB; capture ration 1.0dB.......... $325 


F-551 AM/FM Tuner 

AM/FM tuner with quartz-PLL tuning. Features CCTS 
(Computer-Controlled Tuning System); hi-blend cir- 
cuit; 3-speed search; 24 random AM/FM presets; 
digital readout of signal strength; digtal frequency 
display; remote-control capability. FR 30-15,000 Hz; 
alt ch sel 65 dB; sep (at 1 kHz) 40 dB. ....... $170 


PROTON 


440 Digital Tuner 

Schotz AM/FM tuner with Schotz Noise Reduction. 
Features digital station readout; 12 station presets; 
memory backup holds station settings for 2 weeks 


when unplugged; adjustable rear panel output level. 
FM section: FM usable sens mono 1.8 «V (10.3 dBf); 
50-dB quieting sens mono (15.3 dBf), stereo (33.2 
dBf); THD stereo 0.296, mono 0.0596 at 1,000 Hz; S/N 
70 dB stereo, 75 dB mono; FR 20-20,000 Hz + 0.2 dB; 
capture ratio 1.5 dB; sep 45 dB at 1,000 Hz; AM sup 60 
dB; alt-ch rej 55 dB; adj-ch rej 90 dB. AM section: sens 
300 nV with built-in antenna. 16.5 x 2.5 x 9.75 in; 15 
IOs CRM Se ames me Im MA eee $269 


AT-300 AM/FM Stereo Tuner 

AM/FM-stereo tuner with Schotz noise reduction and 
remote control option; 20 station presets; search & 
scan; PLL; FM sens 1.9 uv and 50 dB quieting sens 
(stereo) is 3.5 dB; THD 65 dBf 0.196; S/N 75 dB; sep 50 
IB EU TERE ee NOE 6 WE O, $229 


AT-200 AM/FM Stereo Tuner 

AM/FM stereo tuner with dual-mode tuning system. 
Features search tuning; manual tuning; 12-position 
touchbutton-activated memory for 6 AM/6 FM station 
presets; phase-locked-loop frequency synthesis tun- 
ing; 5-number digital readout; stereo LED indicator; 
mono/stereo selector; signal strength indicator. Us- 
able sens 1.8 uV; THD 0.296; S/N 74 dB stereo; capture 
ratio 1.5 dB; alt ch sel 65 dB; IF rejection 90 dB; stereo 
separation (at | kHz) 45 decibels. 16.5 x 2.5 x 10 
inches: 7; 5 pounds: Mire. oe sat e. dS $209 


FM4 FM Tuner 

FM-stereo tuner designed to be used with Quad 44 
preamp. Features no controls except 8 pushbuttons 
to store/recall station presets, tuning knob, power 
switch; bar-graph meter to indicate signal strength, 
center-channel tuning; dedicated microprocessor 
that recalls desired station from memory, tunes it, 
automatically sets muting, automatic frequency con- 
trol levels. Stations stored in memory remain there 
for up to 5 years, even with power disconnected. 
Available in anthracite grey. Mono/stereo 50-dB 
quieting sens 2.7/25 nV; mono/stereo S/N ratio 76/70 
dB at 1 kHz, 1 mV A-wtd; mono/stereo distortion 
0.0590/0. 1096 stereo; capture ratio 2.5 dB; sel 53 dB; 
image/IF rejection 80/100 dB; frequency response 
20-15,000 Hz +0/-1 dB; crosstalk 40 dB at | kHz; 
pilot-tone suppression 60 dB; deemphasis switchable 
for 50/75 microseconds; power consumption 6 volts; 
321 x 207 x 64 mm; 3 kilograms............ $695 


RCA 


MPT200 Audio/Video Preamp Tuner 

Dimensia A/V control center with unified remote 
control and on-screen status indication when used 
with Dimensia monitor lets you select inputs from up 
to 13 Dimensia components and 5 nonsystem 
components. Features automatic input selection; 
remote control volume, mute, direct access and 
station scan, and off/on; SystemLink cabling; simul- 
taneous recording and playback; auto status indica- 
tion; auto switching; quartz-PLL synthesis tuning; 20- 
station random tuning memory; preset channel 
scanning; FM search tuning; electronic volume con- 
trol; signal processing loop; preset turn-on volume; 
fluorescent display; muting; bass, treble, and balance 
controls; 4 AC convenience outlets. Tuner section: FM 
sens 12.2 dBf, S/N 73 dB (mono); image rejection 45 
dB; sel 60 dB; sep 40 dB at 1,000 Hz; capture ratio 1.5 
dB; FM frequency response 30-15,000 Hz. 14.63 x 
4:13 x.13.38 inches: EEUU cite ts RO. $339 


REALISTIC 


TM-150 AM/FM-Stereo Mini Tuner 

PLL tuning; stereo/mono switch; FM stereo LED; 
illuminated tuning dial; built-in AM and FM antennas; built- 
in terminals for external FM antenna. 9 x 2.5 x 6 
ITICHIGS ea ear swe ascot TRITT ESIIECE NEC $60 


B260-S FM-Tuner 

FM stereo tuner stores 60 preset stations with 
reception modes in non-volatile memory. allows user 
to arrange stored stations into separate groups for 
scanning. Features control prt; max S/N >80 dB; THD 
0.07%; alternate channel selectivity;FR 20-15,000 Hz 


0.5 dB- 17:2 X 4:3 x 134m 15:4:1b...-.. e vex $2,500 
B160 FM-Tuner. Similar to B260-S but stores up to 
a0 preset:Stations’. <<. Tov cea $1,575 


B250-S Tuner/Amplifier 

6 inputs for tuner, tape 1 & 2, aux, CD, and phono 
MM; each input level is adjustable and storeable in 
non-volatile memory. Optional video-switcher pro- 
vides 4 video inputs for sound and picture; remote 
control. Preamp has 2 separate circuits to simulta- 
neously listen/record from 2 different sources; 150 
W/ch; THD <0.015%; S/N 80 dB; 17.7 x 4.3x 13 in; 33 


Ib: a pr Eea ui. we OAM mee VATES EA e $2,500 

B150 Tuner/Amplifier. Similar to B250-S but contin- 

uous average 60 W/ch ......... eese $1,575 
ROTEL 


RT850A AM/FM Tuner 

Quartz-synthesizer tuner with microprocessor cir- 
cuitry. Features 6 AM/6 FM presets, manual and 
autoscan tuning. FM section: usable sens mono 2 uV 
(11.2 dBf), 50-dB quieting sens mono 3 uV (14.6 dBf), 
stereo 40 uV (37.2 dBf); THD stereo 0.2%, mono 
0.08% at 1,000 Hz; S/N 73 dB stereo, 75 dB mono; FR 
30-15,000 Hz +0, -2 dB; capture ratio 1.0 dB; sep 48 
dB at 1,000 Hz; AM suppression 58 dB; AM section: 
sens 300 „V/m; S/N 50 dB; 2.56 x 17 x 11.5-in; 8.5 
IDs oer a A ee aa On THEE OB sao te es $299 


RT830 AM/FM Analog Tuner 

AM/FM stereo tuner with LED indicators for signal 
strength; muting switch. FM section: usable sens 
mono 2 uV (11.2 dBf), 50-dB quieting sens mono 3.5 
uV (16 dBf), stereo 50 nV (39.4 dBf); THD stereo 0.6%, 
mono 0.3% at 1,000 Hz; S/N 65 dB stereo, 70 dB 
mono; FR 35-13,000 Hz + 1.5 dB; capture ratio 2 dB; 
sep 38 dB at 1,000 Hz; AM suppression 62 dB; AM 
section: sens 300 V/m; S/N 45 dB; 2.56 x 17 x 12.56- 
In^ 6: UD. ; Eae reete EM e RA $199 


SAE 


T101 AM/FM Stereo Tuner 

Computer direct-line digital tuner. Features 16 sta- 
tion presets (8 AM/8 FM); auto and manual tuning; 
signal-strength, multipath, and level indicators; IF 
narrow; high blend; memory scan. FM Section: IHF 
sens stereo 3.9 uV (17 dBf); 50-dB quieting sens stereo 
32 uV (35.3 dBf); THD stereo 0.0896 at 1,000 Hz; S/N 
stereo 70 dB. FR 30-18,000 Hz +1, —2 dB; capture 
ratio 1.2 dB; sep 55 dB at 1,000 Hz; alt-ch rejection 
SAMON ABMA OW d eoe cise ic ole ie ee REP oiece $650 


T102 AM/FM Stereo Tuner 
Computer direct-line digital tuner with 16 station 


PRICES LISTED 


are manufacturers' suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 
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presets; auto and manual tuning; IF narrow; high 
blend. FM section: IHF sens stereo 4.1 uV; 50-dB 
quieting sens 34 uV; THD stereo 0.08% at 1,000 Hz; 
S/N 70 dB stereo; FR 30-18,000 Hz +1, —2 dB; 
capture ratio 1.2 dB; sep 55 dB at 1,000 Hz; alt-ch 





rejection — 100 dB narrow; adj-ch rejection —15 dB 
fiarow. 19x 3.5 RS Sine oe UA $349 


SANSUI 


TU-X701 AM/FM Tuner 

Vintage series tuner featuring random presets for 30 
FM and AM stations; numeric keypad for recall; 
programming two station frequencies for unattended 
recording, memory scan; RF mode selection; IF 
bandwidth selection; record calibrator; FM noise 
canceller; mode switch. Usable sen 38.0 dBf (stereo); 
THD 0.009596 (stereo); S/N 98 dB; IF response (at 84 
MHz) 110 dB. 17.63 x 3.81 x 11.81 in; 10.4 Ib $500 


TU-X301 AM/FM Tuner 

Vintage series tuner features digital-synthesis tuning; 
6 AM/6 FM Station presets; FM noise canceller circuit. 
50 dB quieting sens 36 dBf (stereo), 16 dBf (mono); 
S/N 72 dB (stereo), 78 dB (mono); capture ratio | dB. 
17:69 x ESTA 8:94 In S IDs). 2 AL i s. $210 


T-1000 AM/FM Tuner 

AM/FM stereo tuner with quartz-PLL synthesizer 
tuning. Features 16 station presets; high-blend cir- 
cuitry; two FM tuning modes, one for strong signals, 
one for weak signals. 50 dB quieting sens 16.5 dBf; 
S/N 75 dB; capture ratio 1.5 dB. 3.6 x 17 x 9 in; 6 
ND fesse ie y nude esas eR STE XE $145 


SHERWOOD 


TD-7010R Synthesizer Tuner 

Quartz PLL synthesized tuning system. Features 
digital display; MOSFET front end; auto-tuning; 30- 
preset stations; preset scan switch; 10-segment signal- 
strength meter; hi-blend switch; FM mute switch; 
AM/FM reception; AM bar antenna; usable sens 9.8 
dBf; 50 dB quieting sens 36.1 dBf; FR 10-15 Hz +3 
dB; THD 0.25%; 50 dB stereo sep at | kHz; capture 
ratio 1.5 dB; alt-ch sel 70 dB; 3.2 x 17.3 x 8.7 in$319 


TD-1120 Synthesizer Tuner 

Quartz PLL synthesized tuning system. Features 
digital display; 24-preset stations; MOSFET front end; 
auto-tuning; AM/FM reception; AM loop antenna; 





usable sens 11.2 dBf; 50 dB quieting sens 39.2 dBf, 
THD 0.4%; 45 dB stereo sep at 1 kHz; FR 10-15 Hz +3 
dB; capture ratio 2 dB; alt-ch sel 60 dB. 3.2x 17.3x 8.7 
i AC AA RN C SCIEN RH o ety oh. ieee $169 


SONY 


ST-S730ES AM/FM Tuner 

Features radial power-supply design; automatic mi- 
croprocessor exclusion circuit master clock; SST super 
sound tracking; WOIF wave optimized IF system; 
WODD wave optimized direct detector; WODSD wave 
optimized digital stereo decoder; direct comparator 
circuitry. S/N 92 dB stereo, 100 dB mono; THD 





0.007596 stereo, 0.004% mono; sens 10.3 dBf/0.9 uv; 
sel (at 400 kHz) 70 dB; sep (at 1 kHz) 70 dB. 3.38 x 
[8-5 3-475 ine 12 1b 6073. me ee $550 


ST-SS00ES AM/FM Tuner 

Features quartz frequency-synthesis tuning; WODD 
wave optimized direct PLL detector with low distor- 
tion and noise; WODSD wave optimized digital stereo 
decoder; direct comparator circuitry; 10 AM/FM 
station presets; multi-process memory to remember 
various station settings for each preset; calibration 
tone presets for off-air taping. S/N 84 dB stereo; FR 15- 
15,000 Hz 40.2, —0.5 dB; sel 55 dB narrow, 90 dB 
wide: 17:X:3.38.x 13,62. 1879 Ib 22 bo sa $300 


SOUNDCRAFTSMEN 


Pro-Tuner Four AM/FM Stereo Digital Tuner 

Digital quartz-PLL tuner with 16 station presets, 5- 
digit station readout, auto scan tuning, and active 
high-blend filter. 19" rack-mount front panel. IHF 
sens 1.6 nV; S/N 75 dB; distortion 0.08%. 2.36 x 19 x 
123]... oes sation + rale NO RAP SY os E $349 


SUMO 


Aurora Slimline Tuner 

Digital AM/FM tuner. Features auto seek forward/ 
reverse; rotary tuning knob; 8 presets for both AM/FM; 
dynamic impulse noise reduction system; linear- 
phase IF filters; gold-plated output jacks; sens 11 dBf, 
alternate ch selectivity 75 dB; sep at 1,000 Hz 50 dB; 
S/N*82 dBi 19 x: 87S x E75 3dno d. o4 uses $649 


TANDBERG 


TPT 3001A Programmable FM Tuner 

Features computer-type logic servo tuning system; 8- 
ganged varactor tuning diodes in front end, dual-gate 
MOSFET's in R-F and mixer stages; 8-station memory 
preset with touch-button recall and LED program 
readout; wide/normal/narrow IF bandwidth selector; 
autorange signal-strength with 1,000-meter-range 
LED, center tuning/preset frequency meters. Audio 
circuitry includes selected all-metal film resistors, 
polypropylene capacitors, and min negative feed- 
back; mono, ANC, servo, mute switches with LED's; 
3-circuit muting; output level control; S/N 90 dB; 
narrow sel 125 dB. Rosewood side panels option- 
al.s as Rate 0. vou UOTE aS $2,000 


TPT 3031A Programmable FM Tuner 
Remote controlled tuner with 4 ganged diodes; dual 
gate MOSFET’s in RF stage; 16 station preset; manual/ 





auto tuning; zero-negative-feedback audio section. 
Remote control and rosewood side panels optional. 
1 77133-5325 X E375 am M lbs. ees sss. $1,200 


TECHNICS 


ST-G70 AM/FM Tuner 
Stereo tuner with 39 AM/FM station presets. Features 
twin tuner design; automatic IF band width selection; 


10-key random access; class AA operation; auto-scan; 
automatic preset assignment capability; FM signal- 
strength display; DC twin quartz circuitry; DC linear 
switching multiplex filter.................. $380 


ST-G450 Digital AM/FM Tuner 

Digital AM/FM tuner with 24-station presets. Features 
preset channel scan; 10-key direct access; class AA 
operation; FL display; 3-point LED signal-strength 
indicator Eos OE Sick Riv eee Leu LM $270 


TOSHIBA 


ST-5528 AM/FM Stereo Tuner 

Features digital display; 16 station presets; preset 
memory recall; preset scan; automatic digital tuning 
lock-in for each available station; system remote 
Controls 21402599 AIR NA vsus LIO i $170 


VECTOR RESEARCH 


VU-1500 Tuner 

Quartz PLL-synthesized tuner. FM section: alt-ch sel 
60 dB; 50-dB quieting sens mono 3 nV (10 dBf); 50- 
dB quieting sens stereo 40 nV (37 dBf); max S/N A- 
wtd, mono 75 dB, stereo 73 dB; THD mono 0.0896; 
stereo 0.2%. 8.51b; 17x 3x 12.5 in ......... $200 


YAMAHA 


TX-1000U AM/FM Digital Tuner 

Digital AM/FM stereo tuner with computer servo lock 
tuning. Features digital fine tuning; absolute linear 
phase IF amplifier “Alpha” circuitry for 90 dB 
channel selectivity; 2-position IF mode selector; 4 





tuning modes; antenna selector switch; 24-station 
random access memory presets; multi-status memo- 
ry; 4-letter station name display; 24-segment signal 
quality meter; remote control; optical integrated 
system remote compatible.......... e.t areg $549 


TX-900U AM/FM Digital Tuner 

Features integrated system remote compatibility; 
digital fine tuning; 3-position auto/manual IF mode 
selector; 20-station random access preset tuning; 4- 
way station memory; high blend; integrated multi- 
function LCD display. Black; 9 lb ........... $399 


TX-500U AM/FM Digital Tuner 

Features integrated system remote compatibility; 
direct PLL IF count synthesizer tuning; 2-position IF 
mode selector; 20-station random access preset tun- 
ing; 4-way station memory; high blend; integrated 
multi-function LCD display. Black; 9 lb ...... $319 


TX-400U AM/FM Digital Tuner 

Features integrated system remote compatibility; 
direct PLL synthesizer tuning; 16-station random 
access preset tuning; integrated multi-function LCD 
display; auto-search tuning; manual up/down tuning. 
Black MOOG Sch: tace Mea coc c de $249 


The listings are based on data 
provided by the manufacturers. For 
more product information, contact 

an authorized dealer or the 


manufacturer directly. Manufacturers' 
addresses and phone numbers are 
listed in the directory 
beginning on page 217. 
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"Henry Kloss. Member of the Audio Hall 
of Fame. Creator of Acoustic Research in the 
1950's, KLH in the 196055, and Advent in the 
1970's—the dominant speakers of their dec- 
ades—now brings you Ensemble: the best- 
sounding speaker system of this era: 


Ensemble. By Henry Kloss. 


Ensemble is the first of a new generation of 


stereo loudspeaker systems. It combines two 
bass units, two mid- to high-frequency satellite 
units and something you won't find in any hi-fi 
store on earth: 

Your living room. Which now, because of 
Ensembles unique "double-dedicated" design, 
becomes a totally integrated part of the sound 
propagation process giving you perfectly bal- 
anced energy throughout the full ten octaves 
of music. 


The first speaker system 
that doesn't cheat you out of either 


bass or space. 


The fundamental octaves that so much of 
music is built on... 

The almost subaudible but palpable 
sounds generated by the big ppe of the organ, 
the bottom of the acoustic or electric bass, the 
low notes of the synth... 

. . The frequencies completely ignored in the 
so-called "mini-speakers" now in vogue... 

Ensemble provides them. With two dedi- 
cated, acoustic-suspension loudspeakers whose 
jobs are solely to reproduce the bottom two 
octaves of musical significance. 

Ata compact 12x 21"x4.5/ they're small 
enough to be placed where they'll produce the 
best sound, minimizing "standing waves; and 
without visually overpowering your room. 

Beneath the couch, on top of the book- 
shelf, or under the potted plant. ..wherever the 
ear dictates, they ^ye won't be offended. 


As for the other 
8 octaves of music. 


The rest of the sound spectrum, from 
nominal crossover of 140HZ, iS — ^ «ses 
reproduced by a stereo pair of. ..: 
two-way satellite units. Each 95 
incorporates a low-frequency . 
driver, crossing over at 2,700 € 
Hz to a direct-radiator tweeter 
that goes beyond audibility. ! 

They are small enough (4"x5"x8" | 
high) to set the sound stage wherever 
you want it. Finished in 
scratch-proof, gunmetal 


|, they will 
fook Mod for a lene 
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Overcoming the fear 
of paying too little. 

This is more difficult than it may 
sound. Because the Ensemble System 
sells for an introductory price of only 
$499. And it can be jarring to accept the 
notion that a product actually 
outperforms others costing 
several times more. 

The second thing you must 
overcome is the misdirected notion 
that you must go to a dealer showroom and 
listen to the speakers. 

Because the fact is, the only way to 
a the astonishing sound reproduction 
ofthis unconventional system is to audition it 
in your own room environment. Therefore, 
£go, We Sell direct to you, not to dealers. 

va By DUE by mail, or by our 
ont door. With a straightfor- 
ward 30-day money-back 
return policy. 


There is a wager you can make, if you don't 

| mind taking money from house guests. 

Place Ensemble’ satellites where they're visible. 

Then hide one of the bass units under the sofa, 

and put the other on the floor with a plant 
on it. When your friends arrive, bet them 
to point out where the bass is coming from. 

i They'll point to the satellites. Every time. 


CIRCLE NO. 70 ON READER SERVICE CARD 
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Speaking direct! 


to 
the people who make the speaker. 


To our knowledge, no other hi-fi manufac- 
turer invites you to call, talk about, and buy the 
system. (Hello, Mr. Sony?” Try that.) 

In fact, the easiest way to buy Ensemble is 
to call us with your credit card in hand, and 
speak with an expert who will be happy to walk 
you through everything you want to know 
about the system. For literature, for informa- 
tion—or to order—the toll-free 
number is 1-800-252-4434, 
Mon.-Thurs., 9-9, Fri. and 
Sat., 9-6 Eastern Time. 

(In Canada, 1-800-525-4434.) 
Fax # (617) 332-9229, 


The Ensemble Stereo System: 

2 bass units, 2 satellites, 100 
Jeet of wire, mounting units, 
intelligent documentation, 
and a warm body. (Your 
Cambndge SoundWorks 


audio expert.) 





— —— —— —— —— > 


| CAMBRIDGE SOUNDWORKS 


154 California St., Newton, Massachusetts 02158 


O Send more information | 
C Send Ensemble risk-free for 30 days, for $499* 
| I'mpaying by O Check O MC O Visa CO AmEx | 


Acct. Number Exp, P | 
| Signature 
| Name 

Address 
| CI. tae ee Stale Zip 


| 
| 
| 
| Phone (Area Code) NUDO e oos eae 
| 








FOR IMMEDIATE SERVICE: 1-800-AKA-HIFI 
| MA residents add 5% sales tax. 


*Plus freight. Call and ask. Suite 102 





Before you meet the new M-4. OL Bob 
Carver wants you to meet us inspiratio 
the money-is-no-object Silver Seven 


. ‘Because | wanted to have the \ 
: amplifier and the worlds greatest transfer function, 
; ig Silver Seven? 
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that power amplifiers "eur be easil y ly afford- 
able but last year, when 1 began designing a 
powerful new amplifier, I temporarily set aside 
that precept of affordability. The result is the 
Carver Silver Seven Mono Power Amplifier." 
- Destined to redefine ultra-high-end 
- values forever, the Silver Seven is truly a 
“money-is-no-object design. In fact, just 
a single pair of its fourteen KT88/6550A 
Beam Power output tubes cost more 
than some budget amplifiers. 
The Silver Seven employs classic, 
| fully balanced circuit topology and the 
finest components in existence. 
A-450 Ultra Linear output transformers 
with oxygen-free primary leads and pure silver 
secondaries. 





Powerful 


d zT evolution 
Distributed in Canada by: technology 


. Interconnects are Van den Hul Silver. 


orlds finest - 


Wonder Cap capacitors tbrougho a 








e internal wiring is pure silver 

e Wonder Solder throughout. 

e Gold input connectors and high current 
gold output connectors. 


The Silver Sevens polished granite anti- 
vibration base floats on four Simms vibration 
dampers. The separate power supply s power 
transformer end-bells are machined from a 
solid block of high-density aluminum. 

Capable of an astonishing 390 joules 
energy storage, the Silver Seven delivers — 

a conservatively rated 375 watts into 

8 ohms from 20Hz to 20RHz with no more 
than 0.5% distortion. On the |-ohm tap, 
peak current is in excess of 35 amps! 

Sonically, a pair (for stereo) of the flaw- 
less Silver Sevens almost defies description. 







The M4 os, identical trans er, iunction on 
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“What does this hive fo do bith the 
Heu M- 4.01? 

— Everything, Because the M-4.0t precisely 
duplicates the transfer function of the 

Silver Seven. 

Ever wondered why two amplifiers of iden- 
tical wattage can sound different? Or why two 
designs with different output ratings can sound 
much the same? In many cases, it's because 
each power amplifier exhibits a unique rela- 
tionship between its input and output signals. 

Like human fingerprints, this srans/er function 

is subtly distinct, defining much of the sonic 
character of the design. Bob has not only 
perfected the art of measuring an amplifier s 
transfer function, but is able to duplicate it in a 

` completely dissimilar amplifier design! That's 
how he invested his solid state M-1.0t with the 





lier the M-4.Ot instantly draws the pone it 
needs directly from the AC line. - 


tipped vacuum tubes reflecting in polished black - 
lacquer, be assured both amplifiers are the most 


- ‘Because I wanted to share 
icent sound with you we built 
new Carver M-4.0t? 















's gone one better. Ortwo. - 
s powerful scientific method — 
to SQUE the transfer function of the Silver’ 
Seven in the new M-4.0t (now you know wat. 
the"t" signifies). Mind you, we are not saying. 
the M-4 0t is identical to a pair of Silver Sevens. 
An M-4.0t weighs 23 pounds versus the Silver 
Seven at 300 pounds a pair. The Silver Seven - 
stores 390 joules of energy while the M-4.0t 
stores none. As a Magnetic Field Power Ampli- 





for du ees iis you bebes the wor 
has to offer a the best pe nee eve 





Though in RE the M-4. ot you may 
miss the warm glow of the Silver Seven's silver. 


musical, effortless, and open sounding you have - 





Musical 





Accurate. 
CIRCLE NO. 3 ON READER SERVICE CARD 


P.O. Box 1237, Lynnwood, WA 98046 jn 


COMPACT DISC PLAYERS 


ACCUPHASE By MADRIGAL 


DP-80/DC-81 Two-Part CD Player 

DP-80 transport plays discs and DC-81 digital 
processor converts digital signals to analog; optical 
fiber cable. DP-80 features | master clock; linear 
motor laser pickup; <1-sec selection time; ceramic- 
resin mounting floated from chassis; play, search, 
pause, skip back, fast forward, fast reverse, repeat 
disc or phrase; cues by track number; displays current 
track number. DC-81 features D/A converter with 
discrete elements; wideband optical-fiber inputs; 16- 
bit digital signal and deglitch signal for each ch input 
to D/A converter through 17 optoisolators; 121-stage 
double-oversampling digital filter per ch; 9-pole GIC 
Butterworth active filters; direclty coupled 0-dB gain 
buffer amp as output stage; de-emphasis circuit 
consisting of passive elements and buffer amp; 
independent power transformer for each digital and 
analog circuit; fixed- and variable-level audio output; 
XLR-type balanced output; connects to other CD 
players with 75-ohm coaxial-cable terminal. $8,750 


DP-70 Remote-Controlled CD Player 

Play, track search, pause on front panel; number 
keypad, stop, repeat (all, 1, phrase), index search, 
display (track and index or time), scan, and output- 
level controls behind panel; fixed and variable RCA 
outputs; XLR balanced output; 75-ohm coaxial cable 
output; optional wide-band optical-fiber output; 
digital output pins; track selection in <1 sec with 
linear motor; 4-times oversampling (176.4 kHz) 
digital filters; discrete digital-to-analog converter; 5- 
pole GIC Butterworth low-pass filters; isolating 
optocouplers; independent power supply for digital 
and analog circuits; 4 optocouplers input digital data, 
latch clock signal, deglitch signal to D/A converter; 
directly coupled 0-dB-gain buffer amp as output stage 
with push-pull DC servo direct coupling; metal 
shielding; passive elements and buffer amp in de- 
emphasis circuit; ceramic composite resin floating 
mounting; legs lathed from pure brass bar; hairline- 
finish golden panel and natural persimmon side- 
board; infrared remote needs 2 AA batteries. Pass- 
band ripple of digital filters - 0.00005 dB with 
attenuation of —100 dB; 46.4 Ib.......... $6,000 


ACOUSTIC RESEARCH 


CD-06 CD Player 
16 bit, 4x oversampling CD player. Computer driven 
laser swing arm; dual digital to analog converters 





(analog circuitry employs a Gaussian filter for 
elimination of filter delay); random access program- 
ming of up to 20 tracks in any order; scanning, play, 
pause and volume control can be performed by 
remote control. Fixed level and remote variable 
audio outputs as well as digital output. FR 4-20,000 
Hz «0.5 dB; THD 0.00796; S/N 105 dB....... $749 


ADC 


CD 16/2R CD Player 

Slide-drawer-loading CD player with full-function 
remote control and advanced error-processing cir- 
cuitry. Features random 16-track programming; skip 
forward; skip back; fast forward; fast reverse; repeat 
track, disc, or program; 7-pole (7th-order) analog 
filtering; 3-beam laser; displays track number, 
elapsed time of track, remaining time on disc, and 
program in memory. 3.12 x 17.0 x 11.75 in... $250 


ADCOM 


GCD-575 CD Player 

Dual digital-to-analog, 16 bit linear converters. Selec- 
table Analog Frequency/Phase Contouring circuitry, 
fixed and variable outputs, triple beam laser, plays 3" 
CD's. Programs up to 24 tracks in any sequence; 
repeats disc, track, program or any selected sequence 
or phrase; audible fast scan and fast forward. Dis- 
plays, simultaneously total tracks up to 20, track 
being player, programmed tracks, tracks to be player. 
Timer display. Remote transmitter. FR 5-20,000 Hz 
X 0.1, -0.5 dB; S/N 105 dB; THD 0.002596; ch sep 95 
dB; IMD (SMPTE) 0.001596; 3.44 x 17 x 11.25-in; 12 
Ibsblaekt inns I MEDI T E RENNES $600 


a/d/s/ 

Atelier CD3 CD Player 

Programs 30 tracks in any order; sound audible 
during fast forward and fast reverse; skip forward; 
skip back; fast forward; fast reverse; cancel; repeat 
track, disc, phrase, program; headphone jack with 
adjustable level; digital filtering (resampling frequen- 
cy 88.2 kHz); 3-beam laser. Displays current track 
number, elapsed time of current track, remaining 
time on disc, program in memory. Cues by track 
number, index number. Max line output 2 V; 


headphone output 2 V. Optional remote control. 20 
Ib 2:75 x LES x YES. eov trs $1,200 


Atelier CD4 Compact Disc Player 

Cast laser and transport assembly shock mounted 
with rubber isolators, aluminum and steel chassis/ 
housing, and multiple power supplies to isolate 
digital and analog stages for minimum interaction 
and noise generation. Servo-laser intensity system 
switches focus intensity depending on quality of disc 
to maximize performance. Brick-wall digital filter 
works in conjunction with advanced multiple-pole 
low-pass filter. Error correction uses variable-size 
window; 16-bit D/A converters; fast-focus 3-beam 
laser; programming of 16 tracks in random order; 
repeat disc, track, phrase, or program; random access 
by time within a track; access by index point; audible 
fast search. Displays elapsed time from track start, 
remaining time to disc end, track/program selection 
number, index, program in memory....... $1,000 


RCI Unified Remote Control 
Infrared wireless remote control for CD3, CD4, and 
other Atelier components ................. $150 


AIWA 


DX-P1 Portable CD Player 
3 beam laser CD with adaptor to play 3-inch discs as 





well as standard size CD's. AC/DC operation; line out 
terminal and headphone jack. Compatible withAA 
batteries for 4.5 hours of operation. FR 20-20,000 Hz 





+2 dB; S/N 75 dB; THD 0.15%. Package includes: 
battery case, AC adaptor, carrying strap, and Y output 
CADET ERR ODIT STEHEN ENTERS $250 


CD-93-B CD Player 

3-beam laser pick-up w/linear motor; 18 bits 4x 
oversampling; digital filter; dual D/A converters; 
diecast chassis and diecast disc tray; 20-track random 
programming; FL calendar display; 31 function 
remote; digital out (optical/coaxial) w/wood side 
panels; separate power transformers for digital and 
AUMOR a, hisses C ENIRO RID TIEREN $1,099 


CD-73-B CD Player 

3-beam laser pick-up w/linear motor; 18 bits 4x 
oversampling; digital filter; dual D/A converters; 20- 
track random programming; FL calendar display; 31 
function remote; digital out (optical/coaxial); reso- 
nance free rigid chassis structure............ $799 


CD-52-B CD Player 

3-beam laser; 22 function remote; 4x oversampling; 
digital filter; dual D/A converters; 20 track random 
programming; FL calendar display; digital output; 
index search; auto space play; A-B repeat; headphone 
volüme vus 2 s Ce Euer md here ro $379 


CD-32-B CD Player 

3-beam laser; 21 function remote; 2x oversampling; 
digital filter; 20-track random programming; FLD 
display; digital output; index search; repeat; head- 
phone volume; anti-resonant chassis ........ $329 


CD-22-B CD Player 

3-beam laser; 21 function remote; 2x oversampling; 
digital filter; 20 track random programming; digital 
out; index search; repeat; headphone volume . $279 


ANALOGIC DESIGN GROUP 


NX Series Vacuum Tube Hybrid CD 

Drawer loading CD player with wireless remote 
control. Features opamps for current/voltage conver- 
sion; hybrid analog stages; vacuum tubes for active 
filtering and final outputs; isolated power supply and 
transport damping; 20 track random programming; 
track skip; 3 speed audible fast search; repeat disc- 
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track-program; 4 times oversampling; 16 bit process- 
ing; 2 D/Aconverters; cues by track and index; display 
indicates current track number, elapsed time of 
current track. FR 10-20,000 Hz +0.5 dB;S/N 100 dB; 
THD 0.09% at O dB; 3.5 x 19 x I l-in....... $1,495 


NX Series FET Hybrid CD 

Drawer loading CD player with FEToutput/analog 
filtering circuitry. Features hybrid analog stage; 
opamps for voltage conversion and FEToutput cir- 
cuitry; direct coupled DCservo’d; decoupled/isolated 
analog and digital power supply stages; track skip 3 
speed audible track search; repeat disc-track-pro- 
gram; 4 times oversampling; 2 DAconverters; 16 bit 
processing. Display indicates current track number, 
elapsed time of current track. FR 17-19,000 Hz +0.75 


dB; S/N 102 dB A-wtd; THD 0.01% .......... $895 
With infrared remote control .............. $995 
ARCAM 


Arcam Delta 70 CD Player 

CD player features 16-bit D/A converters; quadruple 
oversampling; 20-track programming;  3-speed 
search; track skip; optional remote; direct/ variable 
audio outputs; headphone socket; digital output 
socket; FR 10-10,000 +0.1 dB; S/N ratio 105 dB; 
dynamic range 96 dB. 16.93 x 10.63 x 3.54 in. $999 


AUDIO BY VAN ALSTINE 


Transcendence FET-Valve CD Player 

Drawer-loading CD player with class-A compound 
hybrid vaccuum tube and power MOSFET filter driver 
circuits. Features toroidal power transformer; regu- 
lated heater supply; 16-bit, quadruple-oversampling 
digital filter; calibrated dual digital fitlers; exact- 
channel phase-gain tracking; 20-track programming; 
repeat; shuffle play; time and track display; 3-speed 
music search with cueing; CD-single compatibility; 
wireless remote control. 16.5 x 11 x 3 in; 12 1b$1,195 


FET-Three-Plus CD Player 

Drawer-loading CD player with custom hybrid mod- 
ule output stages and film coupling capacitors. Filter 
drivers have '2-amp current drive at 200 V/usec. 
Player features 16-bit, 4-times oversampling with 
dual digital filters and exact channel phase-gain 
tracking. Other features include 20-track (and index 
number) programming with repeat, skip forward, 
skip back, and time and track display. Infrared 
remote control optional. 16.5 x 11.5 x 3 in; 9 Ib$495 


FET-Three CD Player 

Drawer-loading CD player with fast (30 V/usec) 
overload immune integrated circuit audio stages, and 
film coupling capacitors. Player features 16-bit, 4- 
times oversampling with dual digital filters and exact 
channel phase-gain tracking. Other features include 
20-track (and index number) programming with 
repeat, skip forward, skip back, and time and track 
display. Infrared remote control optional. 16.5 x 11.5 
RAS TOS DATE e esos Gea a PER s ES $295 


AUDIO DYNAMICS 


CD-2000E CD Player 

Slide-drawer-loading CD player with full-function 
remote control and advanced error-processing cir- 
cuitry. Features 3-beam laser pickup; 16-track ran- 
dom programming; 16-bit D/A converter with qua- 
druple-oversampling digital filter, CD-single 
compatible. FR 10-20,000 Hz +0.5 dB; THD 0.005% 
at 1,000 Hz; dynamic range 96 dB; ch sep 90 dB; S/N 
96:dB:- 17 ZX 1263n 8 lb; 3 02222555925: $399 


CD-1000E CD Player 

Slide-drawer-loading CD player with full-function 
remote control and advanced error-processing cir- 
cuitry. Features random 16-track programming; 16- 
bit linear D/A converter; skip forward; skip back; fast 
forward; fast reverse; repeat track, disc, or program; 
7-pole (7th-order) analog filtering; 3-beam laser; FR 


20-20,000 Hz +0.5 dB; THD 0.00596; S/N 96 dB; 
displays current track number, elapsed time of 
current track, remaining time on disc, and program in 
memory. 3.5 x 17.0x 11.75 in; 10lb ........ ` $250 


BANG & OLUFSEN 


Beogram 5500 Programmable CD Player 

Integrates with Beosystem 5500; programs 20 tracks; 
adds time of programmed tracks; displays time 
remaining on disc; skip forward and back; 3-speed 
forward and reverse; direct access by track number; 
intro scan; l6-bit quadruple oversampling; Bessel 
elliptical analog filters; auto space; silver and black; 
controlled by Master Control Panel (comes with 
Beomaster 5500 receiver); 2 D/A converters; separate 
power supplies for digital and analog sections; digital 
output 16:35 Xx-3x 1275 1n, r $1,100 


Beogram 3300 Remote-Controlled CD Player 

Communicates with other Beosystem 3300 compo- 
nents (stops when cassette deck comes to end of tape; 
deck stops when disc ends); front panel displays 
operating status; sensi-touch controls; display of 
track number, index number, track time, time left on 
disc; skip forward and back; 4-sec auto space; 
optional bracketed shelf for wall mounting; 16-bit, 
quadruple oversampling digital filter. 16.5 x 3x 12.25 
inis Se er. en M eee ea Ce AIM XN $765 


Beogram CDX Top-Loading CD Player 

Skip forward and back; clear key cancels unwanted 
tracks or cancels program; quadruple oversampling; 
search without program audible; digital and analog 
filters; displays track numbers (up to 20), pro- 
grammed tracks, elapsed time of track or disc, current 
track and index number; programs 40 tracks in any 
order; repeats disc or program up to 4 times; 14-bit 
digital-to-analog conversion; integral output cable. 
16:53 x 12:25 3n T2 Alo ease AA $765 


CAMBRIDGE AUDIO 


CDI Series If CD Player 

32 bit, 16 times oversampling player with 64k oferror 
correction. Features include volume and digital 
polarity inversion from a comprehensive remote 
handset. Lead beam suspension system. Rosewood 
side cheeks ^s. Ua S TO eL AASE $4,000 


CD2 S CD Player 

16 bit, 16 times oversampling player with 64k of error 
correction. No analog stages. Full remote facilities 
and rosewood side cheeks ..............-. $2,500 


CD2 CD Player 

16 bit, 16 times oversampling player with 64k of error 
correction. No analog stages. THD 0.0025%, dynamic 
range» [OUD BY ose Eebens OBRA. $1,700 


CARVER 


DTL-200 Mk II Remote-Controlled CD Player 

With 3-beam laser and Digital Time Lens circuitry to 
change frequency balance and ratio of L—R and 
L+R. Programs 12 tracks in any order, 99 in 
sequential order; skip forward; skip back; fast for- 
ward; fast reverse; cancel; repeat track, disc, phrase, 
and program; 24-function remote control; quadruple 
oversampling (at 176.4 kHz); error indication; dual 
D/A converters. Cues by track and index number. 
Displays current track number, elapsed time of 
current track, elapsed time on disc, remaining time 
on disc, program in memory. Sound audible during 
fast forward and reverse .............-00-- $720 


CITIZEN 


CBM-3000 Portable CD Player 

Portable CD player with optional FM transmitter 
and remote control keypad. Features 16-track ran- 
dom access programming; double oversampling; 3- 
beam laser; 16-bit D/A converter; special anti-shock 


circuit; headphone jack; line-out jack; DC plug-in; 
remote jack for optional remote sensor; controls 
include play/pause, stop/clear, forward/reverse track 
skip, fast forward, reverse, headphone level volume, 
and power switch; intro scan/A-B; memory enter/re- 
peat; memory/keylock; LCD displays total number of 
tracks, total playing time of disc, track in play, 
elapsed playing time, and A-B repeat. Optional FM 
transmitter and remote control. Comes with AC 
adaptor, battery recharger, soft carrying case and 
connection' cord 5, m ve, TRU, oe dons $330 


CBM-2000 Portable CD Player 

Portable CD player with aniti-shock circuit that 
pauses after shock, then automatically resumes play 
at point on disc where disrupted. Features |6-track 
random programming; stop; memory clear; memory 
back-up; skip forward/back; repeat track; auto shut- 
off; headphone jack with adjustable output and audio 
level; inputs/outputs for DC plug, headphone jack; 
line-out jack; AC adaptor/charger; earbuds; carrying 
belt; patch cord; rechargeable battery pack. FR 5- 
20,000 Hz; THD 0.07% at 1,000 Hz; S/N 92 dB $300 


CBM-1000 Portable CD Player 

Top-loading portable CD player with feather-touch 
control panel; 3-beam laser pickup; line in/out jack; 
line cord for connection with larger system; AC 
adaptor; battery cradle; earbuds; l16-track program- 
ming; controls include repeat, fast forward/reverse, 
audio scan, memory; displays current track number, 
time remaining/elapse; dynamic range 90 dB; FR 20- 
20,000 Hz; digital filter circuitry............ $250 


CBM-777 Portable CD Player 

Features double-oversampling digital filter; 3-beam 
laser; 13 bit D/A converter; functions include play/ 
pause, stop, forward/reverse, skip, fast forward/re- 
verse, repeat, headphone level volume, power; AC 
adaptor; FR 20-20,000 Hz + 1/—3 dB; THD 0.0896; 5.8 
x ox 129590259 T nnd eem. DAR $170 


DX5 CD Player 

Remote-controlled CD player with 3 processing 
circuits (compression, Digital Audio Impact Recov- 
ery [DAIR], and increased/decreased ambience), each 
independently bypassable. The compression control 
is for background listening, making car cassettes, and 
easier taping of CD's; DAIR adds impact to musical 
transients; ambience adds or subtracts left-right 
information in midrange and treble frequencies. 
Features programming of 16 tracks in any order; 
repeat track, disc, program, or A-B phrase; skip 
forward; skip back; audible fast forward and reverse; 
error LED to show disc correction; headphone jack 
with adjustable level; dual 16-bit D/A converters; 
advanced error processing; 2-band compressor; im- 
pact circuit. Displays track number, total tracks, 
elapsed time of track, disc time, and program stored 
in memory. Cues by track or index number. Over- 
samples at 176.4 kHz. 17.12 x 11.88 x 3.5 in. . $699 


DENON 


DCD-3300 Compact Disc Player 

Features double super-linear converter; quadruple 
oversampling digital filter; CALP filter; LC-OFC analog 
filter; twin power transformers; optical isolator; 5- 
independent power supplies; separated digital and 
analog circuits; BMC pickup chassis; digital-output 
terminal; optical digital output terminal; headphone 
jack; 20-track random programming; 10-key direct 
selection; index search; time search; repeat function; 
auto space; timer play; remote control; emphasis 
display; 8-digit FL display ............... $1,700 


DCM-555 Compact Disc Player/Changer 

6 CD magazine changer allows for up to 32 selection 
program play. Continuous playback ofall 6 disc’s; full 
random play; program random play; disc sequential 
random play; program random play; super linear 
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converter; real time D/A conversion; quadruple 
oversampling; full function remote control. FR 4- 
20,000 Hz; S/N 98 dB; THD 0.004%; 4.56 x 17.08 x 
14:09::13:25: 4B aee d oT oes si $550 


DCD-910 CD Player 

Features double super-linear converter; quadruple 
oversampling digital filter; pickup with floating 
suspension; variable analog output. Auto edit, auto 
space, and 20 selection music calendar; compatible 
with 3" CD's; 2 modes of random playback; program 
random play; FR 2-20,000 Hz; S/N 102 dB; THD .004%; 
remote control provided; Display track #, playing 
time, total tracks, total playing time total remaining 
time, index number; 4.05 x 17.08 x 12.40 .... $499 


DCD-810 CD Player 

Features double super-linear converter; quadruple 
oversampling digital filter; auto-edit function; com- 
patible with 3^ CD's; random playback; program 
DIBV Acci eb ues S e tai ee c ri $399 
DCD-610 CD Player. Similar to above ...... $300 


DISCRETE TECHNOLOGY 


LS I Mark III CD Player 

Front-loading CD player with remote-controlled 
programming. Features FTS; digital output and 
headphone jacks; dual 16-bit D/A converters; quadru- 
ple-oversampling digital filter; CIRC; 1-beam laser; 
FR 20-20,000 Hz; dynamic range 120 dB; S/N 100 dB; 
ch sep 100 dB; THD .00396; IMD .003396. 16.5 x 3.2x 


OS ns 6,8 Ibo socis cUm Se eee $1,195 

LS I Mark IV. As above with external power 

SD DIY ooo y a ae e Enel. $1,495 
DUAL 

CD 5070 CD Player 


CD player with 30-beam pickup. Features 16-bit D/A 
converter; double-oversampling digital filter; gold- 
plated connectors; 16-track random-access program- 
ming; 12-function remote control; headphone jack 
with adjustable level. FR 5-20,000 Hz; THD 0.00696; 
dynamic range >95 dB; S/N 94 dB (A wtd). 18.1 x 
12:1:503:6 dn3 T0/5]D. 508. 1255 Loewe os $450 


EMERSON 


CDD 200R CD Player 

Dual disc remote controlled CD player with 32 
programmable tracks. Plays 2 discs without a maga- 
zine. Fast skip, random play. Repeats track, disc, 
program, phrase. Oversamples at 44.1 KHz; FRIS- 
20,000 Hz + 1.5 dB; THD 0.0396; 3.9 x 16.5 x 11.8-in; 
LEI Dec eis not M ESOS erate ae oe $400 


CD175R Remote-Controlled CD Player 

Programs up to 15 tracks in any order; skip forward; 
skip back; 2-speed fast forward and reverse; index 
search; repeats disc, program, phrase; displays total 
tracks, total playing time, current track number, 
elapsed time; 3-beam laser; play and pause indica- 


tore 2 fel xn tas... dass ann ae aan $350 

CD165. Similar to CDI70R except lacks remote 

CONTON cote eat a ame eet RESI Nec Dad Hes $300 
FISHER 


DAC195B/DAC197B CD Player 

Compact disc changer with 5-disc capacity and 30 
function wireless remote control. Features 3-beam 
laser pickup; double-oversampling digital filter; ran- 
dom playback; intro scan; individual motorized 
slide-loading trays; scan; skip; repeat disc, program, 
track, all discs; 32-track random programming; FL 
display of disc, track, track time, and time remaining; 
LED play/pause meter; program indicator; headphone 
jack with adjustable level.................. $400 


AD728VB CD Player 
CD player with 20-track random programming and 
25-function wireless remote control. Features music 


calendar; linear motor pickup drive; LCD display; 3- 
beam laser pickup; double-oversampling digital fil- 
ter; automatic edit; forward and reverse scan and 
skip; headphone jack with adjustable volume . $350 


AD724AB CD Player 

CD player with 20-track random programming and 
6-function wireless remote control. Features music 
calendar; linear motor pickup drive; LCD display; 3- 
beam laser pickup; double-oversampling digital fil- 
ter; forward and reverse scan and skip; headphone 
jack with adjustable volume ............... $300 


GE CONSUMER ELECTRONICS 


3-7050 Portable CD System 

CD system with cassette deck, AM/FM tuner, and 
speakers. Features LCD display with track, repeat, and 
memory; search; skip; pause; 8-track programming; 
Dolby B noise reduction; one-button synchro-dub- 
bing from disc to tape; 5-band graphic equalizer; 2 4" 
woofers, 2 piezo tweeters; digital tape counter; 
cushion eject; 5-segment signal-strength/power me- 
ter; external mic jack; headphone jack. 25.8 x 10 x 6.3 
inci8Jb. sis ae a lean ee can $400 


3-7030 Portable CD System 

CD system with cassette deck, AM/FM tuner, and 
speakers. Features LCD with track, disc rotation, and 
repeat indications; disc-to-tape synchro-record func- 
tion; 3-band graphic equalizer; 2 4” woofers, 2 piezo 
tweeters; slide volume controls; automatic tape 
shutoff; direct off-air recording capability; automatic 
level control in record; variable level recording 
monitor; built-in mic; external mic jack; headphone 
jack. 22.8 x 5.6 x 6.5 inches; 11.4 pounds .... $315 


GOLDSTAR 


GCD-613 Programmable CD Player 

Programs 9 tracks in any order; repeat disc and 
program; forward and reverse scan; displays total 
time, elapsed time, track number; digital and active 
filter. FR 5-20,000 Hz +1.5 dB; dynamic range >90 
dB; S/N —90 dB at 1,000 Hz; output 2 V rms; THD 
0:0390:/13:6:x: 3:6 x] mn 8:8. IB. sas Ios $250 


GCD-64R CD Player 

Features fuli-function remote control; shuffle play; 
20-selection random memory programming; 3-beam 
laser pickup; linear skating loading system; automat- 
ic music search; automatic repeat capability; head- 
phone jack; multi-function display shows elapsed 
time, total time, track number, repeat and memo- 
PUO RA ESTAS HARE EL TRUM Lae eee $350 


HARMAN KARDON 


HD800 CD Player 

CD player with 10-function wireless remote control. 
Features discrete analog output section; sample-and- 
hold processor; separate analog, digital, and transport 
power supplies; samples at 176.4 kHz; dual 16-bit 
linear converters; 3-beam pickup; 36-track program- 
mable memory; audible 2-speed cue and review; 
displays track, elapsed time, program number, total 
number of tracks, total time, and time remaining; 
track and index search; headphone jack with adjust- 
able develes, ce a S eere ee $529 


HD400 CD Player 

CD player with 10-function wireless remote control. 
Features discrete analog output section; sample-and- 
hold processor; separate analog, digital, and transport 
power supplies; samples at 88.2 kHz; 3-beam pickup; 
36-track programmable memory; audible 2-speed cue 
and review; displays track, elapsed time, program 
number, total number of tracks, total time, and time 
remaining; track and index search .......... $399 


HD200 CD Player 
CD player with discrete analog output section. 
Features sample-and-hold processor; separate ana- 


log, digital, and transport power supplies; samples at 
88.2 kHz; 3-beam pickup; 36-track programmable 
memory; audible 2-speed cue and review; displays 
track, elapsed time, program number, total number 
of tracks, and time remaining; 16-bit D/A converter; 
track and. indexisearch. serso se eese uus $329 


HITACHI 


DA005 CD Player 

Direct PIT servo; 5-stage error correction; 121-band 
digital filter; programs 15 tracks in any order; skip 
forward and back; fast forward and reverse; cancel; 
repeat track, disc, phrase, program; cue by track; 28- 
function remote; headphone jack; adjustable head- 
phone level; 3-beam laser; | D/A converter; displays 
current track number, elapsed time of current track, 
remaining time on disc; sound audible during fast 
scan; headphone output 2 V; 11 Ilb.......... $550 


DAC-60 6-CD Changer 

Magazines hold 6 discs or single disc; digital filtering; 
programs 32 tracks from unit or remote; repeats all 6 
discs; random play; 2-speed audible search in forward 
and reverse; headphone jack with level control; 
displays disc number, track number, elapsed time 
of disc, total playing time, number of tracks on 
dise/$.« eI Ok UD UB SS EL $399 


DA-8200 CD Player 

Drawer loading; three-beam laser; 24 selection ran- 
dom memory; random play; 2-times oversampling 
digital filter; 4-way selection repeat; vibration free 
floating suspention system; skip forward/back; fast 
forward/back; repeat track, disc, phrase, program; 
cue by track number; cue by index number; head- 
phone jack; digital filtering; single D/A converter; 
display track number, elapsed time, program in 
memory; sound audible in fast scan; 15.75 x 3.25 x 
10775 AT APO: oh 0 eure es eee ls $249 


DA-C70CW CD Player 

12 disc (6 disc x 2) changer; 3-beam laser; 41 function 
remote; independent disc exchange; 3 play modes; 
built-in timer; resume play function; oversampling 
digital filter; magazine loading; skip forward/back; 
fast forward/back; repeat track, disc, program; cue by 
track number; cue by index number; headphone jack; 
adjustable headphone level; digital filtering; single 
D/A converter; display of current track number, 
elapsed time, program in memory; sound audible in 
fastiseany 15:75 x:5:113 x 12/5 Inu ete des. $449 


The following models all have 3-beam laser, self- 
program search, index search, and random play. 


DA-009 CD Player 

10-key direct random access; Roulette Play begins 
sequential play with random tracks; programs 24 
tracks; 5-way repeat; skip; 2-speed search; display 
shows programmed tracks; 121-step digital filtering; 
lowevibrátion: pickup... - 2.5238 21e etus $300 


CD Players 


XLZ555BK CD Player 

CD player with quadruple-oversampling digital fil- 
ter. Features twin high-speed D/A converters; optical 
digital output; coaxial digital output; double-floating 
independent suspension system; disc/track title indi- 
cation; 3" CD compatible; auto/multi-disc editing 
key; 5-way repeat with A/B; index play; skip; search; 
auto/manual search; 3-beam laser pickup; Optical 
noise reduction; remote control with volume control 
and numeric keypad; random access programmming 
of up to 32 tracks; random play; intro scan; head- 
phone jack with adjustable level; FL display; 2 analog 
outputs; disc title memory. ................ $490 


XLZ444BK CD Player 
CD player with coaxial digital output. Features auto- 
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editing key; quadruple-oversampling digital filter; 
dual high-speed D/A converters; Opticalink noise 
reduction; 3” CD capability; auto/manual search; 
headphone jack with adjustable level; FL display; 3- 
beam laser pickup; independent suspension system; 
remote control with numeric keypad; 32-track ran- 
dom-access programming; random play; intro scan; 
5-way repeat with A/B. an e s eae cee ee $330 


XLV222BK CD Piayer 

CD player with auto/manual editing key. Features 
multi-function FL display; 3-beam laser pickup; 
independent suspension system; repeat track, disc, 
and program; auto/manual search; headphone jack; 
double-oversampling digital filter; 3” CD capability; 
32-track random-access programming ....... $255 


CD Changers 


XLM600BK CD Changer 

CD changer with 6-disc magazine section and auto- 
loading single-play drawer. Features magazine/disc 
title indication with message and program memory; 
repeat all tracks, single track, and programmed 
tracks; random play; auto/manual search; multi- 
function FL display; timer play; 3-beam laser pickup; 
independent suspension system; remote control with 
numeric keypad; 32-track programming; headphone 
jack; double-oversampling digital filter ...... $560 


XLM400BK CD Changer 

CD Changer with 6-disc capacity and wireless remote 
control. Features 3-beam laser pickup; double-over- 
sampling digital filter; independent suspension sys- 
tem; 32-track random-access programming; random 
play; repeat all, program, and track; random play; 
auto/manual search; multi-function FL display; 6- 
USC IHBgaZIne reo coti ase Cu P Ea EGO $430 
XLM300BK. As above, no remote control ... $380 


Portable CD Player 


RC-X3 Portable CD System 

Combination CD player, AM/FM stereo tuner, double 
autoreverse cassette deck, amplification; and speak- 
ers. Features CD synchro-start recording; continuous 
record; high-speed tape-to-tape dubbing; 2 4.75" full- 
range speakers; 3-beam laser pickup; 22-track ran- 
dom access programming; CD repeat play; CD intro 
scan; CD search; CD, mic, and headphone outputs; 
automatic record level with variable monitor . $330 


KENWOOD 


DP-3300D CD Player 

Basic series CD player with full-function wireless 
remote control. Features optical interface with KA- 
3300D amplifier; coaxial digital ouptut; pure digital 
output switch; twin high-speed ladder network 16-bit 
D/A converters with FET input; quadruple oversam- 
pling digital filters; 7-pole Butterworth FDNR analog 
low-pass filter; high-rigidity and multi-insulation; 
independent power supplies; Optimum Servo Con- 
trol Type III; 3-beam laser; rapid direct-play system; 
4 play modes; 6-mode real time display; 20-track 
random program memory; A-B section repeat; music 
skip; index search key; audible manual search; auto 
spacing; repeat; music calendar display; auto open 
switch; auto loading; headphone jack with level 
control; phase inverter switch. THD 0.00196, dynamic 
range 97 dB, sep 1 15 dB, S/N 105 dB (all at 1,000 Hz). 
PAST AST €x/12:44 1n; 22.11Ib 2 sts $885 


DP-990SG CD Player 

Basic series CD player with full-function wireless 
remote control. Features high-rigidity mechanism; 
multi-insulation system; 16-bit integrator D/A con- 
verter with constant-current drive; double oversam- 
pling digital filter; discrete 7-pole Butterworth low- 
pass filters; independent power supplies and 
optimum ground pattern; Optimum Servo Control 
Type III; 3-beam laser; rapid direct-play system; 4 
play modes; dual time display; 20-track random 


program memory; A-B section repeat; music skip; 
track search; audible manual search; auto spacing; 
repeat; auto loading; headphone jack with level 
control. THD 0.00296, dynamic range 96 dB, sep 98 
dB, S/N 98 dB (all at 1,000 Hz). 17.31 x 3.69 x 12.31 
maupi oe reete RD ARUM eue 2 d $685 


DP-880SG CD Player 

CD player with wireless remote control. Features 20- 
track random programming; Optimum Servo con- 
trol; 3-beam laser; double oversampling digital filter; 
10-key input; track skip & search; total/track playing 
time, track number, memory display; repeat; head- 
phone jack. THD 0.00796, dynamic range 92 dB (at 
1,000 Hz). Kenwood unified-remote system compati- 
ble. 16.56 x 3.44 x 10.31 in; &.3]1b .......... $445 


DP-M107R CD Changer 

Features auto-function; 6-disc magazine plus single 
CD; optimum servo control; 3-beam laser pickup; 
double oversampling digital filter; intro-scan; one 
touch disc selection; 32-track random program mem- 
ory; Random Roulette Play; fluorescent display with 
music calendar, disc, total/elapsed/remaining time, 
track number and program contents indication; 2 
channels; FR 20-20,000 Hz + 1 dB; dynamic range > 
95 dB at IKHz; S/N ratio > 93 dB; THD < 0.009% at 1 
kHz; W&F unmeasurable. 4.31 x 16.56 x 13.63 in; 13 
IU onus Ese ES atis ym hoa ve EIER $399 


DP-M97R CD Changer 

Features auto-function; 6-disc magazine; optimum 
servo control; 3-beam laser pickup; double oversam- 
pling digi: | filter; one touch disc selection; 32-track 
random program memory; fluorescent display with 
total/elapsed/remaining time, track number, disc 
number, and program contents indication; 2 chan- 
nels; FR 20-20,000 Hz +1 dB; dynamic range > 90 
dB at IkKHz; S/N ratio > 90 dB; THD < 0.02% at 1kHz; 
W&F unmeasurable. 3.44 x 16.63 x 13.21 in; 12.1 
Illy nudes. oe UP CR C ONE ETT $349 


DP-87 Remote-Controlled CD Player 

Features optimum servor control; 3-beam laser 
pickup; double oversampling digital filter; 20-track 
random program memory; fluorescent display with 
music calendar, total/elapsed/remaining time, track 
number and program contents indication; auto func- 
tion; 2 channels; FR 20-20,000 Hz +1 dB; dynamic 
range > 92 dB at 1kHz; S/N ratio; THD < 0.007% at 
IkHz; W&F unmeasurable. 3.63 x 16.63 x 10.31 in; 8.4 
IDus s Dis nde SUCRE ats UEM Nro cle sna $269 


DP-57 CD Player 

Features auto function; optimum servo control; 3- 
beam laser pickup; double oversampling digital filter; 
20-track random program memory; fluorescent dis- 
play with music calendar, total/elapsed/remaining 
time, track number and program contents indication; 
system remote controllable through KA-127; 2 chan- 
nels; FR 20-20,000 Hz +1 dB; dynamic range > 92 
dB at IkHz; S/N ratio > 92 dB; THD < 0.007% at 
IkHz; W&F unmeasurable. 3.63 x 16.63 x 10.31 in; 8.4 
ID essc sd shoes SS AUS IRE saepe COPS V. $229 


KINERGETICS 


KCD-30 Gold Series CD Player 

Volume and balance controls on front panel to drive 
power amp directly; dynamic processing circuits; 
corrected-slope filter; hysteresis-distortion cancelling 
circuit; no capacitors in signal path; servo loop to 
eliminate DC offset; 3-speed search; dual D/A con- 
verters; |-beam laser; 4-times oversampling; spring- 
isolated transport; program memory for 226 discs; 
indexing; 19 rack mount. Output level 4 V; 141b; 19x 
3.75 ZG AN 3 5 ote Sosa $1,495 


KCD-20AR Gold Series CD Player 

Features remote-control; volume and balance con- 
trols on front panel; high-output voltage with ability 
to drive power amp directly; dynamic processing 
circuits; remote power supply; dual D/A converters; 


single-beam with quadruple oversampling; spring 
isolation of transport; full-function display; indexing; 
full-function remote option; 19" standard rack 


MOUNE: ae lon ru ME a at wh SRM s $995 

KCD-20A. Same as above without remote con- 

frr ss STALE iie che PLI less A Na $895 

KRC-20. Add-on remote external eye. ........ $99 
KYOCERA 


DA-910 CD Player 

l-beam laser; digital filtering; programming of 24 
tracks in random order; display of current track 
number, elapsed time of current track, remaining 
time on disc, program stored in memory; skip 
forward; $kip back; cancel; repeat track, disc, phrase, 
program; cue by track number, index number; 8- 
function remote control; headphone jack (adjustable 
output) Max line output 5 V; THD at 1,000 Hz 
0.005%; S/N 95 dB; sep 90 dB; FR 5-20,000 Hz - 0.5 
dBE:221517.Xx5:5x I31ns vc crm $1,600 


DA-710 CX CD Player 

Programs 24 tracks in any order, 99 tracks in 
sequential order; skip forward; skip back; fast for- 
ward; fast reverse; cancel; repeat track, disc, phrase, 
program; 39-function remote control; headphone 
jack with adjustable level; digital filtering; 3rd-order 
analog filtering; dual D/A converters; sound audible 
during fast scan. Cues by track and index number. 
Displays current track number, remaining time on 
disc, and program in memory. Headphone output 50 
mW; 18:12 x 3:56 12:12 18: 131b. oo $850 


DA-510CX CD Player 

Quadruple oversampling digital filters; 2 discrete D/A 
converters; headphone jack with adjustable volume; 
gold-plated RCA jacks; 39-function remote control; 





it RII ae m iJ 
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programs 20 tracks; optical isolation between digital 
and analog sections; digital output.......... $700 


DA-610CX CD Player 

3-beam laser; 24-key hand-held remote control can be 
used in system remote or separately; skip forward; 
skip back; fast forward; fast reverse; cancel; repeat 
track, disc, program; programs 15 tracks in any order, 
99 tracks in sequential order; headphone jack with 
adjustable level; 9th-order analog filtering; single D/A 
converter; sound audible during fast scan. Displays 
current track number, remaining time on disc, 
program: 18,12 X 3S6 x.12.12 inu 2.255. $550 


DA-410CX CD Player 

10-button keypad on front panel and remote; pro- 
grammability; compatible with timers; anti-resonant 
construction; ceramic chassis spacers; zirconia ce- 
ramic laser guide shafts; double oversampling; 16-bit 
D/A conversion; 3rd-order Bessel-derived analog 
filters; fluorescent display; headphone jack with level 
control; walnut veneer side panels .......... $540 


DA-310CX CD Player 

Anti-resonant construction; zirconia ceramic laser 
guide shafts; 2-times oversampling; 16-bit digital-to- 
analog conversion; 3rd-order Bessel-derived analog 
filters; fluorescent display; headphone jack with level 
control; walnut veneer side panels ....... war SST 


LUXMAN 


D-03 CD Player 
Drawer loading CD Player with 7-function remote, 
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Features one-beam laser; programming of 20 tracks 
in random order; skip forward/reverse; fast forward/ 
reverse; cancel; repeat track, disc, program. Displays 
current track number, elapsed time of current track/ 
current disc; remaining time; program stored in 
memory. Cues by track number, index number, time. 
Max line output 2 V; THD at 1,000 Hz 0.003% at 97 
dB; FR 5-20,000 Hz +0.5 dB; 17.81 x 3.31 x 13.75 in; 
PRET Boso sisacells ns aug er.» LEY or v2 $1,500 


D-109 CD Player 

Features full-function remote control; serial remote 
jacks for connections to other Luxman products; 
digital output sends digital signal to Luxman LV-109 
integrated amp; 1-4 time display functions; programs 
up to 20 tracks; index scan; A-scan plays first 10 sec of 
music; A/B switch to mark beginning and end of 
selected track(s) for repeat; memory check. FR 5- 
20,000 Hz -0.5 dB; THD 0.003% (1 kHz); dynamic 
range 100 dB; 17.25 x 4x 15.25 in; 27.5 Ib . $1,500 


D-113 CD Player 

Double oversampling digital filter; active 3rd order 
analog low pass filter; 3 beam laser; system remote 
capability; 16 program random memory. FR 5-20,000 
Hz; THD 0.007%; S/N ratio 94 dB ........... $650 


D-102 Programmable CD Player 

15 track programmability; skip functions; 10 key 
input; memory call switch; repeat; headphone level 
control; timer play switch. FR 5-20,000 Hz -0.5 dB; 
THD <0.004%; S/N ratio >96 dB; dynamic range 
>96 dB. 17.23 x 3.38 x 12.31 in; 11.9 Ib ..... $550 


D-90 Remote Control CD Player 

15 program random memory; separate power sup- 
plies for analog and digital circuits; 3 beam laser; 
track/index, track elapsed time and disc remaining 
time display; headphone level control. FR 20-20,000 
Hz; THD 0.005%; S/N 91 dB. ............... $450 


D-111 Remote Control CD Player 

16 program random memory; 10 key system allows 
direct track access from remote handpiece; rear panel 
serial remote jacks accommodate Luxman's unified 
remote control systems. 3-beam low mass laser pick- 
up; high density magnetic disc clamper; anti-vibra- 
tion laser pick-up mechanism; active analog linear 
phase low pass filter; dual DAC's with 2x oversam- 
pling digital filter. FR 5-20,000 Hz +0.5/-0.5; THD 
0.0696; S/N ratio 106 dB; dynamic range 90 dB $350 


D-113D Remote Control CD Player 

16 program random memory; 10 key numeric hand- 
piece and system remote capability; 10 key direct 
access and multi-function display; 3-beam low mass 
laser pick-up; high density magnetic disc clamper; 
anti-vibration laser pick-up mechanism; digital di- 
rect with optical and co-ax. Performance specifica- 
tions are dependent on the digital direct amplifier 
with which the D-113D is used. ............ $550 


MAGNAVOX 


CDV474 CD-V/LaserVision CD Player 

Remote-controlled combination player for CD-Au- 
dio, CD-Video, and LaserVision discs. Auto ID of 
disc type; programming. Video features include fast 
motion; slow motion; reverse play; freeze frame; 
random access on S v ERES $749-$799 


CDB650 FTS CD Player 

Favorite Track Selection (FTS) memorizes programs 
from various disc (up to 785 tracks). Extra altered 
output; music scan; single play; digital output for CD 
graphics, CD-ROM; skip forward; skip back; 3-speed 
FF and reverse; 4-sec record-pause insertion; anti- 
jamming protection; repeat track, disc, program; 
headphone jack with adjustable level; infrared re- 
mote control; 1-beam laser; low-order low-pass digi- 
tal filtering; high-order analog filter; dual D/A con- 
verters. Cues by track number. Oversamples at 176.4 
kHz. Displays current track number, elapsed time of 


current track, elapsed time on disc, remaining time 
on disc. Headphone output 0-5 V. 16.5” wx 3.5" hx 
PGS" d: 97541b. . aCe ee eee ne. $499 


CDB473 FTS CD Player 

Favorite Track Selection (FTS) memorizes programs 
from various discs (up to 785 tracks); touch-close 
drawer; 24-function remote control with 10-digit 
keypad and volume control................ $399 


CDB472 Remote-Controlled CD Player 

Programs 20 tracks in any order; dual 16-bit D/A 
converters; headphone jack; 6-function remote; skip 
forward and back; 3-speed search (audible at 2 slower 
speeds); repeat; index access; quadruple oversam- 
pling digital filtering. Displays track number, index 
number, minutes, seconds, total tracks or total time, 
with indications for power, memory, errors, pause, 
teneat PEM cc pL We, DOS ROR $299 


CDB471 Programmable CD Player 

Programs 20 tracks in any order; 3-speed search 
(music audible at 2 slower speeds); quadruple over- 
sampling digital filter; dual 16-bit D/A converter; skip 
forward and back; time or track display...... $259 


CDB482 CD Player 

CD player with dual 16-bit D/A converters. Features 
CDMA laser scanning assembly; 9-function infrared 
remote control; touch-to-close disc tray; 20-track 
memory programming; 4-digit LED display; next/pre- 
vious track skip; 3-speed music search with cueing; 
repeat play; shuffle play; 3" CD-single compatibility; 
stereo headphone jack; FR 2-20,000 Hz; THD <0.02% 
at max output level; IMD 76 dB. 16.5x 3x 11 in$229 


CDB486 CD Player 

6-disc auto-changer CD player with dual 16-bit D/A 
converters. Features multi-function play capability; 
l I-function infrared remote control; CDMA laser 
scanning assembly; auto play; 30-track memory 
programming; 5-digit LCD display; next/previous 
track skip; 3-speed music search with cueing; shuffle 
play; repeat play; stereo headphone jack; FR 2-20,000 
Hz «0.5 dB; S/N ratio >90 dB; THD <0.02% at max 
output level; IMD 76 dB. 16.5 x 3.25 x 12.5 in. $369 


CDB473 CD Player 

CD player with dual 16-bit D/A converters. Features 
785 lifetime memory Favorite Track Selection; 24- 
function random access IR remote control; remote 
audio output control; touch-to-close motorized tray 
loading; random access programming; 3-speed for- 
ward/reverse search; |-second track access time; full- 
function FTD display; digital output jacks; head- 
phone jack with volume control; new CD2 integrated 
circuits; CDM2 laser assembly; anti-jamming disc/ 
player protection; single track/normal/autoplay 
modes; music scan auditioning; next/previous track 
skip; FR 2-20,000 Hz; THD -— 0.00396 at IKHz; IMD 
<90 dB at max output. 16.5 x 3.5 x 11.75 in . $250 


CDB480 CD Player 

CD player with dual 16-bit D/A converters. Features 
CDMA laser scanning assembly; touch-to-close disc 
tray; 20-track memory programming; 4-digit LED 
display; next/previous track skip; 3-speed music 
search with cueing; repeat play; shuffle play; stereo 
headphone jack; 3” CD-single compatibility; pause 
control; FR 2-20,000 Hz; THD —0.0296 at max output 
level; IMD 76 dB. l6.5x 3x ll in........... $219 


MARANTZ 


CD-94 CD Player 

Features dual 16-bit converters; quadruple oversam- 
pling; digital outputs with optically coupled link to 
optional CDA-94 separate D/A converter; Favorite 
Track Selection memorizes over 200 disc programs; 
shuffle play; random-track programming; intro scan; 
three independent power supplies for digital, analog, 
and mechanical sections; programmable wireless 
remote; black rosewood side panels ....... $1,700 


CD-94G. As above with rose-gold finish and rose- 
wood'sidepanals. 95 0 CUAL ALTAE $1,800 


CDC-6R CD Changer 

Features l6-bit, 2 times oversampling double D/A 
convertors; wireless remote control; random 32-track 
programming from any or all six discs; shuffle play; 
FR 5-20,000 Hz; THD 0.0396; S/N ratio 94 dB; sep 90 
dB. 487x ITAI 43m 1321]b.7. 4 $499 


CD-75DX CD Player 

Features dual 16-bit converters; quadruple oversam- 
pling; digital data output for outboard D/A converter; 
bi-directional track skip; cue and review; random 
track programming and repeat; satin black finish$450 
CD-65DX CD Player. Similar to above...... $400 


CDC320BL CD Changer 

Features wireless remote control; 6-disc magazine; 
15-track programmable; 3-beam laser. 3.25 x 16.5 x 
ET SF an Oe. Sees voc oe aes be eee gs $369 


CD-50 CD Player 

Drawer-loading CD player with wireless remote 
control. Features 3-beam pickup laser; 16-track 
random programming; skip forward; skip back; fast 
forward; fast reverse; repeat track and disc; digital 
filtering; dual D/A converters; cues by track number; 
oversamples at 88.2 kHz; displays current track 
number, elapsed time of current track, remaining 
time on disc. 3 x 16.5 x 10.88 in; 7.7 lb...... $350 


CD-40 CD Player 

Features 16 track programming; 16-bit double over- 
sampling; forward/reverse search/skip; repeat play; 
track/index display; THD 0.0796; S/N 90 dB; 3x 16.5 x 
I(538:1n:731b 220, 0m 8 Dm ET XL EET TI $300 


CD-60 CD Player 

Features l6-track programmable memory; wireless 
remote control; motorized disc-loading; repeat play; 
numeric track and index display; stop/play/pause, 
repeat and memory indicators; forward/reverse 
search and skip; FR 5-20,000 Hz; THD 0.0796; S/N ratio 
90 dB; sep 80 dB. 3x 16.5 x 10.87 in; 7.7 Ib .. $299 


McINTOSH 


MCD 7005 CD Player 

Features wireless remote control with volume con- 
trol; direct-access track, index, and time selection; 
volume control through McIntosh Precision Ladder 
Attenuator; 8-bit error correction system; twin 16-bit 
D/A converters with quadruple-oversampling. 32 
biaen koaa ae os pace elas pic EIE RI EE $1,599 


MELOS AUDIO 


CD-T II Compact Disc Player 

Dual-chassis player with 16 bit quadruple oversam- 
pling. Analog filtering an amplification; toroidal 
transformer and regulated power supplies contained 
in aluminium chassis; connectors are heavy gold 
plate; full function CD remote control; output 1.25 V 
RMS; 100 ohm output imp............... $1,495 


CD-T Vacuum Tube CD Player 

16 bit quadruple oversampling and digital filtering. 
Low microphonic tubes used for amplification and 
filtering. Remote control, scan, index, timer, drawer 
loading» 3s dp eS LETS ISIN $1,095 


MERIDIAN BY MADRIGAL 


207 MKII Professional 2-Part CD Player 

Drawer-loading CD player with single-beam laser 
pick-up assembly in a spring die-cast subchassis with 
stainless steel guides. Two-box construction allows 
the electronics unit to be mounted on side or above 
the transport unit. Features digital to analog convert- 
ers, 4-digit display with total/elapsed/remaining disc 
time or vol level and information on track selections; 
also indicates absolute-phase polarity, repeat and 
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Audio Dynamics 


High fidelity. Low complexity. Presenting the 
new face of performance art, pure and simple. 


For the name of an Audio Dynamics dealer 
near you, call 1.800.541.5696. 


CIRCLE NO. 63 ON READER SERVICE CARD 
Audio Dynamics Corporation, 851 Traeger, San Bruno, CA 94066 


© 1988 Audio Dynamics Corporation 


COMPACT DISC PLAYERS 


error correction; built-in preamplifier facilities; in- 
puts for CD, line, tape; outputs for fixed, variable, 
tape and headphones; distortion — 0.00496; 6.3 x 3.9 x 
12.6in: 18:10. meses s eraren eva REIP se $2,250 


209. Remote master control works with 207-PRO 
and other Meridian 200-series components; selects 
tracks; controls 8 inputs, volume, and mute; needs 9- 
Vi pattery s cicero tean enea A $150 


MICRO SEIKI BY 
ANALOG EXCELLENCE 


CD-M2 CD Player 

Remote controls direct track access, programming, 
display, phrase repeat, skip forward and back, search 
forward and back, index search; independent power 
supplies for each digital printed circuit board, analog 
PCB, servo mechanism, and FL display; quadruple 
oversampling; Philips laser pickup mechanism; 2 D/A 
converters; 3rd-order Bessel analog filter; digital and 
optical outputs; Brazilian rosewood cabinet; rose- 
wood trim on remote; convertible to 18 bits with 
outboard processor. FR 2-20,000 Hz +0.1 dB. THD 
<0.0015%; S/N > 104 dB at 1,000 Hz; dynamic range 
>96 dB; analog out 2 V rms; balanced analog out | 
mW/600 ohms; 484 Ib. o cese ov Sea beers $3,995 


MISSION ELECTRONICS 


PCM H CD Player 

Front-loading CD player with touch close disc 
loading tray. Features scan; A/B repeat; direct access 
programming; phase inversion switch; headphone 
jack with adjustable volume on remote; 29-function 
remote control; dual 16-bit D/A converters; quadru- 
ple-oversampling digital filter; 20-track random pro- 
gramming; 3-mode time display; 3-speed search; 
digital output; four independent power supplies for 
digital and analog electronics; gold-plated RCA 
CONNECONS 6c ia re ss kts oe eee $1,500 


PCM 7000 CD Player 

CD player with remote control and four separate 
power supplies. Features 16-bit quadruple oversam- 
pling digital filter; twin D/A/ converters; 20-track 
random programming; skip forward and back; fast 
forward; fast reverse; cancel; repeat track, disc, and 
program; cues by track; l-beam laser; displays 
elapsed time, remaining time, program in memory. 
Id'x 3 x213:5 300.25 cle wate v MENS tens AS $999 


MITSUBISHI 


M-C5100 CD Player 

Features dual 18-bit D/A convertors; 8-times over- 
sampling; both optical and coaxial direct digital 
outputs; single master clock frequency for all digital 
circuits; anti-resonant construction; Photo Direct 
amplifier IC; automatic editing function; music 
calendar display of disc contents............ $600 


DP-409R CD Player 

Auto-changer with remote control 3 beam laser; 
repeat track and disc skip track and 30 segment 
programmable; 16-function, infrared wireless remote 
Control Seeds tto irda ed va $550 
DM-5. 5 CD magazine for use with DP-409R. . $13 


M-C4100 CD Player 

Features five-disc capacity; 20-selecting programma- 
bility; audible scan; double oversampling; 16-bit D/A 
convertors; digital filtering; single clock frequency for 
all digital circuits; introscan; random play functions; 
direct random track access; 3" disc compatibility; 
headphone jack with separate level control; wireless, 
full-function, remote control; anti-resonant chassis 
COnStrHotlan acon ean occas Ge MID Duca mo ea $449 


DP-209R CD Player 

Features 3 beam laser; 36 selection programmable; 
skip function; repeat play; 10 function remote con- 
trol; adjustable headphone level............ $300 


DP-212R CD Player 

Features double oversampling; digital filtering; 36 
programmable tracks; random access of any track; 
two-speed forward/reverse search; index search; re- 
peat play; headphone jack; wireless remote; 3-beam 
Optical tracking. onan edet ed Eedes $249 


DP-109 CD Player 
Features 3 beam laser; 36 selection programmable; 
skip function; repeat play s.. c- sacre e osae $240 


THE MOD SQUAD 


Prism CD Player 

Drawer-loading CD player with 16-bit digital pro- 
cessing. Features quadruple oversam;oing; wierless 
infrared remote control; Favorite Track Selection; 
20-track random programming; repeats disc, track, 
program, and phrase (A-B repeat); displays elapsed 
time of track and remaining time on disc; digital time 
domain alignment; separate digital and analog power 
supplies; DC coupling; fixed line outputs; output level 
4 V rms; headphone jack with variable output level; 
digital outputs. FR 0.1-20,000 Hz +0.05 dB; S/N 110 
GBP THD 0.029028 1 Pot IER ors ets $1,200 


Focus Plus CD Player 

Drawer-loading CD player with damped suspended 
transport. Features 20-track random programming; 
16-bit digital processing; quadruple oversampling; 
digital time domain alignment; wireless infrared 
remote control; repeats disc, track and program; 
displays elapsed time of current track and disc; fixed 
line outputs; headphone jack with fixed level; output 
level is 4 V rms; Favorite Track Selection; proprietary 
group delay filter; digital outputs; DC coupling. 7.5 
IB. Durs esee datore e ECRIRE EO HUM P $900 
Focus CD Player. As above without proprietary 
group delay filter, digital outputs, or DC coupling $650 


NAD 


5300 Monitor Series CD Player 

Wireless remote control; dynamic range control; 
ambience circuit; quadruple oversampling; drawer 
loading; CDR circuit; separate D/A converters; error 
display; 3-beam laser; skip and scan forward and 
back; displays track number, elapsed and remaining 
time; repeats disc; programming. ........... $898 


5170 Monitor Series CD Player 

Multiple play; 6-disc magazine and single play 
drawer; 16 bit D/A; 4x oversampling; CDR circuit; 
intro scan; 32-track programable memory; remote 
control including volume; rack mountable ... $748 


5100 Monitor Series CD Player 

Drawer loading; 16-bit decoding with 4x oversam- 
pling; CDRcircuit; remote control output level; vari- 
able and fixed outputs; 8 separate analog, digital and 
mechanical power supply sections; normal and delete 
mode programming; NAD designed analog and digital 
circuitry; rack mountable. ................. $598 


5240 Remote-Controlled CD Player 

Wireless remote control; dynamic range control; 3- 
beam laser; skip and scan forward and back; displays 
track number, elapsed and remaining time; repeats 
disc; programming of up to 16 tracks. ....... $448 


5220 Programmable CD Player 

3-beam laser; skip and scan forward and back; 
displays track number, elapsed and remaining time; 
repeats disc; programming of up to 16 tracks; timer 
compatible ....... dA I c ROV E E $348 


NAKAMICHI 


OMS-7AII Compact Disc Player 

Drawer-loading CD player. Features 3-beam laser; 
digital filtering (resampling frequency 176.4 kHz); 
dual 16-bit, glitch-free D/A converters; programming 
of 24 tracks in random order; display of current track 


number, elapsed time of current track, remaining 
time on disc, program stored in memory; sound 
audible during fast forward and fast reverse; skip 
forward; skip back; fast forward; fast reverse; cancel; 
repeat disc, program; cue by track number, index 
number; 7-function remote control; headphone jack 
with adjustable level. Max line output 2 V; head- 
phone output 35 mW; THD at 1,000 Hz 0.002596; S/N 
> 104 dB; sep > 100 dB; FR 5-20,000 Hz +0.5 dB; 16 


1b-5:02:17:12:x 3:94 x: 12:12. in... eee $1,995 
OMS-SAII. As above, no remote control or program- 
TIT TIQHOA ADP V IU A Lem Lee oro mer eR $1.650 
OMS-4A CD Player 


Drawer-loading CD player with shunt-connected de- 
glitching; multi-regulated power supply; magnetic 
chuck; remote control. Features programming of 15 
tracks in any order; skip forward; skip back; fast 
forward; fast reverse; cancel; headphone jack with 
adjustable headphone level; 3-beam laser; l6-bit 
digital filter; dual D/A converters. Oversamples at 
88.2 kHz; Displays current track number, elapsed 
time on disc. Headphone output 35 mW/40 ohms. 
F6:94 93:95 KAPZONES Ib; 5. omen. $995 


OMS-3A CD Player 

Drawer-loading CD player with shunt-connected de- 
glitching; multi-regulated power supply; magnetic 
chuck; remote control. Features programming of 15 
tracks in any order; skip forward; skip back; fast 
forward; fast reverse; cancel; headphone jack with 
adjustable headphone level; 3-beam laser; l6-bit 
digital filter; single D/A converter. Oversamples at 
88.2 kHz; Displays current track number, elapsed 
time on disc. Headphone output 35 mW/40 ohms. 
16:94503/95 x:12/69 m5 151b: ........ 2. $850 


CDP-2A CD Player 

Mid-level CD player featuring 16-bit quadruple over- 
sampling with digital filtering; dual D/A converters; 
third order bessel analog filter; multi-regulated isolat- 
ed-ground power supplies; 24 memory programming 
function; wireless remote control with 24 key trans- 
mitter; headphone jack with level control; 3-beam 
laser pickup; FR 20-20,000 Hz +0.5/—1.0 dB; S/N 
>0.006%; 16.94 x 2.94 x 10.63 in; 8 Ib. ...... $529 


OMS-1A CD Player 

Features 16-bit D/A conversion; double-oversam- 
pling digital filtering with 5th order active analog 
filter; dual-mono anlog circuits; independent digital 
and analog power supplies; 3-beam laser pickup with 
astigmatism detection; high-precision servo; syn- 
chronized digital timing; floating disc drive with 
precision centering; 15-track program memory; wire- 
less remote control; bidirectional skip search; dual- 
speed cueing; repeat play; disc rotational velocity 
200-500 rpm; FR 5-20,000 Hz; signal-to-noise ratio 
>96 dB; THD 0.007%; channel sep >88 dB; 16.94 x 
2:90-X-10,632n:58 10:23:02! wre sf Ea e $329 


NEC 


CD-720 CD Player 

Wireless remote control; 16-bit digital filter with 
quadruple-oversampling; dual D/A converters; opti- 
cal decoupling; gold plated terminals; digital outputs; 
separate power supplies for digital and analog stages; 
3-way edit; fade out; intro-scan; random play; 24- 
track random programming; 3-way repeat: 10-disc 
memory; programming delete; variable and fixed 
audio outputs; CD single compatibility ...... $579 


CD-620 CD Player 

Wireless remote control; 16-bit digital filter with 
quadruple-oversampling; dual D/A converters; digital 
outputs; gold-plated terminals; separate power sup- 
plies for digital and analog stages; 24-track random 
programmable memory; auto/manual edit functions; 
random play; 3-way repeat; programming delete; 
intro-scan; direct access; 2-speed audible cue and 
review; CD single compatibility; headphone jack 
with-adjustable: level oca Ure euer ut tutis $479 
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CD-520 CD Player 

Wireless remote control; 16-bit digital filter with 
double-oversampling; D/A converter; gold-plated ter- 
minals; 24-track random programmable memory; 
automatic edit; auto space; 3-way repeat; intro-scan; 
direct access; 2-speed audible cue and review; CD 
single compatibility; headphone jack with adjustable 
Je v elfe Sao cae nl don ec OD OLG erent $359 


CD-420 CD Player 

Wireless remote control; 16-bit digital filter with 
double-oversampling; D/A converter; gold-plated ter- 
minals; 20-track random programmable memory; 
auto space; auto space insert; 3-way repeat; direct 
access; 2-speed audible cue and review; CD single 
compatibility; headphone jack with adjustable lev- 
eI mm IN C95 Ute tA OF. OS VES NX $299 


NIKKO AUDIO 


CD-500 CD Player 

Features remote control with 10-key direct-access 
pad; timer play; space play; index programming; 
pause; fast search; all clear; headphone output with 
adjustable level. Optionally rack mountable . . $499 


CD-300 CD Player 

Features remote control; 3-beam laser; 18-track 
random programming; index programming; pause 
mode. Optionally rack mountable .......... $299 


ONKYO 


Integra DX-7500 CD Player 

CD player with 18-bit linear circuitry. Features 8- 
times-oversampling digital filter; separate left and 
right Opto-Drive D/A converters; opto-coupling; 
optical and coaxial digital outputs; DDAC output; 
fixed and variable analog outputs; separate power 
transformers for digital and analog stages; 3rd order 
GIC type analog output filters; 20-track random 
programming; random music calendar; integrated 
system remote compatible with supplied control- 
let de adus ee e tacere 9 odaksarstelo v UTERE $700 


Integra DX-5500 CD Player 

CD player with 18-bit linear circuitry. Features 
quadruple-oversampling digital filter; separate left 
and right Opto-Drive D/A converters; opto-coupling; 
optical and coaxial digital outputs; fixed and variable 
analog outputs; separate power transformers for 
digital and analog stages; 3rd order GIC type analog 
output filters; 20-track random programming; ran- 
dom music calendar; integrated system remote com- 
patible with supplied controller............. $600 


DX-C600 CD Changer 

Remote-controlled magazine-loading 6-disc CD 
changer with opto-coupling system to electrically 
separate the digital and analog sections. Features 
programmed playback; random shuffle playback; 3 
repeat modes; skip forward; skip back; fast forward; 
fast reverse; direct access to disc and track numbers; 
multi-function FL display. 17.12 x 4.5 x 13 in; 13.2 


LEER See ne En JR ER nee EP Lies $600 
KC-600. Additional 6-disc magazines for DX- 
GUSTO T ce dio TE AME etae tert haat e ciate $19.95 ea 


DX-C400 CD Changer 

CD changer with 6-disc capacity. Features 3-beam 
laser pickup; double-oversampling digital filter; 32- 
track random programming; random play; repeat 
disc, track, and program; integrated system remote 
Capa Dit YIEE ive So ese La e MS EE $430 


DX-530 CD Player 

Remote-controlled CD player with opto-coupling 
system to electrically separate the analog and digital 
sections. Features programming of 20 tracks in any 
order; shuffle play; repeat track, disc, program, A-B 
phrase, and shuffle play; direct access to tracks; auto- 
speed music search; index search; skip forward; skip 
back; 2-speed fast forward and reverse; timer func- 


tion; headphone jack; motorized volume control; 
output CMN filter; digital filtering; vibration damp- 
ing; 3-beam laser; digital output terminal; printed 
circuit boards with specially designed insulation 
packet to absorb electro-magnetic flux. Display 
indicates track number, index number, program in 
memory, remaining time of track/disc/program, 
elapsed time of track/disc/program. 17.12 x 3.62 x 
14:060; 12:3 Tine Wace IV Ls CIS $450 


DX-2500 CD Player 

CD player with coaxial digital output. Features 3- 
beam laser pickup; double-oversampling digital fil- 
ter; 16-track programming with edit function; 3- 
mode display with random track sequencing; 10-key 
direct play; integrated system remote compati- 
Dies. e alse ees TP ee ine ARP $320 


DX-1500 CD Player 

CD player with 3-beam laser pickup. Features dou- 
ble-oversampling digital filter; 16-track program- 
ming with edit function; 3-mode display with ran- 
dom track sequencing; integrated system remote 
capabliter mw ve c E Ry Ms $260 


PANASONIC 


RX-FD75 Portable Radio/Cassette/CD Player 

FM/AM/FM stereo radio dual cassette recorder with 
built-in CD player, LCD clock timer, remote control 
and automatic tape level setting. Features edit pause; 
auto-manual recording mode selector; synchro-start 
function; built in remote control; extra bass system; 
LCD clock/timer with sleep function; bass/treble tone 
controls; 2-way 4-speaker system; jacks for AC-in, 2 
lines out; ext. mic/mic mix, and headphone. CD 
player features 36-step random access programing; 
skip/search/repeat functions; music scan function. 
Radio cassette recorder features reverse mode selec- 
tor; auto tape selector; feather-touch controls; dolby 
NR; auto relay playback system; tape program sensor; 
full auto-stop. Operates on AC power cord (included) 
or 10-D batteries (not-included);7.31 x 25.19 x 8.56 
in::15.191B2 5-25: EET a ANE, $650 


SL-P3900C CD Player 

CD auto-changer with 6-disc magazine; 22-key, full 
function wireless remote control, and large 2-color FL 
display with music matrix. One-touch disc selection; 
36-step random access programming; random play 
function; high speed linear motor access system; high 
resolution digital filter; quadruple oversampling; 
high resolution laser pickup; FR 2-20,000 Hz +0.5 
dB; S/N 96 dB; THD 0.006%; 16.88 x 4x 12.38 in; 12.8 
Ib T us dar scent crete SOUPE UR S eceianel dts SONS $499.95 


RX-FD55 Portable Radio/Cassette/CD Player 
FM/AM/FM stereo radio dual cassette recorder with 





built-in CD Player and automatic tape level setting. 
Features edit-pause; auto-manual recording mode 
selector; synchro start function; extra bass system; 4- 
band graphic equilizer; jacks for AC-in, 2 lines-out; 
ext. mic/mic mix, and headphone; CD player features 
LCD display; 36-step random access programming. 
Radio cassette recorder features auto-reverse play- 
back and recording; metal tape capability; feather- 
touch controls; full auto-stop. Operates on AC power 
cord (included) or 10-D batteries (not included); 2 4" 
speakers; 16.81 x 23.88 x 6.94 in; 11.44 Ib. ... $430 


RX-DT50 Portable Radio/Cassette/CD Player 

FM/AM/FM stereo radio dual cassette recorder with 
built-in CD player and automatic tape level setting. 
Features extra bass system; tone controls; jacks for 
AC-in, DC-in, 2 lines-out, ext. mic, headphone option- 
al car battery cord. CD features multi-info LCD 
display with music matrix indication; 10-key direct 
access music programming; 36-step random access 
programming. Radio cassette recorder features dolby 
NR; metal tape capability; soft-eject system; FM 
stereo/mono mode selector. Operates on AC power 
cord (included) or 8-D batteries (not included); 16.69 
x 21:19 16:69 ng ELLOS 1B: 7720605310 ee $430 


SL-P3800C CD Player 

Large 2-color FL display. Features auto-changer with 
6-disc magazine; quadruple oversampling; digital 
filter; separate DAC for each channel; 36-step random 
access programming; random play function; high 
speed linear motor access system; high resolution 
laser pickup; independent disc selection; direct access 
system; multi-function wireless remote; FR 2-20,000 
Hz +0.5 dB; S/N 96 dB; THD 0.006%; 16.88 x 4 x 
12:88 107 TOGO Mem AVAST IA $399.95 


SL-NP10 Portable CD Player 

Programs 18 tracks; skip forward and back; repeat 
track, disc, and program; headphone jack with 
adjustable level; switchable high-cut filter; 1-beam 
laser; digital filter. Displays current track number, 
elapsed time of current track or disc, remaining time 
on disc. Plays up to 5 hrs on battery charge; in black, 
burgundy, or white. Includes rechargeable battery 
pack, AC adaptor, connection cord, soft case . $309 


SL-P3510 CD Player 

Programmable compact disc player with multi- 
function 2-color FL display. Features high speed 
linear motor access system; transport designed for 3” 
and 5” CDs; high resolution laser pickup; repeat 
function for single track, entire disc, or program 
contents; remote control terminal ready; 20-step 
random access programming; FR 2-20,000 Hz +0.5 
dB; THD 0.006%; 17 x 3.1 x 9.5 in........ $249.95 


PARASOUND 


D/VF-900 CD Player 

Variable high frequency focus adjust CD player. 
Features double oversampling; digital filtering; triple 
beam laser; souble shock mounting; full feature 
wireless remote control; 36 audiophile-grade capaci- 
tors; gold-plated jacks; all metal chassis; 15 selection 
programming; repeat all/track/ any start-stop points; 
regulated power supply; high-speed audible search; 
headphone jack level control; FR 5-20,000 Hz; S/N 99 
dB; THD —0/00596; sep >86 dB; max search time 3 
566217225 € 3:5501 2456 Loos CSS $400 


PHILCO 


CD2471 CD Player 

Programs 20 tracks in any order; 3-speed search 
(music audible at 2 slower speeds); quadruple over- 
sampling digital filter; dual 16-bit D/A converter; skip 
forward and back; time or track display...... $280 


PHILIPS 


960 CD Player 

Features dual, 16-bit D/A converter with quadruple 
oversampling; FTS favorite track selection; die-cast 
aluminum nonmagnetic main- and subchassis; fast 
track access; Copy Pause; single-beam pickup; 2- 
motor front- loading drawer; anti-jamming protec- 
tion; keypad track selection; 20-track random-access 
programming; infrared full-function remote control: 
information display; search forward, reverse keys 
with 3-speed search keys; Repeat key; Scan key: 
optical coupler; FR 2-20,000 Hz; S/N >105 dB; 
dynamic range >96 dB; sep 105 dB; THD 0.0015%; 
ultrasonic noise rejection (24.1 kHz) >60 dB; W&F 
unmeasurable. 4.0 x 16.8 x 15.3 in; 21.1 lb... $949 
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880 CD player 

Features dual, 16-bit D/A quadruple oversampling 
converters; die-cast aluminum nonmagnetic chassis; 
CDM! MKII single-laser pickup arm; remote digital 
volume control; FTS favorite track selection; multi- 
function display with Music Calendar programming; 
Copy Pause; shuffle function; search forward and 
reverse keys with 2-speed music search keys; timer 
switch; Direct Play/Program modes via 10-key pad; 
copper heat sinks; FR 2-20,000 Hz; S/N —103 dB; 
dynamic range >96 dB; sep >103 dB; THD 
<0.002%; ultrasonic noise rejection (24.1 kHz) >60 
dB; w&F unmeasurable. 3.52 x 16.8 x 14.52 in; 22.5 
Ibo 4n <6) he E A du Mate A” et oy RS $749 


680 CD Player 

Features dual, 16-bit D/A converters with quadruple 
oversampling; CDM 2 single-beam laser pickup; FTS 
favorite track selection; 10-button remote control; 
random access programming; 3-speed forward and 
backward music search; multi-function display of 
major functions; Skip Up; Skip Down; integrated 
high-precision servos; motorized tray; digital output 
jack; FR 2-20,000 Hz; S/N >100 dB; dynamic range 
>96 dB; sep >96 dB; THD <0.003%; ultrasonic noise 
rejection (24.1 kHz) >60 dB; w&r unmeasurable. 
LER x30 xe edn 6:8: bz esta 2 conce C Se: $329 


875 CD Changer 

Features dual, 16-bit D&A converter with quadruple 
oversampling; six-disc changer; single-disc tray; op- 
tional six-disc magazine for new 3" singles; 40-track 
programming with calendar-type display; FTS favor- 
ite track selection; shuflle play; A-B repeat; scan-play 
remote volume control; headphone volume control; 
LCD remote; aluminum-front, metal chassis. . . $499 


PIONEER 


CD Players 

Elite PD-91 CD Player 

CD player with 8-times oversampling digital filter 
and dual 18-bit D/A converters. Features 3rd order 
low-pass analog Butterworth filter; laser pickup with 
integral buffer amplifier; 24-track random-access 
programming; music window search; random play; 
digital fader with variable fading time; auto program 
edit; time edit; digital output jacks; coaxial and 
optical outputs; headphone jack with adjustable 
level; FL display; 4 separate power supplies; laminat- 
ed iron plate coated with polyacetal and copper- 
plated honeycomb plates; coil springs with rubber 
dampers to support subchassis ........... $1,300 


PD-7100 CD Player 

CD player with 8-times oversampling digital filter. 
Features remote control; dual 16-bit linear envelope 
D/A converters; Class-A FET buffer amplifier; coaxial 
and optical digital output; 24-track random program- 
ming; 20-track music calendar; fade in/fade out; 
timer start system; digital level control; FL display; 
Pioneer disc stabilizing system; 2-speed manual 
search; non-repeating random play; repeat disc, 
track: and propran zo. exondued ye Serie s $565 


PD-5100 CD Player 

CD player with quadruple-oversampling digital fil- 
ter. Features remote control; dual 16-bit D/A convert- 
ers; 20-track random programming; 20-track music 
calendar; fade in/fade out; timer start system; FL 
display of track and elapsed time on disc; Pioneer 
disc stabilizing system; 2-speed manual search; non- 
repeating random play; repeat function for disc, 
track, and. programs: eco EPIS SN $335 


PD-4100 CD Player 

CD player with double-oversampling digital filter. 
Features remote control; dual 16-bit D/A converters; 
20-track random programming; 20-track music cal- 
endar; fade in/fade out; timer start system; FL display; 
Pioneer disc stabilizing system; 2-speed manual 
search; non-repeating random play; repeat disc, 
track: and ‘program: c.c e uS uuu $250 
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CDL-3030 CD/CDV/LD Player 

Combi-player which plays 8- and 12-inch LaserDiscs, 
CD's, CD-video's, and CD-3's. Features remote 
control; quadruple-oversampling digital filter; 8-bit 
digital-held memory; video special effects; dual D/A 
converters; optical digital audio output; 20-chapter 
programmablility; 10-key direct access search; still/ 
step; 2-speed silent scan; frame-time search; chapter 
search; 9-step multi-speed play........... $1,300 


Elite PD-M900 CD Changer 

Magazine-type CD changer with 6-disc capacity and 
remote control. Features anti-resonance honeycomb/ 
copper chassis; gold-plated output jacks; anti-vibra- 
tion insulators; 8-times oversampling; dual D/A 
converters; coaxial and optical digital output; MPSS 





(magazine program selection system) for 256-selec- 
tion programming and magazine/program labeling 
from remote control; time/fade edit; auto-fader; 
delete; non-repeating random play; direct access disc 
and track selection; 2-speed manual search; repeat 
disc, track, and program hand-brushed lacquer fin- 
ish; rosewood-finished side panels .......... $825 


PD-M700 CD Changer 

Magazine-type CD changer with 6-disc capacity and 
remote control. Features 8-times oversampling; dual 
D/A converters; coaxial and optical digital output; 
MPSS (magazine program selection system) for 256- 
selection programming and magazine/program label- 
ing from remote control; time/fade edit; auto-fader; 
delete; non-repeating random play; direct access disc 
and track selection; 2-speed manual search; repeat 
disc, track ánd'propram sc .c ahs brine $720 


PD-M600 CD Changer 

Magazine-type CD changer with 6-disc capacity and 
remote control. Features 4-times oversampling; dual 
D/A converters; MPSS (magazine program selection 
system); time/fade edit; auto-fader; delete; non- 
repeating random play; direct access disc and track 
selection; 2-speed manual search; repeat disc, track, 
andeprograne mo CA SM ne cee SI ee S $585 


PD-M500 CD Changer 

Magazine-type CD changer with 6-disc capacity and 
remote control. Features 4-times oversampling; dual 
D/A converters; 32-track programming; time/fade 
edit; auto-fader; delete; non-repeating random play; 
2-speed manual search; repeat disc, track, and pro- 
QUAM ais. Were vou eren PS an TI sie ed atts $470 


PD-M400 CD Changer 
Magazine-type CD changer with 6-disc capacity. 
Features double-oversampling; dual D/A converters; 


32-track programming; time/fade edit; auto-fader; . 


delete; non-repeating random play; 2-speed manual 
search; repeat disc, track, and program ...... $400 


PROTON 


AC-300 CD Player 

CD player with wireless remote control. Features 
one-beam laser pickup; Cross Interleave Reed Solo- 
mon Code (CIRC) error correction; quadruple- 
oversampling digital filter; 20-track progammable 
memory; 3-speed music search; precise audible cue- 
ing at two lower speeds; real time digital display of 
total tracks, total playing time, track number, and 
elapsed time of each track; repeat disc, track, and 
program; headphone jack with adjustable level. FR 


20-20,000 Hz +3 dB; dynamic range 96 dB; S/N 96 
dB; ch sep (at 1 kHz) 94 dB; THD (at 1 kHz) 0.003%; 
IMD 0.003%. 16.5 x 3.4 x 11.2 in; 7.91b...... $399 


QUASAR 


CD8966 Portable CD Player 

Features 5-hr operation with rechargeable battery 
pack; multi-function LCD readout; 18-step random- 
access programming; hi-cut filter for headphone 
listening; high-resolution digital filter; 4-step battery 
Checksindicaton nis minna ois vlt $300 


CD8956 CD Player 

Drawer-loading CD player with direct access. Fea- 
tures high-speed linear-motor access system; skip 
forward; skip back; fast forward; fast reverse; cancel; 
programming of 20 tracks in any order; repeat track, 
phrase, disc, and program; one-beam laser; single D/A 
converter; 96th-order FIR double-oversampling filter; 
audible fast scan. Cues by track and index number. 
Displays current track number, elapsed time of 
current track, elapsed time on disc, remaining time 
on dise:-:16:94x 3:03x:0.19 in ssl $250 


CD8936 Portable CD Player 

Top-loading portable CD player with direct access 
and switchable high-cut filter for HP output. Features 
skip forward; skip back; fast forward; fast reverse; 
headphone jack; repeat disc and track; one-beam 
laser; single D/A converter; audible fast scans. Cues by 
track number. Displays current track number, 
elapsed time of current track, remaining time on disc. 
Headphone output 15 mW. 4.97 x 1.25 x 4.97 in; 13.8 
NV AMENS dU Fee te TTE EST TERR $240 


CD8946 CD Player 

Programmable CD player features high-resolution 
digital filter; high-speed linear motor, 20-step ran- 
dom-access programming; multi-function FL display; 
preset editing; stop/search forward and reverse; 2- 
speed search with cueing sound. S/N 96 dB; THD 
0.00496; FR 4 Hz-20,000 Hz +0.3 dB. 16.94 x 3.03 x 
gun NUT We, aree sao ee ERU A ees n $230 


CD8988 CD Player 

Remote control CD player features 6-disc changer; 
quick response direct entry system; 36-step random 
apcess DEOBEOTII er eee s a ces wants eene Tn $350 


RCA 


MCD245 Dimensia CD Player 

CD player with Dimensia remote-control operation 
and on-screen status indication when used with 
Dimensia monitor. Features 15-track random pro- 
gramming; forward/reverse search for track, index, or 
scan; repeat; auto switching; system record protec- 
tion logic; SystemLink cabling; powered disc-loading 
drawer; directory display panel; independent suspen- 
sion system; manual function controls; 3-beam laser 
pick-up. FR 5-20,000 Hz + 1.0 dB; S/N >95 dB; THD 
0.005% (at 1,000 Hz); sep 90 dB (at 1,000 Hz); 
sampling FR 44.1 kHz. 14.63 x 3 x 10.63 in... $299 


REALISTIC 


CD-3200 Portable CD Player 

Mini jack for use with headphones and cable for 
home stereo system; soft-touch controls beep when 
pressed; auto search; 2-speed scan forward and back; 
programs 16 tracks; 6-digit LCD readout; snap-on 
battery pack needs 4 AA batteries. 6.5 x 5.5 x 1.3 in 
with battery pack; 4.9 x 4.9 x 1.06 in without battery 
DACK aut sell n ite AEN 3p oA A eerie ERI a $220 


CD-1600 CD Player 

Skips forward and back; 2-speed search forward and 
reverse; programs 16 tracks; 3-way repeat; index 
search; repeat tracks; music calander to show pro- 
gram contents; switchable; floating disc tray; auto 
space; 3-spot laser; wireless remote needs 2 AA 
batferiéso-is com deed lets REC eias $250 


COMPACT DISC PLAYER'S 


CD-2400 Programmable CD Player 

Programs 15 tracks; 3-spot laser; floating disc tray; 4- 
digit fluorescent display; repeats track, program, disc; 
scan forward and reverse; bi-directional auto search; 
3-way repeat of programmed selections, entire disc or 
single selection o iod ose. Corde Seuls $200 


CD 6000 CD Player 

Remote control changer-plays up to 6 discs automati- 
cally; includes 6-disc magazine; 32 tracks; 2x over 
sampling; tri-spot laser; 3-way repeat; dual-mode LED 
display; auto-search; bi-directional audible skip and 
search A ced eue mdi nive SRI CEN $360 


B226-S CD Player 

Drawer-loading CD player with Revox system- 
remote compatibility. Features 16-bit, quadruple 
oversampling; new generation transport and D/A 
converters; diplay shows track number, time remain- 
ing, time elapsed for both track and disc; fixed and 
variable outputs; 2-digital outputs; 19-step program- 
ing by track/index access from 1-99; audible for 
ward/reverse search; locate function; headphone jack 
with adjustable level; FR 20-20,000 Hz +0.1 dB; S/N 


>l100 GBS 1767 KAF x 13355; 18:7 Ibs. ya... $1,800 
B126 CD Player. Similar to BI50-S....... $1,275 
ROTEL 


RCD-820BX2 CD Player 

20 programmable selections; Repeat functions for 
disc, track, and entire program; 16-bit quadruple 
oversampling decoding ‘system; FR 20-20kHz 
+0.08dB; THD 0.002596; S/N 100dB. Regulated pow- 
er supplies and selected components. 7 Ib... . $749 


RCD-850 CD Player 

Drawer-loading CD player with programming of 9 
tracks in random or sequential order. Features skip 
forward; skip back; fast forward; fast reverse; cancel; 
repeat track; repeat disc; 3-beam laser; high-slope 





digital filtering; 3rd-order analog filtering; single D/A 
convertor. Oversamples at 44.1 kHz. Cues by track 
number, Displays current track number, elapsed time 
of current track. 17 x 3.81 x 11.44 in; 9 Ib... . $379 


SAE 


D102 CD Player 

Fully programmable, single beam laser, computer 
direct-line CD player. Features random access func- 
tion for 20 tracks; LED readout for track, time mode, 
error alert, and repeat; cueing function; bi-direction- 
al, 3-speed audible search modes; previous/next 
track; error correction; quadruple oversampling at 
176.4 kHz through 16 bit processor; 12 function 
infrared remote control commander; FR 2-20,000 Hz 
+0.3 dB; phase linearity + 0.5 degrees; S/N — 100 dB; 
THD 0.00696; CIRC error correction.......... $599 


SAMSUNG 


RCD1000 Portable CD System 

Combination CD player/cassette deck/AM/FM tuner. 
Features 3-beam vertical-type pickup; 16-track pro- 
gramming; repeat track and disc; one-touch record; 
autostop; LCD track number and time; synchro- 
dubbing CD-to-tape. 23 x 6.63 x 6.25 in; 9.25 Ib$270 


SANSUI 


CD-X701i CD Player 
Features 3 beam laser; oversampling digital filter. 28- 


key remote control; AMPS; repeat one track, point A to 
point B, and all tracks; random programming for up 
to 20 tracks; headphone output w/volume control. 
S/N 105 dB; FR 5-20,000 Hz. 17.56 x 3.75 x 16.13 in; 
ZO AND ad 5. ME AETERNUS Pie ere § Palen wee $650 


CD-X510M CD Changer 

Dual-cartridge, multi-play, 12-disc CD Changer with 
single-play tray and CD-3 adaptor. Features remote 
control; two 6-disc magazine-type cartridges; random 
programming; variable music/intro scan; 3 repeat 
modes; dual D/A converters; double-oversampling 
digital filter. FR 5-20,000 Hz; dynamic range >95 dB; 
S/N 100 dB; THD (at 1,000 Hz) 0.004%. 5.7 x 17 x 
12:03 1055 55S OR aes es nhc erates ee i etat $630 


CD-X501i CD Player 

CD player with quadruple-oversampling digital fil- 
ter. Features dual D/A converters; digital output; FL 
display; 20-track random programming; random 
play; 4-way repeat; variable time music scan; Dynam- 
ic Servo System; master clock; flux-free chassis. THD 
(at | kHz) 0.00396; FR 4-20,000 Hz; dynamic range 
797 dB; S/N >106 dB. 3.88 x 17.7 x 12.5 in. . $600 


CD-X301i CD Player 

CD player with double-oversampling digital filter. 
Features dual D/A converters; FL display; 20-track 
random programming; random play; 4-way repeat; 
Dynamic Servo System; master clock; FR 4-20,000 
Hz; dynamic range >96 dB; THD (at 1,000 Hz) 
0:003959.3775 x VT TITIO s Sev sre $390 


CD-X310M CD Changer 

Magazine-type CD changer with 6-disc capacity. 
Features 32-track random programming; 3-way re- 
peat; 3-beam pickup; full-function remote control; 
16-bit linear D/A converter; AMPS (Automatic Music 
Program Search). FR 5-20,000 Hz; THD 0.008% at 1 
kHz; S/N >93 dB. 3.5 x 16.5 x 13.3 in; 11.2 Ib $390 


CD-V1000 CD Player 

CD player with 24-track random programming. 
Features double-oversampling digital filter; 3-way 
repeat; synchronized operation with some Sansui 
tape decks; multi-function LED for total time, elapsed 
time, and time remaining on disc. FR 5-20,000 Hz; 
dynamic range 95 dB; THD (at 1 kHz) 0.00396; output 
voltage 2 V. 3.63x 17x l1 in; 10.81b ....... $320 


SANYO 


CPM1000 CD Changer 

10-disc CD-changer with remote control. Features 
10-disc magazine; single disc magazine; 24-button 
remote control; 32-track programmability; random 
play; intro-scan; 3-beam tracking mechanism; skip & 
search mechanism; multi-function FL display; inter- 
nally-damped suspension system; mic mixing; 3-way 
repeat operation; 3-beam tracking system; adjustable 
output level from remote and front panel; timer play. 
16:75 x 4.5 x- 12m; HD; P0602... Lus $500 


MCD45KN CD Boombox 

CD Boombox with built-in AM/FM stereo tuner and 
cassette player/recorder. CD section features full 
programmability; CD-3 capability. Tape section fea- 
tures autoreverse. Other features include infrared 
wireless remote control; surround-sound capability 
with additional surround speakers; AMSS (Automat- 
ic Music Select System); built-in quartz-lock timer; 
multi-function LCD bass and treble controls; CD/line 
output terminals; headphone jack. Comes with free 
SCD samplere: Soares N A v ele d $400 


CP12 Portable CD Player 

Ultra-thin portable CD player with new drive mecha- 
nism and LSI for compactness. Features l6-track 
programming; 3-beam laser; vibration-resistant de- 
sign; dynamic range 86 dB; selection skip; selection 
search; repeat track or disc; phone mute switch; 
rechargeable lead battery provides 4.5 hours of 
operation. 4.94 x .75 x 5 in; 13 0z........... $300 


CP850 CD Player 

CD player with infrared wireless remote control. 
Features 16-track programming; multi-function LCD 
display; 3-beam laser; isolated suspension system; 
skip forward/reverse; forward/reverse search; repeat 
dise; 16:75x 35x 10.7510: 7-15; 8:02... 5X $250 


CP860 CD Player 

CD player with double-oversampling digital filter 
and 16-key wireless remote control. Features CD-3 
capability; dynamic range 96 dB; 3-beam pickup; 16- 
track programmability; skip; search; repeat program; 
calendar display: Sr 176 ML ee Tees $220 


CP820 CD Player 

CD player with double-oversampling digital filter. 
Features CD-3 capability; dynamic range 96 dB; 3- 
beam pickup; 16-track programmability; skip; 
search: irépeat program) sci... 2/9 anaes oe Seis $160 


SCOTT 


DA990 CD Player 

3-beam laser; digital filtering (oversamples at 88.2 
kHz); full-function wireless remote; programs 20 
tracks in any order; 16-bit D/A converter; switchable 
analog filter; headphone jack with volume control; 
big chrome-plated feet; auto space .......... $400 


DA1000 Dual-CD CD Player 

CD player with 2 CD drawers. Features 22-key 
wireless remote control; 30-track random program- 
ming; CD-3 capability; skip search; index search; 2- 
speed manual search; 3-way repeat playback; head- 
phone jack with volume control; CD, A/B selector 
with LED indicator; program selection display; 3- 
beam pickup; 16-bit linear D/A converter. THD 0.03% 
at 1 kHz. 4.4x 17.1 x 11.75 in; 13]b ........ $350 


DA963 CD Player 

Programs 15 tracks in any order; skip forward; skip 
back; fast forward; fast reverse; repeat track, disc, 
program; 8-function remote control; 3-beam laser; 
digital and analog filtering; single D/A converter; 
sound audible during fast scan. Cues by track 
number. Displays current track number, elapsed time 
of current track, elapsed time on disc, remaining time 
on disc, program in memory. 11.1 Ib; 17.25 x 3.75 x 
Il dis. .cescer eh d meu we $300 
DA952. As above without remote control .... $200 


SHARP 
CD Players 


DX-R780 CD Player 

CD player with 20-track random-access program- 
ming. Features 10-key direct access; double-oversam- 
pling digital filter; FL display; 3-beam pickup; cue and 
review; auto program search system; repeat function; 
digital time counter and mode indicator; wireless 
remote Controlin oto IN TIGER EC zv $300 


DX-R750 CD Player 

Compact disc player with infrared remote control; 
APMS; APLD; APSS; cue/review; playback time display 
in seconds & minutes. 17 x 3.13 x 11.75; 9.7 Ib$290 


DX-660 CD Player 

CD player with 20-track random-access program- 
ming. Features 10-LED sound level meter; auto 
program search system; cue and review; repeat 
function; front-loading disc table ........... $230 


DX-650 CD Player 

Compact disc player with 3-beam laser; 20-selection 
random-access programming; APSS; cue/review; re- 
peat function; front-loading disc table ....... $210 


CD Changer 


DX-C5000 CD Changer 
Magazine-type CD changer with 6-disc capability. 


STEREO BUYERS GUIDE 1989 99 


100 


COMPACT DISC PLAYERS 


Features 32-track random-access programming; 
memory backup function; single and all repeat 
function; double-oversampling digital filter; FL dis- 
play; APSS (auto program search system); monitor 
search; cushioned floating mechanism....... $400 


Portable CD Players 


Optonica CDX-17 Portable CD System 

Portable CD player/double cassette deck/AM/FM 
stereo. Tuner: 10 AM/20 FM station presets; S/N 60 dB 
stereo; alt ch sel 55 dB. CD: double-ovesampling 
digital filter; 3-beam pickup; 20-track APMS random 
programming; random play; repeat play; continuous 
play; FR 20-20,000 Hz + 1 dB; S/N >90 dB. Cassette: 
full-logic controls; double autoreverse; one capstan; 
W&F 0.19% wrms; S/N 62 dB Dolby B. Other features: 
Dolby B noise reduction; X-Bass sound; 20 W/ch 
amplifier; 35-key wireless remote control; 2 tripod- 
mountable speakers with FR 70-20,000 Hz; matrix 
surround sound capability; digital clock timer; 4- 
bànd graphic equalize£...—; 01225. erue $1,000 


WQ-CD83 Portable CD Changer System 

Portable 2-disc capacity CD changer/double cassette 
deck/AM/FM stereo. CD: 16-bit digital filter; 3-beam 
pickup; 24-track APMS random programming; ran- 
dom play; repeat play; continuous play; FR 20-20,000 
Hz. Cassette: full-logic controls; high-speed dubbing; 
double autoreverse; one capstan; W&F 0.15% wrms; 
S/N 60 dB Dolby B. Other features: Dolby B noise 
reduction; X-Bass sound; 3 amplifiers; wireless re- 
mote control; 2 speakers; super woofer; matrix 
surround sound capability; clock timer; 4-band 
graphic equalizer with LCD spectrum analyzer; 
APSS cibi ed oe blu aen arnt, eee ues, Due $700 


WF-CD77 Portable CD System 

Portable CD player/double cassette deck/AM/FM 
stereo. CD: wireless remote control; 16-bit digital 
filler; 3-beam pickup; 20-track random program- 
ming; random play; repeat play; continuous play. 
Cassette: full-logic controls; high-speed dubbing; 
double autoreverse; one capstan. Other features: 
Dolby noise reduction; two 2-way speakers; clock 
timer; 4-band graphic equalizer; APSS (Automatic 
Program- Search System) * 351: eee $630 


QT-CD20 Portable CD System 

Portable CD player/cassette deck/AM/FM stereo. CD: 
auto program search system; automatic programma- 
ble music selector; 16-bit digital filter; 3-beam pick- 
up; 20-track random-access programming; random 
play; repeat play. Other features: two 2-way speakers; 
clock timer; 3-band graphic equalizer........ $320 


SHERWOOD 


CDP-300R CD Player 

Drawer-loading CD player remote compatible with 
Sherwood remote-controlled receivers. Features pro- 
gramming of 20 tracks in any order; skip forward; 
skip back; fast forward; fast reverse; one-beam laser; 
quadruple oversampling digital filtering; Ist-order 
linear-phase analog filtering; sound audible during 
fast scan; display for current track number, elapsed 
time of current track, and elapsed time on disc. 3.25 x 
17:363: 9 75 NEE ID zoe a a ni m erm Sici a $300 


CDP-250R CD Player 

Features Sherwood Digi-Link remote compatibility; 
3 beam laser pick-up; double oversampling digital 
filter; 16 selection random programming; motorized 
front loading disc tray; 3 mode repeat; random-play 
select; auto space; auto timer play; LCD multi 
tünctomdisplay s Pacha eedem. esie $260 


CD-1160R CD Player 

Features Sherwood Digi-Link remote capability; 3- 
beam laser; random programming up to 20 selec- 
tions; multi-function LCD display; double oversam- 
pling digital filter; auto-space for making auto-search 
capable recording; 4 way repeat feature; motorized 
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touch-sensitive disc loading; random play alternates 
playback sequence. 2.8 x 17.3 x 10.2 in ...... $249 


SHURE 


D6000 CD Player 
Drawer-loading CD player with wireless remote 
control incuding remote volume. Programs 15 tracks 


. in any order. Features subcode output; skip forward; 


skip back; fast forward; fast reverse; cancel; repeat 
track; repeat disc; repeat phrase; repeat program; cue 
by track; cue by time; 19-function remote; headphone 
jack; adjustable headphone; three-beam pickup; 
oversamples at 88.2 kHz; independent L/R digital 
filters 80 dB attenuation; five-pole active above 
30,000 Hz analog filtering; dual D/A converters; 
display of current track number; display of elapsed 
time of current track; display of program in memory; 
sound audible during fast scan. Headphone output 5 
V: 111b: 16:9 x-2:9 x^12:0-3n 155 X5. Os seca $599 


SONY 
CD Players 


CDP-707ESD CD Player 

Programmable CD player with 8-times-oversampling 
digital filter. Features CD-3 capability; 18-bit linear 
dual D/A converters; independent converters for left 
and right channels; error prediction logic circuit; 
envelope differential detection system; single aspher- 
ic lens laser pickup assembly; noncogging linear 
motor transport; separate power supplies for digital 
and analog circuits; direct digital outputs capable of 
relaying combination digital data and subcode- 
graphics signals; optical digital output for transmis- 
sion of data via fiber-optic cable. Also features 
Custom File which enables programming and storing 
of special data for up to 226 separate discs. Custom 
file is comprised of Disc Memo, a ten-character 
message which is input by the user and then appears 
on the display after disc has been loaded, Custom 
Index, which allows user to input 6 marked index 
locations on any disc, and Program Bank, which 
stores a particular track selection and playback 
sequence foreach dise ..2. 6.028. ie $1,800 
CDP-507ESD. As above without 18-bit linear dual 
D/A converters and twin power transformers. Ap- 
DOK a En a tea Be ecg ve ds ENT TR IPS $600 
CDP-307ESD. As above without 8-times-oversam- 
pling digital filter, error protection logic, or coaxial 
and optical digital outputs................. $475 


CDP-950 CD Player 

CD player with Remote Commander unit. Features 
unilinear converter/digital filter; dual D/A convert- 
ers; envelope differential detection system; mono- 
coque chassis; 5 power supply stages; aspheric optical 
pickup; 16-bit digital filter with quadruple-oversam- 
pling; 20-key direct music selector and delete shuffle 
play capability; 20-selection music calendar; Custom 
File; variable line output; memory backup; CD-3 
ji porte ETE HMM Ue 2x n iEn can en tre Rl $450 


CDP-207ESD CD Player 

With 20-key direct selection and CD-3 capability. 
Features 20-selection music calendar; convenient 
play modes; program edit capability; delete shuffle 
play and automatic timer play. Comes with Remote 
Gominandenc c4 - of tice epe Toe E $370 


CDP-750 CD Player 

CD player with Remote Commander unit. Features 
unilinear converter/digital filter; dual D/A convert- 
ers; envelope differential detection system; mono- 
coque chassis; 5 power supply stages; aspheric optical 
pickup; 16-bit digital filter with quadruple oversam- 
pling; 20-key direct music selector and delete shuffle 
play capability; 20-selection music calendar; CD-3 
capabillly «^7 dv toe but pon ERES $370 


CDP-550 CD Player 
CD player with Remote Commander unit and CD-3 


capability. Features unilinear converter/digital filter; 
dual D/A converters; envelope differential detection 
system; monocoque chassis; 16-selection music cal- 
endar; fluorescent display; various repeat modes; 
program edit capability; shuffle play; headphone 
output level control and auto timer play ..... $280 


CDP-350 CD Player 

CD player with shuffle play and CD-3 capability. 
Features unilinear converter/digital filter; dual D/A 
converters; envelope differential detection system; 
monocoque chassis; 16-selection music calendar; 
fluorescent display; various repeat modes; program 
edit capability; shuffle play; headphone output level 
control and automatic timer play ........... $240 


CD Changers 


CDP-CISESD CD Changer 

10-disc CD changer with DiscJockey cartridge-load- 
ing system. Features 18-bit 8-times-oversampling 
digital filter; dual 18-bit linear D/A converters; direct 
digital output; EPL (error prediction logic); left/right 
twin circuit configuration; 9-section multiple power 
supplies. Also features Custom File which enables 
programming and storing of special data for up to 226 
separate discs. Custom File is comprised of Disc 
Memo, a ten-character message which is input by the 
user and consequently appears on the display every 
time disc has been loaded, Custom Index, which 
allows user to input 6 marked index locations on any 
disc, and Program Bank, which stores a particular 
track selection and playback sequence for each disc. 
Also features 10-- 10 key direct-access; 20-selection 
random music sensor; high-speed search; automatic 
music sensor; 4 repeat modes; music calendar. $800 


CDP-C100 CD Changer 

10-disc CD changer employing magazine compatible 
with Sony car changers. Features unilinear converter; 
quadruple-oversampling digital filter; envelope dif- 
feretial error detection system; multiple power sup- 
plies; aspheric optical pickup; 3-beam laser; Custom 
PUG ecu esie rakes, OM ERR ee See d $620 


CDP-C7ESD CD Changer 

5-disc carousel CD changer with Remote Command- 
er unit. Features quadruple-oversampling 16-bit digi- 
tal filter; dual D/A converters; Custom File; 16- 
selection music calendar; shuffle play; timer switch; 
variable line output; disc select and output level 
CONTO LSM ce oo ee e de Td te dts $480 


CDP-C70 CD Changer 

5-disc carousel CD changer. Individual discs can be 
selected at the touch of a button or by using the Disc 
Select key on the supplied Remote Commander. 
Discs can be played sequentially, or up to 32 selection 
can be programmed to play in any order. Features 
unilinear converter; quadruple-oversampling digital 
filter; envelope differential error detection system; 
multiple power supplies; aspheric optical pickup; 
three-beam laser; shuffle play; 16-selection music 
calendar; timer switch; headphone output with level 
control; Custom File; variable line output.... $450 


CDP-C50 CD Changer 

5-disc carousel CD changer. Individual discs can be 
selected at the touch of a button or by using the Disc 
Select key on the supplied Remote Commander. 
Discs can be played sequentially, or up to 32 selection 
can be programmed to play in any order. Features 
unilinear converter; quadruple-oversampling digital 
filter; envelope differential error detection system; 
multiple power supplies; aspheric optical pickup; 
three-beam laser; shuffle play; 16-selection music 
calendar; timer switch; headphone output with level 
controles d et EE, ente ev uto $350 


Portable Compact Disc Players 


D-T10 Portable CD Player 
Lightweight CD player with AM/FM quartz tuner. 
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THE AXIOM AX 5 REFERENCE LOUDSPEAKERS HAVE EARNED RECOGNITION 
BY SEVERAL ESTEEMED RECORDING STUDIOS THROUGHOUT NORTH AMERICA 
AS THE MOST ACCURATE LOUDSPEAKERS AVAILABLE, IRRESPECTIVE OF 
PRICE. 


PICTURED HERE ARE THE AX 5 REFERENCE LOUDSPEAKERS IN THE 
SYNCLAVIER ROOM AT LE STUDIO, MORIN HEIGHTS IN QUEBEC, CANADA. LE 
STUDIO, FAMOUS FOR RECORDING ARTISTS SUCH AS DAVID BOWIE, THE 
POLICE, COREY HART AND CAT STEVENS, IS ONE OF THE MOST TECH- 1 D ber | £ 
NOLOGICALLY ADVANCED STUDIOS IN THE WORLD. WHEN PERFORMANCE us | ES Ms 
AND ACCURACY ARE IMPORTANT, AXIOM IS THE CHOICE OF THE PRO- uu 


FESSIONALS. WE HOPE YOU MAKE IT YOURS. 
CIRCLE NO. 68 ON READER SERVICE CARD 


AXIOM Hwy. #60, DWIGHT, ONTARIO, CANADA POA 1HO (705) 635-2222 








102 


COMPACT DISC PLAYERS 


Features AMS (automatic music sensor); program- 
ming of 21 tracks in any order; 5 repeat modes; skip 
forward and skip back; audible fast forward and 
reverse; auto-tracking recovery; oversampling digital 
filter; pulse-width-modulation integrated circuit to 
reduce power consumption to 1.8 W; ultra-thin 3- 
beam optical pickup with a single aspheric plastic 
lens; laser pickup assemble integrated with an elastic 
damper arm. Tuner section features SAM/SFM station 
presets; local/DX switch. Remote controllable with 
optional remote commander (RM-DM I K). Includes 
BP-100 rechargeable battery; AC adaptor; connecting 
cords; soft carrying case; shoulder strap...... $460 


D-15 Portable CD Player 

Features uniliner converter/digital filter; single 
aspheric lens laser pickup; auto tracking recovery 
system; internal battery system; BP-2 rechargeable 
battery; random music sensor 21-track program- 
ming; four repeat modes including track, disc, A/B, 
and shuffle; remote control with RM-DMIK remote 
commander; multi-function back-lit liquid crystal 
display including battery strength indicator; index 
search; key hold switch. Includes AC adaptor, rechar- 
geable battery, line-out jacks, carrying case, and strap. 
[03 x 89053 Iie sc A a TS se: $360 


D-T4 Portable CD Player 

Portable CD player with AM/FM tuner. Features 
unilinear converter/digital filter; single aspheric lens 
laser pickup; auto tracking recovery system; BP-3 
rechargeable battery; random music sensor 16-track 
programming; four repeat modes including 1, all, 
A/B, and shuffle; remote control with RM-DMIK 
remote commander; multi-function back-lit LCD 
including battery strength indicator; local/DX switch. 
Comes with AC power adaptor, line-out cord, carrying 
CASE TANCISIFADI ee mss e nice eee ra UTE $320 
D-4. As above without tuner............... $260 


D-160 Portable CD Player 

Features AMS auto music sensor; skip forward; skip 
back; unilinear converter; digital filter; 3-beam laser; 
back-lighted LCD panel; built-in anti-shock servo 
with fully floating mechanism for accurate tracking; 
AC/DC operation; line output; headphone jacks. 
Includes CPA-1 car cassette adaptor, CPM-100P car 
mounting plate; patch cords, AC adaptor, and carry- 
ing strap. Remote controllable with optional RM- 
DMIK remote commmander.............. $260 


SONOGRAPHE BY 
CONRAD-JOHNSON 


SD-1 CD Player 

Drawer-loading CD player with discrete FET audio 
circuits and power supplies designed by Conrad- 
Johnson. Features programming of 20 tracks in any 
order; skip forward; skip back; fast forward; fast 
reverse; repeat disc, program; headphone jack; digital 
filtering; dual D/A converters; sound audible during 
fast scan. Cues by track and index number. Oversam- 
ples at 176.4 kHz. Displays current track number, 
program in memory; elapsed time of current track. 
a 7S RRA 12-185: DA ee UAR See $695 


SOUNDCRAFTSMEN 


CD750 CD Player 

CD player with differential/compander circuitry. 
Features high dynamic range; optional tening; spec- 
tral gradient circuit; both circuits bypassable; index- 
ing; digital filter; all-metal chassis; audible scan; 
random; passage-repeat; 3-beam laser; full function 
infrared remote control; oversampling; multi-func- 
tion flourescent display; variable volume control 
headphone jack; gold-plated output jacks; shock- 
mounted disc-handling; 19 x 3.25 x 12 in .... $599 


SYLVANIA 


CD1473 FTS CD Player 
Favorite Track Selection memorizes programs from 
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various discs (up to 785 tracks); touch-close drawer; 
24-function remote control with 10-digit keypad and 
Volume control. 522 ETE pee $379 


CD1471 CD Player 

Programs 20 tracks in any order; 3-speed search 
(music audible at 2 slower speeds); quadruple over- 
sampling digital filter; dual 16-bit D/A converter; skip 
forward and back; time or track display. ..... $280 


CD1465 FTS CD Player 

With Favorite Track Selection to memorize pro- 
grams from various discs (up to 785 tracks); dual 16- 
Dit D/A converters s seco sc acess a etal $279 


CD1470 CD Player 

CD player with 16-bit D/A converters. Features 
random access programming; 20-track capability; 3- 
speed forward/reverse search; next/previous track 
skip; digital filtering. Includes 1 free 67-minute Jazz 
Sampler disoz. cie tae es E UN e uitam ris $229 


CD1480 CD Player 

CD player with 16-bit D/A converters. Features 3" CD 
compatibility; shuffle play; 20-track memory; CDM4 
laser scanning assembly................... $199 


SYMPHONIC By FUNAI 


CD 3000A CD Changer 

CD changer with Pioneer-style cartridges with 6-disc 
capability. Features 16-bit D/A converter; 3-beam 
laser pickup; wireless remote control; 32-track ran- 
dom programming; repeat track, disc, and program; 
search function; elapsed time display........ $379 


CD 2000A CD Player 

Drawer-loading CD player with 16-bit D/A converter. 
Features 3-beam pickup; CD-3 capability; 15-track 
random programming; feather-touch controls; pro- 
grammable repeat function; amber elapsed-time dis- 
play LCD; headphone jack with adjustable level; 
wireless remote control 25. wo sees se $229 


CD 1100 CD Player 

Drawer-loading CD player with 16-bit D/A converter. 
Features 3-beam pickup; 15-track random program- 
ming; feather-touch controls; programmable repeat 
function; amber elapsed-time display LCD... . $199 


TANDBERG 


TCP 3015A CD Player 

Features 16-bit quadruple oversampling; zero nega- 
tive feedback; no capacitors between the two D/A 
converters and the line output; digital filter and 
phase-linear Bessel audio filter; full programmability; 
separate headphone output volume control. Rose- 
wood side panels and remote control optional. 17.13 
K eS SE ip, i) Bs 7 fab L2 AD ee a e Aa $2,500 


TEAC 


PD-470 CD Player 

3 beam laser system with twin monaural 16-bit linear 
D/Aconverters. 4x oversampling digital filter; 20 
selection random memory programming; 20 selec- 
tion memory program calendar; full function wireless 
remote; fluorescent diplay shows track number, 
index numbers, elapsed time, program or disc re- 
maining time, remaining time of each selection, and 
program or disc total time. FR 2-20,000 Hz; S/N >95 
dB; THD .00596; 4.56 x 17.13 x 11.19 in; 8.38 1b$400 


PD-425 CD Player 

3 beam laser with 16 bit linear D/A converter. 15 
selection random memory programming; wireless 
infrared remote control; program skip; repeat track, 
disc and program; multi-function LED display; fast 
forward or reverse manual search. FR 5-20,000 Hz 
+ 1 dB; S/N >92 dB; THD.00596; 3.38 x 17.13 x 11.19 
1n:8/:82:1D V v op re ERA Ee OU LP EI E d $280 
PD-160. Similar to above without remote.... $250 


TECHNICS 


CD Players 

SL-P1300 Professional CD Player 

CD player with 8-times-oversampling digital filter 
and infrared remote control. Features 4 D/A convert- 
ers (2/ch); 18-bit high resolution signal processing; 
A/B repeat; + 896 pitch control; optical and electrical 
digital outputs; 2-speed search dial; audible puse; 
rocker switch for mixing; cueing by direct CD time 
code; balanced outputs; wired remote control; 10- 





button keypad; auto-cue; separated digital and analog 
power supplies; class AA sample and hold circuit; 
class AA output; high-speed linear-motor access 
system; skip keys; 2-speed audible search; repeat 
track, disc, and program; headphone jack with 
adjustable level; line out via unbalanced (phono) pin 
connectors; balanced output; sub-code output; full- 
function FL display; cue search. 6.7 x 16.9 x 14.8 
Hio ME eere sesta cS $1,700 


SL-P1200 Disco CD Player 

Top-loading CD player for discos or production cues 
to any point within track. Rocker control for momen- 
tary advance or retard. Features quartz-locked pitch 
control (2-896); 2-speed cueing; rear-panel remote 
jack for mixer; infrared remote control; auto cue to 
first note of desired track; FL display; twin high-speed 
D/A converter; double oversampling (88.2 kHz) 
digital filter; 9th-order low-pass analog filter; 1-beam 
laser; high-speed Linear Motor Access locates track 
start in <1 sec; subcode output; skip forward; skip 
back; fast forward; fast reverse; sound audible during 
fast scan; repeat track, disc, program; programming 
of 20 tracks in any order; headphone jack with 
adjustable level. Cues by track number, index num- 
ber, time. Displays current track number, elapsed 
time of current track, elapsed time on disc, remaining 
time on disc, remaining time in track, program in 
menmory-17:x 7 xlovine 22 Dales m $1,295 


SL-P1000 CD Player 

Features wireless remote with volume control; 20- 
track programming; A-B repeat; program repeat; 
heaphone jack with level control; electrical and 
optical outputs; 10-key number pad on unit and 
remote; 2-speed search dial; programmable music 
scan; 8-digit display of track number, index number, 
time for current track, disc, or program; separate 
digital and analog circuits; gold-plated output jacks; 
96th-order double oversampling (88.2 kHz) digital 
filter; 7th-order analog filter; high-speed laser trans- 
port; high-rigidity 3-layer base; 2 D/A converters; 
Class AA isolates voltage amp from sample-and-hold 
circuit; dual power supplies.............. $1,000 


SL-P990 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 4 D/A converters (2/ch); 
18-bit high-resolution signal processing; auto-cue; 
separate digital and analog power supplies; optical 
and electrical digital outputs; signal output meters; 
oxygen-free wiring; full-function FL display; linear 
matrix track and programming indicator; 20-key 
direct access; random play; headphone jack with 
adjustable level; disc window; high-speed linear- 
motor access system; 5-layer anti-vibration chassis; 
2-speed audible search; peak level search for taping; 
CD edit; music scan; A/B repeat; track repeat; 
dimmer switch; gold-plated output jacks; 32-track 
programming; timer play.................. $825 





ieee ma "—- m " " — nau us E m: u-— s E monde TE L*os Pub asd NE 
+ 
i : o A T 





TU ALL THOSE 
WHO ALREADY 


OWNA 
GD PLAYER 


OUR CONDOLENCES 





























ACCULINEAR 18-BIT TEC 


ONKYO Integra compact DISC PLAYER RI 


COMPACT 


DIGITAL AUDIO. 
LINEAR MOTOR TRACKING MECHANISM 


Ae $ "ES Tom oa or t VAT u P e T 
OPTICAL AND CORE VE te RE GULATED D/A CONVERTERS | 
Le MM M C MM MM NE 


“TIMER E = 
PLAY OFF SHUFFLE REMOTE SENSOR TIME EDIT REPEAT A-—-B 
— ETE emm 


H — RREAN, oaaae a 


PUSH ON 





a 





Everything has limitations. Including conventional But getting all the data off the disc is only the first 
CD players. step. Getting it to your ears is at least as important. 
That's because 16-bit digital processing simply That's why Onkyo developed the Acculinear D/A 
isn't accurate enough to retrieve all the data thats — Converter. And individually calibrates each one to 
on a disc. So some of the music is lost. minimize crossover distortion. This unprece- 


dented accuracy means you'll be able to listen to 
music, even at low levels, and still hear the 
delicate harmonic structures that distinguish a 
Gibson guitar from a Martin. 


Onkyo's linear 18-bit technology, on the other 
hand, assures you that all the musical information 
gets processed. So you don't lose anything. Even 
the subtle clues that tell you about the space the 
music was recorded in. And how well the engineer 
chose the microphones. 





Onkyo's extensive use of optical transmission 
techniques instead of conventional wiring further 
increases musical enjoyment. Proprietary Opto- 
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Coupling Modules at critical circuit junctions 
eliminate Digital Signal Interference (DSI) and its 
consequent metallic harshness. So you can enjoy 
the sound of the Philadelphia Symphony without 
wondering if the entire string section was playing 
aluminum violins. 


The power supply combines low impedance/low 
loss transformers, regulators, and capacitors for 
high stability and isolation. 





In addition, the critical D/A converters benefit 
from Opto-Drive, a new Onkyo technology that 
uses LED/phototransistor arrays for the ultimate 
in current stability and operating accuracy. Which 
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means that any sonic variations you hear will be in 
the music, not in the disc player. 


And the best part? We didn't reserve these 
technical innovations for one outrageously 
expensive flagship model. All the musical 
benefits are affordable. 


Yes, this is the New Digital Domain. 


Audibly significant technology. 
Enhanced musical enjoyment. 


The New Digital Domain. 
Starting at less than $600. 


Enter it today at your Onkyo dealer. 


200 Williams Drive, Ramsey, N.J. 7446 201-825-7950 


For your convenience, ONKYO and THE BUYERS GUIDE are providing 
this special toll free number so you can find out about our new 18 Bit 
Players. Just call 1-800-678-8237, and when asked, enter 34520. 
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COMPACT DISC PLAYERS 


SL-P770 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 4 D/A converters (2/ch); 
18-bit high-resolution signal processing; auto-cue; 
separate digital and analog power supplies; optical 
and electrical digital outputs; signal output meters; 
oxygen-free wiring; full-function FL display; linear 
matrix track and programming indicator; 20-key 
direct access; random play; headphone jack with 
adjustable level; disc window; high-speed linear- 
motor access system; 2-speed audible search; peak 
level search for taping; CD edit; music scan; A/B 
repeat; track repeat; dimmer switch; gold-plated 
output jacks; 32-track programming; timer . . . $620 


SL-P550 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 32-track random-access 
programming; dual DA converters; electrical digital 
output; signal output meter; full-function FL display; 
linear matrix track and programming indicator; 10- 
key direct access; random play; headphone jack with 
adjustable level; high-speed linear-motor access sys- 
tem; disc window; high speed transport; peak level 
search for taping; CD edit; A/B repeat; track repeat; 
program repeat; 2-speed audible search ...... $420 


SL-P350 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 32-track random-access 
programming; dual DA converters; electrical digital 
output; signal output meter; full-function FL display; 
linear matrix track and programming indicator; 10- 
key direct access; headphone jack with adjustable 
level; high-speed linear-motor access system; high 
speed transport; peak level search for taping; CD edit; 
track repeat; program repeat; 2-speed audible 
seare hra A BS qs de ee aay ate Se $340 


SL-P250 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 20-track random-access 
programming; dual DA converters; full-function FL 
display; linear matrix track and programming indica- 
tor; 10-key direct access; headphone jack with adjust- 
able level; high-speed linear-motor access system; 
high speed transport; peak level search for taping; 
track, disc, and program repeat; random play; music 
BOAT eS IPIE NR e soko See ee ee $300 


SL-P230 CD Player 

CD player with quadruple-oversampling digital filter 
and remote control. Features 20-track random-access 
programming; dual DA converters; full-function FL 
display; linear matrix track and programming indica- 
tor; 10-key direct access; headphone jack with adjust- 
able level; high-speed linear-motor access system; 
high speed transport; track, disc, and program repeat; 
random play; music scan. ..:......- e erre $280 


SL-P200 CD Player 

CD player with quadruple-oversampling digital fil- 
ter. Features 20-track random-access programming; 
dual DA converters; full-function FL display; linear 
matrix track and programming indicator; headphone 
jack with adjustable level; high-speed linear-motor 
access system; high speed transport; track, disc, and 
program repeat; remote-compatible ......... $250 


SL-P150 CD Player 

CD player with quadruple-oversampling digital fil- 
ter. Features 20-track random-access programming; 
dual DA converters; FL display; high-speed linear- 
motor access system; high speed transport; track, 
disc, and program repeat; remote-compatible . $240 


SL-XP6 Portable CD Player 

Compact, lightweight portable CD player with nor- 
mal, resume, and random play modes. Features skip 
keys; memory key; 18-step random-access program- 
ming; play; stop; quadruple-oversampling digital 
filter; AC adaptor; auto power off after 5 minutes in 
stop mode; headphone jack with adjustable level; 


repeat; search; line-out jack; LCD display. 1.09 x 5 x 
SG NY LSA OZ xine 352 AA s $349 


SL-XP5 Portable CD Player 

Top-loading portable CD player with FFI single- 
beam laser. Features programming of 18 tracks in any 
order; skip forward; skip back; fast forward; fast 
reverse; cancel; repeat track, disc, program; head- 
phone jack with adjustable level; digital filtering; 
single D/A converter; sound audible during fast scan. 
Oversamples at 88.2 kHz. Displays current track 
number, elapsed time of current track, elapsed time 
on disc, remaining time on disc, program in memory. 
With carrying case and power supply. 4.97 x 0.91 x 
AST AN. Perec si eee e tetas ate $325 


CD Changers 


SL-P600C 6-Disc CD Changer 

Plays 6 discs in magazine; wireless remote; 36-track 
random programming; 10-key number pad on unit 
and remote; headphone jack with volume control; 
high-speed access with 2-purpose search/skip but- 
tons; display of number of tracks, programmed 
tracks, current track, elapsed time; random and 
repeat play; floating isolation system; quadruple- 
oversampling digital filler................. $470 


.SL-P400C 6-Disc CD Changer 


Plays 6 discs in magazine; wireless remote; 36-track 
random programming; 10-key number pad on unit 
and remote; headphone jack with volume control; 
high-speed access with 2-purpose search/skip but- 
tons; FL display; random and repeat play; quadruple- 
oversamling digital filtler.................. $420 


SL-P300C 6-Disc CD Changer 

Plays 6 discs in magazine; remote-compatible; 36- 
track random programming; 10-key number pad on 
unit and remote; headphone jack with volume 
control; high-speed access with 2-purpose search/ 
skip buttons; FL display; random and repeat play; 
quadruple-oversamling digital filter......... $299 


TOSHIBA 
CD Players 


XR-9037 CD Player 

Remote control w/volume control; digital peak 
search; 20-program random memory; double over- 
sampling and digital filter................. $450 


XR-9018 CD Player 

CD player with 16-track random programming. 
Features double-oversampling digital filter; 3-beam 
laser pickup; quick-program-selector up/down key; 
automatic repeat capability; LCD with track, lap, and 
remaining time; fast forward and reverse; integrated 
system remote capability; headphone jack with ad- 
justable levele as adeo eC mm o's CNR $279 
XR-9028. As above, 10-key remote control ... $329 


CD Changers 


XR-9057 CD Changer 

CD changer with 6-disc capacity and single-play 
drawer. Features 32-track random programming; 
double-oversampling digital filter; 3-beam laser pick- 
up; 32-key wireless remote control; intro scan; 
random play; 9-digit multi-function display; cumula- 
tive time display; 10x audible search; fast forward 


and reverse; system remote capability ....... $499 
XR-9058. As above with system remote. ..... $599 
Portable CD Players 


XR-9458 Portable CD Player 

Portable CD player with wireless/wired remote 
control. Features 3-beam laser pickup; 16-program 
random memory with repeat; headphone jack with 
adjustable level; LCD of track, lap, and remaining 
time" CDS capably 9m. omen $470 


XR-9437 Portable CD Player 

Compact CD player with AM/FM stereo. 9 FM/5 AM 
presets; 3 beam laser pick-up; 16-program random 
memory w/repeat; quick-program select; uses 4 AA 
batteries or rechargeable NiCad ............ $400 


RT-8088 Portable CD System 

Portable CD player with built-in cassette deck, tuner, 
and speakers. CD section features 20-program ran- 
dom memory; CD-double-speed recording system; 
CD-auto-recording system; 20-song music calendar 
and integrated digital time counter; intro scan; auto 
spacing; random play; auto sleep. Cassette section 
features autoreverse; manual reverse; 3-band graphic 
equalizers "ty oer ERU ee DAN C raca ex) e $400 


VECTOR RESEARCH 
CD Players 


VCD-900 CD Player 

Drawer-loading CD player with full-function remote 
control (10-key direct-track access, remote volume 
control) Features programming of 15 tracks in 
random and sequential order; skip forward; skip 
back; fast forward; fast reverse; cancel; repeat track, 
disc, phrase, and program; 3-beam laser; digital and 
analog filtering; single D/A converter; sound audible 
during fast scans. Cues by track number. Oversam- 
ples at 88.2 kHz. Displays current track number, 
elapsed time of current track, elapsed time on disc; 
program in memory. 17 x 3.5 x 12.5 in; 11 Ib . $399 


VCD-400 CD Player 

Drawer-loading CD player with wireless remote 
control. Features 3-beam pickup; display of elapsed 
time and track number; 2-speed audible cue and 
review; repeat disc and program; automatic: disc- 
load/play; 15-track programmable music search sys- 
tem; digital filtering and oversampling. FR 20-20,000 
Hz +0.75 dB; dynamic range — 92 dB; S/N >95 dB; 
THD «0.0596. 17 x 3x 1225 in; 8.5 Ib. ...... $259 


CD Changers 


VCD-650CX CD Changer/Cassette Deck 

Combination 6-disc capacity CD changer and full- 
logic cassette deck. Features double-oversampling 
digital filter; synchro-dubbing; 32-track random pro- 
gramming; auto pause; shuffle play; repeat all discs, 
one disc, track, or program; LCD; headphone jack; 
remote control; Dolby B and C NR; separate L & R 
record controls; one-touch dubbing; music search. 
Compatible with JVC magazines ........... $599 


VCD-600R CD Changer 

CD changer with double-oversampling digital filter 
and 6-disc capacity. Features LCD which displays 
disc, track, and time simultaneously; audible cue and 
review; shuffle play; 32-track random programming; 
direct disc access from remote; repeat of all discs, one 
disc, track, or program; headphone jack. Compatible 
with. JVCAnaga2zinés- ss o ev ee eee $449 


VCD-500C CD Changer 

Magazine-type CD changer wtih 6-disc capacity. 
Features 3-beam laser pickup; audible cue and 
review; 32-track random programming; wireless re- 
mote control; LCD which displays disc, track, and 
time simultaneously; repeat of all discs, one disc, 
track, or program. FR 20-20,000 Hz +0.75 dB; 
dynamic range — 92 dB; S/N >96 dB; THD — 0.0196. 
Compatible with Pioneer magazines. 16.5 x 3.5 x 13; 
D1J575 erras. Eee Rees euis $449 


YAMAHA 


CDX-10000 CD Player 

Limited centennial edition compact disc player with 
wireless remote control. Features hi-bit quadruple 
oversampling digital filter; hi-bit D/A converter; 20- 
bit digital volume control; high-speed linear motor; 
internal photo-optical coupling; output level control; 
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digital-out terminals; heavy-duty chassis; 24-track 
direct access play; random play; front-panel head- 


phone jack; gold-plated connection terminals. Titani- 
um grey with high luster walnut end panels. $3,000 


CDX-5000 CD Player 

Drawer-loading CD player with 44-key wireless 
remote control. Features hand-selected parts; double 
floating suspension design; super-high-speed access; 
hi-bit quadruple oversampling digital filter; hi-bit 
D/A convertor; Hi-bit digital volume control; photo- 
optical coupling; dual-transformer shunt-regulated 
power supplies; digital-out terminals; random play; 
index search; front panel headphone jack; integrated 
remote system compatible. Black; 55 Ib.... $2,200 


CDX-1110U CD Player 

CD player with hi-bit direct output. Features 18-bit 8- 

times-oversampling digital filter; dual D/A convert- 

ers; 20-bit digital volume control; microcomputer- 

controlled 2-way servo system; independent 

transformer shunt-regulated power supply; optical 

and coaxial digital output connectors; high-speed 

linear motor provides 0.8 second access speed; 3- 

beam laser pickup; 44-key wireless remote control; 

24-track direct access; 24-track random access pro- 

gramming; random play; calendar display; 4-way 

repeat; index search; 3-way music search; gold-plated 

terminals; integrated remote control capabili- 
Samarium Cobalt leaf supertweeters 
European ferrofluid dome drivers 

CDX-910U CD Player Cast magnesium frame midranges 


CD player with hi-bit direct output. Features 18-bit 8- d siia woofers in à proprietary 

times-oversampling digital filter; dual D/A convert- Phase-correct crossover design 

ers; 20-bit digital volume control; microcomputer- 24K Gold binding posts 

controlled 2-way servo system; optical and coaxial Elegantly crafted cabinetry 

digital output connectors; 3-beam laser pickup; 46- Solid ten year warranty 

key wireless remote control; 24-track direct access; 

24-track random access programming; calendar dis- CIRCLE NO. 82 ON READER SERVICE CARD 
play; 4-way repeat; index search; 3-way music search; 
gold-plated terminals; integrated remote control ca- 
pability 


Headphones that work with your ears, 
CDC-610U CD Changer e 
CD changer with 10-disc magazine. Features 18-bit not against them. 


quadruple-oversampling digital filter; D/A converter; 
3-beam pickup; microcomputer-controlled 2-way 
servo system; 24-track random access programming; 
memory play; random play; disc scan; music scan; 
wireless remote control; 3-way repeat; index search; 
3rd order low-pass analog filter; headphone jack with 
adjustable level 


CDX-810U CD Player 

CD player with hi-bit direct output. Features 18-bit 8- 
times-oversampling digital filter; dual D/A convert- 
ers; microcomputer-controlled 2-way servo system; 
3-beam laser pickup; 44-key wireless remote control; 
24-track direct access; 12-track random access pro- 
gramming; calendar display; 3-way repeat; index 
search; 3-way music search; gold-plated terminals; 
integrated remote control capability; coaxial digital 


DT 990 head- 


CDX-510U CD Player phones use "diffuse 
CD player with hi-bit direct output. Features 18-bit sound field equalization; based on 
quadruple-oversampling digital filter; 16-bit D/A new studies of how the human ear af- 


converter; microcomputer-controlled 2-way servo ects sound. This desi xluces a flat 
system; 3rd order Bessel-type analog low-pass filter; ft i E nS PEOR MES fl 


3-beam laser pickup; 22-key wireless remote control; ; : Á ' 

24-track random access programming; calendar dis- the experience of the listening environment. 

play; 3-way repeat; index search; 3-way music search; Hostaphan™ diaphragms and Neodyne"" magnets are two more reasons 

P RE DT 990s have won technical and critical acclaim in Europe and America. 

adjustable s ME REO They ". . . delivered a superb sound" and were ". . . remarkably comfortable 
to wear" according to Stereo Review. 

CDX-410U CD Player PET So if you enjoy losing yourself in the music, start by rue the Beyer 

CD player with double resolution digital filter. dealer in your area. Call the reader response number below, or write — 


Features 3-beam pickup; 16-bit D/A filter; 3rd order : : : 
Bessel-type analog low-pass filter; 24-track random beyerdynamic US, 5-05 Burns Avenue, Hicksville, NY 11801. 


programming; index search; 3-way repeat; auto space 5 
insert; 3-way music search; headphone jack; micro- ACCURACY IN AUDIO beyerdynamic)}}} 


computer-controlled 2-way servo system 
Canada: ELNOVA 4190 rue Sere, St. Laurent, Quebec HATIA6 Tel. (514) 3 416933 Telex: 5824086 


of dynamic 


frequency response, accurately recreating headphone 


innovation 
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The new Koss.Pr6/450™ Stereo- 
‘phones deliver ultra-smooth, dis- 
tortion-free sound and provide 
-an excellent way of determining 
whether a high-pri¢ed audio 
component is really worth 


=< 1988 Koss Corporation. 





* 


high-price. It' all possible thanks to Koss’ new 
dual-elementidesign. Each earcup contains 
a neodymium element: for« crisp mids and highs, 
plus a low- -frequency poly-driver for extraordi- 
nary bass response. Everything else about 
the Pro/450 is first-class, too. From the oxygen- 


IFSOMEONE TRIES 
TO SELLYOU A 
$2,000 CD PLAYER, 


G 
vw 
deme om 


free copper wiring and two detachable cords, 
to the unique earcup spider assembly and 
genuine leather headband that make it as com- 
fortable to wear as it is to listen to. So if high- 


end sound is what you're after, audition the 


new flagship of our professional stereophone 
line. You'll find that the Koss Pro/450 has.-the 
high-end covered. * 4129 N. Port Washington 
Road, Milwaukee, WI 53212. Koss Limited: 


Burlington, Ontario. Koss Europe: qim Ll 


Stabio-Switzerland. For more in- 


formation call 1-800-USA-KOSS. stereophones 
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ACOUSTIC RESEARCH 


RD-06 Cassette Deck 

Features Dolby B,C, and HX-PRO. S/N 64 dB, Dolby 
Bl; 73 dB, Dolby C; 55 dB, no Dolby. Wow and flutter 
0.035 WRMS; brushless direct drive FG servo DCmo- 
tor; rec/play sendust core head; ferrite core erase 
NOSE Foi, Pe eee nds oilers edel e, $499 


a/d/s/ 


C4 3-Head Dolby B/C/HX Pro Cassette Deck 

Microprocessor operating system for digital record- 
ing-level and balance controls; full status displays; 
remote controlled through a/d/s/ R4 receiver or CC4 
tuner/preamp; auto bias/EQ for all tape types; memo- 
rizes adjustable bias and level settings for each tape 
type; displays elapsed or remaining time; quartz- 
controlled- PLL capstan motor drive in die-cast metal 
chassis; timer record and play; auto repeat; music 
search; mic/line mixing; adjustable headphone out- 
put; LED rec-level meters; rec-level range 80 dB in 1- 
dB steps. Speed deviation <0.5%; W&F <0.04% wtd 
rms; FR with all tape types 20-20,000 Hz +2 dB; S/N 
>74 dBA with Dolby C and metal tape (optional 
outboard NR system extends S/N to >93 dBA). 2.75 x 
175 x 14: Sms QOD Gees es Sane eee $1,400 


RC1 Unified Remote Control 
Infrared wireless remote controls CC4, R4 receiver, 
and other a/d/s/ components .............. $150 


Atelier C3 2-Speed Cassette Deck 

Records and plays at 1.88 ips (standard speed) and 
3.75 ips (double speed). Remote controlled through 
a/d/s/ R4 receiver or CC4 tuner/preamp. Quartz-PLL 
direct-drive-capstan multiple-pole outer-rotor mo- 
tor; repeat; mic/line mixing; 3 heads; 2 motors; Dolby 
B; Dolby C; music search; memory stop/play; LED 
meters; headphone jack. W&F standard speed 0.0496 
wrms, high speed 0.03596; FR (with all tape types) 
standard speed 20-20,000 Hz h speed 25-22,000 Hz 
+2 dB; S/N (A-wtd, all tape types) standard speed: 
>66 dBA Dolby B, >74 dBA Dolby C, high speed: 
>60 dBA no NR, >68 dBA Dolby B, >76 dBA 
Dolby C..2:75 X 17,5 x LASI 25:43. $1,000 


AIWA 


AD-WX909 Autoreverse Double Cassette Deck 

Features 3 heads with micro-grain-surfaced capstan; 
auto tape/source monitor selector; ADMS (auto de- 
magnitizing system); Dolby HX Pro (deck 2); Dolby 
B & C (both decks); gold-plated CD inputs and 
LINE/CD front panel selector; high-speed dubbing; 
feather-touch IC logic controls; independant digital 
tape counters; bias fine adjustment for CrO, /normal- 
bias tape (+ 2096); music sensor (both decks); contin- 
uous playback. w&r 0.005596 deck 1, 0.02896 deck; 
S/N 80 dB with Dolby C, metal tape above 5,000 Hz; 
FR 10-17,000 Hz normal-bias tape, 10-19,000 Hz 
high-bias, 10-20,000 Hz metal. 4.38 x 16.94 x 11.75- 
bake AR SG Ls Peek ene Taa a eter Fg Se at ard $750 


AD-A70U Autoreverse Cassette Deck 

Cassette deck holds up to 5 cassettes for quick-reverse 
15-selection random-programmed playback and se- 
quential-timed recording. Features 4 motors; Dolby 
B & C; blank skip; music search; rec mute; headphone 
jack; LED meters; electronic tape counter; auto tape 


selector. W&F 0.06% wrms; FR metal 30-15,000 Hz 
+3 dB; S/N metal 78 dB Dolby C. 4.25 x 13 x 13.62- 
jt 13:2: bo 4x oer atero. T1. eto ute, ot $650 


AD-F780 Three Head Cassette Deck 

Three head cassette deck incorporating Super DX 
recording and playback heads enclosed in a heavy- 
duty die-cast alloy head block. Features Anti-Modu- 
lation Tape Stabilizer (AMTS); Dolby HX Profes- 
sional, B, and C noise reduction, manual recording 





calibration system, feather touch IC logic controls 
with cue and review, fluorescent display and elec- 
tronic tape counter with memory rewind and repeat, 
switchable MPX filter, auto tape and rec-mute selec- 
tors, and record/play timer standby. FR 20,000 Hz 
(metal), wow and flutter is 0.03596; S/N 78 dB with 
Belby:Co o UIS zERMEES $450 


AD-180U Double Cassette Deck 

Features four channel dubbing that cuts recording 
time to 2596 of conventional models. 2 heads; 2 
motors; auto bias/EQ; bias fine tuning; music search; 
output level control; LED meters; mike inputs; 
headphone jack; rec mute; 0.25- time dubbing cas- 
sette deck random programmable; dubbing playback; 
random Dolby B & C; 3-way 1-touch synchrodub- 
bing. W&F 0.038% wrms; FR 20-13,000 Hz +3 dB 
normal-bias tape, 20-15,000 Hz +3 dB high bias, 20- 
16,000 Hz +3 dB metal; S/N (A-wtd) metal: 66 dB 
Dolby B, 78 dB Dolby C. 4.38x 16.56 x 12.75-in; 12.3 
ID. ao Boa sin Ce et AMPLO $450 


AD-WX808 Double Cassette Deck 

Autoreverse cassette deck with Dolby HX Pro and 
Dolby B & C. Features Amorphous head; blank skip 
continuous playback; double-speed playback; IC logic 
control; digital tape counter; auto rec mute; rec/timer 
standby. W&F 0.055% wrms; S/N metal: 78 dB Dolby 
C, 65 dB Dolby B; FR 20-17,000 Hz normal-bias tape, 
20-19,000 Hz high bias, 20-20,000 Hz metal. 5 x 
16:94 X23 Tans PIS reed $400 


AD-WX707 Double Cassette Deck 

Autoreverse cassette deck with Dolby B & C. 
Features bias fine tuning; continuous playback; 
feather-touch IC logic controls; high-speed dubbing; 
auto rec mute; auto tape selector; rec/play timer 
standby (deck 2). S/N 78 dB Dolby C, 65 dB Dolby B; 
FR 20-16,000 Hz normal-bias tape, 20-17,000 Hz high 
bias, 20-18,000 metal. 5 x 16.94 x 12.31-in; 1 11b$275 


AD-R40 Auto Reverse Cassette Deck 

Two head autoreverse cassette deck with bi-direc- 
tional auto rewind in playback. Dolby HX Profes- 
sional, Dolby B-C noise reduction and 0.3 second 
autoreverse capability. FR 20-18,000 Hz with Metal 
tape; wow and flutter 0.06596; S/N78 dB with Dolby 
CURE ENSE UPC A ce eR LS $200 
AD-S37. Similar to above without autorverse or bi- 


directional auto rewind ................... $180 
AD-WX505 Double Cassette Deck 

Double cassette deck featuring Dolby band C noise 
reduction; double speed dubbing; continuous play- 
back; auto tape selector; rec/play timer standby. FR 
20-17,000 Hz with metal tape; S/N 78 dB with Dolby 
C; wow and flutter 0.09%. ..............00. $180 


AD-R30 Autoreverse Cassette Deck 

Features 3-way reverse operation for continuous, one 
cycle, or unidirectional operation; horizontal flat 
keyboard operation panel; feather-touch IC logic 
control; Dolby B & C; bias fine tuning; auto rec mute. 
W&F 0.065% wrms; FR 20-16,000 Hz normal-bias 
tape, 20-16,000 Hz high bias, 20-17,000 Hz metal; S/N 
78 dB Dolby C; rec/play DX head; erase double-gap 
ferrite. 4.38 x 16.56 x 11.94-in; 11.4 Ib... ..... $180 
AD-S15. Same as above without autoreverse . $150 
AD-S27. Same as AD-WX505 (above) but not 
double Cassette 15220 V IS IDEA $120 


AKAI 


GX-95-B 3-Head Cassette Deck 

3-head single cassette deck with super GX 3-head; 3- 
motor and full-logic control; direct drive; closed loop 
double capstan; Dolby B/C NR; Dolby HX-PRO 
system; bias control w/calibration tone; FL display 
meter; real-time counter; music search; auto-time 
selector; auto monitor; auto play; rec cancel; spot 
erase system; A-B memory repeat; auto mute; head- 
phone volume; wireless remote; CD/DAT direct/in- 
put; resonance free rigid chassis structure; separate 
amplifier blocker € ites: LO EET mE RM $799 


GX-8-B 3-Head Cassette Deck 

3-head single cassette deck with super GX 3-head; 3- 
motor and full-logic control; direct drive; closed loop 
double capstan; dbx; Dolby B/C NR; bias control; FL 
display meter; real-time counter; music search; auto 
tape selector; auto monitor; rec cancel; timer start; 
high-speed DC amp; anti-resonance construction$ 599 


GX-52-B Single Cassette Deck 

Single cassette deck with twin-field super GX head; 3- 
motor and full-logic control; direct drive; Dolby B/C 
NR; Dolby HX-FRO system; bias control; FL display 
meter; real-time counter; music search; auto tape 
selector; auto play; rec cancel; spot erase system; A-B 
memory repeat; auto mute; headphone volume; 
remote veady:i 1... ei Eee ci ERUIT me $499 


HX-R453W-B Double Cassette Deck 

Double auto reverse cassette deck with high-density 
head; 3-motor and full-logic control; Dolby B/C NR; 
high-speed dubbing; continuous play; auto tape 
selector; music search; intro scan; auto play; blank 
skip; headphone volume; wireless remote ready$399 


GX-R60EX-B Autoreverse Deck 

Quick and auto reverse cassette deck with twin-field 
super GX head; 3-motor and full-logic control; dbx; 
Dolby B/C NR; FL display meter; auto tape selector; 
music search; power loading/eject; DC amp design; 
remote ready, Mor i Pad Le UNTER $399 


HX-R451W-B Double Cassette Deck 

Double cassette deck with high density head; 3-motor 
and full-logic control; 15 random record/play pro- 
gramming; high-speed dubbing; continuous play; 
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Dolby B/C NR; music search; intro scan; auto play; 
mic mixing; remote-ready .............. os. $379 


GX-32-B Single Cassette Deck 

Single cassette deck with twin-field super GX head; 2- 
motor and full-logic control; Dolby B/C NR; bias 
control; FL display meter; music search; auto-tape 
selector; auto mute; auto play; headphone vol- 
FAIT eae Ed ate qe gi Mp Oe 9 (ON OCT ecd $329 


HX-R4I-B Autoreverse Deck 

Quick auto reverse deck with high density head; 3- 
motor and full-logic control; Dolby B/C NR; music 
search; intro scan; auto play; input jacks; remote 
PEAY soit <b CR PRs ped feed. $279 


BANG & OLUFSEN 


Beocord 5500 Autoreverse Cassette Deck 

Automated recording; Auto Azimuth Guidance; auto 
Dolby B and Dolby C for play; auto and manual rec 
level; programs 23 tracks; HX Pro headroom exten- 
sion; tape loads in motorized drawer; black and 
silver; remote controlled by Master Control Panel. 
W&F <0.09% wrms; speed deviation. + 1.5%; S/N 
with chrome tape >64 dB Dolby B, > 74 dB Dolby C; 
16:550335012:754m^18 71D. so wisn etas $1,100 


Beocord 3300 Dolby B/HX Pro Cassette Deck 

Integrates with Beosystem 3300 for remote control 
from multiple rooms; black plexiglass and brushed 
aluminum; optional wall brackets; sensi-touch con- 
trols; remote controlled from Terminal 3300 remote; 
communicates with 3300 turntable and CD player for 
coordinated recording; auto search; meters adjust for 
tape type; sendust heads; auto demagnetization. W&F 
<0.07% wrms; speed deviation — 1.596; S/N with 
chrome tape >65 dB Dolby B; 16.5 x 2.75 x 9.9 in; 
831057 eres, dabei esie» eiae y E $550 


DENON 


DR-M44HX 3-Head Cassette Deck 

Features Dolby HX Pro; Dolby B & C NR; dual- 
capstan transport; full-logic control transport; com- 
puter-controlled silent mechanism; direct-drive FG 
servo motor; non-slip reel drive; computer-con- 
trolled bias fine-tuning; full auto-stop; SF combina- 
tion head; dual power'supply; MPX-filter switch; 4- 
digit tape counter with memory stop; FL peak level 
meter; real-time counter; wired remote control; rec 
pause/mute; one-touch rec/standby; output level 
control; headphone jack. Includes wood side panels. 
FR 25-20,000 Hz +3 dB with metal tape; W&F 0.035% 
wrms; S/N 775 dB (Dolby C).............. $650 


DR-M30HX 3-Head Cassette Deck 

Features wireless remote control; Dolby HX Pro; 
Dolby B & C NR; dual-capstan transport; full-logic 
control transport; computer-controlled silent mecha- 
nism; non-slip reel drive; manual bias fine-tuning; 
full auto-stop; SF combination head; dual power 
supply; MPX-filter switch; 4-digit tape counter with 
memory stop; FL peak level meter; balance control; 
rec pause/mute; auto-space; one-touch rec/standby; 
output level control; headphone jack. FR 25-20,000 
Hz +3 dB with metal tape; W&F 0.045% wrms; S/N 
SdB (DODY Chies out nut bus-eres au. $500 


DR-M24HX Cassette Deck 

3 head cassette deck with with Dolby HX, B, C NR. 
Auto tape select; W&F .045% WRMS; FR metal tape 
205-20,000 hz +3 dB; S/N> 73 dB (Dolby C NR at 
3% THD); 4.52 x 17.08 x 11.25-in; 12.3 Ib..... $450 


DR-M12HR Cassette Deck 

2 head cassette deck compatible with Denon remote 
control receivers. Dual channel recording amplifiers; 
Dolby HX, B, C NR; music search fluorescent 
display; auto tape selector; W&F.0-45% WRMS; FRme- 
tal 25-18,000 Hz +3 dB; S/N72 dB with Dolby C at 
3% THD; 4.52 x 17.08 x 11.25; 9.9 Ib... ...... $350 
DR-MIOHR. Similar to above ............. $300 


DR-M07 Cassette Deck 

Features Dolby B & C NR; full-logic control transport; 
manual bias fine-tuning; full auto-stop; SF R/P head; 
3-digit tape counter; LED 6-segment peak level meter; 
balance control; one-touch rec/standby; headphone 
jack. FR 40-16,000 Hz +3 dB with metal tape; W&F 


0.05796 wrms; S/N >73 dB (Dolby C) ....... $250 
Accessories 

ACA-20. Side panels for DR-M30HX, M24HX, 
MI2HR, and MIOHR cassette decks ......... $30 

DUAL BY ORTOFON 

CC5050 Cassette Deck 

Three-head stereo cassette deck with Dolby B and C 
NR. FR 20-19kHz +3 dB (metal). Black...... $380 

FISHER 


CRW980B Double Cassette Deck 

Double cassette deck with autoreverse and 6-function 
wireless remote control. Features 2 full-logic autore- 
verse cassette mechanisms (1 record/play, | play 
only); metal tape capability; ASF (Auto Search 
Function); Dolby B and C noise reduction; sequential 
play; one-touch high-speed synchronized dubbing; FL 
record meters; automatic tape selector; timer stand- 
by; MPX filter; headphone jack ............ $400 


CRWS880B Double Cassette Deck 

Double cassette deck with autoreverse. Features 2 
full-logic autoreverse cassette mechanisms (1 record- 
/play, 1 play only); metal tape capability; ASF (Auto 
Search Function); Dolby B noise reduction; sequen- 
tial play; synchronized dubbing; 5-LED record meters; 
automatic tape selector; timer standby; MPX filter; 
headphoneyack: fra ctu utu doit eed $300 


CRW780B Double Cassette Deck 

Double cassette deck with autoreverse. Features 2 
autoreverse cassette mechanisms (1 record/play, | 
play only); metal tape capability; Dolby B noise 
reduction; synchronized dubbing; 5-LED record me- 
ters; automatic tape selector on deck 1l; timer 
standby; MPX filter; headphone jack........ $250 


CRW86B Double Cassette Deck 

Features autoreverse record/playback for deck l; 
synchronized one-touch high-speed dubbing; sequen- 
tial play; Dolby NR; metal tape capability (both 
transports); soft-touch controls; switchable MPX fil- 
ter Blacks Win, Rosa etse suc: $250 


CRW680B Double Cassette Deck 

Double cassette deck with autoreverse. Features 2 
cassette mechanisms; metal tape capability; Dolby B 
noise reduction; synchronized dubbing; 5-LED record 
meters; automatic tape selector on deck 1; timer 
standby; MPX filter; headphone jack........ $200 


HARMAN KARDON 


CD491 Dolby B/C/HX Pro Cassette Deck 

Ultrawideband cassette deck with direct-drive dual- 
capstan transport; 3 heads; 2 motors; Dolby B; Dolby 
C; Dolby HX Pro; bias fine trim with record and bias 
calibration test-tone oscillators; music search; output 
level control; memory stop/play; logic control; 
weighted peak-hold LED meters; mic inputs; mic/line 
mixing; headphone jack; rec mute. Timer controlla- 
ble. w&F 0.02590 Wrms; FR with all tape types 20- 
24,000 Hz + 3 dB; S/N (A-wtd, with high bias tape) 58 
dB no NR, 66 dB Dolby B, 75 dB Dolby C. $1,049 


TD392 Dolby B/C/HX Pro Cassette Deck 

3 heads for monitoring during recording; sendust 
record head, narrow-gap high-density ferrite play 
head; | motor; Dolby B; Dolby C; Dolby HX Pro; 
solenoid logic transport; bias fine trim with test-tone 
oscillator; output level control; weighted LED meters; 
headphone jack; rec mute. W&F 0.05% Wrms; FR with 
all tape types 20-22,000 Hz +3 dB; S/N (A-wtd, with 


high-bias tape) 58 dB no NR, 66 dB Dolby B, 75 dB 
Dolby OM qur hence ete, Min cet Ea ers $729 


CD302 Cassette Deck 

Cassette deck with sendust record/play head and 
logic-controlled solenoid transport; Dolby B; Dolby 
C; Dolby HX Pro; bias fine tuning; output level 
control; rec mute; headphone jack; defeatable multi- 
plex filter. W&F 0.05% Wrms; record-play FR, ferric 
20-21,000 Hz +3 dB, high-bias 20-21,000 Hz +3 dB, 
metal 20-21,000 Hz +3 dB; S/N (A-wtd), high bias 65 
with Dolby B, 73 with Dolby C ............ $529 


TD262 Cassette Deck 
Cassette deck with ultrawideband frequency re- 
sponse. Features solenoid transport; Dolby HX Pro; 





Dolby B; Dolby C; amorphous head; bias fine trim; 7- 
LED peak metering system; record mute; memory; 
MPX filter; metal tape capability; metal chassis$419 


TD212 Cassette Deck 

Cassette deck with ultrawideband frequency re- 
sponse. Features solenoid transport; Dolby B; Dolby 
C; hard permalloy head; bias fine trim; 6-LED peak 
metering system; record mute; memory; MPX filter; 
metal tape capability; metal chassis ......... $329 


HITACHI 


DW99 Double Autoreverse Cassette Deck 

High-speed 1-touch dubbing; 20-part FL peak meter 
with peak-hold selector; timer rec/play; 4-digit FL 
counter; music scan; random memory program 
search; 3 motors; Dolby B and Dolby C; blank skip; 
memory stop/play; unified-remote-control compati- 
bility. W&F 0.04% wrms; FR ferric 30-14,000 Hz +3 
dB, high bias 30-15,000 Hz +3 dB, metal 30-16,000 
Hz +3 dB; S/N metal 66 dB Dolby B, 72 dB Dolby C; 
12:62/x:3;:3 X 14:123m:1 IDE 2352225 der $500 


DW77 Double Autoreverse Cassette Deck 

Logic control; high-speed dubbing; Dolby B and 
Dolby C; music scan; random memory program 
search; 4 motors; auto tape selector; timer rec/play; 
blank skip; LED meters; rec mute; headphone jack; 
unified-remote-control compatibility. FR ferric 30- 
14,000 Hz +3 dB, high bias 30-15,000 Hz +3 dB, 
metal 30-16,000 Hz +3 dB; S/N 66 dB Dolby B, 72 dB 
Dolby:C. 14.5 x 5.12 x:1130; 10:5 Ib 7. ..... $400 


DW33 Double Autoreverse Cassette Deck 

High speed; soft-touch controls; auto tape selector; 
timer rec/play; continuous play; synchronized dub- 
bing start; 2 motors; Dolby B; blank skip; LED meters; 
headphone jack. W&F 0.08% wrms; FR ferric 30- 
14,000 Hz +3 dB, high bias 30-15,000 Hz + 3 dB; 30- 
15,000 Hz +3 dB; S/N metal 65 dB Dolby B. 14.5 x 
SCIAS Dm em aos LeoTEdee mtu. eo. $220 


JVC 


TDV711BK Cassette Deck 

3 head cassette deck with computer-controlled 2- 
motor full-logic mechanism. Features monitor-capa- 
ble discrete 3-head configuration; SA head for record; 
amorphous head for play; closed-loop dual-capstan 
drive with direct-drive motor; 2 direct inputs; OFC 
plating on circuit boards; separate circuit construc- 
tion; DC-configured amps on separate PC boards; low 
imp voltage-tracking regulated power supply; high- 
rigidity chassis; Dolby HX Pro; Dolby B and C noise 
reduction; MPX filter; FL digital peak display; level 
meters and digital counter; auto rec mute; music 
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scan; timer start; auto tape selector; headphone jack 
with adjustable level; bias control; gold-plated termi- 
TAS Te 4x 0-150453 CELLS IAENEL. Sms $620 


TDR611BK Cassette Deck 

Cassette Deck with Dolby HX Pro and Dolby B and 
C noise reduction. Features MPX filter; quick autore- 
verse; 2-motor full-logic mechanism; SA head; direct 
input; LC-OFC coil in heads; separate circuit con- 
struction; low imp voltage-tracking; high-rigidity 
chassis; FL digital peak display; level meters; digital 
counter; auto rec mute; music scan; blank skip; A/B 
repeat; timer start; auto tape selector; headphone jack 
with adjustable level ............: 22 se. $480 


TDR411BK Cassette Deck 

Cassette Deck with Dolby B and C noise reduction. 
Features quick autoreverse with flip reverse head; 
computer-controlled 2-motor full-logic mechanism; 
SA head; LED multi-peak level indicator for each 
channel; auto rec mute; auto tape selector; head- 
phone jack; tape running indicator.......... $270 


TDW999BK Double Cassette Deck 

Features twin HiFi U-Turn quick autoreverse sys- 
tems with flip reverse heads in both wells; sequential 
or simultaneous recording of 2 tapes; computer- 
controlled full-logic mechanisms; high-speed editing 
with synchro dubbing; continuous play; Dolby B and 
C noise reduction; LCD level meters; dual electronic 
digital counters; auto/synchro rec mute; music scan 
on both decks; timer start; auto tape selector; 
headphone Jack: aer sku. end ee eats $440 


TDW777BK Double Cassette Deck 

Features twin HiFi U-Turn quick autoreverse sys- 
tems with flip reverse heads in both wells; computer- 
controlled full-logic mechanisms; high-speed editing 
with synchro dubbing; continuous play; Dolby B and 
C noise reduction; LCD level meters; dual electronic 
digital counters; auto/synchro rec mute; music scan 
on both decks; auto tape selector; headphone 
Jacke Ata mc be Lied ess oes evum $380 


TDW444BK Double Cassette Deck 

Features HiFi U-Turn quick autoreverse systems 
with flip reverse heads on deck B; computer-con- 
trolled full-logic mechanisms; high-speed editing 
with synchro dubbing; continuous play; Dolby B and 
C noise reduction; LCD level meters; auto/synchro rec 
mute; auto tape selector; headphone jack. .... $300 


TDW330JBK Double Cassette Deck 

Features two-motor full-logic mechanisms (1 
play/rec, | play only); double-speed editing with 
synchro start; continuous play; Dolby B and C noise 
reduction; LCD level meters; auto tape selector; 
Headphone Jacks i's svete Soares erit mins $270 


TDX311BK Cassette Deck 

Cassette Deck with Dolby B and C noise reduction. 
Features computer-controlled 2-motor  full-logic 
mechanism; SA head; LED multi-peak level indicator 
for each channel; auto rec mute ............ $250 


TDW222BK Double Cassette Deck 

Features two-motor full-logic mechanisms (1 
play/rec, 1 play only); one HiFi U-Turn autoreverse 
sytem with flip reverse head on deck B; high-speed 
editing with synchro dubbing; continuous play; 
Dolby B and C noise reduction; LCD level meters; 
auto tape selector; headphone jack inputs . . . . $250 


TDWI11BK Double Cassette Deck 

Features high-speed editing with synchro dubbing; 
separate LED multi-peak indicators; headphone jack; 
Dolby B noise reduction; auto tape selector. . . $180 


KENWOOD 


KX-97CW Autoreverse Cassette Deck 
Features dual, bi-directional recording/playback; 
high-speed dubbing; full logic computer controlled 


tape transport with 2-motor drive for each mecha- 
nism; Dolby C and NR systems; bi-directional relay 
play; fast forward search; rewind search; single 
repeat; rewind play and re-recording standby; index 
scan; automatic tape selector; system remote control- 
lable; auto function; FR 20-15,000 Hz; S/N ratio 72 
dB; THD < 0.6% at IKHz; W&F 0.0896; 4.69 x 16.63 x 
10:44:37 1:159 UD V. 3. 1i ores s e: ine eee $389 


KX-96W Double Autoreverse Cassette Deck 

Double cassette deck with dual bidirectional rec/play 
system. Features quick-reverse; two motors; full-logic 
computer control; Dolby B & C NR; high-speed 
dubbing; continuous relay play; relay and dual 
recording; direct 16-program search system; index 
scan; headphone jack; LED peak meters; auto tape 
selector. W&F 0.1% wrms; S/N 72 dB; FR 30-15,000 Hz 
+3 dB (Type II). Remote controlled through KC-206 
preamp and Kenwood receivers. 16.53 x 4.69 x 10.44 
LAID en S I EIE ST ANSA $380 


KX-660HX Full-Logic Cassette Deck 

Basic series cassette deck with Dolby HX Pro 
headroom extension system. Features Dolby B & C 
NR with dynamic stabilizer; manual/auto recording 
bias adjust control; low-imp Permlic rec/play head; 
silent 2-motor drive with full-logic computer control; 
high-rigidity mechanism and head mount; direct 16- 
program search system; auto-rec mute; blank search; 
index scan; re-recording standby; repeat with auto 
blank skip; counter zero stop; master rec and L/R 
preset level controls; FL wide-range peak meters; FL 
linear tape counter; auto tape sel; headphone jack; 
L/R mic inputs; timer rec/play capable. FR 20-18,000 
Hz +3 dB (metal); W&F 0.0696 wrms. 17.31 x 4.44 x 
12:8 Lanz Ul 1b: iG e aA h S $300 


KX-77CW Double Autoreverse Cassette Deck 

Features double auto-reverse with One Record/Play 
and One Play Mechanism; high-speed dubbing; full 
logic computer controlled tape transport with 2- 
motor drive; Dolby C & B NR systems; relay play; fast 





forward search; rewind search; single repeat; dash & 
play; rewind play; re-recording standby; index scan; 
automatic tape selector; system remote controllable; 
auto function; FR 20-15,000 Hz; S/N ratio 72 dB; THD 
< 0:6%: at TkHz: W&EO0:089 5... 22s $299 


KX-66CW Double Cassette Deck 

Cassette deck with autoreverse play/rec deck and 
unidirectional playback only deck. Features full-logic 
computer control; Dolby B & C NR; 2 motors; high- 
speed dubbing; continuous relay play; relay record- 
ing; direct 16-program search system; index scan; 
auto tape selector; auto rec mute; headphone jack; 
LED peak meters. W&r 0.196; S/N 72 dB; FR 30-15,000 
Hz +3 dB (Type II). Remote controlled throug KC- 
206 and Kenwood receivers. 16.56 x 4.69 x 10.44 in; 
T1290 rte d ERR e Dre Banda Tom aee $280 


KX-87CR Autoreverse Cassette Deck 

Features full logic computer controlled tape trans- 
port; Dolby C & B NR; direct 9-program search 
system; index scan; automatic tape selector; auto- 
recording mute; left/right microphone inputs; timer 
record/play function; headphone monitoring jack; 
system remote controllable; auto function; FR 20- 
25,000 Hz; S/N ratio 73 dB; THD < 0.5% at IkHz; 
W&F 0.06%; 4.5 x 16.63 x 10.63 in; 8.4 Ib .... $259 


KX-76R Autoreverse Cassette Deck 
Full-logic control cassette deck with 9-program 
search system. Features Dolby B & C NR; index scan; 


continuous autoreverse; auto tape selector; auto 
recording mute; LED peak meters; headphone jack; 
L/R mic inputs; remote controlled through KC-206 
preamp and Kenwood receivers. W&F 0.0696 wrms; 
S/N 73 dB; FR 30-15,000 Hz +3 dB (Type II). 16.56 x 
4,55:x:063.1m 84 Ib 2. 2243055 oes $250 


KX-57CW Double Cassette Deck 

Features high-speed dubbing; Dolby C & B NR; relay 
play; automatic tape selector; timer record/play 
function; headphone monitoring jack; FR 20-15,000 
Hz; S/N ratio 72 dB; THD < 0.8% at IkHz; W&F 
0.1595, ecw & eee eetesale s BST $229 


KX-56CW Double Cassette Deck 

Features one rec/play mechanism; Dolby B & C NR; 
two motors; soft-touch controls; high-speed dubbing; 
single relay paly; auto tape selector; LED peak meters; 
headphone jack; L/R mic inputs; timer ready; remote 
controlled through KC-206 preamp and Kenwood 
receivers. W&F 0.1596 wrms; S/N 72 dB; FR 30-15,000 
Hz +3 dB (Type II). 16.56 x 4.69 x 10.44 in; 8.8 
TD) Accs essi a IT dv C Ee $200 


KX-47C Cassette Deck 

Features soft-touch controls; direct program search 
system offers 1 selection skip/repeat; Dolby C & B 
NR; metal tape selector; LED peak meters; left/right 
microphone inputs; timer record/play function; FR 
20-15,000 Hz; S/N ratio 72 dB; THD < 0.796 at 1kHz; 
W&F 0.09%; 4.18 x 16 x 10 in; &41]b ........ $189 


KX-46C Cassette Deck 

Features soft-touch controls; music search; auto tape 
selector; LED peak meters; L/R mic inputs; head- 
phone jack; timer ready. W&F 0.09% wrms; S/N 72 dB; 
FR 30-15,000 Hz +3 dB (Type II). 16.56 x 4.81 x 
10:565: 8:4 IDE ac REDE a tete $175 


KYOCERA 


D-811 Dolby B/C/HX Pro Cassette Deck 

2 heads; 3 motors; 3 preset bias/EQ's; Dolby B; Dolby 
C; dual capstans; bias fine tuning; direct drive; digital 
electronic counter for elapsed and remaining time; 
output level control; memory repeat stop/play; LED 
peak-hold meters; soft-touch controls; mike inputs; 
headphone jack with volume control; rec mute; 
wireless remote. W&F 0.0296 wrms; metal 20-22,000 
Hz +3 dB, high bias 20-20,000 Hz +3 dB, normal 
20-20,000 Hz +3 dB; S/N (A-wtd) metal: 58 dB no 
NR, 10 dB Dolby B, 20 dB Dolby C; line-input sens 
for 0-dB reading 70 mV; line output level with 0-dB 
indication 580 mV; mike input sens 0.5 mV.. $750 


D-611 Dolby B/C Cassette Deck 

2 heads; 3 motors; 3 preset bias/EQ's; bias fine 
tuning; direct drive; output level control; memory 
repeat stop/play; LED meters; soft-touch controls; 
mike inputs; headphone jack; rec mute; wireless 
remote. W&F 0.035% wrms; metal 20-22,000 Hz +3 
dB, high bias 20-20,000 Hz +3 dB, normal 20-20,000 
Hz +3 dB; S/N (A-wtd) metal: 58 dB no NR, 10 dB 
Dolby B, 20 dB Dolby C; line-input sens for 0-dB 
reading 70 mV; line output level with 0-dB indication 
580 mV; mike input sens 0.5 mV.18.12x 4x 12.12 in; 
TEBE o2os5 noie ad USURIS. $550 


MARANTZ 


DT84 Digital Audio Tape Deck 

DAT deck with wireless remote control. Features 48 
kHz sampling frequency record; 44.1/48 kHz sam- 
pling frequency play; quadruple oversampling; sub- 
code post recording; 30-track random-program play; 
cue/review; 2-way repeat; auto rewind/auto replay; 
FR 5-20,000 Hz; S/N 96 dB; THD 0.01% .... $1,900 


SD-55 Stereo Cassette Deck 

2-head cassette deck with dual motor and micro- 
processor control. Features Dolby B and C NR; 
variable bias fine tune control; auto tape type sensor; 
reci niute: MPX filler? 4... s oUDPSSD. LEM $780 
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Double Cassette Decks 


SD565 Auto-Reverse Double Cassette Deck 

Double cassette deck with autoreverse, record, and 
playback for both transports. Features 15-song quick 
music search; auto tape selector; high-speed dubbing; 
mixing; auto rec mute; Dolby B & C NR; 2 heads; 2 
motors; memory stop/play; LED meters; soft-touch 
controls; mic inputs; headphone jack; w&r 0.0596 
wrms; FR 35-15,500 Hz; S/N 65 dB. 4x 16.5 x 10.25 in; 
1/150: Ib oet een BOARDS ENS BUE TAN $450 


SD160 Double Cassette Deck 

Features Dolby B NR; high-speed dubbing; mic input, 
LED meters; FR 40-13,000 Hz; S/N 64 dB; W&F 0.08%. 
4883€ 16:5 x7.25 in: SAID AM Aree ee teens $170 


Portable Cassette Decks 


PMD 430 dbx Portable Cassette Deck 

3-head AC/DC cassette deck with Dolby B. Features 
fine-bias control; headphone jack with adjustable 
volume; dual recording level controls; 2 mic inputs; 
switchable mic attenuation (0, -15, -30 dB); compati- 
ble with normal/high-bias/metal tape; auto replay; 
pitch control. 2x 9x 65in; 3.51]b .......... $550 
RB 430. Rechargeable NiCad battery pack .... $50 


PMD 420 Dolby B Portable Cassette Deck 

Features 2 heads; bias fine tuning; mic inputs; 
headphone jack; built-in speaker; pitch control; 3- 
position tape selector; switchable limiter; 3-way 
power; W&F 0.12% wrms; FR ferric 40-14,000 Hz +3 
dB; S/N 59 dB; line-input sens 70 mV; mic input sens 
0:3:03V 2:09 X 65108 2:9 lbs. yt $450 


PMD 221 Portable Cassette Deck 

Features 2 speeds; 3 heads; mic inputs; headphone 
jack; built-in speaker; built-in mike; pitch control; 3- 
position tape selector; ext mike and speaker jacks; 
manual or auto level control; switchable limiter; 3- 
way power; W&F 0.1296 wrms; line-input sens 70 mV; 
line output level 400 mV; mike input sens 0.3 mV.2x 
9506:531: 2:9: Di ale retta c0 vog een $330 


PMD 201 Portable Cassette Deck 

Features 2 speeds; 2 heads; mic inputs; headphone 
jack; built-in speaker; built-in mike; pitch control; 3- 
position tape selector; ext mike and speaker jacks; 
manual or auto level control; switchable limiter; 3- 
way power; W&F 0.12% wrms; FR 40-12,500 Hz +3 
dB; line-input sens 70 mV; line output level 400 mV; 
mic input sens 0.3 mV. 2 x 9x 6.5 in; 2.9 Ib. . $280 


MITSUBISHI 


MT-5100 Dual Cassette Deck 

Full-logic dual cassette deck with auto-reverse high- 
speed synchronous one-touch dubbing. Features 
continuous playback of 2 cassettes; music search; 
repeat functions; blank skip; automatic muting; 
Dolby B and C NR; automatic bias calibration 
according to tape type; remote control....... $450 


DT-160 7 Cassette Auto-Changer 

Double cassette deck features high-speed dubbing, 9 
segment programmable music search, auto reverse, 
DODY B: c eere eere EM S Sere $385 


MT-4100 Dual Cassette Deck 

Dual-cassette deck features one-touch dubbing from 
tape | to tape 2; double-speed dubbing; 7-cassette 
programmable auto-changer; direct-access selection 
to tracks on any cassette; music search system; blank- 
skip; repeat playback; synchronized recording; auto- 
reverse playback; Dolby B NR; automatic tape selec- 
uon SwIIGIITE o uo too AE VASA INST esa $349 


NAD 


6300 Monitor Series Cassette Deck 
With Dolby B and Dolby C NR, Dolby HX Pro and 
Dyneq headroom extension; Play Trim to adjust 
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playback EQ to compensate for differences in cas- 
settes made on other decks (also allows for overall 
high-frequency compensation); 3 heads and double 
Dolby; fine bias tuning; elapsed time counter; com- 
patible with normal, high-bias, metal tape; nonsym- 
metric dispersed-resonance dual-capstan transport; 
wireless remote; CAR processor to boost level of soft 
passages 20 dB. Speed accuracy + 1%; W&F 0.03% 
wtd rms; FR 30-19,000 +3 dB.............. $898 


6100 Monitor Series 
Play trim; wow, flutter, and speed performance; CAR 
circiut; HX PRO and Dyneq; rack mountable. $498 


6240 Dolby B & C Cassette Deck 

Play Trim; Dyneq headroom extension for improved 
high-frequency response; compatible with normal, 
chrome, metal tape; bias fine tuning; peak-reading 
LED meters. Speed accuracy + 1%; W&F 0.06% wtd 
rms; FR 30-19,000 +3 dB; S/N 59 dB no NR, 68 dB 
Dolby B, 77.dB:Dolby.C 24 eenen emu $298 


NAKAMICHI 


Dragon Auto-Reverse Stereo Cassette Deck 

Microprocessor-controlled 3-head cassette deck with 
Dolby B and C. Features Auto Azimuth Correction 
system; assymetrical diffused-resonance transport; 
Super Linear Torque direct-drive motors; auto- 
retracting slot guides; tape-pad lifter; auto tape slack 
take-up; 2-speed cueing; 2-speed master fader; auto 
rec pause; rec-level and bias-calibration controls with 
2-tone oscillator; dual-gap ferrite/sendust erase head; 
separate tape and EQ switches for ZX, SX, and EX 
cassettes; direct-coupled recording and playback 
amplifiers; left, right, master input levels; output 
level control; rec mute; high-output headphone jack; 
defeatable infrasonic filter; 4-digit LED electronic 
counter with memory stop and repeat. W&F 0.019% 
wrms; FR 20-22,000 Hz +3 dB with ZX tape; S/N 
Dolby B/C on 66/72 dB at 400 Hz with 3% THD (A- 
wtd with ZX tape at 400Hz, 0 dB); sep/crosstalk 
37/60 dB at 1,000 Hz, 0 dB; input sens/imp 50 mV/50 
kilohms line; output level/imp 1 V/2.2 kilohms line, 
45 mW/8 ohm headphones; 17.75 x 5.31 x 11.81 in; 
ZL Lo n ERU AAR le peel cac RE RR rhe RE $2,195 


CR-7A 3-Head Cassette Deck 

Discrete cassette deck with asymmetrical diffused- 
resonance dual-capstan transport. Features 3 motors; 
auto bias/EQ; Dolby B; Dolby C; manual azimuth 
elasped-time 


adjust; counter;  remaining-time 





counter; output level control; memory stop/play; LED 
meters; soft-touch controls; headphone jack; rec 
mute; wireless remote; auto & manual tape/equalizer 
selection; auto fade; auto repeat. W&F 0.027% wrms; 
FR, ferric 18-21,000 Hz +3 dB; S/N (A-wtd), metal 66 
dB Dolby B, 72 dB; line-input sens for 0-dB reading 
50 mV; line-output level with O-dB indication 1,000 
mv. 12:12x: 5:31 x I23n: 19 Ib. I3 062 an., $1,595 


RX-505 3-Head Cassette Deck 

Discrete stereo cassette deck with unidirectional auto 
reverse to eliminate bidirectional azimuth error. 
Mechanism turns cassette over at end of side during 
record or playback. Features asymmetrical dual- 
capstan closed-loop transport; auto fade (20 secs 
before end of tape); Dolby B and C; DC servo motors; 
auto record pause; LED peak level meters reading 
from —40 to +10 dB; dual-speed master fader; 
punch-in recording; memory stop/play; soft-touch 
controls. W&F «0.0496 wrms; FR 20-20,000 Hz +3 
dB all tape types; S/N — 70 dB with Dolby C and metal 


tape; THD <0.9% with ZX tape; line-input sens for 0- 
dB reading 50 mV; line-output level with 0-dB 
indication 1,000 mV; 17.75 x 5.69 x 11.81 in; 22 


Irt cca I ae ee TaN women d OPE Se $1,395 
RX-202. Similar to above with 2 heads. W&F <0.06% 
wrms. 17.75 x 5.38 x 10 in; 19 Ib, 13 oz...... $750 


CR 5A 3-Head Cassette Deck 

Discrete cassette deck with asymmetrical diffused- 
resonance dual-capstan transport. Features 3 motors; 
Dolby B; Dolby C; bias fine tuning; output level 
control; memory stop/play; LED meters; soft-touch 
controls; headphone jack; rec mute; auto repeat; dual 
speed-master fader control; independent L/R. W&F 
0.027% wrms; FR, ferric 18-21,000 Hz +3 dB; S/N (all 
A-wtd), metal 66 dB Dolby B, 72 dB Dolby C; line- 
input sens for 0-dB reading 50 mV; line-output level 
with 0-dB indication 1,000 mV. 17.12 x 5.31 x 12 in; 
18:1b72:02; 552224 4L IET a a dei a $1,095 


MR-1 Discrete 3-Head Pro Cassette Deck 

Cassette deck with asymmetical dual-capstan dif- 
fused-resonance transport. Features Dolby B and C;3 
motors; memory stop; rec mute; external NR loop 
accessed via standard phono jacks; dual 16-segment 
peak-reading electronic level meters; Crystalloy re- 
cording and play heads; subsonic filter; MPX filter; 
+ 696 pitch control front-panel 0.25" unbalanced line- 
input jacks; rear balanced XLR input and output 
jacks; unbalanced 0.25" rear jacks. Balanced inputs: 
imp 600 ohms; rated input level +4 dBm; headroom 
16 dB to max input level (+20 dBm); min input level 
—6 dBm. Unbalanced inputs: imp 100 kilohms; 
nominal recording level with input of —20 dBV (0.1 
V); nominal input level 0.316 V. Comes with EIA 
standard rack-mount adaptor. Optional remote con- 
trol. W&F 0.027% wrms, +0.048% wtd peak; FR 20- 
20:000; Hz; 3 GB at —20!'dB- 5 eom $995 


CR-4A Discrete Head Cassette Deck 

Discrete 3-head system. Features asymmetrical dual- 
capstan direct drive transport with FG-servo capstan 
motor manual bias & level calibration; built-in test 
signals; dolby B/C NR ; independent tape and EQ 
selection; 13-segment 50 dB peak-level meters; one- 
touch rec/pause; 4-digit LED counter with memory 
stop and auto repeat; calibration; concentric record 
level & balance control; output level; gold-plated 
input, output, and headphone jacks; OFC wiring and 
copper-plated chassis; optional remote control; FG 
servo, brushless, slotless, coreless D.D. motor; DC 
motor mechanism; Wow and flutter < + 0.04896 
WTD Peak; FR 20-20,000 Hz +3 dB; Dolby-C >72 
dB; THD —0,896; sep > 37 dB; 16.94 x 3.94 x 10.44 in; 
13!]D 255553 3258 I rl imus Y aste $995 


CR-3A Discrete Head Cassette Deck 

Discrete 3-head system. Features asymmetrical dual- 
capstan transport; bias fine tune; dolby B/C NR; 
independent tape & EQ selection; 13-segment 50 dB 
peak-level meters; 4-digit LED counter with memory 
stop and auto repeat; rec mute; dolby, source/tape, 
rec mute, stop, play, pause and record indicators; 
concentric record level and balance controls; output 
level control; extra-heavy chassis; optional remote 
control; DC servo motor; DC motor mechanism; wow 
and flutter +0.06% wTD peak; FR 20-20,000 Hz +3 
dB; Dolby-C NR >72 dB; THD <0.9%; sep >37 dB; 
16.94 x 3.94 x 10.44 in; 12 Ib, 13 0z......... $795 


MR-2 2-Head Pro Cassette Deck 

Rack-mountable cassette deck with balanced line 
inputs. Features 3 motors; Dolby B; Dolby C; bias 
fine tuning; output level control; memory stop; LED 
meters; mike inputs; headphone jack; pitch control; 
auto repeat; hyperbolic-contour laminated sendust 
rec/playback head. W&F 0.06% wrms; FR, ferric 20- 
20,000 Hz + 3 dB; S/N (all A-wtd), ferric 62 dB Dolby 
B68: dBi Dolby: C axe arem ve $559 


CR-2A 2-Head Cassette Deck 
Microprocessor-controlled silent-mechanism trans- 
port; dolby B/C NR with defeatable MPX filter; bias 
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fine tune; independent tape and EQ selection; 37 dB 
peak-level meters; 4-digit LED counter; memory stop; 
auto repeat; timer rec/play; rec mute; concentric 
record level and balance controls; output level 
control; headphone jack; optional remote control; DC 
servo motor; DC motor mechanism; wow and flutter 
< +0.11% WTD peak; FR 20-20,000 Hz; Dolby-C NR 
>70 dB; THD < 1.0%; sep >36 dB; 16.94 x 3.94 x 
PO aan IB 1402.4 conv uates TAE T a S $475 


CR-1A 2-Head Cassette Deck 

Microprocessor-controlled silent-mechanism trans- 
port; Dolby B/C NR with defeatable MPX filter; 
independent tape and EQ selection; 37 dB peak-level 
meters; 3-digit mechanical counter; memory stop; 
auto repeat; timer rec/play; concentric record level 
and balance controls; headphone jack; DC servo 
motor; DC motor mechanism; wow and flutter — 
+0.11% wTD peakl FR 20-20,000 Hz; Dolby-C NR 
>70 dB; THD «1.096; sep >36 dB; 16.94 x 3.94 x 
LOA in? DEBIDA! 027-5 e oreo n E $349 


NEC 


K-710 Dual-Well Cassette Deck 

Dual-well cassette deck with twin microprocessor- 
controlled full-logic mechanisms. Features 2-speed 
dubbing; built-in Dolby B and C noise reduction; 
programmed dubbing and playback of up to 15 
tracks; intro-play; continuous play; endless continu- 
ous play; music scan forward and back; NEC 
universal remote controllable; flying-start recording 
capability; auto rewind and play; auto record mute; 7- 
LED level indicators; stereo mic inputs....... $399 


K-510 Dual-Well Cassette Deck 

High-speed dubbing cassette deck with Dolby B & C. 
Features continuous playback; synchro-start dub- 
bing; soft-touch controls’... 6.6.0.5 rene $249 


NIKKO AUDIO 


D-1001II Autoreverse Cassette Deck 

Features 3 heads; Dolby B, C, and dbx; automatic 
bias programming system (ABPS); manual bias sys- 
tem; random program song selection (RPSS); direct 
program song selection (DPSS); index programming; 
real-time counter; intro check; auto spacer; L/R mic 
inputs; rec mute; mutiplex filter; peak reading meters. 
Optional wired remote control and rack mount. FR 
25-20,000 Hz metal, 25-19,000 Hz high bias, 25- 
17,000 normal; S/N 92 dB with dbx; dynamic range 
MOAB 397, 2755 Fre reese e Maaa a ae n eas $499 
D-80II. Same as above except 2 heads and FR 20- 
19,000 Hz metal, 20-18,000 Hz high bias, 25-17,000 
Hz normal; dynamic range 110 dB; S/N 90 dB with 


AD eM WA? oe eg ae aep TRA heen oy $399 
ND-850W.Cassette Deck 
Double cassette decks ahan aa cede omens $430 


D-60W Double Cassette Deck 

Double cassette deck with 6 motors. Features high- 
speed dubbing; Dolby B & C noise reduction; ABPS; 
IP; RPSS; random dubbing song search (RDSS). Option- 
allv/rack mountable 7.5. SA oe owas $329 


D-30W Double Cassette Deck 

High-speed dubbing cassette deck with continuous 
play. Features Dolby B & C; separate L/R input level 
controls; multiplex filter; mic inputs; headphone 
output; soft-touch operation. Optionally rack mount- 
gble co Mesh at E Tesis teens $199 


ONKYO 


Integra TA-2090 Unidirectional Cassette Deck 

Computer-controlled cassette deck with Dolby B, C, 
dbx NR and Dolby HX Pro. Features 3 heads; 3 
motors; auto bias/EQ; dual capstans; bias fine tuning; 
direct drive; elapsed-time counter; remaining-time 
counter; music search; output level control; memory 
stop/play; mike input; headphone jack; rec mute; 


record calibration controls; sendust heads; MPX filter; 
fluorescent meters; 2-color peak hold. Remote con- 
trol and side panels optional. W&F 0.02% wrms; FR 
25-17,000 Hz +3 dB (Type-I tape), 25-19,000 Hz +3 
dB (Type-II tape), 25-21,000 Hz +3 dB (Type-IV 
tape); S/N (Type-IV tape) 60 dB no NR, 70 dB Dolby 
B, 80 dB Dolby C, 87 dB dbx. 17.69 x 3.93x 15.44 in; 


240) | c E MEE DM RE AS oM ei EA m Fior $900 
CW-20. Optional woodgrain side panels for TA- 
2090. vss oO IO I REM $60/pr 


TA-2800 Cassette Deck 

3-head cassette deck. Features computer-controlled 
three-motor silent mechanism transport; Dolby B 
and C noise reduction; Dolby HX Pro; automatic 
accu-bias; record calibration; real-time counter; 
switchable MPX filter; forward and reverse AMCS 
integrated system remote compatibility ...... $650 


TA-RW490 Double Cassette Deck 

Features double autoreverse; double recording; high- 
speed and real-time dubbing; continuous recording; 
Dolby B & C; Dolby Hx Pro; 2 real-time tape 
counters; program music search for both decks; 
headphone jack; mike input. Remote control option- 
alo. i. reve ERR i25 ax its $630 


TA-RW470 Double Cassette Deck 
Dual computer-controlled, two motor, autoreverse 
transports. Features Dolby B and C noise reduction; 





real-time counter; standard and high-speed dubbing; 
continuous play; AMCS; integrated system remote 
compatibility. o ov gue e o vrai. $500 


TA-2600 Cassette Deck 

3-head cassette deck. Features computer-controlled 
three-motor silent mechanism transport; Dolby B 
and C noise reduction; Dolby HX Pro; Accu-Bias; 
real time counter; switchable MPX filter; forward 
AMCS; integrated system remote compatible .. $480 


TA-W450 Double Cassette Deck 

Features high-speed and real-time dubbing; continu- 
ous playback; Dolby B & C; computer-controlled 
tape transport with 4 DC motors; automatic music 
control system; auto space; auto bias/EQ; LED meters; 
mic input; headphone jack. Remote control optional. 
W&F 0.07% wrms; FR 30-15,000 Hz +3 dB (Type-I 
tape), 30-16,000 Hz +3 dB (Type-II tape), 30-17,000 
Hz +3 dB (Type-IV tape); S/N (Type-IV tape) 58 dB 
no NR. 17.12 x 4.38 x 10.12 in; 10.1 Ib....... $330 


TA-R260 Autoreverse Cassette Deck 

Features Dolby B & C; Dolby Hx Pro; 2 heads; 2 
motors; computer-controlled  silent-mechanism 
transport; fine-tuning accu-bias; automatic music 
control system; auto bias/EQ; real-time 4-digit tape 
counter; blank skip; mic inputs; headphone jack; auto 
space; LED meters. Remote control optional. W&F 
0.0796 wrms; FR 30-14,000 Hz +3 dB (Type-I tape), 
30-15,000 Hz +3 dB (Type-II tape), 30-16,000 Hz 
+3 dB (Type-IV tape); S/N (Type-IV tape) 58 dB no 
NRE LAIZ x 4:38 10238 inj OSD 7... $370 


TA-2140 Unidirectional Cassette Deck 

Features Dolby B & C; Dolby Hx Pro; 2 heads; 2 
motors; computer-controlled silent-mechanism 
transport; fine-tuning accu-bias; automatic music 
control system; auto bias/EQ; real-time 4-digit tape 
counter; blank skip; mic inputs; headphone jack; auto 
space; LED meters. Remote control optional. W&F 
0.06% wrms; FR 30-15,000 Hz +3 dB (Type-I tape), 
30-16,000 Hz +3 dB (Type-II tape), 30-17,000 Hz 


+3 dB (Type-IV tape); S/N (Type-IV tape) 58 dB no 
NR 217512: x 4,38 x 10,38 in; 9; Ib... 7. $330 


TA-RW44 Double Cassette Deck 

Features autoreverse (deck 2 only); high-speed and 
normal-speed dubbing; Dolby B; 2 DC-servo motors; 
auto bias/EQ (deck 2); rec mute; auto stop; time 
standby mode; music search (deck 2); soft-touch 
controls; master level fader. W&F 0.0796 wrms; FR 30- 
15,000 Hz + 3 dB (Type-I tape), 30-16,000 Hz +3 dB 
(Type-II tape), 30-17,000 Hz +3 dB (Type-IV tape); 
S/N (Type-IV tape) 58 dB no NR. 17.12x 4.38 x 10.12 
DEDI TD C o REPE vince eae las coe $275 


TA-R240 Autoreverse Cassette Deck 

Features Dolby B & C; 2 heads; 2 motors; computer- 
controlled silent-mechanism transport; fine-tuning 
accu-bias; automatic music control system; auto 
bias/EQ; blank skip; mike inputs; headphone jack; 
auto space; LED meters. Remote control optional. 
W&F 0.07% wrms; FR 30-14,000 Hz +3 dB (Type-I 
tape), 30-15,000 Hz +3 dB (Type-II tape), 30-16,000 
Hz +3 dB (Type-IV tape); S/N (Type-IV tape) 58 dB 
no NR. 17.12 x 4.38 x 10.38 in; 9.3 Ib........ $270 


TA-2130 Unidirectional Cassette Deck 

Features Dolby B & C; 2 heads; 2 motors; computer- 
controlled silent-mechanism transport; fine-tuning 
accu-bias; automatic music control system; auto 
bias/EQ; blank skip; mike inputs; headphone jack; 
auto space; LED meters. Remote control optional. 
W&F 0.06% wrms; FR 30-15,000 Hz +3 dB (Type-I 
tape), 30-16,000 Hz +3 dB (Type-II tape), 30-17,000 
Hz +3 dB (Type-IV tape); S/N (Type-IV tape) 58 dB 
no NR. 17.12 x 4.38 x 10.38 in; 9.1 Ib. ....... $260 


TA-2120 Cassette Deck 

Features computer-controlled transport; Dolby B 
and C noise reduction; automatic tape selector; auto 
space record mute; RI remote compatible .... $220 


PARASOUND 


D/HX-600 Dolby B, C, HX Pro Cassette Deck 

With Dolby B and Dolby C NR; Dolby HX Pro 
headroom extension; sendust-alloy head; LED peak 
and peak storage meters; Play Trim; polystyrene 
capacitors; hand-selected parts; single DC servomo- 
tor; soft-touch controls. S/N 75 dB with metal tape 
and Dolby C; 17.25 x 4.5 x ll in; 121b ...... $360 


PHILIPS 


FC 567 Dual Cassette Deck 

Digitally controlled electronic auto reverse and 
automatic two-way recording for both decks; ability 
to record or play up to three hours of continous 
music; normal and high speed dubbing; mono 
microphone mixing capabilities; Quick Music Search 
(QMS) for fast skipping ofup to 15 tracks; Memo Key 
operates in conjunction with QMS to program 16 
tracks in any order; Dolby B and C Noise Reduction 
circuits eliminate tape hiss; LED bar indicates peak 
levels for left and right channels; slide record level 
controls left and right channels; microprocessor 
controls; precision ground capstans and pressure 
rollers; full auto stop to protect tape and transport 
mechanism in all modes; 3-digit tape counter with 
reset; automatic tape selection operates when tape is 
inserted (with Normal, Metal and Chrome tape); 
timer switch allows play/record with external timer 
control; tape direction and mode indicators; MPX 
filter eliminates pilot tone interference on FM 
recordings; Autospace Record Mute inserts 4-second 
pause between tracks; front panel microphone and 
headphone inputs. Motor type 2 DC Servo 2 DC; 
speed tolerance 1.596; W&F 0.04% wrms; FR 30-18,000 
Hz. 4.0 x 168 x 10.4 in; 11.66 lb ........... $479 


FC 566 Cassette Deck 

Electronic auto reverse and automatic two-way 
recording and playback; Quick Music Search (QMS) 
for fast skipping of up to 15 tracks; Index Scan plays 
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first 10 seconds of each track to locate favorite 
musical passage; Autospace Record Mute inserts 4- 
second pause between recorded tracks; Blank Skip 
eliminates silences between tracks by automatically 
forwarding to net recording; Dolby B and C Noise 
Reduction circuits eliminate tape hiss; Precision 
ground capstan and pressure roller for smooth tape 
feed; 4-digit electronic tape counter with memory and 
reset; automatic tape selection operates when tape is 
inserted (with Normal, Metal and Chrome indica- 
tion); two FTD record level displays for peak levels; 
MPX filter eliminates pilot tone interference on FM 
recordings; timer switch allows play/record with 
external timer control; front panel stereo microphone 
and headphone inputs; concentric controls for sepa- 
rate left and right level settings; tape direction and 
mode indicators; full auto stop to protect tape and 
transport in all modes. Motor type | DC Servo | DC; 
speed tolerance 1.3%; W&F 0.04% (wrms); FR 30- 
18,000 Hz. 4.0 x 16.8 x 10.4 in; 9.9 ]b ....... $379 


PIONEER 


Elite CT-91 Cassette Deck 

Cassette deck with Dolby B, C, and HX Pro noise 
reduction. Features full-logic controls; 3 heads; 2 
motors; 3 power supplies; bias fine tuning; anti- 
vibration design; dual-capstan; amorphous head; FL 
display; system remote compatible; electronic real 
time tape,counter; power eject auto monitor; FR 20- 
22,000 Hz; S/N 80 dB; W&F 0.024% wrms. 5.25 x 
16:56:x:14:63 ins 21 1b, 3 oz 2.2. aes $950 


CT-S800 Cassette Deck 

Three-head, two-motor dual-capstan cassette deck 
with remote control. Features full-logic control; 
Dolby HX Pro bias-variance monitoring; Dolby B 
and C noise reduction; automatic tape selector; 
closed-loop dual capstan mechanism; Pioneer cas- 
sette stabilizer system; copper-plated honeycomb 
chassis; three individual power supplies; 15-segment 
level display; electronic real-time tape counter; auto 
record muting between tracks; 15-track music search 
function; one-touch tape return; auto monitor and 
Dowerejecthk. i. hoes aaa seen MEE e IUS $750 


CT-W900R Double Cassette Deck 

Cassette deck with the Dolby HX Pro signal monitor- 
ing and adjustment system. Features two autoreverse 
transports; two-sided continous recording of each 





tape; relay play; Pioneer cassette stabilizer system; 
independent operation keys for each deck; remote 
control compatibility; blank search; blank skip; skip 
search; automatic recording mute........... $650 


CT-W700R Double Cassette Deck 

Cassette deck with the Dolby HX Pro signal monitor- 
ing and adjustment system. Features playback on 
transport | and recording or playback on transport 2; 
relay play; Pioneer cassette stabilizer system; inde- 
pendent operation keys for each deck; remote control 
compatibility; blank search; blank skip; automatic 
recordiüg mutes. c. Fe cana an EOM. Days $435 


CT-S600 Cassette Deck 

Two-head cassette deck with full-logic control. Fea- 
tures Dolby HX Pro bias-variance monitoring; 
Dolby B and C noise reduction; Pioneer cassette 
stabilizer system; copper-plated honeycomb chassis; 
15-segment level display; electronic real-time tape 
counter; 15-track music search function; one-touch 
tape return; auto monitor and power eject... . $375 


CT-1280WR Double Cassette Deck 
Features autoreverse playback and recording on deck 


2; autoreverse playback on deck 1; Dolby B & C; relay 


play; high-speed dubbing; full-logic control; music 
search; skip search; auto tape selector; record mute. 
Remote controllable with Pioneer “SR” unified 
remote control. W&F <0.09% wrms; S/N 57 dB no 
NRA.16:6x:4.75 x: [0:44 31.2 5 ee teda $360 


CT-W500 Double Cassette Deck 

Cassette deck with the Dolby B and C noise reduc- 
tion. Features playback on transport | and recording 
or playback on transport 2; relay play; Pioneer 
cassette stabilizer system; independent operation 
keys for each deck; remote control compatibility; 
blank search; blank skip; automatic recording 
mutes ieee tena Sen An eee $310 


CT-W300 Double Cassette Deck 

Cassette deck with the Dolby B and C noise reduc- 
tion. Features playback on transport | and recording 
or playback on transport 2; relay play; Pioneer 
cassette stabilizer system; independent operation 
keys for each deck; remote control compatibility$225 


PROTON 


740 Cassette Deck 

Full-logic-controlled autoreverse cassette deck with 
Dolby B, C, and dbx. Features 2 heads; | motor; auto 
bias/EQ; elapsed-time counter; music search; output 
level control; memory stop/play; LED meters; soft- 
touch controls; mic inputs; headphone jack; rec mute; 
sleep timer function; 9 program memory selection; 
adaptable to timer for playback or record. W&F 0.05% 
wrms; FR ferric 25-16,000 Hz +3 dB, high bias 25- 
18,000 Hz +3 dB, metal 25-19,000 Hz +3 dB; S/N 
(A-wtd) ferric: 49 dB no NR, 58.5 dB Dolby B, 68 dB 
Dolby C, 78 dB dbx, high bias: 53 dB no NR, 62 dB 
Dolby B, 71.5 dB Dolby C, 85 dB dbx, metal: 53 dB 
no NR, 60 dB Dolby B, 70 dB Dolby C, 95 dB dbx; mic 
INPUT SENS: OFF SAIN V sus eee LI aee Procite $349 


+ =-+(( Cassette Deck 

Cassette deck with Dolby B & C NR. Features 
autoreverse (in play and rec); MPX filter; auto bias 
selector; full-logic controls; FR metal bias 40-17,000 
Hz +3 dB; S/N CrO, 70 dB; THD 1.5% (metal tape), 
1.8% (CrO,), 1.2% (normal tape)............ $319 


AD-200 Cassette Deck 

Cassette deck with one-button record. Features 
Dolby Band C noise reduction; defeatable MPx filter; 
LED peak-level indicators for record and playback; 
counter indicator; headphone jack; locking rewind 
and fast forward; tape selector. W&F; 0.08%; line- 
input sens 80 mV; FR 40-15,000 Hz +3 dB (normal, 
Cr0?), 40-16,000 Hz +3 dB (metal). 16.5 x 4x 10 in; 
SI ee ei ee ae Pe em Ae Oi Eien, AE A AE SE $229 


RCA 


MTR225 Double Autoreverse Cassette Deck 

Dimensia double cassette deck with remote-control 
operation and on-screen status indication when used 
with Dimensia monitor. Features Dolby B & C NR; 
high-speed dubbing; soft-touch electronic controls; 
microprocessor control; peak meters; random-access 
programming; scan-and-play system; automatic tape 
cueing; auto tape selection; status display; tape mode 
display; record-level control. S/N 70 dB (Dolby C), 60 
dB (Dolby B); W&F <0.07%. 14.63 x 5 x 10.38 in$399 


REALISTIC 


SCT-100 Double Autoreverse Cassette Deck 

Dolby B and Dolby C; high-speed dubbing; compati- 
ble with normal, high-bias, metal tapes; mic inputs; 
headphone jack; 2-color 8-LED peak-level meters; 
sequential play; soft-touch controls. W&F 0.08% 
wrms; FR (+3 dB) ferric 40-12,500 Hz, high bias 40- 
13,000 Hz, metal 40-14,000 Hz; S/N 69 dB Dolby C, 
6L dB Dalby: B 4 I LIEN Tee ESO $230 


SCT-83 Autoreverse Cassette Deck 

Dolby B; Dolby C; music search; solenoid operation; 
plays 1 side, both sides, or repeats continuously; 
compatible with normal, high-bias, metal tape; mic 
and headphone jacks; intro scan. W&F 0.0696 wrms; 
FR (+ 3 dB) ferric 40-14,000 Hz, high bias 40-15,000 
Hz, metal 40-16,000 Hz; S/N 70 dB Dolby C, 62 dB 
DolbyiB iter MM EL ac: aiti eyed $220 


SCT-74 Double Cassette Deck 

Dolby B and Dolby C; high-speed dubbing; compati- 
ble with normal, high-bias, metal tapes; LED's for 
power and recording; mic inputs; headphone jack. 
W&F 0.12% wrms; FR (+3 dB) ferric 60-10,000 Hz, 
high bias 60-12,000 Hz, metal 60-14,000 Hz . . $180 


SCT-45 Double Cassette Deck 

4 heads; 2 motors; Dolby B; manual azimuth adjust; 
elapsed-time counter; mic inputs; headphone jack. 
W&F 0.1% wrms; FR (+3 dB) ferric 40-12,500 Hz, 
high bias 40-13,000 Hz, metal 40-14,000 Hz; S/N (A- 
wtd) ferric 60 dB Dolby B. 16.5 x 5x 8.81 in; 8 Ib, 10 
OZ Sd ESL MERE rM shared e p $130 


SCT-46 Double Cassette Deck 

Dolby B; 2 heads; high-speed dubbing; headphone 
and mic jacks; Synchro-Start; continuous play; 2- 
color LED level meters; permalloy rec/play head. 
W&F 0.1% wrms; FR (+3 dB) ferric 30-14,000 Hz, 
high bias 30-15,000 Hz, metal 30-16,000 Hz; S/N (A- 
wtd) 66 dB with metal tape and Dolby B..... $150 


SCT-35 Dolby B Cassette Deck 

2 heads; L/R record level controls; 2-color peak level 
meters; auto-stop; tape counter; pause; soft-eject 
door; bias/EQ selector for normal, high-bias, metal 
tape; 0.25" mic and headphone jacks. FR 40-14,000 
Hz +3 dB metal and high bias, 40-12,000 Hz +3 dB 
normal; W&F <0.09% wrms. 4.63 x 15.38 x 8.63 
il. rie ME EE vla ut beh Tee us $90 


SCP-30 Cassette Player 
Plays metal, high-bias, normal tapes; pause; auto 
stop; simulated walnut cabinet. 8 x 4.5 x 5.25 in$50 


8-Track Cartridge Player 


TR-169 8-Track Cartridge Player 
Stereo 8-track player; auto or manual program 
change; output level control. 4 x 10x 7in..... $50 


REVOX 


B215 3-Head Cassette Deck 

Cassette deck with 3 microprocessors for control of 
bias, level, EQ, transport, and real-time counter. 
Features 3 heads, Dolby HX Pro, Dolby B & C; 4 
motors; digital storage of bias, level, EQ settings for 6 
tape formulations; manual or auto record-level set- 
ting; die-cast transport chassis; azimuth-stable pivot- 
ing headblock; 2 programmable locate buttons; loop 
mode; auto start-of-record locate. Counter computes 
elapsed time on partially wound tapes. W&F 0.1% 
wrms; FR ferric 30-18,000 Hz +3 dB, high bias and 
metal 30-20,000 Hz +3 dB; S/N (A-wtd) ferric: 55 dB 
no NR, 64 dB Dolby B, 70 dB Dolby C, high bias: 57 
dB no NR, 65 dB Dolby B, 72 dB Dolby C, metal: 58 
dB no NR, 66 dB Dolby B, 72 dB Dolby C; line-input 
sens for 0-dB reading 50 mV; line output level with 0- 
dB indication 775 mV; 17.7 x 6x 13 in.... $2,300 


ROTEL 


RD870 Dobly B/C/HX Pro Cassette Deck 

Features Sendust rec/play head; precision transport 
mechanism; 2 heads; 2 motors; bias fine tuning; 
direct drive; LED meters; soft-touch controls; mic 
inputs; headphone jack. w&r 0.0596; FR metal 30- 
20; CODD FEE SOBs eae SAI ees uS $499 


RD855 Dolby B & C Cassetted Deck 
Cassette deck with Full-logic controls features 2 
motors; remote control... ees aras e cases $379 
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RD835 Dolby B & C Cassette Deck 

Cassette deck with sendust rec/play head, ferrite core 
erase head. Features soft-touch controls; LED meters; 
mic inputs; DC servo motors; headphone jack. W&F 
0.08% wrms; FR ferric 30-17,000 Hz + 3 dB, high bias 
30-17,000 Hz +3 dB, metal 30-18,000 Hz +3 dB; S/N 
high bias: 55 dB no NR, 64 dB Dolby B, 72 dB Dolby 
CATR ASX I0:62 in; 9.1. Ib. ool cates $249 


SAE 


C102 Two-Head Cassette Deck 

Full-logic microprocessor cassette deck. Features 
tape transport encased in electronic sliding drawer; 2 
heads; 2 motors; Dolby B; Dolby C; manual azimuth 
adjust; elapsed-time counter;  remaining-time 
counter; music search; blank skip; memory stop/play; 
LED meters; rec mute; sendust heads. W&F 0.06% 
wrms; FR 20-20,000 Hz for all tape types; S/N (high 
bias): 55 dB no NR, 65 dB Dolby B, 74 dB Dolby C; 
line-input sens for 0-dB reading 70 mV; line output 
level with 0-dB indication 650 mV. 19 x 3.5 x 14 in; 
[BI BOXES ON ERU aL UR AD es $499 


SANSUI 


D-W11 Double Cassette Deck 

Auto-reverse high-speed dubbing cassette deck. Fea- 
tures 2 heads and 2 motors for each transport; 
Compu-Edit; 16-track RMPS; 15-track Automatic 
Music Program Search; auto fader; rec cancel; intro 
skip; timer record/play; manual and auto level 
controls; auto bias/EQ; Dolby B & C NR; dual 
capstans; auto azimuth adjust; elapsed-time counter; 
music search; blank skip; memory stop/play; LED 
meters; mic inputs; headphone jack; rec mute; black 
or silver. W&F 0.0596 wrms; FR metal 30-17,000 Hz 
+3 dB; S/N (A-wtd) metal: 57 dB no NR, 66 dB Dolby 
B, 73 dB Dolby C. 16.94 x 4.37 x 12 in; 13.4 Ib$650 


D-X701 Cassette Deck 

3-head, 2-motor, dual capstan cassette deck with full- 
logic controls. Features Dolby B and C noise reduc- 
tion; individual record and playback DC amplifiers; 





record level; fine-bias adjustment; headphone jack 
with adjustable level; record/pause; auto-monitor; 
memory stop; l5-track automatic music program 
search; FL display. FR 30-20,000 Hz; w&r 0.035% 
WES SSN OD CBS imines recs Sas CTI ees lalis $650 


D-X501 Cassette Deck 

2-head, 2-motor cassette deck with full-logic controls. 
Features Dolby B and C noise reduction; record 
cancel; headphone jack with adjustable level; record- 
/pause; auto-monitor; memory stop; 15-track auto- 
matic music program search; FL display. FR 30- 
18,000 Hz; W&F 0.045% wrms; S/N 58 dB .... $450 


D-X301iR Cassette Deck 

Cassette deck with full-logic controls and Computer- 
ized Dual-Function Control. Features Dolby B and C 
noise reduction; Dolby HX Pro; automatic bias 
adjustment; record/play timer; Sansui integrated 
system remote capability; record cancel; music scan; 
headphone jack with adjustable level; memory stop; 
20-track automatic music program search. FR 20- 
19,000. Hz; w&F 0.5% wrms; S/N 72 dB (Dolby 
CO) MOOR E ERES Lita ke ute atS alla ar elbedra e iN $380 


D-3000WR Double Cassette Deck 
High-speed dubbing autoreverse deck. Features LED 
meters for each channel; full logic, soft-touch con- 


trols; Dolby B and C; AMPS (Automatic Music 
Program Search); rec mute. W&F 0.09% wrms; FR 
metal 20-17,000 Hz; S/N metal 72 dB Dolby C: 64 dB 
Dolby B. 16.94 x 5x 8.97 in; 9.9 lb ......... $375 


D-1000W Double Cassette Deck 

Double cassette deck with high-speed dubbing. Fea- 
tures 2 full-logic, computer-controlled transports; 
Dolby B and C noise reduction; manual level 
controls; level meters; automatic music program 
search. W&F 0.09% wrms; FR metal 20-17,000 Hz; S/N 
etal TAB A Pe kas ak Home $300 


D-550WR Double Cassette Deck 

Double cassette deck with autoreverse on the play- 
back deck. Features relay play; automatic level 
control; high-speed dubbing; Dolby B noise reduc- 
tion; tape type selector................005- $230 


SANYO 


RDW59 Double Cassette Deck 

Features Dolby NR; continuous playback; high-speed 
dubbing; synchronous dubbing; metal-tape capabili- 
ty; dual level meters; auto-stop; soft-touch transport 
controls; 3-digit tape counter; headphone jack. $130 


RDWAI Double Cassette Deck 

Features synchro dubbing; continuous playback; 
Dolby NRa; metal-tape capability; soft-eject doors; 5- 
segment LED level meters; 3-digit tape counter; auto 
SLOP us 2 Sve cee dom ee DECR RR UAE $80 


RDS29 Cassette Deck 

Features soft-touch controls; Dolby NR; permalloy 
heads; metal-tape capability; 5-segment VU meters; 
headphone jack; input level controls; 3-digit tape 
adi e EN «Re eR MIN tees cen $60 


SCOTT 


DD696 Double Cassette Deck 

Double cassette deck with autoreverse and remote 
control. Features high-speed dubbing; Dolby B, 
Dolby C, dbx NR; full-logic transports; auto program 
search; relay play; bias fine tuning; 3-way autoreverse 
selection; headphone jack with volume control. W&F 
0.08% wrms; FR (+3 dB) 30-14,000 Hz ferric, 30- 
15,000 Hz high-bias, 30-16,000 Hz metal; A-wtd S/N: 
62 dB with Dolby B, 70 dB with Dolby C, 90 dB with 
ADX oL ene ERIS t $560 


DD688 Double Cassette Deck 

Dolby B and Dolby C NR; high-speed dubbing; music 
search; LED meters; soft-touch controls; headphone 
jack; continuous play. W&F 0.15% wrms; FR (+ 3 dB) 
40-13,000 Hz ferric, 40-14,000 Hz high-bias, 40- 
15,000 Hz metal; A-wtd S/N: 62 dB with Dolby B, 70 


dB: with Dolby C «MCA aem X $250 

DD656. As above without Dolby C and music 

SOATCH | 0e ati cola mee Tas LUN. $250 
SHARP 


RT-W800(BK) Double Cassette Deck 

Autoreverse high-speed-dubbing cassette deck with 
Dolby B NR. Features soft-touch controls; auto 
program search; LED peak level meters; metal-tape 
capability; 2 heads; | motor; music search; output 
level control; mic inputs; headphone jack. W&F 
0.0896 wrms; record/playback FR ferric 40-13,000 Hz 
+3 dB, high bias 40-14,000 Hz +3 dB; metal 40- 
16,000 Hz +3 dB; 17 x 4.89 x 9.89 in ....... $230 


RT-W500(BK) Double Cassette Deck 

Cassette deck with high-speed synchronous dubbing 
and continuous playback capabiity. Features 2 heads, 
| motor; Dolby B; LED peak level meters; headphone 
jack; mic inputs; metal-tape capability; auto stop. 
W&F 0.12% wrms; record/playback FR ferric 50- 
11,000 Hz +3 dB, high bias 50-12,000 Hz +3 dB; 
metal 50-13,000 Hz +3 dB; 17 x 4.88 x 8.56 in; 7.3 
Ib.As oot coc TERM Det aO $130 


SHERWOOD 


DF-7000R 3-Head Cassette Deck 

Features microprocessor supervised, full-logic con- 
trol; 3-tape heads; Dolby B and C NR; bias control; 
digital readout; automatic tape selector; separate 
left/right record level adjustment; output level con- 
trol; microphone and headphone jacks; 13-segment 
rec level indicators; rec mute button; timer switch; 2- 
line input jacks with record cross fader; FR 30-18,000 
Hz; S/N ratio 75 dB; 40 dB channel sep at t kHz; W&F 
0:0595;-5:0 x 17,331 OMS Hew NETS $659 


DD-1230R Autoreverse Double Cassette Deck 

Features microprocessor supervised, full-logic con- 
trol; auto reverse recording; Dolby B & C NR; digital 
tape counter; normal and high-speed dubbing; bi- 
directional automatic music search; automatic tape 
selector; uninterrupted dubbing; fully synchronized 
one-touch dubbing; relay play with alternate play- 
back deck; rec mute button; separate rec level and 
balance control; 13-segment rec level indicators; 
timer-record and start; illuminated tape run direction 
indicators; air-dampened soft eject cassette doors; FR 
30-16,000 Hz; S/N ratio 75 dB; 40 dB channel sepat 1 
kHz; W&F 0.12%. 4.7 x 17.3x 899 in......... $359 


DS-1630R Single Autoreverse Cassette Deck 

Features microprocessor supervised, fulklogic con- 
trol; auto reverse; Dolby B & C NR; digital readout; 
automatic tape selector; 2-line input jacks with record 
cross fader; auto music search system; three playback 
modes; microphone and headphone jacks; rec level 
and balance controls; output level control; 12- 
segment rec level indicators; rec mute button; air- 
damped soft eject cassette door; timer switch; FR 30- 
18,000 Hz; S/N ratio 75 dB; 40 dB channel sep at | 
kHz; W&F 0.09%. 5.0 x 17.3 x 11.0 in........ $329 


S-289RDR Double Cassette Deck 

Features autoreverse dubbing capability; 2 dubbing 
speeds; Dolby B & C NR; compatible with Sherwood 
Digi-Link remote components; auto music search; 
auto tape select; LED peak level indicators; relay 
playback for continuous listening of both decks; 
timer/start rec mute .: 5.21.2 vos "EE $300 


DD-1130 Double Cassette Deck 

Features Dolby B and C NR; high-speed dubbing; 
synchronized dubbing; relay play; continuous play; 
Normal, CrO2, and Metal tape settings; adjustable 





rec level; 3-digit tape counter; LED rec level indica- 
tors; air-damped soft eject cassette doors; FR 30- 
16,000 Hz; S/N ratio 73 dB; 37 dB channel sep at 1 
kHz; W&F 0.2%. 4.7 x 17.3x 899 in.......... $199 


SONY 


TC-WRII1ES Double Cassette Deck 

Double cassette deck with twin/sequential recording. 
Features 4-motor (2 per transport) design with 
Feather-Touch controls; autoreverse; high-speed 
dubbing; Dolby B and C noise reduction on both 
decks; relay play; auto pause; linear real-time 
counter; automatic music sensor; blank skip; auto- 
matic tape type selection; remote control; 210 kHz 
super bias. FR 20-20,000 Hz +3 dB......... $800 


TC-K700ES Cassette Deck 

Three-head cassette deck with a mid-ship drive 
system that separates the control circuitry from the 
audio circuits leaving the tape transport mechanism 
in the mid-ship portion of the chassis. Features twin 
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monaural DC amp design; LC-OFC laser amorphous 
heads; Dolby B and C; memory stop/play; auto 
playback-EQ selector; MPX filter switch; auto play; 
auto space rec mute; timer record and playback; 
linear counter; counter subtract function for remain- 
ing time indication; headphone jack with adjustable 
level. W&F 0.025% wrms; FR 20-20,000 Hz +3 dB (no 
NR, Type-IV tape); S/N 60 dB (no NR, Type-IV tape). 
19 xs exul 3 2S go vns nee E AE $700 


TC-WR900 Double Cassette Deck 

Double cassette deck with recording on both decks. 
Features 4-motor (2 per deck) design; double autore- 
verse; Dolby B and C noise reduction on both decks; 
laser-amorphous heads on both decks; relay play; 
dubbing level control; automatic music sensor; blank 
skip; electronic linear counter; direct-coupled elec- 
tronics; dual-deck remote capability. FR 30-18,000 
Hz; W&F 0.05%. 4.63 x 17 x 12.13 in; 12.5 Ib . $700 


TC-RX80ES Cassette Deck 

Cassette deck with laser-amorphous head. Features 
2-motor transport with DC-servo motor for capstan 
and separate motor for reel hubs; autoreverse; Dolby 
B and C noise reduction; Dolby HX PRO; 5-band 
spectrum analyzer; linear real-time counter; record 
level calibration with 10-second test tone; variable 
bias; automatic tape type selection; automatic music 
sensor; blank skip; music scan; auto space record 
mute; timer record/play; remote control capability; 
FR 20-20,000 Hz +3 dB; 160 kHz Super Bias 
CIECUIIEE YS OE DIC vameva E eb uu a $600 


TC-RX60ES Cassette Deck 

Cassette deck with laser-amorphous head. Features 
2-motor transport with DC-servo motor for capstar 
and separate motor for reel hubs; autoreverse; Dolby 
B and C noise reduction; Dolby HX PRO; linear real- 
time counter; automatic tape type selection; automat- 
ic music sensor; blank skip; music scan; auto space 
record mute; timer record/play; remote control 
capability; FR 20-20,000 Hz +3 dB; 160 kHz Super 
Bias Cureultty soe AAE ie s o axon sens $450 


TC-WR9ES Double Cassette Deck 

Double cassette deck with one record/play deck and 
one play only deck. Features 2-motor (1 per trans- 
port) design with Feather-Touch controls; autore- 
verse; high-speed dubbing; Dolby B and C noise 
reduction; relay play; auto pause; electronic digital 
counter; automatic music sensor; blank skip; auto- 
matic tape type selection on deck A; 160 kHz super 
bias. FR 20-20,000 HZ. £3 dBi. seks $400 


TC-W7ES Double Cassette Deck 

Double cassette deck with one record/play deck and 
one play only deck. Features 2-motor (1 per trans- 
port) design with Feather-Touch controls; high-speed 
dubbing; Dolby B and C noise reduction; relay play; 
electronic digital counter; automatic music sensor; FR 
ZRI OUMAR EE dB Re Ra $360 


TC-WR800 Double Cassette Deck 

Double cassette deck with recording on one deck. 
Features 2-motor (1 per deck) design; double autore- 
verse; Dolby B and C noise reduction on both decks; 
high-density heads on both decks; relay play; auto- 
matic music sensor; blank skip; direct-coupled elec- 
tronics; remote control capability. FR 30-15,000 Hz; 
W&F 0.09%. 4.63 x 17 x 10 in; 10 Ib. ........ $350 


TC-W600 Double Cassette Deck 

Double cassette deck with recording on one deck. 
Features 2-motor (1 per deck) design; Dolby B and C 
noise reduction on both decks; high-density heads on 
both decks; relay play; automatic music sensor; blank 
skip; direct-coupled electronics; remote control capa- 
bility. FR 30-15,000 Hz; W&F 0.0996. 4.63 x 17 x lO in; 
LOYD: eater ives acces ws Aen abla eee se $320 


TC-RX50ES Cassette Deck 
Cassette deck with laser-amorphous head. Features 
Feather-Touch transport; autoreverse; Dolby B and 


C noise reduction; electronic digital tape counter; 3- 
position tape type selector; high-speed cue; auto 
space record mute; timer record/play; built-in mic 
inputs; remote control capability; FR 20-20,000 Hz 
+3 dB; 160 kHz Super Bias circuitry. ....... $300 


TC-WR500 Double Cassette Deck 

Double cassette deck with recording on one deck. 
Features 2-motor (1 per deck) design; Dolby B and C 
noise reduction on both decks; high-speed dubbing; 
soft-touch controls; high-density heads on both 
decks; continuous play; direct-coupled electronics. 
FR 30-14,000 Hz; W&F 0.12%. 4.63 x 17 x 9.88 in; 81b, 
d'OZV Ree ir y aca dels $280 


TC-RX400 Cassette Deck 

Autoreverse cassette deck with Dolby B and C noise 
reduction. Features remote control capability; feath- 
er-touch full-logic controls; direct coupled electron- 
ics; high-density heads; mic inputs; autoreverse; full- 
logic switching. FR 30-15,000 Hz; W&F 0.0996, 4.63 x 
I7 x I0qnz8 0 Th OF sb een desc NS $240 


TC-W300 Double Cassette Deck 

Double cassette deck with recording on one deck. 
Features 2-motor (1 per deck) design; Dolby B and C 
noise reduction on both decks; soft-eject; high- 
density heads on both decks; direct-coupled electron- 
ics. FR 30-14,000 Hz; W&F 0.12%. 4.63 x 17 x 9.88 in; 
TIozbbozijcg lu V4.4. P x eds $210 


TC-FX150 Cassette Deck 

Cassette deck with Dolby B and C noise reduction. 
Features soft-touch controls; soft eject; high-density 
heads; 5-segment LED meter. FR 30-14,000 Hz; W&F 
0.12%. 4.63 x 17x 9.88 in; 61b, 70z ........ $120 


TANDBERG 


TCD 3014A Cassette Deck 

8-bit, 32-K, E-PROM microprocessor-controlled ste- 
reo cassette deck with 4 servo-controlled tape- 
transport motors. Features scan to play; scan to stop; 
auto rewind; auto replay; timer record/play; 3 heads; 
Dolby B and C; azimuth alignment; bias adjustment; 
record current adjustment utilizing built-in test 
system; linear motor to position heads and pinch- 
rollers to tape; instant "flying start" record/play; 
Dyneq record equalization; Actilinear II headroom- 
extension system; peak-reading meters; cue and 
review at half-speed; real time/real revolution 
counter; LED indication of all transport functions. 
Wireless infrared remote control with built-in receiv- 
er included. Rosewood side panels and rack mounts 
ávailablesc Tretia comes ESSE TRA $2,500 


TEAC 


R-616X Stereo Cassette Deck 

Autoreverse cassette deck with bi-directional record- 
/play; autoreverse; repeat; IC logic controls; Dolby 
Hx; dbx & Dolby B-C NR; 15 program random 
memory play; block repeat; one touch recording; bias 
fine adjust; rec. mute with auto spacer; auto tape 
selector; MPX filter switch; timer/play standby func- 
tion; tape direction indicators; independent record 
levels. W&F .05% WRMS; FR 25-20,000 Hz (metal); S/N 
90 dB (dbx in over 1 kHz); ll Ib ........... $500 


V-670 3 Head Cassette Deck 

3 head cassette deck with Dolby HX PRO and Dolby 
B-C NR. Bias fine tuning; rec. mute with auto-spacer; 
auto-tape selector; electronic tape counter with index 
and tape-run time modes; master recording level 
control witj left and right channel preset; two-color 
left/right program level meters; multi-function fluo- 
rescent display. 4.81 x 17.13 x 10.38-in; 11.02 Ib$450 
V-570. Similar to above but two head ....... $350 


W-450 Autoreverse Double Cassette Deck 

Autoreverse double cassette deck with continuous 
playback and bi-directional recording in deck Il. 
Features Dolby HX and Dolby B-C NR; sync reverse 


capability; sync dubbing capability; one program skip 
function in deck II; auto-tape selector. W&F.05% 
WRMS; FR30-17,000 Hz (metal); S/N70 dB Dolby C in; 


ARX I7.13x-10;753m 10.141 b em $290 
R-455 CHX. Similar to above but not a double 
déckoru S15 Um dete Bh $220 
V-285-CHX. Similar to above but not autore- 
VOIBE aa erp vein eiie E ute Ue $150 


V250/255 Cassette Deck 

Dolby B; direct function mechanism; auto stop 
mecanism; metal capability; 3 position tape selector; 
one-touch recording. W&F.09% WRMS; FR30-18,000 
Hz (metal); S/N 65 dB Dolby B: 4.75 x 17.13 x 8.44-in; 
OSIADA MEOS oy eas 5 HE IV mtt 4. $120 


TECHNICS 


RS-T80R Double Cassette Deck 

Features quick autoreverse, record, and play for both 
transports; 4 reverse modes; parallel and 3-hr series 
recording on both transports; series playback; syn- 
chro start; FL display; auto bias/EQ; feather-touch 
controls; remote-control capability with some Tech- 
nics receivers; high-speed editing; 4 heads; 2 motors; 
Dolby B, Dolby C, dbx NR; elapsed-time counter; 
music select; headphone jack. W&F 0.08% wrms; S/N 
(A-wtd) high bias 57 dB no NR, 67 dB Dolby B, 75 dB 
Dolby C, 92 dB dbx. 16.94 x 4.36 x 10.91 in; 11.7 
Ibn vie Wc tole ent wrk oa Wee TA VN aes $680 


RS-B905 Cassette Deck 

Features closed loop dual capstan transport; 3 heads 
with noise reduction circuitry for decoded monitor- 
ing during record; Dolby HX processing; Dolby B 
and C noise reduction; dbx; 2-motor transport; FL 
display; bias control; record calibration tone genera- 
tor; MPX filter; auto rec-mute; headphone jack with 
adjustable Jével T.) o 1225 LO aU SEES 4 x $660 


RS-T55R Double Cassette Deck 

Features quick autoreverse for both transports; 
Dolby B, Dolby C, and dbx NR; high-speed dubbing; 
auto bias/EQ; synchro start, stop; rec mute; auto 
space; anti-resonant metallic feet; edit search on 
Transport A; soft-touch controls; 28-part digital peak 
readout fia wasn vo es REISEN EN $460 


RS-B605 Cassette Deck 

Cassette deck with 3 heads with noise reduction 
circuitry. for decoded monitoring during record. 
Features Dolby HX processing; Dolby B and C noise 
reduction; dbx; 2-motor transport; FL display; bias 
control; auto rec-mute.............05.000% $390 


RS-T330R Double Cassette Deck 
Dual-well cassette deck with quick autoreverse re- 





cord/play in transport A. Features high-speed editing; 
Dolby B and C noise reduction; FL display; series 
play; synchro-start; synchro-record-mute; synchro- 
stop; electronic switching; LED indicators; cue and 
review; headphone jack; automatic tape selection; 
timer CeDabItyen Ou AIL een IR et cities tes $330 


RS-T230 Double Cassette Deck 

Dual-well cassette deck with high-speed editing. 
Features Dolby B and C noise reduction; series play; 
synchro-start; synchro-record-mute; synchro-stop: 
electronic switching; LED indicators; cue and review; 
headphone jack; automatic tape selection; timer 
Gapabiliten d med M. emer obe oR $230 
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RS-T130 Double Cassette Deck 

Dual-well cassette deck with high-speed editing. 
Features Dolby B noise reduction; series play; syn- 
chro-start editing; electronic switching; LED indica- 
tors; cue and review; headphone jack; automatic tape 
selection; timer capability ................. $230 


RS-B105 Dolby B Cassette Deck 

Features direct-mode switching; 2 heads; 2 motors; 1- 
touch recording; full auto stop; rec-level balance 
controls; timer rec/play; elapsed-time counter; LED 
meters; soft-touch controls; mike inputs. W&F 0.08% 
wrms; S/N (A-wtd, with high-bias tape) 56 dB no NR, 
66 dB Dolby B. 16.94 x 4.53 x 9.28 in; 6.6 Ib . $145 


TOSHIBA 


PC-5858 Double Cassette Deck 

Double cassette deck with high-speed dubbing. Fea- 
tures IC logic design; Dolby B and C noise reduction; 
continuous play between decks; continuous record 
between decks; quick search selection; repeat func- 
ET. PEU ae es bre Ph wie $399 


UHER 


CR 1601 Portable Cassette Deck 

Compact front-loading portable cassette recorder 
with monitor facility featuring 8 hours record time 
and built-in voice actuating system. Features 3 heads; 
2 motors; dual capstans; bias fine tuning; manual 
azimuth adjust; direct drive; elapsed-time counter; 
output level control; memory stop/play; LED meters; 
soft-touch controls; mike inputs; headphone jack; rec 
mute; 3 tape speeds: 1.88 ips, .94 ips and .16 ips with 
ALC, W&F <2% wrms; FR ferric 20-19,000 Hz + 3 dB; 
9:91 2 XS TEASE TD C S rus A $1,799 


CR 1600 Portable Cassette Deck 

Compact portable front-loading, fully electronic, 
remote control, auto-reverse, record/playback stereo 
cassette recorder with Dolby B. Features 8-hours 
record time with a built-in voice activation system; 
switchable ALC with 2-time constants; separate chan- 





nel record level meters; 4-tracks; | 7/8 adn 15/32 IPs; 
3-heads; 2-motors; soft-touch solenoid controls with 
built-in speaker; operates on dry cell, 12 V car battery, 
110/220 V AC. w & F + 196; FR 30-16,000 Hz; A/V 
input capability; 9 x 2.3 x 7.3 in; 5.75 lb ... $1,799 


CR-160AV Portable Cassette Deck 

Portable stereo cassette deck with Dolby B and C 
Noise Reduction. Features 2 heads; | motor; manual 
azimuth adjust; mike inputs; headphone jack; ALC 
with two time constants; sep channel record level 
control; 3 built-in monitor speakers. Operates on dry 
cells, 12-V car battery or 120 V AC. W&F 0.2% DIN; 
FR ferric 30-16,000 Hz + 3 dB, high bias 30-16,000 Hz 
+3 dB; S/N ferric: 64 dB no NR, 55 dB Dolby B; high 
bias: 66 dB without noise reduction, 57 dB Dolby B; 
line-input sens for 0-dB reading 588 mV; line output 
level with 0-dB indication 775 mV; mike input sens 
0.35 mV; mike input overload 20 mV. 9.3 x 2.3 x 7.3 
in EE EA eter EE T SN $999 


Accessories 


F-423 Diapilot 

Self-contained unit for synchronized tape control 
operation of automatic slide projector for use with 
Uher open-reel and cassette decks. DIN plug connec- 
TOK EUER ica cee sy BL ses SATE E a $260 





Z-135 Power Supply/Charger 
Power supply/charger unit for Uher cassette record- 
CLS PATE ee Na Oe see CE Ne ext: $107 


VECTOR RESEARCH 


VCX-345 Double Cassette Deck 

Double cassette deck with Dolby B and C NR. 
Features 2-speed dubbing; synchro-start dubbing; 
continuous play; power-assist transport controls; mic 





inputs; manual dubbing/recording level; metal-tape 
capability; headphone jack. FR 40-17,000 Hz metal 
tape; S/N 73 dB (Dolby C), 65 dB (Dolby B); W&F 
0.06% wrms. 16.56 x 4.31 x 8.25 in; 8.5 Ib... . $250 


VCX-325 Double Cassette Deck 

Double cassette deck with Dolby B NR. Features 2- 
speed dubbing; synchro-start dubbing; continuous 
play; power-assist transport controls; mic inputs; 
manual dubbing/recording level; metal-tape capabili- 
ty. FR 40-15,000 Hz metal tape; S/N 63 dB (Dolby B); 
W&F 0.08% wrms. 17.25 x 4.5 x 10 in; 8.5 Ib. . $150 


YAMAHA 


KX-1200U 3-Head Cassette Deck 

3-head cassette deck with 28-key wireless remote 
control. Features double dbx dynamic expansion; 
double Dolby B & C noise reduction; ORBIT system 
with optical balance tuning indicator; closed-loop 
dual-capstan tape transport; Dolby HX Pro dynamic 
bias servo; high quality amorphous head; full-logic 
control; optimum recording level indicator; RS inte- 
grated system remote compatibility. Black; 22 Ib$749 


KX-W900U Double Cassette Deck 

Double cassette deck with autoreverse. Features 
amorphous recording and playback heads; play, 
record, and autoreverse on both decks; relay play and 
record; Dolby B and C and HX Pro; high speed 
dubbing; auto dubbing; skip dubbing; random pro- 
gram dubbing; manual dubbing; cross-Dolby dub- 
bing; simultaneous independent recording; 44-key 
wireless remote control; random program play on 
both decks; music search on both decks; intro scan; 
record return; auto record mute; blank skip; auto tape 
selection; 4-digit electronic linear tape counter; 13- 
segment peak level meters on both decks; remaining 
timedndicatord. o etae REN TW ct $699 


KX-R700U Cassette Deck 

Autoreverse cassette deck with autoreverse record 
and playback. Features full-logic, 3-motor tape trans- 
port; amorphous record/play head; dbx, Dolby B, 
Dolby C, and Dolby HX Pro; super bias; electronic 
record volume control; optimum record level indica- 
tion; power eject and close; remaining tape time 
display; auto fade in/out; auto tape selector; rec 
return; bi-directional intro scan; 9-selection random 
program play; music search; programmable timer- 
/clock; 39-key wireless remote control; MPX filter; 
blank skip; 0-memory; auto rec mute; memory stop; 
integrated system remote compatibility ...... $579 





KX-800U Cassette Deck 

3-head cassette deck with double dbx dynamic range 
expansion. Features Dolby B and C noise reduction; 
ORBIT optical balance tuning system; 3 motors; 
Dolby HX Pro; amorphous heads; master fader; MPX 
filler; linear time counter; 12-segment peak level 
meter; 28-key wireless remote control; integrated 
system remote compatibility; optimum record level 
indicator; random program play; intro scan; music 
search; repeat; record return; automatic rec mute; 
automatic tape selector; memory stop; headphone 
jack with adjustable level. S/N in Dolby B 69 dB, 
Dolby C 77 dB; dbx 90 dB; FR 20-22,000 Hz +3 
dB oss Ce eda sb Oe ale a ee eee es es $569 


KX-W302U Double Cassette Deck 

Double cassette deck with autoreverse on both 
transports. Features play in both directions, record in 
one; full-logic operation; 12-layer amorphous lami- 
nate record play head provides high frequency 
response with very little noise and distortion; Dolby 
B and C noise reduction; one-touch dubbing at 
normal and high speed; relay play; auto tape selector; 
auto record mute; music search; MPX filter; 6- 
segment LED peak level display; Dolby HX Pro; 
optionai remote control; integrated remote compati- 
OV aee Can Ur ID Vigo ia Sat $449 


K-640B Autoreverse Cassette Deck 

Autoreverse cassette deck with RS integrated system 
remote compatibility. Features amorphous head; 
auto fade; remaining time; intro scan; car EQ; Dolby 
B, C, and HX Pro; dbx. Black; 16 Ib......... $449 


KX500U Cassette Deck 

Cassette deck with Dolby B and C noise reduction. 
Features 3 motors; Dolby HX Pro; manual bias 
adjustment +20%; master fader; MPX filter; 12- 
segment peak level meter; 27-key wireless remote 
control; integrated system remote compatibility; play 
trim; random program play; bi-directional intro scan; 
music search; repeat; record return; automatic rec 
mute; automatic tape selector.............. $399 


KX-W202U Double Cassette Deck 

Double cassette deck with full one-way operation 
dual mechanism. Features hard permalloy record- 
play head; Dolby B and C NR; one-touch dubbing at 
normal and high speed; relay play; music search; 
record return; auto record mute; MPX filter; auto tape 
selector; optional remote control; integrated system 
remote:compatibllity | sree roae A N e n $349 


KX-400U Autoreverse Cassette Deck 

Features permalloy rotary head design; one-way auto 
reverse; Dolby B, C, and HX Pro; music search; auto 
tape selector; forward/reverse intro scan; blank skip; 
phrase repeat; auto fader; rec return; auto rec mute; 
timer rec/play; optional RS-KW5 wireless remote 
control; 2-color 6-segment LED peak level meters. 
Black VIB 2; eu v e eres aw H pte es oes $329 


KX-300U Cassette Deck 

Cassette deck with Dolby B and C noise reduction. 
Features 2 motors; Dolby HX Pro; manual bias 
adjustment - 2096; MPX filter; 7-segment peak level 
meter; 10-key wireless remote control; integrated 
system remote compatibility; play trim; bi-direction- 
al intro scan; music search; repeat; record return; 
automatic rec mute; automatic tape selector . . $299 


KX-200U Cassette Deck 

Cassette deck with RS remote system compatibility. 
Features Dolby B & C NR; permalloy head; full-logic 
operation; forward/reverse intro-scan; full repeat and 
phrase repeat; optional RS-KW5 wireless remote 
control; auto tape selector; rec return; auto rec mute; 
2-color 6-segment peak-level meters. Black; 11 


IB onore eere sce ERN ai S DENEN RE S $229 
Accessories 

RS-KW- 5. Infrared remote control for all RS integrat- 
ed system compatible cassette decks.......... $50 


RMA-K20. Rack mount adaptor for KX-1200U $18 
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OPEN-REEL TAPE DECKS 








FOSTEX 


E-22 Open-Reel Deck 

3-channel stereo master recorder/reproducer open- 
reel tape deck. Features !2-track stereo on 12-inch tape 
with a third, center channel for SMPTE time code or 
other cueing data; gapless punch-in/punch-out; spot 
erase; microprocessor-controlled transport; XLR bal- 
anced inputs/outputs and phono  inputs/out- 
DUÍS 285, ci potere AER tN Mice a ea Eae $3,995 


E-2 Open-Reel Deck 

3-channel stereo master recorder/reproducer open- 
reel tape deck. Features standard !2-track stereo on 
l4-inch tape with a third, center channel for SMPTE 
time code or other cueing data; gapless punch- 
in/punch-out; spot erase; microprocessor-controlled 


M-20 Open-Reel Deck 

2-track recorder/reproducer open-reel deck. Features 
standard !⁄2-track stereo format; 15 ips; 14-inch tap. 7- 
inchireels. ER 40-20:000 Hz... 2. oes $1,500 


REVOX 


B77 MKII Stereo Tape Recorder 

Stereo open-reel tape recorder with 3 motors features 
two speeds (3.75 ips and 7.5 ips); 10.5" reel capacity; 
front-panel vari-speed control --1096; integrated- 
drive-logic computer-type push-point function keys; 
built-in tape cutter; dual VU meters with peak level 
indicators; separate left/right record and input level 
controls; tape monitor switch; provision for remote 
contrcl of all functions and electric timer operation; 
connectors for remote control of tape transport 
functions, remote control of variable tape speed, and 





transport; XLR balanced inputs/outputs ... $3,750 





High Fidelity Meets High Style 


Music is an art that meets ifs match in 
the JAMO ART © loudspeaker. 

For hi-fi that makes its statement in sight 
as well as sound, hang it up: JAMO ART. 


Audio from Denmark. 


Janno:sz 


JAMO HI-Fi, USA, Inc. 425 Huehl Rd., Bldg.3A Northbrook. IL 60062 


342.498.4648 


CIRCLE NO. 75 ON READER SERVICE CARD 








slide projector or crossfade unit. W&F less than 
+0.1% at 3.75 ips, less than 0.08% at 7.5 ips; FR 
+2/—3 dB 30-16,000 Hz at 3.75 ips, 30-20,000 Hz at 
7.5 ips; S/N <64 dB at 3.75 ips, <67 dB at 7.5 ips; mic 
input level/imp 0.15 mV/2.2 kilohms (low position, 
50-to-600-ohm mikes), 2.8 mV/110 kilohms (high, 20 
kilohm mikes). Also available in high-speed, low- 
speed, super-low-speed, two- and four-track versions. 
16:33:17:80658: bEino37:9 be o lees $2,450 


TEAC 


X-2000M dbx Open-Reel Mastering Deck 

2-track 3-head open-reel tape deck with dbx 1 
features pitch control; EE tape capability; full logic 
feather-touch controls; tape/source monitoring; fine 
bias adjustment; real-time counter; mic/line mixing; 
mic attenuator; separate L/R input-level controls; 
direct-drive motor; accepts 10.5" reels; rec mute; 
timer function. Remote control optional. Tape 
speeds 15/7.5 ips; wow and flutter 0.02/0.03 wrms at 
15/7.5 ips; S/N 100 dbx in. 46 Ib; 17.9 x 17 x 10.5 
IDs de EP TRU OUO Sie ERED Bio TU $2,235 


UHER 


1200 Report Monitor Open-Reel Deck 

Synchro full-track tape deck with neo pilot. Features 
4 heads; ALC on/off switch; switchable roll-off filter; 
built-in monitor speaker; optional beep generator; 
pilot freauency device for picture-sync recording. 
Tape speed 7.5 ips; FR 40-16,000 Hz +3 dB; W&F 
0.1596 wrms; S/N 62 dB; mike input sens 0.2-15 mV; 
line input sens 40 mV; output level 775 mV. 3.8 kg; 
ZR AKO Reese): TII Ee sa eie clone ie aerei edes $5,049 


6000 Report Universal Tape Recorder 

4-speed (3.75, 1.88, 0.94, 0.47 ips) tape recorder. 
Records up to 24 hours on | tape. Designed for 
monitoring, court reporting, surveillance. Features 5" 
reel capacity; built-in DNR; switchable auto level 
control; electronic tape tension control; 4 motors; 
switchable loudspeaker; tape counter; A/V input jack. 
L:1:3:3:5.3:9358-IDS52 E AL ee PDT $1,729 


Report Monitor Series Tape Recorders 
Report Monitor series decks feature 3 heads, LED 


function indicators, integrated power supply, fully 


electronic amp switching, battery or AC operation, 
tape-tension regulators, die-cast aluminum casings. 
All models can be used in portable or stationary 
applications. Speeds 7.5, 3.75, 1.88, 0.94 ips. 

4400 Report Monitor. 4-track stereo. ...... $1,779 
4200 Report Monitor. 2-track stereo....... $1,779 





4000 Report Monitor AV. Half-track monau- 
esl gee AUN TET OD OM Y RUE e ADEA E ON $1,665 


Accessories 

F-423 Diapilot. Self-contained unit for synchronized 
tape control operation of automatic slide projector 
for use with Uher open-reel and cassette decks. DIN 
DINE GOnHéctoI se oe oes e s aceite add $260 
F413 Acoustic Stop/Start Switch. Acoustic activated 
start/stop switch. Designed for use with Uher tape 


decks EU oe fret, et vrl e esti od evant: $139 
Z-125A Power Supply. Power supply and charger for 
Uher Monitor series decks................. $130 








TURNTABLES 





ACOUSTIC RESEARCH 


ES-1 Manual Turntable 

Manual belt-drive turntable with 24-pole synchro- 
nous motor. Features 33 and 45 rpm speeds. W&F 
0.04% wrms; rumble -78 dB; effective tonearm mass 
without cartridge 14.5 g; effective tonearm length 229 
mm; max tracking error 2.6X. 7 x 18.19 x 15.25-in 
(dustcover down); 18 Ib. Natural cherry, with ton- 
Cis A RC CONTE TO ETETC EE $725 


EB-101 Manual Turntable 

Manual belt-drive pivoted-arm turntable with fully 
isolated 3-point suspension. Arm and platter on 
subchassis formed by pressed-steel T-bar spring- 
. suspended and damped at 3 points. 33.33 and 45 
rpm. Features 12-pole synchronous motor (500 rpm 
at 50 Hz, 600 rpm at 60 Hz); 3.9-Ib platter; detachable 
carbon-fiber headshell with clamping screw on arm; 
base finished in oiled walnut veneer. W&F 0.05% DIN; 
rumble -72 dB DIN; effective tonearm mass without 
cartridge 12 g; cartridge weight range 3-9 g; effective 
tonearm length 229 mm; overhang 16 mm; vertical 
and horizontal friction <100 mg; 7 x 18.19 x 15.25-in 
(dustcover down); [S05 Ib. see mene eere n ee $500 


ADC 


LT 60 Automatic Turntable 

Linear-tracking belt-drive P-mount turntable. Fea- 
tures 33.33 and 45 rpm; soft-touch electronic con- 
trols; illuminated electronic strobe with pitch control; 
anti-feedback suspension. 5.0 x 16.5 x 15.5 in; 15.5 
ID Cory HE ST e S9 IW io ciel Sea aN $150 


LT 34 Automatic Turntable 

Compact linear-tracking belt-drive P-mount turnta- 
ble. Features 33.33 and 45 rpm; 2 DC-servo-con- 
trolled motors; anti-feedback suspension. 3.5 x 13.25 
MOUS TST eo UD ere eves A818 NAA PE E TOA $120 


RC1 Changer Turntable 

Belt-drive turntable stacks up to 4 records. Features 
33.33 and 45 rpm; viscous-damped cueing; electroni- 
cally controlled DC-servo motor; ADC magnetic 
caridad pe InGluded.. ....7 mam e oov On $110 


a/d/s/ 


Atelier P4 Automatic Turntable 

Can be controlled by remote when used with a/d/s/ 
R4 receiver or CC4 tuner/preamp. With quartz- 
crystal-controlled direct drive; pivoted arm; ultra- 
low-mass tonearm; 33.33 and 45 rpm; variable speed 
control with strobe; holds platter and tonearm on a 





subchassis that floats on 4 tuned mounts. W&F 
z- 0.02596 wrms; rumble -75 dB DIN B, 53 dB DIN A; 
effective tonearm length 8.69"; max tracking error 
2.2^; 4.53 x 17.5 x 14.25-in (dustcover down); 11 
IB.2. suede doe labialis pe oli ebore te o s vao sedet $700 


RC1 Unified Remote Control 
Infrared wireless remote controls P4, R4 receiver, 
CD3 CD player, and other a/d/s/ components $150 


AKAI 


AP-A305C-B Belt-Drive Turntable 

Semi-auto operation; DC-servo motor; belt-drive 
system; T4P type plug-in cartridge; front panel 
operation CONO mee aen a emaa E ov ne Mies Seas $99 


BANG & OLUFSEN 


Beogram 5500 Automatic Turntable 

Automatic turntable with short tangential tonearm 
features both standard playing speeds of 33.33 and 45 
rpm; silver and black; remote controlled by B&O 
Master Control Panel; repeats play up to 7 times; leaf- 
spring suspension; compatible with B&O micro-cross 
cartridges; auto record-size sensing; auto interior 
light. W&F 0.06% DIN, 0.03% wrms; DIN-weighted 
rumble — 80 dB; 12.5 x 3x 12.75 in; 11.6 lb. . $499 


Beogram 9000 Turntable 

Tangential tracking tonearm features both standard 
playing speeds of 33.33 and 45 rpm; Optimum Pivot 
Point tonearm suspension; 3-point leaf spring and 





pendulum suspension system; integrated low-mass 
tonearm/cartridge combination; accepts all MMC 1-5 
cartridges; servo-controlled DC motor; W&F less than 
0.03% wrms. 16.5 x 3x 12.75 in; 11.7 lb ...... $450 


Beogram 3300 Belt-Drive Turntable 

Belt-drive tangential tonearm features standard play- 
ing speeds of 33.33 and 45 rpm; remote control with 
Terminal 3300 remote, Master Control Link, or 
Datalink system; black plexiglass and brushed alu- 
minm; can be wall mount-ed with optional shelves; 
repeat; interior light; auto pause at end of tape, and 
cassette deck pauses at end of LP; leaf-spring- 
suspended subchassis; neoprene belt; electro-nic 
speed control; 165 x 3 x 12.75 inches; 11.7 
pounds eL X aee EU NER de EIN $439 


Beogram TX-2 Automatic Turntable 
Tangential-tracking automatic turntable with belt- 
drive features both standard playings speeds of 33.33 


and 45 rpm; fixed headshell. Recommended tracking 
force 1-1.5 g; Wow and flutter 0.0396 DIN; rumble 
—50dB;1653x3x12751n;11,61b,...« s. i $352 
Beogram RX-2 Automatic Turntable 

Belt-drive turntable with pendulum-suspended chas- 





sis and straight pivoting tonearm; 33 and 45 rpm; 
fixed headshell. Recommended tracking force 1-1.5 
g; W&F 0.035% DIN; rumble —75 dB; 16.5 x 2.5 x 
LeU Asie UD tas eoe mese m eva ahs $249 


DENON 


All arm and auto functions of Denon turntables are 
noncontact, microprocessor controlled. 


DP-59L Direct-Drive Turntable 

Features massive wood base with isolation; 5.5-lb 
platter with high-torque direct-drive AC motor. Lift 
Only:sd orarit bos Sst rrr v Deny he 1 $695 
DP-47F Direct-Drive Turntable 

Features dynamic servo tracer; flat-twin direct drive; 
full auto plus locate function; thick wood base $450 
DP-35B Automatic Turntable 

Features dynamic servo tracer; flat-twin direct drive; 
high-density compound base. Black......... $325 
DP-23F Turntable 

Full-size automatic turnable with dynamic servo 
tracer: Blache... Were Ris ter, ote ody ads RE $275 
DP-7F Turntable 

P-mount automatic turntable with dynamic servo 
tracersBlacle: 10$ o Nr EC hoe AS $200 


DUAL BY ORTOFON 


CS 7000 Semiautomatic Turntable 

Belt-drive turntable with 24k gold-plated finish. 
Features Optimum Pivot gyroscopic gimbal tonearm 
system; carbon fiber headshell; fixed- and variable- 
VTA tonearm; heavy metal feet; full-floating sub- 
chassis; resonance-damped die-cast aluminum plat- 
ter; auto stop; three standard operating speeds at 
33.33, 45, and 78 rpm. Wow and flutter less than 
0.025%; signal-to-noise ratio 80 dB. 17.5 x 5.25 x 
15:25 1nchges; 25 pounds soto we nee $750 


CS5000 Semiautomatic Turntable 

Belt-drive turntable with hall-effect motor and 4- 
point full-floating suspension system. Features 
quartz-monitored 3-speed electronic control; opti- 
mum-pivot tonearm design; acoutic mat; 33.33, 45, 
and 78 rpm. W&F 0.01596 ................. $500 
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CS505-3 Semiautomatic Turntable 

Belt-drive, heavy-mass platter and acoustic mat. 
Features floating chassis design; variable-pitch; car- 
bon fiber headshell on ULM tonearm. Walnut or black 
woodi basere a a clcloece estan chorea PU Oana $350 


CS503-1 Semiautomatic Turntable 

Belt drive turntable features solid block shock- 
absorbing chassis with damping feet; heavily damped 
platter; ULM tonearm; carbon fiber headshell. 33/45 
rpm, W&F <0.07%/0.04%; rumble, unwtd. 17.3 x 4.5 
x 4335. Black base. BASS eee ran $250 


CS2215GM Fully Automatic Turntable 

Belt drive featuring die-cast aluminum platter with 
vario-pitch; shock absorber chassis; ULM tonearm 
with detachable headshell. Black base ....... $300 


HEYBROOK BY 
D'ASCANIO AUDIO 


TT-2 Series II Turntable 

Hand-assembled belt-drive 33.33- and 45-rpm arm- 
less manual turntable with removable armboard. 
Features low-speed synchronous motor driving mas- 
sive 2-piece platter; adjustable 3-point spring-suspen- 
sion subchassis of cast aluminum; laminated arm- 
board; massive wood base. Finished in real walnut or 
gloss black. w&r <0.1% DIN peak wtd; rumble — 73 
dB wtd DIN-B. 6.25 x 17.5 x 14.25 in; 26 Ib. . $650 


HITACHI 


HTMD46 Automatic Turntable 

Linear tracking; belt drive; MM cartridge with dia- 
mond stylus; auto size/speed selector; photo sensor 
return; feather-touch IC-logic control; muting; front- 
panel operation; die-cast aluminum-alloy platter; 
remote controlled through Hitachi HTASOAV or 
HPT120AV. Wow and flutter 0.045% weighted root 
mean square; signal-to-noise ratio 70 dB DIN-B$180 


JVC 


ALFQSSSBK Direct-Drive Turntable 

Features coreless DC-servo direct-drive motor; fully- 
automatic operation with automatic record size and 
speed selector; low-mass straight tonearm; high- 
stablility cabinet support system; large insulators; 
arm cueing control; double-servo quartz control; 
illuminated strobe on platter perimeter; plug-in 
cartridge Connector. 5 0e EET Or noe a $240 


ALF353BK Automatic Turntable 

Automatic turntable features automatic record size 
and speed selector; DC-servo motor; arm cueing 
control; plug-in cartridge connector system; low- 
Dass sttdiphibtonesrnm 0c. mM $175 


ALAISIBK Semiautomatic Turntable 

Features automatic arm return; DC-servo motor; arm 
cueing control; low-mass straight tonearm; plug-in 
cartridge connector: sose 004 1. yer ite $100 


KENWOOD 


KD-67F Direct-Drive Turntable 

Features fully automatic mechanism; T-4P cartridge 
compatible tonearm; system remote controllable; 
auto function; linear tracking; coreless and slotless FG 
servo motor; 2 speeds; wow and flutter less than 
0.02596; fre-quency response 20-20,000 Hz. 4.31 x 
16.56 x 14.13 inches; 10.4 pounds .......... $209 


KD-77FC Direct-Drive Turntable 

Features linear tracking; 7-song random access pro- 
gramming; auto-disc size & speed selection; fully 
automatic mechanism; dual magnet type cartridge 
included; system remote controllable; auto function; 
coreless and slotless FG servo motor; 2 speeds; wow 
and flutter less than 0.025%; frequency response 20- 
20,000 Hz. 4.06 x 16.56 x 15.13 inches; 12.6 
DOUG o po oT esie A cag e MEER Ie E etu te DOE | $249 





KD-47F Belt-Drive Turntable 

Belt-drive turntable with fully-automatic mecha- 
nism. Features system remote controllable ability; T- 
4P cartridge compatible tonearm; FG servo motor; 2 
speeds; Wow and flutter 0.05%; 4.31 x 16.56 x 13.5 
INCHES AS pounds soe eee EHI $119 





KD-37R Belt-Drive Turntable 

Belt-drive turntable with auto return mechanism. 
Features T-4P cartridge compatible tonearm; DC 
servo motor; 2 different playing speeds; W&F 0.0596; 
frequency response 20-20,000 Hz; 3.94 x 16.56 x 
13:063n2:8:2/]D3 010505495 xs pa $79 


KYOCERA 


PL-910 Manual Turntable 

Armless belt-drive turntable with ceramic platter and 
base. Features 33.33 and 45 rpm; variable speed 
control with strobe; cutless-core power transformer; 
dual suspension; heavy-duty DC-servo brushless mo- 
tor; 1 1-Ib platter assembly. Wow and flutter 0.025% 
weighted root mean square; signal-to-noise ratio 78 
dB DIN-B; accepts 9"-10" tonearms. 18 x 7.5 x 15.25 
inches 44 NOUNS. 21.2. elo o EU $2,000 


LINN PRODUCTS 


LP12 Manual Single-Play Turntable 

Belt-drive 33.33-rpm turntable with manual ton- 
earm; 24-pole synchronous motor; 12" zinc-alumi- 
num alloy die-cast platter with felt mat; 1-point oil- 
bath bearing; hardened tool-steel spindle; adjustable 
3-point spring-suspension subchassis; heavy-gauge 
stainless-steel base plate; solid hardwood base; op- 
tional 45-rpm adapter. rumble -60 dB unwtd; speed 





accuracy +.0:04%: 5.5 x 17.5 14 in... .....5 $1,165 


Axis Manual Turntable 
With Class A amplifier; belt-drive; pivoted arm. 
Plays 33.33-rpm LP's and 45-rpm singles. Speed 





accuracy 0.1%; W&F 0.05%; rumble -75 dB DIN; 
effective tonearm length 284 mm; l6 lbs..... $740 


LUXMAN 


P-102 Belt-Drive Turntable 

Automatic linear-tracking turntable with strobe, 
variable speed control, floating tonearm/platter sus- 
pension, cueing lever, repeat play, manual play. P- 
mount compatible. Remote capable. w&r 0.0496 
wrms; rumble 70 dB; effective tonearm length 133 
mm; max tracking error 0.1°. 16.36 x 4.5 x 14.06 in 
(dustcover down); 11.611b................. $450 


MARANTZ 


TT-451 Linear-Tracking Turntable 

Automatic linear-tracking turntable. Features auto- 
speed/-size selector; P-mount compatible; 33.33 and 
45 rpm; W&F 0.05% wrms; rumble -70 dB. 3.75 x 
16:36:x-13:56:9:5.1]D 52052 5 RES ors $230 


TT-185CTBL Belt-Drive Turntable 

Belt drive turntable features semiautomatic DC-servo 
motor; damped cueing; P-mount cartridge; straight 
low-mass tonearm; front panel controls. 3.87 x 16.5 x 
13:51n:95'IDz-- 722998 COOURCNTR s 139 


TT-170CTBL Semiautomatic Turntable 

Belt drive turntable features front panel cueing; P- 
mount cartridge; 33.33/45 rpm; W&F 0.08% wrms; 
rumble -55 dB. 4.63 x 16.5 x 13.25 in; 9.5 Ib. . $100 


MICRO SEIKI By 
ANALOG EXCELLENCE 


SZ-1T Manual Turntable 

Massive zinc-alloy turntable system with vacuum 
hold-down; belt drive; 33.33 and 45 rpm; variable 
speed control; strobe; outboard air-bearing motor 
with high-inertia flywheel spindle; 44-lb bronze 
platter. W&F 0.025% wrms; S/N 90 dB A-wtd. 12x 5x 


18-in (dustcover down); 240 Ibs ......... $14,000 
SZ-1TSS. Same as above with 48-lb steel platter, 2 
tonearms, and isolation base. 260 Ibs... .. $20,000 


SX-111FV Belt-Drive Turntable 

Vacuum hold-down; air-bearing system; rosewood 
cabinet; 22-lb bronze platter; 33.33 and 45 rpm; 
variable speed control. W&F 0.022596 wrms; S/N 78 
dB A-wtd; 532 cm w x 400 d x 230 h...... $3,995 


SX-555FVW Manual Turntable 

Belt-drive turntable with patented quadraplex isola- 
tion feet and vacuum hold-down; rosewood cabinet; 
17-Ib air-bearing bronze and aluminum duplex plat- 
ter; 33.33 and 45 rpm; variable speed control. Wow 
and flutter 0.025% weighted root mean square; signal- 
to-noise ratio 78 dB A-wtd. 7.5 x 21.5 x 17.5-in 
(dustcover down); 47 lbs................ $2,995 
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RX-1500VG Thread-Drive Turntable 

20-Ib bronze platter turntable with light-force vacu- 
um record hold-down; 33.33 and 45 rpm; variable 
speed control; nonresonant zinc alloy frame and 
outboard motor; 4-Ib sealed oil-bath center spindle. 
W&F 0.025% wrms; S/N 85 dB A-wtd. 26 x 6.5 x 16 in; 


TOOMBS. SE AE AU RV VV CIT ToO pate $2,995 
RX-1500FVG. Air-bearing version of above. 120 
Iste sura rama eO nU T rM usd $3,995 
BL-99V Manual Turntable 


Belt-drive turntable with light-force vacuum hold- 
down; walnut finished cabinet; 33.33 and 45 rpm; 
variable speed control; 7-lb aluminum platter; 4-lb 
tonearm base drilled to individuals’ specifications. 
W&F 0.025% wrms; S/N 78 dB A-wtd. 7.5 x 21.5 x 


17.5-in (dustcover down); 35 Ibs.......... $1,895 
BL-99VW. As above but with SAEC WE-407 ton- 
CATT E ME ICA ee LIE E E $2,295 


RX-1500 Basic Turntable 

Belt-drive nonresonant zinc-alloy turntable with 
ability to mount 2 tonearms simultaneously. Fea- 
tures 33.33 and 45 rpm; variable speed control; 
aluminum platter. W&F 0.025 wrms; S/N 78 dB A- 
widiG x 19:x 13:n:4015$8:25.25 2 21 $1,495 


NIKKO AUDIO 


P-5 Semiautomatic Turntable 

Direct-drive semiautomatic turntable with 20-pole, 
30-slot brushless DC 3-phase motor. Features die-cast 
aluminum platter; straight-line tonearm; + 396 pitch 
control. W&F 0.085% wrms; rumble 38 dB weight- 
GO HC MALUI S CAT ce err, MG $220 


P-3 Semiautomatic Turntable 

Semiautomatic full-size belt-drive turntable with P- 
mount tonearm, repeat key, and manual damped 
cüeing. W&F:0.04590: 5.5.7222. sO $110 


ONKYO 


CP-1057FB Integra Automatic Turntable 

Computer-controlled quartz-PLL direct-drive turnta- 
ble. Features pivoted arm; strobe; 33.33 and 45 rpm; 
triple-stage isolation; floating subchassis on 3-point 
suspension; gimbal-support tonearm bearings; com- 
puter-controlled tonearm functions; separate motor 
for tonearm; 2-speed search; straight low-mass ton- 
earm; Polysorb vibration absorbing compound for 
record mat and cabinet feet; gold-lacquered platter; 
gold-anodized tonearm; opto-electronic record-end 
detector; black finish. Remote control optional. Wow 
and flutter 0.023% weighted root mean square; 
rumble <80 dB; effective tonearm length 226 mm; 
max tracking error +3°, — 1°. 17.44 x 6.25 x 16.12 in; 
2OJDUEM sie ce Tee cera Are DOR Y dee ES. $360 


CP-1046FB Automatic Turntable 

Computer-controlled direct-drive pivoted-arm turn- 
table. Features PLL; quartz-lock; 33.33 and 45 rpm; 2- 
color quartz-lock indicator; triple-stage isolation 
system with floating subchassiss; 3-point subchassis 
suspension; computer-controlled motor-assisted ton- 
earm; opto-electronic record-end detector; straight 
low-mass tonearm; gimbal-precision tonearm bear- 
ings; 2-speed search; black finish. Remote control 
optional. W&F 0.025% wrms; rumble <75 dB; 
effective tonearm length 224 mm; max tracking error 
+ 3°, —1.5°. 16.5 x 5.06 x 14.75 in (dustcover down); 
PESO ie DOS ese arua oed auf nie RA REE es Y AUR s $240 


CP-1036A Semiautomatic Turntable 

Direct-drive pivoted-arm turntable. Features PLL; 
quartz-lock 33.33 and 45 rpm; triple-stage isolation 
with floating subchassis; front-panel controls; 
straight-line low-mass tonearm; gimbal-support pre- 
cision tonearm bearings; black finish with smoked 
dustcover. W&F 0.025% wrms; rumble <70 dB; 
effective tonearm length 224mm; max tracking error 
+3°, —1.5°. 16.5 x 5.06 x 14.75 in (dustcover down); 
PIB Ret Sn eet OO eS ESL $190 


CP-116F Semiautomatic Turntable 

Belt-drive truntable with auto-return and -reset 
controls. Features front-panel controls; straight-line 
low-mass tonearm; damped cueing. w&r 0.04596 
wrms; rumble —70 dB; effective tonearm length 210 
mm; max tracking error +4.5°, — 1°. 16.5 x 5.06 x 
14.75 in (dustcover down)...............-. $120 


ORACLE AUDIO 


Premiere Mark III Manual Turntable 

Belt-drive turntable without tonearm. Remote con- 
trol power drive module, 33.33 and 45 RPM; variable- 
speed control; strobe; hi-torque DC motor; adjustable 
spring-suspension system; record-coupling system; 
tonearm cartridge protractor, strobe disc included. 20 


xi: 5x Sdn 42D. NETS. aU etre. $2,350 
Gold Plated. Premiere Mark III aluminum and 24k 
gold platings. WE ee WEE AP $2,950 


Delphi MK III Manual Turntable 

Belt-drive turntable without tonearm. Features 33.33 
and 45 rpm; hi-torque DC motor; adjustable spring- 
suspension system; record-coupling system; ton- 
earm/cartridge protractor and strobe disc included. 


I99o6. IA dn? 3S IbT shoe ex ae $1,395 
Dephi Aluminum. Aluminum/24k gold plat- 
ig hore De OR UE Vae $1,995 
Delphi Black. 24k gold plating ........... $2,295 


Alexandria Mark III Manual Turntable 

Belt-drive turntable without tonearm. Features 33.33 
and 45 rpm; hi-torque DC motor; adjustable spring- 
suspension system; record-coupling system. 20 x 6 x 
15 in; depending on finish......... $850 to 1,050 


PARASOUND 


T/FS-880 Semiautomatic Turntable 

Belt-drive; floating suspension (motor separate from 
subchassis); P-mount compatible; die-cast platter; 
decoupled counterweight. W&F 0.025%; rumble — 72 
dB; effective tonearm length 222 mm; 17 x 4x 14.25 
1:9 ce a w sence os) Sho coh RC ON a oe TTL OR $200 


TTb-720 Semiautomatic Turntable 

Belt-drive; front-mounted controls; P-mount com- 
patible; 33.33 and 45 rpm; variable speed control; 
strobe; pivoted straight arm; DC-servo motor; 
damped spring suspension isolated from bottom of 
base. W&F 0.05% wrms; rumble —65 dB; effective 
tonearm mass without cartridge 14 g; effective 
tonearm length 215 mm; max tracking error 1.6°. 16 x 
3.75 x 12.75 in (dustcover down); 10 lb...... $110 


PIONEER 


Elite PL-90 Automatic Turntable 

Direct-drive turntable with coreless, quartz-PLL DC- 
servo motor with stable hanging rotor. Features 
straight tonearm made out of alumina-ceramics; 3313 
and 45 rpm play speeds; l4XYie-inch platter. W&F 
0:01896. 8.5: 23:5/:x 177 inm S NO. eee eee $950 


PL-910 Automatic Turntable 

Belt-drive turntable with DC servo-motor. Features 
statically balanced linear tracking tonearm with 
DRA; 33'4 and 45 rpm play speeds; integrated IM 
type cartridge; .6 mm diamond stylus. W&F .06%. 
16:53: 4.1 x-143n: 61b; 3:02:25 se oe ee te $400 


PL-670(BK) Automatic Turntable 

Direct-drive turntable with Stable Hanging Rotor. 
Features dynamic resonance absorber; T4P P-mount 
cartridge adaptor; Polymer Graphite straight ton- 
earm; auto disc size selector. W&F 0.025%. 4.6 x 16.6 
xdq4dimn o x tL REV ITE $175 


PL-590 Automatic Turntable 

Belt-drive turntable with DC servo-motor. Features 
statically balanced straight tonearm; 33!3 and 45 rpm 
play speeds; MM type cartridge; .6 mm diamond 
stylus. W&F .0696. 16.5 x 3.75 x 14 in; 6 Ib, 3 oz$135 


RCA 


MTT230 Linear Tracking Turntable 

Dimensia turntable with remote-control operation 
and on-screen status indication when used with 
Dimensia monitor. Features belt-drive design; P- 


exu 





mount cartridge; programmable track selection; sys- 
tem record-protection logic; auto size and speed 
selection; cue muting. S/N 65 dB; w&r less than 
0:069. 14:63 x 358. xx 14.25 m... eS ela es ees $249 


REALISTIC 


LAB-2200 Direct-Drive Turntable 

Automatic linear-tracking turntable with Realisti- 
c/Audio-Technica dual-magnet P-mount cartridge, 
repeat button, straight tonearm, strobe, variable 
speed control, 33.33 and 45 rpm. W&F 0.065% wrms; 
rumble 62 dB DIN; effective tonearm length 132 
tel CON ee ey E TWO Dae $150 


LAB 450 Semiautomatic Turntable 

With Realistic/Shure MM cartridge; direct drive; 
neon strobe; straight tonearm; damped cueing; front- 
panel controls; 33.33 and 45 rpm; adjustable antiskat- 
ing; rubber mat; 45 adaptor. Rumble —65 dB; W&F 
SEU RI Y, TERN NERONE 2. 00, Met. cde me d $130 


Semiautomatic turntable with switchable stereo pre- 
amplifier for compatibility with MM inputs, ceramic 
phono inputs, or high-level tape or aux inputs. With 
Realistic/Audio-Technica cartridge; belt drive; neon 
strobe; pitch control; damped cueing; rubber mat; 45 
adaptor; straight tonearm; electronically controlled 
DC motor; 33.33 and 45 rpm. Rumble —55 dB; w&F 
«0/9669 Oe real RP omm $90 
LAB-89. Similar to above except auto changer that 
stacks 4TecordS o oo MEL oO da $90 


REVOLVER BY MUSIC HALL 


Revolver Belt-Drive Turntable 

Split-plinth turntable with plinth and platter of 
medium-density fibreboard and self-damping mate- 
rial. AC synchronous motor with 2-speed stepped 
pulley; ethylene proylene drive belt; 3 molded nonad- 
justable feet. Includes Precision Instant Grip clamp, 
starmat, lubricating oil. With Revolver tonearm. 
Redwood high-gloss finish................. $575 
Black#ashi Veneet 5.7. al dnb. ll oe eae $525 


Revolver Rebel Turntable 
Turntable including tonearm and cartridge. Gray 
metallic. hnmsho eed 2C ONUS es TRO $379 


REVOX 


B291 Linear-Tracking Turntable 

Quartz-controlled direct-drive turntable with patent- 
ed Revox Linatrack system. Features ultra-short 
linear-tracking tonearm; pitch control regulation of 
+9.9% in precise 0.1% steps, with LED display 
showing the variation; P-mount cartridge adaptor; 
channel balance; auto start; front-panel-mounted 
controls; W&F «0.0596. 17.7 x 5.6 x 15.6 in; 20 
Uic. 5 ele opes Ter cet S NIE DEN HOP VENIS $1,500 


SANSUI 


P-1000 Auto-Return Turntable 

Automatic turntable features low-mass straight tone- 
arm; auto-return operation; precision DC motor; cue 
operation; remote capability. Signal-to-noise ratio 72 
dB; Cartridge frequency response 20-20,000; 0.6 
milli-meter diamond stylus; 1.5 x 16.5 x 13.5 inches; 
TA pounds (be a a R 2c ODE $145 
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P-900E Semi-Automatic Turntable 

Features belt-drive; low-mass straight tonearm; auto- 
matic return and power on/stop; cue; cut; pitch 
control and stroboscope. No cartridge. Wow and 
flutter less than 0.1% weighted root mean square; 
signal-to-noise ratio greater than 72 dB. 3.6 x 16.5 x 
TS ANGHES TS) SHPOUNGSH awe ati Leere t rie $90 


SCOTT 


PS4004 Automatic Turntable 

Belt drive; 33.33 and 45 rpm; soft-touch controls; 
integrated low-mass magnetic cartridge; pitch control 
with electronic strobe; frequency-governed DC servo 
motor; insulating feet; LED speed indicators; gold- 
plated output plugs. W&F 0.06% wrms; rumble <62 
dB DIN B; 16.8 x 5 x 14.6 in (dustcover down)$200 


PS70B Semi-Automatic Turntable 

Features low-mass P-mount tonearm; fully-damped 
cueing; auto return and shutoff; pitch control with 
strobe; frequency-governed DC motor; hinged, ad- 
justable dustcover. 4.4 x 16.5 x 13.25 in (dustcover 
LOWER) EAA tree E tater en cens e o otio $120 


PSS9C Semi-Automatic Turntable 

Semi-automatic belt-drive turntable. Features 33.33 
and 45 rpm play speeds; P-mount arm and cartridge; 
pitch control with electronic strobe; frequency-gov- 
erned DC servo motor; W&F 0.1% wrms; rumble <55 
dB DIN B; 16.8 x 4 x 13.3 in (dustcover down)$110 


SHERWOOD 


ST-887 Fully Automatic Direct-Drive Turntable 

Digi-Link remote compatibility with other Sherwood 
products. P-mount cartridges; direct read-out stylus 
pressure indicator; DC servo motor; front-panel 
access to controls; 33.3/45 rpm variable pitch; 
illuminated strobe hinged tinted dust cover. . . $180 


PF-117OR Fully Automatic Turntable 

DC-servo motor direct drive; front-panel operating 
controls; fully automatic start, stop, return; repeat 
feature; pitch control with Strobe; maximum tracking 
error +2.6°, -1^; die-cast alloy platter; 45 rpm center 
adaptor; 2-speeds; W&F 0.06%; 4.6 x 17.3 x 15.0 
ref d omo d aU a mtr aet, dfe $179 


PM-1270 Turntable 

Belt-drive turntable with MTD straight-line tonearm 
system. Features auto stop; die-cast alloy platter; 
pitch control with Strobe; cueing control; straight- 
line tubular static balanced tonearm; maximum 
tracking error +2.6°, -1°; 2-speeds; W&F 0.0896; 3.0 x 
PSO RG OE oS: sc exer E BUSTO RTI E rete ame $169 


ST-875 Semiautomatic Turntable 

Belt-drive turntable features push-button cueing; 
auto reject; auto return; DC-servo motor; pivoted 
arm; P-mount compatible; 33.33 and 45 rpm. W&F 
0.08% wrms; max tracking error +2.6°, -1°. 4.88 x 
17:368 x D0:25211 ID o oo ey soe Seas es $100 


SONOGRAPHE By 
CONRAD-JOHNSON 


SG-3 Manual Turntable 

Belt-drive turntable without tonearm. Tuned suspen- 
sion, resonance-free polymer platter. W&F «0.0296 
wrms; rumble -65 dB; 6.75 x 18.25 x 14.5-in. 
(dustcóver down): 231555... ccc. Josten o's $449 


SONY 


PS-FL7II Automatic Turntable 

Front-loading linear-tracking automatic turntable. 
Features direct drive, PLL, quartz-lock, P-mount 
compatible; 33.33 and 45 rpm; remote control 
capability. 17 x 3.88 x 15.12 in; 16 Ib. ....... $350 


PS-LX520 Automatic Turntable 
Fully automatic linear-tracking turntable. Features 


direct drive, PLL, quartz-lock, P-mount compatible, 
33.33 and 45 rpm; gel-filled feet; remote control 
capable. W&F 0.035%; S/N 75 dB; effective tonearm 
length 3 inches; max tracking error +0.1x. 17x 3.62 x 
]14.363n; 1T 1b. 0 ovo ew oe letoxidh $270 


PS-LX430 Automatic Turntable 

Belt-drive P-mount turntable with pivoted arm. 
Features 33.33 and 45 rpm, cueing lever, anti- 
resonance base, disc size selector, remote control 
capability. W&F 0.046%; rumble 70 dB. 17 x 4.5 x 14 
in (dustcover'downy 9'Ib. 2... 29 oa Rie $180 


SOTA INDUSTRIES 


Cosmos Turntable System 

Belt-drive turntable. Features inverted Sapphire 
bearing; massive 12 Ib platter on 22 Ib subassembly; 4 
point corner weights and matching 4 spring design; 
regulated DC-drive, fully damped, fully isolated 
motor; vacuum hold-down; vinyl-format Vinyl- 
Mimic; rigid arm support; one-piece-design platter 
block; motor hard-mounted to subassembly. Comes 
with vacuum, reflex clamp, electronic flywheel, and 
deluxe tone arm board. W&F 0.03 wrms; rumble 
— 88.2 dB; speed accuracy +.02%; speed adjustment 
5%. 20.25 x 16.5 x 7.5 in. Grey corian with wood 
LV d e re oa Ke ae See ss aes $3,500 
High-aloss black. X o. ele ati AN oes $4,000 


Star Sapphire Turntable 

Manual 2-speed belt-drive turntable with variable 
speed control and strobe. Features vacuum hold- 
down; heavyweight (22 Ib) sub-assembly for maxi- 
mum isolation; exclusive inverted bearing with 
sapphire disc; single piece (11 Ib) platter, rim drive; 
vacuum hold-down system: low-level pressure, con- 
tinuous through play, adjustable vacuum. Includes 
acrylic vacuum supermat. All-wood top and speed 
control panel; heavy-duty dust cover, oak finish W&F 
0.03 wrms; rumble — 88.2 dB; speed accuracy + .0296; 
speed adjustment 5%. 20.25 x 16.5 x 7.5 in; 44 Ib; oak 


finish yq e cde oe Nelo Gas atin ees $1,600 
African rosewood, Koa, Walnut .......... $1,750 
Ebony, Brazilian rosewood,  Cocobola  rose- 
WOOQ. s ics Ciena T atem aou $1,900 
Black saam fnish zt ee soe. , $2,000 


Deluxe Sapphire Turntable 

Features inverted Sapphire bearing; massive 12 Ib 
platter on 22 Ib subassembly; 4 point corner weights 
and matching 4 spring design; regulated DC-drive, 
fully damped, fully isolated motor. W&F 0.03 wrms; 
rumble —88.2 dB; speed accuracy +.02%; speed 
adjustment 596. 20.25 x 16.5 x 7.5 in. Oak fin- 


1S2. easan s EROR Sea ls waa $1,195 
African rosewood saak Wu Et Nes $1,295 
Options 


Vacuum Conversion Kit. For Sapphire model: same 
vacuum system, same features as on Star available as 
an upgrade for any Sapphire made. May be installed 
at factory on new Sapphire ................ $695 
Electronic Flywheel. A/C line conditioner for the 
Sapphire and Star turntables only. Isolates and 
regulates motor/drive from all outside interference 
(voltage shifts, EMI, RFI, hash) ............ $300 
Vacuum Acrylic Supermat. For Stars or vacuum 
Sapphires. Designed for optimal coupling, matched 
impedance, extreme damping.............. $150 
Reflex Clamp. Couples record to platter (in conjunc- 
tion with Supermat) with reflex action. One part 
grabs spindle while the second motion presses record 
against mat. Simple level action; aluminum casting; 
decoupled from record with foam. ........... $95 
Aluminum Arm Board. For SME, ET-2, Linn, The 
Arm, Premier FT-3, MMT, and MMT-VTA turnta- 
Dies See a LATI Tess e E SER ANLE $75 


TECHNICS 


SL-M3 Automatic Direct-Drive Turntable 
Features 33.33- and 45-rpm; quartz lock PLL; P- 


mount; variable speed; strobe. w&r 0.00896 wrms; 
rumble —82 dB; effective tonearm length 238 mm; 
max tracking error within +0.05%; 20.09 x 8.06 x 
16.09 in (dustcover down); 33.1 lb.......... $685 


SL-1200MKII Direct-Drive Disco Turntable 

Quartz-controlled 33.33- and 45-rpm manual turnta- 
ble. Features + 8% quartz-locked pitch control; quick 
start and stop; pop-up stylus light; gimbal-suspended 
tonearm with height adjustment; brushless DC mo- 
tor; aluminum die-cast cabinet; anti-resonant visco- 
elastic main base. W&F 0.02596. ............ $570 


SL-M2 Manual Direct-Drive Turntable 

Quartz-locked P-mount turntable; 33.33 and 45 rpm, 
variable speed control with optical sensor for end-of- 
record pickup. W&F 0.008% wrms; rumble — 82 dB; 
effective tonearm length 230 mm; max tracking error 
3221321 7:8:2:6770:16:2::26.8S IDE 5... sus $520 


SL-MAI Automatic Direct-Drive Turntable 

Features PLL quartz lock; P-mount; 33.33 and 45 
rpm. W&F 0.012% wrms; rumble — 80 dB; effective 
tonearm length 230 mm; max tracking error +0x 32’ 
at inner groove and +2X32’ at outer groove; 17.22 x 
6.69 x 16.06 (dustcover down); 19.8 Ib....... $460 


SL-J33 Programmable PLL Turntable 

Direct-drive automatic P-mount turntable allows up 
to 8 tracks to be played in any order. Indicates 
number of tracks on album side and which track is 
playing. Remote controlled through some Technics 
receivers. Features linear tracking; quartz lock; 33.33 
and 45 rpm; front-panel feather-touch controls; 
cueing; auto stylus muting. W&F 0.012%; rumble 
—78 dB; effective tonearm length 105 mm; max 
tracking error +0.1X. 12.25 x 4x 12.25 in (dustcover 
dow OB Se eerie os conics Eois d $270 


SL-L20 Automatic Linear-Tracking Turntable 

Belt-drive P-mount turntable can be operated by 
remote control through some Technics receivers. 
Front-panel soft-touch controls; cueing; 2-speed 
search; auto disc-size/speed detection to prevent 
tonearm from lowering on empty mat; 33.33 and 45 
rpm. W&F 0.045% wrms; rumble — 70 dB; effective 
tonearm length 105 mm; max tracking error 4 0.1x. 
17:3€3774-x PSST SANS BO. Bite. LIES. $205 


SL-QD33 Automatic Direct-Drive Turntable 

Can be operated by remote control through some 
Technics receivers. P-mount; 2 motors to avoid 
mechanical linkages between tonearm and platter- 
drive motor; end-of-disc detection; electronic feath- 
er-touch front-panel controls; ultra-low-speed brush- 
less DC motor for platter drive; 33.33 and 45 rpm; 
pivoting arm; quartz lock; strobe. W&F 0.012% wrms; 
rumble — 78 dB; effective tonearm mass 7.5 g, length 
230 mm; max tracking error + 2X. 17 x 4.5 w 14.75 in 
(dustcover down); 10157555 1.555 024-4 $210 


SL-QD22 Semi-Automatic P-Mount Turntable 

Direct-drive turntable with 2 motors to avoid me- 
chanical linkages between tonearm and platter-drive 
motor; end-of-disc detection; ultra-low-speed DC 
brushless motor; pivoting arm; PLL quartz lock; 
strobe; 33.33 and 45 rpm; front-panel electronic 
feather-touch controls. W&F 0.012% wrms; rumble 
—78 dB; effective tonearm mass 7.5 g, length 230 
mm; max tracking error +2x. 17 x 4.5 x 14.75 in 
(düstcovet.downy 10b. nieces wad oe. 4s). $195 


SL-BD22 Semi-Automatic P-Mount Turntable 

Belt-drive turntable with aluminum die-cast full- 
gimbal pivot with highly rigid lightweight aluminum 
tonearm. Features front-panel cueing control; TNRC 
vibration-isolation base; pivoted arm; 33.33 and 45 
rpm. W&F 0.45% wrms; rumble — 70 dB DIN B; 17 x 
4.5 x 14.75 in (dustcover down); 8 Ib........ $135 


SL-BD1 Manual P-Mount Turntable 
Belt-drive turntable with variable speed control; 
strobe; 33.33 and 45 rpm. w&r 0.04596 wrms; rumble 
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—70 dB; effective tonearm mass without cartridge 
7.5 g, length 230 mm; max tracking error +0X 32’ at 
inner groove and +2x 32’ at outer groove; 16.94 x 
Sodx TAT Mini 741 1B. 27. Sellen os « masa e $130 


SH-100 Plug-In Headshell 

Aluminum die-cast universal plug-in headshell with 
calibrated overhang cursor and gold-plated contacts 
for KECHNnICS CONEATMS oai errs o's Race dee dl ity $16 


Turntables Without Tonearms 


SP-10MK3 33/45/78-rpm Turntable 

Quartz-synthesizer direct-drive turntable with high 
torque for full speed in 30x of rotation; electronic, 
mechanical braking for speed change in 0.3 sec; high- 
precision integral rotor-platter quartz motor; quartz- 
locked pitch control (0.1% steps to + 9.996 all speeds). 
Separate power supply in remote-control unit with 
numeric LED speed, pitch displays; soft-touch switch- 
es (start/stop duplicated on turntable). W&F 0.015% 
wrms +0.001%; 14.22 x 14.22 x 4.44 in; turntable 
weight 40 Ib; power supply/control unit 13.2 1b$2,840 
SH-10B5. Optional turntable base........ $1,230 


SP-10MK2A 33/45/78-rpm Turntable 

Quartz-synthesizer direct-drive turntable with high 
torque for full speed in 25x of rotation; electronic, 
mechanical braking for speed change in 0.3 sec; 
separate power supply, remote-control unit. W&F 
0.025% wrms +0.035%; rumble —70 dB DIN-B; 
speed drift within +0.002%; 14.49 x 14.49 x 4.02 in; 
SO IBI Ne. rz sa4rkibca EET ESO $1,550 
SH-10B3. Optional base 


SP-15 33/45/78-rpm Turntable 

Quartz-synthesized direct-drive turntable reaches 
full speed in 0.4 sec (40x of rotation); stops in 0.4 sec 
(40x of rotation) at 33.33 rpm; - 9.996 quartz-locked 
pitch control. W&F 0.025% wrms; rumble 56 dB DIN- 
A, 78:4 B)IDINSB «c 3- UST oes Aon $980 
SP-25. Similar to SP-15 except no 78-rpm speed, 
E606 pitch COntfol- eeren secco mter $600 
SH-15B2. Heavy acoustic rubber base with simulat- 
ed wood for SP-25 and SP-15 $540 
SH-15B3. Similar to SH-15B2 except heavy acoustic 
rubber baseonlysc 230 ce eei dete dedu $540 


wm om om om om 9 9 o9 ow o9 9 09 n9 


THORENS By EPI 


All Thorens turntables are belt-driven, single-play 
units having straight tubular tonearms for maximum 
rigidity; gimbal suspension; antiskate control; 9.12" 
effective tonearm length; tracking error <0.18*/cm 
(<0.46°/in.). 


TD 520 Semiautomatic Single-Play Turntable 

Belt drive with automatic tonearm lift, motor shut- 
off. 33.33, 45, 78 rpm; electronic speed selection; 
+6% pitch control; stroboscope; velocity-sensing 
auto shut-off trigger; frictionless magnetic antiskat- 
ing; twin solid-core chassis and 3-point leaf-spring 


suspension. W&F 0.035%; rumble -72 dB 
Sy Ning Co 0. soam TUR AE est he EROR M $1,100 
TD 521. Same as above without tonearm .. $1,000 


TD 320 Semiautomatic Single-Play Turntable 

Belt-drive 33.33 and 45-rpm turntable with solid core 
chassis; 16-pole synchronous motor; twin solid-core 
chassis and 3-point leaf-spring suspension; friction- 
free velocity sensing auto shut-off triggering. W&F 
0.35%, rumble -52 dB unwtd, -72 dB wtd; 6.75 x 17.36 
x 13.88-in $600 
TD 321. Armless version of TD-320 


TD 318 Semiautomatic Single-Play Turntable 

Beit-drive 33.33 and 45 rpm turntable with 16-pole 
synchronous motor; twin solid-core chassis; 3-point 
leaf-spring suspension; frictionless velocity-sensing 
auto shut-off trigger. W&F 0.04%; rumble -50 dB 
unwtd, -70 dB unwtd; 6 x 17 x 14-in $450 
TD 316. Manual turntable similar to TD 318 without 
auto.liftand:shutoif iu y whee Cos $350 


ee ee eee 





TD 280 Semiautomatic Single Play Turntable 

Belt-drive 33.33/45 rpm with 24-pole synchronous 
motor. |-piece solid-core chassis and spring damping 
elements in feet; frictionless velocity-sensing auto 
shut-off trigger. W&F 0.045%; rumble -48 dB unwtd, - 
70 dB wtd: SIXAT AAE ean ba eho: $275 


TOSHIBA 


SR-5638 Automatic Turntable 

Automatic, belt-drive features front panel cueing; 
start; stop; power select; speed select; magnetic 
cartridge plays 45 and 33.33 rpm $129 


YAMAHA 


PF-800B Semiautomatic Turntable 
Belt-drive pivoted-arm semiautomatic turntable 


with dynamic balance twin-pipe tonearm. Features 
two-section zinc plus aluminum platter; operates at 
both 33.33 and 45 rpm speeds; variable speed con- 
trol +6 percent. Wow and flutter 0.023 percent 
weighted root mean square; rumble 80 dB; effective 
tonearm length 8.75"; 18.62 x 6.12 x 14.75 in (dust- 
COVE GOWN 351b. ss re Ate ceca ed $599 


TT-500U Automatic Turntable 

Direct-drive turntable with RS integrated remote 
system compatibility. Features straight tonearm de- 
sign; resonance absorbing turntable mat; disc 
clamper Black 15:1B« sori cee exes TM. $269 


TT-300U Semiautomatic Turntable 

Belt-drive semiautomatic turntable with straight 
tonearm design. Features resonance absorbing turn- 
table mat; EP adaptor. Black; 10 Ib .......... $159 


NXN S 


ARE 





‘CD Cleaner 


Your CDs sound their best when dust and finger- 
prints don't force error corrections. Now you can 
thoroughly clean your CDs with the Signet SK315 
Wet/Dry CD Cleaner...and it's fully automatic. Sim- 
ply add four drops of Signet fluid, insert the CD, and 


press the power button. 


First, the fluid dissolves fingerprints and lifts 
dirt, then the dry pad automatically buffs the CD to 
perfection. Only Signet has this two-stage wet and 


dry action. 


Clean up your sound today with the SK315 CD 
Cleaner...only from your Signet dealer. 


net. 


SIG 


CIRCLE NO. 67 ON READER SERVICE CARD 


4701 Hudson Drive, Stow, OH 44224 
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ADCOM 


SXC-van den Hul MC Phono Cartridge 

High-output MC cartridge with tubular sapphire 
cantilever and van den Hul stylus. Features 3.5- 
micron contact radius; vertical groove extended to 85 
microns; aluminum cantilever; crosscoil armature. 
Output 2.3 mV at 5 cm/s; FR 20-20,000 Hz +3, -0 dB; 
tracking force 1.8 g; square-wave rise time 7 ms; ch 
sep 20 dB 200-20,000 Hz; 4.7g ............. $500 


XC-MRII Moving-Coil Phono Cartridge 

High-output MC cartridge with nude-mounted 
square-shank stylus. Features thin-walled aluminum 
cantilever; crosscoil armature. Output 2.3 mV at 5 
cm/s; FR 20-20,000 Hz + | dB; ch sep 28 dB at | kHz; 
tracking force 1.8 g; effective tip mass 0.35 mg; 0.15 
mil x 3.0 mil scanning radius; weight 4.7 g ... $360 


XC-LTII Moving-Coil Phono Cartridge 

High-output MC cartridge with Line-Trace stylus, 
thin-wall aluminum cantilever, crosscoil armature. 
Output 2.3 mV at 5 cm/sec; FR 20-20,000 Hz + 1 dB; 
ch sep 28 dB at | kHz; tracking force 1.8 g; effective 
tip mass 0.35 mg; weight 4.7g ............. $290 


HC-vdH II Moving-Coil Phono Cartridge 

High-output MC cartridge with van den Hul stylus. 
Features thin-wall aluminum cantilever; crosscoil 
armature. Output 2.3 mV at 5 cm/s; FR 20-15,000 Hz 
+1.5/-1 dB, 20-20,000 Hz +2.5/-1 dB; ch balance 
within 1.5 dB; tracking force 2 g; effective tip mass 


0535: mpl 78.5 «Robe etsy iv te AUS $250 

HC-E II. Similar to HC-VDH II except with elliptical 

Stylus Soc a econ TA TREE ERU EU E sss $160 
AKG ACOUSTICS 


P100LE Phono Cartridge 

Hand-made cartridge using the patented Transverse- 
Suspension, Tapered Beryllium Cantilever. Features 
analog-6 stylus; adjustable vertical tracking angle; 5 
year warranty; limited edition. Moving-iron car- 


tridje Tor Sah cules Oe oe su hie ee $1,000 
P100LE-vdH. Same as PIOOLE except stylus is a van 
denxHull type 2. o2. 4o ct ever tas v SES $1,000 


Super Nova P8ES Phono Cartridge 

Moving-iron cartridge with patented transversal 
suspension system with the new van den Hul II 
replaceable diamond. Features FR/crosstalk curve; 
carbon-fiber stylus brush; screwdriver. Output 2.8 
mV at 3.54 cm/sec; FR 10-28,000 Hz +1 dB; sep 30 
dB at 1,000 Hz; tracking force range 1-1.5 g; cartridge 
WOeIGH ts Pas p7 € vc rele eec. OH, BAI erts Li WA, $450 


P-25S Phono Cartridge 

Variable-reluctance induced-magnet cartridge with 
patented diamond-technology transverse-suspension 
system, cylindrical/magnet design. Features FR/cros- 
stalk curve; carbon-fiber stylus brush; screwdriver; 
antiresonance compound. Output 2.7 mV at 3.54 
cm/sec rms; FR 10-28,000 Hz; sep +1 dB; tracking- 
force range 0.75-1.25 g; diamond “Analog-Six” stylus 
mna5s0015 mg: 359g oo. oe ee $250 


P-15S Phono Cartridge 

Variable-reluctance induced-magnet cartridge with 
patented diamond-technology transverse-suspension 
system, cylindrical magnet. Features FR/crosstalk 





curve; carbon-fiber stylus brush; screwdriver, antire- 
sonance compound. Output 3.4 mV rms at 3.54 
cm/sec; FR 10-23,000 Hz; sep + 1.5 dB; tracking force 
1.0-1.5 g; elliptical diamond stylus; stylus mass 0.018 
Ig BES Bae annae EN oe een ees ates $175 


P10 Studio Phono Cartridge 

Designed for broadcast and disco; built-in stylus 
guard prevents damage during use. Output 5.8 mV at 
3.54 cm/sec; FR 20-20,000 Hz +2 dB; sep 25 dB at 
1,000 Hz; tracking force range 2.5-4.5 g; cartridge 
WEIght.3. gore eT RE MORI EET ER $130 


P-10S Phono Cartridge 

Variable-reluctance induced-magnet cartridge with 
patented transverse suspension, cylindrical magnet. 
Features carbon-fiber stylus brush; screwdriver; an- 
tiresonance compound. Output 5.8 mV rms at 3.54 
cm/sec; FR 20-20,000 Hz; sep +2dB; tracking force 
1.25-2.0 g; elliptical diamond stylus; stylus mass 0.25 
Dig: 3:53:89 56 coo tert n revu d vi e eism s $125 


P-5ED Phono Cartridge 

Variable-reluctance induced-magnet cartridge with 
patented transverse suspension, cylindrical magnet. 
Features compatibility with automatic turntables, 
record changers; elliptical diamond stylus. Output 
5.8 mV rms at 3.54 cm/sec; FR 20-20,000 Hz; sep +2 
dBstracling Torce11:5-2:0 8.2.9104. 3 eens $80 


P4 Phono Cartridge 

Standard .5"-mount cartridge designed for heavy- 
/medium heavy tonearms. FR 20-20,000 Hz; sep 20 
dB at 1,000 Hz; tracking force 1.5 g; cartridge weight 
MS Boos EE eO T IC CERIS esu di $50 
P4DP. As above except standard TP4 mount .. $50 


ANDANTE BY SUMIKO 


S Phono Cartridge 

Micro-mass cartridge with aluminum-alloy tubular 
cantilever; 0.5-mil polished bonded-diamond spheri- 
cal stylus; hand-wound coils. Output 5.0 mV; FR 18- 
27,000 Hz; sep 28 dB at 1 kHz compliance 18 x 105 
cm/dyme; tracking force 1-2.5 g; input imp 47k ohms; 


H. Similar to S except output 10 mV; FR 18-23,000 
Hz; sep 27 dB at 1 kHz; compliance 15 x 106 
ert T SENSE ERN E DL al Sv ie ea a boc $29 


HSP MM Phono Cartridge 
Output 6 mV at 3.54 cm/sec; FR 18-25,000 Hz; sep 28 
dB at 1,000 Hz; cartridge weight 6 g.......... $39 


P-76 MM Phono Cartridge 

Hand-wound coils; square-shank nude-mount with 
tapered line-contact diamond stylus. Output 2.5 mV 
at 3.54 cm/sec; FR 8-45,000 Hz +3 dB; sep 30 dB at 
1,000 Hz; cartridge weight 5.9g ............. $70 


P-38 MM Phono Cartridge 
Aluminum cantilever and elliptical diamond sty- 
Ius M. Eom eec EIL UD sette ee 8 $60 


AUDIO BY VAN ALSTINE 


Longhorn Phono Cartridge 

Internally damped and externally stabilized phono 
cartridge. Features FR 10-60,000 Hz; sep 30 dB; 
output 4 mV; tracking force 1.5g............ $99 


AUDIOQUEST 


AQ MC-5 Phono Cartridge 

High output 2.5 „V moving coil cartridge with line 
contact stylus; non-resonant polymer body; FR 20- 
20,000 Hz; aluminum cantilever............ $295 


AQ MC-4 Phono Cartridge 

High output 2.5 uV moving coil cartridge with direct 
phono input features elliptical stylus; compliance 10; 
non-resonant polymer body; FR 20-20,000 Hz; alumi- 
DHP ADU Ver DS CE pisces ce d tenes yt $245 


AQ MC-3 Phono Cartridge 

Dynamic high output 3 uV moving coil cartridge 
features non-resonant polymer body; compliance 8; 
tracks 2 grams; FR 20-20,000 Hz; aluminum cantile- 
Ver elliptical Stylus oT SIS. $150 


AQ M-1 Phono Cartridge 
Induced magnetic cartridge features elliptical stylus; 
compliance 25; FR 20-20,000 Hz; tracks 1.5 grams$95 


The following cartridges are available in two output 
levels, either 1.6 uV or 0.5 uV. 

AQ B-200 Phono Cartridge 

High output moving coil cartridge features machined 
aluminum sandwich body; hollow boron cantilever; 
fni6rolndgs he, an AORTA ee A $795 


AQ 404i Phono Cartridge 

High output moving coil cartridge utilizes 15 micron 
wire for coils. Features aluminum boday; non- 
resonant cast metal; hollow-boron cantilever; line 
CONACS CoU CETERI eei. She cites + $495 


AZDEN 


GM-P5L Phono Cartridge 

P-mount MC cartridge with Nude line-contact stylus 
and boron cantilever. Output 0.2 mV at 5 cm/sec; sep 
30 dB at 1,000 Hz; tracking force range I-1.5 g; 
earttidge:weight5:Ug. cin Adasen tne e XHMUSR $250 


YM-P50VL Moving-Magnet Phono Cartridge 

MM cartridge with Vital Nude line-contact stylus and 
tapered aluminum cantilever. Output 4 mV at 5 
cm/sec; sep 30 dB at 1,000 Hz; tracking force range 1- 
1.5 g; cartridge weight 5.9 g................ $150 


YM-P50E Moving-Magnet Cartridge 

Universal mount cartridge with aluminum tube 
cantilever and 0.3 x 0.7 mil elliptical stylus. tracking 
force 1.25+; cartridge weight 5.9g..........; $90 


YM-P20E Moving Magnet Phono Cartridge 
Universal mount cartridge with 0.3 x 0.7 mil stylus. 
sep 24 dB; cartridge weight 5.9 g............. $70 


YM-P50C Moving-Magnet Phono Cartridge 

MM Cartridge with 0.65 mil conical stylus. Output 4 
mV at 5 cm/sec; sep 24 dB at 1,000 Hz; cartridge 
weight 5.9 g; ch bal 1.5 dB at 1,000 Hz ....... $60 


BANG & OLUFSEN 


MMC Series Phono Cartridges 

All MMC cartridges feature armature mounted per- 
pendicularly to the cantilever; crystal sapphire cantile- 
ver; multi-radial diamond; four high-output, low-imp 
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coils wound on cores of very low permeability aligned 
in perfect symmetry with the magnet. 

MMC-1. Diamond contact line 0.1 x 0.1 mm sqr.; 
stylus bonding nude; cantilever sapphire tube; rec- 
ommended tracking force 10 mN/1 gram; FR 20- 
20 DOO Hz EDO BL 998590028 2 5e ate ob. $490 
MMC-2. Diamond contact line 0.12 x 0.12 mm sqr.; 
stylus bonding nude; cantilever sapphire tube; rec- 
ommended tracking force 10 mN/1 g; FR 20-20,000 
HZ el Sab supuso donne aco $325 
MMC-3. Diamond elliptical 0.15 x 0.15 mm sqr.; 
stylus bonding nude; cantilever tapered aluminum 
tube; recommended tracking force 10 mN/1 g; FR 20- 
20:000: Hz 22. dB; 16:8 sant eee. 75 25 $215 
MMC-4. Diamond elliptical 0.20 mm round; stylus 
bonding titanium; cantilever tapered aluminum 
tube; recommended tracking force 12 mN/1.2 g; 
frequency response 20-20,000 Hz +2.5 dB; 1.6 
BIAIS esse eee vao PAO es UE. $125 
MMC-5. Diamond elliptical 0.25 mm round; stylus 
bonding titanium; cantilever tapered aluminum 
tube; recommended tracking force 15 mN/1.5 g; FR 
20220: 000 Hz: 1:3) dB; L6 g 25s oes $70 


CELLO 


Chorale MC Cartridge 
Aluminum-alloy cantilever; elliptical stylus; weight 





CLEAR AUDIO 
Phono Cartridges 


Goldmund Equipment 

Clearaudio Goldmund Gold. MS; standard mounting; 
individual response curve supplied; hyper elliptical 
stylus type; frequency response 10-50,000 Hz; sep 35 
dB; tracking force 2.0-2[.2g; 5.4g ......... $1,795 
Clearaudio Goldmund. MC; standard mounting; indi- 
vidual response curve supplied; hyper elliptical stylus 
type; FR 10-50,000 Hz; sep 35 dB; tracking force 2.0- 
2:239 dd guo iota WU ace Weare Modis S $995 


VPI Equipment 

PMC-2. Mc; spherical stylus type; individual re- 
sponse curve supplied; FR 10-50,000 Hz + 1.5 dB; sep 
40 dB; output 0.6 mV; tracking force 1.6-2.2 g; 10 
Beer UNE PRU DEEP V Mr s LOT $1,100 
PMC-1. MC; spherical stylus type; individual re- 
sponse curve supplied; frequency response 20-50,000 
Hz + 1.5 dB; sep 35 dB; output 0.6 g; tracking force 
p.82 OE rers e dee RR M $740 


Tonearms 


Souther Equipment 

Triquartz Top I. Linear, changeable wand, cueing 
tonearm with adjustable vertical tracking angle; 2.0” 
pivot-stylus distance; 10” overall length; 0.5-3.0 
tracking force; 1-20 g cartridge weight range; 2-.25" 
mounting holes. A NE 9 te ETT Ies $850 


DENNESEN ELECTROSTATICS 


ABLT-1 Tonearm 
Air-bearing lateral-tracking tonearm includes air 
pump. Entire armtube removable; any range desired. 


Stylus overhang 0 millimeters; overall length and 
effective length vary (user adjustable); tracking error 
QuE3db.. eo b e ota msg (ss Eea vid $2,000 


DENON 


DL-1000 MC Phono Cartridge 

Output 0.12 mV at 50 mm/sec; FR 20-110,000 Hz; sep 
30 dB at 1,000 Hz; tracking-force range 0.8-0.1 g; 
cartridge weight 60g ; 5.25. loe $859 


DL-305 MC Phono Cartridge 

Features twin radius; baron cantilever. Output 0.2 
mV at 50 millimeters/sec; FR 20-75,000 Hz; sep 28 dB 
at 1,000 Hz; tracking-force range 1.2-0.2 g; cartridge 
weight.5:8.gramsz2 te vores & t2 IRL TEES A $559 
DL-304 MC Phono Cartridge 

Moving-coil phono cartridge features baron cantile- 
ver: high compliance = «5592.2. ocv ilu $395 


DL-302 MC Phono Cartridge 

Features high output; detail, charm and depth; baron 
cantilever. Output 0.25 mV at 50 mm/sec; FR 28- 
70,000 Hz; separation 28 dB at 1,000 Hz; tracking- 
force range 1.4-0.2 grams; cartridge weight 6.0 
SPAMS escono HORS a tas OR Hebe T S PE $260 


DL-301 MC Phono Cartridge 

Output 0.3 mV at 50 mm/sec; FR 20-60,000 Hz; sep 
28 dB at 1,000 Hz; tracking-force range 1.4-0.2 g; 
cartridge weight 4. Lg. 2222112200204 fetes $160 


DL-160 MC Phono Cartridge 

Output 1.6 mV at 50 mm/sec; FR 20-50,000 Hz; sep 
28 dB at 1,000 Hz; tracking-force range 1.6-0.3 g; 
cartridge weight 4.8 go. 2. luu e Ear vua $115 


DL-110 MC Phono Cartridge 

Output 1.6 mV at 50 millimeters per second; FR 20- 
45,000 Hz; separation 25 dB at 1,000 Hz; tracking- 
force range 1.80-0.30 grams; 4.8 g............ $85 


DIGITRAC BY ORTOFON 


300SE Phono Cartridge 

Variable Magnetic Shunt cartridge with aluminum 
cantilever and nude fine-line diamond stylus. Output 
4 mV at 5 cm/sec; FR 20-30,000 Hz; sep 24 dB at 
1,000 Hz; high compliance 35 u/mn; tracking force 
range 1-1.5 g; cartridge weight 6g........... $200 


200NE Phono Cartridge 

Variable Magnetic Shunt cartridge with aluminum 
cantilever and elliptical nude diamond stylus. Output 
4 mV at 5 cm/sec; FR 20-25,000 Hz; sep 22 dB at 
1,000 Hz; high compliance 30 um/mN; tracking force 
range 1.25-1.75 g; cartridge weight 6g ....... $140 


100E Phono Cartridge 

Variable Magnetic Shunt cartridge with aluminum 
cantilever and elliptical diamond stylus. Features 
dedicated P-Mount with universal application. Out- 
put 4 mV at 1,000 5cm/sec; FR 20-20,000 Hz; sep 20 
dB at 1,000 Hz; high compliance 24 um/mN; tracking 
force range 1.25-1.75 g; cartridge weight 6 g... $100 


190S Moving-Magnet Cartridge 

Variable Magnetic Shunt cartridge with elliptical 
stylus and universal mount. output 3.5 mV at 5 
cm/sec; FR 20-20,000 Hz +3 dB; sep 20 dB at 1,000 
Hz; tracking-force range 1.25-1.75 g; cartridge weight 
(ft eee NN it Fei Ue LS c $60 


EMINENT TECHNOLOGY 


Model 2 Straight Tonearm 

Air-bearing tonearm features straight line-tracking 
tonearm with adjustable VTA/SRA over an arc while 
playing record. Airpump included. Adjustable height; 
interchangable arm tube with preset geometry; de- 
coupled counterweight in horizontal plane; inter- 
changable preset counterweights. Headshell and ton- 
earm manufactured as one piece. Effective mass 5-20 


g vertical, 20-30 g horizontal; 400g ......... $950 


ENTRE BY 
ANALOG EXCELLENCE 


MC-9 Sapphire MC Phono Cartridge 

Low-mass samarium-cobalt magnet; sapphire canti- 
lever; 0.3-x-0.8 mil stylus. Output 0.25 mV at 5 
cm/sec; FR 20-30,000 Hz +2 dB; sep >26 dB at 1,000 
Hz; tracking force 1.6-1.9 g; imp 3 ohms; cartridge 
Weight: 5:9 or. Xo Da x ouk ME: $395 


MC-5 Boron MC Phono Cartridge 

Boron cantilever; high-flux-density samarium-cobalt 
magnet. Output 0.25 mV at 5 cm/sec; FR 20-30,000 
Hz + 3; sep 26 dB at 1,000 Hz; tracking force 1.6-1.9 
PATNI GHAIS: S49 UTE heu. emen $295 


MC-1 Basic MC Phono Cartridge 

Double-wound coils; vital nude diamond stylus. 
Output 0.5 mV at 5 cm/sec; FR 20-30,000 Hz +3 dB; 
sep 22 dB at 1,000 Hz; tracking force 1.8-2 g; cartridge 
weight 5.9 gimp 3 ohms. ote EIS $195 


EPOCH 


Epoch II Series Model HZ9S Cartridge 

MM cartridge has output of0.8 mV. FR 10-25,000 Hz, 
individually calibrated to 20,000 Hz; sep 35 dB at 
1,000 Hz, 22 dB at 10,000 Hz; tracking-force .75-1.5 
g; cartridge weight 4 g. With Stereohedron II sty- 
MOSS s reside eub nr RE C E $250 


LZ9S Low Impedance Phono Cartridge 

Includes Stereohedron II stylus. Output 0.04 mV; FR 
10-50,000 Hz. individually calibrated to 20,000 Hz; 
sep 35 dB at 1,000 Hz, 22 dB at 10,000 Hz; tracking 
forcE-0: 75-155; 9.8 g oi. VS eer cs enc EXER RS $250 


HZ8S Phono Cartridge 

Includes Stereohedron II stylus. Output 0.8 mV; FR 
10-20,000 Hz; sep 35 dB at 1,000 Hz, 22 dB at 10,000 
Hz: trackirig-force.75=1,5) 4.g i0 9S, oue s $190 


LZ8S Low Impedance Phono Cartridge 

Includes Stereohedron II stylus. Output 0.04 mV; FR 
10-20,000 Hz; sep 35 dB at 1,000 Hz, 22 dB at 10,000 
Hz; tracking force::75-1.5; 3.8'g. 50. .08 Li. $190 


HZ7S Phono Cartridge 

Includes Stereohedron II stylus. Output 0.8 mV; FR 
10-20,000 Hz; sep 30 dB at 1,000 Hz, 15 dB at 10,000 
Hz; tracking .75-1.25: 4 g) 6.05.1 NN $120 


HZ6E Phono Cartridge 

Includes elliptical stylus. Output 0.8 mV; FR 10- 
20,000 Hz; sep 30 dB at 1,000 Hz, 15 dB at 10,000 Hz; 
tracking force 0775«1225; 4g... LISSE $95 


GRACE BY SUMIKO 
Cartridges 


F-9E Ruby Cartridge 
Fixed coil cartridge extended range super body with 
ruby cantilever and Ogura Vital diamond stylus$395 


F-9E Classic Cartridge 

Advanced design fixed coil cartridge with laminated 
pole pieces and LC/OFC coils. Features aluminum- 
/magnesium alloy cantilever; Ogura Vital stylus$250 


F-9L Cartridge 

Fixed coil cartridge with higher output body; alumin- 
um/magnesium cantilever; trace diamond sty- 
Usna ovoe iE Rd Erreur rd EM, ESOS $225 


F-8L Cartridge 
Fixed coil cartridge with high output body; alumi- 


num cantilever; luminal trace stylus. ........ $200 
Tonearms 

G-747 Tonearm 

Low mass with removable headshell ........ $200 
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CARTRIDGES & TONEARMS 


GRADO 
Joseph Grado Signature Series 
MEZ Garirtlee cuits, e mtu oss rl cia DF $500 
MCZ Cartridge 


Hybrid design with 4 separate magnetic gaps around 
cantilever; compatible with light- to medium-mass 
tonearms and standard 47,000-ohm MM inputs; 
user-replaceable stylus. Output 1.5 mV; resonance 8- 
12 Hz; torsional resonance approximately 25,000 Hz; 
resistance 70 ohms; inductance 9 Mh........ $300 


8MZ Cartridge 

User-replaceable stylus; compatible with standard 
47,000-ohm MM inputs; output 3.5 mV; electrical 
resistance 475 ohms; inductance 45 mH ..... $200 


Specifications for all models below: 0.5" mounting 
centers (or optional P-mount for some); input load 
47,000 ohms; inductance 45 millihenries; DC resis- 
tance 475 ohms; pickup weight 5 g. 


Professional Series 

Designed for high output and stability under severe 
use, for broadcast, in changers, or arms that will not 
track at 1 g; recommended tracking force 2-3 g. 
Output 4 mV at 3.54 cm/sec (45x); sep 20 dB 10- 
20,000 Hz. 

ZCE-. Specially selected units from Z production; 
elliptical diamond stylus ................... $45 
ZTE +. Elliptical diamond stylus............ $30 


Super Flux-Bridger Series 

With 0.5" or P-mount. Recommended tracking force 
0.75-2 g. Output 4 mV at 3.54 cm/sec (45 X); sep 25 dB 
10-30,000 Hz. 


Z2-. Troe Ellipsoid: stylus .... riea osete e css. $265 
Z1+. True Ellipsoid stylus ................ $180 
Z+. Grado diamond stylus. ................ $130 
ZF1+. Grado diamond stylus ............. $110 
ZF2-. Elliptical diamond stylus ..........:. $86 
ZF3E-. Elliptical diamond stylus........... $69 


Flux-Bridger Series 

0.5" or P-mount; elliptical diamond stylus; Recom- 
mended tracking force 1-2 g. Output 4 mV at 3.54 
cm/sec (45x); sep 20 dB 10-30,000 Hz. 


ZUCE-bI sate Lie cho: Beas 6 Seatac te SEE ore $55 
ZLESBRG Ck IV ERA Siswedicenpee t at. $25 
Replacement Styli 


For standard 0.5 and P-mount cartridges; spherical 
styli for 78-rpm records $4.00 additional. 


724/89 BOIS awk ds Saha tae ales $110 
ZI-F/S. 2: yellów:dots? 55 1 ies deo $75 
ZFS Brown plate sra A I a $55 
ZKEIS-/8. 2 blue dotsa eee ae aaa $45 
ZR2::/8.2 white dOtS aer E er ver $36 
AREA Se Fan platens ee Linse dens ro $33 
ZCE--1/S.-2. silver dots 22.12. uu een $30 
ZECE T/S 2460 d6ts 5... oo Ae ee eaae $28 
ZLES/S.2 Ted dois... osstko d hee $17 
ZIE--1/8.2.silver.dots xod $21 


HEYBROOK By D'ASCANIO 
AUDIO 


The Heybrook Tonearm 

Pivoted-tracking magnesium-tube straight tonearm 
with adjustable vertical tracking angle and fixed 
headshell. Statically balanced with fixed headshell 
and locking counterweight. Tracking-force range 0-3 
g overall length 11.62" 2:2 ele cent $549 


HIGHPHONIC BY ANALOG 
EXCELLENCE 


MC-D15 Signature MC Phono Cartridge 

High-compliance diamond cantilever; gold-finish 
alloy body; ultra-line-contact stylus. Output 0.11 mV 
at 5 cm/sec; FR 10-120,000 Hz +2 dB; sep 35 dB at 


1,000 Hz; tracking-force range 0.6-0.9 g; cartridge 
weight 6.5 g; left/right chs balanced within 0.001 mV 
GUtDUE eren sana ace cane UC) SI IT $1,995 


MC-D12 MC Phono Cartridge 
Diamond cantilever. Output 2.5 mV ...... $1,250 


MC-D10 MC Phono Cartridge 
Diamond cantilever. Output 0.13 mV (1,000 Hz, 5 
cm/sec); FR 10-80,000 Hz; 6.6 g .......... $1,100 


MC-A6 Signature MC Phono Cartridge 

Titanium/aluminum alloy cantilever with silicon- 
carbide whiskers; 0.1 x 1.2 mil ultra-line-contact 
stylus. Output 0.12 mV at 5 cm/sec; FR 10-85,000 Hz 
+ 2 dB; sep 34 dB at 1,000 Hz; tracking force 0.8-1.2 
g; cartridge weight 6.5 g; left/right ch balanced within 
0:001 miVcoutputiodc haa anb ce ees $795 


MC-R5 MC Phono Cartridge 

Ruby cantilever; ultra-line-contact stylus; nonreso- 
nant body. Output 0.12 mV at 5 cm/sec; FR 10-75 Hz 
+2 dB; sep 30 dB at 1,000 Hz; tracking force 0.9-1.1 
g; cartridge weight 6.5 g; left/right ch balanced within 
0:002 MV output s s cotes esce eh Cohen $595 


MC-A3 MC Phono Cartridge i 

Ultra-line-contact stylus; aluminum alloy body. Out- 
put 0.12 mV at 5 cm/sec; FR 10-70,000 Hz +2 dB; sep 
28 dB at 1,000 Hz; tracking force 1-1.2 g; cartridge 


Weéelghb6.5 Br sess a fs cusses 24 Soe eee s dts $350 

MC-A2E. Same as MC-A3 with elliptical stylus; FR 

20-50,000; Hz  3:UB Aer Sak ett sees $250 
KISEKI By SUMIKO 


Lapis Lazuli MC Cartridge 

Made from lapis lazuli, blue stone with small gold 
particles; diamond cantilever; stylus, armature, mag- 
net as in Agaat cartridges (see below); tested for about 
50 hours with music; made on special order, requir- 
{NG 2-aINOMNS ences < ioa a hikes eres $5,600 


Agaat Ruby 4.5 Cartridge 

SaCo magnet 3 times as large as ordinary magnets for 
35% higher output than Purpleheart or Blue Silver- 
spot cartridges; 0.3-mm diameter, 4.5-mm long ruby 
cantilever; line-contact PF stylus 0.14 x 0.6 mil; 
bottom plate of aluminum/magnesium alloy bonded 
to body; color varies between white, black, red, green, 
blue; optimum performance after 15 hours playing, 
22x C, humidity 65%. Output around 0.4 mV; ch 
balance +0.25 dB; sep +30 dB; FR 20-50,000 Hz; 
VTA 20x; imp 42 ohms; tracking force 1.6-2.2 g (2 g 
optimum); weight 11.2 7... 2. eee $1,250 


Purpleheart Sapphire MC Cartridge 

Housing of purpleheart wood; 4.5-mm-long sapphire 
cantilever with 0.3-mm diameter; same pole pieces 
and stylus as in Agaat Ruby 4.5 (above); Sendust 
armature; SaCo magnet. Output 0.4 mV (1,000 Hz, 5 
cm/sec); ch balance +0.25 dB; sep +30 dB; FR 20- 
50,000 Hz; imp 42 ohms, 120 uhenry; tracking force 2 
g optimum; Wecht Ip eals eines s sees $975 


Blue-Gold Cartridge 
Aluminum body with aluminum alloy and boron 
overlay cantilever adn elliptical stylus....... $600 


LINN PRODUCTS 


Troika Low-Output MC Cartridge 

Elliptical stylus; body milled from solid aluminum; 3 
mounting screws; flying-lead cartridge tags eliminate 
| connector.FR 20-20,000 Hz +1 dB; sep >30 dB at 
1,000 Hz; tracking force 1.5-1.7 g; ch bal at 1,000 Hz 
within 1 dB; recommended load 470 ohms; tracking 
angle 20 i, eec ES ae Sedit ww sd ins $1,575 
Replacement stylus: «27 cette $1,050 


Karma Low-Output MC Cartridge 
Elliptical stylus; body milled from solid aluminum. 
FR 20-20,000 Hz +1 dB; sep 30 dB at 1,000 Hz; 


tracking force 1.5-1.7 grams; cartridge weight 5.7 
grams; ch bal within 1 dB at 1,000 Hz; tracking angle 
208 e Iste mS CUR NUR ieee eines $1,125 
Réplacérientstylüs: 4<.<0len ecg Wee Um. $750 


Asaka Moving-Coil Cartridge 

Elliptical stylus; body milled from solid aluminum. 
Output 0.2 mV; FR 10-50,000 Hz + 3 dB; sep 27 dB at 
1,000 Hz; tracking force 1.5-1.9 grams; cartridge 
weight 5.7 grams; vertical tracking angle 20° . . $725 
Replacement StyIUS co d D LIE TES rn $483 


K-9 Moving-Magnet Cartridge 

Elliptical stylus; aluminum cantilever. FR 20-20,000 
Hz +2 dB; sep 25 dB at 1,000 Hz; tracking force 1.5- 
1.9 grams; vertical tracking angle 20^ ........ $275 
Replacement stylus) 2 ido 5 see tenis $165 


K-5 Moving-Magnet Cartridge 

Eliptical stylus FR20-20,000 Hz + 2 dB; tracking force 
Lie Pie. the ces. CR ee mm es $150 
Replacement stylus ap Auc Ioa i $90 


Basik Moving-Magnet Cartridge 

Spherical stylus. FR 20-20,000 Hz +2 dB; ch sep 25 
dB at 1,000 Hz; tracking force 1.8 g; cartridge weight 6 
Brass op. See emt a em ARP rena $75 


Tonearms 

Ittok LV-II Tonearm 

Tonearm with 11.5" overall length, 9" stylus-pivot 
distance, damped cueing mechanism. Features radial 
ball bearings. Effective mass 12 g; total cable capaci- 
tance 100 pF; cartridge weight rante 3-12 g ... $965 


Basik Plus Tonearm 

Straight statically balanced tonearm with fixed alu- 
minum headshell and decoupled counterweight. 
Tracking-force range 0-3 grams calibrated to 0.1 
gram; effective mass 11 grams; stylus overhang 18 
mm; overall length 284 mm; effective length 230 mm. 
Includes Basik cartridge.................-- $295 


MADRIGAL 


Carnegie Two Moving Coil Reference Cartridge 

Open circuit output voltage 0.35 mV at 1,000 Hz at 5 
cm/sec features imp 20 ohms; FR range 10-50,000 Hz; 
perpendicular tracking angle 22 +2 degrees; cantile- 
ver ultra low mass, 0.28 mm diam, solid boron rod; 
stylus micro min, oriented, square nude diamond 
0.12 x 0.12 millimeters; micro-edge line contact 4 x 
80 microns; channel balance — 1.0 dB; channel 
separation — 35 dB at 1,000 Hz; machined alumi- 
nium'islloya do MOIS nM eben edet an $850 


MICRO SEIKI BY 
ANALOG EXCELLENCE 


C-2 High-Output MC Cartridge 

Beryllium pipe cantilever; line-contact stylus. Output 
2.5 mV at 5 cm/sec; FR 10-30,000 Hz; tracking force 
1.8 g + g; cartridge weight 9.5 g; internal imp 120 
ohms; compliance 8 x 10 cm/dyne.......... $395 


MISSION ELECTRONICS 


The Rose Cartridge 

MC cartridge made from solid rosewood wired 
internally with ultra-fine linear crystal. Line-contact 
stylus; annealed boron cantilever; output 0.2 mV at 5 
cm/sec; FR 20-20,000 Hz +0.5 dB; sep 25 dB at 1,000 
Hz; max tracking force 2 g; cartridge weight 6.2 g$599 


Solitaire MM Phono Cartridge 

Output 3 mV at 5 cm/sec; FR 20-20,000 Hz +2 dB; 
sep 28 dB at 1,000 Hz; tracking force 1.8-2 g; cartridge 
WEIGHED: My sc ass eS a Team. PERURE $99 


773MM MM Phono Cartridge 

Cartridge with 0.3 x 0.8 mil synthetic diamond stylus. 
output 4 mV at 1,000 Hz, 3 mV 50 mm/sec at 1,000 
Hz; sep 28 dB at 1,000 Hz; tracking force 1.5-2.5 g$79 
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CARTRIDGES & TONEARMS 


Tonearm 


The Mechanic Tonearm 

Tonearm cut from single billet of aluminum with 
minimum number of separate pieces; direct-coupled 
rigid two-plane symmetric and concentric bearings in 
ceramic cups; fixed 23x 45’ offset angle (adjustable); 
effective length 228 mm; pivot-spindle 210 mm; 
overhang 18 mm; effective mass 16g...... $2,000 


MONSTER CABLE 


Alpha Genesis 1000 MC Cartridge 
Low output; diamond-sputtered cantilever; phase- 





MUSIC HALL 
Bullet Cartridge 
Highly modified Audio-Technica cartridge with el- 
HPLICAUSEVIUS on cai eS cages ca AAA ae $125 
NAGAOKA 


MP 50s Phono Cartridge 

MM phono cartridge with impact aluminum frame. 
Nude super elliptical stylus, sapphire pipe cantilever. 
FR 20-28,000 Hz; output voltage 2.5 mV (5cm/sec) @ 
1,000 Hz; ch sep — 27 dB @ 1,000 Hz; stylus pressure 


1.1-1.5 g; cartridge weight 9g .............. $330 
N50 MP. Replacement styli ............... $200 
MP 30 Phono Cartridge 


MM phono cartridge with impact aluminum frame. 
0.4 x 0.7 mil elliptical stylus; Boron cantilever. FR 20- 
25,000 Hz; output voltage 3 mV (5 cm/sec) @ 1,000 
Hz; ch sep >25 dB @ 1,000 Hz; stylus pressure 1.3- 
1.8 g; cartridge weight 9g ................. $220 
N30 MP. Replacement styli ............... $125 


MP 11 Boron Phono Cartridge 

Magnetodynamic phono cartridge with UT58 Boron 
taper pipe cantilever. 0.4 x 0.7 mil elliptical block 
diamond stylus. FR 20-23,000 Hz; output voltage 4.0 
mV (5 cm/sec) @ 1,000 Hz; ch sep — 25 dB @ 1,000 
Hz; stylus pressure 1.8-2.3 g; cartridge weight 6.8 
ELM MU ELT OS atte. eie deed eode t $150 


MP 11 Gold. Similar to above with A5052 duralmin, 
tin ion plated cantilever. Stylus pressure 1.7-2.3 g; 
cartridge weight 7:9:8. :......: ek ee cee ee $110 
N11MP Gold. Replacement styli ............ $65 


MP 11 Phono Cartridge 

Phono cartridge with samarium cobalt magnet. 0.3 x 
0.7 mil elliptical diamond stylus. FR 20-20,000 Hz; 
output voltage 5 mV (5 cm/sec) @ 1,000 Hz; ch sep 
>23 dB @ 1,000 Hz; stylus pressure 1.8-2.3 g; 
cartridge weight.6.8.g........ 2 eese $80 
N11 MP. Replacement styli ................ $55 


MP 10 Phono Cartridge 

MM phono cartridge with A5052 duralmin cantilever. 
0.5 mil conical diamond stylus; FR 20-20,000 Hz; 
output voltage 5 mV (5 cm/sec) @ 1,000 Hz; ch sep 
722 dB; stylus pressure 2.0-2.5 g; cartridge weight 


6:83! Serie eRe IDS ENSE $60 

N10 MP. Replacement styli ................ $35 

MP03. "Bulk Budget" cartridge, eliptical stylus. $40 

NNC-P. Same as above P-mount............. $40 
ORTOFON 


Ortophase Moving- Coil Phono Cartridges 

MC3000. Mc cartridge with ultra low mass (0.25 mg) 
moving system. Features propriety Ortofon Fg Repli- 
cant 100 stylus mounted on a rigid aluminum conical 
cantilever; carbon fiber armature wound with pure 
silver coils and a neodymium permanent magnet. 
Aluminum oxide, ceramic cartrige housing with Moh 
scale hardness factor of 9. Output voltage at 1,000 Hz 
5cm/sec 0.1 mV; ch.sep. at 1,000 Hz >25dB; FR 5- 
90,000 Hz +4 — IdB; tracking ability at 315 Hz at 
recommended tracking force >80 um; weight 9.5 
DoE erbe ASKS ips 1 ae n es to AERE TR Fade $1,000 


MC30 Super. MC cartridge with extruded aluminum 
body, and carbon fiber support system, and silver coil 
windings. Stylus Fg type | with stylus tip radius r/R 
4.5/80 um. Output 0.25 mV at 1000 cm/sec; FR 15- 
45,000 Hz; sep —25 dB at 1,000 Hz; tracking ability 
at recommended tracking force 90 um; weight 9 
OR rh Sock aoute, Ad PE IS RE N NM $450 
MC20 Super. MC cartridge with extruded aluminum 
body. Features Van den Hul stylus; carbon-fiber 
support system. Output 0.25 mV at 1,000 cm/sec; FR 
15-40,000 Hz; sep > 25 dB at 1,000 Hz; tracking-force 
range 1.5-1.9 g; cartridge weight 9g ......... $300 
MCI10 Super. MC stereo phono cartridge with ellipti- 
cal nude stylus. Vertical tracking angle 20X, output 
0.25 mV at 1 kHz, 5 cm/sec; FR 20-20,000 Hz + | dB; 
tracking force 1.5 g; FIM distortion <1%; 7 g.. $150 


High-Output Moving-Coil Cartridges 

X5MC. High output MC cartridge for direct connec- 
tion to MM phono input. Features Fg type 2 nude 
diamond stylus. High output/low moving mass 
achieved through focused magnetic field and only 
230 coil windings per pole piece. Output 2 mV at 5 
cm/sec. FR 15-40KHz +4 — 1.5 dB; sep —25 dB at 
1:000 Hz: weight dila has, Leo ds Pes $300 
X3-MC. High-ouput MC cartridge connects directly 
to MM-phono input. Features focused magnetic field 
for high output with low-moving mass (230 coil 
windings per pol piece) and nude fine-line diamond. 
Output 2 mV at 5 cm/sec; FR 20-40,000 Hz +4, —1.5 
dB; sep >25 dB at 1,000 Hz; tracking-force range 1.8- 
2.2 g; cartridge weight 4.1 g; vertical tracking angle 
55 AUR Une ho D MEQUE, UFR MIME IR ae ies $200 
X3-MCP. P-mount version of X3-MC....... $200 


X1-MC. High-ouput MC cartridge with low-moving 
mass, aluminum cantilever, and elliptical diamond. 
Output 2 mV at 5 cm/sec; FR 20-30,000 Hz. +4, — 1.5 
dB; sep —22 dB at 1,000 Hz; tracking-force range 
1.75-2.2 g; cartridge weight 4.1 g; vertical tracking 
angle 23€ 15. noid 30 LS conte cians RS AS $100 
X1-MCP. P-mount version of XI-MC....... $100 


Diamond Collection 500 Series 

540. MM cartridge utilizing proprietary slotted pole 
pin construction for improved high frequency re- 
sponse. Patented locking stylus guard to secure sylus 
to cartridge body avoiding unwanted resonances. 
Square-shank nude diamond Fg type |. Output at 


3mV at 1 kHz. FR 20-28kHz +4, —1 dB...... 300 
530. Similar to 540 except uses square-shank nude 
fine-line diamond. FR 20-25,000 Hz......... $225 


520. Similar to 530 except uses a square-shank nude 
elliptical diamond. sep 23dB; FR 20-23,000 Hz $150 


Optimum-Mass Cartridges 
OM-40 Gold. Variable-magnet-shunt cartridge with 


individually calibrated Van den Hul stylus. Output 
3.5 mV at 1,000 cm/sec; FR 20-30,000 Hz; sep 25- 
1,000 dB at 1,000 Hz; tracking-force range 1-1.5 g; 
cartridge weicht Sor 2:58:54. a l e $300 
OM-30. Low-mass variable-magnetic-shunt phono 
cartridge. Features cartridge body of neryl plastic for 
rigidity and low weight; copper coils; mu-metal 
container for electrical system; nude fine-line dia- 
mond stylus; tracking force 1.25 g; FR 20-27,000 Hz; 
output voltage at 1,000 Hz (5 cm/sec) 3.5 mV; wt 2.5 


grams; ch sep at 1,000 Hz >25dB.......... $225 
OMP-30. P-Mount version of OM-30 cartridge; 6 
SHSI.-sc lo eer ID ECOL NEP RET $225 


OM-20. Similar to OM-30 except for a more rectan- 
gular nude elliptical diamond stylus; designed for 
medium-weight tonearms; FR 20-22,000 Hz; output 


voltage at 1,000 Hz (5cm/sec) 4 mV. ........ $175 
OMP-20. P-Mount version of OM-20 cartridge; 6 
BIN is Bee peers EIAS ODE UNE $175 


OM-10. Similar to OM-20 except for a heavier stylus 
tip; designed for use with heavier tonearms; tracking 
force 1.5 gram; FR 20-20,000 Hz; output voltage at 
1,000 Hz (5 cm/sec) 4 mV; ch sep at 1,000 Hz 22 


dB. nb UE GOAT $95 
OMP-10. P-Mount version of OM-10 cartridge; 6 
rur AA ia — oO m aor a a RA $95 


OM-SE. Similar to OM-10 except for heavier stylus 
tip; for use with heavier tonearms. Tracking force 1-5 


PSFR 20-20:000 H2 aa A zT Is $65 
OMP-SE. P-Mount version of OM-SE. ....... $65 
Pro Series 


Concorde Pro Kit. MM cartridge kit with one Con- 
corde integrated pro body and two spherical pro styli. 
FR 20-20,000 Hz; output 5 mV at 1,000 Hz 5 cm/sec; 
sep/balance at IKHz 20/2dB; weight 16 g..... $110 
OM Pro-Kit. MM-cartridge kit with one OM Pro body 
and 2 pro styli. Features spherical stylus and alumi- 
num cantilever. Output 5 mV at 5 cm/sec; FR 20- 
18,000 Hz +3 dB; sep 20 dB at 1,000 Hz; tracking- 
force range 3-5 g; cartridge weight 5g......... $95 
Stylus Pro. Replacement stylus for OM Pro Kit $30 


300 Series . 

320U. Universal P-mount with 0.5" mount adaptor, 
moving magnet generating principal. Square shank 
nude eliptical diamond. FR 20-22,000 Hz; output 5 
mV at 5 cm/sec; sep24 dB ................. $129 
310U. Similar to 320U except has highly-polished 
elliptical diamond stylus. FR 20-20,000 Hz .... $89 
305E. Similar to 310U except has an elliptical 
diamond stylus. sep 23 dB. ................. $60 


Universal Series 

TM20U. Variable-magnetic-shunt cartridge with 
square shank nude eliptical diamond and universal 
mount. Output 4 mV at | kHz, 5 cm/sec; FR 20- 
25,000 Hz; bal/sep. 1.5/25 dB; weight 6g..... $129 
TMIAU. Stereo cartridge with elliptical diamond 
stylus and unversal mount. FR 20-20,000 Hz; output 
4.5 mV; equivalent stylus tip mass 0.5 mg; recom- 
mended load 47k ohms/200 pF; tracking force 1.25 
Eos MER CREDAM me NE ADS $89 
TM7U. Cartridge with elliptical diamond stylus and 
universal mount. FR 20-20,000 Hz; output 5 mV at. | 
kHz cm/sec o 152508 oh eed alae $60 


FF15XE MkII. Variable Magnetic Shunt cartridge 
with 8-um elliptical diamond stylus tip. Output 3.2 
mV at | kHz, | cm/sec; FR 20-20,000 Hz; compliance 
20 um/mN horizontal, vertical); tracking-force range 
1:5-3/97:5 gram, See eee Sram sc e eee $50 


PARASOUND 


PCe77 P-Mount Phono Cartridge 

Induced-magnet cartridge with aligned elliptical sty- 
lus. Output 4 mV at 3.54 cm/sec; FR 20-26,000 Hz 
OSI Be oer s OETOLAMEEA S e ERE $80 


PCs55 Phono Cartridge 
Standard 0.5"-mount induced-magnet cartridge with 
low mass, medium compliance, and hinged stylus 
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guard. Thin-walled aluminum cantilever, 0.6-mil 
uniradial stylus. Output 5 mV at 3.54 cm/sec; FR 20- 
20,000 Hz +1 dB; sep 28 dB at 1,000 Hz; tracking 
force range 1.5-2 g; cartridge weight 3.7 g...... $60 


IM1700 P-Mount Phono Cartridge 

Induced-magnet cartridge with spherical stylus and 
aluminum cantilever. Output 5 mV at 3.54 cm/s; FR 
20-20,000 Hz +1 dB; cartridge weight 5 g..... $60 


PICKERING 


XLZ/7500S Phono Cartridge 

Cartridge with nude Stereohedron diamond stylus 
tip. Sens 0.06 mV/cm/sec +2 dB; FR 10-50,000 Hz; 
sep 35 dB; tracking force 0.5-1.5 g; includes Dustama- 
tic brush; replacement stylus D7500......... $275 


XSV/5000 Phono Cartridge 

Cartridge with nude Sterehedron diamond stylus tip. 
Output 3.8 mV; FR 10-50,000 Hz; tracking force 0.5- 
1.5g; sep 35 dB; includes Dustamatic brush. Replace- 
Mentistylus D5000E 0e. E ordo Ls s $275 
XSV/4000. Similar to XSV/5000 except FR 10- 
36,000 Hz; tracking force .75-1.5 g; replacement 
stylus D3000: raederas E wy e wr tue $200 


XV-15/1200 Phono Cartridge 

Output 4.4mV at 5.5 cm/sec; FR 10-30,000Hz; 0.2 x 
0.7-mil elliptical stylus; tracking force 0.75-1.25 g; sep 
35 dB; features Dustamatic brush; replacement stylus 
D3I200.7 30$ ud HN. Sota Ne T ra EN EIE $170 


XV-15/757S Cartridge 

Stereohedron stylus, output 4.4 mV; tracking force 
.75-1.5 g; FR 10-25,000 Hz; replacement stylus 
DIST Sich. 528558 Wes EULALIA $140 


XSV/3000 Phono Cartridge 

Output 5 mV at 5.5 cm/sec; FR 10-30,000Hz; 
Steroeohedron stylus tip; tracking force 0.75-1.5 g; 
sep 35 dB; features Dustamatic brush; replacement 
stylus D3000. 2... 25. vuesch hn voee ana $130 


XV-15/625E Phono Cartridge 

Output 4.4 mV at 5.5 cm/sec; FR 10-25,000 Hz; 0.3 x 
0.7-mil elliptical stylus; tracking force 0.75-1.5 g; sep 
35 dB; features Dustamatic brush; replacemant 
SEVIS Seas odo eo aset cea veo via e a als $110 


XV-15/625DJ Phono Cartridge 

Designed for disco use. Output 0.8 mV/cm/sec; sep 
30 dB; tracking force 1-4 g; 0.3 x 0.7-mil elliptical 
SEVIDS oc hits ace reo erden ekr e YF Rae RT eM $82 


XV-15/400E Phono Cartridge 

Output 5.5 mV at 5.5 cm/sec; FR 10-25,000 Hz; 0.4 x 
0.7-mil elliptical sylus; tracking force .75-1.25 g; sep 
35 dB; features Dustamatic brush; replacement stylus 
DAOG 5H ER crac a Sa svelecen ee We xa v $95 


P-Mount Cartridges 

TLZ/7500S. High-performance low-imp cartridge 
with 4-coil, high-energy samarium cobalt magnet. 
Nude stereohedron stylus; output 0.06 mV/cm/sec; 
tracking force .75-1.5 g; FR 10-50,000 Hz..... $275 
XSP/4004. Features nude stereohedron stylus with 
output 3.8mV; tracking .75-1.5 g; FR 10-36,000 
H2. utl Haus eee endure TS SIE $200 
XSP/3003. Stereohedron series p-Mount cartridge 
with output 3.3 mV. FR 10-30,000 Hz; tracking force 


Paco gode AOS mos eo eet RT E $130 
TL-4S. 4-coil incuced magnet. Stereohedron stylus, 
output 4.4 mV, FR 10-25,000 Hz ........... $170 
TL-3S. Stereohedron stylus. Output 4.4 mV; tracking 
:75-1.5 g; FR. 10-25,000 Hz; - 01202: Sass $140 
TL-2S. Stereohedron stylus. Output 4.4 mV; tracking 
TSS ee ER/10-22,000 Hz... «54 42 rur $110 
TL-2E. Elliptical stylus. Output 4.4 mV; tracking .75- 
IS GER! 10:29 ODOTETE iio ene ento ana e o $95 


TL-1. Std P-Mount, 2-coil moving magnet. Tracking 
.75-1.5 g. Elliptical stylus, FR 10-20,000 Hz, output 
C UP Er S e ER RECORD OO YO CE ney le Salis als vinous $37 


TL625DJ. P-Mount cartridge. FR 20-20,000Hz, out- 
put 4.4 mV, tracking force 3.5-4 g. Replacement 
stylus JL. vy TREES. IM S ens $82 
TLE Type 2. Elliptical stylus. Output 3.0 mV; 
tracking force .75-1.5 g; FR 10-22,000 Hz...... $60 
TLE. Elliptical stylus. Output 4.4 mV; tracking force 
JISS1.5:9 ER. 10-20,000 Zain iets vate et nie at $55 


V-15/Series II-S. Stereohedron stylus, FR 10-25,000 
Hz, output 3.5 mV. Replacement stylus DSR-S $88 
V-15/Series II-EE. Elliptical stylus, FR 10-20,000 Hz, 
output 3.5 mV. Replacement stylus DSR-EE. . . $55 
V-15/Series II-E. Elliptical stylus, FR 10-18,000 Hz, 
output 3.5 mV. Replacement stylus DSR-E.... $50 
V15-DJ Cartridge 

Spherical Cartridge (standard .5" mount) Nominal 
Output 4.4mV; Tracking force 2-5 g; weight 5.5 g$43 


PIONEER 


PC-295T Induced-Magnet Cartridge 

T4P P-mount cartridge. FR 10-33,00 Hz; output 
voltage 2.5 mV; tracking force 1.25 g......... $80 
PN-295T. Replacement stylus for PC-295T.... $35 


PC-300T Induced-Magnet Cartridge 

T4P P-mount cartridge. FR 10-33,000 Hz; output 
voltage 2.5 mV; tracking force 1.25g......... $80 
PN-300T. Replacement stylus for PC-300T.... $30 


PC-290T Induced-Magnet Cartridge 

T4P P-mount cartridge. FR 10-33,000 Hz; output 
voltage 2.5 mV; tracking force 1.25g......... $70 
PN-290T. Replacement stylus for PC-290T.... $30 


PC-5MC Moving-Coil Cartridge 

High-output MC cartridge. FR 10-32,000 Hz; output 
voltage 2 mV; tracking force 1.7-2[.3g ........ $54 
PN-5MC. Replacement stylus for PC-5MC.... $32 


PC-250T Moving-Magnet Cartridge 

T4P P-mount cartridge. FR 10-30,000 Hz; output 
voltage 2.5 mV; tracking force 1-1.5g ........ $50 
PN-250T. Replacement stylus for PC-250T. .. . $20 


PREMIER BY SUMIKO 


FT-3 Straight Tonearm 

Statically balanced tonearm with anti-resonance 
foam-stuffed tube. Features decoupled counter- 
weight; cone and ball race bearings; LC-OFC litz 
wiring; VTA adjustable during play; termination box 
with LC-OFC flexible link and gold-plated RCA 
jacks. Fixed-azimuth adjustable magnesium head- 
shell. Tracking force 0-3 g calibrated to 0.1 g; effective 
mass 10 g; offset angle 23X; stylus overhang 17.3 mm; 
overall length 305 mm; effective length 239 mm; 


tracking error 0.123x/cm; 20 0z............ $475 
ETZ3N m 3 Euer En ear a e eos $395 
MMT Tonearm 


Highly rigid medium-mass tonearm with double 
gimbal bearings; bearing design allows free move- 
ment without bearing play or chatter. Features 
decoupled counterweight; optional damping; remov- 
able headshell with azimuth adjustability and LC- 
OEC cartridge leads.s. aen s od seis an vet $290 


REALISTIC 


V15 Realistic/Shure V15 Type RS 

5-30,000 Hz frequency response; precision tracking at 
1.25-1.75 g; dynamic stabilizer; viscous damping for 
precise tracking of warped record............ $80 


RXT6 Realistic/Shure Cartridge 

Cartridge with telescope stylus features dynamic 
stabilizer; tracking force 1.25-1.75 g; P-mount adap- 
tor and installation’ kite.) 0.08 Re ae. $50 


RXP3 Realistic/Shure Cartridge 
P-mount; elliptical diamond stylus; tracking force 
DZD ire cht ESSET Ute CURATE $30 


R47XT Realistic/Shure Cartridge 
Elliptical diamond stylus (10 x 18 microns); tracking 
force 1.75-2:25 g;'sep 20 dB. «205255319 4 $27 


RS500DJ Realistic/Stanton Cartridge 

Pro Series cartridge for radio stations and dance clubs 
(back-cues and scratch mixes); tracking force 2.5 g$30 
R500DJ. Replacement stylus ............... $20 


RX1500 Dual-Magnet Plug-In Cartridge 
Dual-magnet plut-in cartridge features diamond el- 
liptical stylus; tracking force 1-1.5g........ ir 30 


R25XT Realistic/Shure Cartridge 
Elliptical diamond stylus (10 x 18 microns); tracking 


force 25-39 9 c os vav ses OEAN AT sive $20 
Styli 

RS3P. Diamond stylus for RXP3 and Shure M92E, 
M99E::MIOAB S iss iun etate EE $28 
R8X. Diamond stylus for R1000, Shure M90, M75, 
ES ILIO ARRIERE ESI. $25 
R5X. Diamond stylus for R47, Shure M70 and M75 
SETES T M DAMES AR E EAE S 2 Nee he $20 
RS50E. Diamond elliptical stylus for ADC, QLM34 
MK II P32 K5E cartridges.. 2.2 eres $22 


RT1500. Diamond elliptical stylus for RX1500, 
Audio-Technica AT-102P, 102, 112, 122EP car- 


tridges; tracking force 1-1.5g................ $20 
R3X. Diamond stylus for R25, Shure M71 and 
MUTSEGS Senese o ru E nas Us ee es $15 
42-2772. Diamond conical stylus ............ $15 
DAT-2. Diamond conical stylus for Pickering 
V15/AT-1/2, KLH, similar cartridges......... $12 
ATN-771E. Diamond elliptical stylus for Audio- 
'Tebhnica- AXS7U0) 717A E Toe T a eea a a $11 
RSK8C. Diamond conical stylus for QLM30 and 
ADE RK series'cartridges- sosis es coss Eri $11 
PS-203. Diamond stylus for Clarinette 14/15/16 and 
GDA E: arae E e etes te eere TRO ae $6 
REVOLVER BY MUSIC HALL 


Revolver Super Tonearm 

Similar geometry to Revolver Straight Tonearm but 
incorporates larger zero free-play bearings, alloy arm 
iube. X om rouen. SERIA COM enu un $450 


Revolver Straight Tonearm 

Statically balanced pivoted direct-coupled tonearm 
with zero free-play-adjusted precision ball races; 
decoupled counterweight; fixed aluminum headshell. 
Tracking force 2-10 g calibrated to 0.1 g; effective 
mass 7 g; offset angle 23.5x; stylus overhang 18 mm; 
overall length 285 mm; effective length 228 mm; 393 
FTE esc TERR I Uer EE e te $200 


SAEC BY ANALOG EXCELLENCE 


C-1 MC Phono Cartridge 

Medium output; beryllium cantilever; line-contact 
stylus; nonresonant metal-alloy body. Output 0.4 mV 
at 5 cm/sec; FR 10-50,000 Hz +2 dB; sep 30 dB at 
1,000 Hz; tracking force 1.4-1.6 g; cartridge weight 9 
grinternalimp:40 ohms. |... ove eL $695 


C-2 High-Output MC Cartridge 

Beryllium pipe cantilver; line-contact stylus. Output 
2.5 mV at 5 cm/sec; FR 10-30,000 Hz; tracking force 
1.8 g +0.25 g; cartridge weight 9.5 g. ........ $395 


C-102 MC Phono Cartridge 

Medium-output; aluminum cantilever; nude dia- 
mond stylus. Output 0.6 mV at 5 cm/sec; FR 20- 
30,000 Hz +2 dB; sep 25 dB at 1,000 Hz; tracking 
force 1.6-1.8 g; cartridge weight 7 g; internal imp 40 
Ohne. INN Io uv RN RUNE! $250 


Tonearms 
WE-8000S/T Straight Tonearm 


Statically balanced tonearm with offset angle built 
into ceramic headshell. Features titanium/aluminum 
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alloy pipe with 10° taper; lateral balance control; 
double-knife edge bearings; decoupled counter- 
weight; For medium to high compliance cartridges. 
Ceramic headshell, berylium connector; tracking 
force 0-3 g calibrated to 0.1 g; offset angle 18°; stylus 
overhang 13mm; overall length 400mm; effective 
length 293mm; tracking error «1? ........ $1,500 


WE-506/30 J-Shaped Tonearm 

J-shaped tonearm features special alloy pipe. Statical- 
ly balanced; decoupled counterweight; universal 
design; ceramic headshell; tracking force 0-4.0 g 
calibrated to 0.1 g; offset angle to 16°; stylus overhang 
9mm; overall length 392mm; effective length 
286mm; tracking error «1.5? ............ $1,500 
WE-407/23 J-Shaped Tonearm 

Statically balanced tonearm with patented forged 
steel double-knife-edge bearing. Each arm individ- 
ually balanced in all 3 planes (horizontal, vertical, 
front/back). Headshell sintered and multi-crystaled 
aluminum oxide, ceramic; tracking force 0-4 g 
calibrated to 0.1 g; offset angle 18^; stylus overhang 
12mm; overall length 311mm; effective length 
DOTEM Sete ete EO P A TOTE; $795 


WE-317S J-Shaped Tonearm 

Statically balanced tonearm with double-edge bear- 
ings. Headshell of aluminum/titanium; tracking 
force 0-3 g calibrated to 0.1 g; offset angle 20°; stylus 
overhang 13mm; overall length 331.5mm; effective 
length 235mm; tracking error <1.5°......... $595 


WE-308/N J-Shaped Tonearm 

Statically balanced tonearm with double-knife-edge 
bearings and stainless steel pipe. Universal alumin- 
um/titanium alloy headshell; tracking force 0-3 g 
calibrated to 0.1 g; offset angle 12.5°; stylus overhang 
5mm; overall length 329mm; effective length 
235mm; tracking error «15^ 2.2. 5s s. $350 


SHURE 


ULTRA 500. All of V15 type V-MR (see below) plus 
other features. Total eff mass 0.165 mg; dynamic 
vertical stylus compliance at 10 Hz 20 ucm/dyne; 
output at 1,000 Hz; 5 cm/sec peak velocity; 3.2 
BULL Cod VR RADI UE E OM S Cra t A S SEAST, $400 
ULTRA 400. Total eff mass 0.190 mg; dynamic 
vertical stylus compliance at 10 Hz 14 ucm/dyne; 
output at 1,000 Hz; 5 cm/sec peak velocity; 4.0 
ah sce E os Met ors we $250 
ULTRA 300. Total eff mass 0.165 mg; dynamic 
vertical stylus compliance at 10 Hz 11 ucm/dyne; 
output at 1,000 Hz; 5 cm/sec peak velocity; 3.2 
DV UNE m LEA E TA $160 


V15 Type V-MR Phono Cartridge 

MM cartridge with improved low-distortion Micro- 
Ridge stylus tip and Microwall beryllium stylus 
shank for increased trackability. Features viscous- 
damped Dynamic Stabilizer and Side-Guard stylus 
protection system; includes Duo-Point Alignment 
Gauge and computer performance printout. Output 
3.2 mV at 1,000 Hz (5 cm/sec peak velocity); FR 10- 
28,000 Hz; sep 25 dB or greater at 1,000 Hz; tracking 
force 1.0 g; replacement stylus VNSMR...... $297 


V15 Type V-B Phono Cartridge 

MM cartridge with exclusive Hyperelliptical tip, 
Microwall beryllium stylus shank, Dynamic Stabiliz- 
er and Side-Guard stylus protection system. Includes 
individual computer performance printout. Output 
3.2 mV at 1 kHz (5 cm/sec peak velocity); FR 10- 
28,000 Hz; sep 25 dB or greater at 1,000 Hz; tracking 
force 1.0 g; replacement stylus VNSHE; VNSMR 
ÜDPIAdÉ oos vov I: NE CETT P $237 


V15 Type V-P Phono Cartridge 

Specifically designed for ultimate performance in P- 
Mount tonearms. Features Hyperelliptical tip; 
Microwall beryllium stylus shank; computer perfor- 
mance printout. Same specs as V15 type V-B. 
Replacement stylus VNS5P................. $221 


MLI140HE Phono Cartridge 

Slim-line high-efficiency cartridge body provides an 
extremely flat frequency response from 20-22,000 
Hz. Superb trackability with Microwall beryllium 
shank and accurate tracing with Hyperelliptical tip. 
Slim Dynamic Stabilizer combats record warp prob- 
lems while destaticizing and cleaning the record, and 
Side-Guard helps protect stylus from accidental 
damage. Includes overhang gauge. Replacement sty- 
[is -NTI4O0HE Ss 25 uS S Po eas aa eee ee $205 


VST V Phono Cartridge 

MM cartridge. Features Microwall/Be beryllium sty- 
lus shank; hyperelliptical stylus tip; telescoped stylus 
shank; dynamic stabilizer; side-guard stylus protec- 
tion system. FR 10-35,000 Hz; trackability at 10,000 
Hz 72 cm/sec; ch sep at 1,000 Hz 25 dB ..... $170 


MLI20HE Phono Cartridge 
Slim-line high-efficiency cartridge body provides flat 
FR from 20-22,000 Hz. Low-mass, high-stiffness 





telescoped stylus shank, Hyperelliptical tip, slim 
Dynamic Stabilizer and Side-Guard stylus protecton 
system. Output 4.0 mV at | kHz (5 cm/sec peak 
velocity); sep 25 dB or greater at 1 kHz; tracking force 
1.0 g. Replacement stylus NI20HE. ......... $167 


M111HE Phono Cartridge 

Features telescoped stylus shank, Hyperelliptical tip, 
Dynamic Stabilizer, Side-Guard stylus protection 
system; rigid, low-mass converter allows mounting to 
either conventional 0.5"-mount tonearms or most P- 
Mount tonearms; output 5.0 mV at | kHz (5 cm/sec 
peak velocity); FR 20-20,000 Hz; sep 25 dB at 1 kHz; 
tracking force 1.25 g. Replacement stylus 
NIUDIHEB. (PESE P See Ts $146 


M110HE Phono Cartridge 

Features telescoped stylus shank, Hyperelliptical tip, 
and Side-Guard stylus protection system; rigid, low- 
mass converter allows mounting to either conven- 
tional 0.5"-mount tonearms or all P-Mount ton- 
earms; same specs as MIIIHE. Replacement stylus 
NIHOHE $11 dS ENT EE $119 


M105E Phono Cartridge 

Features 0.2 x 0.7 mil elliptical tip and thin-walled, 
reinforced aluminum shank. Features Destaticizer 
Brush to clean dust from record grooves and remove 
static electricity from record surface, Side-Guard 
stylus protection system helps prevent accidental 
stylus damage. Fits most P-Mount tonearms and 
includes rigid 0.5"-mount converter. Output 5.0 mV 
at 1 kHz (5 cm/sec peak velocity); FR 20-20,000 Hz; 
sep 25 dB at | kHz; tracking force 1.25 g. Replace- 
ment stylus NIOBEB. T NUN m $108 


DC60 Phono Cartridge 

Features internal cue guard to stabilize stylus shank; 
wraparound stylus grip; comes with 2 replacement 
styli; elliptical stylus. ⁄2-inch mount. ........ $106 
DC50. As above, P-mount................. $106 


VST III Phono Cartridge 

MM cartridge. Features Microwall/Be beryllium sty- 
lus shank; hyperelliptical stylus tip; telescoped stylus 
shank; dynamic stabilizer; side-guard stylus protec- 


tion system. FR 10-20,000 Hz; trackability at 10,000 


Hz 56 cm/sec; ch sep at 1,000 Hz 25 dB ..... $100 
VST III-P. As above, P-mount.............. $90 
M104E Phono Cartridge 


Cartridge with accurate-tracing 0.2 x 0.7 mil elliptical 
stylus tip features tubular heat-treated aluminum 
stylus shank. P-Mount compatible and includes rigid 
0.5"-mount converter. Output 5.0 mV at | kHz (5 
cm/sec peak velocity); FR 20-20,000 Hz; sep 25 dB at 
| kHz; tracking force 1.25 g. Replacement stylus 
WIOSEN? Suse INSIEME a ACN teers, en ne $76 


DC40 Phono Cartridge 

Features internal cue guard to stabilize stylus shank; 
wraparound stylus grip; comes with 2 replacement 
styli; elliptical stylus. V?-inch mount. Tracking force 
2.5-3.5 grams; FR 20-20,000 Hz; output voltage 5 mV; 
chisep20'dB./atLOU0 Hz 5S DH N $76 


SC39EJ Phono Cartridge 

Features biradial stylus; side-guard stylus protection 
system; output voltage 4 mV; FR 20-20,000 Hz; ch bal 
within 2 dB; ch sep 20 dB at 1,000 Hz; tracking force 


1.5-3 dB; beige stylus gripe o T AA e $76 
SC39B. As above, spherical stylus; green stylus 
PIP Ss ii a Meu oy oles ot T $68 
MSSE Phono Cartridge 


MM cartridge. Output 6.2 mV at 5 cm/sec peak 
velocity (1 kHz); FR 20-20,000 Hz; tracking force 
0.75-2 g; sep 20 dB (1 kHz); 0.2 x 0.7-mil biradial 
(elliptical) stylus, replacement stylus NSSE .... $71 


M44E Phono Cartridge 

MM cartridge. Output 9.5 mV at 5 cm/sec peak 
velocity (1 kHz); FR 20-20,000 Hz; tracking force 
1.75-4 g; sep 20 dB (1 kHz); 0.4 x 0.7-mil biradial 
(elliptical) stylus; replacement stylus N44E .... $62 


M44G Phono Cartridge 

Features flip-down stylus-guard; 1 5-micron spherical 
stylus tip. Tracking force ¥4-1% grams; FR 20-20,000 
Hz; ch bal within 2 dB; ch sep at 1,000 Hz 20 dB; 
ODU- 2m Vile ee xe n T Rd $57 


M44C Phono Cartridge 

Features flip-down stylus-guard; 1 5-micron spherical 
stylus tip. Tracking force 3-5 grams; FR 20-20,000 Hz; 
ch bal within 2 dB; ch sep at 1,000 Hz 20 dB; output 
62m eiu cus OR, RENE, $55 


M447 Phono Cartridge 

Features flip-down stylus-guard; 1 5-micron spherical 
stylus tip. Tracking force 112-3 grams; FR 20-20,000 
Hz; ch bal within 2 dB; ch sep at 1,000 Hz 20 dB; 
output 6.2 MEVI 93 20 EPA EAR PR $55 


M99E Phono Cartridge 

Heat-treated tubular aluminum stylus shank and 0.2 
x 0.7 mil elliptical stylus tip. P-Mount compatible 
and fits conventional 0.5"-mount tonearms with rigid 
converter. Output 5.0 mV at 1 kHz (5 cm/sec peak 
velocity); FR 20-20,000 Hz; sep 20 dB at 1 kHz; 
tracking force 1.25 g. Replacement stylus N99E $54 


SC35C Phono Cartridge 

Features spherical stylus; light blue stylus grip; output 
voltage 5 mV; FR 20-20,000 Hz; ch bal within 2 dB; ch 
sep 20 dB at 1,000 Hz; tracking force 4-5 grams $49 


M92E Phono Cartridge 

Phono cartridge with heat-treated tubular aluminum 
stylus shank and 0.4 x 0.7 mil elliptical stylus tip 
features P-Mount compatible and fits conventional 
0.5"-mount tonearms with rigid converter. Output 
5.0 mV at 1 kHz (5 cm/sec peak velocity); FR 20- 
IS 400 BEL Vero Marden’ Hokie SA $33 


SIGNET 


MK440ML MC Cartridge 
Dual moving MicroCoil design; separation 18 dB 
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at 10,000 Hz; tracking-force range 1-1.6 g; cartridge 
WELD :9 ote De SUP t eq sep cts alerte $600 


TK10ml Series II MM Cartridge 

MM cartridge features full toroidal coil wound with 
LC-OFC wire for generating system; Microline nude 
stylus mounted on boron cantilever. Reduced com- 
pliance on stylus assembly for compatibility with 
wide range of tonearms. Output 2 mV at 5 cm/s; FR 
20-20,000 Hz +3 dB; sep 35 dB at 1,000 Hz; tracking- 
force range 1-1.5 g; cartridge weight 7.5 g; scanning 
radius 2.5 micrometers; vertical tracking angle 20 


degrees L1 a aa eu sposa s Cs ortu onc a n E a qu $450 
TKN10ml Series II. Replacement stylus for TK 10ml 
Series TT. CAFTEROBOI Um m C39 Z2 os beens $250 


MK220E MC Cartridge 

Dual moving MicroCoil design with non-user re- 
placeable stylus. Features 0.2 x 0.7 mil nude square- 
shank miniature elliptical diamond. Output 0.4mV 
at 5 cm/sec; FR 5-50,000 Hz; sep 25 dB at 1,000 Hz, 18 
dB at 10,000 Hz; cartridge weight 4.8g ...... $400 


MR5.0ml MM Cartridge 

MM cartridge features unicore-coil generating system 
with LC-OFC wire and microline stylus on gold- 
plated beryllium cantilever. Output 5 mV at 5 
cm/sec; FR 5-37,000 Hz; sep 33 dB at 1,000 Hz, 25 dB 
tracking-force range 0.8-1.8 g; cartridge weight 6 
Pine Mae, dee dus et d WEISS ee oes $350 


MRS5S.0Ic MM Cartridge 

Unicore-coil generating system with LC-OFC wire 
and square-shank nude stylus on beryllium cantile- 
ver. Output 50 mV; FR 5-35,000 Hz; sep 33 dB at 
1,000 Hz, 23 dB at 10,000 Hz; tracking-force range 
0.8-1.6 g; cartridge weight 6g.............. $275 


MR5.0me MM Cartridge 

Unicore-coil generating system with LC-OFC wire 
and 0.2 x 0.7 mil square-shank nude stylus. Output 5 
mV at 5 cm/sec; FR 5-30,000 Hz; sep 30 dB at 1,000 
Hz, 20 dB at 10,000 Hz; tracking-force range 0.8-1.6 
g cartridge weight 6g ......... eese eee $225 


MK120He MC Cartridge 

High-output design features user-replaceable stylus 
with 0.2 x 0.7 mil nude square-shank diamond. 
Output 2 mV at 5 cm/sec; FR 15-30,000 Hz; sep 29 dB 
at 1,000 Hz, 20 dB at 10,000 Hz; tracking-force range 
1.2-1.8 g; cartridge weight 5g.............. $200 


MRS.0e MM Cartridge 

Unicore-coil generating system with LC-OFC wire 
and 0.3 x 0.7 mil nude stylus. Output 5 mV at 5 
cm/sec; FR 10-30,000 Hz; sep 29 dB at 1,000 Hz, 19 
dB at 10,000 Hz; tracking-force range 0.9-1.9 g; 
cartridge weight g 15. euer evi ns ares $195 


MK55e MC Cartridge 

Low mass; dual moving MicroCoil design; user- 
replaceable stylus with 0.3 x 0.7 mil nude mounted 
diamond. Output 0.5 mV at 5 cm/sec; FR 20-28,000 
Hz; sep 28 dB at 1,000 Hz, 18 dB at 10,000 Hz; 
tracking-force range 1.2-1.8 g; cartridge weight 4.2 
preesse STALE CIR ursi iere eR RR iie iu aca $150 


TK6Ep MM P-mount Cartridge 

Universal design with 0.2 x 0.7 mil square-shank 
nude diamond. Output 5 mV at 5 cm/sec; FR 10- 
30,000 Hz; sep 29 dB at 1,000 Hz, 20 dB at 10,000 Hz; 
tracking-force range 1-1.5 g; cartridge weight 6 g$150 


Signet Standard 107 Cartridge 

Universal mount, linear contact stylus. Output 3.0 
mV at 1,000 Hz; sep 31 dB at 1,00 Hz; tracking force 
| NES NR ME A ON e REC OD SOON $150 


MR5.0 Basic MM Cartridge 

Unicore-coil generating system with LC-OFC wire 
and 0.4 x 0.7 mil bonded elliptical stylus. Output 5 
mV at 5 cm/sec; FR 15-25,000 Hz; sep 27 dB at 1,000 
Hz, 17 dB at 10,000 Hz; tracking-force range 1.3-2.3 


£;cartridgé weight 6:2: ois eee ES $125 
Signet Standard 105 Cartridge 

Universal mount, 0.3 x 0.7 mil elliptical stylus; 
output 5.0 mV at 1,000 Hz at 5 cm/sec; FR 15-27,000 
Hz; sep 29 dB at 1,000 Hz; tracking force 1.6 g $125 


TK4Ep MM P-mount Cartridge 

Universal design with 0.3 x 0.7 mil nude stylus. 
Output 5 mV at 5 cm/sec; FR 15-20,000 Hz; sep 28 dB 
at 1,000 Hz, 19 dB at 10,000 Hz; tracking-force range 
1-1.5 g; cartridge weight 6g................. $95 


Signet Standard 103 Cartridge 

Universal mount, 0.4 x 0.7 mil elliptical stylus; 
output 5.0 mV at 1,000 Hz at 5 cm/sec; FR 15-25,000 
Hz; sep 29 dB at 1,000 Hz; tracking force 1.6 g. $90 


TK2Ep MM P-mount Cartridge 

Universal design with 0.4 x 0.7 mil elliptical stylus. 
Output 5 mV at 5 cm/sec; FR 15-25,000 Hz; sep 26 dB 
at 1,000 Hz, 17 dB at 10,000 Hz; tracking-force range 
1-1.5 g; cartridge weight 6g................. $65 


Signet Standard 101 Cartridge 

Universal mount; 0.6 mil stylus; output 5.0 mV at 
1,000 Hz at 5 cm/sec; FR 20-20,000 Hz; sep 24 dB at 
1,000 Hz; tracking force 1.6 g 2... ll. $60 


Signet Standard 100 Cartridge 

.5" mount; 0.4 x 0.7 mil elliptical stylus; output 4.2 
mV at 1,000 Hz at 5 cm/sec; FR 20-22,000 Hz; sep 22 
dB at 1,000 Hz; tracking force range 1.5-2.5 g.. $60 


Tonearms 


XK-35 Tonearm 

Tonearm with Signetrace damped planar tracking, 
nonremovable tube features tracking error + 1°; cable 
capacitance 75 pF; effective length (stylus tip to 
pivot) 240 mm; tracking force range 0-2 g; acceptable 
cartridge weight 2-9 g; anti-skating adjustment per- 
manent thread and weight with detents...... $325 


SME BY SUMIKO 


SME Series V Straight Tonearm 

Dynamically balanced tonearm with ultra-rigid 1- 
piece magnesium casting from headshell to rear of 
counterweight rails. Features captive ball-race bear- 
ings; VTA adjustable during play; internally tapered 
arm tube for reduced mass and better control of 
standing waves; silver wiring-throughout. Tracking 
force 0-3 grams calibrated to 0.1; effective mass 11 g; 
offset angle 23x 38’; Satin black; tonearm weight 720 
gy ieRdARS VEU Nn di bred hu $1,995 





Series IV. Similar to Series V except ABEC 3 bearings; 
static balanced vertical tracking; manually adjusted 
AT MEIC aiid o Noe os GRADU $1,200 


SOUTHER ENGINEERING 


Verliss Integrated Phono Cartridge 

MC; integrated shell mounting; individual response 
curve supplied; hyper elliptical stylus type; FR 10- 
50,000 Hz + 0.5 dB; sep 35 dB; 0.6 mV; tracking force 
2:0-2:9 gi DT Ue neue bU Nee eI $850 


Varltas Standard Phono Cartridge 

MC; spherical stylus type; individual response curve 
supplied; FR 10-50,000 Hz +0.5 dB; sens 35 dB; 0.6 
mV; output 0.6 mV; tracking force 2.0-2.4 g; 4.4 
AMT M E e a MMOL S Cre T OUI V OH $800 


Delta Phono Cartridge 

MC; spherical stylus type; individual response curve 
supplied; FR 10-50,000 Hz +0.5 dB; sep 30 dB; 
output 0.6 mV; tracking force 2.0-2.4 g; 4.4g. . $650 


Gamma Phono Cartridge 

MC; spherical stylus type; individual response curve 
supplied; FR 10-50,000 Hz +0.5 dB; sep 25 dB; 
output 0.6 mV; tracking force 2.0-2.4 g; 4.4 g . $450 


STANTON 


Calibration Series 


981LZ Mk Ils Phono Cartridge 

Low-imp cartridge, fully calibrated for exact preci- 
sion with nude Stereohedron diamond stylus. In- 
cludes mounted “longhair” brush. Output 0.06 
mV/cm/sec 22 dB; tracking force 1 g +.25 g; FR 10- 
50,000 Hz; sep 35 dB; weight 5.5g.......... $250 


981HZ Mk IIs Phono Cartridge 

High-imp stereo cartridge with nude Stereohedron 
diamond stylus, fully calibrated. Includes mounted 
“longhair” brush. Output 0.7 mV/cm/sec; tracking 
force 1 g 4.25; FR 10-50,000 Hz; sep 35 dB at 1 kHz; 
welglit5.5g... eR eode e $250 
881S Mk IIs Phono Cartridge 

Output 0.9 mV/cm/sec; FR 10-25,000 Hz (individual- 
ly calibrated to 20,000 Hz); balance/sep (1 kHz) +1 
dB/35 dB; load imp 47 kilohms; load capacitance 275 
pF; tracking force 0.75-1.25 g; nude Stereohedron 
stylus; 5.7 g with self-supporting (1 g) brush; white 
with silver handle, white brush; replacement stylus 
D81S, D810 for mono LPs, D827 for 78s .... $180 


681EEE MK II-S Phono Cartridge 

Induced-magnet cartridge with Stereohedron II sty- 
lus shape; dynamically improved cantilever assem- 
bly. Output 0.7 mV/cm/sec; FR 10-22,000 Hz; sep 35 
dB at 1,000 Hz; tracking force 1 g +.25; cartridge 
Welght 6:3 9. sec Bienes $120 


High-Performance P-Mounts 


L-847S P-Mount Cartridge 

Top-of-the-line P-Mount cartridge. Features Stereo- 
hedron stylus; tracking .75-1.5 gs; output 0.7 
mV/cm/sec; FR 10-36,000 Hz; ch balance <2 dB; sep 
35 dB, 5.9 g; replacement stylus D84S....... $198 


L-837S P-Mount Cartridge 

Features Stereohedron stylus; tracks at 0.75-1.5 g; ch 
balance +2 dB; sep 35 dB; 5.9 g; replacement stylus 
DSSS fu idee ieieE A N eee M ME RR $140 


Stereo Standard P-Mount Series 


L747S Plug-In Cartridge 

Features Stereohedron stylus. FR 10-25,000 Hz; 
tracking force 0.75-1.5 g; output 0.9 mV/cm/sec; sep 
35 dB; 5.7 g. Replacement stylus D747S ..... $138 


L737S Phono Cartridge 

Plug-in cartridge features Stereohedron stylus. Track- 
ing force 0.75-1.5 g; output 0.9 mV/cm/sec; FR 10- 
22,000 Hz; ch balance 2 dB; ch sep 35 dB. Replace- 
ment stylus D73S; weight 5.7g............. $110 


L737E Plug-In Cartridge 

Elliptical stylus, 0.3 x 0.7 mil; output 0.9 mV/cm/sec; 
FR 10-22,000 Hz; tracking .75-1.5 g; ch balance 2 dB; 
sep 35 dB; weight 5.7 g. Replacement stylus D73E$93 


L-727E P-Mount Phono Cartridge 
Plug-in cartridge with 0.4 x 0.7-mil elliptical stylus. 
FR 10-25,000 Hz; tracking force .75-1.5 g; output 0.8 
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mV/cm/sec; sep 32 dB; replacement stylus 
DATE QUE NC tact ata ace de REM d irs $83 


L725E P-Mount Cartridge 

Cartridge with elliptical stylus; tracking force 0.75-1.5 
g output 0.8 mV/cm/sec; FR 10-22,000 Hz; ch 
balance —2 dB; sep 28 dB; replacement stylus D71- 
2BUNVeIInI Sg No ior seien T RO $60 


L720EE P-Mount Cartridge 

Elliptical stylus 0.3 x 0.7 mil; output 0.8 mV/cm/sec; 
FR 10-20,000 Hz; tracking .75-1.5 g; ch balance 2 dB; 
ch sep 28 dB; replacement stylus D71EE. Weight 5.7 
er a IOP SCARCE: ICRC RCA NEU $55 


Professional Cartridges—Disco Series 


680SL Disco Cartridge 

Output 1.1 mV/cm/sec; FR 20-20,000 Hz; balance- 
/sep 2/30 dB; load resistance 47 kilohms; load 
capacitance 275 pF; nude Stereohedron stylus tip; 
tracking force 3-6 g with brush; 5.5g........ $109 


L680EL Disco Cartridge 

For P-Mount tonearms; automatically compensates 
for higher tracking forces. Includes fluorescent- 
coated stylus. Output 1.1 mV/cm/sec; FR 20-18,000 
Hz; sep 30 dB at 1,000 Hz; tracking force 3.5-4 g; 
weight 8.4 g. Replacement stylus D6800EL . . . $106 


680EL Disco Cartridge 

Output 0.82 mV/cm/sec; FR 20-18,000 Hz; balance- 
/sep +2/30 dB (1 kHz); load imp 47 kilohms; load 
capacitance 275 pF; tracking force 2-5 g; 0.4 x 0.7-mil 
elliptical diamond stylus; 5.5 g; replacement stylus 
D6800EL. Comes with extra stylus.......... $106 


681SE Phono Cartridge (Calibrated) 

Output | mV/cm/sec; FR 10-10,000 Hz +0.5 dB; 
10,000 Hz to 20,000 Hz, individually calibrated; 
balance/sep +2 dB/35 dB (1 kHz); load imp 47 
kilohms; load capacitance 275 pF; tracking force 2-4 
g; 0.4 x 0.7-mil elliptical stylus; weight 5.5 g with self- 
supporting (1 g) brush; replacement stylus D6800SE, 
D6810 for LPs, D6827 for 78s ............. $110 


680AL Disco Cartridge 

Output 1.1 mV/cm/sec; FR 20-18,000 Hz +2 dB; 
bal/sep «2/30 dB (1 kHz); load resistance 47,000 
ohms; load capacitance 275 pF; tracking force 2-5 g; 
0.7-mil spherical stylus tip; comes with extra stylus. 
Weight 5.5 g; replacement stylus D6800AL . ... $90 


L500AL Disco Cartridge 

P-Mount MM cartridge automatically compensates 
for higher tracking forces required for disco use. 
Comes with fluorescent-coated stylus. Output 1.0 
mV /cm/sec; FR 20-17,000 Hz; sep 28 dB at 1,000 Hz; 
tracking force 3.5-4 g; cartridge weight 8.5 g; replace- 
tent stulissD57PBALDe" Ly eae at $53 
500EL. Similar to above except output FR 20-18,000 
Hz; sep 30 dB at 1,000 Hz; tracking force 2-5 g; 
cartridge weight 5 g; replacement stylus D5100EL$58 


500AL Disco Cartridge 

Output 1.0 mV/cm/sec; FR 20-17,000 Hz +2 dB; 
bal/sep +2/28 dB (1 kHz); load resistance 47,000 
ohms; load capacitance 275 pF; tracking force 3-7 g; 
0.7 mil spherical stylus. Weight 5 g; replacement 
Stylus DD5107AL.. «vues Ta AIT ye DECIR UN $53 


Stereo Standard Series (with “Longhair” Brush) 


680EE Phono Cartridge 

Output 0.82 mV/cm/sec; FR 20-20,000 Hz; balance- 
/sep +2 dB/35 dB (1 kHz); load imp 47 kilohms; load 
capacitance 275 pF; tracking force 0.75-1.5 g; 0.3 x 
0.7-mil elliptical diamond stylus D680. ....... $83 


Broadcast Series-- Mark II 


500EE Mk II. Output | mV/cm/sec +2 dB; FR 10- 
20,000 Hz; balance/sep «2/35 dB (1 kHz); tracking 


force .75-1.5 g; 0.3 x 0.7-mil elliptical diamond stylus; 
replacement stylus DSOEE Mk II ............ $55 
500E Mk II. Output | mV/cm/sec +2 dB; FR 10- 
20,000 Hz; balance/sep + 2/35 dB (1 kHz); 0.3 x 0.7- 
mil elliptical diamond stylus................ $50 
500A Mk. II. Output 1 mV/cm/sec +2 dB; FR 10- 
20,000 Hz; balance/sep 42/35 dB (1 kHz); tracking 
force .75-1.5 g; 0.3 x 0.7-mil elliptical diamond stylus; 
replacement stylus D50A Mk II ............. $38 


SUPEX By SUMIKO 


SD-901 Mark IV T.Q.A. Phono Cartridge 

High-output MC cartridge with improvements over 
SD-901E in high-frequency linearity, tracking, and 
dynamics. Features output 1.7 mV at 3.54 cm/sec; FR 
10-42,000 Hz +2 dB; sep 27 dB at 1,000 Hz; tracking 
force 1.8-2.2 g; cartridge weight 9.1g........ $380 


SD-900 Mark IV T.Q.A. Phono Cartridge 

Image specificity, tracking, and dynamic contrast 
improved over SE-99E; nude-mount elliptical Vital 
solid diamond stylus. Each cartridge hand-selected 
by David W. Fletcher. Output 0.2 mV at 3.54 cm/sec; 
FR 10-50,000 Hz +2 dB; sep 27 dB at 1,000 Hz; 
tracking force 1.8-2.2 g; cartridge weight 8.3 g. $360 
SD:900E:t:- Super. 152 20177944 epe $295 


SD-3300 Boron Phono Cartridge 

MC cartridge with miniaturized body of nonresonant 
material and Vital diamond grain-oriented stylus; 
hand-wound coils; samarium-cobalt magnets; boron 
tube cantilever. Output 0.15 mV at 3.54 cm/sec; FR 
20-30,000 Hz +3 dB; sep 30 dB at 1,000 Hz; tracking 
force 1.5-1.9 g; cartridge weight 3g.......... $850 


TALISMAN BY SUMIKO 


Virtuoso DTi Phono Cartridge 

MC cartridge with diamond titanium-tube cantilever 
and anti-resonance foam insert; mass-reduced van 
den Hul Type | stylus. Output 1.8 mV at 5 cm/sec; FR 
15-35,000 Hz +3 dB; sep 30 dB at 1,000 Hz; tracking 
force 1.75-2.25 g; cartridge weight 7.5 g .... $1,200 
Virtuoso Boron: -rs oce AENEA TA EE $850 


Talisman B vdH MC Cartridge 

MC cartridge with Direct Field Focus design to reduce 
magnetic losses and fringing effects by eliminating 
magnetic yokes and all but 1 pole piece. Features 
energy from samarium cobalt ring magnet pulled 
across coils by front-mounted pole piece; solid zinc 
body:boron rod cantilever with reduced mass van 
den Hul Type I stylus; long-line-contact dia- 


mondes s ares Ly ados. moe Ie en $325 
Talisman S vdH. Identical to Talisman B except 
sapphire-tube cantilever: s sessa s a et ce ee s $395 


Talisman AT. Identical to Talisman S except alumin- 
um/magnesium alloy cantilever with nude-mounted 
elliptical diamond stylus................5- $225 


Alchemist IIIs vdH Phono Cartridge 

Phono cartrridge with "Intensified Focus” design for 
high output without slow transients, poor tracking 
ability, straining at high modulations. Features in- 
tense magnetic focus at coils concentrates energy to 
prevent virtually all losses and fringing effects. 
Sapphire rod cantilever with reduced mass stylus. FR 
10-60,000 Hz; sep 30 dB at 1,000 Hz; tracking force 
1.5-2.5 g: cartridge weight 6.7 g............. $495 
Alchemist IIB vdH Phono Cartridge 

Similar to Alchemist IIIs except boron-rod cantilever 


with reduced mass van den Hul Type I stylus. $475 
Alchemist IA. Similar to Alchemist IIIs except 
aluminum/magnesium cantilever with nude-mount 
ellinucalstylus . Orso. a5 ated sane N $323 


TECHNICS 


EPC-205CMK4 MM P-Mount Cartridge 

MM cartridge with ultra-low-mass-cantilever P- 
Mount cartridge features elliptical nude diamond; 
effective mass 0.019 mg; neodymium magnet . $250 
EPC-205CMK4. Regular mounting ......... $280 


EPC-P310 MCMK2 MC Cartridge 

MC cartridge with ultra-low-mass cantilever features 
output 1.2 mV at 5 cm/sec; sep 25 dB at 1,000; 
tracking force 1.25 g +0.25 g; cartridge weight 6 
go WIE resomsuies dX T TS Sd e EE SIS S $200 


EPC-P550 MM Cartridge 

With ultra-low-mass cantilever. Output 2.5 mV at 5 
cm/sec; sep 25 dB at 1,000 Hz; tracking force range 
2.5 g +0.25 g; cartridge weight 6 g; 0.3 x 0.7 mil 
elliptical diamond ea OUI son de $130 


EPC-P540 MM Cartridge 

Output 2.5 mV cm/sec; sep 25 dB at 1,000 Hz; 
tracking force 1.25 +0.25 grams; cartridge weight 6 
SORE aha ci VERE URS UII VI E de ree $95 


EPC-P530 MM Cartridge 
Output 2.5 mV at 5 cm/sec; sep 25 dB at 1,000 Hz; 
cartridge weight 6g... 0 odo es $80 


Tonearm 


EPA 250 S-Shaped Tonearm 

Dynamically balanced tonearm with decoupled 
counterweight. Effective length 250 mm; tracking 
error +1x 6' at inner groove and +2x6 at outer 
groove ALL. SPINE NEN TA NU TRE $790 


YAMAHA 


MC-100 Moving-Coil Phono Cartridge 

Features cross-matrix air-core moving-coil system; 
pure-beryllium tapered tubular cantilever; distinc- 
tive metal housing for high magnetic flux density; 9.5 
gu. s rd dates nd oC Moe JU mb EV $300 


MC-505 Moving-Coil Phono Cartridge 

Features cross-matrix moving-coil system; pure- 
beryllium-tapered tubular cantilever; Low Tempera- 
ture Dependency (LTD) equalizing damper; sendust 
core; l-point suspension; resonance-free one-piece 
HOUSE EE SS B UN EYES $200 


MC-501 Moving-Coil Phono Cartridge 

Features cross-matrix moving-coil system; alumi- 
num-tapered tubular cantilever; Low Temperature 
Dependency (LTD) equalizing damper; sendust core; 
resonance-free one-piece housing. 3.4g ...... $150 


MC-10 Lo/High Output MC Phono Cartridge 

Features cross-matrix moving-coil system; alumi- 
num-tapered tubular cantilever; original equalizing 
damper; metal housing assembly ........... $120 


MC-21 MC/MM Phono Cartridge 

Features MM/MC phono input compatibility; cross- 
matrix moving-coil system; aluminum tapered tubu- 
iar cantileverz: 2952553218 29 vt Sex POOL $70 


PRICES LISTED 


are manufacturers' suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 
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SPEAKERS 


ACOUSTIC INTERFACE 


Sound Prism Speaker 

Vented-horn speaker with 24” x 52” compression 
woofer, 13” x 22” horn midrange, 7.25” x 3” horn 
tweeter, built-in triamplification (1,500 W/woofer, 
300 W/midrange, 100 W/tweeter). Features mi- 
drange, tweeter level controls; oiled walnut or oak 
cabinet. FR 10-10,000 Hz +1 dB; sens 105 dB 
SPL/W/mi; crossovers 550 and 5,000 Hz; imp 8 ohms; 
80x27x3610:300]b. 2: S $30,000/pr 


Sound Portal Speaker 

Vented-horn speaker with 24" x 32" compression 
woofer, 19" x 7" horn midrange, 5" x 5" horn tweeter. 
Features midrange, tweeter level controls; oiled 
walnut or oak cabinet. FR 15-20,000 Hz +2.5 dB; 
crossovers 800 and 5,000 Hz; sens 101 dB SPL/W/m; 
imp 8 ohms; 60 x 2542 x 24in......... $10,000/pr 


Studio Reference Speaker 

Vented speaker with 12" woofer, 15” x 4" horn 
midrange; 51/4 x 2" horn tweeter. Features midrange, 
tweeter level controls; oiled walnut or oak cabinet; 
black cloth grille. FR 22-20,000 Hz +2.5 dB; cross- 
overs 880 and 5,000 Hz; sens 98 dB SPL/W/m; mim 
power 15 W; imp 8 ohms; 48 x 1812 x 16 in; 102 
IBS ES ES EO PNE MC RE re UE $3,180/pr 


Professional Series II Speaker 

Vented speaker with 12" woofer; 2" dome midrange; 
1” dome tweeter. Features midrange and tweeter 
controls; oiled walnut or oak cabinet; black cloth 
grille. FR 29-20,000 Hz + 2.5 dB; crossovers 800 and 
6,600 Hz; sens 95 dB SPL/W/m; min power 15 W; imp 
8 ohms; 36 x 1842 x 16 in; 801b ........ $1,780/pr 


'Transcendent Speaker 

Vented speaker with 12" woofer, 1/4” dome midran- 
ge/tweeter. Features midrange, tweeter level controls; 
oiled walnut or oak cabinet; black cloth grille. FR 38- 
20,000 Hz x 2.5 dB; crossover 1,900 Hz; sens 94 dB 
SPL/W/m; min power 15 W; imp 8 ohms; 24 x 16 x 
I4l5'in: Sb! aegis we ES en $980/pr 


Intimate Speaker 

Acoustic-suspension speaker with 10” woofer, 1” 
dome tweeter. Features tweeter level control: oiled 
walnut or oak cabinet; black cloth grille. FR 49-20,000 
Hz +2.5 dB; crossover 5,000 Hz; sens 93 dB 
SPL/W/m; min power 15 W; imp 8 ohms; 19 x 12 x 12 
1n3297]b- mro ROM E aee TE $580/pr 


Shadow Speaker 

Acoustic-suspension speaker with 8" woofer, 1" dome 
tweeter. Features cylindrical cabinet covered with 
black cloth grille. FR 69-20,000 Hz +2.5 dB; cross- 
over 5,000 Hz; sens 91 dB SPL/W/m; min power 15 
W; imp 8 ohms; 24^ x 83%4in........... $380/pr 


Angstrom Speaker 

Acoustic-suspension speaker with 612” woofer, 1” 
dome tweeter. Features charcoal enamel cabinet; 
black cloth grille. FR 78-20,000 Hz - 2.5 dB; sens 90 
dB SPL/W/m; min power 15 W; imp 8 ohms. 1278 x 
742 x 612 in; 9 Ib; walnut or oak finish .... $350/pr 
Charcoal-enamel finish) <5 6s cece so $250/pr 


Tremor Subwoofer 
Vented subwoofer with 2 woofers in separate suben- 





closures. Features oiled walnut or oak cabinet: black 
cloth grille. FR 29-200 Hz +2.5 dB; sens 96 dB 
SPL/W/m; min power 15 W; imp 8 ohms; 27 x 6315 x 
Loan: 150/1b 7 a ee ees $1,090 ea 
With 800 W/ch x 2 internal amplification $1,790 ea 


ACOUSTIC RESEARCH 


STC 666 Subwoofer/ Satellite System 

New STC (Series Tuned Cavity) system. The STC 
subwoofer is small enough to be hidden leaving only 
the satellites visible. AR’s propriety enclosure uses 
two tuned cavities in a series configuration. Uses a 
newly developed set of enclosure parameters to 
eliminate unwanted high frequencies that would 
allow the ear to pinpoint the position of the sub- 
woofer. The first cavity works to increase efficiency 
of the loudspeaker in the bass frequencies and 
minimizes distortion by limiting woofer excursion 
near resonance. The second cavity acts as a high 
frequency output from the two 6” woofers. The 
satellites feature a black cabinet with a choice of oak 
or walnut wood trim. Sattelites have shielded drivers 
for use in video systems ........... $649/system 


TSW Series 

All TSW-series speakers feature drivers in a vertical 
array with Acoustic Blanket for precise stereo imag- 
ing, and polypropylene woofer and midrange drivers. 


TSW-910 4-Way Speaker 

Floor-standing columnar acoustic-suspension speak- 
er with Tetra-Helix tweeter mounting plate. Features 
two 12” woofers (one front-firing, one rear-firing); 8” 
lower-midrange driver; two 6.5” midranges; |” titani- 
um-dome liquid-cooled tweeter with acoustic lens; 
split crossover network. Power range 35-400 W; imp 
4 ohms; FR -3 dB (half-power) points at 28 Hz and 
32,000 Hz; sens 90 dB with 2.83 V rms input at 1 
meter on axis. Solid walnut or oak top and bottom 
with cloth-covered and black-vinyl-veneer cabinet 
and black cloth grille. 52.81 x 15.75 x 18.5-in; 140 
IDFR a deoa teet QUSE ow $2,200/pr 


TSW-810 3-Way Speaker 

Floor-standing columnar acoustic-suspension speak- 
er with Tetra-Helix tweeter mounting plate. Features 
two 10" woofers (one front-firing, one rear-firing); 
two 6.5" midranges; |” titanium-dome liquid-cooled 
tweeter with acoustic lens; split crossover network. 
Power range 25-250 W; imp 4 ohms; FR -3 dB (half- 
power) points at 33 Hz and 32,000 Hz; sens 90 dB 
with 2.83 V rms inputat | meter on axis. Solid walnut 
or oak top and bottom with cloth-covered and black- 
vinyl-veneer cabinet and black cloth grille. 42.56 x 
VSI 18,54n395:b a. 5 tecta Sd $1,900/pr 


TSW-710 3-Way Speaker 
Floor standing columnar acoustic-suspension speak- 


'er with Tetra-Helix tweeter mounting plate. Features 


two 8" filled polypropylene cone long throw woofers; 
6.5" filled polypropylene cone midrange in its own 
subenclosure; .75" titanium dome liquid cooled 
tweeter. Power range 15-175 W; imp 4 ohms; S/N -3 
dB (half-power) points at 40 Hz and 40,000 Hz; sens 
90 dB SPL with a 2.83 VRMS drive level input at | 
meter on axis. Solid American hardwood top and 
bottom (walnut or oak) with black vinyl veneer 
cabinet and black cloth space frame grille; 38.5 x 14.1 
X-I3.4n: 46 Ibis reg eee ark $1,300/pr 


TSW-610 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 
Tetra-Helix tweeter mounting plate. Features 12” 
woofer; 6.5" midrange; 0.75" titanium-dome liquid- 
cooled tweeter with acoustic lens. Power range 15- 
175 W; imp 4 ohms; FR -3 dB (half-power) points at 
40 Hz and 40,000 Hz; sens 90 dB with 2.83 V rms 
input at | meter on axis. Solid walnut or oak top and 
bottom with black-vinyl-veneer cabinet and black 
cloth grille. 32.88 x 14.06 x 13.31-in; 57 Ib$1,000/pr 


TSW-510 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 
Tetra-Helix tweeter mounting plate. Features 10" 
woofer; 6.5" midrange; 0.75" titanium-dome liquid- 
cooled tweeter with acoustic lens. Power range 15- 
150 W; imp 4 ohms; FR -3 dB (half-power) points at 
44 Hz and 40,000 Hz; sens 90 dB with 2.83 V rms 
input at | meter on axis. Solid walnut or oak top and 
bottom with black-vinyl-veneer cabinet and black 
cloth grille. 30.13 x 14.06 x 13.31-in; 49 Ib. $800/pr 


TSW-410 3-Way Speaker 

Bookshelf acoustic-suspension speaker with Tetra- 
Helix tweeter mounting plate. Features 8" woofer; 
6.5" midrange; 0.75" titanium-dome liquid-cooled 
tweeter with acoustic lens. Power range 10-100 W; 
imp 4 ohms; FR -3 dB (half-power) points at 46 Hz 
and 40,000 Hz; sens 89 dB with 2.83 V rms input at | 
meter on axis. Solid walnut or oak top and bottom 
with black-vinyl-veneer cabinet and black cloth 
grille. 24.5 x 12.31 x 11.72-in; 30.5 Ib..... $600/pr 


TSW-315 3-Way Speaker 

Bookshelf acoustic-suspension speaker with Tetra- 
Helix tweeter mounting plate. Features 6.5" woofer; 
6.5" woofer/midrange; .75" titanium dome liquid 
cooled tweeter with Tetra-Helix mounting plate. 
Power range 10-100 W; imp 4 ohms; FR-3 dB points 
at 48 Hz and 40,000 Hz; sens 89 dB with 2.83 V rms 
input at | meter on axis. Solid walnut or oak top and 
bottom with black-vinyl-veneer cabinet and black 
cloth grille.22.5 x 12.31 x 11.72-in; 30.5 Ib. $550/pr 


TSW-310 2-Way Speaker 

Floor-standing acoustic-suspension speaker with 
Tetra-Helix tweeter mounting plate. Features 10" 
woofer; 0.75" titanium-dome liquid-cooled tweeter 
with acoustic lens. Power range 10-100 W; imp 6 
ohms; FR -3 dB (half-power) points at 45 Hz and 
40,000 Hz; sens 90 dB with 2.83 V rms input at | 
meter on axis. Solid walnut or oak top and bottom 
with black-vinyl-veneer cabinet and black cloth 
grille. 27.75 x 12.31 x 11.72-in; 35.5 Ib. ... $540/pr 


TSW 115P Powered Speakers 

Fully self contained powered speakers with shielded 
drive units for video system capability. Drivers are in 
a vertical array with an Acoustic Blanket. Features 4" 
filled polypropylene cone acoustic suspension woofer 
with electronic bass extension equalization. .75" 
titanium dome liquid-cooled shielded tweeter with 
Tetra-Helix mounting plate. Power LED; volume 
control; input/output panel with 2 DIN plug for audio 
output to accessory speaker, and stereo receptacle for 
audio input. Solid walnut or oak top and bottom, 
black-vinyl-veneer cabinet.............. $400/pr 


TSW-210 2-Way Speaker 
Bookshelf acoustic-suspension speaker with Tetra- 
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Helix tweeter mounting plate. Features 8” woofer; 
0.75" titanium-dome liquid-cooled tweeter with 
acoustic lens. Power range 10-100 W; imp 8 ohms; FR 
-3 dB (half-power) points at 54 Hz and 40,000 Hz; 
sens 87 dB with 2.83 V rms input at | meter on axis. 
Solid walnut or oak top and bottom with black-vinyl- 
veneer cabinet and black cloth grille. 17.56 x 9.81 x 
SASS chee ee ate os ee ba eee 5 $380/pr 


TSW-110 2-Way Speaker 

Bookshelf acoustic-suspension speaker with Tetra- 
Helix tweeter mounting plate. Features 6.5” woofer; 
0.75” titanium-dome liquid-cooled tweeter with 
acoustic lens. Power range 10-75 W; imp 8 ohms; FR - 
3 dB (half-power) points at 68 Hz and 40,000 Hz; sens 
88 dB with 2.83 V rms input at | meter on axis. Solid 
walnut or oak top and bottom with black-vinyl- 
veneer cabinet and black cloth grille. 14.94 x 9.81 x 
supm bb cT $280/pr 


Partners Series 


Party Partner 

Bookshelf/floor standing acoustic suspension 2 way 
speaker system. Features 10" long throw woofer, 
1.14" liquid cooled dome tweeter. Sens 89 dB SPL 
with a 2.83 VRMS drive level input at 1 meter on axis. 
Power range 20-100 W; FR-3 dB points at 48 Hz and 
22,000 Hz with an effective Qof 1.15 at resonance; 
imp 8 ohm. Triangular cabinet 14 x 23.63 x 15.38-in; 
307b Cree mu ME ems $450/pr 


Powered Partner Speaker 

Acoustic-suspension booskshelf 2-way speaker with 
shielded drivers for use with TV and personal stereo 
systems. Features built-in equalized amp; on/off 
switch; volume and tone controls; AC/DC inputs; 4" 
long-throw woofer; 1" liquid-cooled tweeter. Can be 
placed on top or near TV, hung on a pole, mounted 
on wall, or clamped to a shelf with optional clamps. 
FR 50-25,000 Hz +3 dB; imp 10 kilohms. Black 
aluminum finish. Triangular shape 6 x 10.5 x 7.62-in 
d-iDeaus e sve E cT $400/pr 


Rock Partner 2-Way Speaker 

Acoustic-suspension floor-standing or bookshelf 
speaker with 8" long-throw woofer and 1.25" liquid- 
cooled cone tweeter. Triangular shaped with versatile 
mounting placements and options. FR 65-22,000 Hz 
+3 dB; max power 100 W rms; sens 88 dB SPL/W/m; 
imp 8 ohms. Black vinyl veneer. 14.75 x 9.5 x 8.75-in; 
ETSI Ye o ors ga DLE Bot CE alit udis e $300/pr 


Environmental Partner 2-Way Speaker 

Weather-resistant acoustic-suspension speaker with 
triangular shape for versatile mounting options. 
Features 4" long-throw polypropylene woofer; 1" 
liquid-cooled polymer cone tweeter. Power range 7- 
75 W; imp 6 ohms; FR 95-25,000 Hz +3 dB; sens 88 
dB SPL/W/m. Die-cast aluminum case and endcap. 6 
3:50:55 :x:7:632m: 01D Cd oy vidas oo decr $300/pr 


Active Partners 

Self contained powered 2-way speaker system with 
shielded drive units and versatile mounting system. 
Features 4" long throw woofer and liquid cooled 2" 
tweeter. Amp power 24 W. Comes with AC/DC power 
SUDDIVE coe s eR E EE E $270/pr 


ARIMS Miniature Speaker 

Acoustic-suspension speaker with rigid deep-drawn 
aluminum cabinet. Threaded inserts on rear allow 
multiple mounting options. 4" cone woofer; 1" dome 
tweeter. FR 95-25,000 Hz +3 dB; power range 7-75 
W: sens 95 dB SPL/W/m; imp 4 ohms; satin black 
finish; 7.62 x 4.75 x 4.8-in; 4.5 ]b ........ $280/pr 


a/d/s/ 
Monitor Series 


M15 Floor-Standing 3-Way Speaker 
Vertically aligned "unison" drivers (2 10" woofers 


and 5.25" midrange in separate subenclosure, 1” 
dome tweeter); woofers near floor, midrange at top, 
to control boundary effects; copolymer diaphragms; 
4th-order (24 dB per octave) Linkwitz-Riley cross- 
overs at 200 and 2,000 Hz; stainless-steel voice-coil 
former; magnetic cooling fluid in midrange and 
tweeter for high power handling and dynamic linear- 
ity; frameless perforated-steel grilles; walnut veneer 
or black. FR 30-22,000 Hz +3 dB; sens 89 dB 
SPL/W/m; imp 8 ohms. 47.3 x 11.5 x 15.8-in; 105 
IB. TS casi NEED EN ee $3,000/pr 
M12. Similar to M15 except 8" woofers; FR 36-22,000 
Hz + 3 dB; sens 88 dBSPL/W/m; 43.3 x 10.5 x 14.2-in; 


831D TCI uri T $1,900/pr 
M9. Similar to M12 except 1 10" woofer; 33.7 x 11.5 x 
BM SONG. mc OTHERS $1,400/pr 


Compact Monitor Series 


CM7 3-Way "Unison" Speaker 

7" woofer, 1.5" dome midrange, 1" dome tweeter; 
copolymer diaphragms; 4th-order Linkwitz-Riley 
crossovers at 700 and 2,000 Hz; voice-coil formers of 
stainless steel for woofer and Kapton for midrange 
and tweeter; magnetic cooling fluid in midrange and 
tweeter for high power handling and dynamic linear- 
ity; enclosure molded from polymer resin filled with 
metallic mineral for high density and inertness; 
frameless perforated steel grille. Black or white. FR 
40-22,000 Hz +3 dB; sens 87 dB SPL/W/m; imp 4 
ohms; 16.4 x 8.8 x 10.9 in; 45 Ib........ $1,400/pr 
CM6. Similar to CM7 except 2-way, with 6” woofer 
and 1" tweeter; 2,000-Hz crossover; FR 50-22,000 Hz 
+3 dB 127X 7:3 $398:07m 3316. S... $900/pr 
CM5. Similar to CM6 except 5.25” woofer; FR 65- 
22,000 Hz +3 dB; sens 86 dB SPL/W/m; 9.7 x 5.7 x 
6:93n:22]bo« eh ek Ut im A ead es $650/pr 


B8 Two Way Speaker 

Bookshelf 2 way speaker with 1” dome tweeter and 
8.5" Stifflite woofer. Power handling 15-125 W; FR44- 
22,000 Hz; imp 4 ohms; crossover freq. 2,000 Hz; 
19:7:x:11:4x:10:33n: 25 lb; black ........ $500/pr 


B7 Two Way Speaker 

Bookshelf 2 way speaker with 1” dome tweeter and 
7.7” Stifflite woofer. Power handling 15-100 W; FR46- 
22,000 Hz; imp 4 ohms; crossover freq 2,400 Hz;17.1 
x1 OOS ins 19]b: black. $420/pr 


Miniature Speakers 


300CC 2-Way Acoustic-Suspension Speaker 

5.25" high-compliance long-excursion Stifflite woof- 
er, 1” soft-dome tweeter. Features aluminum enclo- 
sure (black textured urethane with convex-steel 
grille). Available on special order in 6 custom colors 
with matching grilles and brackets (black, light grey, 
dark grey, beige, mocha, white). FR 65-20,000 Hz +3 
dB; crossover 2,000 Hz with 12 dB/octave slope; sens 
89 dB SPL/W/m; rated input 50 W continuous, 75 W 
peak program; imp 4ohms............. $430/pr 


200CC 2-Way Acoustic-Suspension Speaker 

4” high-compliance ultra-long-excursion woofer, 1" 
soft-dome tweeter; brushed-aluminum enclosure 
(textured urethane with convex-steel grille). Avail- 
able on special order in 6 custom colors with 
matching grilles and brackets (black, light grey, dark 
grey, beige, mocha, white). FR 85-20,000 Hz +3 dB; 
crossover 2,000 Hz with 12 dB/octave slope; sens 88 
dB SPL/W/m; rated input 30 W continuous; min 
input 5 W; imp 4 ohms. 6.88 x 4.25 x 4.75-in$330/pr 


ADVENT 


The Advent Maestro 

Acoustic-suspension floor-standing speaker with sol- 
id-pecan top and base with beveled edges, anti- 
diffraction baffle cover, and grille with rounded side 
edges. Features 10” black cone and surround woofer; 
2” mica-filled black polypropylene-dome midrange 
in subenclosure; 1" ferrofluid-filled soft-dome tweet 


er. FR 40-23,000 Hz «2.5 dB; min power 150 W rms; 
max power 750 W peak; sens 90 dB SPL/W/m; imp 6 
ohms. 501b; 33.25 x 16 wx 9.75-in ...... $700/pr 


The Advent Legacy 

Acoustic-suspension floor-standing liquid-cooled 
speaker with solid-pecan top and base with wrap- 
around grille. Features 10” high-excursion cone 
woofer with aluminum-coil form; |” ferrofluid-filled 
soft-dome tweeter. FR 42-23,000 Hz +3 dB; min 
power 100 W rms; max power 500 W peak; sens 88 dB 
SPL/W/m; imp 8 ohms. Black texture vinyl finish 
over dense fiberboard. 46.5 Ib; 28.25 x 16 x 9.75- 
ID ie Sorry ee RE ems Veces $399/pr 


Mini-Advent Subwoofer System 

Complete compact size subwoofer system which 
includes the Mini Advent (below) two 5.25” high 
excursion woofers, two 5.25” high excursion mi- 
dranges, and two .5” polycarbonate ferrofluid-filled 
tweeters. FR 60-21,000 Hz +3 dB; imp 6 ohms. 
Power handling 55 W rms, 165 W peak. 7 x 12 x 6.5- 
IN SIO ce A ett RC PE ES $180/ea 
Total Subwoofer System with Mini Advent... $380 


Advent Prodigy Tower 

2 way floor standing speaker with .75" polyamide 
ferrofluid-filled tweeter and 8" high excursion woof- 
er. 300 W peak 75 W rms. Finished in an oiled solid 





s fm 


AASEN 


pecan wood top and base. 28.5 x 10.03 x 8.78-in; 
25-2 S4] OER x Md rete a E T E n $350/pr 


Advent Baby II 

2 way bookshelf speaker with 6.5” woofer and .5" 
polycarbonate ferrofluid-filled hard dome tweeter. 50 
W rms, 150 W peak’ FR 60-21,000 Hz +3 dB; imp 6 
ohms. Oiled solid wood top with black texture vinyl 
over dense fiberboard. 16.5 x 11 x 6.19-in; 13 
LS 5, Oe RRO Sati RT E Re Nt $250/pr 


Mini Advent 

Compact size speaker with 5.25” high excursion 
woofer and .5: polycarbonate ferrofluid-filled tweet- 
er. FR 110-21,000 Hz +3 dB. imp 6 ohms; maximum 
power handling 40 W continuous, 120 W peak. 
Cabinet features solid pecan wood top panel with 
black foamed polystyrene speaker surrounds. 11 x 6.5 
x5: 34n240.]bS —— enc E $200/pr. 


ALLISON ACOUSTICS 


Prices may be slightly higher in some areas. 


IC-20 Image-Control Speaker 

Triangular acoustic-suspension tower speaker with 1 
side facing wall, 1 side facing in, | facing out; each 
side facing away from wall has 10" woofer, 2 3.5" 
convex midranges, 2 1” convex tweeters; relative 
balance of mids and tweeters on each panel may be 
adjusted by remote control or with switch on rear to 
direct more sound in (for precise imaging with more 
direct and less reflected sound), out (for open and 
spacious ambience with more reflected and less direct 
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sound), left, right, or centered (for equal amplitude at 
off-center listening positions); level of each panel has 
3 possible settings; LED’s on center of speaker display 
setting; drivers positioned to minimize room interac- 
tion; inside woofer pointed into cabinet, outside 
woofer pointing out; separate inputs for woofers and 
for mids and tweeters for easy biamping; auto- 
resetting resistors in each crossover; cabinet panels 
0.75"-1.25" thick, braced front-to-back and between 
panels; interior damped with glass fiber; passive 
parallel half-section crossovers at 350 and 3,750 Hz; 
oak, walnut, or black. FR —3 dB at 28.5 Hz, —8 dBat 
21 Hz; imp 6 ohms nominal, 8 average, 5 min; power 
range 30-400 W/ch; sens 87 dB SPL/2.83 V/m; 48 x 21 
x:12Hn- LOO Tbr ir. feat. eee $4,900/pr 


CD9 3-Way Floor-Standing Speaker 
Stabilized-radiation-loading speaker with 10” woof- 


Tr ar 


-crrind hattar than thea nr 
SOUP IC WC LLEI AIAI UIC C 


Y cartridge trom 
-AT UICC 


er, 3.5" convex-diaphragm midrange, 1” convex- 
diaphragm tweeter, designed for placement against 
single wall. LC half-section crossover network; 
switches to select system acoustic power response 
(flat to concert-hall balance slope); walnut or oak- 
veneer cabinet with hand-rubbed lacquer finish; steel 
base. FR down 3 dB at 35.5 Hz; crossovers 350 and 
3,750 Hz; imp 4 ohms; efficiency 0.796 at floor/wall 
intersection; power range 30-200 W; 37.5 x 12.5 x 
I0: 7 SsIn oie eet e retta Ete $1,300/pr 


CDS 3-Way Floor-Standing Speaker 

Stabilized-radiation-loading speaker with 8" woofer, 
3.5" convex-diaphragm midrange, 1” convex-dia- 
phragm tweeter. LC half-section crossover network 
with switches to select system acoustic power re- 
sponse from flat to concert-hall slope. Walnut- or 
oak-veneer cabinet with hand-rubbed lacquer finish. 


BETTER SOUND 





Crossover frequencies 450 and 3,750 Hz; efficiency 
0.7%; power range 30-200 W; response —3 dB at 39 
Hz::28:62:x:10/5 x410:5-10m; wes Howe awe $950/pr 


CD7 2-Way Floor-Standing Speaker 

Stabilized-radiation-loading speaker with 8” woofer, 
1” convex-diaphragm tweeter, designed for place- 
ment against single wall. LC crossover network with 
premium chokes, computer-grade capacitors; wal- 
nut- or oak-veneer cabinet with hand-rubbed lacquer 
finish. Crossover 2,000 Hz; response —3 dB at 41 Hz; 
imp 4 ohms; power range 15-150 W; 26.5 x 9.62 x 
962: a. ood En Ve En store E ees sora HIT $600/pr 
CD6. Same as CD7 except for wall or shelf mounting; 
response —3 dB at 46.5 Hz; 11.25 x 11.25 x 11.25- 
If ous Stated ere ANS EUN ae wena eas $460/pr 


Series LC 100 Speakers 

2-way stabilized-radiation-loading speakers which 
perform optimally standing on floor away from walls. 
All have walnut-grain vinyl cabinet and Allison 
convex-diaphram 1" tweeter; LC crossover network 
with 2 chokes and premium capacitors. Crossover at 
2,000 Hz; sens 90 dB SPL/2.83 V/m; power range 15- 
150 W. 


LC 145. 8" woofer; response -3 dB at 35.5 Hz. 25 x 


15:637: 521065 a mos s Keene v na $420/pr 
LC 120. 8” woofer; response — 3 dB at 41 Hz. 21.75 x 
13:75 3€ TES Meo ONUS onde s te Ne GE $350/pr 


LC 110. 8" woofer; response —3 dB at 46.5 Hz. 18 x 
11.5 x 7.5-in; available in oak and black vinyl 
finishes es anion ie Te CES QE CE scans $290/pr 


Mini Speakers 


Mini 2P Powered Speaker 

Mini speaker with 4" long throw woofer and 1" dome 
tweeter. LC type crossover operating at 2,000 Hz. Sens 
90 dB SPL, 2.83 v/1M. Power range 5-50 W; imp 6 


ohms; 723x446 KAI in «owed rel $359 set 
Mini 2 

Similar to above except not powered. Power handling 
5-50 W/ch; imp 6 ohms... eoe os vs $198/pr 


Mini 2 SW Subwoofer 

Less than | cubic foot compact subwoofer with 8" 
woofer and two complete crossover networks operat- 
ing at 150 Hz. Sens 90 dB sPL 2.83 v/IM; power 
handling 10-100 W; imp 4 ohms. 11.25 x 11.25 x 


I 13258 eoe b oret fears os as IS $289/ea 
Mini 2 & Mini 2 SW 3 Piece System..... $459/set 
Wall Brackets for Mini 2 and 2P......... $50/pr 


ALTEC LANSING 


Bias 550 Pentamplified Speaker System 

Six speaker system with two 10” carbon fiber 
subwoofers, 8" carbon fiber woofer, 6" carbon fiber 
upper midrange coupler, diamond-coated polyimide 
2" upper midrange, and |” tweeter. Amplification 
(five way powered system), subwoofer 250 W 4 ohms, 
woofer 125 W 8 ohms, midrange 125 W 8 ohms, 
upper midrange 125 W 8 ohms, tweeter 75 W, 8 
ohms. FR 20-22,000 Hz +2dB.......... $12,000 


510 3-Way Tower Speaker 

Acoustic suspension speaker with bi-amp capability 
and adjustable crossover with two 10" carbon fiber 
woofers, 2” midrange, 1° dome tweeter, each with 
polyimide vacuum deposited titanium. Power range 
150 W nom.- 300 W max; sens 93 dB W/m; imp 4 
ohm»46x 125 13 Sins aoc 2002-4755 $1,500/pr 


508 3-way Tower Speaker 

Acoustic suspension with two 8” woven carbon fiber 
cones, 2” midrange, 1" tweeter, each with polyimide 
vacuum-deposited titanium housed in walnut veneer 
high density pressed-wood cabinet. FR 40-20,000 Hz 
+ 3 dB; sen 90.5 dB SPL W/m; power handling 125 


W-250 W max; 40x 10.5x llin....... $1,000/pr 


EPICURE 





Epicure Products Incorporated understands that creating loudspeakers of the highest fidelity and refinement requires a balance of inspired 
engineering and unconventional artistry. Only then can we reinvent form and function to bring you realistic sound from speakers of real 
beauty. Write for our brochure. Epicure Products Incorporated, 25 Hale St., Newburyport, MA 01950. HI A Harman International Company 
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305 3-Way Acoustic Suspension Speaker 

Acoustic suspension with 10” carbon fiber woofer; 2” 
midrange; 1" tweeter. Power range 125 W nom-250 
W max; sens 93 dB W/m; imp 8 ohm; 27 x 14.5 x 12- 
iH. er PRETI E bs eet $750/pr 


205 3-Way Speaker 

Acoustic-suspension speaker with 8" carbon fiber 
woofer, 2” midrange and 1” polyimide/titanium 
tweeter. Power handling 75 W nom - 150 W max; sens 
91 dB W/m; imp 6 ohm 22 x 12 x 9-in ... $550/pr 


105 Bookshelf Speaker 

2-way acoustic suspension speaker with 6" carbon 
fiber woofer and 1" polyimide/titanium tweeter. FR 
50-20,000 Hz +3 dB; power range 50 W nom-100 W 
max; sens 91 dBSPL/W/m; imp 6 ohm; 17 x 9.5 x 8.5- 
ID dee eiie dc I ES $350/pr 


95 3-Way Speaker 

Acoustic suspension speaker with 8" carbon-filled 
polypropylene woofer; 4" midrange; 20mm polyi- 
mide dome tweeter. FR35-22,000 Hz; power handling 
75 W nom-150 W max; sens 92 dB SPL/W/m; 22 x 12 
oe boyy Aull E AP tre meo TIUS Loi cs seta $300/pr 


85 2-Way Bookshelf Speaker 

Acoustic suspension speaker with 6.5" carbon-filled 
polypropylene woofer; 20mm polyimide dome tweet- 
er. FR 35-22,000 Hz; power handling 50 W nom-100 
W max; sens 92 dB SPL;17 x 9.5 x 8.5-in ... $200/pr 


55 Weatherproof Speaker 

Compact indoor/outdoor speaker. 2-way acoustic 
suspension with 4" carbon fiber cloth woofer rein- 
forced with epoxy and a 20mm polyimide dome 
tweeter. FR 85-20,000 Hz +3 dB power range 40 W 
nom-80 W max; nominal impedance 4 ohm; 9.38 x 7 
KES LAM ese redo OR eee ase $250/pr 


PSW-10 Active Subwoofer 

Powered subwoofer with a built-in 100 W amplifier. 
Features 10” carbon fiber woofer. FR 26-150 Hz +3 
dB. Input imp line amp 7,000 ohms; 17.5 x 17.5 x 
Sanie va er eee en terre rur: $800/ea 


AMBRIA BY PARASOUND 


S-2000 5-Piece System 

Subwoofer obelisk with 6 drivers; 4 satellite 2-way 
speakers (for pole, wall, ceiling mount with Ambria 
fixtures); black or white; subwoofer hand-rubbed 
piano-grade lacquer. FR 28-22,000 +3 dB; sens 92 
dB; imp >4 ohms with up to 10 satellites; subwoofer 
ILKA GIN 5 Se ICE $1,750/system 
S-1000. Similar to S-2000 except 3 pieces; subwoofer 
obelisk has 4 drivers; 2 satellite speakers. FR 35- 
22,000 +3 dB; imp >4 ohms with up to 6 satellites. 


Subwoofer 9 x 9x 35in............ $900/system 
S-100. Extra satellite speakers for S- 1000 and S-2000 
systems. Black or white..............5. $335/pr 


S-150 2-Way Link Speaker 
Molded enclosure; volume control; black or white. FR 
70-22,000 Hz +3 dB; sens 92dB........ $495/pr 


AMERICAN ACOUSTICS 


PSW-200 Powered Subwoofer 

Fifth order crossover network with parametric EQ. 
LED display and individual gain, frequency and boost 
controls. 15” vented; 15” polymer coated; 2” voice 
coil; FR 28-80 Hz; user adjustable sens; power 
handling 400 W/rms;19.5 x 22.5 x 18.75 in $699 ea 


D9550 5-Way Tower Speaker 

12" 5-way speaker. Features 12” polymer foam 
surround woofer; 2-5” sealed back with ferrofluid 
midrange; | soft-dome polymer tweeter; 1 3" cone 
tweeter; crossover frequency 600 Hz; FR 32-22,000 
Hz; sens 99.5 dB/W/m; imp 8 ohm; peak power 
handling 410 W; warm oak or black ash finish; 40.88 
HUSA UL ASO NTE o esr eere ett i $400 ea 


D8550 3 Way Speaker 

Vented speaker with 15" polymer coated woofer; 5" 
sealed back ferrofluid damped midrange; soft dome 
polymer ferrofluid tweeter. FR 37-22,000 Hz; sens 
98.5 dB W/m; imp 4/8 ohm; crossover frequency 700 
Hz, 5,000 Hz; power handling 205 W/rms, 410 
W/peak; 30.38 x 18.5 x 14.5 in.......... $350 ea 


D5550 4 Way Speaker 

Vented design with 15" polymer coated woofer, 5" 
sealed back ferrofluid midrange; soft dome polymer 
ferrofluid tweter, 3" come ferrofluid tweeter. FR 43- 
22,000 Hz; sens 96.5 dB W/m; imp 4/8 ohm; 
crossover frequency 1,700 Hz, 6,000 Hz; power 
handling 120 W/rms, 240 W/peak; 27 x 15.5 x 10.25 
Dc. verrai eMe c» hie ln E NEU $230 ea 


D4550 3 Way Speaker 

Vented design with 10" polymer woofer; 5" sealed 
back ferrofluid midrange; soft dome ferrofluid tweet- 
er. FR 45-22,000 Hz; sens 95.5 dB W/m; imp 4/8 ohm; 
power handling 80 W/rms, 160 W/peak; 24 x 15 x 10 
jM russe RE GAG are = reete o $170 ea 


D3550 Bookshelf Speaker 

2 way vented design with 8" polymer woofer; soft 
dome polymer ferrofluid damped and cooled tweeter. 
FR 60-22,000 Hz; sens 94.5 dB W/m; imp 4/8/ ohm; 
power handling 45 W/rms, 90 W/peak; 18.5x 11.25 x 
SURE e eie E ER a Ue $120 ea 


D2550 Bookshelf Speaker 

2-way vented bookshelf speaker with 6.5" polymer 
woofer; soft dome polymer ferrofluid tweeter. FR 65- 
22,000 Hz; sens 91.5 dB W/m; imp 4/8 ohm; power 
handling 40 watts continuous, 80 watts peak; 12.75 x 
DB y» eg Maison AUN 0 1 eee eas $100 ea 


ANGSTROM ASSOCIATES 


Reflexion 3-Way Speaker 

Floor standing 3-way tuned port speaker with 25 mm 
polyamide dome tweeter, twin 205 mm polymere 
loaded polypropylene low/mid frequency drivers 
with butyl suspension. FR 35-20,000 Hz +2 dB; 
dynamic power range 7-200 W at 1096 clipping; 
crossover 250 Hz difference filter 2,000 Hz acoustic 
Butterworth; sens 95 dB SPL/2.83 vrms at IM;nominal 
mp ‘6 ohms. 315 x. 105 x 12:5-in 97 
ID/pr: 5:3 eve ee ser ES $995/pr/w/stands 


Reference 2-Way Speaker 

Floor standing 2-way tuned port speaker with 25 mm 
ferrofluid cooled cloth dome tweeter; 205 mm 
polymere loaded polypropylene woofer with butyl 
suspension. FR 37-20,000 Hz +2 dB; dynamic power 
range 10-150 W at 10% clipping; crossover 2,500 Hz 
acoustic Butterworth; sens 90 dB SPL/2.83 vrms at IM; 
nominal imp 8 ohms; 24.25 x 10.5 x 12.5-in; 72.5 
| of 5) cp oe See AA e oe $795/pr/w/stands 


New Image 2-Way Speaker 

2-way tuned-port design with 25mm ferrofluid 
cooled cloth dome tweeter, 200 mm polymere loaded 
polypropylene woofer with neoprene suspension. FR 
37-20,000 Hz +2 dB; dynamic power range 12-100 
W at 1096 clipping; crossover 2,500 Hz asymetrical 
2nd order; sens 89 dB SPL/2.83 vrms at IM; imp 8 
ohms; 12.5 x 10.5 x 12.5-in; 70 lb/pr ..... $550/pr 


Radix Series 


Radix 500 Floor Standing Speaker 

3-way, tuned port speaker with twin low/mid drivers 
of 200mm polymer loaded polypropylene with butyl 
suspension, 25mm hi-temp voice coil, with alumi- 
num former. 25mm polyamide ferrofluid cooled 
dome tweeter. FR40-20,000 Hz + 2dB; sens 94 dB SPL 
2.83 vrms at | m; power range 7-150 W; imp 6 ohms. 
43,5 X3 OSX OST 38 IDA ee e ene tee $800/pr 


Radix 400 Floor Standing Speaker 
3-way, tuned-port speaker with twin low/mid drivers 


of 165mm polymer loaded polypropylene with butyl 
suspension, 25 mm hi-temp voice coil, with alumi- 
num former. 25 mm polyamide ferrofluid cooled 
dome tweeter. FR 40-20,000 Hz + 2dB; sens 93 dB SPL 
2.83 vrms at | m; minimum power 10 W; max power 
handling 100 W; imp 6 ohms. 37.5 x 8.5 x 9.375-in; 
SES opel e c AC C. LER Me IUS S MESE UA $650/pr 


Radix 300 Bookshelf Speaker 

2-way, tuned-port speaker with low/mid driver of 
200mm polymer loaded polypropylene with butyl 
suspension, 25mm hi-temp voice coil with alumi- 
num former. 25mm fabric fabric dome tweeter. FR 
45-20 Hz +2 dB; sens 91 dB SPL 2.83 vrms at 1M; 
power range 12-85 W; imp 8 ohms. 24.5 x 9.5 x 9.375- 
IME? 75 ID eise ZEE EE $475/pr 


Radix 200 Bookshelf Speaker 

2-way, tuned-port speaker with low/mid driver of 
200mm polymer loaded polypropylene with butyl 
suspension, 25mm hi-temp voice coil with alumi- 
num former. 19mm polyamide dome tweeter. FR 50- 
20,000 Hz +2 dB; sens 89 dB SPL 2.83 vrms at 1M; 
power range 15-70 W; imp 8 ohms. 18.8 x 8.5 x 9.375- 
PER d esses see eee Reena Be NR $350/pr 


APOGEE ACOUSTICS 


Diva 3-Way Ribbon Speaker 

Full-range ribbon speaker with adjustable seamless 
crossover. Features trapezoidal woofer ribbon; sepa- 
rate midrange and tweeter ribbons. SPL 115 dB; imp 4 
ohms. 73 x 31 x 3-in;150 lb ea ......... $7,500/pr 


Scintilla Full-Range Ribbon Speaker 

Full-range ribbon speaker with internal seamless 
crossover. Features trapezoidal woofer ribbon; inte- 
grated, coalescent midrange/tweeter ribbon that uti- 
lizes filed magnetic and electromagnetic constraints. 
SPL 110 dB; imp 4 or | ohms. 57 x 30 x 3.5-in; 140 Ib 
CA 3 sch, SOTA M RID ARA csi rea $3,995/pr 


Duetta 2-Way Ribbon Speaker 

Mid-size 2-way full-range ribbon speaker. Utilizes 
ribbon transducers for both midrange/tweeter and 
woofer. Features trapezoidal woofer ribbon; combi- 
nation midrange/tweeter ribbon; internal seamless 
crossovers. SPL 100 dB; imp 4 ohms. 58 x 26 x 3-in; 
[15:1D8375.—— cet a e eri PTS $3,495/pr 


Dedicated Active Crossover. For Diva and Duetta 
Speakers. For use with with balanced amps or single 
ended amps. LED display indicates levels of woofers 
and midrange/tweeter ........0......008- $3,250 


Caliper 2-Way Ribbon Speaker 

Mid-size 2-way full-range ribbon speaker. Features 
trapezoidal woofer ribbon; narrow-canted combina- 
tion midrange/tweeter ribbon; seamless crossover 
circuitry. SPL 105 dB; imp 3 ohms. Taupe or grey 
finish. 48 x 24 x 2-in; 70 Ibea.......... $2,395/pr 


ARCAM 


Arcam One+ Speaker 

Solid-construction, reflex-loaded cabinets with ultra- 
rigid medite front baffles. Features genuine wood 
veneers; polymer coned bass-midrange match propri- 
etary dome tweeters via 8-element crossovers; FR 35- 
20,000 Hz; 100 W power handling; imp 8 ohms; 
optional walnut or black finish. 10.15 x 12.48 x 20.20 
Dues riesce Noche LO rac $799/pr 


Arcam Two+ Speaker 

Solid-construction, reflex-loaded cabinets with ultra- 
rigid medite front baffles. Features genuine wood 
veneers; polymer coned bass-midrange match propri- 
etary dome tweeters via 8-element crossovers, which 
may be biwired using separate cable runs from the 
amplifier to the bass/midrange and treble sections; FR 
42-20,000 Hz; 70 W power handling; imp 8 ohms; 
optional walnut or black finish. 8.77 x 11 x 14.88 
ADR eats aoe a Rico Sel VEU TY eM as $599/pr 
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FROM THE PEOPLE WHO GIVE YOU 
ACCURATE SOUND, NOW COMES 
MORE ROOM TO ENJOY IT. 


INTRODUCING THREE SPACE-SAVING LOUDSPEAKERS peak power, a more efficient 8” woofer and a polycarbon- 

FROM ADVENT. Now you can enjoy the accurate sound of ate dome tweeter for improved dispersion. 

Advent" in more places than ever. Our three new speakers THE BABY Il. Last, but not littlest, is the improved Baby 

give you the clean, clear sound you expect from Advent, Advent. Just as compact as the original Baby, but with a 

yet take up less space to do it. couple of changes that show its maturing quite nicely. Like 

THE MINI-ADVENT AND MINI-ADVENT SUBWOOFER a ferrofluid-filled polycarbonate dome tweeter and re- 
adjustable logo for horizontal and vertical speaker 











SYSTEM. Mini-Advents are the perfect size for book- is 


shelves. Desks. Even walls and ceilings, using our 
optional mounting brackets. They're small, but get 
big sound with 54" high excursion woofers, poly- 
carbonate tweeters, 120 watts peak power and a 
tuned bass port. Or, add our subwoofer. It gives 
Mini-Advents the bass of a much larger 

system and creates exceptional stereo 

imaging for audio/video or surround 


sound systems. 

THE PRODIGY TOWER. Taller and 
thinner than our still-famous Advent 
Prodigy, the Prodigy Tower gets 
maximum sound using minimum 
floorspace. How? With 300 watts 


© 1988 International Jensen Inc 
Advent" is a registered trademark of International Jensen Inc 





placement. 

All three new Advents have natural wood tops 
and bases. Even if you never hooked them up, 
they'd make great looking furniture. 

Come in to your nearest Advent dealer and 
listen to the new Mini-Advent, Prodigy Tower 

and Baby Advent. And don't 
worry about the crowds. With 
these speakers, theres „ES 


always plenty of room. OQ 


/ADN END 


_ Sound as it was meant to be heard. 
" CIRCLE NO. 73 ON READER SERVICE CARD 





Ohm CLS Drivers 
Make Your 
Speakers Disappear 


From Our $5000 Walsh 5 to 
Our $600 Sound Cylinders 
the Critics are Impressed. 











Ohm speakers give a stereo image 
that is solid from font to back, up 
and down as well as side to side. 


Conventional speakers usually pro- 
duce at best a narrow flat image ex- 
tending from speaker to speaker. 





21988 Ohm Acoustics Corp. 1 ©1988 Stereophile 2 ©1988 Diamandis Communications Inc. 3 ©1988 Stereo Review 4 ©1988 The New York Times 


Stereo Review 1-88 

*"The sound of the Ohm Sound 
Cylinders was smooth, bal- 
anced and thoroughly enjoy- 
able, well beyond what anyone 
would expect from such a 
small, light speaker. Its disper- 
sion was subjectively complete, 
and we were never aware of 
the speakers as distinct sound 
sources, no matter how much 

t we moved around the 
room...these speakers certainly 
offer impressive value for their 
price and size.'" 











Stereophile sss 

**... The Walsh 5 is a full-range 
speaker that is quite clean and 
images well...a Great Ameri- 
can Speaker...one of the few 
dynamic speakers that my jaded 
electrostatic taste buds could 
live with...a clear Class B 
choice’’-the highest rating any 
speaker has yet received.’ 


Audio css 


*"The Walsh 5 is one of the 
cleanest speakers available...I 
perceived remarkable depth and 
spaciousness to music well 
recorded in a concert hall. This 
spaciousness did not result in a 
vague mass of sound: image lo- 
cation is sharply defined and ac- 
curately placed...They are a 
masterpiece of the speaker de- 
signer's art.” 


New York Times 3-ss 

**. ..the various frequencies 
emerge in their natural phase re- 
lationship--more than in conven- 
tional designs. To what extent 
this accounts for the speakers 
fine sound may be debatable, 
yet there is no question that the 
Ohm Sound Cylinders repre- 
sent an excellent bargain, with 
a clarity and richness of sound 
rarely found in a speaker of 
this size and price." 


Audiophile File -ss 

‘*This speaker is sonicly invisi- 
ble at most times, and only a 
rare few times was I able to dis- 
tinguish the output of a speaker 
as opposed to the music field 

as a whole.” ... This speaker is 
the most group friendly speaker 
I have ever auditioned, bar 
none...the sound stage presenta- 
tion remains constant over a 
large area. I rate the Ohm 4XO 
a ‘must buy"? 





With Ohm speakers the stereo image 
spreads all across the sound stage 
even when you move away from the 
center of the room 


With conventional speakers the entire 
performance seems to only come from 
the speaker nearest you. 





With Ohm speakers everyone in the 
listening area gets full spatial fidelity. 


With conventional speakers only at a 
small centered sweet spot can a sin- 
gle listener hear a decent stereo image. 


High Fidelity 1-8: 

**Ohm's smallest Sound Cylin- 
ders are a reasonable value for 
your dollar. That value goes up 
if you need a speaker that can 
perform well in a variety of 
room placements. And if your 
interior decorator falls to pieces 
at the mere mention of floor- 
standing loudspeakers, head 
straight for your Ohm dealer.’’° 


Find out about buying, directly 
from the factory by calling toll 
free 800-221-6984 


CIRCLE NO. 79 ON READER SERVICE CARD 


For Those Who Care to Listen 





PINNACLE 





Specialists in Compact Speakers 


KAALIN 
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6 6 At lower levels the sound character of the PN5+ system was 
amazingly close to that of our reference speakers, which 
cost nearly twenty times as much!...Quite remarkable...!22 


Pinnacle's entire product focus is on 
quality compact speakers. We concen- 
trate our efforts to make the best small 
speakers on the market. And we do. 
Pinnacle engineers have developed our 
exclusive patent pending Diaduct™ port 
design. We strategically angle the port 
deep inside the cabinet to 
allow enough length for 
proper tuning. The result is 
surprisingly deep tight bass 


CALL OR WRITE FOR INFORMATION 


PINNACLE ` 


Stereo Review Magazine January 1988 


from a small enclosure. In fact, the 
sound character of Pinnacle compact 
soeakers is often mistaken for that of 
much larger more costly speakers. You 
will enjoy a full bodied musical expe- 


rience from speakers as small as one 
foot high. Pinnacle delivers full 
spectrum sound in a 
compact format. Priced 
from $169/pair at audio 
dealers nationally. 


Specialists in Compact Speakers 


PINNACLE® SPEAKERS 
DESIGNED AND MANUFACTURED 
IN THE U.S.A. 


547 ROUTE 444, HAUPPAUGE, NY 11788 
(516) 360-9440 


© Copyright 1988 Inter-Ego Systems, Inc. 
Pinnacle? is a registered trademark of Inter-Ego Systems, Inc. 
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Arcam Three+ Speaker 

Solid-construction, reflex-loaded cabinets with ultra- 
rigid medite front baffles. Features vinyl wrap; 
polymer coned bass-mid range match proprietary 
dome tweeters via 8-element crossovers, which may 
be biwired using separate cable runs from the 
amplifier to the bass/midrange and treble sections; FR 
47-20,000 Hz; 50 W power handling; imp 8 ohms; 
optional walnut or black finish. 7.13 x 10.35 x 13.43 
inops vp eue OPE IA e aeree o> $349/pr 


ATC LOUDSPEAKER 
TECHNOLOGY 


SCM-400 Speaker 

Four 12" cone woofers, 3" soft dome midrange. Sens 
94 dB/W/m, seperate 3-way 24 dB/oct active cross- 
over with adjustable phase, gain, crossover frequen- 


cies, and employs momentary gain  reduc- 
TORS. 24 ite 3 qur oc. TERRI $9,000/pr 
SCM-500. Similar to above except two 15" cone 
WOOISIS Mee ATE) Camera toit M ETE $8,000/pr 
SCM-200. Similar to above except two 12" cone 
WOOIGES 2 ma eaa o See ESL $7,000/pr 


SCM-50 Speaker 

Bass-reflex floor-standing near-field studio control 
monitors with drivers employing soft domes, short 
voice coils in long magnetic gaps, high-flux density, 
dual suspensions, and cast frames for low distortion 
and high SPL. Features 9” cone woofer; 3” soft-dome 
midrange; 1” dome tweeter; min power 50 W rms; 
max power 500 W rms; sens 85 dB SPL/W/m; imp 8 
ohms. Oak and black standard finishes. 28 x 12x 16- 
TONS SD Cale oe omen poen 2 $6,000/pr 
SCM-50A. Similar to SCM50 except contains 3-way 
modified active crossover with phase correction 
driving 3 amps (200-W bass, 100-W mid, 50-W 
highs). Overload protection by active FET momen- 
tary gain reduction plus tweeter thermal protection 
by light distinguishing resistor (LDR). Well balanced 
continuous SPL of 112 dB with substantial transient 
headroom. 28 x 12 x 16 in; 95 lbea..... $9,000/pr 
SCM-100. Similar to SCM50 except 12" cone woofer. 
Sens 88 dB SPL/W/m, max continuous SPL 115 dB 
plus transient headroom; FR 35-18,000 Hz +3 dB, 
60-12,00. Hz +2 dB. 16 x 33 x 19 in; 115 Ib 
eq iie ber ME. ces SOC cem e $8,000/pr 
SCM-100A. Similar to SCM50A except 12" cone 
woofer, max continuous SPL 115 dB plus transient 
headroom. 16 x 33 x 19 in; 125 lb ea... $11,000/pr 


AUDIO CONCEPTS 


All Audio Concepts'speakers are in kit form. Full kits 
include everything needed to make a speaker. All 
speaker drivers are from a variety of manufacturers 
world-wide. Refer to the 1988 Audio Concepts cata- 
logue for more specific details. 


Super Titan 3-Way Speaker 

Floor standing speaker with 2 12" woofers, dome 
tweeter, and 1 midrange. Power range up to 300 W 
rms; FR 30-20,000 Hz +3 dB; sens 92.5 dB W/m. 36.5 
MUA Pinte [0:523 lie ftr als E ER $900/pr 


Sapphire 2-Way Speaker 

Hybrid 7" woofer. Power range up to 125 W rms; FR 
65-20,000 Hz +3 dB; sens 90 dB W/m. 36x 13x 12.5 
Tila he uen inpet ha Aute c a e nes AT $670/pr 


G2 3-Way Speaker 

Aperiodic 10’ woofer. Power range up to 200 W rms; 
FR36-20,000 Hz +3 dB; sens 89 dB W/m. 28 x 14x 
Jer oen e LOU Arte a $430/pr 


Pulse Subwoofer 

Dual 10" subwoofer. Power range up to 200 W rms; 
FR 34-400 Hz +3 dB; sens 87 dB W/m. 18x 14.5 x 17 
de DENTIS TEE e e? $416/ea 


Compact Monitor 
2-way with Aperiodic 7" woofer. Features maximum 


power handling 125 W rms. FR 43-20,000 Hz +3 dB; 
sensitivity 87 dB SPL/W/m. 16 x l0x 8 in. $400/pr 


Laser 

Sealed dual 8" woofers. 3-way speaker. Power range 
up to 150 W rms; FR 48-20,000 Hz -- 3dB; sens 93 dB 
W/m;x35599105912:5 1m V. — i oes RES $380/pr 


C2 

Sealed 8" woofer 2-way speaker. Power range up to 
100 W rms; FR 48-20,000 Hz +3 dB; sens 90 dB 
WIMP IIRAS Nn a voz DES $240/pr 


AUDIO PRO BY SONIC RESEARCH 


A4-14 Biamplified Speaker System 

Biamplified 3-way bass-reflex bookshelf speaker in- 
corporates Ace-Bass subwoofer with two 5” down- 
firing rear-mounted woofers and own amp, flush- 
mounted 4.5” cone midrange, 1” soft-dome tweeter 
with separate amp. Features room-matching bass 
control, tweeter control, sens control (100 mV-50 V 
range), L/R signal pushbutton, bass-blend push- 
button control, power on/off signal-actuated in auto- 
mode; walnut or black-ash finish; speaker stands 
included. FR 30-20,000 Hz +2 dB; crossovers 300 
and 2.5 kHz; distortion 2% at 96 dB SPL/half-space/m 
at 30 Hz; 20.5 x 2.12 x 10.5-in ..... $1,950/system 


A2-2 Mini Powered Speaker 

Mini speaker with Ace-Bass and Ace-Plus circuits in 
each channel. Includes volume control, three line 
inputs and tape output on amp carrying case. FR 50- 
20,000 Hz; sens 99 dB SPL/W/m. Glossy lacquer 
finish available in white, black, red or grey. 8.25 x 5.5 
x 413-2:22 1D 5 $e ces vare $1.850/system 


Ace-Plus Powered Mini-Speakers 

Speaker system driven by a 50 W/ch Audio Pro Ace- 
Plus amplifier. 4.25" woofer; .75" tweeter; FR50- 
20,000 Hz +1.5 dB; glossy lacquer finish, white, 
black, red, or grey. system price includes carrying 
Case: 8.25 x 5. Sox 4 TA us $1,850/system 


Amplified Subwoofers 


B4-200. Super subwoofer features 4 long-throw 8" 
woofers; built-in 150-W amp giving 1 10 dB SPL from 
20-200 Hz 1.5 dB; active variable crossover; sens 
control; soft-clipping circuit; 44.5 x 21.5 x 21.5-in; 
walnubfinish o 1 ub ron tates d onus $3,295 ea 
B2-70. Floor-standing subwoofer with two 8” cone 
woofers, built-in 80-W amp, and active variable 
crossover. FR 20-200 Hz +3 dB; 103 dB SPL from 20- 
200 Hz +1.5 dB. Walnut, black ash, or white laquer 
finish. 24 x 20 x 17-in; 901b ............ $1,450/ea 
B-145. Floor-standing subwoofer with 10" cone 
woofer and built-in 40-W amp. FR 30-200 Hz +3 dB; 
102 dB SPL from 30-200 Hz +1.5 dB. Walnut finish. 


2025 x 14.75 x: 14:7353m 48 Ib wee ek $985/ea 
Black, white lacquer finish ............. $885/ea 
AUDIOSOURCE 


LS-Twelve Speaker 

Floor standing/bookshelf 2-way speaker with 6.5" 
polypropylene woofer and 1" soft dome ferrofluid 
cooled tweeter. FR 40-20,000 Hz; sens 93 dB; imp 8 
ohms; power capacity 90 W; available in oak veneer, 
black or white enamel over high density particle 
board with metal grille; 22.88 x 8.63 x 7.88-in; 17.5 
lb.loinuuv sare s ry aaa ke Re $380/pr 


LS-Nine Speaker 

Box speaker intended for bookshelf placement. Fea- 
tures L-C crossover at 3.5 kHz. Contains 8" polypro- 
pylene woofer; 1” tweeter. FR 65-20,000 Hz +3 dB; 
max power 80 W; sens 88 dB; imp 6 ohms; white oak 
with cloth grille; 11.36 x 17.62 x 8.31-in .. $320/pr 


LS-Eleven Speaker 
Compact acoustic suspension speaker with two 4' 
polypropylene woofers and 1" ferrofluid cooled soft 


dome tweeter. Video shielding for hi-fi video applica- 
tions. FR 60-20,000 Hz; sens 89 dB; imp 8 ohms; 
power capacity 80 W; available in oak or walnut 
veneer, or black or white enamel over high density 


* particle board with metal grille. 14.5 x 5 x 5.75 in; 


Fd God o TER M MAE Caria qe $260/pr 


LS-One Speaker 

Acoustic-suspension 2-way speaker with 4" polypro- 
pylene woofer, 1" ferrofluid cooled soft dome tweeter. 
Video shielding for hi-fi video applications. FR 100- 
20,000 Hz; power range 12-40 W; imp 8 ohms; sens 
87 dB sPL/W/m; crossover 2.5 kHz; black cast- 
aluminum enclosure with metal grille, available in 
walnut or oak veneer, or black metal or weather tight 
finishes:8 x:5x 469-30 sn... below. Lua $220/pr 


B&W LOUDSPEAKERS 


808 Ported Speaker 

Floor-standing speaker with two 300-mm thermo- 
plastic cone woofers, two 100-mm polyamide matrix- 
cone midranges, 32-mm polyamide dome tweeter. 
Features computer-optimized drivers and cabinet; 
Audio Powered Overload Circuit; 4th-order Butter- 
worth crossover; sep terminals for bi and triamping. 
FR 30-20,000 Hz +2 dB; min power 100 w; sens 91 dB 
SPL/W/m; imp 8 ohms; walnut, or black ash finish; 
41:25:x:25:75/ x20 ins 80/1b 21125238. $8,000/pr 
Rosewood finislizoiz € sie IV. $9,000/pr 


Matrix 801 Series 2 Speaker 

Floor standing 6th order Butterworth vented sytem 
with vertically aligned drivers to minimize time 
delays. APOC to prevent driver damage. FR 20- 
20,000 Hz +2 dB; imp 8 ohms; power range 50-600 
W. 39.75 x 17 x 22-in; 110 Ib ea. Available in walnut 
orblackcashb Pr ben. ane ACC SR $5,000/pr 
Rosewood! finish; «13, 9 dile $6,000/pr 


CM2 Matrix Mini Tower 

Floor standing 4th order Butterworth vented system 
consisting of CMI head unit crossing over at 150 Hz 
into sub-woofer section forming the stand. B&W 
matrix enclosure is employed in both stand and head 
module. APOC system. Imp not less than 4 ohms; 
power range 50-200/W. 39.19 x 6.38 x 8.31-in; Base 
width 10 x 9.5-in d. Finish column-black, white, 
nextebgrey; walnut ors s. uc $1,750/pr 
Résewaod:fBinishie: 0x Bihan bu $2,100/pr. 


Matrix Series 2 Speakers 


All Matrix speakers feature an electronic time delay 


overload protection, homopolymer polypropylene 
bass/mid drivers, and ferrofluid-cooled tweeters. Ma- 
trix enclosure comprised of a honeycomb structure of 
interlocking perforated cross members bonded to the 
outer walls and filled with acoustic foam for reso- 
nance-free environment for drivers. 


Matrix 3 Series 2 

Floor-standing speaker with two 200-mm cone woof- 
ers (one for lower bass and other for bass/mid 
frequencies); 26-mm polyamide tweeter; heavy mag- 
net assemblies in mid/bass drivers (5 Ib ea). FR 70- 
25,000 Hz +2 dB; min power 25 W rms; no upper 
power limit due to overload protection; sens 90 dB 
SPL/ W/m; imp 4 ohms. Available in walnut and 
black ash finishes. 35.75 x 10.25 x 16 in; 64 
]hzos sud iv om a eee i MSS aes fr MS $2,500/pr 
Rosewood finish»: 51:215 352658: 0 S $2,900/pr 
Matrix 2 Series 2. Bookshelf speaker with 200-mm 
cone woofer; 26-mm polyamide dome tweeter. FR 80- 
25,000 Hz +2 dB; min power 25 W; no upper power 
limit due to overload protection. sens 87 dB 
SPL/W/m; imp 4 ohms. Available in walnut or black 
351.2315. 10:2253,12:251n:85: Ib: See ce $1,600/pr 
Rosewood finish it. ALA Sas. IL $1,900/pr 
Matrix 1 Series 2. Bookshelf speaker with 1500-mm 
cone woofer, 26-mm polyamide dome tweeter. 
FR 80-25,000 Hz +2 dB; min power 25 W; no upper 
power limit due to overload protection; sens 85 dB 
SPL/W/m; imp 4 ohms. Available in 
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walnut or black ash. 16 x 9 x 12.25-in; 35 Ib$1,200/pr 
Rosewood Dinishi 0-9 eto CERE $1,500/pr 


Digital Monitor Series 


DM1800. 

Features low density version of Matrix enclosure; 
finite analysis metal dome tweeter. Larger motor 
assembly and cabinet enclosure than DM1600. Pow- 
er rating 30-200/W. 19.25 x 9.25 x 11.75-in; 26.5 Ib; 
Black. ash or/walnüto- v5.0. uos $1,200/pr 


DM16090. 

Features low density Matrix enclosure; finite analysis 
metal dome tweeter. Power range 30-200/W. 25 x 
9.25 x 16-in; 24.25lb; black ash or walnut . $980/pr 


DMS80 

Two 200mm bass/midrange with composite short 
fibre cone, 26mm coil on hi-temp former. One 26mm 
aluminum dome tweeter. FR 38-30,000 -6 dB points. 
Sens 91 dB 2.83 volt, | m; imp 8 ohm nom; simulated 
veneers of oak or black ash; 34.9 x 9.3 x 16-in; 40.7 
TD ee DOT. NO nep eet ier SA V $900/pr 


CM1 Matrix Mini Speaker 

Bookshelf model, molded DMc (fiberglass polyester 
composite) low density matrix enclosure with 5" 
Kevlar bass driver and new TA301 metal dome 
tweeter. FR 90-20,000 Hz +2 dB; imp 8 ohms; power 
range 50-200 W. 9.63 x 6.38 x 8.63-in; 11 Ib ea. White 
black or nextel grey dee eoe 2 9). 9252s $750/pr 


DMS570 

One bass/midrange with composite short fibre cone, 
26mm coil on hi-temp former. One 26mm aluminum 
dome tweeter. FR 45-30,000 Hz -6 dB points. Sens 91 
dB 2.83 volts/m; imp 8 ohm nom; simulated veneers 
of oak or black ash;25 x 9.3 x 11.9; 23.71 Ib $650/pr 


DM560 

One bass/midrange with composite short fibre cone, 
26mm coil on hi-temp former. One 26mm aluminum 
dome tweeter.FR65-30,000 Hz + 2.5 dB;sens 90 dB 
2.83 volts/m; imp 8 ohm nom; simulated veneers of 
oak or black ash; 19.3 x 9.3 x 11.9-in; 18.7 Ib$550/pr 


LM -1 Leisure Monitor Speaker 

2-way mini speaker with colored nextel finishes and 
protection against overload. For home and car use. 
Switchable for 8 or 4 ohms. Available in brown, 
beige, charcoal, black, or red. Min power 10 w; 4" 


woofer, 0.88 tweeter.. secies leeren $558/pr 
LM-1/PM. Panel-mount version ........ $500/pr 
LM-1/Mar. Marine version, protected against corro- 
SION cond COR A Nn d NO co rae ET $658/pr 
LM-1/PM-Mar. Marine version of the LM-1, panel 
mount:ol Suh A Ra SER, Treo Ae $600/pr 
DMS550 


One 160mm bass/midrange with composite short 
fibre cone, 26mm coil on hi-temp former, one 26mm 
aluminum dome tweeter.FR70-20,000 Hz +2.5 dB; 
sens 87 dB 2.83 volts/m; simulated veneers of oak or 
black ash; 13:8:x°8:3 x 9162 121. 7. $400/pr 


BANG & OLUFSEN 


Beolab Penta Floor-Standing Speaker 

Powered 5-sided bass-reflex speaker with 150-W amp 
in each cabinet; 9 drivers in 3-way configuration (4 5” 
woofers, 4 3” mids, | 1” dome tweeter vertically 
aligned); dynamic clipping attenuator for protection; 
3-position bass-level switch; auto turn on and off; 
when used with Beosystem 5500, digital display 
shows source, volume, recording status, overload; 
finished in brushed stainless steel with black grille. FR 
40:20.000- Hz. +4, —8 dB; 65 x5 x S 1n: 53 
LE Ate eC TAE EATER DERE ye $3.295/pr 


RL 140 Speaker 
Floor-standing bass-reflex speaker with 2 6.5" woof- 
ers, 5" mid, 1" dome tweeter in gray plastic enclosure 


with black grille. FR 40-20,000 Hz +4, —8 dB; sens 
93 dB SPL/W/m; min power 10 W; imp 8 ohms; 28 x 
20 Om AXI uc onmes. A $990/pr 





Bang & Olufsen Beolab Penta 


Beovox S-80.2 Speaker 

3-way speaker in infinite-baffle cabinet with 8” 
woofer, 3" dome phase-link midrange, 1” tweeter; 
baffle moldings designed for min diffraction; verti- 
cally aligned drivers; auto driver protection; rose- 
wood veneer (other finishes available). Max power 80 
W nis: dispersion. 100x551... Lese $770/pr 


RL 60.2 Speaker 

Floor-standing speaker with 1” dome tweeter, 2 5” 
cone woofers, tuned port; charcoal black. FR 45- 
20,000 Hz +4, —8 dB; power range 10-90 W; sens 93 
dB SPL/W/m; imp 8 ohms; 21.25 x 16 x 7 in; 19.6 
Ib SALES eee ake $550/pr 


RL 35 2-Way Bookshelf Speaker 

2-way bass-reflex bookshelf speaker. Features 5" 
woofer; .75" tweeter; nom imp 8 ohms; FR 48-20,000 
Hz +4/—8 dB; sens 92 dB; crossover at 3,500 Hz; 
bitumen blocks on inside of curved backplate; 
thermoplastic cabinet. 15.75 x 12.5 x 5 in; 7.8 
ires d E EU E aes $380/pr 


Beovox CX100 Compact Speaker 

Black, white, grey, or brushed aluminum bookshelf 
box speaker with 2 4" woofers, 1” dome tweeter. 
Power range 10-110 W; sens 89 dB SPL/W/m; imp 6 


Ohms; 4xI2x81n13:5 [bos 15 Seis. $380/pr 
Beovox CX50. Black finish; 81b ......... $280/pr 
BIB 


Signature Series 

SS-5001. 3-way speaker with 8" woofer, 4” midrange 
and 1" soft-dome tweeter. Nom imp 8 ohms; max 
power handling 100 W; sens 90 dB; crossovers at 850 
Hz and 3,500 Hz; FR 45-20,000 Hz....... $600/pr 


SS-3001. 2-way speaker with 8” woofer and 1" soft- 
dome tweeter. Nom imp 8 ohms; max power 
handling 80 W; sens 91 dB; crossover at 2,700 Hz; FR 
90:20: 000 EDZ: ashe. EL oce NNN $300/pr 


SS-2001. 2-way speaker with 5.25" woofer and 1" 


soft-dome tweeter. Nom imp 8 ohms; max power 
handling 60 W; sens 80 dB; crossover at 3,500 Hz; FR 
10=20:000 Hz ee ee AMOR SIS oen $200/pr 
Point Micro Personal Speaker System 

Credit-card sized speakers for personal stereos. Fea- 
tures small tote pouch; collapsible speaker stands; 
waterproof. Available in yellow, red, and black$15/pr 


BOSE 


01 Series 

901 Series VI Speaker System 

Direct/reflecting acoustic-matrix speaker with active 
equalizer and 8 rear-facing, | front-facing 4.5" full- 
range drivers. Features pentagon-shaped cabinet with 
multi-cell injuection-molded core external panels of 
hardwood veneer and walnut finish; active equalizer 
with fixed EQ; midbass and midtreble shelf control; 
tape monitor switch. Power range 10 W to unlimited; 
imp 8 ohms; dynamic range 106 dB. Equalizer: 13 x 
2.75 x 4.88 in. Speaker: 21 x 12.63 x 13 in. Price 
includes EQ ater E ree EE als $1,500/pr 


601 Series III Speaker System 

Floor-standing Direct/Reflecting with all tweeters 
and one woofer mounted above main enclosure in 
Free Space Array configuration for lifelike stereo 
imaging. Features two 8” Digital Dynamic Range 
cone woofers; four 3" cone tweeters; subport enclo- 
sure system with slotted port. Crossover points at 
1,500 and 2,500 Hz. Min power 10 W; max power 200 
W; imp 8 ohms. Hardwood veneer with walnut 
finish. 12.31 x 30 x 12.5 in; 45 Ib ....... $1,026/pr 


501 Series IV Speaker System 

Floor-standing Direct/Reflecting speaker system 
with two 3" tweeters mounted in Free Space array and 
a 10” long-excursion woofer. Features teak-grain 
vinyl veneer finish; power range 20-125 W continu- 
ous; nom imp 8 ohms; 25 x 16 x 14 in. Sold only in 
stereo pairs. ees SO ur anuos $750/pr 


401 Speaker System 

Floor-standing Direct/Reflecting speaker system 
with two 6.5" woofers and a 2" magnetic liquid cooled 
tweeter. Features Stereo Space array design; column- 
design enclosure; thermal-system protection circuit; 
max power handling 100 W; nominal impedance 4 
ohms. uS eL TUCEUISAN $598/pr 


301 Series II Speaker System 

Direct/Reflecting ported bookshelf speaker system 
with 8" woofer, two 3" tweeters in Free Space Array. 
Features dual-frequency crossover to allow woofer 
and tweeter to operate simultaneously over nearly a 
full octave; tweeter protection circuit; particle-board 
cabinet with walnut-grain vinyl veneer finish. Cross- 
over frequencies 3 kHz woofer, 1.2 kHz tweeter; 
power range 10-60 W/ch continuous; impedance 8 
ohms; 17 x 10.5 x 9.5 in. Sold only in stereo 
Basel hl casera, Lert SET $422/pr 


201 Series II Speaker System 

Direct/Reflecting bookshelf speaker with Free Field 
tweeter. Features dual-frequency crossover network; 
6" woofer; 2" tweeter; auto tweeter protection. 
Available in rosewood vinyl-veneer finish. Crossover 
frequencies 1.5 and 2.5 kHz; power range 5-60 W 
rms; imp 8 ohms; 14.5 x 7.75 x 9 in; 9 Ib... $278/pr 


101 Music Monitor 

Indoor/outdoor ported speaker. Features high-im- 
pact polystrene cabinet for environmental applica- 
tions; 4.5" full-range driver; optional multi-purpose 
mounting arms and brackets available at extra cost. 
Power range 10-60 W; Finished in black or white with | 
white, blue, red, or green grilles; 10 lb/pr; 9 x 6x 5 in. 
ADDFGOXE US uten race Np UH AS $239/pr 


.2 Series 

10.2 Speaker 

Floor-standing ported speaker with an 8" midrange 
driver, two 2" tweeters and an 8" subwoofer. Feaures 
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W; sens 88 dB; imp 8 ohms; hardwood veneer. 39 x 12 
Koo Dias anea E OTE e share $1,299/pr 


6.2 Bass-Reflex Speaker 

Bookshelf speaker with controlled-dispersion-pat- 
tern design for Stereo Everywhere. Features 8” 
woofer; two 3” tweeters; Stereo Targeting system; 
dual-chamber sub-ported bass venting system; inter- 
active crossover network; hardwood veneer with teak 
finish. Min power 10 W rms; max power 100 W rms; 
imp 4 ohms. 20 x 10 x 9.62 in; 19.5 Ib. ... $599/pr 


4.2 Bass-Reflex Speaker 

Compact bookshelf speaker with Stereo Everywhere. 
Features 8" woofer; 2.5" axial-mounted tweeter; 
Stereo Targeting system; dual-chamber bass venting 
system with slot-port exit; auto tweeter protection 
circuit; vinyl veneer with teak finish. Min power 10 
W rms; max power 75 W rms; imp 8 ohms. 18x 9.5 x 
10 in; 15 Ib. Optional speaker stand (AS-1) available 
At extra COST S cea Ret Lb C RICE $419/pr 


2.2 Stereo Speaker System 

Compact bookshelf speaker with Stereo Everywhere. 
Features 6" long-excursion woofer; 2" magnetic-fluid- 
cooled tweeter; slot-port bass tuning system; teak 
vinyl finish. Power range 10-75 W; max power 
handling 60 W continous; imp 8 ohms. 9.88 x 14.75 x 
TOME IDE, zoe nat uS aden l $299 


AM-S5 Acoustimass Speaker System 

Compact modular system with Acoustimass bass 
module and Direct/Reflecting cube speaker arrays. 
Each array features 2 separate cube enclosures that 
can be adjusted for direct or reflecting configuration. 
The bass module has 2 6.5" drivers and a patented 
Acoustimass enclosure. Features positive tempera- 
ture coefficient resistor to compress overloading 
input signals. Max input power 100 W. Cube speaker 
array: 3.5" per side plus grille. Bass module: 12 x 20 x 
SUID. ius E ees pei tust eet $699/system 


Acoustimass SE-5 Stereo Everywhere System 

Compact modular system with Acoustimass bass 
module and Stereo Targeting arrays. Each array 
includes two 2.5" magnetically shielded wide range 
drivers in a black enclosure. Bass module has two 6" 
subs that fire into 2 internal chambers. Features 
positive temperature coefficient protection circuit; 
high positive current coefficient resistor; 100 W max 
power handling. Array: 8.25 x 4.88 x 3.56 in. Bass 
module: 7.56 x 12:63 x 20 2 in...... $699/system 


RoomMate II Portable Powered Speaker System 

Pair of speakers with built-in stereo amp to accept 
output of pocket stereo and portable CD player 
through audio cable. AC/DC compatible. 4.5" full- 
range driver wtih helical voice coils in each speaker. 
Feaures 2-stage active equalization network; distor- 
tion limiting circuitry; dual-channel power amp. 
Power supply 25 W transformer; fiberglass reinforced 
injected styrene cabinet. Sens 102 dB. 6.25 x 2.75 x 
4.25 in; 10.5 Ib. Black finish ............ $279/pr 
Power Packs aah ad ues palos. nie wens naL $90 


Video RoomMate Powered Speaker System 

Bass-reflex bookshelf speaker for use with any VCR, 
TV, monitor, or LaserDisc player. Features 4.5" fully 
shielded full-range helical-voice-coil driver; fully 
shielded electronic amplification/active equalization 
system; dual-tuned ports; 6-ft RCA cable; volume 
control; mono 4-connector. Grey enclosures with 
black baffle and silver/grey grille. 6 x 9 x 6 in $279/pr 


MM-2. Mounting arms................. $40/pr 
WB-10. Wall bracket................... $20/pr 
BOSTON ACOUSTICS 

T Series Speakers 


T1000 Series II 3-Way Speaker 
Floor-standing acoustic-suspension speaker with 2 
active 8" copolymer-cone woofers, 6.5" copolymer- 


cone midrange in an internal subenclosure, and |” 
CFTS ferrofluid-cooled tweeter. Features tapered- 
grille design to eliminate sonic diffraction; tall 
slender enclosure for minimum floor space; oak and 
walnut veneers, black ash vinyl. Power range 15-150 
W rms; FR 38-20,000 Hz +3 dB; sens 90 dB 
SPL/W/m; imp 4 ohms; crossover frequencies 250 


and 2,500 Hz. 10.25 x 42.5 x 11.5 in. Wood 
Vengepucot loea E RN STI oa ee $1,200/pr 
VINSE uae heats T avere $1,000/pr 


T930 3-Way Speaker 

Floor-standing acoustic suspension speaker with 10" 
copolymer cone woofer, 6.5" copolymer cone mi- 
drange, and |” CFT5 dome tweeter. Features genuine 
walnut veneer, hand finished on 5 sides, and black 
ash vinyl. Power range 15-125 W/ch rms; FR 42- 
20,000 Hz +3 dB; sens 90 dB SPL/W/m; imp 8 ohms; 
crossovers at 250 and 2,500 Hz. 11 x 37x 12 in. Wood 
VENEERS bal sey ols supo siet. oves ede $800/pr 
Mini eue 2 eter ded o REX IR $700/pr 


T830 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 8" 
copolymer-cone woofer, 3.5" copolymer-cone mi- 
drange, and 1" Texlite-dome tweeter. Features wood- 
grain vinyl finish with charcoal grilles or black ebony 
vinyl with black grille. Power range 15-100 W rms; FR 
45-20,000 Hz +3 dB; sens 88 dB SPL/W/m; imp 8 
ohms; crossover frequencies 800 and 4,000 Hz. 10 x 
29 5: 10/5 e eut chis e EROS enh taal $500/pr 


Designer Series Speakers 

All Designer speakers are designed for flush mounting 
in walls or ceilings and come packaged ready to 
install. Each speaker has a matte white finish that can 
be painted to match room decor and a water-resistant 
design. Includes mounting hardware with optional 
brackets available for installation in new construc- 
tion. Prices vary depending upon included installation 
costs. 


360 2-Way Speaker 

Flush-mount speaker with 6.5” copolymer-cone 
woofer and 1” CFT4 ferrofluid-cooled soft-dome 
tweeter. Woofer is specially designed to provide full 
bass without needing a special enclosure. Power 
range 5-60 W rms; FR 48-20,000 Hz +2 dB; imp 8 
ohms; sens 90 dB SPL/W/m. 12.06 x 8.63 in; 
mounting depth 3.25 in........... $350-$450/pr 


350 2-Way Speaker 

Flush-mount speaker with 5.25" copolymer woofer 
and |” CFT4 ferrofluid-cooled soft-dome tweeter. 
Power range 5-50 W rms; FR 58-20,000 Hz +2 dB; 
imp 4 ohms. 9.5 x 6.75 in; mounting depth 2.63 
i $300-$400/pr 


A Series Speakers 


A150 Series III 3-Way Speaker 

Acoustic-suspension speaker with 10” copolymer- 
cone woofer, 3.5” copolymer-cone midrange, and 1” 
CFT5 ferrofluid-cooled soft-dome tweeter. Features 
tapered-grille design to eliminate sonic diffraction. 
Power range 15-125 W rms; FR 39-20,000 + 3 dB; imp 
8 ohms; crossover frequencies 550 Hz and 3,500 Hz. 
Includes black pedestal base. 32.5 x 16 x 8.36 in. Oak 
OrvalubVenBers- €... Bye Sianna eid eese due $700/pr 
Woodgrain vinyl finish ................ $500/pr 


A100 Series III 2-Way Speaker 

Acoustic-suspension speaker with 10" copolymer- 
cone woofer and 1” CFT5 ferrofluid-cooled soft- 
dome tweeter. Power range 15-75 W rms; FR 39- 
20,000 Hz +3 dB; crossover at 2,000 Hz; sens 90 dB 
SPL/W/m. Woodgrain vinyl finish with tapered 
charcoal grille. Includes black pedestal base. 32.5 
(including base) x 16 x 8.36 in .......... $420/pr 


A70 Series II 2-Way Speaker 
Acoustic-suspension bookshelf speaker with 8" co- 
polymer-cone woofer and 1” CFTS ferrofluid-cooled 


soft-dome tweeter. Power range 15-75 W rms; FR 45- 
20,000 Hz +3 dB; crossover at 2,500 Hz; sens 90 db 
SPL/W/m; imp 8 ohms. Woodgrain vinyl finish with 
charcoal grille. 23 x 12.5 x 8.88 in ....... $320/pr 


A60 Series II 2-Way Speaker 

Acoustic-suspension speaker with 8" copolymer-cone 
woofer and 1" Texlite soft-dome ferrofluid-cooled 
tweeter. Power range 15-75 W rms; FR 52-20,000 Hz 
+3 dB; crossover at 3,000 Hz; sens 90 dB SPL/W/m; 
imp 8 ohms. Woodgrain vinyl finish with charcoal 
grille or matte black vinyl finish with back grille. 
18:25 x 11:29 x: 1 Z5 and Gene TES xo $230/pr 


A40V Series II Video Speaker 

Acoustic-suspension 2-way bookshelf speaker with 
6.5" copolymer-cone woofer and 0.75" ferrofluid- 
cooled tweeter. Features MagnaGuard magnetic 
shielding to allow placement near a TV or video 
monitor. Power range 5-50 W rms; FR 68-20,000 Hz 
+3 dB; crossover 3,500 Hz; sens.90 dB SPL/W/m; 
imp 8 ohms. Matte black finish with balck grille. 13.5 
XR DSIK A Seni ti east cU S LAT $190/pr 


A40 Series II 2-Way Speaker 

Bookshelf acoustic-suspension speaker with 6.5" 
copolymer-cone woofer and 0.75" ferrofluid-cooled 
tweeter. Power range 5-50 W rms; FR 65-20,000 Hz 
+3 dB; sens 89 dB SPL/W/m; imp 8 ohms. Wood- 
grain vinyl finish with charcoal grille or matte black 
vinyl finish with black grille. 8.25 x 13.5 x 7.25 
HS e heeds Be qui NT ns ue eer cd tel $170/pr 


BOZAK BY NEAR 


CS-310B Concert Grand Contemporary Speaker 

Three-way speaker with 4 B-199B woofers, 2 B-2098 
midranges, and 8 tweeters in an array. Power range 
60-350 W: imp 8 ohms. Matte walnut enclosure. 52 x 
A6 x. Iun Pek eV qe entr Sisi $4,599/pr 
CS-410CL. Same as CS-310B except Classic cabin- 
Ols 2 I DCce(ro E aA ee ee es a CNN EIS $4,999/pr 
CS-410M. Same as CS-310B except Moorish sty- 
Line eta col Me e S ea aise Toe $4,999/pr 


Symphony No. 1 CS-4000A Modern Speaker 

Infinite-baffle 3-way floor-standing speaker with 2 
woofers, a 6.5” midrange, and 8 2” tweeters in array. 
Max power 250 W; crossovers 400 and 2,500 Hz at 6 
dB/octave; imp 8 ohms. Walnut enclosure; 44.5 x 


26.250 ^ 13:62: 3n date CIN iol RAS $2,599/pr 
CS-4000 CL. Same as CS-4000A with Classic sty- 
linc iris dol ve LUE Ald $2,899/pr 
CS-4000 M. Same as CS-4000A with Moorish 
SEU BfIg Le 1 ag COR re i a Me Coe $3,099/pr 


Concerto V CS-302M 

Infinite-baffle 3-way floor-standing. Features 1-12" 
woofer; 1-6" mid-range; 2-2" tweeter; max power 150 
W; x-over pts 400 and 2,500 Hz; 8 ohms; walnut 
fitiish; 28 x/26 xalSdm: Ae eens XE 20 $1,600/pr 


CS-300M 
Same as CS-302M but 2-way with upgrade to CS- 
302M available. Walnut finish ......... $1,100/pr 


BSM BY LASER AUDIO 


Series 12 MKII 4-Way Speaker 

Floor-standing passive-radiator speaker with 12" 
polypropylene-cone passive raditor; 12" polypropyl- 
ene cone woofer; 4" cone midrange; 2" cone tweeter; 
circuit overload protecion. FR 30-20,000 Hz +3 dB; 
min power 15 W rms; max power 100 W rms; sens 94 
dB SPL/W/m; imp 4/8 ohms. Ebony wood-grain 
finish, I5 X: 41 x1130; 37 Ib Suo o eoe $320/pr 


Series 7 MKV 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 12” 
polypropylene cone woofer; 4" cone midrange; 2" 
cone tweeter; circuit overload protecion. FR 30- 
20,000 Hz x3 dB; min power 15 W rms; max power 
100 W rms; sens 94 dB SPL/W/m; imp 4/8 ohms. 
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Ebony wood-grain finish. 15 x 27 x 11 in; 28.5 
IG A mc AIS ERO Ee eaten T ss $240/pr 


Series 4 MKV 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 10” 
polypropylene cone woofer; 3” cone midrange; 1” 
cone tweeter; circuit overload protecion. FR 40- 
20,000 Hz +3 dB; min power 15 W rms; max power 
65 W rms; sens 92 dB SsPL/W/m; imp 4/8 ohms. 
Ebony wood-grain finish. 14 x 24 x 10 in; 18.5 
Ib 9 tated ee TUS MS CM. Mt $190/pr 


Series 3 MKV 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 8" 
polypropylene cone woofer; 3” cone midrange; 2" 
cone tweeter; circuit overload protecion. FR 48- 
20,000 Hz +3 dB; min power 15 W rms; max power 
50 W rms; sens 92 dB SPL/W/m; imp 4/8 ohms. 
Ebony wood-grain finish. 11 x 24x 8 in; 161b $170/pr 


Series 1 Bass-Reflex Speaker 

Floor-standing 2-way speaker with 8" polypropylene 
cone; 2" cone tweeter; circuit overload protection; FR 
48-20,000 Hz +3 dB; min power 15 W rms; max 
power 50 W rms; sens 92 dB SPL/W/m; imp 4/8 
ohms. Ebony wood-grain finish. 11 x 24 x 8 in; 15 
Ibecse oou E ate kv TR Ia e eis $150/pr 


CALRAD ELECTRONICS 


20-316 Compact Bookshelf Speaker 

Passive-radiator speaker with stand-alone mounts or 
universal mounting brackets. 4.5" low/mid driver 
with 1.5-Ib magnet assembly; 2.5" cone-edge-radiator 
tweeter; 0.36"-thick wood-core cabinet. FR 53-18,000 
Hz +3 dB; min power 3 W rms; max power 40 W 
rms; crossover at 2,500 Hz; imp 8 ohms. 4.62 x 7.75 x 
5:253n^ d Dacian cle taste sleet ee Dy $180/pr 


CAMBRIDGE SOUNDWORKS 


Ensemble by Kloss 

Full speaker system consisting of 2 low-frequency 
units and 2 small satellite units. Each low-frequency 
unit features | 8” long-throw acoustic suspension 
driver; cabinet is made of high-density particle board 
with internal bracing, and is finished in black high 
pressure laminate with metal grilles. Each satellite 
features 1 3.5" cone midrange (170 Hz to 2,300 Hz), 
and one 1.75" direct radiator with an integral .63" 
dome (2,300 Hz to 20,000 Hz); both satellite drivers 
are ferrofluid cooled; cabinet is high-density particle 
board finished in dark gray Nextel; metal grilles. 
Nom imp 6 ohms; power range 25-100 W. Low freq. 
unit size: 12 x 21 x 4.5 in. Upper freq. unit size: 5.5 x 8 
A oS RENE TE SORSETRTQES TENES $499 


CANTON 


CA 30 Active Speaker 

Quad-amplified floor-standing speaker with a differ- 
ential amp and motional feedback system for each 
driver section (120 W woofer, 100 W midrange, 100 
W tweeter). Features four 260-mm cone woofers; 
190-mm cone woofer; 38-mm metal-dome midrange; 
25-mm titanium-dome tweeter; Darlington output 
stage for amps; auto on/off stabilized dual mains 
supply; electronically controlled protection circuitry. 
FR 20-30,000 Hz +3 dB; bandwidth 3-140,000 Hz; 
distortion <0.03%; S/N 100 dB. 15 x 66.5 x 16.5 in; 
275 lb. Black ash or matte mahogany. . . $16,500/pr 
Customiuinish: Air REE TAn $18,000/pr 


CA 20 Active Speaker 

Quad-amplified floor-standing speaker with a differ- 
ential amp and motional feedback system for each 
driver section (120 W woofer, 100 W midrange, 100 
W tweeter). Features two 260-mm cone woofers; 190- 
mm cone woofer; 38-mm metal-dome midrange; 25- 
mm titanium-dome tweeter; Darlington output stage 
for amps; auto on/off stabilized dual mains supply; 
electronically controlled protection circuitry. FR 20- 
30,000 Hz +3 dB; bandwidth 3-140,000 Hz; distor 
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tion «0.0396; S/N 100 dB. Black-ash or matte- 
mahogany finish. 13.4 x 48.4 x 15.75 in; 175 
Dee eet a LE Di ADONIS E. $10,000/pr 
Gloss black, white, mahogany, or custom$12,000/pr 


CA 15 Active Speaker 

Tri-amplified floor-standing speaker with electronic 
signal correction of all drivers. Features 260-mm 
long-throw woofer; 120-mm midrange; 25-mm tita- 
nium-dome tweeter; crossover frequencies 350/3,500 
Hz; 3 separate 100 W amplifiers for bass, mid, and 
high frequencies; THD <0.03%. Black ash or matte 
inahogal yc CR eae eee $6,500/pr 
Gloss Hack Orwwhite..... L2 Ainge ECS $7,000 


CT 120 Floor-Standing Speaker 

4-way bass-reflex speaker features 12” woofer; 8” 
bass/midrange; 1.5" midrange; 1” titanium-dome 
tweeter. Power handling 200 W continuous/350 W 
peak; imp 4 ohms; crossover frequencies 
250/1,100/4,600 Hz. 14.2 x 47.25 x 15.6 in. Available 
in black and white ash, matte mahogany, cus- 
LOL desse eat aneisacoreea mona ete ae oe $5,000/pr 


CT 100 Floor-Standing Speaker 

4-way bass-reflex speaker features 10” woofer; 6” 
bass/midrange; 1.5” midrange; 1” titanium-dome 
tweeter. Power handling 180 W continuous/300 W 
peak; imp 4 ohms; crossover frequencies 
250/1,100/4,600 Hz. 12.6 x 41.3 x 14.1 in. Available 
in oak, walnut, black and white ash, matte mahogany, 
GUSLOTE Spes ez deut voce VENE S e ems $3,500/pr 


CT 90 Floor-Standing Speaker 

3-way bass-reflex speaker features 10" woofer; 5" 
midrange; 1” titanium-dome tweeter. Power han- 
dling 150 W continuous/250 W peak; imp 4 ohms; 
crossover frequencies 450/4,000 Hz. 12.2 x 35.5 x 
12.9 in. Available in oak, walnut, black and white ash, 
matte mahogany, custom.............. $2,250/pr 


CT 80 Floor-Standing Speaker 

3-way bass-reflex speaker features 8.5" woofer; 5" 
midrange; 1” titanium-dome tweeter. Power han- 
dling 100 W continuous/150 W peak; imp 4 ohms; 
crossover frequencies 450/4,000 Hz. 11 x 31.5 x 11.5 
in. Available in oak, walnut, mahogany, black or 
white ashicustonts 00770207 eee wees $1,650/pr 


Karat 60 Bookshelf Speaker 

3-way speaker features 260-mm woofer; 120-mm 
midrange; 25-mm titanium-dome tweeter; power 
handling 100 W continuous/150 W peak; imp 4 
ohms. 12.4 x 22.9 x 12.5 in. Available in oak, walnut, 
mahogany, white, or black............. $1,590/pr 


Karat 40 Bookshelf Speaker 

3-way speaker features 220-mm woofer; 120-mm 
midrange; 25-mm titanium-dome tweeter; power 
handling 90 W continuous/130 W peak; imp 4 ohms. 
10.9 x 20.1 x 10.9 in. Available in oak, walnut, 
mahogany, white, or black............. $1,290/pr 


Karat 30 Bookshelf Speaker 

2-way speaker features 220-mm woofer; 25-mm 
titanium-dome tweeter; power handling 80 W contin- 
uous/110 W peak; imp 4 ohms. 10.8 x 17 x 10.9 in. 
Available in oak, walnut, mahogany, white, or 
[Ere cU bete OR ADR oe $890/pr 


Karat 20 Bookshelf Speaker 

2-way speaker features 200-mm woofer; 25-mm 
titanium-dome tweeter; power handling 50 W contin- 
uous/80 W peak; imp 4 ohms. 8.7 x 13.5 x 82 in. 
Available in oak, walnut, mahogany, white, or 
blackos 0-5, 2M me Bop REM EU. $690/pr 


GL 300 F Speaker 

Low-profile 2-way speaker acoustically tuned for wall 
mounting. Features 25-mm dome tweeter (fabric); 
long-throw 160-mm cone woofer cone. Enclosure 
surfaces black or white; grille of perforated steel plate; 
color to match enclosure; permafix spring clamps; 5- 


meter connecting cable; removable grille. Nominal 
imp 4 ohms; nominal power handling 40/60 W; FR 
48-30,000 Hz; crossover at 1,700 Hz; 12.6 x 8.66 x 


SEES T ciue eres ee cope ee NU $500/pr 
Withowalnutfinistit SUUS LEES $550/pr 
GL 260 Speaker 


Weatherproof low-profile 2-way speaker with 160- 
mm woofer, 25-mm dome tweeter. Features wall- 
mounting suitability; white or black finish; perforat- 
ed metal grille. 42-30,000 Hz; crossover 1,700 Hz; 
power range 60 W; distortion — 196; imp 4 ohms; 10.5 
KD ACTS 32. 1091554 See Pee $490/pr 


HC 100 Speaker 

Bookshelf speaker with 1 10-mm cone woofer, 25-mm 
dome tweeter. Features Permafix spring clamps; 5-m 
connecting cable; one-point mounting fixture; re- 
movable grille. FR 48-30,000 Hz; max power 60 W; 
imp 4 ohms; black, white, or bronze finish; 5.12 x 7.5 
oh ey es DACH | on ee pe eR uc ene ed ... $340/pr 


Plus S Speaker 

2-way bookshelf minispeaker suitable as satellite in 
connection with Canton Plus Beta and Plus C 
subwoofers. Features 1 10-mm cone woofer; 25-mm 
dome tweeter; flush wall mount; removeable grill. FR 
45-30,000 Hz; minimum power 20 W; max power 80 
W: sens 87.2 dB SPL/W/m; imp 4 ohms. 4.72 x 8.07 x 


3.94; black, white, brown finishes........ $340/pr 
Walnut finish: 3 55 PO DAE SONA $495/pr 
Subwoofers 


Plus Beta Active Subwoofer 

Floor-standing bi-amplified woofer system contain- 
ing amplification for satellites and subwoofer. Fea- 
tures 310-mm cone woofer; signal-correction circuit; 
thermal overload; short-circuit protection; bass level 
control; adjustable crossover; adjustable input sens; 
auto on/off, terminals and switching for up to 4 
satellite speakers. FR 20-70/90/120 Hz +3 dB; amp 
output power 140 W ea; THD —0.196. Black, white, or 
walnut. 13.5 x 15x I5in; 50lb......... $2,000 ea 


Plus C Subwoofer 

Compact passive 310-mm cone subwoofer for use in 
connection with satellites such as Canton Plus S. FR 
22-120 Hz; min power 35(2x) W; max power 75(2x) 
W; sens 89.9 dB SPL/W/m; imp 4 ohms. 14.7 x 13.4x 
13.8 in; 10.5 Kg; black, white. walnut finishes$575 ea 


CARTER-CRAFT 


40-432 Stereo Speaker System 

Full, dynamic range speakers with built-in amplifier. 
Features DC in 4.5 V (3-C batteries - ea.); hook-up 
cables with 3.5 mm phone plug; 4 x 5 x 4 in; black 
Withes verrine dn TA TY VI oS VR $36 


40-434 Mini-Tower Speaker System 

Stereo speaker system features built-in amplifier 1.5 
W; 4 speakers; AC adapter jack; DC-6 V (4-C 
batteries); hook-up cables with 3.5 mm phone plug; 
2:536:5 X3: IDNs black 2 osos exor eR $28 


40-428 "Pick-Pocket" Speaker 

Folding speakers for mini stereo systems. Folds up to 
fit in pocket or purse. Over 2’ of stereo cable. Includes 
suede-cloth carrying case. 4 x 2.5 in folded size; | 
[eae STEEL ALINE Ide REESE S $22 


CELESTION 


System 6000 Subwoofer 

Double dipole low frequency array. Uses 2 12" long 
throw units in each of the 2 systems. Electronic 
section contains crossover and EQ components, with 
variable gain and extension controls .... $2,700/pr 


SL700 Speaker 
2 way sealed box design, using Aerolam cabinet of 12 
liter volume. 120 W program power handling and 


SPEAKERS 


using an integral stand. Metal dome tweeter and 2 
part roll surround on the woofer w/stands $3,000/pr 


SL600 Si 

Two way system using a one piece metal dome 
tweeter and a 6” plastic bass unit. Cabinet is made 
from Aerolam, an aluminum honeycomb construc- 
HOU its Naseer als KE aalalels Turks ndm $2,000/pr 


SL12 Si 

Two and a half way speaker system using a one piece 
metal dome tweeter and a 6” bass/midrange unit. 
Cabinet uses a complete figure 8 bracing and bass 
units have seperate enclosures ......... $1,500/pr 


SL6 Si 

Two way system with one piece metal dome tweeter 
and 6” plastic bass unit. Figure 8 bass cabinet bracing 
and fully locked rear panel. Gold plated connec- 
LORS Rai SORT CE CHEST 6 poe ROCKS pee $950/pr 


DL10 Series 2 - 3-Way Speaker 

Bass-reflex speaker with separate midrange enclo- 
sure. 10" woofer, 6” midrange; 1.25” aluminum dome 
tweeter, and a 6” bass unit with integral dust cover 
and rollsumoundo 3s vasa ese esac $929/pr 


DLS Series 2 - 2-Way Speaker 

Sealed cabinet speaker with 8” celoprene cone woofer 
and |” metal tweeter. Designed for stand mounting, 
uses a figure 8 cabinet brace and is available in 
simulated American walnut or black finishes$540/pr 


DL6 Series 2 - 2-Way Speaker 

Sealed box design, 8” woofer and |” metal dome 
tweeter. Designed for use on stands. Available in 
simulated American walnut and black fini- 
GHESMNME Cera tea as pH $430/pr 


DLA Series 2 - 2-Way Speaker 

Compact, 2 way sealed box system, using a 6" woofer 
and |” metal dome tweeter. Designed for stands or 
bookshelf mounting................... $330/pr 


Amati Speaker 
Compact speaker for wall, shelf, or stand mounting; 
available in many finishes. 27 x 20 x 10 in$3,500/pr 


CERWIN-VEGA 


Digital Series Speaker Systems 


D-9 3-Way Speaker System 

Three-way, four-driver, floor-standing speaker with 
15” woofer, dual 6” midrange and 1” tweeter. 
Features Helmholz/Theile enclosure fabricated from 
high-density pressed board with woodgrain vinyl 
finish and acoustically transparent brown stretch 
grille. FR 29-20,000 Hz; power range 5-350 W; sens 
101 dB; imp 4 ohms; crossover frequencies 500 and 
3,500 Hz; 18.0 x 35.5 x 17.75 in; 85 Ib... $1,050/pr 


D-7 3-Way Speaker System 

3-way tower speaker with 12" woofer, dual 6" cone 
distributed midrange driver in large chamber, 1” 
horn tweeter. Features circuit protection; midrange, 
tweeter level controls; FR 25-20,000 Hz +3 dB; 
crossovers 500 and 3.5 kHz; sens 98 dB SPL/W/m; 
max power 200 W; imp 8 ohms ......... $870/pr 


D-5 Floor/Shelf Speaker System 

Floor/shelf 3-way speaker with 12" woofer, 6" cone 
midrange, 1” horn tweeter. Features circuit protec- 
tion; tweeter level controls; FR 32-20,000 Hz +3 dB; 
crossovers 700 and 3.5 kHz; sens 96 dB SPL/W/m; 
max power 150 W; imp 8 ohms......... $660/pr 


D-3 3-Way Speaker System 

3-way shelf-speaker with 10” woofer, 6” cone mi- 
drange, |” horn tweeter. Features circuit protection; 
midrange, tweeter level controls; FR 30-20,000 Hz 


+3 dB; crossovers 700 and 3.5k Hz; sens 94 dB 
SPL/W/m; imp 8 ohms; finished in hickory wood- 
grain vinyl w/brown stretch cloth grille ... $580/pr 


D-2 2-Way Speaker System 

2-way speaker system with 10" woofer in a cast 
aluminum frame and 1” voice coil horn. Features 
high-frequency protection circuit breaker; direct- 
radiating vented enclosure; hickory woodgrain vinyl 
finish with brown stretch cloth grille; FR 30-20,000 
Hz; power handling min/max 5/125 W; sens 94 dB; 
imp 8 ohms; crossover frequency 3,000 Hz. 23.5 x 
14.0 10:0 in: 38 Ib 2075 725049 £25, Les $440/pr 


D-1 2-Way Speaker System 

2-way system with an 8” woofer and 1” voice-coil 
high frequency horn. Features resettable high-fre- 
quency protection circuit breaker; vented cabinet; 
hickory woodgrain vinyl with cloth grille; FR 30- 
20,000 Hz; power min/max 5/100 W; sens 92 dB 
W/m; 8 ohms imp; crossover frequency 3,000 Hz; 
20.0.x I1.O x 10.0 1n; 49 "Ib/pr. es $340/pr 


SW-12B Subwoofer 

Vented direct radiating subwoofer compatible with 
most 4/8 ohm speakers. Features 12" floor facing 
woofer built on a die cast aluminum frame with 7 Ib 
magnet; power range 5-125 W; sens 92 dB W/m; 
woodgrain vinyl veneer finish. 13.25 x 25.5 x 16.25 
in; 481b... 3:725 PES UC eee es HDI $320/ea 


AT Speaker Series 


AT-15 3-Way Speaker 

3 way bass reflex speaker includes fuse protection. 
Features 15" woofer; 2 5" midranges; dome tweeter; 
power handling capacity 5-400 W; sens 102 dB W/m; 
imp 4 ohms; 36.5 x 19.0 x 18.5 in; 85 Ib . $1,080/pr 


AT-12 3-Way Speaker 

Similar to above with 12" woofer; 5" midrange: power 
handling capacity 5-200 W; sens 97 dB W/m; imp 6 
ohms; 30.0 x 16.0 x 14.0 in; 55 Ib. ....... $690/pr 


AT-10 3-Way Speaker 

Similar to above with 10" woofer; internal self- 
resetting circuit breaker; power handling capacity 3- 
150 W; sens 95 dB; imp 6 ohms. 28.5 x 14.0x 13.5 in; 
401p2*, 22.5 DESCEND D e T $620/pr 


AT-8 2-Way Speaker 

2-way version ofabove with 8" woofer, dome tweeter. 
Features power handling capacity 5-100 W; sens 94 
dB; imp 6 ohms. 21.0 x 12.0 x 10.0 in; 26 Ib$410/pr 


SE Speaker Series 


380SE Floor-Standing Speaker 

Floor-standing bass reflex speaker with 15" cone 
woofer. Features 2 7" polyolefin cone midranges; 1" 
VC elliptical tweeter; FR 29-20,000 Hz +3 dB; min 
power 5 W rms; max power 405 W rms; sens 102 dB 
SPL/W/m; imp 4 ohms; black vinyl. 36.0 x 17.5 x 19.5 
NOOB eTe RANE R aae AER $1,080/pr 


300SE Floor-Standing Speaker 

Floor-standing bass reflex speaker with 12” cone 
woofer. Features 7” polyolefin cone midrange; 1" VC 
horn loaded dome elliptical tweeter; FR 25-20,000 Hz 
+3 dB; min power 5 W rms; max power 255 W rms; 
sens 98 dB SPL/W/m; imp 6 ohms; black vinyl. 32.0 x 
14.55c16:2510: 65 ID. 25, XA RR $900/pr 


280SE Floor-Standing Speaker 

Floor-standing bass reflex speaker with 12" cone 
woofer. Features 6" cone midrange; 1” VC horn 
loaded dome, elliptical tweeter; FR 32-20,000 Hz +3 
dB; min power 5 W rms; max power 155 W rms; sens 
96 dBSPLW/m; imp 6 ohms; black vinyl. 25.5 x 14.5 x 
LES: 45 b; eC EIU Seat $690/pr 


250SE Floor-Standing Speaker 
Floor-standing bass reflex passive speaker with 10" 


cone woofer. Features Hemholtz Thiele acoustically 
dense enclosure with sound absorbent baffle; circuit 
breaker protection; 6" cone midrange; 1” VC horn 
loaded dome elliptical tweeter; FR 32-20,000 Hz +3 
dB; min power 5 W rms; max power 125 W rms; sens 
95 dB SPL/W/m; imp 6 ohms; black vinyl. 28.0 x 12.5 
KP? Ae te es ee acres ees $600/pr 


240SE Bookshelf Speaker 

Bookshelf bass reflex speaker with 10” cone woofer. 
Features 1” VC horn loaded dome elliptical tweeter; 
FR 32-20,000 Hz +3 dB; min power 5 W rms; max 
power 125 W rms; imp 6 ohms. 25.0 x 12.5 x 11.5 in; 
301D 55d ea er ere dee dee dee mes $470/pr 


200SE 2-Way Bookshelf Speaker 

Features 8" woofer; 1" tweeter; vented tuned, direct 
radiating; FR 32-20,000 Hz +3 dB; power handling 
capacity 5-100 W; imp 6 ohms. 22.0 x 10.5 x 12.25 in; 
32:3]. c o PEU arta ea rire dolo e $410/pr 


CHAPMAN SOUND 


T9 4-Way Floor-Standing Speaker 

Air-suspension speaker comes standard in bi-wired, 
bi-ampable configuration. 2-10" polylaminate cone 
woofers; 6.5" polylaminate cone midrange; 5" polyla- 
minate cone midrange; |” dome tweeter. FR 25- 
20,000 Hz +3 dB; min power 50 W rms; max power 
500 W rms; sens 88 dB SPL/W/m; imp 2 ohms. Oak 
finish. 22x 45 x I4 in; 150 lbsea....... $3,300/pr 


T7 3-Way Floor-Standing Speaker 

Air-suspension speaker available bi-wired and bi- 
ampable. 10" polylaminate cone woofer, 5" polyla- 
minate cone midrange, 1” dome tweeter. FR 30- 
20,000 Hz +3 dB; min power 50 W rms; max power 
200 W continuous, 500 W peak; sens 86 dB SPL/W/m; 
imp 4 ohms; oak finish with black grille; 14 x 39 x 11 
in: 75.]bsieacho eom» e vivo EUR $1,495/pr 


T4 2-Way Bookshelf Speaker 

Air-suspension box speaker available bi-wired and 
bi-ampable. Features 8” polylaminate cone woofer; 
1” dome tweeter. FR 40-20,000 Hz 23 dB; power range 
25-100 W; sens 88 dB SPL/W/m; imp 4 ohms; oak 
with black grille; 11 x 23 x 8 in; 35 Ibs each $760/pr 


CLEMENTS AUDIO 


RT-7 Reference Speaker 

Floorstanding speakers feature FR 28-25,000 Hz +3 
dB; sens 87 dB/W/m; imp 7 ohm; min. power 
requirement 20 W; compression line bass loading; 8 
high power/high output copolymer polypropylene 
cone woofer; 7" direct inductance planea-ribbon mid- 
range; cross over frequency 3000 cps; first order bass 
slope; copper cable; driver leads are low inductanc, 
high purity, oxygen free cables, copper 16 guage 4- 
conductor; 48 x 10x 19 in; rosewood, oak, zebrawood 
veneered "e, IATER co n $1,900/pr 


RB-8.0 Speakers 

Speakers feature 200 W/ch; FR 32-40,000 Hz +3 dB; 
sens 88 dB/W/m; max power rating 200 W; imp 6.5 
ohm; compression line bass loading; 8" high power 
polypropylene cone woofer; 7" direct inductance 
planear-ribbon mid-range: crossover frequency 2000 
cps; 26 x 13.5 x 15.5 in; high density fibre wood with 
Oak veneer 20 Nobels pee UR LOT OBS $1,495/pr 


RB-6.5 Speakers 

Speakers feature FR 38-40,000 Hz +3 dB; sens 87 
dB/W/m; max power rating 150 W; imp 6.5 ohm; 
compression line bass loading; 6.5" high power 
polypropylene cone woofer; 7" direct-inductance 
planar-ribbon mid-range; crossover frequency 2000 
cps; 24.5 x 13.5 x 13.25 in; high density fibre wood 
with oak veneer ; i10. ETC ient. $1,095/pr 


Little d’s Loudspeaker system 
Multi-purpose, high efficiency, loudspeaker system 
features FR 42-25,000 Hz +3 dB; sens 88 dB/W/m; 
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imp 6 ohm; max power rating 100 W; compression 
line bass loading; 5.25” high power/high output 
polypropylene cone woofer; 5” direct-inductance 
planar-ribbon midrange; third order woofer slope; 25 
W high power rated wire wound resistors; cross-over 
frequency 2000 cps; 7 x 16 x 10 in; resin impregnated 
plastic mold .38" thick with perforated A.B.S. plastic 
grille-cloth covered; splatter black, lacquer white, 
gray, red; of blacks... «duse o e $850/pr 


DAHLQUIST 


DQ-20 Speaker 
Three-way vertical-phase-array speaker intended for 
floor placement. Speaker contains 250-mm cone 


woofer; 120-mm cone midrange; 20-mm dome tweet- 
er. Min power 70 W rms; imp 4 ohms. Oak with black 
or white grille, oa Tad v Mosc. $1,800/pr 


M Series 


M-909 Floor-Standing Speaker 

Genuine wood enclosure, spaced grill with solid 
wood trim, flocked anti-diffraction baffle. 3-way 
Quasi-Phased Array; dual cast-frame woofer; 5" 
midrange; 1” dome tweeter. Sens 92 dB; power range 
20-250 W; FR 30-24,000 Hz. 39.25 x 13.5 x 10.9 
Hes aL AMP URE nese bevels re mortel ond MT $1,400/pr 


M-907 Acoustic Suspension 

Real wood walnut enclosure, spaced grille with solid 
walnut trim. 3 way with 10" woofer, 5" midrange, 1" 
dome tweeter, damped enclosure. Sens 88 dB; power 
range 40-150 W; FR 30-24,000 Hz. 28 x 14.5 x 12.5 
SIS RAE S RAS MAE AIMER UNUS EU $940/pr 


M-905 Tuned Port Speaker 

Front-firing tuned-port speaker. Features real wood 
walnut or oak enclosure, spaced grille with solid 
walnut trim. 2-way system with cast frame 8" woofer 
and 1" dome tweeter. sens 91 dB; power range 20 W 
min to 125 W max; imp 8 ohm. 24 x 13.5 x 12 
diode ctae EROR Je, MALE c $590/pr 


M903 Tuned Port Speaker 
Front-firing tuned-port 2-way speaker. Features nom 
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imp 8 ohms; power range 20-70 W; 6.5" cast-frame 
woofer; 1” dome tweeter; FR 48-24,000 Hz; sens 90 
dB; 5-way binding posts; accepts banana plugs; 17 x 
8.5 x 10.38 in; 16 Ib. Available in black or oak 
woodgrain laminate. ..............%0.... $450/pr 


Speaker Accessories 


ST-9 Speaker Stand 

Non-resonant floor stand for Dahlquist M series 
speakers; provides rigid mounting, 3.5° upward tilt; 
matte black finish; capacity; 100 Ib. 11.25 x 14x 12 in; 
7.5 Ib; oak or walnut veneer and matte black 


IDA, Ls Me Ur er echt OA Ie dtes $80/pr 

ST-10 Stand. As above for other Dahlquist spea- 

kefS. a id iEn Beis ti ahead Here eee $80/pr 
dB PLUS 


All speakers have I" dome tweeters, walnut vinyl 
finish, black knit grilles, and nominal impedances of 8 
ohms with minimum of 4 ohms. 


1212 Floor-Standing Bass-Reflex Speaker 

2 12" viscous-damped cone woofers; 6.5" cone 
midrange. FR 23-22,000 Hz +3 dB; minimum power 
10 W, max power 200 W; sens 103 dB SPL/W/m; 54 
Ib::36,60 x 1224 x- 1E 52m. suaa $1,100/pr 


1010 Floor-Standing Bass-Reflex Speaker 

2 10" viscous-damped cone woofers. FR 25-22,000 Hz 
+3 dB; minimum power 20 W, maximum power 150 
W; sens 100 dB SPL/W/m; 45 Ib; 36.6 x 12.24 x 11.5 
ii cis E a cx ens v Odo aa MEER $750/pr 


990 Floor-Standing Passive-Radiator Speaker 

10” viscous-damped coné woofer. FR 30-22,000 Hz 
+3 dB; minimum power 10 W, max power 100 W; 
sens 98 dB SPL/W/m; 37 lb; 32.60 x 12.24h x 11.5 - 
Il. Li losee xia wie andi E T Le SSA RE SN $600/pr 


880 Bass-Reflex Speaker 

10” viscous-damped cone woofer. FR 35-22,000 Hz 
+3 dB; minimum power 10 W, max power 100 W; 
sens 96 dB SPL/W/m; 29 Ib; 23.88 x 11.88 x 11.5 - 
Uta Ac sedis Suiten OWE VEA TEE NIU $450/pr 


440 Bookshelf Bass-Reflex Speaker 

6.5" polypropylene cone woofer. FR 45-22,000 Hz +3 
dB; minimum power 10 W, max power 80 W; sens 94 
dB SPL/W/m; 16 lb; 15.88 x 9.5 x 9.25-in. . $350/pr 


dbx 


Soundfield 50 Speaker 

Two floor-standing vented enclosures each with 10" 
woofer, 6.5" midrange, 4" upper midrange, and 3 
ultra-wide-dispersion 0.5" tweeters. Phased arrange- 
ment produces both measurably flat response (34- 
20,000 Hz +2.5 dB) and consistent "Listen Any- 
where" stereo imaging throughout room. Sens 91 dB 
SPL/2.83 V/m; imp 4 ohms nominal, 2.5 ohms min; 
power range 40-400 W; phased-arranged crossover 
200 Hz, 800 Hz, 3,150 Hz, main axis. Walnut or black 
base and top with matching grille wraps . $2,000/pr 


Soundfield 150 Speaker 

3-way floor-standing vented speaker. Features 10” 
woofer; 4.5" midrange; 2 .5" tweeters; phased-ar- 
rangement; Listen Anywhere imaging; wrap-around 
speaker grilles. FR 39-20,000 Hz +3 dB; sens 91 dB; 
nom imp 4 ohms; power range 30-250 W/ch; 20.5 x 
16 x 39.5 in; 60 lb. Available in charcoal grey/black or 
Heise /WALBUE oree TAEA PE eee $1,500 


Soundfield 1500 Speaker 

3-way floor-standing vented speaker. Features 8” 
woofer; 4.5” midrange; 2 .5” tweeters; phased-ar- 
rangement; Listen Anywhere imaging; wrap-around 
speaker grilles. FR 44-20,000 Hz +3 dB; sens 92 dB; 
nom imp 4 ohms; power range 30-250 W/ch. 16x 14x 
33 in; 35 Ib. Available in charcoal grey/black or 
beige/ walnut. sa. chen Et teas eet $1,000/pr 


Soundfield 2500 Speaker 

3-way floor-standing vented speaker. Features 6.5” 
woofer; 2.5" midrange; 2 .5” tweeters; phased-ar- 
rangement; Listen Anywhere imaging; wrap-around 
speaker grilles. FR 49-20,000 Hz; sens 90 dB; nom 
imp 6 ohms; power range 25-150 W/ch at 4 ohms. 12 
x 8 x 29 in; 21 lb. Available in charcoal grey/black or 
BESS Walnut xn piv RERERTE TES $580/pr 


DCM 


Time Window 3 Speaker 

Folded transmission-line 3-way speaker intended for 
floor placement. Features time-coherent point source 
for more accurate off-axis sound reproduction. Ad- 
justable high- and middle-frequency energy output, 
narrow to wide image spatial control; also utilizes 
acoustic anti-diffraction lenses. 8" cone woofer; 6.5" 
cone midrange; 2.75" soft-plastic-dome tweeters. FR 
24-20,000 Hz; min power 10 W, max power 200 W; 
sens 90 dB; imp 8 ohms; available in dark oak with 
dark brown fabric; 45 Ib; 16.25 x 39.25 x 12.36 
Hb ccatva de ne yi css rs $1,399 to $1,499/pr 


Time Frame TF1000 3 Way Speaker 

Tapered transmission-line speaker. Mirrored image 
with 8” woofer, .75" soft plastic dome tweeter, 
acoustic anti-defraction lens, 4" mid-frequency driv- 
er, transmission line termination. Max power rating 
50 W rms pink noise continuous/300 W peak 
program; 8 ohm imp; sens 91 dB W/m; 49 Ib; 49 x 
19:8 d BS e acess, lca ey $999 to $1,099 


Time Window 1A Speaker 

Hybrid transmission-line speaker intended for floor 
placement. Improved version of original Time Win- 
dow with wide-angle sound distribution, pinpoint 
imaging properties and high power-handling capabil- 
ity. Features cylindrical back and triangular-prism 
front. Optimized for min time-dispersion error. 
Contains two 6.5" cone woofers with acoustic lens; 
2.75" soft plastic dome tweeter with acoustic lens. 
Min power 10 W, max power 200 W; sens 91 dB; imp 
8 ohms; dark oak with dark brown fabric; 32 Ib; 15 x 
35x 11279 Mag oo r HERA Sa» $899 to $949/pr 


Time Frame TF 700 Speaker 

Floor-standing folded tapered transmission-line 
speaker with 8"cone woofer, 4" cone midrange, and 
.75" dome tweeter. Accurate impulse response for 
digital sources. FR 34-20,000 Hz +3 dB; min power 
20 W rms; max power 250 W; sens 90 dB SPL/W/m; 
imp 8 ohms. 45 x 18x 7 in...... $799 to $849/pr 


Time Frame TF500 Speaker 

Mirror-imaged floor-standing loudspeaker. Features 
6.5" cone woofer; .75" soft-plastic-dome tweeter with 
acoustic lens; folded, tapered transmission-line bass 
loading; FR 34-20,000 Hz; power range 10-100 W; 
sens 90 dB SPL/W/m; imp 8 ohms; dark oak finish; 17 
x 4:x/6275n:42:1b 22:5 ux $599 to $649/pr 


Time Frame TF 350 Speaker 

Floor-standing transmission-line speaker with acous- 
tic anti-diffraction lens. Accurate impulse response 
for digital sources. Features a 6.5" magnetically 
shielded cone woofer and a .75" dome tweeter. FR 42- 
20,000 Hz +3 dB; min power 10 W rms; max power 
100 W rms; sens 89 dB spl/W/m; imp 8 ohms. 
Available in dark oak/brown cloth finish. 31 Ib. 37 x 
eio dii MERERI ETE $449 to $499/pr 


Time Frame TF 250 Speaker 

Floor-standing bass-reflex speaker with 6.5" cone 
woofer and .75" dome tweeter. FR 50-20,000 Hz +3 
dB; min power 10 W rms; max power 50 W rms; sens 
89 dB SPL/W/m; imp 8 ohms. Dark oak with dark 
brown grille. 34 x I3x 6 in ...... $299 to $349/pr 


DENNESEN ELECTROSTATICS 


Dennesen Nine 3-Way Speaker 
Floor-standing bass-reflex electrostatic speaker de- 
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signed for minimal edge refractions and reflections. 
Features electrostatic tweeter system; 8” bextrene 
woofer; 6.5” midrange; six 3” electrostatic tweeters. 
Phase corrected and time aligned. Includes separate 
electronic crossover for bi-amping in stereo. FR 20- 
35,000 Hz +3 dB; min power 50 W rms; max power 
200 W rms; sens 89 dB; imp 8 ohms ... . $1,800/pr 


DESIGN ACOUSTICS 


PS-30 3-Piece Speaker System 

Consists of 2 PS-5 satellites, PS-LF bass module. 
Satellites are low-diffraction design with 5" mid- 
woofer, 1" soft-dome tweeter. Bass module has 12" 
dual voice coil, long-throw woofer; power satellites/ 
subwoofer 35/250 W; imp 8 ohms ....... $750/set 


PS-LF Bass Module 

Down-firing dual voice coil, long-throw 12” woofer 
with twin crossover networks at 18 dB/octave, 140 
Hz. Features input for use with PS-5 satellites 
(below); biamp inputs for other satellites. FR to below 
40 Hz; power range 15-250....... 6.00.4. $375/ea 


PS-5 Speaker 

Acoustic-suspension 2-way miniature bookshelf 
speaker with 5” woofer, 1” dome tweeter. Features 
midrange, tweeter level controls. FR 80-16,000 Hz 
+ 1.5 dB; crossover 2.5 kHz; sens 85 dB; power range 
[5-50 Ws mp4 ODMS s ise o hx s $350/pr 


DA 360 All-Weather Speaker 

Omnidirectional all-weather speaker. Features rust- 
proof heavy-duty plastic enclosures; dual driver 
System white inisli eese soa s exui ish $240/pr 


Point Source Series 


PS 103 Floor Standing Speaker 

Acoustic-suspension speaker with down-firing 10" 
woofer housed in a separate enclosure within the 
cabinet. 6" midwoofer and .75" dome tweeter in the 
upper portion of the cabinet. Five-way binding posts 
will accept bare stranded cable up to 8 gauge, looped 
wire, banana plugs, spade lugs, and terminal pins. 
Cabinet is mounted on casters. Sens 88 dB SPL/W/m; 
power range 30-250 W/rms; imp 8 ohms.. $950/pr 


PS-10 3-Way Bookshelf Speaker 

Acoustic-suspension 3-way speaker with down-firing 
10" long-throw woofer, 5" midwoofer, 1" soft-dome 
tweeter. Features tweeter level control; mirror-image 
driver placement; acoustically treated baffle; FR 48- 
20,000 Hz; crossovers 190 and 2,000 Hz; sens 90 dB; 
power range 15-200 W; imp 8 ohms. ..... $520/pr 


PS-8b 2-Way Bookshelf Speaker 

Acoustic-suspension speaker. Features 8" woofer; 1" 
soft-dome tweeter; mirror-image drivers; acoustically 
treated baffle; crossover at 2,000 Hz; FR 50-20,000 
Hz; sens 90 dB; power range 15-200W.... $370/pr 


PS-6V Shielded Bookshelf Speaker 

Acoustic-suspension speaker. Features 6.5" long- 
throw woofer; .75" soft-dome tweeter; mirror-image 
driver placement; acoustically-treated baffle: mag- 
netic shielding. FR 50-20,000 Hz; power range 10-100 
W; sens 88 dB; imp 8 ohms............. $280/pr 


PS-6 Bookshelf Speaker 
Two-way design features 6" woofer; 0.75" soft-dome 


tweeter; FR 50-20,000 Hz; sens 88 dB SPL/W/m; 


power range 15-100 W................. $260/pr 
DESKTOP LOUDSPEAKER 
SYSTEMS 


DLS-3x Intimate Speaker System 

4-piece speaker system with satellites carved from 
solid wood. 2 DM-2x satellites house 3.25" cone 
woofer, 0.75" dome tweeter, 0.15" supertweeter; 2 
subwoofers house 2 7" drivers and 2 8” passive 
radiators. FR 38-30,000 Hz +3 dB; power range 20- 
200 W; sens 87.5 dB; imp 4 ohms. . . $1,999/system 


DLS-2 Intimate Speaker System 

4-piece speaker system with satellites carved from 
solid wood. 2 DM-1 satellites house 3.25" cone 
woofer, 0.88" dome tweeter; 2 BMW-2 subwoofers 
house 6.5" cone driver and 2 6.5" passive radiators. 
FR 39-19,000 Hz +3 dB; power range 20-250 W; sens 
87 dB SPL/W/m; imp 4.6 ohms. ..... $899/system 


DLS-1A Intimate Speaker System 

3-piece speaker system with enclosures made of solid 
wood blocks carved out for crossover and drivers. 2 
full-range DM-1 satellites with 3.25" cone woofer, 
0.88" dome tweeter; 1 small BMW-1 subwoofer with 
6.5" cone driver. FR 54-18,000 Hz +3 dB; power 
range 20-325 W; sens 86 dB SPL/W/m; imp 4.6 ohms. 
Available in walnut, golden oak, or teak finishes. 
system weight 28 Ib............... $649/system 


BMW -2 Intimate Subwoofer 
Floor-standing subwoofer with 6.5" cone driver, 2 8" 
passive radiators. FR 39-175 Hz +3 dB; power range 


Five years ago, 








In 1983, Rolling Stone said, “..the PS*10 loudspeakers 
by Design Acoustics could be the last pair you'll ever - 

buy." High Fidelity commented, “The overall sound is 
smooth, clean, and detailed.’ Ovation noted that the 

. PS*10, *... provided a very open and transparent sound 






CIRCLE NO. 66 ON READER SERVICE CARD 


“the PSe1 Os delivered a smooth, balanced sound... 
(enabling them) to fit almost anywhere both aesthet- 
ically and acoustically.’ : 


A MODERN-DAY CLASSIC 





with excellent and stable stereo imaging.” The PS*10 continues to earn thousands of new friends | 


A And Stereo Review concluded that, 


with its unique Point Source™ design. The PS*10 has the 
smallest possible front face, to eliminate diffraction and 
reflections that blur the stereo image from ordinary book- 
shelf speakers. Plus a down-firing 10" woofer that is al- 
ways exactly coupled to the room, regardless of its location. 


MEETS THE DIGITAL CHALLENGE 
Over the years, the PS*10 has been constantly refined 
and improved. Today, it meets the challenge of digital 
recordings with impressive performance, yet easily fits 
the smallest room neatly and unobtrusively. Write for 
dealer list and literature today. 


DC ACousncs 


An Audio-Technica Company 
1225 Commerce Drive, Stow, OH 44224 
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20-150 W; sens 86 dB SPL/W/m; imp 5 ohms; black 
nish: 9x9x91n0lb... ees es $525/pr 


DM-1 Intimate Speaker System 

Bookshelf speaker of solid blockwood carved out to 
house parts. 3.25" cone woofer, .88" dome tweeter. FR 
175-18,000 Hz +3 dB; power range 20-125 W; sens 
85 dB SPL/W/m; imp 8 ohms; walnut, golden oak, or 
blàcke 7:5 x-4:53c4:.5 15: 4:9 IDs Es $300/pr 


S-1 Speaker Stand 

For use with wide-screen TV, stereo TV or audio 
system. Phase aligned; flat black finish; invisible 
wiring track. 8x 17x 8 in; 2[2]b ......... $70/pr 


EMINENT TECHNOLOGY 


LFT-III Planar Doublet Speaker 

Single-diaphragm Linear Field Transducer with dia- 
phragm remaining within constant magnetic-flux 
field over entire displacement range; push-pull opera- 
tion; soft-foil/mylar diaphragm with very thin traces 
and narrow gaps between each trace driven directly 
by amp; recommended placement at least 3 ft from 
rear wall; diaphragm area 580"; peak-to-peak dis- 
placement 0.2". FR 35-40,000 Hz + 4 dB; power range 
50-200 W; sens 83 dB SPL/2.83 V/m; max SPL 106 dB 
at | m; imp 4 ohms; 54 x 27 x 1.3 d; 90 Ib ea $2,700 


ENERGY 


Reference Connoisseur 

2-way bass-reflex mirror-imaged speakers, matched 
0.12 dB left and right. 6 different exotic. matched 
wood veeners available. 7" polypropylene cone woof- 
er with PVC-stitched suspension; 1.5" dual hyper- 
dome tweeter. FR 25-20,000 Hz + 1.5 dB off axis; sens 
89 dB SPL/W/m; imp 8 ohms; power range 20-200 W; 
35.36 h x 11 x 14-in.; 80 Ib; priced according to finish 
from lice ieee NL $1,600-$3,300/pr 


Reference 

2-way bass-reflex front-port monitors matched with- 
in 0.12 dB left and right. 7" polypropylene cone 
woofer with PVC-stitched suspension; 1.5” dual 
hyperdome tweeter; includes stands; black vinyl 
veneer finish. FR 34-20,000 Hz + 1.5 dB off axis; sens 
89 dB SPL/W/m; imp 8 ohms; power range 20-200 W; 
24:62: % 10:5 x TAMAA] DS 5s os $1,050/pr 
Reference Oak Designer Series. Similar to to Refer- 
ence but finished in light oak and including integrat- 
ed matching oak stands. FR 28-20,000 Hz +1.5 
UB erm «pen s e rage Nod $1,300/pr 


Pro Monitor 

2-way bass-reflex mirror-imaged speakers matched 
0.5 dB left and right. With stands. 7" polypropylene 
cone woofer with PVC-stitched suspension; 1.5" dual 
hyperdome tweeter. Walnut-grain vinyl with black 
sag-resistant fabric grilles. FR 28-20,000 Hz + 1.5 dB 
off axis; sens 89 dB SPL/W/m; imp 8 ohm; power 
range 20-200 W; 24.62 x 10.5 x 12-in.; 34 Ibs$870/pr 


EPICURE PRODUCTS (EPI) 


All EPI speakers have wood veneer cabinets with 
narrow front baffles and non-parallel side walls to 
minimize defraction and internal standing waves. 
The grills are covered with anthracite gray cloth. The 
tweeters have damped polycarbonate domes and l- 
inch voice coils. The bass and midrange drivers have 
cones made of mineral filled polypropylene which is 
formed with a non-concentric pattern to increase 
rigidity and reduce structural resonances. 


Epicure Model 1 System 4-Way Speaker 

System consists of Model | speakers and a Speaker 
Placement EQualizer (SPEQ). Floor standing speak- 
ers have an electronically teinforced 8” woofer in a 
vented cabinet, an 8” mid-woofer in an isolated 
chamber. Two 4" midranges and a | " tweeter are 
mounted in a seperate narrow baffle cabinet. The 
special air-mass-loaded cabinet vent is integrated 





into the cabinet base. Internally wired with Monster 
Cable. FR32-20,000 Hz + 3 dB; crossovers at 160, 500 
and 2,500 Hz; recommended amplifier power 20-200 
W; imp 6 ohm; 42.75 x 12 x 13-in . . $1,400/system 


Epicure Model 2 Four-Way Speaker 

Floor standing speaker with an 8" woofer in a vented 
cabinet, 8" mid-woofer in an isolated chamber, 4" 
midrange and |” tweeter. The air mass loaded cabinet 
is integrated into the cabinet base. Internally wired 
with Monster Cable. FR 38-20,000 Hz +3 dB; 
crossovers at 190, 500 and 2,500 Hz; power range 10- 
175 W; imp 6 ohm; 35.25 x 12 x 13 in.... $900/pr 


Epicure Model 3 3-Way Speaker 

Floor standing speaker with an 8" woofer in a vented 
cabinet, a 4" midrange and a 1" tweeter. The air mass 
loaded cabinet is integrated into the cabinet base. FR 
42-20,000 Hz +3 dB; crossovers at 500, 2,500 Hz; 
recommended power 10-150 W; imp 6 ohm; 30x 12x 
ESL NL a s MEN RNA nri Eon LORS $700/pr 


Epicure Model 4 2-Way Speaker 

Bookshelf speaker with an 8" woofer in a vented 
cabinet and a 1" tweeter. The flared cabinet vent is 
integrated into the cabinet base. FR 48-20,000 Hz +3 
dB; crossover at 2,000 Hz; recommended power 10- 
100 W; imp 8 ohm; 20x 11.75 x 12-in.... $450/pr 


Epicure Model 5 2-Way Speaker 

Bookshelf speaker with a 6" woofer in a vented 
cabinet and a 1" tweeter. The flared cabinet vent is 
integrated into the cabinet base. FR 55-20,000 Hz +3 
dB; crosssover at 2,000 Hz; recommended power 10- 
75 W; imp 8 ohm; 16 x 10 x 10.5-in...... $350/pr 
Epicure Model 5V 2-Way Speaker. Same as above 
but with vinyl veneered cabinet ......... $300/pr 


EPOS BY MUSIC HALL 


ES 14 Speaker 
8" custom-made woofer; custom-made aluminum 


ESM BY ENERGY 


ESM-1s Bass-Reflex Speaker 
Mirror-imaged pair with 8" woofer; 1” ferrofluid 


dome tweeter; phase-corrected crossover at 2,000 Hz; 
walnut or black ash vinyl; black grilles. FR 30-22,000 
Hz +3 dB; sens 86 dB SPL/W/m; power range 1.5-120 
W; nominal imp 8 ohms, min 4; 24 x 10.5 x 1 1-in.; 35 
peach ee eee ae PRENNE ee $500/pr 
ESM-2s Bass Reflex Speaker. Similar to above 
except FR 40-22,000 Hz and recommended power 
range from 12-100 W; 23 x 11 x 11; 24 lb ea$400/pr 
ESM-3. Similar to ESM-2 except FR 45-22,000 Hz; 
power range 10-80 W; 20 x 10 x 9-in.; 20 Ib 
CAC obit Sy sua DE eed PE p es $300/pr 
ESM-4. Similar to ESM-3 but with 6.5" woofer; 0.75" 
dome tweeter. FR 60-20,000 Hz +3dB power range 
10-80 W; 14 x 10 x 10-in.; 1] Ibea....... $230/pr 


ESS 


AMT Series 

AMT-Monitor Speaker 

Floor-standing passive radiator speaker with 21.5" x 
21.5" Heil air motion transformer with mylar articu- 
lated diaphragm. Features 12" cone passive rad; 12" 
cone woofer. FR 35-23,000 Hz +3 dB; minimum 
power 35 W rms, max power 400 W rms; sens 91 dB 
SPL/W/m; imp 6 ohms; oiled walnut finish; 82 Ib; 
she Ss, a: A 102 21 tsp, ore MA D Rs ars e rie $1,140/pr 


AMT 1D Speaker 

Floor-standing passive-radiator 2-way speaker with 
12” polypropylene woofer, 12” passive radiator. 
Features 21.5" x 21.5" Heil air motion transformer 
with mylar articulated diaphragm; midrange pres- 
ence, brilliance controls; oiled-walnut finish; black- 
brown grille. FR 35-23,000 Hz +3 dB; crossover 800 
Hz; max power 400 W; imp 6 ohms; horizontal/verti- 
cal dispersion 1207/30" sens 91 dB SPL/W/m; 35.25 x 
16:251:16:254:85 Dus tex EETS $1,040/pr 


Mini Monitor 620 Speaker 

Two-way mini Bookshelf speaker. Features dynamic 
5.25" long excursion woofer; 1.25" dome shape 
tweeter; 5" passive radiator. FR 60-20,000 Hz +4 dB; 
power range 10-60 W; sens 87 dB SPL/W/m; imp 8 
ohms; oiled walnut veneer finish; 7 x 12 x 7.5 in; 16.5 
ID/DC TES EET eM A Tier SL dai $160/pr 


Performance Series 

PS-1220 Speaker 

Floor standing passive radiator speaker system with 
12" woofer, Heil air-motion transformer tweeter with 
10.4" x 10.4" radiating area, dynamic 4" midrange 
with hi-temp voice coil. FR 28-23,000 Hz +1 dB at 
midband; sens 93 dB SPL/W/m; imp 4 ohm; power 
range 10-200 W; solid walnut finish ...... $488/pr 


PS-1020 Floor Standing Speaker 

Floor standing passive radiator speaker system with 
12" woofer, Heil air-motion transformer tweeter- 
midrange. 10.4" x 10.4" radiating area; FR 28-23,000 
Hz +1 dB at midband; sens 93 dB SPL W/m; imp 4 
ohm; power range 10-150 W; solid walnut fin- 
HE. mcos duel oe cal es ke ee $418/pr 


PS-920 Bookshelf Speaker 

Passive radiator speaker system with 8" woofer, Heil 
air-motion transformer tweeter-midrange with 10.4” 
x 10.4" radiating area. FR 38-23,000 Hz +1 dB at 
midband; sens 91 dB SPL/W/m; imp 4 ohm; power 
range 5-100 W; solid walnut finish....... $368/pr 


PS-820 Bookshelf Speaker 

Passive radiator speaker with 6" woofer, Heil air- 
motion transformer tweeter-midrange with 10.4" x 
10.4" radiating area. FR 42-23,000 Hz + ! dB; sens 89 
dB SPL/W/m; imp 4 ohm; power range 5-125 W; solid 
WA MURAIS t ete sways ote INS qe $304/pr 


FISHER 


STV-440M 3-Way Speaker System 
Features 15" woofer; 5" ferrofluid midrange; 3" 
ferrofluid tweeter; magnetic field compensated; 150 


Worms- max. 178x38:6x12,83n-2.. tak u $600/pr 
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STV-430M 3-Way Speaker System 

Features 15” woofer; 4” ferrofluid midrange; 3” 
ferrofluid tweeter; magnetic field compensated; 100 
W rms max. 17.8 x 36 x 12.8 in; oak vinyl veneer 
NISMA EX LEE nx vate aS $400/pr 


STV-420M 3-Way Speaker System 

Features 12” woofer; 4” ferrofluid midrange; 3” 
ferrofluid tweeter; magnetic field compensated; 100 
W rms max. 14.3 x 29.7 x 12.9 in; oak vinyl veneer 
inte ot be LESS mo Masa, ee $320/pr 


STV-410M 3-Way Speaker System 

Features 10” woofer; 4” midrange; 3” tweeter; mag- 
netic field compensated; 60 W rms max. 12.3 x 25.7 x 
10.9 in; oak vinyl veneer finish.......... $200/pr 


TV /Audio Speakers 

STV8626. 3-way bass-reflex speaker. Features 8” 
woofer; 4” midrange; 3” tweeter; magnetic field 
compensation for placement near a TV or video 
monitor. 50 W rms max power handling; baldwin oak 
vinyl veneer cabinet. 23.8 x 10.2 x 11 in; 15.5 
he) cg hey c o rr RC ORC T EA OMNES $200/pr 
STV228. 2-way bass-reflex speaker. Features 8" 
woofer; 3” tweeter; magnetic field compensation for 
placement near a TV or video monitor. 50 W rms max 
power handling; baldwin oak vinyl veneer cabinet. 18 
AS A Ei EUA IO! IBS ud eter E E aware $160/pr 


FOCUS SPEAKER SYSTEMS 


High-Definition Tower Speaker 

2-way staggered-transmission-line speaker with 3 
phase-aligned drivers; 1.25" inverted Kevlar dome 
tweeter with 3-lb magnet; 2 8^ woofers; lead-lined 
cabinet; cabinet made of 14-layer epoxy-pulp sleeve; 
internal bracing; rounded baffle; subenclosure for 
tweeter; solid oak bases, tops, side rails; |st-order 
crossover at 1,000 Hz; crossover components 
matched to better than 1% tolerances; adjustable and 
removeable spiking system. FR 35-20,000 +2 dB; 
group delay better than +0.2 msec; nominal imp 4 
ohms, min imp 3.2 ohms; sens 92 dB sPL/W/m; 
power range 30-200 W/ch; 14 x 64 x 16.5 in; 115 
IDEE e eb e eoe eae eae es $2,950/pr 


High Definition Monitors 

Two-way, floor standing speakers. Cabinets con- 
structed from 14-layer Pox-Pulp sleeve braced inside, 
wrapped with 1/4" foam on outside and capped with 
solid oak end pieces. Features phase aligned drivers 
in separate sub-enclosures to improve imaging; | 8” 
woofer, 1 1.25" tweeter; FR 32-20,000 Hz + 2 dB; sens 
89 dB sound-preasure level at 1 meter with 1 W 
input; imp 8 ohms; amp power 30-200 W/ch; 
adjustable and removable spiking system directly 
couples speakers to any type floor; 47 x 12 x 12 
TTC Cem t buses Restle, decisa Peces $1,450/pr 


.7 High-Definition Monitor Speaker 

2-way computer-matched time-aligned speaker with 
Pox Pulp internally braced cabinet; 8" woofer; 1” 
dome tweeter; contoured port; hardwired crossovers. 
FR 37-19,000 Hz +2 dB; nominal impedance 8 ohms, 
minimum impedance 4.8 ohms; maximum power 
handling 150 W/ch; sensitivity 90 dBSPL/W/m; 12 x 
DN SEI 10033. Ib our eoruin Seed neg $995/pr 
Matching Stands ............. eere $195/pr 


5 High-Definition Monitor Speaker 

Bookshelf speaker with Pox Pulp cabinet; 8" woofer; 
1” dome tweeter. FR 45-20,000 Hz +3 dB; nominal 
imp 8 ohms, min imp 4.8 ohms; power range 30-150 
W/ch; sens 90 dB SPL/W/m; 12 x 19 x 12 in; 27 
JBoss see ANRUF EMEN se $750/pr 


FOSTEX 


H-3 2-Way Speaker 

Bookshelf speaker system. Features patented RP 
tweeter which operates in piston motion; 2 8” 
woofers 309 TE x IO 1m raot aena $499/pr 
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H-2 2-Way Speaker 

Bookshelf speaker system. Features patented RP 
tweeter which operates in piston motion; 8" woofer. 
21:57: 9:5 Soin E ES hers b $399/pr 


H-1 2-Way Speaker 

Bookshelf speaker system. Features patented RP 
tweeter which operates in piston motion; 6" woofer. 
16/5x 8x MA ee eode LEURS "od $299/pr 


FRIED PRODUCTS 


G/3 3-Way Speaker 

Floor-standing transmission-line speaker with series 
crossover networks and duocone drivers. Features 
full-free-flow transmission-line loading of midrange 
and aperiodic-design principles for linearity and 
dynamic range. 10" polypropylene duocone woofer; 
6.5" midrange; 0.75" dome tweeter. FR 23-22,000 Hz 
t3 dB; power range 10-200 W rms; sens 91 dB 
SPL/W/m; imp 8 ohms. Walnut and oak finishes. 16 x 
AA Ipso IB EN Sa aee x foe $2,320/pr 


Studio IV 3-Way Speaker 

"Flow-resistance" floor-standing speaker with duo- 
cone drivers and series networks. Features 8” duo- 
cone woofer; 2" duocone midrange; 1.75" dome 
tweeter. FR 26-22,000 Hz +3 dB; power range 10- 
1,000 W; sens 91 dB SPL/W/m; imp 8 ohms. Walnut 
finish: [2x 39 x 181m 751b... rou $1.350/pr 


C/3-L 2-Way Speaker 

Full-transmission-line-loaded speaker for use alone 
or as a satellite. Features 6.5" duocone woofer; 0.75" 
dome tweeter; series networks; pyramid shape. FR 60- 
22,000 Hz +3 dB; power range 10-250 W rms; sens 
91 dB SPL/W/m; imp 8 ohms. 10.5 x 13.5x 15.5in; 20 


NN fair ua da oU Soy Reta ais e $1,400/pr assembled 
C/3-L Kit. As above except as a kit to put togeth- 
BELA AE RO eno i RAF utem od Ade dist vs $430/pr 


R/4 3-Way Speaker 

Column loudspeaker with built-in tilt back pedestal 
with line loading for midrange and line-tunnel 
loading for bass. Features 10” polypropylene woofer 
with vented pole piece; 5.25” polypropylene mid 
driver cone with vented pole piece; 1” dome tweeter 
with ferrofluid damping; FR 32-20,000 Hz +3 dB 
power range 25-100 W/ch; sens 90 dB; imp 8 ohms. 
32x: 12€ LOS iss ID ea A 705. Loon $950/pr 


Model O/3 Subwoofer Kit 

Mirror-image dual-channel subwoofer kit with trans- 
mission-line design and 10" woofer. Normal input for 
use with Fried satellite speakers, biamp input for use 
with other satellites. Response within 3 dB at 20 Hz; 
power range 25-200 W; fuse protected. 31 x 24.5 x 
[3 S. o scea en SA SO desea eire $700/pr 
Model SM/3. Similar to Model OI2 except 12" 
woofer and max power 400 W. 38 x 29.5 x 15 in. 
Kiti eid cases wabenaiu de Fay Me sea t $800/pr 


A/3 2-Way Speaker 

Features 8^ polypropylene woofer; 1” soft-dome 
tweeter; edge-on free-flow filters; line tunnel. FR 45- 
20,000 Hz +3 dB; power range 25-100 W; imp 8 
ohms; crossover frequency 2,000 Hz; sens 89 dB 
SPL/W7in. 23 x 13x 1055 lit oos oorr $650/pr 


Q/3 2-Way Speaker 

Features 8" polypropylene woofer; dome tweeter; 
edge-on free-flow filters; circuit-breaker protection. 
FR 45-20,000 Hz; minimum power 20 W; maximum 
power handing 100 W. Walnut or black-ash finish. 20 
KS MLO Sain. pees oA T owt $440/pr 


Beta Full-Range Speaker 

Full-range speaker of mini-monitor proportions with 
polypropylene cones and linear crossovers. Features 
6.5" polypropylene woofer; composite tweeter with 
2” cone and 0.62” dome; series filter crossover; 
distributed bass-loading free-flow filter system. Wal- 
nut or black-ash finish. 13.5 x 8x 8 in; ... $325/pr 


Duo Subwoofer 

"Flow-resistance” floor-standing subwoofer with 
dual-voice-coil polypropylene driver. Features 10” 
cone woofer. FR 30-100 Hz +3 dB; power range 20- 
200 W; sens 90 dB SPL/W/m; imp 8 ohms. Walnut or 
blaci-asI finish. coach ve nM $330 ea 


GOLD SOUND 


All Gold Sound speakers are kits comprised of speaker 
components and crossovers, grill material, damping, 
and 18 pages of plans and instructions. 

Kit #6 

Brown sealed-enclosure speaker system features two 
8” woofers; two 5.25” cone midranges; two 1.5” dome 
tweeters; FR 32-30,000 Hz +2 dB; sens 93 dB SPL; 
min power 5 W; crossover frequencies 60, 200 at 
3,000 Hz; imp 4 ohms; optional oiled walnut. 37 x 14 
A N OT ow aeos ope oua e d auo RUE e E $799/pr 


Kit #9 

Brown vented-enclosure speaker system features two 
15" woofers; 7" cone midrange; horn tweeter; separate 
midrange control; FR 26-30,000 Hz +3 dB; sens 98 
dB SPL; min power 5 W; crossover frequencies 60, 250 
at 4,000 Hz; imp 4 ohms; optional oiled walnut. 46 x 
ZF RAL h E esi ene RULES ERR LE, s $798/pr 


Kit #10 

Brown vented-enclosure speaker system features 15” 
woofer; 7” cone midrange; |” tweeter; separate 
midrange and tweeter controls; FR 28-21,000 Hz +3 
dB; sens 93 dB; min power 5 W; crossover frequen- 
cies 300 at 5,000 Hz; imp 8 ohms; optional oiled 
walnüt.4d4 x I8 x 1718 —..... s ws dae $1,288/pr 


2018 

Brown vented-enclosure speaker system features 18" 
woofer; 8" cone midrange; separate midrange and 
tweeter controls; FR 28-21,000 Hz +3 dB; sens 95 dB; 
min power 5 W; crossover frequencies 400, 1,400 at 
5,000 Hz; imp 8 ohms; optional oiled walnut. 46 x 29 
RGN Sia hae RUP dram $1,495/pr 


Kit #14 

Brown vented-enclosure speaker system features 18” 
woofer; 8” cone midrange; separate midrange and 
tweeter controls; FR 28-21,000 Hz +3 dB; sens 95 dB; 
min power 5 W; crossover frequencies 200, 1,200 at 
SOOO TH 463: ZIE T9 oes ae e ee a $1,988 


REUBEN GUSS ENTERPRISES 


Custom Monitor 

Custom speaker system with 204 drivers in 8 
enclosures. Features 24 15" woofers; 48 5" midranges; 
32 1” dome tweeters; 100 custom piezos. Power range 
100-900 W rms. 4 cabinets 30 x 72 x 20 in; 4 cabinets 
22€ 12X IG IN o. oo eee ria $100,000/system 


System 1-Guss Monitor Speaker 

Floor-standing speaker system with 102 drivers in 4 
enclosures. Features 12 15" cone woofers; 24 5" dome 
dual-diaphragm midranges; 16 1" dome tweeters; 50 
custom Piezo-electric supertweeters. Controls in- 
clude midrange; tweeter; rear-ambience; satellite. FR 
25-25,000 Hz +3 dB; power range 30-600 W; sens 92 
dB SPL/W/m; imp 6 ohms; walnut oak; 36 x 73 x 21 
DS To BOIS. et weave $50,000/system 


System 2-Symphony Speaker System 

Floor-standing speaker system with 26 drivers in 4 
enclosures and 3-D Focus control. Features 4 15" 
cone woofers; 6 5" dome dual-diaphragm midranges; 
4 1” dome tweeters; 12 custom Piezo-electric su- 
pertweeters. Controls include midrange; tweeter; 
rear-ambience; satellite. FR 28-22,000 Hz +3 dB; 
power range 30-300 W; sens 92 dB SPL/W/m; imp 4 
ohms. Walnut and oak finishes. 2 cabinets 22 x 54 x 
20in and 28 x 25 x 8 in; 165 Ib, 12 Ib$15,000/system 


System 3-Concerto Speaker System 
Floor-standing speaker system with 22 drivers in 4 
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enclosures. Features 4-12” cone woofers; 6-5” dome 
dual-diaphragm midranges; 4-1” dome tweeters; 8 
custom Piezo-electric supertweeters. Controls in- 
clude midrange; tweeter; rear-ambience; and satellite. 
FR 30-22,000 Hz + 3 dB; power range 30-300 W; sens 
92 dB SPL/W/m; imp 4 ohms. Walnut and oak 
finishes. 2 cabinets 22 x 54 x 20and 28 x 25x 8 in; 150 
IB 12:1b: sue COPA avrei $9,000/system 


System 4-Sonata Speaker 

Floor-standing speaker system with 12 drivers in 4 
enclosures. Features 2-12" woofers; 2-5" dome dual- 
diaphragm midranges; 6 custom Piezo-electric su- 
pertweeters. Controls for midrange; tweeter; satellite. 
FR 32-22,000 Hz +4 dB; power range 30-200 W; sens 
90 dB SPL/W/m; imp 4 ohms; walnut and oak; 17 x 28 
$75:105 70: IB; 3E I0 1o Reese N $4,000/system 


HARTLEY PRODUCTS 


The Reference 

Floor-standing 4-way speaker system with 24" super- 
woofer, 10" midrange, two 7" tweeters. Crossovers 
125, 3,000, 8,000 Hz; FR 16-25,000 Hz; power range 
25-300 W; imp 5-8 ohms; wood cabinet with remov- 
able knit grille; 50.25 x 36 x 24 in....... $5.195/pr 


The Concertmaster 

Floor-standing 4-way speaker system with 18" woof- 
er, 10” midrange, two 7" tweeters. Crossovers at 125, 
3,000, 8,000 Hz; FR 16-25,000 Hz; power range 25- 
300 W; imp 5-8 ohms; wood cabinet with removable 
black grille; 41.5 x 29 x 18 in. .......... $3,995/pr 


SPL-1 System 

Includes 2 SW-10 bass modules, ST-4 phasor arrays, 
tilt stands for SW-10, aluminum adjustable stands for 
ST-4, mounting screws, stereo crossover, Allen key. 
All parts have hand-rubbed walnut veneers; black 
knit grilles. FR 25-25,000 Hz +3 dB. 

SW-10. Aligned air-column subwoofer with 10” 
woofer with 1” high-temperature dual voice coil, 
polymer cone, magnetic suspension, EFM magnet; 3” 
polymer cone midrange, magnetic suspension, with 
two 3” air columns; imp 6 ohms; power range 15-100 
W rms. 

ST-4. Polar-aligned phasor with phasor-array su- 
pertweeter; imp 8 ohms; power range 15-150 W rms; 
I2x-5x!5n5 Seno ONES NT eee $1,700/system 


The Reference Mini-Tower 

Floor standing 2-way speaker with two 6.5" thermo- 
plastic woofers with high temperature voice coils and 
heat sinks. Features |” hybrid dome tweeter; cross- 
over 3,100 Hz; power range 5-150 W; imp 4 ohms; FR 
32-25,000 Hz; oak veneered cabinet with removable 
knitgrille 32.5 x 11.5. X 12'in... cer): $600/pr 


HECO OF AMERICA 


SAT 6000 Bookshelf Speaker 

Acoustic-suspension speaker with low-loss crossover 
for amplitude and phase-response correction. Fea- 
tures 4.12" cone woofer; 1" metal-dome tweeter. FR 
80-32,000 Hz +3 dB; max power 50 W rms; sens 87 
dB SPL/W/m; imp 4 ohms; crossover point at 2,200 
Hz with 12 dB/octave slope. Black metalllic finish. 
5775538253: DAVIN 5: 1Do.4 eI Voss $300/pr 


D6300 2-Way Speaker 

Bookshelf acoustic-suspension speaker with 4.12” 
cone woofer and |” metal-dome tweeter. FR 80-3,200 
Hz +3 dB; max power 50 W rms; sens 87 dB 
SPL/W/m; crossover point at 2,000 Hz with 12 
dB/octave slope. Black metallic finish. 8.12 x 4.5 x 
3577511 7-28 1D. 65d eros US Ed $300/pr 


Subwoofers 
Sub 6000 Compact Subwoofer 


Floor-standing subwoofer with auto or manual turn 
on/off. Driven by 90-W amp and includes two 60-W 


woofer; adjustable input sens and bass level. FR 25- 
120 Hz +3 dB; max power 90 W rms; sens 90 dB 
SPL/W/m; crossover slopes 24 dB/octave for sub- 
woofer, 12 dB/octave for mids and highs fixed at 120 
Hz. Available in black metallic finish. 11 x 11 x 12 
iriches; 22 pounds. snaa vv E ris $665 ea 


HEYBROOK BY 
D'ASCANIO AUDIO 


HB-3 3-Way Speaker 

Hand-assembled acoustic-suspension speaker with 
10" doped-cone woofer; 4.5" doped-cone midrange 
and 0.75" soft-dome tweeter; removable rear panel 
for bi- and tri-amping. FR 35-20,000 Hz +3 dB; 
power range 15-200 W. Real walnut, or gloss-black 
finish. 25 x 13.36 x 11.36 in; 46 Ib ...... $1,498/pr 


HB-200 2-Way Speaker 

Dual-reflex-tuned speaker with 6.5” woofer and 
metal-dome tweeter. Features FR 34-22,000 Hz; sens 
88 dB; nom imp 8 ohms; power range 15-100 W; 18 x 
11x 9. Black ash or walnut)... sc $999/pr 


HB-150 2-Way Speaker 

Dual-reflex-tuned speaker with 6.5" woofer and 
metal-dome tweeter. Features FR 40-22,000 Hz; sens 
88 dB; nom imp 6 ohms; power range 15-100 W. 16 x 
9 x 9 in. Black ash or walnut finish ...... $799/pr 


HB-100 2-Way Speaker 

Infinite-baffle speaker with 8" woofer and metal- 
dome tweeter. Features FR 50-20,000 Hz; sens 89 dB; 
nom imp 8 ohms; power range 15-100 W; 19x I1 x 10 
in. Black or woodgrain finish .............. $599 


HB-1 2-Way Speaker 

Hand-assembled acoustic-suspension bookshelf 
speaker with 8" doped-cone woofer; 1” dome tweeter. 
Features removable rear panel for biamping. FR 42- 
20,000 Hz +3 dB; imp 8 ohms; power range 10-75 W; 
sens 89 dB SPL/W/m. Walnut vinyl or gloss-black 
finish. 18.75 x 11.5 x 925 in; I9 Ib....... $399/pr 


POINT SEVEN 2-Way Speaker 

Infinite-baffle speaker with 6.5" woofer and metal- 
dome tweeter. Features FR 45-24,000 Hz; sens 87 dB; 
nom imp 6 ohms; power range 15-75 W; 16x 9x 9 in. 
Black Amish SAI ou MUN $399/pr 


POINT FIVE 2-Way Speaker 

Hand-assembled infinite-baffle bookshelf speaker 
with 6.5" doped-cone woofer; .75" dome tweeter; 
structurally-rigid cabinet. FR 50-20,000 Hz +3 dB; 
power range 15-75 W; sens 87 dB; nom imp 6 ohms. 
[4x 9x 9n. Black Bnish 54-2. 51V. $299/pr 


HITACHI 


HSA4040 3-Way Tower Speaker 

12" woofer; 3" midrange; 2" tweeter; 12" passive 
radiator in rear; max power 120 W: wood cabinet; 
detachable grille cloth ................. $300/pr 


HSA3050 3-Way Tower Speaker 
10" woofer; 3" midrange; 2" tweeter; max power 60 
Ws detachable grille cloth .............. $250/pr 


HSA2028 2-Way Tower Speaker 
Bass reflex; 8” woofer; 2” tweeter; max power 30 W; 
wood cabmets ios neces pen een S $150/pr 


IMAGE 


All speakers have nominal impedances of 6 ohms, 
with minimum impedance of 4 ohms, and black 
grilles. 


Concept 200 Ported Speaker 

2 6.5" woofers; 0.75" damped hyperbolic cotton 
dome tweeter; crossover at 2,100 Hz; Italian black 
walut vinyl. FR 30-23,000 Hz +2 dB; sens 87 dB; 
power range 35-200 W; 43 x 10 x 15 in .. $1,000/pr 


Concept 100 Ported Speaker 

6.5" woofer; 0.75" damped hyperbolic cotton dome 
tweeter; crossover at 2,100 Hz; Italian black walut 
vinyl. FR 45-23,000 Hz +2 dB; sens 87 dB SPL/W/m; 
power range 35-100 W; 16x 9x 11; 23 Ib each $600/pr 


Reference Two Ported Speaker 

8" polypropylene damped woofer; 1" polyester soft- 
dome tweeter; crossover at 2,100 Hz; lagos hickory 
vinyl. FR 35-20,000 Hz +3 dB; sens 88 dB SPL/W/m; 
power range 20-100 W; 24 x 11 x 12; 31 Ib 
GACH. ndeq ae pa Saas eS eS $450/pr 


Reference One Ported Speaker 

8” polypropylene damped woofer; 0.75” polyester 
soft-dome tweeter; crossover at 2,500 Hz; lagos 
hickory vinyl. FR 40-20,000 Hz +3 dB; sens 89 dB 
SPL/W/m:; power range 20-100 W; 19 x 10 x 9; 20 Ib 
enel E S NM ERU e NER eoe $350/pr 


Reference .5 Ported Speaker 

6.5" polypropylene damped woofer; 0.75" polyester 
soft-dome tweeter; crossover at 2,500 Hz; lagos 
hickory vinyl. FR 45-20,000 Hz + 3.5 dB; sens 87 dB 
SPL/W/m; power range 20-75 W; 16 x 10 x 9; 15 Ib 
CAC foe aec OUT Lan Mee a ud $250/pr 


INFINITY 


IRS Series V Reference Speaker 

Modular 4-piece 3-way floor-standing speaker. Fea- 
tures 2 woofer modules with six 12" woofers in 
feedback loop of servo amp (2 1,800-W woofer 
amps); 2 midrange/tweeter modules with 12-dipole 
midrange drivers; 36 tweeters in dipole line-source 
array (24 front/12 rear-facing); bass variable low-pass 
filters; low-pass variable damping; woofer level 
controls; selectable input imp midrange/tweeter amp 
control; woofer phase switch; servo bass on/off 
circuit; Monster Cable wiring for midrange and 
woofer. FR 16-40,000 Hz +2 dB; crossovers 70 Hz 
nominal, 60-120 Hz at main control unit woofer/mi- 
drange, 5,000 Hz  midrange/tweeter; midran- 
ge/tweeter amp input range 100-500 W/ch; oiled and 
“Grand Piano” indian rosewood finish; 100-ft cable 
for hookup of midrange/tweeter to midrange/tweeter 
amp. Woofer modules: 76” h x 18” square; midran- 
ge/tweeter modules 76” h x 40” w (with hollow and 
sand-filled curved wing sections) .. $50,000/system 


IRS Series 


IKS Beta Speaker 

Includes (per side) four 12" woofers with servo- 
controlled polylpropylene/graphite fiber injection 
molded cones; 2 upper bass/midrange (70 Hz-60 
kHz) planar push-pull drivers which act as a dipole; 
low-mass EMIT with neodymium magnets for upper 
midrange; low mass/neodymium EMIT's from IRS V 
(in a dipole configuration) for the lower treble; SEMIT 
(a smaller aperture EMIT) which extends response 
beyond 44 kHz. The system operates in a bi-amp 


mode and includes the IRS V servo control 
UNIO A ees TuE isa. iuo ct s s $10,500 
IRS Gamma. Similar to Beta with 2 woofers and 1 
upper-bass midrange ................... $6,950 
IRS Delta. Similar to Gamma with accelerometer 
SEP VO SY GLEN Die onore des It tete a oye arene $5,500 
Kappa Series 


9 Kappa Reference Standard Speaker 

5-way design features 2 12” cast frame L/C tuned 
woofers; SEMIT K supertweeter; rear-firing EMIT K 
tweeter; 3” polydome rear radiator; polygraph K 
composite polypropylene/graphite 5” mid-bass 
dome; 3” edgewound polydome K midrange; internal 
crossovers; bi-ampable; oak solids and veneer with 
high-density particle board with a furniture-grade 
lacquer finish. FR 29-45,000 Hz +3 dB; crossover 
frequencies 80, 800, and 4,500 Hz; power rating 60- 
340 W/rms; sens 89 dB; imp 4-6 ohms. 59.5 x 21.5 x 8 
HES eee LNG es DEA Dea d.) d $2,898/pr 


amps to drive satellite speakers. Features 10" cone j 
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8 Kappa Speaker 

4-way design similar to 9 Kappa without su- 
pertweeter, rear-firing tweeter and radiator, and | 
woofer. FR 33-45,000 Hz +3 dB; power rating 50-250 
W/rms; sens 89 dB SPL/W/m; imp 4-6 ohms. 47.5 x 
a Saar a Wel US he at dct pL $1,998/pr 


7 Kappa Speaker 

3-way design similar to 8 Kappa with 12" woofer, 3" 
polydome K midrange, and EMIT K tweeter. Power 
rating 40-200 w/rms; FR 37 Hz-45,000 Hz. 37x 17x 
Ee LU TNR ec TRU PEU, EIC $1,398/pr 


6 Kappa Speaker 

3-way design similar to 7 Kappa except the woofer is 
10". Power rating 30-150 w/rms; FR 39 Hz-45,000 Hz. 
DS KMS FLOPS ar AG Lice elev eere ss ES $998/pr 


SM Speaker Series 


SM 150 3-Way Speaker 

floor-standing bass-reflex speaker with 15” cone 
woofer, 2-4.5" midranges, and 1" polycell dome 
tweeter. FR 29-27,000 Hz +3 dB; minpower 10 
W/rms, max power 300 W/rms; sens 101 dB 
SPL/W/m; imp 8 ohms; rosewood vinyl; 19 x 39.5 x 
POPS AT E roe area sv SES EE NBER $1,118/pr 


SM 120 3-Way Speaker 

Floor-standing bass-reflex speaker with front-mount- 
ed high- and mid-level controls. Features contains 
12" cone woofer; 4.5" cone midrange; 1” polycell- 
dome tweeter. Min power 10 W/rms, max power 200 
W/rms; sens 98 dB SPL/W/m; imp 8 ohms; rosewood 
Vinyb SI 33:2590 12:53h. cte edes $798/pr 


SM 100 2-Way Speaker 

Floor-standing bass-reflex speaker with 10" cone 
woofer and 1" polycell-dome tweeter. Min power 10 
W/rms, max power 150 W/rms; sens 98 dB SPL/W/m; 
imp 8 ohms; rosewood vinyl; 14 x 29.5 x 12.5 
HR Oe fS ud T PA T I on $558/pr 


RS Speaker Series 


RS 6000A 3-Way Speaker 

Features 2 10" cone woofers, 2" dome midrange, EMIT 
planar tweeter. FR 41-44,000 Hz +3 dB; sens 89 dB 
SPL/W/m; min power 35 W rms; max power 200 W 
rms152:37 x 1010. ero See $938/pr 


RS 5000A 3-Way Speaker 

Acoustic-suspension speaker with 10" cone woofer, 
3.5" cone midrange, and EMIT planar tweeter. FR 42- 
32,000 Hz +3 dB; min power 20 W rms, max power 
135 W rms; sens 89 dB SPL/W/m; imp 6 ohms; oak 
Anyk 15 x 24x 10:25 oc i. e beeen $638/pr 


RS 4000A 3-Way Speaker 

Bookshelf acoustic-suspension speaker with 8" cone 
woofer, 3.5" cone midrange, and EMIT planar tweeter. 
FR 44-32,000 Hz +3 dB; min power 20 W rms, max 
power 125 W rms; sens 89 dB SPL/W/m; imp 6 ohms; 
oak vinyl 12:5:x:22:5:x 1025 im. oa $498/pr 


RS 3000 2- Way Speaker 

Bookshelf acoustic-suspension speaker with 8" cone 
woofer and-1" polycell dome tweeter. FR 45-22,000 
Hz +3 dB; min power 20 W rms; max power 100 W 
rms; sens 89 dB SPL/W/m; imp 6 ohms; oak vinyl; 12 
EOS Sex OS 3023795 slik eles $358/pr 


RS 2000 2-Way Speaker 

Bookshelf acoustic-suspension speaker with 6.5” 
cone woofer and 35 mm polycell dome tweeter. FR 
57-22,000 Hz +3 dB; min power 15 W rms; max 
power 75 W rms; sens 89 dB SPL/W/m; imp 6 ohms; 
oak vinyl; 8.8 x 14.25 x 7.75 in.......... $230/pr 


RS 1000 2-Way Speaker 

Bookshelf acoustic-suspension speaker 4.5" cone 
woofer and 35 mm polycell dome tweeter. FR 72- 
22.000 Hz +3 dB; min power 8 W rms; max power 50 


W rms; sens 89 dB SPL/W/m; imp 6 ohms; oak vinyl; 
7.5:x:12.29: 3:20:09 40 ER LRL O ERO, Ae atas $170/pr 


INTERNATIONAL 
COMPONENTS 


BHP-1062 2-Way Mini-Speaker System 

Heavyweight 2-way mini speaker system features 
5.25" long-throw aluminum voice coil woofers with 
30 oz magnet structure; 1" true audiophile soft-dome 
tweeters with 15 oz magnet structure; electronic L/C 
crossover networks; imp 8 ohm; recessed, quick- 
connect speaker terminals; FR 50-21,000 Hz; fully 
shielded; circuit breaker protected; black, snap-on, 
open weave grilles; simulated walnut wood enclo- 
SUTES oux ceeded tat ee ele y re Re 4h $139 


MS-500AV Mini Amplified Stereo Speakers 

Pocket-sized acoustic suspension speaker system 
with power booster for mini-stereo cassette players 
and recorders. Uses 4 penlite batteries or DC 6V 
power supply, not included................. $32 


JAMO 


Concert V Floorstanding Loudspeaker System 

3-way bass reflex speaker. Features 6.5" woofer; 1” 
dome tweeter; continuous power 110 W; peak power 
160 W; sens 93 dB/W/m; FR 30-22,000 Hz +3 dB; 
cross-over frequencies 150/3500 Hz; imp 6 ohms; 
overload protection; 24K gold-plated binding posts; 
31.5 x I4 x 11 in; 42 Ib; mahogany or stained black 
aspis Mi DO oS IVA MILES $1,396 


Concert II Bookshelf Loudspeaker System 

2-way bass reflex speaker. Features 6.5” woofer; 1” 
dome tweeter; continuous power 80 W; peak power 
120 W; sens 91 dB/W/m; FR 40-20,000 Hz +3 dB; 
cross-over frequency 2000 Hz; imp 8 ohms; overload 
protection; 24K gold-plated binding posts; 16 x 9.5 x 
10 in; 20 Ib; mahogany or stained black ash .. $798 


Digital Monitor Series 

All Jamo Digital Monitor speakers feature Jamo’s 
Center Bass Reflex technology for increased sound 
pressure at low frequencies and decreased sound 
coloration, phased-aligned drivers, anthracite finish, 
and detachable grilles. 

Digital 200. 3-way speaker with 10" woofer, 3" 
midrange, and 1" dome tweeter. Features treble and 
midrange sound pressure control; treble overload 
diode. Peak power 300 W; continuous power 200 W; 
sens 92 dB SPL/W/m; FR 20-24,000 Hz +3 dB; 
crossover frequencies 540 and 3,800 Hz; imp 8 ohms. 


32.25x15.75 x 13753m: 53 IB. «ons $1,198/pr 
Digital 130. 3-way speaker with 8” woofer, 4" 
midrange, and 1” dome tweeter. Features treble 


sound pressure control; treble overload diode. Peak 
power 180 W; continuous power 120 W; sens 91.2 dB 
SPL/W/m; FR 30-22,000 Hz +3 dB; crossover fre- 
quencies 890 and 4,900 Hz; imp 8 ohms. 27.5 x 13.75 
XlILISHE SH SID ees 5e 9x [ere $798/pr 
Digital 100. 3-way speaker with 6.5" woofer, 4" 
midrange, and |” dome tweeter. Features treble 
sound pressure control; treble overload diode. Peak 
power 130 W; continuous power 90 W; sens 90 dB 
SPL/W/m; FR 35-20,000 Hz +3 dB; crossover fre- 
quencies 960 and 5,000 Hz; imp 8 ohms. 23.5 x 11.75 
RSS? 2A Ibo REL eames s yo Deen $598/pr 


Professional Series 

All Jamo Professional Series 3-way speakers are bass 
reflex and incorporate Jamo’s proprietary Controlled 
Dispersion treble array of multiple horn-mounted 
tweeters. All Professional Series speakers feature XLR 
connection sockets and screwed terminals for large 
cables; removable wire-mesh grilles; black finish; 
reinforced corners, and a self-locking fixture for easy 
stacking. 

Professional 400. Features 15” woofer; 5” horn 
midrange; 5-1” horn tweeters. Peak power 560 W; 
continuous power 400 W; sens 95 dB SPL/W/m; FR 
25-20,000 Hz +3 dB; crossover frequencies 900 and 


4,000 Hz; imp 8 ohms; max sound pressure 121 dB. 
35:503 20-95 3-16: 723592: GAD ers $1,800/pr 
Professional 300. Features 12" woofer; 5" horn 
midrange; 3-1" horn tweeters. Peak power 420 W; 
continuous power 300 W; sens 94 dB SPL/W/m; FR 
30-20,000 Hz +3 dB; crossover frequencies 1,000 
and 5,000 Hz; imp 8 ohms; max sound pressure 118 
dB329:5x 17:33 x 13:33:33 Db... 5. $1,200/pr 
Professional 200. Features 10" woofer; 5" horn 
midrange; 1” horn tweeter. Peak power 280 W; 
continuous power 200 W; sens 93 dB SPL/W/m; FR 
35-20,000 Hz +3 dB; crossover frequencies 1,200 
and 6,000 Hz; imp 8 ohms; max sound pressure 116 
dB: 25:6 x- b4:75 X811.5;42 IB e SL $800/pr 


SW-50/Monitor One Subwoofer/Satellite Package. 
Consists of the SW-50 (below) Subwoofer and Moni- 
tor One Satellite System. Monitor One features 5" 
midrange/woofer; 1" dome tweeter; sens 87 dB/W/m; 
FR 42-20,000 Hz; crossover points 3.5 kHz; imp 8 
ohms; subwoofer dimensions 15.5 x 13 x 13 in; 
satellite dimensions 10.25 x 6.66 x 8.5 in; 1l 
IDF FO IT SL Mta $819.95 
SWS0 Active Subwoofer. Subwoofer/satellite pack- 
age features 10" woofer; 80 W peak power; 55 W 
continuous power; FR 50-150 Hz; cross-over points 
65-150 Hz (continuously variable); imp 47K ohms; 
Overload EED:.26:5. 1D. oad. T $499.95 


Art Wall Loudspeaker System 

2-Way, flat panel, wall-hanging loudspeaker which 
works as full-range or satellite unit. Features 5” 
woofer; 1" dome tweeter; peak power 90 W; continu- 
ous power 60 W; sens 88 dB/W/m; FR 40-20,000 Hz 
+ 3 dB; cross-over frequencies 3,000 Hz; imp 8 ohms; 
overload protection; 13.8 x 15.7 x 3.5 in; 10.6 Ib; 
neutral-black and white lacquer finishes .. $400/pr 


Magic Series 


Magic 14 3-Way Speakers 

3-way bass reflex system. Features 10" woofer; 3.5" 
midrange; 1” dome tweeter; max power 200 W; FR 40- 
20,000 Hz; cross-over frequencies 1200/1400 Hz; 
imp 8 ohms; 20:8 x 12x 86 in .......... $499/pr 


Magic 10 3-Way Speakers 

3-way bass reflex system. Features 8" woofer; 3.25" 
midrange; 1” dome tweeter; max power 140 W; FR 43- 
20,000 Hz; crossover frequencies 1500/4000 Hz; imp 
Sohms: 18:8: X IE x 8.6410... $399/pr 


Magic 8 3-Way Speakers 

3-way bass reflex system. Features 6.5" woofer; 2" 
midrange; |” dome tweeter; max power 120 W; FR 47- 
20,000 Hz; crossover frequencies 1500/5000 Hz; imp 
$Sohms;166x 9:6 x SiGe e $299/pr 


Magic 6 3-Way Speakers 

3-way bass reflex system. Features 5" woofer; 2" 
midrange; .75" tweeter; max power 90 W; FR 55- 
20,000 Hz; crossover frequencies 4000/8000 Hz; imp 
S ohms: 12x 752 x 8. 4nnxo e E $199/pr 


Compact Line Series 

C120. Bookshelf 3-way bass-reflex speaker with 8" 
dual-magnet woofer, 5" midrange, and 1” dome 
tweeter. FR 38-20,000 Hz +3 dB; peak power 140 W; 
continuous power 120 W; sens 92 dB SPL/W/m; 
crossover frequencies 1,200 and 5,000 Hz; imp 8 
ohms. Black or white finish. 16.5 x 10.25 x 8.75; 14.3 
PSI ROMAE NOS n oO e sts $338/pr 
C90. Bookshelf 3-way bass-reflex speaker with 8" 
cone woofer, 3.25" cone midrange, and 1” dome 
tweeter. FR 40-20,000 Hz +3 dB; peak power 120 W; 
continuous power 90 W; sens 91.6 dB SPL/W/m; 
crossover frequencies 1,200 and 4,000 Hz; imp 8 
ohms. Black or white finish. 14.5 x 9 x 8.75 in; 11 
| IDEST RTI ET RI E E IM $278/pr 
C70. Bookshelf 2-way bass-reflex speaker with 6.5" 
woofer and 1" dome tweeter. FR 45-20,000 Hz + 3 dB; 
peak power 90 W; continuous power 70 W; sens 90 
dB SPL/W/m:; crossover frequency 2,500 Hz; imp 8 
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ohms. Black or white finish. 12 x 7.5 x 8.25; 8.4 
LO es o AMA Sm acceso ee eae aes $198/pr 
C60. Bookshelf 2-way bass-reflex speaker with 4” 
cone woofer and 2” cone tweeter. FR 70-20,000 Hz 
+3 dB; peak power 60 W; continuous power 50 W; 
sens 89 dB SPL/W/m; crossover frequency 2,600 Hz; 
imp 4 ohms. Black finish; 6.5 x 4 x 6.75 in; 2.9 
ID e be eins s nU ea we LEONE EC. $159/pr 


SWI1 Subwoofer/Satellite Loudspeaker System 

Features 2-8" bass drivers; push-pull/passive sub- 
woofer; 4" midrange and 2" tweeter satellite drivers; 
peak power 140 W; continuous power 80 W; sens 90 
dB/W/m; FR 35-20,000 Hz +3 dB; crossover fre- 
quencies 200 Hz/4.5 kHz; imp 8 ohms; overload 
protection; subwoofer 19 x 13.3 x 8 in; satellite 6.5 x 4 
¥ 6:661n system. 28.640 c Soie sl $449 


JBL 


Everest DD55000 3-Way Speaker 

Features constant-directivity design; 15" woofer in a 
vented enclosure; defined-coverage horn-loading mi- 
drange; bi-radial constant-coverage horns; ultra-high- 
frequency slot-loaded ring radiator; mylar capacitors; 
aircone inductors; polystyrene and polypropylene 
bypass capacitors; 3 position switches to vary output 
levels of compression driver and ring radiator; mid- 
bass attenuator; high-density compressed wood; 
Rosewood veneer. Power range 40-250 W; imp 8 
ohms; sens 100 dB SPL/W/m; crossovers 850 and 
7,500 Hz. Mirror-image pairs. 55.13 x 36 x 20 
es ne cux ERO Rar tie, Sie tte Ta $9,900/pr 


Cascade 
Floor-standing speaker with 14” aquaplas-laminate 
woofer, four 3" edge-driven titanium dome mid- 





ranges, one |” titanium dome tweeter, all in a vertical 
array. Features shallow-profile wood enclosure with 
beveled edges;  foam-covered baffle; offset 


baffle. Max power handling 400 W/ch; imp 6 ohms; 
crossovers 400 Hz and 3,000 Hz; sens 89 dB; FR 24- 
24:000 Hz £3dB. 58x2L.5x 121n. ...... $2,395 


LT Series 


L100T 3-Way Speaker 

Floor-standing speaker with 12” aquaplas-laminate 
woofer, 5" high-polymer-laminate midranger, and 1" 
pure-titanium-diaphragm tweeter. Max power 200 W 
continuous, 800 W peak; crossovers 800 and 4,500 
Hz; sens 91 dB SPL/W/m. Oiled hardwood veneer. 
36.5: x: 16X13 25 nt 70]bz Sees nes $625 ea 


L80T 3-Way Speaker 

Floor-standing speaker with 10” aquaplas-laminate 
woofer; 5" polymer-laminate midrange; 1” pure- 
titanium-diaphragm tweeter. Power handling: 150 W 
continuous, 600 W peak; crossovers 800 and 4,500 
Hz; sens 90 dB SPL/W/m. Oiled hardwood veneer. 
39.5X I4 x 1789140953159. oye eee $465 ea 


L60T 2-Way Speaker 

Floor-standing speaker with 8" high-polymer-lami- 
nate woofer and 1” pure-titanium tweeter. Power 
handling: 120 W continuous, 400 W peak; crossover 
2,500 Hz; sens 89 dB SPL/W/m. Oiled hardwood 
veneer; 30.5: x 12x 10dn;38.1b.. 60. 08 0 $345 ea 


L20T 2-Way Speaker 

Bookshelf speaker with 6 5” filled-polypropylene 
woofers and |” pure-titanium-diaphragm tweeter. 
Power handling: 100 W continuous; 400 W peak; 
crossover 3,000 Hz; sens 88 dB SPL/W/m. Oiled 
hardwood veneer. 9.36 x 14.75 x 8.5 in;36 Ib$235 ea 


JBL series 

Features optional Santa Rosa Oak finish. 

JBL 830 3-Way Speaker 

Floor-standing bass-reflex speaker with 2 8" high- 
polymer-laminate cone woofers, and 1” titanium- 
laminate dome tweeter. FR 40-25,000 Hz +3 dB; 
minimum power 10 W rms, max power 200 W rms; 
sens 94 dB SPL/W/m; imp 4 ohms; rosewood vinyl 
finish; 53 Ib; 39.75 x 16.75 x 8.75in...... $325 ea 


JBL 630 3-Way Speaker 

Floor-standing bass-reflex speaker with 2 6.5" high- 
polymer cone woofers and |" titanium-laminate 
dome tweeter. FR 42-25,000 Hz + 3 dB; min power 10 
W rmss, max power 150 W rms; sens 93 dB SPL/W/m; 
imp 4 ohms; rosewood vinyl finish. 40 Ib; 15x 35.75 x 
SZ am ore sia ues TM GS PERS Ae FEE $245 ea 


JBL 82 2-Way Speaker 

Floor-standing bass-reflex speaker with 8” polymer- 
laminate cone woofer and 1” titanium-laminate 
dome tweeter. FR 45-25,000 Hz + 3 dB; min power 10 
W rms; max power 125 W rms; sens 90 dB SPL/W/m; 
imp 8 ohms; rosewood vinyl finish. 301b; 14x 22x 8 
Ite beris VM adt aes $175 ea 


JBL 62 2-Way Speaker 

Bookshelf bass-reflex speaker with 6.5" high-poly- 
mer-laminate cone woofer and |” dome tweeter. FR 
55-25,000 Hz +3 dB; min power 10 W rms, max 
power 100 W rms; sens 89 dB SPL/W/m; imp 8 ohms; 
rosewood vinyl finish. 161b; 10 x 16x 7 in $125 ea 


JBL 52TQX 2-Way Speaker 

Bookshelf speaker with 5” high-polymer-laminate 
cone woofer and 1" dome tweeter. FR85-20,000 Hz; 
min power 10 W rms, max power 80 W rms; sens 89 
dB; imp 8 ohms; crossover at 4,000 Hz. 11.5 x 6.75 x 
toxins SOND SES oe ates Wil Pert Sle $89 ea 


Ti Series 


250 Ti 4-Way Speaker 

Floor-standing speaker with 14” woofer, 8" lower 
midrange, 5" polypropylene midrange, and 1” titani- 
um-diaphragm tweeter. Mirrored-image SFG magnet- 
ic structure. Max power 400 W; nominal imp 8 ohms; 


crossovers 400, 1,400, and 5,200 Hz; sens 90 dB 
SPL/W/m. Hand-oiled Burmese teak finish. 52 x 22.5 
x 14253] 1260718 005. 4 oe ee aes. $2,195 ea 


240 Ti 3-Way Speaker 

Floor-standing speaker with 14" woofer, polyprope- 
lene midrange, and ultra-low-mass pure-titanium- 
diaphragm tweeter. Features SFG magnetic structure. 
Max power 300 W/ch; nominal imp 8 ohms; cross- 
over 900 Hz, 4,000 Hz; sens 89 dB SPL/W/m. Hand- 
oiled Burmese teak; 36.62 x 18 x 12 in; 85 Ib$995 ea 


120 Ti 3-Way Speaker 

Features 12" woofer; polypropelene midrange; ultra- 
low-mass pure-titanium-diaphragm tweeter; SFG 
magnetic structure. Max power 250 W; nominal imp 
8 ohms; crossovers 900 and 4,000 Hz; sens 89 dB 
SPL/W/m. Hand-oiled Burmese teak; 24.5 x 14.5 x 11 
13415. cstele so 6 ore iie NES: $645 ea 


18 Ti 2-Way Speaker 

Features 6.5” polypropylene woofer; ultra-low-mass 
pure-litanium-diaphragm tweeter; SFG magnetic 
structure. Max power 200 W; nominal imp 8 ohms; 
crossover 3,000 Hz; sens 88 dB SPL/W/m. Hand-oiled 
Burmese teak; 14.75 x 9.36 x 7.19 in; 17.5 1b$345 ea 


Signature Series 


S-2 2-Way Speaker 

Pedestal speaker with 8” high-polymer-laminate 
woofer and 4.75" titanium-laminate tweeter. Fea- 
tures omnidirectional enclosure; woofer fires up- 
ward; ported enclosure; hidden terminals. Imp 8 
ohms; sens 88 dB; FR 40-20,000 Hz; 100 W max 
power. 40 x 10x 10 in; 40 Ib............ $550 ea 


Pro VIII 2-Way Speaker 

Wall-mount speaker with |” titanium-dome tweeter, 
6.5" high-polymer-laminate woofer; spatial identifi- 
cation dividing network; optional wall and ceiling- 
mounting hardware; magnetically shielded. Sens 90 
dB; FR 55-27,000 Hz; 120 W max power; imp 6 ohms; 
crossover 3,000 Hz. 15 x 9.5 x 9 in; 26 lb . $425/pr 


MTC-51. Wall-mounting system for Pro 
VIL Ss co lees ura Sate nu v cor NE $195/pr 
MTC-S2. Ceiling-mounting system for Pro 
V E eee ries oe tela ee EUER re EE $145/pr 


S-4 2-Way Speaker 

Wall-mount speaker with 1" titanium dome tweeter 
and 6.5" high-polymer-laminate woofer. Features 
flush-mounting capability; can be used with S-I 
subwoofer. Imp 8 ohms; sens 88 dB; FR 125-22,000 
Hz; 100 W max power. 12 x 8.75 x 3.6 in; 16 
IDeA ORS ae or Ee ERES $295/pr 


Pro III 2-Way Speaker 

Audio/video monitor with |” titanium-dome tweet- 
er, 5" high-polymer mid/low driver, and high-spatial- 
identification dividing network. Features magnetic 
shielding; die-cast enclosure material; polypropylene 
structural foam surround. Sensitivity 87 dB 
SPL/W/m; maximum power handling 100 W rms. 9.5 
X:6:253/ 59/3 Mise ac laa AE Esa ees $285/pr 
MTC-1 Adaptor. Clamp-on unit that allows Pro III to 
be mounted on photo tripods, mic stands and other 
wall or clamp-mount systems............ $45/pr 
MTC-2 Wall/Ceiling Mount System. Allows Pro III 
to be mounted on any rigid surface while permitting 
the speaker to be aimed in almost any direction. 
Inciudes MTGSL ek cae eur em oo eis $65 ea 
MTC-3 Clamp Mount System. Allows Pro III to be 
clamped to a variety of objects such as shelves, poles 
or table tops while permitting a range of adjustments. 
Includes Teast PA UP ecw eee $95 ea 


S-3 2-Way Speaker 

Wall-mount speaker with |” titanium dome tweeter 
and 5.25” polymer-laminate woofer. Features flush- 
mounting capability; can be used with S-1 subwoofer. 
Imp 8 ohms; sens 86 dB; FR 125-22,000 Hz; 100 W 
max power. 10.5 x 7.25 x 3.6 in; 14 Ib .... $245/pr 
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Subwoofers 


B460 Subwoofer 

Bass system consists of JBL. Model 2245H 18" driver 
mounted in vented enclosure of 8 cubic feet. The 
combination is third-order quasi-Butterworth. Fea- 
tures die-cast aluminum frame; integrally stiffened 
cone with foam surround; edge-wound voice coil 
with 4" diameter and nearly 1" long; individually 
machined magnetic pole piece and back plate; cone 
coated with aquaplas damping formulation for opti- 
mum mass and density; large high-flux symmetrical- 
field-geometry magnetic structure in drivers to re- 
duce second-harmonic distortion; density- 
compressed, wood enclosure; 1” thick and heavily 
braced. Min recommended power 200 W; imp 8 
ohms; crossovers 63 Hz (external crossover); sens 94 
dB; magnetic assembly weight 20 lb; 24.81 x 38.31 x 
24.25 in; shipping weight 125.5 lb....... $1,795 ea 


B-380 Subwoofer 

Bass system with 15" bass driver and 4" ribbon-wire 
voice coil in a vented alignment. Features hand- 
crafted oiled American black walnut veneer cabinet; 
biamp option with BX63A; max recommended 
power 600 W; crossover frequency 63 Hz; sens 90 dB; 
DC QOIS II AM. caa aee ca estos ente a Erico $795 ea 


S-1 Pedestal Loudspeaker 

Pedestal subwoofer for use with JBL signature series 
wall-mount speakers. Features 8" downward-firing 
high-polymer-laminate woofer; dual voice coil; exter- 
nal passive crossover network; ported enclosure; 4 
pairs of speaker terminals. Imp 8 ohms; sens 88 dB; 
FR 40-200 Hz; 100 W max power. 33.5 x 10 x 101n; 38 
lb. Available in walnut veneer, black lacquer, white 
lacquer, and rosewood vinyl........... $300—500 


BX63A Dividing-Summing Network 

Electronic dividing-summing network designed to 
match characteristics of JBL B380 and B460 sub- 
woofers. Features active low-pass filter with cross- 
over frequency continually adjustable from 63 to 125 
Hz. Passive high-pass will bridge stereo amp to 
provide single-ch drive. Provides proper voltage 
drive for JBL B380 or B460 subwoofers, adjustable 
imp compensation for different amps. S/N 95 dB; THD 
0.01%; max outputs 18 dBV (10,000 ohm output 
load); IMD SMPTE 0.01%; 2 Ib; 1.88 x 5.5 x 7.5 
IDE deel PURER NES Aree Ele ae Ea, ce oda solite US $375 


JENSEN 


Model 3150 Concert Series 

3 way speaker with 15” woofer, 5” midrange, and 3” 
dynamic cone tweeter. FR 33-21,000 Hz; imp 8 ohms. 
SARRAR TES ae ewe exe ha newer iex $350/pr 


Model 3120 3-Way Speaker 

Features 12" cone woofer; 5” midrange; 3” tweeter. FR 
48-21,000 Hz; max power 150 W peak; imp 8 ohms. 
20 XR S LOS out Cs A Prepaid $280/pr 


Model 3100 3-Way Speaker 

Features 10” cone woofer; 5" midrange; 3" tweeter. FR 
43 Hz-21 kHz; max power 125 W peak; imp 8 ohms. 
ZO SCIES «T0500» ue caso ente Ts db ed a $220/pr 


JOHN MAROVSKIS AUDIO 


Janis W1 Subwoofer 

Subwoofer system with slot loaded design. Features 
crossover at 18 dB per ocatave at 100 Hz; 60 W/ch 
into 8 ohm; variable bass level +15 dB above unity 
gain; comparator switch allows user to by-pass the 
crossover amplifier circuitry fo the interphase unit; 
90 ]b furniture-finished enclosure; brazilian mon- 
arch, rosewood, or coca bola............... $895 
American walnut, White oak, black ......... $795 
Utility particle core with walnut edging and base$720 


Janis W3 Subwoofer 
Similar to the Janis W1 subwoofer but smaller, can be 


used with a 2-way speaker system. Features 12" 
woofer; extra heavy polypropylene cone and massive 
magnetic sturcture; max power output 103 dB at 30 
Hz; FR 30-100 Hz +1 dB; max amp power 100-150 
W; imp 5 ohm; Brazilian Monarch Rosewood or 


(Sos Bolar eo tee a dS xus bn $650 
American walnut, White oak, or black....... $550 
JPW LOUDSPEAKERS 


AP3 Infinite-Baffle Speaker 

Features wiring for bi-amp capabilities; 200-mm 
doped-paper-cone woofer; 19-mm soft-plastic dome 
tweeter with Ferrofluid damping. FR 55-20,000 Hz 
+3 dB; min power 10 W rms ; max power 100 W rms; 
sens 100 dB SPL/W/m; imp 8 ohms Available in 
walnut, black ash, blonde ash or teak finishes. 53.36 
Ib/pe: 10:25 3520.5 x 1 ES I s secte $549/pr 


AP2 Infinite-Baffle Speaker 

Features wiring for bi-amp capabilities; 200-mm 
doped-paper-cone woofer; 19-mm soft-plastic dome 
tweeter with Ferrofluid damping. FR 60-20,000 Hz 
+ 3 dB; min power 10 W rms; max power 80 W rms; 
sens 80 dB SPL/W/m; imp 8 ohms. Available in 
walnut, black, blonde ash and teak finishes. 42.32 
Ib/pi; 10:25x 12:25:40 0.25 dn 1 ids ceu $399/pr 


P1 Infinite-Baffle Speaker ) 

Floor-standing speaker features 200-mm doped-pa- 
per-cone woofer; 19-mm soft-plastic dome tweeter 
with Ferrofluid damping. FR 65-20,000 Hz +3 dB; 
min power 10 W rms; max power 70 W rms; sens 90 
dB SPL/W/m; imp 8 ohms. Available in walnut and 
black finishes. 33.5 Ib/pr; 10.25 x 17.25 x 10.25 
AD css 54 te dots cM E UPCEEER LION ise iss $349/pr 


JRM 


Transparency Satellite Tower 

Triamped sealed satelliate features eight 6" woofer; 
horn midrange; 1.87" horn tweeter; FR 20-20,000 Hz 
+2 dB; 98 sPL/W/m; min amp power 200 W; 
nominal impedance 8 ohms; optional finish; optional 
grille color and material. 8 x 16 x 66 in .. $1,700/pr 


Monitor | 

Powered speaker with 6” woofer; 3" cone midrange; 
horn tweeter; separate level controls for woofer, 
midrange, tweeter and supertweeter; FR 20-20,000 Hz 
+2 dB. Optional oiled walnut finish .... $1,200/pr 


Transparency Subwoofer S18B 

QB3 vented subwoofer features 18" woofer; FR 27- 
250,000 Hz + 1.5 dB; 94 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 25 x 24 in; 175 
Ibo ure oh aw SAUNA S ¥ WEEE $700/pr 


Transparency Subwoofer SI8B-6 

B6 vented subwoofer features 18” woofer; FR 20- 
250,000 Hz + 1.5 dB; 94 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 25 x 24 in; 175 
IB Esos eden CES Me seri Ve wet $700/pr 


Transparency Subwoofer S15A 

QB3 vented subwoofer features 15" woofer; FR 27- 
300,000 Hz +1.5 dB; 91 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 23 x 16in; 130 
IDs bare team palates Gennes qu e cre $550/pr 


Transparency Subwoofer S15A-6 

B6 vented subwoofer features 15" woofer; FR 20- 
300,000 Hz + 1.5 dB; 91 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 23 x 16in; 130 
lDiauduonec tester ica aar wee tomas $550/pr 


Transparency Subwoofer D15A ' 
C4 vented subwoofer features two 15" woofer; FR 18- 
300,000 Hz + 1.5 dB; 89 SPL/W/m; min amp power 


200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 48 x 34 x 24 in; 200 
IB s alksekt e URSI $550/pr 


Transparency Subwoofer S18A 

B4 vented subwoofer features 18" woofer; FR 25- 
250,000 Hz + 1.5 dB; 95 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 30 x 24 in: 175 
[Deities Pit ub dy RATED S $500/pr 


Transparency Subwoofer D12A 

QB3 vented subwoofer features two 12" woofer; FR 
27-450,000 Hz zx 1.5 dB; 88 sPL/W/m; min amp 
power 200 W; nominal impedance 8 ohms; optional 
finish; optional grille color and material. 36 x 23 x 18 
in: 50b uds quicoor xs a ossa uas es $450/pr 


Transparency Subwoofer D12A-6 

B6 vented subwoofer features two 12" woofer; FR 18- 
450,000 Hz + 1.5 dB; 88 SPL/W/m; min amp power 
200 W; nominal impedance 8 ohms; optional finish; 
optional grille color and material. 36 x 23x 18 in; 150 
DUPECUERR C a E E E $450/pr 


J.S. ENGINEERING 


Model 4 

Reference quality floor standing system, incorporat- 
ing complex rounded trapezoidal shape, patented 
phase shift bass loading and Infinite Slope crossover. 
Features 2-10" cone woofers; 1-7" cone midrange; 1- 
2” dome upper midrange; 1-21 mm dome tweeter; 
front and side of speakers angled 8 degrees; uniform 
horizontal output to 90 degrees off axis; imp 8 ohms; 
48.5 x 19 x 22(bottom) in; 16 x 6.5(top) in; 150 Ib; 
walnut; oak, black oak............ 0268. $4,500/pr 


Infinite Slope Model 1.8A Speaker 

Infinite slope phase shift bass loading speaker with 
patented phase shift. Contains 8" and 10" cone 
woofers, 6” cone midrange, and 28 mm dome 
tweeter. FR 35-20,000 Hz +3 dB; minimum power 20 
W rms, max power 300 W rms; sens 90 dB SPL/W/m; 
imp 8 ohms; oak, walnut, black gloss; 100 Ib; 16 x 38 x 
IO qii. ala Siri ob exe & pines TS $1,795/pr 


Infinite Slope Model 1 Loudspeaker 

Sealed floor-standing speaker featuring infinite slope 
crossover and patented Phase Shift Bass Loading. 
Front of speaker angled 15 degrees. Two cone 
woofers 7", 8"; 28 mm dome tweeter. Available in 
oak, walnut, black gloss. FR 40-20,000 Hz +2 dB; 
power range 10-150 W; imp 8 ohms; sens 90 dB 
SPL/W/m; 55 Ib; 13x 29 x 14.5 in....... $1,095/pr 


Infinite Slope Model 2A Loudspeaker 

Similar to above except has cone woofers of 12" and 
10’, with 6.5" cone and 2" dome midranges, 21 mm 
dome tweeter. Front of speaker angled 8 degrees. FR 
25-24,000 Hz +2 dB; power range 50-350 W; sens 90 
dB SPL/W/m; imp 8 ohms; 47 x 18 x l6 in. at bottom, 
47x I8 x DL in: at fopin 43015; s. s $2,495/pr 


Infinite Slope Model .8 Speaker 

Floor standing speaker with patented phase shift bass 
loading and Infinite Slope crossover. Features 2-8” 
cone woofer, |” dome tweeter; impedance 8 ohms; 
available in walnut, oak, or black lacquer finish; 12 x 
2938 ES SO Orie erre o os E won: erent $899/pr 


Infinite Slope Model .6 Speaker 

Floor-standing ported speaker with infinite. slope 
crossover 100 dB octave . Features 8" cone woofer; |” 
dome tweeter. FR 40-20,000 Hz +3 dB; power range 
5-150 W; sens 91 dB SPL/W/m; impedance 8 ohms; 
available in walnut, oak, or black lacquer finish; 11 x 
235«1d:in: SSDS Oeics ais easter $599/pr 


Sub 

Features | 12” driver with 2 voice coils; FR 30-60 Hz; 
sens 90 dB. 18x 18x 16 in; 501b. Available in oak and 
WHITES use La ceo gg decane fo E $495 ea 
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JVC 


SX911WD 3-Way Speaker 

Floor-standing 3-way speaker with 3-part crossover 
network. Features 12" cross carbon woofer; 4.5” cross 
carbon midrange; 1.2” amorphous-diamond coated 
tweeter; low-resonanace/-vibration die-cast alumi- 
num speaker frames; high-density conifer-based par- 
ticle-board enclosure; round-cornered front baffle; 
computer optimized speaker layout; 300 W max 
power handling: s cerne vcr evEI os eee $720/pr 


SX-A6 4-Way Speaker 

Floor-standing 4-way 5-speaker system with two 3” 
ambience enhancement drivers in rear, self-restoring 
protection for more tweeter power handling, LED 
overload indicator. Features 9.25” x 13.75” passive 
radiator; 8" cone woofer; 1.25" soft-dome midrange; 
1” soft-dome tweeter. FR 25-23,000 Hz +3 dB; power 
handling capacity 150 W/240 W (music); sens 89 dB 
SPL/W/m; imp 6 ohms. Wood finish. 15.36 x 31.88 x 
10:23: 386 ID ELTE et CERE $500/pr 


SX-A3 2-Way Speaker 

Bookshelf passive-radiator speaker with self-restor- 
ing protection for more tweeter power handling, LED 
overload indicator. Magnetically shielded for both 
audio and video use. Features 8" x 12" passive 
radiator; 8" cone woofer; |” soft-dome tweeter. FR 35- 
23,000 Hz +3 dB; power handling capacity 130 
W/200 W (music); sens 88 dB SPL/W/m; imp 6 
ohms. Wood finish. 13.5 x 24.5 x 11.31 in; 31 
TE PN RAY T mets tostbeb E $400/pr 


SPX5WD Floor-Standing Speaker 
Floor-standing speaker with one full-range 5" driver. 
Features furniture-like columnar design. .. $180/pr 


KEF 


Reference Series 


Model 107 3-Way Speaker 

Floor-standing coupled-cavity bass-loading speaker 
uses 2 woofers operating into a resonant chamber 
vented at top of enclosure to combine sensitivity of 
bass reflex with accuracy and bass-extension of 
acoustic suspension. Features 2 10" cone woofers; 4" 
polypropylene-cone midrange; 1” ferrofluid-cooled 
soft-dome tweeter; pivoting midrange/tweeter head 
assembly with individual contoured enclosures for 
minimum diffraction, reduced off-axis coloration, 
and optimum stereo imaging; hybrid crossover net- 
work with built-in passive crossover and outboard 
KUBE active bass EQ with controls for contour, 
damping, and extension. Conjugate load-matched 
passive crossover presents amp with uniform imp at 
all frequencies. FR 20-20,000 Hz +2 dB; min power 
50 W rms; max power 300 W rms; sens 90 dB 
SPL/W/m; imp 4 ohms. Walnut, black ash, rosewood. 
[3/463 1127/53107 99 ID 52 2222554 $4,500/pr 


104/2 3-Way Speaker 

Floor-standing speaker with cone woofers vertically 
aligned, coupled-cavity bass loading technique, chas- 
sis-less drivers, conjugate load matching. Two 8" 
cone woofers, two 4.5" cone midranges and 1” 
ferrofluid-cooled dome tweeter. FR 55-20,000 Hz +2 
dB; power range 25-200 W; sens 92 dB SPL/W/m; imp 
4 ohms; 11 x 35.5 x 16.36; 70.5 Ib; walnut, rosewood 


or black ash: finish .. NS omm o $2,000/pr 
104/2 KUBE. Active bass EQ with controls for 
contour and extensiOnes A 6S ius See $200 


103/3 3-Way Speaker 

Bookshelf coupled-cavity bass-loading speaker with 
woofer operating into a resonant chamber vented at 
bottom of enclosure to combine sensitivity of bass 
reflex with accuracy and bass-extension of acoustic 
suspension. Features 8" cone woofer; 6" polypropyl- 
ene-cone midrange; 1” ferrofluid-cooled soft-dome 
tweeter; hybrid crossover network with built-in 
passive crossover and outboard KUBE active bass EQ 
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with controls for contour and extension. Conjugate 
load-matched passive crossover presents amp with 
uniform imp at all frequencies. FR 50-20,000 Hz +2 
dB; min power 50 W rms; max power 200 W rms; 
sens 92 dB SPL/W/m; imp 4 ohms. Walnut, black ash, 
rosewood. Includes feet for shelf mounting. 10.5 x 


22195: 12.500: SOND Sox LO NT UNE $1,390/pr 
KS103/3. Optional floor stands for free-standing 
placement onie ORT PETERET TES $109/pr 


Model 102 2-Way Speaker 

Bookshelf closed-box speaker with 6" polypropylene- 
cone woofer and 1” ferrofluid-cooled soft-dome 
tweeter. Features hybrid crossover network with 
built-in passive crossover and outboard KUBE active 
bass EQ with controls for contour and extension. 
Conjugate load-matched passive crossover presents 
amp with uniform imp at all frequencies. FR 65- 
20,000 Hz +2 dB; min power 50 W rms; max power 
200 W rms; sens 92 dB SPL/W/m; imp 4 ohms. 
Walnut, black ash, rosewood. 8.25 x 13x 10.5 in; 15 


Wires Eri ne UIS A TEN e $870/pr 
ULS20. Optional floor stands........... $125/pr 
C Series 


All C-series speakers feature polymer woofer dia- 
phragms; fluid cooling on tweeters; all input terminals 
are gold-plated; terminals accept heavy-guage wire, 
4mm banana plugs, and dual banana plugs on .75" 
centers. 


C95 3-Way Speaker 

Floor standing speaker features KEF Uni-Q2-way 
driver; 8" woofer and tweeter; coupled cavity bass 
loading; 8" unit mounted vertically inside cabinet is 
loaded at the front by a tuned cavity; conjugate load 
matching; separate connecting terminals allow one to 
bi-amplify driving the bass unit separately; FR 50- 
20,000 Hz; sens 90 dB; imp 4 ohms resistive; 34.3 x 
9.7 x 12.4 in; 41.6 Ib; grain-matched real walnut, 
Blackashirsr mE AE xS TE don. s NN $1,290/pr 


C75 3-Way Speaker 

Floor standing loudspeaker just over half a square 
foot; uses the same KEF Uni-Q driver as C95; second 
200mm bass unit on matching die-cast chassis; FR 57- 
20,000 Hz; sens 91 dB; imp 4 ohms; closed box 
enclosure; 28.4 x 9.7 x 10.1 in; 28.4 Ib; simulated 
walnut and simulated black ash ......... $750/pr 


C55 3-Way Speaker 

Small enough for bookshelf or free standing. Features 
KEF Uni-Q driver with polymer cone 8” passive 
radiator which extends bass to 48 Hz — 6 dB; clip-on 
injection-molded grille made to minimize "tunnel 
effects; FR 60-20,000 Hz; sens 90 dB; imp 4 ohms; 
passive radiator enclosure; 18.9 x 9.7 x 10.1 in; 
simulated walnut or simulated black ash. . $550/pr 


C35 2-Way Speaker 

Bookshelf speaker. Features KEF Uni-Q driver; 
improved stereo imaging, enhanced phase integrity, 
reduced diffraction; can be placed upright or on its 
side with no effect on horizontal dispersion; .75" 
oiktner dome tweeter; 8" polymer cone woofer; sens 
90 dB; FR 64-20,000 Hz; imp 4 ohms; closed box 
enclosure; 14.8 x 9.7 x 8.1 in; 10.6 Ib; simulated 
walnut or simulated black ash........... $440/pr 


C25 2-Way Speaker 

Bookshelf speaker. Features B160, a 6.5" cone dirver 
with lightweight polymer diaphragm; .75" dome 
tweeter; FR 65-20,000 Hz; sens 87 dB; imp 4 ohms; 
closed box enclosure; 13.4 x 8.1 x 6.9 in; 9 Ib; 
simulated walnut or simulated black ash. . $330/pr 


C15 2-Way Speaker 

Bookshelf speaker. Features 5" polymer cone bass 
unit with die-cast chassis; .75" metal dome tweeter; 
recessed, gold-plated terminals; tweeter's fluid cool- 
ing and bass unit's high-temperature voice coil 
handle up to 60 W and produce —100 dB; FR 68- 
20,000 Hz; sens 85 dB; imp 4 ohms; closed box 


enclosure; 10.4 x 7.1 x 5.9 in; 7 lb; simulated walnut 
or simulated black ash... .. . 2... 2... $240/pr 


Custom Series 

Models are designed for seamless integration into any 
listening environment. Speakers are finished in white 
and can be painted to match any decor or can be 
replaced with cloth. 


CR200F 2-Way Full-Range Speaker 

In-wall unit features 8" bass driver mounted to 1” 
soft-dome tweeter with fluid cooling; self-restoring 
tweeter protection circuit; FR 55-22,000 Hz +2 dB; 
outside dimensions 12.88 x 10 x 3.5 in $550/pr not 
incl. installation 


CR200F + CR200SW 3-Way Speaker 

In-wall system consists of CR200F and matching 10" 
CR250SW subwoofer. Response is 32-150 Hz +2 dB; 
full range audio input is fed to the CR200SW 
crossover network providing output terminals for 
CR200F satellites; crossover point 150 Hz; FR 32- 
22,000 Hz +2 dB; sens 90 dB; imp 4 ohms; satellite 
13x 10x 3.5 in; subwoofer 13x 13 x 3.75 in; black baf- 
fle with white bezel finish. Installed . .... $1.100/pr 


KENWOOD 


LS-P9100 4-Way Speaker 

Basic series floor-standing speaker with 17" passive 
radiator. Features 10.5" polypropylene woofer; 4" 
polypropylene midrange; flat-leaf supertweeter plus 2 
cone tweeters in wide-dispersion Ton-Saule vertical 
array; high-grade simulated rosewood finish; cross- 
over network; auto-resetting overload protector; high 
rigidity enclosure; max input power 250 W; sens 91 
dB/W/m:; crossover FR 900, 5,500, 10,000 Hz; imp 8 
ohms. 44.5 x 17.31 x 13.25 in; 62 Ib... = 35 $720/pr 


LS-P5100 4-Way Speaker 

Basic series floor-standing speaker with 13" passive 
radiator. Features 8.5" polypropylene woofer; 4" 
polypropylene midrange; flat-leaf supertweeter plus 
2" cone tweeter in wide dispersion Ton-Saule vertical 
array; high-grade crossover network; auto-resetting 
overload protector; high rigidity enclosure; simulated 
rosewood finish; max input power 150 W; sens 90 
dB/W/m; crossover FR 800, 5,000, 10,000 Hz; imp 8 
ohms. 35.44 x 14.56 x 10.69 in; 40 Ib. .... $480/pr 


LSK-702W 3-Way Speaker 

Features acoustic-suspension enclosure; 12" woofer; 
4.5" midrange; 2" cone tweeter; max input power 160 
W: sens 91 dB/W/m; imp 8 ohms; simulated wood- 
grain finish. 26.0 x 14.81 x 10.56 in; 26.5 Ib $285/pr 


LSK-502W 3-Way Speaker 

Features acoustic-suspension enclosure; 10” woofer; 
4.5" midrange; 2" cone tweeter; max input power 130 
W: sens 90 dB/W/m; imp 8 ohms; simulated wood- 
grain finish. 24.19 x 14.0 x 10.56 in; 231b. $220/pr 


LSK-302W 2-Way Speaker 

Features bass-reflex enclosure; 12" woofer; 4.5" 
midrange; 2" cone tweeter; max input power 160 W; 
sens 91 dB/W/m; imp 8 ohms; simulated woodgrain 
finish. 22.31 x 12.81 x 8.56 in; 16.5 Ib .... $145/pr 


LSK-05S Surround Speaker 

Full-range speaker for rear-channel sound. Features 
4" x 6" dual-cone driver; acoustic suspension wedge- 
shape enclosure designed for horizontal or vertical 
placement; sens 90 dB/W/m; imp 8 ohms; Simulated 
woodgrain finish. 10.88 x 7.69 x 5.69 in; 3.1 Ib $89/pr 


LSK-01S Surround Speaker 

Full-range speaker for rear-channel sound. Features 
4" driver; acoustic suspension enclosure; sens 90 
dB/W/m; imp 8 ohms; Simulated woodgrain finish; 
10:88:% 7.609 x: 3:69 n> 321 ON ous $49/pr 


LSK-703 3-Way Speaker System 
Features acoustic suspension bookshelf design; max 
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input power 160 W; 12” woofer; 4.31” midrange; 2" 
tweeter; FR 40-20,000 Hz; sens 91/dB/m; simulated 
teak grain finish; imp 8 ohms; 26.75 x 14.81 x 10.31 
LR Sou SI Ares mene ATE rrt MTS $285/pr 


LSK-503 3-Way 3-Speaker System 

Features acoustic suspension bookshelf design; 10" 
woofer; 4.31" midrange; 2" tweeter; FR 45-20,000 Hz; 
max input power 130 W; sens 90/dB/m; simulated 
teak grain finish; imp 8 ohms; 24.19 x 14.0 x 10.5 in; 
PENS Mikey) em I M SNR T e $220/pr 


LSK-303 2-Way 2-Speaker System 

Features acoustic suspension bookshelf design; 8" 
woofer; 2" tweeter; FR 50-20,000 Hz; sens 90/dB/m; 
simulated teak grain finish; max input power 100 W; 
imp 8 ohms; 22.31 x 12.87 x 8.0 in; 15.4 Ib $145/pr 


LSK-05S Rear Surround Speakers 

Full range 1-way |-speaker system. Features acoustic 
suspension enclosure; max input power 30 W; 
enclosure designed for horizontal or vertical, corner 
or bookshelf installation; 4" x 6" dual cone elliptical 
mounted driver; sens 90 dB/m; FR 80-20,000 Hz; imp 


8 ohms. 10.87 x 7.68 x 5.68 in; 3.1 Ib...... $69 ea . 


LSK-01S Rear Surround Speakers 

Full range 1-way |-speaker system. Features acoustic 
suspension enclosure; max input power 20 W; sens 91 
dB/m;FR 100-20,000 Hz; imp 8 ohms. 7.5 x 5.5 x 4.81 
mno 6T. f od boe te oodd Totes $49 ea 


KINDEL AUDIO 


PLS-A 2-Way Speaker 

Floor-standing line-source speaker with vertical ar- 
ray of 6 6.5" woofers and 16 1” dome tweeters. FR 35- 
22,000 Hz + 3 dB; power range 5-500 W rms; sens 94 
dB SPL/W/m; imp 8 or 2 ohms. Available in oak or 
walnut finish. 22 x 67 x 9 in; 130 Ib ea. . . $2,495/pr 


PLS-B 2-Way Speaker 

Floor-standing line-source speaker with 6 6.5" woof- 
ers; 12 I" tweeters; bi-amp, bi-wire terminals; does 
not require separate crossover; imp 4 ohms; mini- 
mum power 50 W; 120 Ib; 74 x 11 x 10 in; stand 
ENTE Ts Coa OE eh onu o cicdessia e Pa Re $1,900/pr 


P-105 Speaker 

Features 8" polypropylene woofer; double voice coil; 
1” soft dome tweeer; crossover at 250 Hz which rolls 
off one woofer voice coil winding; conventional 
crossover at 2.5K (first order) to tweeter; sealed box 
for bass; FR 40-20,000 Hz +2.5 dB; imp 4 ohms; 
minimum power 20 W; 20x 10x 9in.... $475/pr 


P-55 Speaker 

Features 6" polypropylene woofer; 1" dome tweeter; 
sealed box bass; FR 55-20,000 Hz + 2.5 dB; crossover 
at 3,000 Hz; imp 8 ohms; minimum power 20 W; 14x 
8 x 8 in; black gloss finish.............. $289/pr 


The Purist Series 


Purist LT 2-Way Speaker 

Floor-standong speaker using a 2 pi/4 pi configura- 
tion. Features 2-6.5" polypropylene cone woofers; 1" 
dome tweeter; bass loading via an 8" passive radiator 
in a loaded-line configuration. FR 35-20,000 Hz +2 
dB; imp 4 ohms. 13x 43x 6.5 in; 60 Ib... $850/pr 


KINERGETICS 


SW-100 Subwoofer 

Stereo speaker system which can extend the low 
frequency response of most speaker systems. Con- 
structed of high density fiberboard and veneered with 
oak or walnut. FR 17 Hz —3 dB; 10” woofer; 
efficiency 95 dB; 11 x 24 x 15.25 in; 40 Ib; Oak, 
Walnut Black. «teases Rie US Le $395 


SW-100.5 Subwoofer 
Subwoofer constructed of high density fiberboard 


and veneered with oak or walnut. 10” woofer; 
efficiency 92 dB; FR 17 Hz —3 dB; 10” woofer; 11 x 
12.5 x 15 in; 20 Ib; oak, walnut and black .... $199 


KINETIC AUDIO 


Titan 6-Way Speaker 

Floor-standing ported speaker. 12" polypropylene 
cone subwoofer; 12" polypropylene cone woofer; 6.5" 
polypropylene cone mid/woofer; 2" textile-dome 
midtweeter; 1.12" synthetic-dome tweeter; 0.75" syn- 
thetic-dome supertweeter. Crossover points 60, 90, 
500, Hz; linear-phased driver arrangement in mirror- 
image pairs; front-mounted fuse and noninductive 
level controls. Interconnecting harness of color- 
coded high-performance speaker cables; 5-way 
heavy-duty binding posts. Mirror-matched high- 
grade walnut veneer. Black grille with nonresonant 
frame. FR 12-22,000 Hz +1.5 dB; min power 35 W, 
max power 250 W; sens 90 dB SPL/W/m; imp 4 or 8 
ohms; 245 Ib; 18 x 60 x 22 in. Grilles, stands, and 
énstels Included V nd o eee CAN $5,000/pr 


Trapezium 5-Way Speaker 

Floor-standing ported speaker. 12” polypropylene- 
cone woofer; 6.5” polypropylene-cone midrange; 2” 
textile-dome midtweeter; 1.12” synthetic-dome 
tweeter; 0.75” synthetic-dome supertweeter (tweeters 
have magnetic-fluid cooling/damping). Crossover 
points at 90, 500, 3,000, 7,000 Hz; linear-phased 
driver arrangement in mirror-image pairs; front- 
mounted fuse and noninductive level controls. Inter- 
connecting harness of color-coded high-performance 
speaker cables; 5-way heavy-duty binding posts. 
Mirror-matched high-grade walnut veneer. Black 
grille with nonresonant frame. FR 12-22,000 Hz 
+1.0 dB; min power 45 W, max 200 W: sens 90 dB 
SPL/W/m; imp 6 ohms; 205 lb; 16 x 60 x 20 in. 
Includes grilles, stands, and casters...... $4,000/pr 


Labyrinth 4-Way Speaker 

Floor-standing ported speaker. 12" polypropylene- 
cone woofer; 6.5" polypropylene-cone midrange; 2" 
textile-dome midtweeter; 1.12" synthetic-dome 
tweeter (both tweeters have magnetic-liquid cooling/ 
damping). Crossover points 90, 500, 3,000 Hz; linear- 
phased driver arrangement in mirror-image pairs; 
front-mounted fuse and noninductive level controls. 
Interconnecting harness of color-coded high-perfor- 
mance speaker cables; 5-way heavy-duty binding 
posts. Mirror-matched high-grade walnut veneer. 
Black grille with nonresonant frame. FR 16-22,000 Hz 
t 1.5 dB; min power 35 W, max 200 W; sens 91 dB 
SPL/W/m; imp 6 ohms;.185 Ib; 16 x 48x 18. Includes 
grilles, stands, and casters............. $3,000/pr 


Trapezoid 4-Way Speaker 

Floor-standing ported speaker. 12" polypropylene- 
cone woofer; 6.5" polypropylene-cone midrange; 
1.12" synthetic-dome tweeter with magnetic-liquid 
cooling/damping; 0.75" synthetic-dome supertweeter 
with magnetic-liquid cooling/damping. Crossover 
points 90, 2,000, 7,000 Hz; linear-phased driver 
arrangement in mirror-image pairs; front-mounted 
fuse and noninductive level controls. Interconnect- 
ing harness of color-coded high-performance speaker 
cables; 5-way heavy-duty binding posts. Mirror- 
matched high-grade walnut veneer. Black grille with 
nonresonant frame. FR 18-22,000 Hz +1.5 dB; min 
power 20 W, max 200 W; sens 92 dB SPL/W/m; imp 8 
olims 11515; 16x dO x TAID oo oe eoe $2,000/pr 


STAT Monitor 

Floor-standing or large-shelf 3-way ported speaker. 
Features 12" polypropylene-cone woofer; 6.5" poly- 
propylene-cone midrange; 1.12" synthetic-dome 
tweeter with  magnetic-liquid cooling/damping. 
Crossover points 90, 2,000 Hz; linear-phased driver 
arrangement in mirror-image pairs; front-mounted 
fuse and noninductive level controls. Interconnect- 
ing harness of color-coded high-performance speaker 
cables; 5-way heavy-duty binding posts. Mirror- 
matched high-grade walnut veneer. Black grille with 


nonresonant frame. FR 18-22,000 Hz +1.5 dB; min 
power 15 W, max 200 W; sens 93 dB SPL/W/m; imp 
8 ohms; 95 lb; 14.5 x 26x Id in ........ $1,000/pr 


Stat Miniature Monitor 

2-way ported speaker. Features 6.5" polypropylene- 
cone woofer; 1.12” synthetic-dome tweeter with 
magnetic-liquid cooling/damping; crossover point 
2,000 Hz; linear-phased driver arrangement in mir- 
ror-image pairs; front-mounted fuse and noninduc- 
tive level controls. Interconnecting harness of color- 
coded high-performance speaker cables. 5-way 
heavy-duty binding posts. Mirror-matched high- 
grade walnut veneer. Black grille with nonresonant 
frame. FR 38-22,000 Hz +2 dB; min power 5 W, max 
150 W; sens 93 dB SPL/W/m; imp 8 ohms; 30 Ib; 9 x 
Ix E LUE d ved «eas $700/pr 


Subwoofers 


Trapezoid Subwoofer 

Floor-standing subwoofer with 12" polypropylene- 
cone driver, built-in 180-Hz passive crossover, and 
separate direct-to-woofer terminals. May be used 
with electronic crossover or optional low-loss 4-point 
passive crossover/low-pass filter, in mirror-image 
pairs. Features interconnecting harness of color- 
coded high-performance speaker cables; 5-way 
heavy-duty binding posts. Mirror-matched high- 
grade walnut veneer. Black grille with nonresonant 
frame. FR 16-2,000 Hz — 1.5 dB; min power 25 W, 
max 350 W; sens 92 dB SPL/W/m; imp 8 ohms; 95 Ib; 
ERAUR MA AOU es mL $600/pr 


Stat Subwoofer 

Ported subwoofer with 12" polypropylene cone driv- 
er, built-in 180-Hz crossover, and separate direct-to- 
woofer terminals. Features interconnecting harness 
of color-coded high-performance speaker cables; 5- 
way heavy-duty binding posts; mirror-matched high- 
grade walnut veneer; black grille with nonresonant 
frame. FR 18-2,000 Hz +2 dB; min power 15 W, max 
350 W; sens 93 dB SPL/W/m; imp 8 ohms; 80 Ib; 14.5 
X203] T4 He e ae rb zeros t $450/pr 


KIRKSAETER 


Monitor Tower 260 4-Way Speaker 

Floor-standing acoustic-suspension speaker with 2 
10" long-excursion woofers, 4.5" coated-cone lower 
midrange, 2" soft-metal midrange with 2.3-Ib magnet; 
0.75" titanium-dome supertweeter with Ferrofluid; 8 
wood or 4 glossy lacquer finishes. Power range 10-250 
W; sens 93 dB SPL/W/m; imp 4-8 ohms. . $1,995/pr 


Monitor 141 3-Way Speaker 

Floor-standing or bookshelf infinite-baffle speaker. 
Features 12" long-excursion woofer; 2" soft-metal 
dome midrange; 0.75" titanium-dome tweeter. FR 20- 
32,000 Hz +5 dB; imp 4-8 ohms; walnut, mahogany, 
teak, cherry, black/white/antique/dark/unfinished 
oak finishes; 13.75 x 22.88 x 10.62 in... . $1,245/pr 


Amadeus 120 Tower 3-Way Speaker 

3-way floor-standing speaker with 8.5" long-excur- 
sion polypropylene woofer and 4" polyproylene 
midrange. Features ferrofluid-cooled titanium-dome 
.75" tweeter; sealed cabinet; power range 85-120 W; 
sens 90 dB SPL/W/m; FR 28-30,000 Hz; banana-plug 
compatible. 10.25 x 10.25 x 33 in; 28 Ib... $995/pr 


Concept 120 3-Way Bookshelf Speaker 

3-way bookshelf speaker with ported enclosure. 
Features 8.5" long-excursion woofer; 4" polypropyl- 
ene midrange; |” textile-covered tweeter; 120 W/ch 
max power handling; sens 90 dB SPL/W/m; FR 38- 
22,000 Hz; crossovers at 1,000 Hz and 5,000 Hz; imp 
8 ohms. 10.25 x 10.75 x 21.3 in; 24 Ib .... $950/pr 


Concept 100 2-Way Bookshelf Speaker 

2-way bookshelf speaker with ported enclosure. 
Features 7” long-excursion woofer; 1” textile-covered 
tweeter; 100 W/ch max power handling; sens 89 dB 
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SPL/W/m; FR 39-22,000 Hz; crossover at 2,000 Hz; 
imp 4-8 ohms. 8.66 x 10.25 x 17.66 in; 19 Ib$750/pr 


Satellite 2-Way Vented Speaker 

Bookshelf speaker with 4.25" long-excursion woofer 
and |” titanium-dome tweeter with twin magnets. FR 
68-32,000 Hz +5 dB; power range 15-50 W; sens 89 
dB sPL/W/m; imp 4-8 ohms; walnut, mahogany, teak, 
cherry, black/white/antique/dark/unfinished oak 
fhinishipess5.5360.9 x T- LAN: sare m Even $595/pr 


Subwoofer 501 Active 

12" long-excursion woofer; subsonic filter; standard 
feedback; room-matching control; double-T fier; 
RCA/DIN inputs for preamp, CD player, etc.; |-way 
crossover at 80, 120, or 160 Hz; choice of finishes. 
Impulse power 500 W; 16.6 x 15.8 x 16.2 in; 46 
HG Aot UL ned VERA. S ran s wy di $1,295 


KLIPSCH 


Klipschorn 3-Way Speaker 

Fully horn-loaded speaker requiring corner place- 
ment. Sens 104 dB SPL/W/m; power handling 100 W; 
FR 35-17,000 Hz +5 dB. 52 x 31.25 x 28.5 in. Priced 
depending on finish from approx ....... $3,198/pr 


Belle Klipsch 3-Way Speaker 

Horn-loaded floor-standing speaker using Klips- 
chorn drive components. Sens 104 dB sPL/W/m; 
power handling 100 W; FR 45-17,000 Hz +5 dB. 
35.62 x 30.12 x 18.75 in. Available in exotic woods. 
Priced depending on finish; approx ..... $2,598/pr 
La Scala. Fully horn-loaded 3-way speaker similar to 
Belle Klipsch but available only in natural birch, 
stained birch, or black finishes. Specs same as Belle 
Klipsch. 35.5 x 23.75 x 24.5 in. Priced depending on 
finishidrom appEOX. ciae Dee ri $1,706/pr 


Cornwall II 3-Way Speaker 

Features 15" woofer in ported enclosure; horn-loaded 
compression tweeter and midrange. Sens 100 dB 
SPL/W/m; power handling 100 W; FR 38-20,000 Hz 
+3 dB. 35.75 x 25.5 x 15.5 in. Available in exotic 
woods. Priced depending on finish from ap- 
BOK Coo urs en al ON le ERU s ics we Eq I. a $1,638/pr 


Chorus 3-Way Speaker 

15" professional heavy-duty woofer in ported enclo- 
sure; horn-loaded compression drivers for tweeter 
and midrange; sens 101 dB SPL/W/m; power han- 
dling 100 W; FR 45-20,000 Hz + 3 dB (— 10 dB @ 36 
Hz); 39 x 18.5 x 15.5 in; 89 Ib; walnut, oak or exotic 
woods. Priced according to finish, from ap- 
DOES. dM Ee uH VIE Sil ticos NIS $1,490/pr 


Forte 3-Way Speaker 

Features horn-loaded compression drivers for tweet- 
er and midrange; 12" woofer; 12” passive radiator 
mounted on rear of cabinet. FR 32-20,000 +3 dB; 
sens 98 dB SPL/W/m; power handling 100 W. 35.38 x 
16.5 x 12 in. Available in exotic woods. Priced 
according to finish from approx ........ $1,180/pr 


Heresy H 3-Way Speaker 

Features horn-loaded compression tweeter and mi- 
drange; 12" woofer in sealed enclosure. FR 50-20,000 
Hz +3 dB; max handling power 100 W; sens 96 dB 
SPL/W/m. 21.36 x 15.5 x 13.5 in. Available in exotic 
woods. Priced depending on finish from ap- 
DIOR, i01 1. UIAA kV mE XT EVA HEMA Y $882/pr 


Kg* 2-Way Speaker 

Floor-standing speaker with 12” rear-mounted pas- 
sive radiator, 2-8" polymer-cone woofers, and horn- 
loaded tweeter. FR 38-20,000 Hz +3 dB; max power 
100 W; sens 94 dB SPL/W/m. 24.25 x 15.75 x 10.75 in. 
Available in oak and walnut finishes. From approxi- 
matela u cused sate Slee 4s ONILS $598/pr 


Kg? 2-Way Speaker 
Features rear-mounted passive radiator. Crossover 
frequency 1,800 Hz; FR 35-20,000 Hz + 3 dB; sens 90 
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dB SPL/W/m; power handling 65 W. 18.88 x 11.5 x 
13:25 in> From approx... «52 corde A Y $420/pr 


KOSS 


JCK/5000 Wireless Speaker System 

Infrared wireless speakers with tone/volume controls 
on each cabinet; on/off power switch; battery recharg- 
er (batteries not included); 2" tweeter; 6.5" woofer; FR 
40-H2:20:00 Hz. I5X 9x Sdn. o Jed $350/pr 


M/100 Plus Powered Speaker 

Built-in 20-watt amp allows amplification from the 
headphone jack of TV, portable tape, or CD player. 
FR 50 Hz-30,000 Hz; S/N 80 dB;rHD <5% @ 1 kHz; 4 
ohm impo STD /ADii oL s ences ped] $260/pr 


M/90 Plus Double Woofer Speaker 

Features 2 4.5" woofers;and 1” dome tweeter. FR 50- 
30,000 Hz:sens 88 dB SPL/W/m; 4-6 ohm imp; max 
power 20 W continuous, 100 W peak. 12.88 x 5.25 x 
SMIRE IBY ous Tes oe Tb eese $220/pr 


Dynamite M/80 Plus Speaker 

Acoustic-suspension bookshelf speaker with auto- 
matic circuit breaker to guard against speaker dam- 
age. Features dual-active 4.5" woofers, 1” dome 
tweeter. FR 50-30,000 Hz +3 dB; min power 10 
W/rms; max power 100 music; imp 6 ohms. 8 Ib. 5.25 
KZ SSS, cous Se A E AE aes $180/pr 


M/60 Plus 2-Way Speaker 

Features 1" dome tweeter; 4.5" woofer. FR 100- 
30,000Hz; sens 84 SPL/W/m; imp 8 ohms nom, 6 
ohms min; power range 15-75 W music. 8.5 x 4.75 x 
DS Heo oak 1:229 amisi ee Mein Io RU s $135/pr 


LASER SPEAKERS 


Laser Signature Reference 1200 Speaker 

Floor-standing 2-way speaker including bottom- 
firing subwoofer; 12" sub bass; dome tweeter; 8” 
midbass; circuit-overload protection; FR 22-20,000 
Hz +3 dB; min power 25 W rms; max power 200 W 
rms; sens 97 dB. High-lustre black finish with solid 
oak burled top and bottom. 34.75 x 15.25 x 15.5 
Iiis uS Peu pdoss 20r EN MIS cU TC edis f $750 ea 


Laser Signature Reference 1000 Speaker 

Floor-standing 2-way speaker including bottom- 
firing subwoofer; 10” sub bass; dome tweeter; 6.5" 
midbass; circuit-overload protection; FR 25-20,000 
Hz +3 dB; min power 25 W rms; max power 150 W 
rms; sens 97 dB. High-lustre black finish with solid 
oak burled top and bottom. 35.75 x 13.25 x 15.5 
SLAP US ns NAP 10d ATP CAZA Oa a $600 ea 


FXT-8 MKVH 2-Way Speaker 

2-way bookshelf bass-reflex speaker; 8" bass; dome 
tweeter; circuit-overload protection; FR 35-20,000 Hz 
* 3 dB; min power 35 W rms; max power 125 W rms; 
sens 92 dB. High-lustre black finish. 19 x 10 x 11 
Ilo dotem PEE RU. SIVE $225 ea 


FXT-6 2-Way Speaker 

2-way bookshelf bass-reflex speaker; 6.5" bass; dome 
tweeter; circuit-overload protection; FR 40-20,000 Hz 
+3 dB; min power 35 W rms; max power 100 W rms; 
sens 91 dB. Black finish. 15x 8x lO in... $175 ea 


LAZER-TECH SPEAKERS 


LT12 Tower Monitor Speaker 

Features 12" poly woofer; 4.5" extended-range driver; 
I" soft-dome tweeter; separate isolation chambers for 
bass and midrange drivers; extensive internal brac- 
ing; 18x sloped-front sound plane; twin rear-firing 
tuned ports; 3-way computer-matched crossover 
network. Rosewood or teak finish with removable 
black grilles. Imp 8 ohm; FR 32-25,000 Hz; sens 93 dB 
SPL/W/m, crossover 700 & 4,000 Hz; min power 10 
W; max power 250 W. 46.25 x I4 x (6 x 12.5) in; 90 Ib 
Ba curasse s Mb Ra uto 6 ice Det $1,395/pr 


LT10. Has the same design and features as LT I2 but 
uses 10” polypropylene bass driver; 40 x 12.5 x (6 x 
1145390558: B eres ad Sw ERE NO LY $1,195/pr 


LP8 3-Way Speaker 

46" tall twin ported 3-way panel system featuring 2-8” 
translucent cone bass drivers with 30 oz magnet; 
same drivers and tweeters as LTI2 with additional 
tweeter; separate midrange, bass and tweeter isola- 
tion chambers; 3-way computer designed crossover 
network; fuse protection circuit; black removable 
grills; input connections for cable; sens 93 dB; FR 30- 
25,000 Hz; imp 8 ohm; 28 x 19.5 x 5.5 in; 55 Ib; oak, 
teak, rosewood, walnut, white rosewood or black 
formmiba finish e. Nees CAU Mes da R I e $1,250 
LP8A. A short, wide version of the LP8. Has no rear 
mount horn but rather 2-1" soft dome tweeters on 
front sound panel; slightly sloped stand; all other 
features are same as LP8; 28 x 19.5 x 5.5 in; 55 
[Dts Kurs Tu SENI E. ied mnt $1,195 


LENOXX 


SP-200 Mini Personal Stereo Speakers 
Passive speaker system. Features metal mesh grill; 
Alnico dgvers:; 3,5x 25x15 8....... En $15 


LINN PRODUCTS 


DMS Isobarik Floor-Standing Speaker 

Isobarik-loading 3-way speaker with 12", 9" woofers, 
5" midrange, two 0.75" dome tweeters. Can be 
triamped. FR 25-20,000 Hz +1.5 dB; crossovers at 
375 and 3 kHz; instantaneous dynamic range 54 dB; 
imp 4 ohms; power range 50-500 W; 30 x 15 x 16.5- 
ITE. NOS eit eet ten eres ae Sue e mE s $3,995/pr 


S.A.R.A. Isobarik Bookshelf Speaker 

Isobarik-loading 2-way speaker with two 8" woofers, 
0.75" dome tweeter. Cast structural foam housing. FR 
36-20,000 Hz +2 dB; imp 4 ohms; 17 x 13 x 10- 
EN E Leur EET E Se Eas een $1,695/pr 


K.A.N. Acoustic-Suspension Speaker 

2-way bookshelf speaker with 5" woofer, 0.75" dome 
tweeter. FR 70-20,000 Hz +3 dB; imp 8 ohms; 12 x 
PSO Lo osuatessasasd e n wae $695/pr 


Index Acoustic-Suspension Speaker 

Floor or bookshelf placement; 8" KEF B200 cone 
woofer; 1" dome tweeter; cabinet of full 0.75" high- 
density particle board; 50 strand 20 amp cable. FR 60- 
20,000 Hz + 3 dB; power range 15-50 W; sens 87 dB 
SPL/W/m; imp 8 ohms. 17 x 11 x 8-in; 17 Ib; black 
WOBdEPRII,., cs Secon atts Hoe C ee MEER $525/pr 


MAGNASPHERE BY MAGNAT 


Delta II, Gamma, and Beta speakers have soft-metal 
domes; ribbon-wire voice coils of oxygen-free copper 
wound on aluminum core for better heat dissipation 
and power handling; spherical, baffle-free midrange 
and tweeter spheres for omnidirectional dispersion; 
black perforated steel grilles. 


Delta II Floor-Standing Speaker 

6-sided acoustic-suspension speaker with 6 5.25U 
long-throw woofers; gray or black enamel. FR 32- 
29,000 Hz +3 dB; power range 30-150 W; imp 4 
ohms; sens 88.5 dB SPL/W/m; 13.8 x 44 x 13.8 in; 65 
Dic ELEM VADE TUR E NEGES E RIA ties $3,290/pr 


Gamma Floor-Standing Speaker 

4-sided pyramid-shaped speaker with 2-8” woofers, 
2-5.25" midwoofers (1 front, 1 back); European 
mahogany or black-oak veneer. FR 32-29,000 Hz +3 
dB; power range 30-150 W; imp 4 ohms; sens 88 dB 
SPL/W/m; I4 x 50x I4in; 67 Ib........ $2,490/pr 


Sigma 1000 Floor-Standing Speaker 

Floor-standing column speaker employing heavy 
duty cast aluminum drivers. Driver frames are buffed 
on industrial-grade diamond polishing machines. 


SPEAKERS 


European grade A walnut or black oak veneers. Top 
plate is 8 layer thick hand-finished lacquer. 3-way 
vented system using two long throw 8” woofers,; 
2.75" midrange adn patented 1" soft-metal dome 
tweeter; FR 32-27,000 Hz +3 dB; power range 25-200 
W/ch; imp 4 ohm; sens 88 dB/W/m; 11.5 x 42 x 11 
Int. cirvwewior YEN. reb TTL $2,190/pr 


Beta Floor-Standing Speaker 

4-sided pyramid-shaped speaker with 8" woofer, 
5.25" midwoofer. European mahogany or black-oak 
veneer. FR 37-29,000 Hz +3 dB; power range 30-120 
W; imp 4 ohms; sens 87 dB SPL/W/m; 13 x 43 x 13 
ORA o drea X sem Ce eee RS $1,990/pr 


Magnastar System 

3-piece satellite/subwoofer system featuring passive 
subwoofer using 2-8" woofers operating in compound 
principle, mated to 2 MSP 10 minispeakers; FR 36- 
27,000 Hz +3 dB; power range 25-150 W/ch; imp 4 
ohm; sens 88 dB/W/m; magnastar subwoofer 12 x 10 
XE 357:58.9x.6.9 MN Sales a uae et acts $795 


MSP Series Speakers 

Acoustic-suspension and bass reflex speaker system 
with ribbon-wire voice coils; sofi-metal dome 
tweeters; baffles electrostatically coated with flocking 
to reduce high-frequency ripples; tweeters and mi- 
dranges cooled with ferrofluid; cabinets of extra- 
heavy-duty high-density multi-layer wood with inter- 
nal bracing. 

MSP 300. Floor-standing speaker with 2-8” long- 
fiber-pulp woofers, 3” cone/dome midrange, 1” 
tweeter; European walnut or black-oak veneer, top 
plate 8-layer hand-finished black lacquer. FR 32- 
29,000 Hz +3 dB; power range 25-150 W; imp 4 
ohms; sens 88 dB SPL/W/m; 11.5 x 42.3 x 11 in; 60 
loce too E ole Seite NU plod Meck ol $1,690/pr 
MSP 110. Floor-standing speaker with 8” long-fiber- 
pulp woofer, 3" cone/dome midrange, 1” tweeter; 
European walnut or black-oak veneer, top plate 8- 
layer hand-finished black lacquer. FR 39-29,000 Hz; 
power range 25-120 W; imp 4 ohms; sens 88 dB 
SPE/W/m: Saa Px 11 1n; 421b... $1,090/pr 
MSP 70. Bookshelf speaker with 10" woofer, 2.75" 
midrange, 1" tweeter; black woodgrain vinyl. FR 39- 
29.000 Hz +3 dB; power range 25-100 W; imp 4 
ohms; sens 90 dB SPL/W/m; 12.6 x 22.9 x 11.5 1n; 33 
A Lal hess ede, EO GO V TAS $790/pr 
MSP 60. Bookshelf speaker with 8” woofer, 2.75” 
midrange, |” tweeter; black woodgrain vinyl. FR 41- 
29,000 Hz +3 dB; power range 25-90 W; imp 4 ohms; 
sens 89 dB SPL/W/m; 11.5 x 20.1 x 10.5 in; 28.6 
Lk: oe EE RS eee Rey en ee 1d $750/pr 
MSP 50. Bookshelf speaker with 8” woofer, 1” 
tweeter; black woodgrain vinyl. FR 45-29,000 Hz +3 
dB; power range 25-80 W; imp 4 ohms; sens 88 dB 
SPL/W/m; 10.7 x 17.4 x 9.5 in; 22 Ib...... $550/pr 


Monitor Series Speakers 

Bookshelf acoustic-suspension 3-way speakers with 
low-resonance, high-rigidity diaphragms designed for 
low coloration. Crossover networks use low-dissipa- 
tion capacitors designed for improved imaging and 
texture. Magnat Ribbon-Wire voice coils used in 
tweeter for 40% increased winding density and im- 
proved transient response. All woofers are cone 
shaped; all midranges are 4-inch cones; all tweeters 
are dome shaped. All monitor series speakers feature 
cabinets finished in black wood-grained vinyl with 
black metal grilles. 

C. 8” long-throw woofer; 4” midrange; |” soft-metal 
tweeter. FR 46-29,000 Hz +3 dB; power range 10-90 
W rms; sens 90 dB SPL/W/m; imp 4-8 ohms. 14.62 x 
22:5 /x-13:754n::92 Ioue. UPL eee $470/pr 
B. 8" long-throw woofer; 4" midrange; 1" soft-metal 
tweeter. FR 54-29,000 Hz +3 dB; power range 10-80 
W rms; sens 90 dB SPL/W/m; imp 4-8 ohms. 14.12 x 
201550014712 10; 20.1D 4 vv ves oe eth $390/pr 
A. 8" long-throw woofer; 4" midrange; 0.75" Supronyl 
tweeter. FR 54-20,000 Hz +3 dB; power range 10-60 
W rms; sens 90 dB SPL/W/m; imp 8 ohms. 14.12 x 
1o GKN ZIN 12:531 Pah BL S $300/pr 


MAGNEPAN 


Magneplanar Tympani-IVa 

Planar-magnetic speaker with reduced-mass mi- 
drange driver, .00025". Features 5-ft-long, 2.5-mi- 
crons-thick foil tweeter. 3 panels per side; 71 x 18 x | 
Hi l.c owe Deeley kx ADOR TS OE se e De $3,800/pr 


Magneplanar MG-IIIa Speaker 

Floor-standing full-range bipolar panel speaker with 
planar-magnetic and ribbon-driver design. Can be 
biamplified. Drivers are | planar-magnetic woofer 
(620" sq.); | planar-magnetic midrange (170" sq.); 1 
line-source 5' bipolar ribbon tweeter (14.25" sq.). Imp 
4 ohms; off-white cloth, oak frame; 55 Ib ea$1,995/pr 


Magneplaner MG 2.5/R Speaker 

Floor standing full range bipolar panel speaker with 
planar/magnetic woofer and 42" long ribbon tweeter. 
2 way design, optional grille fabrics, oak side 
rales. Ve ee Aot sx SEN use $1,550/pr 


Magneplanar MG-IC Speaker 

Floor-standing 2-way speaker with Magneplanar 
woofer and tweeter. Features oak side rails; off-white 
fabric grille. FR 45-18,000 Hz +4 dB; crossover 1.6 
kHz; sens 82-dB SPL/W/3 ft.; power range 40-200 W 
rms; imp 5 ohms purely resistive; 60 x 22 x 2 
inco INE PCL EAE ATE cae bt Ses $880/pr 


Magneplanar SMGa Speaker 

Full-range 2-way speaker with 0.5-mil diaphragm 
driven by Magneplanar magnetic field. Features oak 
side rails; optional grille fabric. FR 50-16,000 Hz +4 
1B; power range 20-100 W rms; imp 4 ohms purely 
resistive; crossover 2.4 kHz; 48.56” h x 24.25” w x 
15753550: TONS) es Pe ESS $495/pr 


MARANTZ 


SP 1515 Ported Speaker 

Floor-standing speaker with 15” woofer; 5” ferrofluid 
cone midrange; 3” ferrofluid cone tweeter; sculptured 
furniture-style cabinet. Max power 165 W; sens 92 dB 
SPL/W/m; imp 8 ohms; Bartonwood vinyl finish; 18 x 
32:53 3:10:5 30 Dy a See ee $400/pr 


SP124 Tower Speaker 

3-way speaker with 12” woofer; 12” passive radiator; 
4" midrange with ferrofluid; 3” tweeter w/ferrofluid. 
Max power 170 W; sens 91 dB/W/m; imp 8 ohms. 
Oak vinyl finish; 37.75 x 14.75 x 13.5 in; 33.7 
Tree PRE A RE UE HE P $400/pr 


SP104 Tower Speaker 

3-way speaker with 10” woofer; 10” passive radiator; 
4” midrange with ferrofluid; 3” tweeter w/ferrofluid. 
Max power 135 W: sens 90 dB/W/m; imp 8 ohms. 
Oak vinyl finish; 37.75 x 13 x 11 in; 30 lb. $340/pr 
SP103. Same as above without passive radia- 
IDE ek ES |). Deo ae $300/pr 


SP 1200 Ported Speaker 

Floor-standing speaker with 12” woofer; 4” ferrofluid 
cone midrange; 3” ferrofluid cone tweeter. Max 
power range 165 W; sens 90 dB SPL/W/m; imp 8 
ohms. 15x29 5 R11 Sine 32D 2:50:55 $5 $300/pr 


SP 1000 Ported Speaker 

Features 10" woofer; 4" ferrofluid cone midrange; 3" 
ferrofluid cone tweeter. Max power range 130 W; sens 
89 dB SPL/W/m; imp 8 ohms. Bartonwood vinyl 
finis i;-13x 27x 1130: 25 1b 5.22 £s $240/pr 


SP 800 Ported Speaker 

Features 8" woofer; 4" ferrofluid cone midrange; 2" 
ferrofluid cone tweeter. Max power range 60 W; sens 
89 dB SPL/W/m; imp 8 ohms. Bartonwood vinyl 
finish-13 x ZOK ENIAD a e ee oos $150/pr 


SP208 Ported Speaker 
2-way speaker system with 8” woofer and 2” tweeter. 
Max power 50 W; sens 90 dB/ W/m; imp 8 ohms. 


Available in oak vinyl finish; 18.75 x 10.63 x 8.38 
inchess 10S TB30. 905 A T SV OS $120/pr 


MARTIN-LOGAN 


Statement Electrostatic Speaker System 

Floor-standing system consisting of 2 visually-trans- 
parent curvilinear electrostatic panels used in con- 
junction with two woofer towers and blended by an 
electronic crossover. Each electrostatic element mea- 
sures 3 x 6-inches and is curved and housed in a 
massive frame; each woofer tower houses four 12” 
woofers mounted in individually sealed anti-reso- 
nant chambers; dual-mono crossover consists of four 
separate chassis; 2 chassis contain power supplies; 2 
chassis contain crossover using a proprietary discrete 
classs-A differential FET buffer topology and pure- 
current source voltage regulation system; can play at 
volumes up to 120 dB. FR 16-25,000 Hz + 1.5 dB; 
power range 50-1,000 W; sens 93 dB SPL/W/m; imp 6 
ohms. Electrostatic section: 39.5 x 84 x 6 in. Woofer 
towers: 15 x 84 x 30 in. Available in a variety of 
finishes. System weighs '2-ton........... $40,000 


Monolith Electrostatic Speaker 

Floor-standing curvilinear electrostatic panel speaker 
mounted atop a tuned subwoofer box. Designed for 
wide dispersion without the use of delay lines of 
lenses. Constant voltage crossover provides phase 
coherency. Features 2' x 4' eletrostatic cell for 100- 
24,000 Hz and a 12" polypropylene-cone subwoofer 
with 2" voice coil that is down 3 dB at 16 Hz. FR 28- 
24,000 Hz +2 dB; power range 30-500 W; sens 90 dB 
SPL/W/m; imp 8 ohms. Avaialble in a variety of 
finishes. 25 x 75 x 13.5 in; 165 lbea..... $5,000/pr 


Sequel Electrostatic Speaker 

Floor-standing electrostatic/subwoofer system. Fea- 
tures visually transparent electrostatic transducer 
that operates from 200-24,000 Hz; 30 degrees seam 





less horizontal disperson in a vertical line-source 
format; |’ x 4 electrostatic cell; super-low-mass 10" 
subwoofer in a tuned chamber with a matirx voice 
coil to create linear filed in large excursion modes. FR 
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26-24,000 Hz +3 dB; power range 30-300 W; sens 89 
dB SPL/W/m; imp 6 ohms. Oak and black finish. 14.5 
x xl35im TIO bia cada ps $2,250/pr 


The CLS Electrostatic Speaker 

Floor-standing curved electrostatic speaker. Features 
wide-dispersion format for full-range reproduction; 
X x 4 electrostatic cell to reproduce all frequencies 
from 50-22,000 Hz; 30 degrees seamless horizontal 
dispersion; 4’ line-source vertical; arc-free dia- 
phragm; see-through appearance. FR 50-22,000 Hz 
+ 2 dB; power range 20-150 W; sens 85 dB SPL/W/m; 
imp 6 ohms. Available in a variety of finishes. 26 x 48 
x33: 30530) I Boe oor Poor tutedé uate died $2,490/pr 


MB QUART 


MB 980S 3-Way Speakers 

Floor-standing, 3-Way acoustic suspension column 
speakers. Features |” titanium dome with ferrofluid 
tweeter; 2” aluminum dome midrange; 2-8" butyl 
suspension, long throw woofers; crossover frequency 
350 Hz; min. power 40 W; imp 4 ohms; FR 34-32,000 
Hz; sens 88 dB/W/m; 11 x 39.5 x 11 in; 571b 3 oz; gen- 
uine walnut or oak, white or grey laquer, (special 
finishes at. extra'cosb) ; v. 0 sea es okie bas $2,399 


MB 610S Column Styled Loudspeakers 

3-way acoustic suspension column loudspeakers. 
Feature 1” multi-layered, compressed wood; ceramic 
magnets; fluid cooled tweeter; computer optimized 
bass response; |” titanium dome tweeer; 2" supronyl 
dome midrange; 8" butyl suspension, long throw 
woofer; crossover frequencies 400 Hz/2900 Hz; min. 
power 45 W/ch; imp 4 ohm; FR 39-32,000 Hz; sens 86 
dB/W/m; 10.4 x 33.9 x 10.2 in; 38 Ib 10 oz; genuine 
walnut or oak, white, black or grey laquer.. $1,499 


MB 480 Convex Speakers 

3-way acoustic suspension floor standing loudspeak- 
er. Features front baffle curved convexly; dispersion 
2180 degrees radiating surface; 1” titanium dome 
tweeter; 2” aluminum dome midrange; 10” butyl 
suspension, long throw woofer; crossover frequencies 
500 Hz/2500 Hz; min. power 35 W/ch; imp 4 ohm; 
FR 32-32,000 Hz; sens 87 dB/W/m; 12.6 x 22 x 14 in; 
37 lb 6 oz; genuine walnut or oak, whit or black laquer 
hipishess aen RT LE wes c orele nE $1,199 


MB 350S Loudspeakers 

Bass reflex speakers feature 8” woofer; 1” titanium 
dome tweeter; FR 38-32,000 Hz; sens 89 dB; min amp 
power 20 W; crossover frequency 1500 Hz; imp 4 
ohm; 10.2 x 32x 11 in; 40 Ib; comes in black, white, 
oak, walnut, cherry, rosewood, mahagony, pine 
ATISHES = shee acct oa ete eC CE DIETS $999 


MB 310 Subwoofer 

Subwoofer features 12" woofer; FR 25-100 Hz; sens 87 
dB; min. amp power 50 W; crossover frequency 100 
Hz; 16 x 19 x 15 in; 40 lb; walnut, oak, matte laquer 
black or white fnishess «uuu ces vu ee» $849 


MB 390 3-Way Speakers 

3-way acoustic suspension bookshelf speaker. Fea- 
tures |” titanium dome tweeter; 4” butyl suspension 
midrange ; 10" butyl suspension, long throw woofer; 
crossover frequencies 400 Hz/1800 Hz; min. power 
35 W/ch; imp 4 ohm; FR 40-32,000 Hz; sens 88 
dB/W/m; 12 x 20.5 x 12 in; 28 Ib 10 oz; comes in 
genuine walnut or oak, matte laquer white or black 
finishes? coo o smote E A ETE $849 


MB 280 2-Way Speakers 

2-way acoustic suspension bookshelf speaker. Fea- 
tures 1" titanium dome tweeter; 8" butyl suspension, 
long throw woofer; crossover frequency 1500 Hz; 
min. power 20 W/ch; imp 4 ohm; FR 50-32,000 Hz; 
sens 88 dB/W/m; 10.5 x 17.25 x 10.25 in; 22 Ib; 
walnut, oak, white, or black finishes. ........ $549 


MB 220 2-Way Speakers 
2-way acoustic suspension bookshelf speaker. Fea- 


tures 1” titanium dome tweeter; 6.5" butyl suspen- 
sion, long throw woofer; crossover frequency 1500 
Hz; min. power 20 W/ch; imp 4 ohm; FR 60-32,000 
Hz; sens 87 dB/W/m; 9x 12 x 8 in; 11 lb; comes in 
genuine walnut or oak, matte lacquer black or white 
fimsliis 2i o SOR eee ds tala he $449 


McINTOSH 


XRT-22 Speaker System 

2-piece speaker consisting of a bass cabinet contain- 
ing 2 12" woofers and an 8" midrange, and a tweeter 
column containing 23 1” tweeters. Bass cabinet: 40.75 
x 25.75 x 12.75 in; tweeter column: 79.5 x 10.5 x 1.63 


inzonte finisliy. Ps on saree Are SL el $4,000 ea 
VWainutTinislic os oou x epo eot uae $4,250 
XRT18 Speaker System 


2-piece speaker consisting of a bass cabinet contain- 
ing a 12” woofer and 6” midrange and a high- 
frequency column frame containing sixteen 1" dome 
tweeters. Features 3-ampere fast acting fuse for 
woofer and midrange and a l.25-ampere fuse for 
tweeters. Cabinet constructed of 48-pound density 
fiber board with walnut veneer exteriors. Sens 86 dB 
SPL/W/m; max power 150 W continuous program 
power, 500 W peak; min power 30 W; imp 8 ohms; 
crossover frequencies 350 and 1,500 Hz. Bass cabinet 
27.22 x 17.5 x 11.75 in, tweeter column 57.31 x 10.5 x 
1.63 in; total weight 921b ............. $2,250 ea 


XR 1052 4-Way Speaker 

4-way speaker. Features 10” woofer with copper voice 
coil; 5” midrange isolated from woofer; 1” dome 
tweeter with copper-wire voice coil centered and 
suspended with custom surround; 15" passive radia- 
tor with accurately adjusted moving mass; built-in 
crossover with points at 55, 450, and 1,300 Hz; 
cabinet made of high density particle board; imp 8 
ohms, ER 20-20,000 Hz ..... 7... es. $1,252 ea 


XD 717 3-Way Speaker 

Floor-standing speaker with 12" woofer, 6.5" mi- 
drange, and 1" dome tweeter. Sens 87 dB SPL/W/m; 
recommended power handling 30-100 W; imp 8 
ohms; crossover frequencies 350 and 1,000 Hz. 
Cabinet constructed of 0.75" high-density .particle 
board with internal bracing and airtight assembly. 
Walnut veneer protected by oil-like multi-coat hand- 
rubbed laquer finish. 37.75 x 17.5 x 11.88 in$799 ea 


XD 715 3-Way Speaker 

Floor-standing speaker with 10" woofer, 5" midrange, 
and |” dome tweeter, Sens 87 dB SPL/W/m; max 
power 100 W program noise; min power 30 W; imp 8 
ohms; crossover frequencies 350 and 1,000 Hz. 
Cabinet constructed of 0.75" high-density particle 
board with internal bracing and airtight assembly 
with walnut veneer. 30 x 14.75 x 10.06 in. $599 ea 


XL1 2-Way Compact Speaker 

Bookshelf speaker with 6" woofer, 1" dome tweeter, 
and 1,000 Hz crossover network. Features 0.6- 
ampere fast-acting fuse. Max power 80 W program 
noise, 200 W peak; min power 30 W; imp 8 ohms; 
sens 85 dB SPL/W/m. Cabinet constructed of 0.75" 
high-density particle board with internal bracing and 
airüiglit assembly 2 ese re ese ows $525/pr 


XL 1W Subwoofer 

Dual-voice-coil subwoofer designed to compliment 
and extend performance of McIntosh XL 1 speaker. 
Features 12" woofer; two 1.5-ampere fast-acting 
fuses; walnut veneer cabinet protected by an oil-like 
multi-coat hand-rubbed lacquer finish. Sens 85 dB 
SPL/W/m; max power 100 W program noise, 250 W 
peak; min power 30 W; crossover frequency 90 Hz. 
3222x17552x11:753n-4. ot gene "row $549 ea 


MERIDIAN BY MADRIGAL 


M100 3-Way Powered Speaker 
Inter-Active speaker with 4 power amps (3-70 W/ch, 


1-35 W/ch) driving 2-5" woofers, 2-5" midranges, 1- 
2" dome tweeter. 0.75" birch cabinet of low resonance 
with rear-loaded passive radiator. 39 x 16 x 18 in; 70 
Ib esowdinit 522 0 oor qus Sas $7,400/pr 
Rosewood finish. soros seoseis r ease $8,000/pr 


M20 2-Way Powered Speaker 

Ported speaker with two 5” woofers, 2” tweeter, 
power supply, 2 power amps in low-resonance 
cabinet; 0.75” A-quality birch plywood cabinet; all- 
metal stand with resonance damping available. FR 
38-20,000 Hz +3 dB; max output 105 dB; 20x 15x 7 
in. Walnut or teak finish; with amps .... $2,750/pr 
Rosewood finish; with amps........... $3,000/pr 


M30 2-Way Powered Speaker 

Compact Inter-Active speaker with 5" woofer, 1.25" 
tweeter; time-delay correction; power supply; power 
amps. FR 38-20,000 Hz +3 dB; max output 100 dB 
free-standing, up to 103 dB on shelf; 14.5 x 12 x 7 in. 


Walnut, teak, or black ash finish; with 
IDS PAVWEPUFERCLIESERLOT TC TTL S TEE $1,950/pr 
MIRAGE ACOUSTICS 


All speakers are ported; nominal imp 6 ohms (min 4); 
black knit grilles; dome tweeters with crossover point 
of 2,200 Hz. 


M1 Floor-Standing Speaker 

2 8" polypropylene woofers (1 front | rear) with 38-0z 
magnets crossing over to 2 4” cone midranges (1 
front, 1 rear at 300 Hz; 2 0.75" soft dome tweeters (1 
front, 1 rear); black lacquer. FR 20-22,000 Hz +3 dB; 
min power 100 W; max power 400 W; sens 86 dB 
SPL/W/m; imp 6 ohms; 120 Ibs; 60 x 19.5 x 9- 
4 ee ek dE E I TEE dris I. $4,000/pr 


M2 Floor Standing Speaker 

10" polypropylene filled woofer crossing over at 500 
Hz to 2-4" polypropylene cone midranges (1 front 1 
rear) at 2200 Hz crossing over to 2-.75" soft dome 
tweeters (1 front 1 rear); black high-gloss polyester 
finish. FR26-2,200 Hz +2dB; min power 75 W; max 
200 W; sens 87 dB SPL/W/m; imp 6 ohms; 52.5 x 18 x 
80-in; 160 Ib ..... Dia Nes vole d ore $3,000/pr 


760 2-Way Bass Reflex Speakers 

2-8" carbon filled polypropylene mid/bass units with 
butyl surround crossing over at 2,200 Hz to a 1” 
ferrofluid cooled soft dome tweeter. FR30-20,000 Hz 
+3 d; sens 89dB SPL/W/m; power range 30-200 W; 
imp. 6 ohms; 37 x 11 x 14-in; 62 Ibs ea . $900/pr 


460 2-Way Speaker 

8" woofer; 1” dome tweeter; black vinyl. FR 35-20,000 
Hz +3 dB; sens 88 dB SPL/W/m; power range 15-120 
W:25€J0xIlum 32 Ib Gas ..—7.2.5.5.34: $500/pr 


360 2-Way Speaker 

8" woofer; 0.75 tweeter; black vinyl. FR 45-20,000 Hz 
+ 3 dB; sens 88 dBSPL/W/m; power range 15-100 W; 
20x 10.x:9-in: 20 ID eachas ooo or $375/pr 


260 2-Way Speaker 

6.5" woofer; 0.75" tweeter; black vinyl. FR 50-20,000 
Hz +3 dB; sens 88 dB SPL/W/m; power range 15-70 
W:45x9:x9-1mJd41bea.:.. dne. $250/pr 


MISSION ELECTRONICS 


Argonaut Floor-Standing Speaker 

2-way speaker with time-aligned drivers and trans- 
verse-folded cabinet. Optimum placement near rear 
wall; 2 reinforced homopolymer $8" cone woofers; 1" 
super-elipse cavity-loaded tweeter; spikes. FR 35- 
20,000 Hz +3 dB; power range 50-200 W; sens 94.5 
dB SPL/W/m; imp 4 ohms; walnut, gray, black; 50 
ID5:11172:88 cs) AAS o eee $1,799/pr 


Freedom 2-Way Speaker 
Time-aligned drivers; integral locking stand; trans- 
verse-folded cabinet with visco-elastic dampings; 
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optimum placement near rear wall; 8” reinforced 
homopolymer cone woofer; 1" super-ellipse cavity- 
loaded tweeter. FR 40-20,000 Hz +3 dB; min power 
20 W: max power 150 W; sens 92 dB SPL/W/m; imp 
8 ohms; black, grey, walnut; 28 pounds; 11 x 24.5 x 12 
Ineles Mn ore eroe Eres It Nr ases $1,199/pr 


Renaissance Two-Way Speaker 

Integral locking stands; transverse-folded cabinet 
with visco-elastically dampened walls; 8” polypropyl- 
ene cone woofer; 0.75” polymer-dome tweeter with 
ferrofluid; crossover frequency 2,400 Hz. FR 40- 
20,000 Hz +3 dB; nominal imp 8 ohms; power range 
20-125 W/ch; sens 90 dB SPL/W/m; 10x 21.6x 11 in; 
23'Ibs/ea; black/walnut 1... eoe $699/pr 


707 Bass-Reflex Speaker 

2-way speaker with limestone/polypropylene front 
baffle board; steel-reinforced 8" paper woofer; 0.75" 
ferrofluid dome tweeter. FR 50-20,000 Hz +3 dB; 
min power 20 W, max power 100 W; sens 92 dB 
SPL/W/m; imp 8 ohms; black and walnut; 17.7 Ib; 10 
MELO SCELTA «oa Sh ct ende xe e de $499/pr 


700 Leading Edge Acoustic-Suspension Speaker 

7" high rigidity plastiflex cone woofer and 0.75" 
ferrofluid cooled dome tweeter; injection-molded 
polypropylene and limestone baffle board. FR 50- 
20,000 Hz +3 dB; min power 15 W rms; max power 
100 W rms; sens 90 dB SPL/W/m; imp 6 ohms; black, 
Walnut. adesse Deeds ied yr arde $349/pr 


MITSUBISHI 


M-S5100 Home Theater Speaker System 

12” three-way floorstanding speaker features 12" 
high-polymer laminate woofer; 5" high-polymer lam- 
inate midrange; 1” pure titanium dome tweeter; FR 
35-27,000 Hz +6 dB; 150 W continuous 600 W peak 
power Bandling: s. ean e scrip Be we $1,100/pr 


M&K 


MX-1000 Pedestal Subwoofer 

Magnetic shunt powered pedestal subwoofer. Inter- 
nally amplified acoustic-suspension subwoofer; 2-12" 
high-performance drivers; magnetic design and ped- 
estal shape allow use as stand for large monitor 
televisions; 26 x 28 x 22 in; 1ISIb........ $1,395 


Satellite 1B 2-Way Speaker 

Acoustic-suspension speajer with 2-5" polypropylene 
woofers and 2-1” soft-dome tweeters. Features 36 
tonal balances through midrange; tweeter character 
switches. Walnut or oak finish with black grille. FR 
70-22,000 Hz +3 dB; power range 7.5-400 W; imp 4 
ohms2219x 2: 7S8»:7:62:305 BS IN Io OE cols $725/pr 


Satellite 2B 2-Way Speaker 

Acoustic-suspension speaker with 6.5" polypropyl- 
ene woofer and 1” soft-dome tweeter. Features 
selector for 36 tonal balances; midrange, treble 
character switches. Walnut or oak finish with black 
grille. FR 65-20,000 Hz +3 dB; power range 15-100 
Ws1055:x: 605 x73: 91b. sus a e $550/pr 


SX-4 2-Way Satellite Speaker 

Acoustic-suspension speaker with 2-5" woofers and 
2-1" soft-dome tweeters. Features selector for 4 tonal 
balances via multiple inputs. Black vinyl finish. FR 
70-20 000 Hz: 983 d B^ tiv vs xe NES n $495/pr 


Satellite 3B 2-Way Speaker 

Acoustic-suspension speaker with 5" polypropylene 
woofer and 1" soft-dome tweeter. Features selector 
for 4 tonal balances via multiple inputs. Black finish 
with black grilles. FR 100-20,000 Hz +3 dB; power 
range 15-100 W. 10.5 x 7x 6.5 in; 9 Ib.... $395/pr 
Walnut veneer with balck grilles......... $450/pr 


SX-7 2-Way Satellite Speaker 
Bookshelf acoustic-suspension speaker with circuit- 
breaker protection. Features cast-aluminum box with 


perforated metal grille; 4” paper-cone midrange; 
0.75" soft-dome tweeter. FR 100-20,000 Hz +3 dB; 
power range 5-100 W; sens 87 dB SPL/W/m; imp 4 
ohms. Black finish. 4.5 x 7.36 x 4.5 in; 6 lb $240/pr 


Subwoofers 


V1B Subwoofer 

Internally amplified subwoofer with 12" polypropyl- 
ene driver. Features preamp, power amp inputs; 
active filtering at 24 dB/octave with adjustable roll- 
off point. Walnut or oak finish with black grille. FR 
18-125 Hz +3 decibels. 18.75 x 17.75 x 15.75 inches; 


SO pounds: muet beue ve VARS $850 ea 
V2B. Similar to model V1B except less powerful. 43 
DOUNGS innin rcr NGC REGG P EE S $695 ea 


V3B. Similar to V2B except less powerful and black 
painted enclosure. 17.5 x 17.5 x 14.5 in; 43 1b$595 ea 


VX-4 Subwoofer 

Internally amplified subwoofer with. 12" driver and 
50-W continuous power output. Features adjustable 
low-pass filter. Black vinyl finish. FR 40-125 +3 
^55: DMPRNFUR eos n E xag oe OBERE $440 ea 


VX-7 Subwoofer 

Acoustic-suspention subwoofer with specially de- 
signed 50-W amp and 8” paper-cone woofer. FR 50-80 
Hz +3 dB; max power 50 W internally amplified. 
Black finish. 10 x 11.75 x 9.5 in; 25 lb.... $360 ea 


Accessories 


LP-1S Passive Electronic High-Pass Filter 

Line-level electronic high-pass filter for biamping 
with M&K subwoofers. Available in 8.5" front panel 
or 19" rack mount. 100 Hz crossover point at 18 
dB/octave. With bypass switch............. $325 
Without bypass switch.................00- $300 


RC-1 Satellite/Subwoofer Remote Control 

Allows adjustment of all available tonal characteris- 
tics remotely. Features midrange, treble character 
switches; 100-Hz filter or full-range satellite opera- 
tion; satellite/subwoofer phase correction; subwoofer 
level control. 8.75 x 7.88 x 2.75 in; 3Ib...... $185 


Satellite Speaker Stand 

Stand for M&K satellite speakers. Allows for perma- 
nent attachment of satellite to stand. Walnut/oak 
veneers, black finishes. .......... lesus $95/pr 


V Filter 

Plug-in high-pass filter for biamping with M&K 
subwoofers. 100 Hz crossover at 6 dB/octave. 3 
versions to match amplifier input impedance$50/pr 


MONITOR AUDIO By KEVRO 


R952/MD Reference Monitor 

Floor-standing, sealed enclosure speakers. Feature 1" 
aluminum-dome tweeter; 2-6" polypropylene woof- 
ers; FR 45-20,000 Hz +3 dB; imp 8 ohm; sens 89 
dB/W/m; amp power 15-180 W; crossover 6 dB/oc- 
tave slope; foam lined cabinets; 13.5 x 9 x 12.5 in; 88 
lb; kenya black, oak, walnut, or black ash fin- 
IS HIE Be cuoco in sie reise Nye ael aao Rd $1,549/pr 


R852/MD Speaker 

Closed box speakers feature 1” aluminum dome 
tweeter; 8" polypropylene woofer; FR 50-20,000 Hz 
+3 dB; imp 8 ohm; sens 88 dB/W/m; amp power 15- 
120 W; foam lined cabinets; 17.75 x 10 x 11 in; 44 Ib; 
kenya black, oak, walnut or black ash finish $1,149/pr 


R452/MD Loudspeaker 

Tuned port speakers feature 1" aluminum dome 
tweeter; 8" doped paper woofer; FR 50-20,000 Hz +3 
dB; imp 8 ohm; sens 91 dB/W/m; amp power 15-150 
W; heavy cabinets with 18 mm thick panel construc- 
tion; inside of cabinets is veneered; 25.25 x 10 x 12.5 
inches; 66 pounds; available in walnut, black ash, or 
Oak Btisli-: Lo Eom AUS LR aot s s $1,099/pr 





Monitor Audio R952/MD 


R652/MD Loudspeaker 

Reflex speakers feature 1" aluminium dome tweeter; 
6" polypropylene woofer; FR 50-20,000 Hz +3 dB; 
imp 8 ohm; sens 89 dB/W/m; amp power 20-120 W; 
20.25 x 7.75 x 10.5 in; 44 lb; walnut, oak, black ash 
finislieie HEN ae Rn uma cO S URS $989/pr 


R352/MD Loudspeaker 

Reflex speakers feature .75" metal-dome tweeter; 8" 
woofer; FR 50-20,000 Hz +3 dB; imp 8 ohm; sens 91 
dB/W/m; amp power 15-120 W; foam lined cabinet; 
25.25 x 10 x 12.5 in; 57 lb; walnut, oak, black ash 
Birish.neob. ac Sas beUa sci $899/pr 


R700/MD Loudspeaker 

Reflex speakers feature 1" aluminum dome tweeter; 
6" polypropylene woofer; FR 55-20,000 Hz +3 dB; 
imp 8 ohm; sens 89 dB/W/m; amp power 20-100 W; 
13.75 x 8.5 x 10 in; 42 Ib; walnut, oak or black ash 
ANISH sod mas spear deme $689/pr 


R300/MD Loudspeaker 

Sealed box speakers feature .75" metal-dome tweeter; 
8" doped woofer; FR 50-20,000 Hz +3,.dB; imp 8 
ohm; sens 90 dB/W/m; amp power 15-100 W; 
cabinets veneered inside/outside; 18.5 x 10. 12.5 in; 
44 lb; walnut, black ash, or oak finish .... $669/pr 


R252 Speaker 

Sealed enclosure speakers feature 1" soft-dome tweet- 
er; 8" woofer; FR 55-20,000 Hz +3 dB; imp 8 ohm; 
sens 90 dB/W/m; amp power 15-80 W; 18.5 x 10x 9.5 
in; 31 Ib; black ash or walnut finish ...... $429/pr 


R100 Speaker 

Sealed enclosure speakers feature 1" soft-dome tweet- 
er; 8" woofer; FR 60-20,000 Hz +3 dB; imp 8 ohm; 
sens 89 dB/W/m; amp power 15-60 W; 15.75 x 10x 7 
in; 25 lb, 5 oz. Available in black ash or walnut 
BnIS- isch NN VaL: TENES $319/pr 


Speaker Stands 
MA-30. Fits R100, R252, R300/MD, R700/MD, 
R852/MD speakers. In black ash, walnut, oak, or 


Kenya placke ae n 0am ne dM VER $189/pr 
In Rosewood, mahogany, or teak........ $269/pr 
MA-40. Fits R352/MD and R452/MD In black ash, 
walnut, oak, or Kenya black............ $189/pr 
In Rosewood, mahogany, or teak........ $269/pr 
MA-50. Fits the R652/MD. In black ash, walnut, oak, 
or Kenya DICKS iN CA I lemon $189/pr 
In Rosewood, mahogany, or teak........ $269/pr 
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MOREL ACOUSTICS 


Duet 2 Way Double Magnet Speaker 

New MDT-33 tweeter, 28 mm soft dome design with 
double-magnet structure, Hexatech technique wind- 
ing (aluminum wire, wound hexagonally) and ferro- 
fluid cooled. MW-164 6” double magnet woofer also 
using the Hexatech voic coil. FR 40-22,000 Hz + 2 dB; 
power handling 150 W rms; 8 x 15 x 12 in; 20 
[bo ELE Ee D. te on VEN. $995/pr 


MLP-403-II 3-Way Speaker 

Ported floor-standing speaker with “Variovent.” 9" 
free-edge paper-cone woofer; 3" dome midrange; 1.1” 
dome tweeter. FR 38-25,000 Hz + 3 dB; min power 10 
W, max power 125 W rms; sens 88 dB SPL/W/m; imp 
4-8 ohms; finished in walnut, teak, or black; 21 x 12x 
ORONO le MEER ELE EE ee ce $750/pr 


MPL-203 2-Way Speaker 

2-way linear-phase speaker with sealed cabinet. FR 
45-28,000 Hz + 3 dB; power handling 150 W; 6” MW- 
164, double magnet, 3” voice coil woofer; 1.1” 
ferrofluid-cooled soft-dome MDT-30 tweeter; 8 x 16 
x 9.5 in; 18 Ib; walnut, red walnut, teak, or black 
GIST ee = eae odie estate sessile ae viele $695 


MPL-307 2-Way Speaker 

2-way speaker with Variovent Two 9” woofers; 1.1” 
dome tweeter; power handling 200 W; FR 33-25,000 
Hz +3 dB; 13 x 23 x 12 in; 32 Ib; walnut veneer 
hinlishz s yg Sink EUSEB eee $540 


MLP-202 II Bookshelf Speaker 

Acoustic-suspension linear-phase speaker. FR 60- 
28,000 Hz +3 dB; min power 10 W, max power 150 
W rms; sens 89 dB SPL/W/m; imp 4-6 ohms; in 
walnut, teak, or black; 8 x 13x lO in ..... $445/pr 


CR-7 2-Way Speaker 

Acoustic-suspension bookshelf speaker with an 
asymmetrical cabinet design to eliminate internal 
standing waves and improve dispersion and flatness 
of frequency response. Features 6” treated paper-cone 
woofer with metal grille; 1” soft-dome tweeter with 
metal grille. Available in mirrored pairs. Black finish. 
FR 70-25,000 Hz +3 dB; min power 20 W rms; max 
power 200 W rms; sens 90 dB SPL/W/m; imp 4-8 
ohms. 11 x 7.5 x 475 x 7 in; lO lbea..... $395/pr 


MLP-201 2-Way Speaker 

Acoustic-suspension bookshelf speaker with 9" free- 
edge paper-cone woofer, 1.1" dome tweeter. FR 48- 
20,000 Hz +3 dB; power range 10-100 W rms; sens 
89 dB SPL/W/m; imp 8 ohms; walnut finish; 10 x 16 x 
PON Fas ers cin ae Oe Dee eee eens $285/pr 


Speaker Accessories 


SDT-2 Floor Stands 
20” black metal stand, can be filled with sand or lead 


SHOUT ole eee A Ree oe a e aN tun $98 

B-7 Mounting Bracket 

Mounting bracket for CR-7................. $40 

ST-2 Floor Stands 

4" black WOOdPn stands: 2.22.50 M eus T II $30 
MTX BY MITEK 


ZSE-380 Loudspeaker 

Loudspeaker features enclosureless bass transducer 
module; diffractionless treble transducer module; 
synchronous time and coincident axial alignment; 
laterally symmetric transducer mounting; high com- 
pression input connectors; discrete module cabling; 
with ZSE Controller which provides active signal 
processing for the system; FR 35-25,000 Hz; 250 W 
pulse power handling; imp 8 ohms; sens 91 dB/W/m; 
380 mm Woofer; 35 mm tweeter; dark brown 
polyester grille with solid hardwood inserts; 34 x 17.5 
127 39n59451D. 95. $e eua UR RR $1,800 


Pro 215 Floor-Standing Speaker 

Bass-reflex speaker with computer-aided Thiele/ 
Small-aligned cabinet. Features 2-15" cone woofers; 
2-5" PL-5 cone midranges; 3" horn-loaded tweeter. 
FR 50-21,000 Hz +3 dB; power range 5-400 W rms; 
sens 102.2 dB SPL/W/m; imp 4 ohms; heavy-duty 
aviation carpet; 125 lb; 18.5 x 46.5x 16in $800 ea 


Pro 115 Floor-Standing Speaker 

Bass-reflex speaker with computer-aided Thiele/ 
Small-aligned cabinet. Features 15" cone woofer, 2-5" 
PL-5 cone midranges; 3" horn-loaded tweeter. FR 60- 
21,000 Hz +3 dB; power range 5-200 W rms; sens 
99.6 dB SPL/W/m; imp 4 ohms; heavy-duty aviation 
carpet; 77 Ib; 21.25 x 29.75 x 16 in....... $700 ea 


Pro 210 Floor-Standing Speaker 

Bass-reflex speaker with computer-aided Thiele/ 
Small aligned cabinet. Features 2-10" cone woofers; 
2-5" PL-5 cone midranges; 3" horn-loaded tweeter. 
FR 70-21,000 Hz +3 dB; power range 5-300 W rms; 
sens 101.6 dB SPL/W/m; imp 4 ohms; heavy-duty 
aviation carpet; 67 Ib; 23.5 x 18.25 x 12.5 in$500 ea 


Pro 110 Bass-Reflex Monitor Speaker 

Thiele/Small alignment; 10" cone woofer; 4.5" cone 
midrange; 1” horn-loaded dome tweeter; covered 
with heavy-duty aviation carpet. FR 75-21,000 Hz; 
power range 5-100 W rms; sens 94.8 dB SPL/W/m; 
imp 4/8 ohms; 14 x 18.5 x 12.75 in; 42 Ib. $400 ea 


TA-2 Loudspeaker 
Dual tweeter array system. Features FR 5,000-17,000 
Hz; sens 98 dB/W/m;7x 12 x 7 in; 27 lb . $300 ea 


MUSIC AND SOUND IMPORTS 


Mas 925 III 3-Way Speaker 

Floor-standing speaker with 10" polypropylene-cone 
passive radiator; 8" poly- cone woofer; 1.75" textile- 
dome tweeter; 0.75" textile-dome tweeter. FR 30- 
18,000 Hz +3 dB; power range 25-150 W; sens 91 dB 
SPL/W/m; imp 8 ohms; natural oak, dark oak veneer 
finishes; 39 Ib; 23.5 x 11.88 x 11.88 in.... $699/pr 


NAD 


300A 3-Way Speaker 

Internally braced acoustic-suspension tower speaker 
with 10" long-throw woofer with butyl surround, 1.5" 
midrange, 1" soft-dome tweeter. Large magnets for 
powerful bass and no overhang. Power range 10-150 
W/ch; nominal imp 4 ohms; crossovers at 900 and 
3,000 Hz; resonance 45 Hz; sens 90 dB SPL/W/m. 
10:75:31 MS ST Sane 57-1D- 95.7 ees $750/pr 
200A. Similar to above except no midrange driver 
and 8” woofer. Crossover at 1,700. Power range 10- 
120 Wiehe S97 1B: 5 oie ieee Ree See coe $500/pr 


NADY SYSTEMS 


WTS-1 Speaker 

Portable self-powered speaker with 15 W cordless 
amplifier. Features 2 channel FM receiver; micro- 
phone; miniature body pack stereo transmitter. 
Speaker houses 6.5” woofer; 1.5” cone tweeter. 8.5 x 
IOS STD esee a gets $200/sys 


NEC 


RS-1000 3-Way Speaker 

Floor-standing 3-way speaker. Features FR 40-20,000 
Hz at +4 dB; sens 92 dB; 130 W max power handling; 
nominal impedance 8 ohms; one 34-inch dome 
tweeter; one 5-inch polypropylene midrange; two 10- 
inch polypropylene woofers. 37 x 12.25 x 13.5 in; 46 
|| PM Cee Ree, roar MeL Oe Wd od eri $800/pr 


SW-400 Powered Subwoofer/Full-Range System 

Magnetically-shielded peaker system with powered 
subwoofer and full-range speaker system. Features 
bass-reflex, 12” subwoofer with built-in 60-W power 
amp; low-pass filter; 4” full-range speaker; 3-level 


turnover switch; front-channel variable output con- 
tolt SUO SUED S EGR OY nA CR $599 ea 


RS-500 3-Way Speaker 

Floor-standing acoustic-suspension magnetically- 
shielded speaker with mirror-image design. Features 
12” cone woofer; 5” polyvinyl acetate-cone midrange; 
1” soft-dome tweeter, FR 40-20,000 Hz +3 dB; power 
range 15-130 W rms; sens 92 dB SPL/W/m; imp 8 
ohms. Teton oak finish. 14 x 27 x 10.75 in. $499/pr 


SW-300BU Subwoofer 

Magnetically-shielded bass-reflex subwoofer with 12” 
cone woofer, built-in 60 W amplifier, and 3 selectable 
turnover frequencies (70, 100, 150 Hz). FR 20-150 Hz, 
20-100 Hz, or 20-70 Hz depending on selected 
turnover frequency. 18 x 20.7 x 15.3 in; 32 1b$299 ea 


AVS-300E 2-Way Surround Sound Speaker 

Compact acoustic-suspension speaker designed for 
rear-channel reproduction of surround sound. Fea- 
tures 5.5" cone woofer; 1” polymer-dome tweeter. 
Power range 5-60 W; nominal imp 8 ohms; sens 89 
dB SPL/W/m; FR 60-20,000 Hz. 9.75 x 6.5 x 5.6 
1f. 34 A ede eles CE TUCE Cekessi 8 $199/pr 


NOVAK LOUDSPEAKER 


Model 2 Vented 2-Way Speaker 

6.5" plastic cone woofer vertically aligned with 
ferrofluid-damped dome tweeter; 4th-order Butter- 
worth woofer loading; | st-order crossover with mylar 
capacitors; min-diffraction baffle; nonallergenic an- 
tistatic black foam grille; external fuses. FR 44-24,000 
Hz +3 dB; sens 91 dB SPL/W/m; power range 5-60 
W; 11.25 x 20.4 x 10.9; shipping weight 26 Ib. Black 
formica eV ae TET O SU $330/pr 
Wsünüt ol O8K voe rue Sass cae $300/pr 


OHM ACOUSTICS 


Walsh 5 Vented Speaker 

Features Walsh driver; 3 controls for lows, perspec- 
tive (midrange), and highs, each with 3 positions; 
gold-plated 5-way binding posts; gold internal con- 
nectors; Monster Cable internal wiring; veneered top 
edge of cabinet. FR 25-25,000 Hz +4 dB; min power 
50 W rms; max power 500 W rms; imp 4 ohms; 1,000- 
W headroom rating for CDs. Available in walnut, oak 
and rosewood finishes or teak/white/black lacquer. 
95 ]bs; 17.5" x 17.5" at bottom tapering to 15" x 15" at 
top; 43" tall. Limited edition run of only 500 sets 
worldwide, each signed and numbered. . . $5,800/pr 


4XO Floor-Standing Speaker 

Bass-reflex speaker features inverted conical surface 
driver; gold-plated 5-way binding posts; gold internal 
connectors; lead-lined cabinet; Monster Cable inter- 
nal wiring; casters; tufflex transmission block; ferro- 
fluid cooled; protection circuits; acoustical attenua- 
tor for controlled dispersion; sonically transparent 
circular metal grill. Standard finish walnut and oak, 
available in Scandinavian rosewood, black, or white 
lacquer. FR 32-23,000 Hz +4 dB; sens 91 dB 
SPL/m/2.83 V; power range 30-500 W; peak handling 
700 W; imp 8 ohms. 40" h x 15.5" x 15.5" at base 
tapering to 11.75" x 11.75" at top; 63 Ib. . $2,000/pr 


3XO Floor-Standing Speaker 

Bass-reflex speaker features inverted conical surface 
driver; press-connector inputs accept banana plugs or 
up to 12 gauge wire; lead-lined cabinet; casters; tufflex 
transmission block; ferrofluid cooled; protection 
circuits; acoustical attenuator; circular metal grill. 
Standard finish walnut and oak, available in Scandi- 
navian rosewood, black, or white lacquer. FR 36- 
22,000 Hz +4 dB; sens 90.6 dB SPL/m/2.83 V; power 
range 18-200 W; peak handling 300 W; imp 8 ohms. 
36x13.5x 13.5 in. at base tapering to 10.5 x 10.5 in. at 
fp y 43s Dic hoa obs ao vo eus PER RSS $1,500/pr 


2XO Floor-Standing Speaker 
Bass-reflex speaker features inverted conical surface 
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driver; press-connector inputs accept banana plugs or 
up to 12 gauge wire; sub-bass activator; tufflex 
transmission block; ferrofluid cooled; protection 
circuits; acoustical attenuator; circular metal grill. 
Standard finish walnut and oak, available in Scandi- 
navian rosewood, black, or white lacquer. FR 44- 
21,000 Hz +4 dB; sens 90.2 dB SPL/m/2.83 V; power 
range 15-120 W; peak handling 200 W; imp 8 ohms. 
32.5x 11.5x 11.5 in. at base tapering to 9.25 x 9.25 in. 
apton29 DIES And CULTE cin om ae $1,000/pr 


1XO Floor-Standing Speaker 

Bass-reflex speaker features inverted conical surface 
driver; press-connector inputs accept banana plugs or 
up to 12 gauge wire; tufflex transmission block; 
ferrofluid cooled; protection circuits; acoustical at- 
tenuator; circular metal grill. Walnut finish. FR 48- 
20,000 Hz +4 dB; sens 90 dB SPL/m/2.83 V; power 
range 10-90 W; peak handling 150 W; imp 8 ohms. 
32.5x 11.5x 11.5 in. at base tapering to 9.25 x 9.25 in. 
abtop 240b CAL, CE UL eet $750/pr 


CAM 42 Speaker 

Two-way bookshelf speaker. Features egg shaped .75" 
polycarbonate dome tweeter system; 8" polypropyl- 
ene woofer; ferrofluid-cooled tweeter with 50 mm 
magnet; 12" passive radiator and patented Sub Bass 
Activator; FR 39-20,000Hz +4 dB; power range 15- 
125 W; sens 90dB; imp 8 ohms; enclosure volume 42 
l; 14.75 x 11 x 26.5 in; available in brushed bronze 
Vini misti ipe e sutor VE $500/pr 


CAM 32 Speaker 

Two-way bookshelf speaker. Features egg shaped .75” 
polycarbonate dome tweeter system; polyswitch cir- 
cuit breakers; protection circuits; 6.5" woofer; 10" 
passive radiator; FR 39-20,000 Hz +4 dB; power 
range 15-125 W; sens 90 dB; imp 8 ohms; enclosure 
volume 32 1; 12.75 x 11 x 22.25 in; brushed bronze 
VinyEfnsbe Fins 7030080; Soe oU SW $400/pr 


CAM 16 Speaker 

Two-way vented speaker. Features egg shaped tweet- 
er system mounted on top of cabinet and adustable; 
bevelled cabinet; frameless grills; 6.5" woofer; FR 46- 
20,000 Hz +4 dB; power range 15-85 W; sens 89 dB; 
imp 8 ohms; enclosure volume 161;9 x 11 x 17.25 in; 
brushed bronze vinyl finish............. $300/pr 


PRO 250 Sound Cylinder Loudspeaker 

Cylindrical speakers with black matador standard 
finish with optional real wood veneers of teak, oak, 
rosewood and walnut. Features lead lining; monster 
cable; FR 35-20,000 Hz; power rating 10-250 W; sens 
91 dB; imp 8 ohm; 45.5" hx 11.5" diameter$1,200/pr 
PRO 200. Similar to PRO 250 but FR 39-20,000 Hz; 
Power rating 10-750 W; sens 91 dB; imp 8 ohm; 39" h 
x lil. Sedidmeterzo5e Os Cia Lees n $950/pr 
PRO 150. Similar to PRO 250 but FR 42-20,000 Hz; 
power rating 10-125 W: sens 91 dB; imp 8 ohm; 34.5" 
Pera One BE a eut. s ale token TIS rer $750/pr 
SC Tall. Similar to above sound cylinders. Power 
range 25-150 W; FR 40-20,000 Hz. ....... $750/pr 
SC Short. Similar to above sound cylinders. Power 
range 22-100 W; FR 44-20,000 Hz. ....... $600/pr 


ONKYO 


S-70 4-Way Speaker 

Bass-reflex speaker with 12" polypropylene-cone 
woofer with high-power voice coil, 5" PvA-treated 
ferrofluid-cooled midrange, 1" polycarbonate-dome 
ferrofluid-cooled tweeter, and 0.5" polycarbonate- 
dome ferrofluid-cooled supertweeter. Features self- 
resetting auto overload protection. FR 55-20,000 Hz 
+3 dB; power range 10-150 W rms; sens 93 dB 
SPL/W/m; imp 8 ohms. Natural-oak-veneer finish. 16 
x:4075x10:25:17249 Ib; 75 $5. eA $600/pr 


S-60 4-Way Speaker 

Floor-standing bass-reflex speaker with self-resetting 
overload protection. Features 15" subwoofer; 12" 
polypropylene-cone woofer; 5" Pva-treated ferro- 


fluid-cooled cone midrange; 1" polycarbonate-dome 
ferrofluid-cooled tweeter. 150 W max power han- 
dling; FR 32-22,000 Hz +3 dB; sens 93 dB SPL/W/m; 
imp 8 ohms. Oak vinyl finish. 16.5 x 40 x 10 in; 45 
lbs erm SORS Wee Apt On A $400/pr 


S-40 3-Way Speaker 

Floor-standing bass-reflex speaker with self-resetting 
overload protection. Features 12" polypropylene- 
cone woofer; PVA-treated ferrofluid-cooled cone mi- 
drange; 1” polycarbonate ferrofluid-cooled dome 
tweeter. FR 36-20,000 Hz +3 dB; power range 10-120 
W rms; sens 91 dB SPL/W/m; imp 8 ohms. Oak vinyl 
finish. 14.5” w x 36.75 x 8.5 in; 37 Ib..... $300/pr 


HS-15 2-Way Speaker 

Compact speaker with high-strength mesh grille, 
6.25" cone woofer, 2 2.75" cone tweeters. Dark grey 
finish; mirror-image pairs; FR 55-20,000 Hz; max 
power 45 W: imp 8 ohms. 8.12 x 13.87 x 9.62 in; 10 
Ge do Leer ntu. pe $250/pr 


OWI 


2300-FX Weatherized Speakers 

Wall-mount 2-way weatherized flat-wave system. 
Imp 4 ohm; power capacity 30-60 W; woofer approx 5 
x 5 in. flat wave; strontium magnet; tweeter approx 
1.5" Dyna-ribbon. Available in ivory or black; 9 x 9 x 
1.5 1n: 2:6 bear 0 209009329229 .29 A $320/pr 


OWI-503 3-way Weatherized Loudspeakers 

High-fidelity loudspeakers. Feature 5.25" woofer; 2" 
tweeter; 1” tweeter; 10 oz magnet; 60-22,000 Hz; Imp 
8 ohm; sens; 93 dB/W/m: 6.75 x 10x 6in; 7.0 lb each; 
aluminum diecast; black or cream ....... $275/pr 


Thindy II Model 2301 Loudspeakers 

Wall/ceiling, flush mount loudspeaker. Features 5.5" 
Honeycomb-Ring speaker; 8.5 oz strontium magnet; 
65-20,000 Hz; sens 90 dB/W/m; imp 6 ohm; 9x 9 x 
1.75 in: 2.4 Ib; black or 1vory 2. $250/pr 


DX-7 Compact Powered Speaker 

10-W/ch speakers with 4 surround sound selections 
(stereo, music/movie, delay) enclosed in die cast 
aluminum; THD @ 10.5 W 1%; 3 amp fuse protection. 
Speaker section 4" full range; SPL 88 dB/W/m; imp 3 
onm doe xu oum VOV eee mre RES, $200/pr 


OWI-203 3-Way Weatherized Loudspeakers 

Mini-loudspeakers featuring 4" polypropylene woof- 
er; 2" mylar tweeter; .5” mylar tweeter; 10 oz 
strontium magnet; FR 90-22,000 Hz; imp 8 ohm; sens 
92 dB/W/m; 7 x 4.5 x 4in; 5.51 Ib; aluminum die-cast 
frame; finished in autumn grey, black or 
CLEAN o TRI on ee eee S As $159pr 


OWI-202 2-Way Weatherized Loudspeakers 

Mini-loudspeakers featuring 4” polypropylene woof- 
er; 2” mylar tweeter; 10 oz strontium magnet; FR 90- 
20,000 Hz; imp 8 ohm; sens 92 dB/W/m; 7 x 4.5 x 4 
in; 4.41 Ib; aluminum diecast; autumn grey, black or 
cream oTe eh DUET eee 5 $139/pr 


PARASOUND 


Sub/Sat One System 

System combines BPI-480 and the CPI440bi each 
finished in simulated black oak grain. Features wide 
response, high sens; FR 35-20,000 Hz +3 dB: imp 4 
ohm; power range 10-100 W; sens 89 dB/W/m; 2-8" 
subwoofers; 2-4" mid/bass; 2-1" dome tweeters with 
acoustic blankets; subwoofer 18 x14.75 x 11.5 in; 
satellites 6:x:93:6:9 1155 Poteet ee $465 


Sub/Sat Two System 

System combines Sub-450 and the Sat-350 to form a 
compact system. Features wide response; high sens; 
FR 40-19,500 Hz +3 dB; imp 4 ohm; power range 10- 
75 W; 2-5.25" subwoofers; 2-4" mid/bass; 2-1.5" 
tweeters; subwoofer 13.25 x 8 x 7.25 in; satellite 4.88 x 
Sx dS ARIES TRENT: $335 


AMW-380 All Weather Monitor 

Diecast enclosure system with weatherproofed parts. 
Features carbon fiber reinforced PP woofer cones; 12 
dB/oct. crossover; ferrofluid damped dome tweeter; 
mounting brackets; FR 48-20,000 Hz +3 dB; imp 4 
ohm; power range 15-80 W; sens 90 dB/W/m; 6.5 x 9 
x 5.3900 284 duo amatur rs n NP $325/pr 


AW-S390 All-Weather Speaker 

Diecast enclosure system. Features carbon fiber 
reinforced PP woofer cones; 12 dB/oct. crossover; 
ferrofluid damped dome tweeters; mounting brack- 
ets; FR 44-130,000 Hz +3 dB; imp 4 ohm; power 
range 15-100 W; sens 90 dB/W/m; 2-5.25" sub- 
Woofers 6.9 x:9 3:6:5 105035 5402 Na ee. $325/pr 


AWs280 All-Weather Speaker 

Ported bookshelf speaker designed to function out- 
doors year-round. 6” polypropylene cone woofer, 
labyrinth bass loading, 1.5” poly cone tweeter. High- 
density particle-board beige enclosure. with molded 
outer shell and mounting hooks. FR 65-20,000 Hz +4 
dB; power range 10-60 W; sens 88 dB SPL/W/m; imp 
8 ohms. 10 x 14.5 x 9.5 in; 1H Ib......... $255/pr 


CPI-440bi Compact Perfect Image Speaker 

2-way speaker with 4” high-compliance carbon-fiber- 
reinforced polypropylene cone woofer and 1" ferro- 
fluid-damped soft-dome tweeter with acoustic blan- 
ket. Nondiffraction cabinet; Ist-order network with 
polypropylene capacitor; 4th-order vented design. 
Simulated black oak finish. FR 70-22,000 Hz +4 dB; 
THD at 92 dB —196; imp 4 ohms; sens 88 dB 
SPL/W/m; sustained power handling 55 W rms; max 
power 150 W rms; time aligned within 0.05 us. 9 x 
5:80 000.9711. SO. ITO 09 ua Io $210/pr 


PHASE TECHNOLOGY 


Phase Coherent Series 


PC-1000 4-Way Speaker 

Floor-standing phase-coherent X passive-radiator 
speaker. Features met-polypropylene bypass capaci- 
tors; 10” solid-piston RPF radiator; 8" solid-piston 
RPF woofer; 5.25" solid-piston RPF midrange; 1” 
soft-dome tweeter; accepts banana plugs. FR 25- 
20,000 Hz +3 dB; power range 25-200 wrms; sens 91 
dB SPL/W/m; imp 4 ohms; walnut and dark oak; 15.5 
XSRNOSXSOJAEJOJBUIOS, 915—241 $1,300/pr 


PC-800Ho 3-Way Speaker 

Floor-standing acoustic-suspension phase-coherent 
speaker with met-polypropylene bypass capacitors, 
10" flat solid-piston RPF woofer, 5.25" flat solid- 
piston RPF midrange, 1" soft-dome tweeter. Features 
removable min-diffraction grille; genuine wood ve- 
neer; speaker protection. Accepts banana plugs. FR 
30-20,000 Hz +3 dB; min power 20 W rms; max 
power 150 W rms; sens 91 dB SPL/W/m; imp 4 ohms. 
Walnut or dark-oak veneer finishes. 14.5 x 36.25 x 8.5 
Us 7 ID ia. soe ees are n Exe x Nase d $990/pr 


PC-600Ho 2-Way Speaker 

Floor-standing acoustic-suspension phase-coherent 
speaker with met-polypropylene bypass capacitors, 
8" solid-piston RPF woofer, 1” soft-dome tweeter. 
Features removable min-diffraction grille; genuine 
wood veneer; speaker protection. Accepts banana 
plugs. FR 35-20,000 Hz + 3 dB; min power 20 W rms; 
max power 125 W rms; sens 91 dB SPL/W/m; imp 4 
ohms. Walnut or dark-oak veneer finishes. 12 x 31.25 
xo inp»42]b:. LADO: Et $620/pr 


PC-60 2-Way Speaker 

Bookshelf ^ phase-coherent ^ acoustic-suspension 
speaker with met-polypropylene bypass capacitor- 
s;accepts banana plugs; solid hardwood and veneers; 
removable min-diffraction grille; speaker protection. 
6" solid-piston RPF woofer; 1” soft-dome tweeter. FR 
55-20,000 Hz +3 dB; power range 15-100 W; sens 87 
dB SPL/W/m; imp 4 ohms; walnut, or oak finishes; 8 x 
13:55:39 RU olv gba oS oon IM $480/pr 
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PC-40 2-Way Speaker 

Bookshelf phase-coherent ^ acoustic-suspension 
speaker with met-polypropylene bypass capacitors; 
accepts banana plugs; genuine wood veneer; remov- 
able min-diffraction grille; speaker protection. 5.25" 
solid-piston RPF woofer; 1" soft-dome tweeter. FR 
70-20,000 Hz +3 dB; power range 15-80 W; sens 89 
dB SPL/W/m; imp 4 ohms; walnut, stained-oak, light- 
oak finish; 6.5 x 9.75 x 5.25 in; I0 Ib ..... $380/pr 


Euro Series 


745 ES 3-Way Speaker 

Floor-standing acoustic-suspension speaker with an- 
gled projected front baffle for minimum diffraction. 
Features 8” cone woofer; 6.5” cone midrange; |” soft- 
dome tweeter; removable min-diffraction grille; rub- 
ber surround on woofer and midrange. Accepts 
banana plugs. FR 35-20,000 Hz +3 dB; min power 15 
W rms; max power 120 W rms; sensitivity 93 dB 
SPL/W/m; impedance 4 ohms. 10 x 35.25 x 11.75 
inches 42 pounds. n-a ose e valer ave $550/pr 


535 ES 3-Way Speaker 

Floor-standing acoustic-suspension speaker with an- 
gled projected front baffle for minimum diffraction. 
Features 6.5" cone woofer; 6.5" cone midrange; 1" 
soft-dome tweeter; removable min-diffraction grille; 
rubber surround on woofer and midrange. Accepts 
banana plugs. FR 40-20,000 Hz +3 dB; min power 15 
W rms; max power 100 W rms; sens 92 dB SPL/W/m; 
imp 4 ohms. Walnut or black-ash vinyl finish. 8.5 x 
33:112 x 1025;:32.]D54.« 26 56 ouod os $450/pr 


325 ES 2-Way Speaker 

Bookshelf acoustic-suspension speaker with angled 
projected front baffle for minimum diffraction. 
Features 6.5" cone woofer; 0.5" dome tweeter; remov- 
able min-diffraction grille; rubber surround on woof- 
er. Accepts banana plugs. FR 55-20,000 Hz +3 dB; 
min power 15 W rms; max power 80 W rms; sens 92 
dB SPL/W/m; imp 4 ohms. Walnut or black-ash vinyl 
finish. 8x 17.25 x 875 in; 171b.......... $240/pr 


DabnvolensSateline Systems 


PC-60/50 Subwoofer/Satellite Set 

3-piece acoustic-suspension subwoofer system. with 
down-firing floor-loaded woofer and 2-way compact 
phase-coherent satellites. Features met-polypropyl- 
ene bypass capacitors; feet extenders for heavy 
carpet; tweeter level control; accepts banana plugs; 
solid hardwood and veneers; removable minimum- 
diffraction grille; speaker protection. 10” solid-piston 
subwoofer, 6" solid-piston midrange, 1" soft-dome 
tweeter. FR 30-20,000 Hz +3 dB; power range 25-200 
W; sens 87 dBSPL/W/m:; imp 8 ohms; walnut, stained 
oak, light oak finish; satellites 8 x 13.5 x 8 in; 
subwoofer 13 x 14 x 15 in; 60 Ib. ........ $830/set 


Subwoofers 


PC-50 Subwoofer 

Down-firing floor-loaded acoustic-supension sub- 
woofer with met-polypropylene bypass capacitors; 
internal passive crossover for use with satellite 
speakers; feet extenders for heavy carpeting; genuine 
wood veneer. 10" solid-piston RPF woofer. FR 30-150 
Hz +3 dB; power range 25-200 W; sens 87 dB 
SPL/W/m; imp 8 ohms; walnut, light oak, stained oak 
finish:-13x 14 x15 in: 33]b , s 52 Ls $350 ea 


PINNACLE 


Monitor 200 3-Way Speaker 

Bookshelf acoustic-suspension speaker. Features 12" 
polypropylene woofer; 4.5" polypropylene midrange; 
0.75" polycarbonate fluidome tweeter. Push-spring 
terminals and removable black-knit grilles. FR 38- 
21,000 Hz +3 dB; min power 10 W/rms; max power 
100 W/rms; sens 92 dB SPL/W/m; imp 6 ohms. 
Woodgrain vinyl finish. 13.25 x 23 x 12 in; 35 
does ete ROS TT TM RUN $449/pr 


PN8 Compact 3-Way Speaker 

Acoustic-suspension speaker with 0.75" ferro-fluid 
polycarbonate tweeter, 4.5" polypropylene-cone mi- 
drange, and 8" polypropylene-cone woofer. FR 60- 
21,000 Hz +3 dB; min power 10 W rms; max power 
80 W rms; sens 90 dB SPL/W/m; imp 4 ohms; 
Hickory vinyl veneer; 9.75 x 15.25 x 8.88 in; 32 
TB DE ere TEMA SE IS de $279/pr 


The Diaduct 8 

Features 1 8" polypropylene woofer with butyl rubber 
surround; 1.5" aluminum voice coil; 1 4" doped cone 
midrange with damped isolation chamber; | 0.75" 
ferro-fluid filled soft dome tweeter. 6 ohms nominal 
impedance; FR 42-20,000 Hz +3 dB. 22.75 x 13.5x 10 
im ABD CAC Reis si eoru ete ess $750/each 


PN7 3-Way Speaker 

Bookshelf bass-reflex speaker with 6.5" polypropyl- 
ene woofer; 1” convex fabric-dome tweeter; 0.75" 
polycarbonate fluidome supertweeter. Push-spring 
terminals and removable black-knit grilles. FR 55- 
21,000 Hz +3 dB; min power 10 W/rms; max power 
70 W/rms; sens 90 dB SPL/W/m; imp 4 ohms. 
Hickory vinyl finish. 9.25 x 14.5 x 8.5 in; 26 
IB/DE «d atre ome he $249/pr 


PN 6+ 2-Way Speaker 

Bookshelf speaker with front-mounted Diaduct-port 
design. Features 0.75" ferrofluid dome tweeter; 6.5" 
polypropylene woofer. FR 55-21,000 Hz +3 dB; sens 





89 dB SPL/w/m; min power 10 W rms; max power 60 
W rms. Hickory vinyl veneer; 9.25 x 14.5 x 7.88 in; 26 
Ib/pr 14:2 ter dus tu ae coste $229/pr 


PN6 2-Way Speaker 

Bookshelf acoustic-suspension speaker with 6.5" 
polypropylene woofer; 0.75" polycarbonate fluidome 
tweeter. Push-spring terminals and removable black- 
knit grilles. FR 55-21,000 Hz +3 dB; min power 10 
W/rms; max power 60 W/rms; sens 88 dB SPL/W/m; 
imp 4 ohms. Hickory vinyl finish. 9.25 x 14.5 x 7.44 
ini: 24 IB / De sss LT ae Pas Us $199/pr 


PN 5+ 2-Way Speaker 

Bookshelf speaker with Diaduct-port design. Fea- 
tures 0.75" polycarbonate ferro-fluid tweeter; 5.25" 
polypropylene-cone woofer. FR 65-21,000 Hz; sens 86 
dB SPL; power range 10-50 W; imp 6 ohms; 6.75 x 
11:25 3:6:88 MEAT leya pt 0.2 Sater < os $169/pr 


PIONEER 


DSS-9 3-Way Speaker 

Bass-reflex speaker with 12" polymer-graphite-cone 
woofer, 2.62" boron-cone midrange; beryllium rib- 
bon tweeter. Features mirror-image driver align- 
ment; Pioneer's LDMC (linear drive magnetic circuit), 
EBD (electronic bass drive), and DRS (dynamic 
response suspension). Nominal imp 6 ohms; sens 91 
dB SPL/W/m; max power 240 W. Walnut-grain vinyl 
finish. Sold only in mirror-imaged pairs. 26.75 x 15.4 
x 13930 5;4095:512945.- NA Se ToU $1,100/pr 


CS-V910 3-Way Speaker 
Magnetically-shielded 3-way speaker. Features 12" 


cone woofer; 434" titanium-dome midrange; |” titani- 
um-dome tweeter; aluminum die-cast frame in woof- 
er and midrange; round-cornered baffle. FR 25- 
30,000 Hz; imp 6 ohms; sens 90 dB SPL/W/m; 150 W 
max power handling. Dark oak veneer finish. 35.69 x 
16/13x I5:3Lüm 75:bx o. 2% ae eee $1,040/pr 


DSS-7 3-Way Speaker 

Bass-reflex speaker with 12" polymer-graphite-cone 
woofer, 2.62" boron-cone midrange, and beryllium 
ribbon tweeter. Features mirror-image driver align- 
ment; Pioneer's LDMC (linear drive magnetic circuit), 
EBD (electronic bass drive), and DRS (dynamic 
response suspension). Nominal imp 6 ohms; sens 91 
dB SPL/W/m; max power 210 W. Walnut-grain vinyl 
finish. Sold only in mirror-imaged pairs. 25.6 x 14.6 x 
I6 1D. ai plc Eie eua de sir vies a tale rtu $760/pr 


CS-707 4-Way Speaker 

Bass-reflex speaker with 15.75" dual-voice-coil woof- 
er, 4.75" midrange, horn tweeter with acoustic lens, 
and twin-piezo supertweeter. Features EBD (electron- 
ic bass drive); 3-position tone selector; LED power 
indicator. Imp 8 ohms; sens 98 dB SPL/W/m; max 
power 300 W. Walnut-grain vinyl finish. 28.6 x 17.7 x 
[O/S amo doo eset entere eas os $760/pr 


CS-607 4-Way Speaker 

Bass-reflex speaker with 12" dual-voice-coil woofer, 
4.75" midrange, horn tweeter with acoustic lens, and 
twin-piezo supertweeter. Features EBD (electronic 
bass drive); LED power indicator. Imp 8 ohms; sens 96 
dB SPL/W/m; max power 210 W. Walnut-grain vinyl 
finish: 256x:16.1x 1125 in... - esi $640/pr 


DSS-5 3-Way Speaker 

Bass-reflex speaker with 10” cone Wook 2.62” cone 
midrange, and.1" dome tweeter. Features mirror- 
image driver alignment; Pioneer’s LDMC (linear drive 
magnetic circuit), EBB (electronic bass drive), and 
DRS (dynamic response suspension). Imp 8 ohms; 
sens 91 dB SPL/W/m; max power 120 W. Walnut- 
grain vinyl finish. Sold only in mirror-imaged pairs. 
22 Aix 128 KONG oe ts sat et $520/pr 


Elite DSS-E6 3-Way Speaker 

Features 7.88” polymer-grpahite-cone woofer; 2.88” 
boron-cone midrange; beryllium ribbon tweeter; 
mirror-image driver alignment; Pioneer’s LDMC (lin- 
ear drive magnetic circuit), EBD (electronic bass 
drive), and DRS (dynamic response suspension). 
Nominal imp 6 ohms; sens 91 dB SPL/W/m; max 
power 120 W. Sold only in mirror-imaged pairs. 18.5 
xsTO.6 99 9G TE ome e ora ees aee ee ed $600/pr 


CS-407 3-Way Speaker 

Bass-reflex speaker with 12" woofer, 4" midrange, 
and 2.5" cone tweeter. Imp 8 ohms; sens 94 dB 
SPL/W/m; max power 150 W. Walnut-grain vinyl 
finish; 24:8 x15. x 10:4 ms. T LI; $380/pr 


CS-G401W 3-Way Speaker 

3-way bass-reflex speaker. Features 16" woofer; 4.75" 
midrange; 2.5" tweeter; imp 8 ohms; FR 30-20,000 
Hz; 150 W max power handling; sens 92 dB 
SPL/W/m; walnut grain vinyl finish. 29.13 x 17.31 x 
11:633n::36 1b: D Oz nee te cs ose ei. $360/pr 


CS-VX110 2-Way Speaker 

Magnetically-shielded speaker for A/V use. Features 
7" woofer; 2.5" tweeter; FR 50-20,000 Hz; imp 8 
ohms; sens 90 dB SsPL/W/m; 60 W max power 
handling; dark oak veneer finish. 13.75 x 9.38 x 7.31 
ino Due e ore rines uris 2 ue $320/pr 


CS-G301WAII 3-Way Speaker 

Bass-reflex bookshelf speaker with 12" woofer, 4.75" 
midrange, and 2.62" tweeter. Imp 6 ohms; sens 91.5 
dB SPL/W/m; max power 120 W. Walnut-grain vinyl 
finish; 20:9 x I5 x USNS sos, c Se $280/pr 


CS-G201WAII 3-Way Speaker 
Bass-reflex bookshelf speaker with 10" woofer, 3" 
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midrange, and 2.62” tweeter. Imp 6 ohms; sens 90 dB 
SPL/W/m; max power 100 W. Walnut-grain vinyl 
finish; 2413175 x DL m; sd ves $210/pr 


CS-G101WAII 2-Way Speaker 

Sealed-box bookshelf speaker with 10" woofer and 
2.62" tweeter. Imp 6 ohms; sens 90 dB SPL/W/m; max 
power 50 W. Walnut-grain vinyl finish. 22.4 x 13 x 
ERIT A reei Gode ia ve eR $150/pr 


S-X7 Full-Range Speaker 

Compact bass-reflex speaker designed for surround- 
sound applications. Features 3.5" driver; sens selec- 
tor switch; black vinyl finish. Imp 16 ohms; sens 90 
dB; max power 30 W. 5.4 x 7.5x 4.5 in... $130/pr 


CS-X5 Surround-Sound Speaker 

Speaker for surround-sound applications. Features 4" 
full-cone driver; imp 8 ohms; 30 W max power; sens 
9ü dB. 75x5.5x53n:31]D,5 222 222. $60/pr 


POLK AUDIO 


SDA-SRS 1.2 Signature Reference Speaker 

Floor-standing speaker that incorporates coherent 
Line-Source True Stereo (SDA) technology for 3- 
dimensional imaging. Features 15" planar passive 
radiator; 8 6.5" trilaminate polymer midranges; 4 1" 
silver-coil soft-dome tweeters. FR 10-26,000 Hz; 
Recom. Assoc. Amplification: 10-1,000 W; 6 ohms 
nominal imp. Oiled oak, and walnut finish. 21 x 
63275 RIIM 185 Ibis ow uoa s eee $1,495/each 


SDA-SRS2 Signature Reference Speaker 

Floor-standing smaller-version SDA-SRS. Features 
Line Source Polk SDA True Stereo Technology for 3- 
dimensional imaging; 15" planar sub-bass radiator; 6 
6.5" trilaminate polymer bass/midrange drivers; 3 1" 
silver-coil polymer-dome tweeters. Recom. Assoc. 
Amplification 10-750 W/channel; 6 ohms nominal 
impedance. Oiled oak or walnut finish. 55 x 20.62 x 
1:3: 12-49, LSD aoa i eet mra $1,100/each 


SDA-1C 3-Way Speaker 

Floor-standng speaker. Features 4 Polk 6.5" trilamin- 
ate polymer bass midrange drivers; 2 1" silver coil 
polymer dome tweeters; | 12" planar sub-bass radia- 
tor. Recom. Assoc. Amplification 10-500 W; FR 14- 
26,000 Hz; 6 ohms nominal impedance. Oiled walnut 
or oak cabinet. Black studio version at lower cost. 
43 5x 16:5 x-121i0:95 Ib. £25 cols $850/each 


SDA-2B 3-Way Speaker 

Similar to SDA-1B except 2 6.5" trilaminate polymer 
bass/midrange drivers; | 1" silver coil polymer dome 
tweeters; | 12" planar sub-bass radiator; FR 15-26,000 
Hz; 6 ohms nominal impedance. Oiled walnut or oak 
cabinet. Black studio version at lower cost. 39.5 x 
165553212303 87/150 € 1a rte $600/each 


SDA-CRS+ 3-Way Speaker 

Bookshelf speaker with SDA technology for life-like 
three-dimensional imaging; features 2 6.5" trilamin- 
ate polymer bass/midrange drivers; 1" polymer dome 
tweeter; 10” passive cone radiator. FR 24-25,500 Hz; 
Recom. Assoc. Amplification 10-250 W; 6 ohms 
nominal impedance. Black ash, walnut or oak vinyl 
finish. Genuine walnut or oak veneer finish available 
at extra cost. 20 x 12.5 x 12 in; 36 Ib ... $425/each 


RTA 11t Monitor 3-Way Speaker 

Real-Time-Array floor-standing speakers with 2 8" 
low-resonance subwoofer, 2 6.5" trilaminate polymer 
bass/midrange drivers, and a 1" polymer dome 
tweeter; FR 15-25,000 Hz; Recom. Assoc. Amplifica- 
tion 10-500 W; 6 ohms nominal impedance. Black 
ash, walnut and oak vinyl finish. Genuine walnut and 
oak veneer finish available at extra cost. 39 x 10.5 x 
14:51:58 Ibezau, 4 SOLAR. $450/each 


RTA 8t Monitor 3-Way Speaker 
Real-Time-Array floor-standing speaker with 2 6.5" 
trilaminate polymer bass/midrange drivers; 1" silver- 


coil polymer dome tweeter. FR 22-26,000 Hz; Recom. 
Assoc. Amplification 10-200 W; 6 ohms nominal 
impedance; Black ash, walnut and oak vinyl finish. 
Genuine walnut and oak veneer finish available at 
extra cost. 28"h x 16"w x 9.25"d; 48 lb.. $260/each 


Monitor 10B 3-Way Speaker 

Sub-bass radiator/sealed floor-standing speaker with 
10" fluid-coupled subwoofer; 2 6.5" trilaminate 
polymer bass/midrange drivers; 1” polymer dome 
tweeter. FR 22-25,000 Hz; Recom. Assoc. Amplifca- 
tion 10-250 W; 6 ohms nominal impedance. Black 
ash, walnut and oak vinyl finish. Genuine walnut and 
oak veneer finish available at extra cost. 28" h x 16” w 
XO SaaS Ib Glory ots Leg $330/each 


Monitor 7C 3-Way Speaker 

Sub-bass radiator/sealed bookshelf speaker with 10” 
fluid coupled subwoofer; 6.5” trilaminate polymer 
bass/midrange driver; 1” polymer dome tweeter. FR 
26-25,000 Hz; power range 10-100 W; 6 ohms 
nominal impedance; 24 x 14 x 925 in; 
RAND eres aa EROE a wae eC ee $260/each 


Monitor 5B. Similar to 7C; 1” silver coil dome 
tweeter; 6.5" trilaminate polymer bass/midrange 
driver; 8" fluid coupled subwoofer; FR 31-25,000 Hz; 
power range 10-60 W; 6 ohms nominal impedance. 
2153x0:5x 85080 26]b6. ee EXTA $200/each 


Monitor 5 Jr.+ 3-Way Speaker 

Bookshelf speaker with |” silver coil dome tweeter; 
6.5" trilaminate polymer bass/midrange driver; 8" 
fluid coupled subwoofer. FR 29-26,000 Hz; power 
range 10-100 W; 6 ohms nominal impedance. Black- 
ash, walnut and oak vinyl finish. 17 x 9 x 8.87 in; 41 
Ib. t. esu LE eR MP $340/pair 


Monitor 4.5 2-Way Speaker 

Bookshelf speaker with 6.5" trilaminate polymer 
bass/midrange driver; 1" ferro-fluid cooled dome 
tweeter; isophase crossover network; Terminated 
transmission duct that loads bass/midrange driver 
into deep-bass range. FR 30-25,000 Hz; power range 
10-100 W; 6 ohms nominal impedance. 17 x 9 x 8.87 
TSP) |» A Lone ree NOM. OT $245/pair 


Monitor 4A 2-Way Speaker 

Bookshelf speaker with trilaminate polymer bass/mi- 
drange driver; 1” ferro-fluid cooled dome tweeter; 
isophase crossover network; Terminated transmis- 
sion duct that loads bass/midrange driver into deep- 
bass range. FR 55-21,000 Hz; power range 10-80 W; 6 
ohms nominal impedance. 14.5 x 8.5 x 7.36 in; 16 
Ibis icles Ue ease Te ae ale sare le $200/pair 


PRECISE ACOUSTIC 
LABORATORIES 


Monitor 10 Speaker 

3-way bass reflex speaker with tuned-port design. 
Features 10” woofer; 6.5” midrange; 1” soft-dome 
tweeter; FR 20-35,000 Hz; 250 W max power han- 
dling. Natural oak veneer finish......... $750 ea 


Monitor 9 Speaker 

2-way floor-standing speaker with 8” woofer, 1” 
tweeter, and 10” passive radiator. Features 150 W 
max power handling; imp 6 ohms; sens 91 dB$330 ea 


Monitor 7 Speaker 

2-way bass-reflex speaker. Features 8” woofer and 1” 
tweeter; FR 28-35,000 Hz; 100 W max power han- 
dling; imp 6 ohms; sens 91 dB .......... $230 ea 


Monitor 5 Speaker 

2-way passive radiator speaker with 8" woofer and 1" 
dome tweeter. Features 80 W max power handling; 9- 
element crossover; FR 32-35,000 Hz......... $180 


Monitor 3 Speaker 
2-way bass-reflex speaker. Features 6.5" woofer and 
['tweeler 4. 2 CHAUD ee PIL. $140 ea 


PSB SPEAKERS 


Stratus Tower Speaker 

8" woofer with focused magnetic gap; cloth-dome 
tweeter; 2nd-order crossover at 1,800 Hz; light oak, 
dark oak, black wood finishes. FR 60-20,000 +2 dB; 
sens 88 dB; power range 15-150 W...... $1,400/pr 


20 MKII Speaker 
2-way speaker system with 12” polydome tweeter; 6" 
woofer; black or brown finish ........... $200/pr 


30 MKII Speaker 

2-way speaker system with 34" textile dome tweeter; 
8" polypropylene woofer; rated impedance 8 ohms; 
black or brown finish. hree t eeri iul $400/pr 


40 MKII Speaker 

2-way speaker system with 34" textile dome tweeter; 
8" polypropylene woofer; rated impedance 8 ohms; 
black or brown finish. aa 522 5.2. $400/pr 


50 MKII Speaker 

2-way speaker system with 1" textile dome tweeter; 8" 
polypropylene cast basket woofer; rated impedance 8 
ohms; black or brown finish ............ $500/pr 


Subwoofer 1 

Optimized for 5OR speakers; may be used with 30R 
or other speakers with sens 86-92 dB SPL/W/m; 
stereo crossover network at 100 Hz rolls off frequen- 
cies going to satellite speakers at 6 dB/octave; 2 8 
extra-long-throw woofers with aluminum voice coils 
can be combined for mono; tuned port; brown or 
black finish; Barton hickory or black ash. Power 
range 30-200 W rms; system resonance 26 Hz; 
sensitivity 88 dB SPL/W/m; 22 x 22 x 22 in; 90 Ib$ 700 


QUAD 


ESL-63 US Monitor 

Full-range electrostatic doublet speaker with dipole 
source. Features 2 protection circuits. Power range 
100-190 W; sens 86 dB, 2.83 V rms; imp 8 ohms; axis 
band limits — 6 dB at 35 Hz, third-order, — 6 dB at 20 
kHz; 92.5 x 66 x 27 cm; 23 kg; black .. . . $3,995/pr 
ESL-63 Pro. Professional version with carrying 
handlesim S. ernie Mitt bs TERN $4,400/pr 


QUASAR 


SW30A Full-Range Speaker 

Bookshelf round-ball speaker designed for use as 
rear-channel speakers. Features 4” cone midrange; 
stands. FR 150-20,000 Hz +10 dB........ $80/pr 


RCA 


SPK500 Dimensia 3-Way Speaker 

Floor-standing bass-reflex speaker with Zero Mag- 
netic Distortion for placement next to a video 
monitor. Features 11” cross-carbon woofer; 4” pure 
carbon midrange; |” titanium alloy dome tweeter. FR 
28-20,000 Hz +3 dB; max input power 160 W rms; 
imp 8 ohms. 12.75 x 36x 12.5in........ $549/pr 


SPK400 Dimensia 3-Way Speaker 

Floor-standing acoustic-suspension speaker with 
Zero Magnetic Distortion. Features 12” nylon-coated 
woofer; 4” resin-coated midrange; 1” soft dome 
tweeter. FR 35-20,000 Hz +3 dB; max input power 
120 W rms; imp 8 ohms ............... $399/pr 


SPK250 Dimensia 2-Way Speaker 

Acoustic-suspension speaker with Zero Magnetic 
Distortion. Features 8” polypropylene woofer; 1" soft 
dome tweeter. FR 45-20,000 Hz +3 dB; max input 
power 80 W rms; imp 8 ohms........... $269/pr 


SPK050 Full-Range Surround Sound Speaker 

Full-range speaker with Zero Magnetic Distortion. 
Features 4" polypropylene cone; color-coded input 
terminals; pivoting mounting brackets. FR 200- 
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15,000 Hz +3 dB; max input power 50 W rms. 7.13 x 
DIN Y T Wi Mee reer een, Meee teal E bes $149 


REALISTIC 


Nominal imp of all Realistic speakers is 8 ohms. 


Mach Two 3-Way Speaker 

Vented Ferrofluid-cooled speaker with 15” woofer, 5” 
cone thidrange, 4” dual-radial superhorn tweeter; 
level controls for midrange and tweeter; walnut 
veneer. Max power 160 W; sens 94 dB SPL/W/m; 
27:56 X I7/75 x LES] In o. cua $512/pr 


Nova 15 Speaker 
Walnut-veneered vented speaker with 2.5" tweeter. 
Max power 60 W; 19 x 16.75 x 7.5 in..... $160/pr 


MC-1800 Acoustic-Suspension Speaker 

Bookshelf speaker with 8" high-compliance woofer 
and 2.5" wide-dispersion tweeter. FR 70-20,000 Hz 
+3 dB; max power 50 W rms; imp 8 ohms. Oiled- 
walnut finish. 10.9 x 17.75 x 6.9 in....... $120/pr 


MC-800 2-Way Bookshelf Speaker 

6.5" woofer; 2.5" cone tweeter; removable cloth grille; 
push-on speaker terminals. Max power 40 W. 13.5 x 
SIRE SSI LL euros cac 9 y eia dia $90/pr 


40-165 Mini Speakers 

2.5" square drivers; attached cable with mini plug for 
portable CD players and pocket stereos. Max power | 
Wz353 29x L7SinxJ^ c reru $20/pr 


40-155 Stereo Mini Speaker 

Single enclosure with 2-1.5" drivers; mini plug for 
portable CD players and pocket stereos. 3.12 x 3.25 x 
ea co gn ER har Ute GR a, E e T d Sue eng $10 


Optimus Speakers 

1000. Floor-standing bass-reflex tuned-port speaker 
with 15" high-compliance woofer, 5" midrange, 3" 
tweeter. FR 50-20,000 Hz +3 dB; max power 100 W 
rms; sens 92 dB SPL/W/m; imp 8 ohms. Oiled-walnut 
finish. 17.3 x 31.8 x 11.6 in; 44 Ib. ....... $400/pr 
900. Floor-standing bass-reflex tuned-port speaker 
with 12" high-compliance woofer, 4" midrange, 2.5" 
Ferrofluid tweeter. FR 50-20,000 Hz +3 dB; max 
power 100 W rms; sens 90 dB SPL/W/m; imp 8 ohms. 
Oiled-walnut finish. 14 x 29.75 x 10.88 in; 33 


Iba eI ae ceed OESTE ee cians ag $310/pr 
650. Bass-reflex speaker; 12" woofer; 4" midrange; 
2.5: cone; 100 W; sens 91 dB............ $240/pr 


600. Bass-reflex speaker; 8” woofer; 4" midrange; 2.5" 
cone tweeter; removable cloth grille; recessed color- 
coded spring-loaded terminals. Max power 70 W; 
sens 90 dB SPL/W/m. Oiled walnut veneer $200/pr 


Minimus Speakers 

0.9. 2-way speaker with built-in 5 band equalizer; 5 
W/ch; 5” woofer; 144" tweeter........... $200/pr 
7W. Walnut-veneer mini speaker with 4” woofer; 1" 
soft-dome tweeter; removable cloth grille; spring 
terminals. Maximum power handling 40 W; 8x 5x 4 
In NON. ae eer Eis orice Pe tes vi $120/pr 
7. Die-cast metal enclosure; long-excursion 4" woof- 
er; |” soft-dome tweeter; deluxe crossover for smooth 
response without artificial peaks; hanger slots and 
recessed spring connectors for wall mounting. Max 
power 40 W: 7.1] x 44x 4.3 in .......... $100/pr 
25. 5" long-throw woofer; 2.5" tweeter; walnut 
veneer. Max power 40 W; 11 x 6.7 x 4.3 in. $60/pr 
0.6. Powered speakers with 2.5" drivers for use with 
portable CD players and pocket stereos; 8 C batteries 


needed; with case, strap, cable. 5.6 ^ H..... $50/pr 
18. 4" driver; spring terminals; walnut vinyl finish. 
94 x.5.15:4715 AM, ee oa rA $44/pr 


3.5. Molded enclosure with steel grille; spring termi- 
nals. Max power 15 W; 5.75 x 3.6 x 3.1 in.. $40/pr 
2.5. 4" driver; walnut vinyl finish. Max power 10 W; 


66 x9. x Sin aa tt n bue een a4 $32/pr 
3. 5" driver; walnut vinyl finish. Max power 7 W; lO x 
88 X9 SN rand Ciued onion Ue ee oA X S $28/pr 


0.3. Cube speaker with 3" driver; walnut veneer. Max 


power 7 W:4x4x X31 oo)... sns $26/pr 
Mounting Brackets. For 7W and 7...... $14.95/pr 
Mounting Brackets. For 3.5 ............ $9.95/pr 
Supertweeters 


Dynamic. Extends response to 40,000 Hz; mounts in 
or outside speaker cabinet; max power 50 W; 4" H$22 
Piezo. Extends response to 27,000 Hz. Max power 75 
Wesens: 96.dB SPL/W/m: 2er tre « vu $13 


RECOTON 


Wireless 100 Speaker System 

System consisting of transmitter and 2 powered 
speakers enabling listening to stereo in any room in 
house. Transmitter plugs into any audio component 
or AC outlet, speakers plug into that room's AC outlet. 
Features 4.5" full-range driver; volume control; FR 
60-15,000 Hz; sep 90 dB; S/N 80 dB; 12 W/ch amp. 
Available in black and white............... $270 


SS53-Amplified Speakers 
Speakers for portables. 3.5 x 2.6 x 2.5 in... $20/pr 


REEL TO REAL DESIGNS 


Legacy-Signature Tower Speaker 

Five-driver biampable tower speaker with digital 
electronic crossover. Features ribbon supertweeter; 
titanium dome midrange; vented polycone mi- 
drange; slot-loaded subwoofer section with double 
magnet structure. Oiled oak or walnut. FR 22-30,000 
Hz +2 dB; sens 92 dB; min power 45 watts; imp 8 
ohms; 44.0 x 12.0 x 13.0 in; 206 Ib/system$2,496/pr 


Legacy-1 Tower Speaker 

Biample tower speaker with hand-tuned crossover. 
Features ribbon supertweeter; dome midrange; 6" 
poly midrange and slot loaded subwoofer section 
with double magnet structure; dual gold binding 
posts; oiled oak or walnut; FR 26-30,000 Hz +2dB; 
sens 91 dB; min power 45 watts; imp 8 ohms; 42.0” x 
12:0 x: I3:0d7b/system. 2 0.5. oos $1,696/pr 


Legacy-2 Tower Speaker 

Three-way tower speaker with gold binding posts; 
Features hand-rubbed walnut or oak; 10" poly 
woofer; 6" midrange; |” ferrofluid tweeter; FR 32- 
22,000 Hz +2 dB; sens 90 dB; imp 8 ohms; 38.0 x 
12.0 x 13.0 in; 160 Ib/system............ $996/pr 


Legacy-3 Floor-Standing Speaker 

Floor-standing double chambered speaker with 8" 
subwoofer; 6" midbass and 1” ferrofluid dome. 
Features individually-tuned chambers; hard-rubbed 
walnut or oak veneer cabinets; gold binding posts; FR 
34-22,000 Hz +2 dB; sens 91 dB; imp 4 ohms; 35.0 x 
12.0 x 10.0 in; 140 Ib/system. ........... $796/pr 


Legacy-Satellite Bookshelf Speaker 

Bookshelf-sized ;:eaker with 6" polypropylene woof- 
er; |” ferrofluid cooled dome; gold binding posts; FR 
40-22,000 Hz +2 dB; sens 90 dB; imp 8 ohms. 13.0 x 
10:0 x 10:0 1n; 55 Ib/system. ... eee $548/pr 


Legacy-Subwoofer 

Dual-channel subwoofer with independent 10” bass 
drivers; variable crossover frequency and slope; 
assisted fourth order; FR 22-100,000 Hz +2 dB; sens 
91 dB; imp 8 ohms; 24.0 x 16.0 x 16.0 in; 93 
Ib/systerit ass zoahuteb. Awa md. $548/each 


REVOX 


Agora B Amplified Speaker 

Floor-standing triamplified active ported speaker 
incorporating three 100-watt amps with active divid- 
ing networks in each enclosure. Designed to be driven 
from preamp or direct from high-level sources such 
as CD player. Features push-pull dual woofer design 
with one woofer facing into enclosure to eliminate 
even-order harmonic distortion. Two 8" cone woof 


ers; 4.75" cone midrange; .75" titanium dome tweet- 
er. Low-frequency amp utilizes feedback to compen- 
sate for back-EMF. Also features 4-step bass and treble 
controls; bass blend switch; auto power on/off. FR 30- 
21,000 Hz +3 dB; sens 110 dB SPL/W/m; real walnut 
veneer finish with brown grille or polished ebony 
finish with black grille. 16.75 x 29 x 16.75 in; 68 
IB ee etn eom sed ahr Lees $5,000/pr 
Bisoktitcauer NiS mieram Aen $5,900/pr 


Symbol MK-II 3-Way Speaker 

Floor-standing speaker with 12.2” passive radiator. 
Features 12.2” woofer; 4.8” midrange; 1” tweeter; 
screw-lock connection terminals; fuse overload pro- 
tection. Max power input 200 W continuous, 300 W 
peak; imp 4 ohms; sens 92 dB SPL/W/m. Dark walnut 
veneer finish; 16.7 x 39.8 x 16.3 in; 112 Ib $4,000/pr 


Atrium MK-II 3-Way Speaker 

Floor-standing bass-reflex speaker features 10.2" 
woofer; 4.8" midrange; |” tweeter; screw-lock connec- 
tion terminals; fuse overload protection. Max power 
input 140 W continuous, 180 W peak; imp 4 ohms; 
sens 91 dB SPL/W/m. Dark walnut veneer finish; 13.5 
RSS G RA Sin eA Tes et bard Melee $2,900/pr 


Plenum MK-II 3-Way Speaker 

3-way bass-reflex bookshelf speaker. Features 10.2” 
woofer; 4.5” midrange; |” tweeter; screw-lock connec- 
tion terminals; fuse-overload protection. Max power 
input 130 W continuous, 170 W peak; imp 4 ohms; 
sens 89 dB SPL/W /m. Dark walnut veneer finish; 13.7 
x22.0x1341m See ID. ora $1,900/pr 


Power Cube 

Powered woofer incorporating 2 additional amplifi- 
ers to power any suitable pair of satellite speakers. 
Features 12.3" woofer, FR 35-22,000 Hz +3 dB; 150 
W amp for bass speakers; 2-100 W amps for use with 
satellites; sens 100 dB; 15.5 x 14.5 x 16.25 in; 42 Ib; 
black or white matte finish .............. $1,600 


Forum MK-II 3-Way Speaker 

3-way bass-reflex bookshelf speaker. Features 9.6" 
woofer; 3.9" midrange; 0.7" tweeter; screw-lock con- 
nection terminals; fuse overload protection. Max 
power input 110 W continuous, 150 W peak; imp 4 
ohms; sens 88 dB SPL/W/m. Dark walnut veneer 
finish; 13 x 17.5 x 13.4 in; 36.8 Ib. ...... $1,300/pr 


Piccolo Miniature Speaker 

Satellite speaker may be used with or without 
companion subwoofer. Satellites feature 4.19" cone 
woofer; 0.75" dome tweeter. Subwoofer features 
10.19" cone subwoofer. FR 48-22,000 Hz +3 dB; 
power range 20-70 W; sens 86 dB SPL/W/m; imp 4 
ohms; black finish. Satellite 5.5 x 8.75 x 5.75 in, 5.5 Ib; 
subwoofer 15.36 x 14.19 x 14.62 in, 32 Ib. Satelli- 
tese RR nS nets eai e o E E EIER $390/pr 
SDWOOIOE 070 ms 2 ota ok ee TS $450 ea 


RICH ACOUSTIC LABS 


MTS8S 3-Way Speaker 

Features 2 8" poly cone woofers; 1” soft-dome 
tweeter; FR 31-20,000 +3 dB; crossovers at 60 and 
2,700 Hz; power range 10-250 W; nom imp 4 ohms; 
oak or walnut finishes; sens 91 dB SPL/W/m. 32.63 x 
KONSE 1529 Inoue sh ese eae ae $799/pr 


Model 8 

Features 8" poly cone woofer; | 1" soft-dome tweeter; 
FR 34-20,000 +3 dB; crossover at 2,500 Hz; power 
range 10-200 W; nom imp 8 ohms; oak or walnut 
finishes; sens 90 dB SPL/W/m. 24 x 10.5 x 11.25 
Hut see dh We ON JS BS $499/pr 


Model 6 

Features 61/2” poly cone woofer; 34" soft-dome tweet- 
er; FR 38-20,000 + 3 dB; crossover at 2,700 Hz; power 
range 10-150 W; nom imp 8 ohms; oak or walnut 
finishes; sens 90 dB SPL/W/m. 20.5 x 8.8 x 9.25 
Inelbsb eee eiyotete nd res sas rs aen $399/pr 
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ROCKUSTICS 


All Rockustic speakers are designed with an individ- 
ually handcrafted natural-look stone enclosure to 
blend into outdoor landscaping. Rockustic speakers 
are completely waterproof and weatherproof for out- 
door applications and feature positive, negative, and 
ground connection terminals. 

Stonehenge. 3-way speaker with 8” woofer, 5.4" 
midrange, and |” dome tweeter. FR 54-18,500 Hz +3 
dB; power handling 150 W; imp 4 ohms; sens 90 dB 
SPI Ws 60) 1D: gate ee cea sce eee $1,300/pr 
Hillside. 3-way speaker with 8” woofer, 5.4” mi- 
drange, and |” dome tweeter. FR 54-18,500 Hz +3 
dB; power handling 150 W; imp 4 ohms; sens 90 dB 
SEIAW/mo[201b. 5 9 475 eke of SOs $1,300/pr 
Rocky Jr. 2-Way speaker with 6.5" long-throw 
polypropylene-cone woofer, 1" soft-dome ferrofluid- 
cooled tweeter, and third-order crossover (3,000 Hz). 
FR 58-18,500 Hz +2.5 dB; imp 5 ohms nominal, 3.7 
ohms min; sens 90 dB SPL/W/m......... $325 ea 


SANSUI 


Vintage SP-100i 

2-way magnetically-shielded bass reflex speaker. 
Features 8.25" filament carbon woofer with twin 
magnets; |” titanium-diaphragm tweeter with dia- 
mond plating; inner-frame mounting with 1.5" rear 
baffle; front baffle; 13” die cast aluminum tweeter 
base; both speakers have cylindrical frames; tweeter's 
flange plate is attached to cork sheet; isolated 
crossover network; titanium black finish. FR 40- 
30,000 Hz; crossover at 1,500 Hz; sens 88 dB 
SPL/W/m; imp 6 ohms; 120 W max power. 17.69 x 11 
Walaa AOD... a cae aca rh $1,800/pr 


S-2000U 3-Way Speaker 

3-way design with passive radiator. Features 12" cone 
woofer; 4” cone midrange; 3” cone tweeter; 12” cone 
passive radiator. Power 160 W; sens 92 dB W/m; imp 
8 ohms. 15.25 x 41 x 11 in; 44 lb ........ $526/pr 


SP-X3U 3-Way Speaker 

Acoustic-suspension 3-way speaker. Features round- 
ed cabinet baffles; oak cabinets; 10” carbon-filled 
polypropylene woofer with butyl rubber surround; 5” 
carbon-filled polypropylene midrange cone; 34" ferro- 
fluid cooled dome tweeter; silicone carbon-oxide core 
coil crossover network; gold-plated 5-way binding 
posts; FR 35-23,000 Hz +3 dB; 250 W max power; 
imp 8 ohms. 21.25 x 14 x 10.38 in; 17 Ib.. $400/pr 


S-1000U 3-Way Speaker 

Features 12" cone woofer; 4" cone midrange; 3" cone 
tweeter. Built in self-restoring overload protector. FR 
32-22,000 Hz. max power 160 W; sens 91dB W/m; 
imp 8 ohms. 15.25 x 37.5 x 11 in; 39 Ib... $350/pr 


SP-X2U 2-Way Speaker 

Acoustic suspension 2-way speaker. Features round- 
ed cabinet baffles; oak cabinets; 8" carbon-filled 
polypropylene woofer with butyl rubber surround; 
y4” ferrofluid cooled dome tweeter; silicone carbon- 
oxide core coil crossover network; gold-plated 5-way 
binding posts; FR 40-23,000 Hz +3 dB; 200 W max 
power; imp 8 ohms. 21.25 x 11.75 x 10.38 in; 28 
TD NUR OE ecrit E eats RON RR SUR $300/pr 


SP-X1U 2-Way Speaker 

Acoustic suspension 2-way speaker. Features round- 
ed cabinet baffles; oak cabinets; 6!2” carbon-filled 
polypropylene woofer with butyl rubber surround; 
I^" ferrofluid cooled dome tweeter; silicone carbon- 
oxide core coil crossover network; nickel-plated 5- 
way binding posts; FR 50-22,000 Hz +3 dB; 150 W 
max power; imp 8 ohms. 14.5 x 9.5 x 9.13 in; 17 
IB mI o OREN Nd eis e fece e E e E INC $220/pr 


S-71UE 3-Way Speaker 

3-way speaker with built-in auto-reset overload 
protector. Features 15" cone woofer; 4" cone mi- 
drange; 3" cone tweeter; 175 W max power; imp 8 


ohms; sens 92 dB/W/m; FR 29-22,000 Hz; walnut 
grain vinyl finish. 32 x 17.5 x 13 in; 37 Ib. $150/pr 


S-61UE 3-Way Speaker 

3-way acoustic-suspension speaker. Features 12” 
cone woofer; 4" cone midrange; 3" cone tweeter; 175 
W max power; imp 8 ohms; sens 91 dB W/m; FR 32- 
22,000 Hz; crossovers at 3,500 and 9,000 Hz; walnut 
grain finish. 30 x 14x 11 in; 29.5 Ib...... $140/pr 


SCOTT 


All Scott speakers use acoustic-suspension enclosures 
with PVA-coated woofers and constant-impedance 
crossover networks. 


S12T6 Multidirectional Speaker 

Floor-standing 3-way 6-driver speaker with 12" 
woofer, 2 4.5" ferrofluid-cooled midranges (1 front, 1 
top), 3 1.75" ferrofluid-cooled tweeters (1 front, 2 
top); oak vinyl finish. FR 42-20,000 +4 dB; power 
range 15-175 W rms; sens 92 dB SPL/W/m; 16.5x 31.2 


SLO Faint c cod Be ISG TES dus $500/pr 
SIOTS. Similar to SI2T6 except 10" woofer, 5 
drivers, max power 150 W ............. $400/pr 


S153 Floor-Standing 3-Way Speaker 

15" woofer, 4.5" ferrofluid-cooled midrange, 1.75" 
ferrofluid-cooled tweeter. FR 40-20,000 Hz +4 dB; 
power range 15-175 W rms; sens 91 dB SPL/W/m; 


187 5x 33 seh eS s, ESL $400/pr 
$123. As above except 12" woofer and max power 
I5QW Sy Scr OE IS ae OS $330/pr 


Audiophile One 2-Way Speaker 

Bookshelf speaker with 3-way binding posts; passive 
tweeter protection; air-core crossover coils; 6.5” 
woofer; |” textile soft-dome tweeter. FR 55-22,000 Hz 
+4 dB; power range 15-150 W rms; sens 90 dB 
SPL/W/m; imp 4 ohms. Oak vinyl finish. 9.2 x 14.75 x 
TAQ He cs ein sO Deve e US $300/pr 


10.3 3-Way Bookshelf Speaker 

10” woofer; ferrofluid-cooled 4.5” midrange; 1.75” 
center-mounted ferrofluid-cooled tweeter; hickory 
vinyl finish. FR 45-20,000 +4 dB; power range 10- 
100 W rms; sens 92 dB SPL/W/m; imp 8 ohms; 12.5 x 
23:25 SO th) Areal de occ ert ms $260/pr 


8.2 2-Way Bookshelf Speaker 

8" woofer; 1.75" ferrofluid-cooled tweeter; hickory 
vinyl finish. FR 55-20,000 Hz +4 dB; power range 5- 
85 W rms; sens 92 dB SPL/W/m; 10 x 18 x 7.5 


ru LIPSIA Mets, d D Nake. re RT $160/pr 
6.2. Similar to 8.2 except 6.5" woofer and max power 
TOW SAS xe Sine. TOC eue. $140/pr 


SP38 3-Way Speaker 

Features 8” woofer; 2" midrange; 2” tweeter; FR 50- 
19,000 Hz; 75 W max power handling. 11 x 21.25 x 
8:53n;4bi 18 2 es ee ee eae ys $140/pr 


SP28 2-Way Speaker 
Features 8” woofer; 3” tweeter; FR 50-19,00 Hz; 40 W 
max power handling. 11 x 18x 8.75 in; 14.5 1b$120/pr 


SDM By SOUND DYNAMICS 


All speakers are bass reflex, with 5" cone midrange, 1" 
horn tweeter, crossovers at 2,000 and 5,000 Hz, 
nominal impedance of 8 ohms, minimum impedance 
of 4 ohms, in walnut or black vinyl with black knit 
grilles. 


Monitor Three Speaker 

12" woofer. FR 25-22,000 Hz +3 dB; sens 98 dB 
SPL/W/m; power range 15-125 W; 26 x 15 x 12-in; 33 
Ieaóchi oo oue IE ee OE te. $500/pr 


Monitor Two Speaker 

10" woofer. FR 30-22,000 Hz +3 dB; sens 97 dB 
SPL/W/m; power range 10-112 W; 24x 14 x 9-in; 29 Ib 
ead est onan eon I tates 4 $400/pr 


Monitor One Speaker 

8” woofer. FR 35-22,000 Hz +3 dB: sens 96 dB 
SPL/W/m; power range 10-100 W; 23 x 12 x 9-in; 29 Ib 
a Lg IM BE on mention e TO $330/pr 


SEATTLE SOUND 


P.S. 1 Biamplified Speaker System 

Biamplified satellite/subwoofer system in self-con- 
tained high-density fiberboard enclosure. Features 4- 
subenclosure design; 4th-order Linkwitz-Reilly-type 
crossover at 150 Hz and 100-W amplifier for satel- 
lites which include one 6!2” polypropylene cone 
woofer and one 34" ferrofluid-cooled polyamide soft- 
dome tweeter; 2 separated subwoofer enclosures. 
Frequency response 20-20,000 Hz; THD — 0.0596. 39 x 
13:5 Xx-16:5 1n..2 ieee LS Ses SS $1,250 ea 


M Series 

All M series speakers incorporate narrow, time- 
aligned front boards, propylene drivers, aluminum 
voice-coil bobbins, ferrofluid-cooled polyamide-dome 
tweeters, high-density enclosures, 3rd-order cross- 
overs, heavy-duty 5-way binding posts, and 4th-order 
tuned-port enclosures. They are available with black 
oak vinyl, real walnut veneer, and high-gloss finishes. 
All prices given are with black oak vinyl finishes. 


M5 

Features 8" subwoofer; 612” woofer; 1" tweeter; nom 
imp 8 ohms; sens 93 dB; FR 34-21,000 Hz; crossovers 
at 180 and 2,500 Hz; 175 W max power handling. 31 x 
PX PSA APIA Ee m aC $359 ea 


M4 

Features 8" woofer; 34" tweeter; nom imp 8 ohms; 
sens 92 dB; FR 36-21,000 Hz; crossover at 2,500 Hz; 
100 W max power handling. 28.25 x 10 x 12 in; 39 
DA obe MOE eee eee ease ates ele te tere $359 ea 


M3 

Features 6.5” woofer; 34" tweeter; nom imp 8 ohms; 
sens 91 dB; FR 42-21,000 Hz; crossover at 2,500 Hz; 
100 W max power handling. 20.5 x 8 x 10 in; 23 
LE ete 96 IND Ter ET LSSUENLE $179 ea 


M2 

Features 5!4" woofer; 34" tweeter; nom imp 8 ohms; 
sens 89 dB; frequency response 50-21,000 Hz; cross- 
over at 2,500 Hz; 75 W max power handling. 13x 7 x 


8 ^ugabs Tb ILIA ELE $119 ea 
C.I. Series 
C.I.4 


Custom-installed, free-standing speaker. Features 8" 
woofer; 34" tweeter; nom imp 8 ohms; sens 92 dB; 
frequency response 36-21,000 Hz; crossover at 2,500 
Hz; 3rd-order symmetrical crossover; 4th-order 
tuned-port enclosure; 100 W max power handling. 22 
E43 94157. s sS uates $250 ea 


CT 

Custom-installed, free-standing speaker. Features 
612” woofer; y4” tweeter; nom imp 8 ohms; sens 91 dB; 
FR 42-21,000 Hz; crossover at 2,500 Hz; 3rd-order 
symmetrical crossover; 4th-order tuned-port enclo- 
sure; 100 W max power handling. 22 x 10.25 x 7 
iB uS ruv dete. TR rPder an $e $200 ea 


C12 

Custom-installed, free-standing speaker. Features 
51⁄4” woofer; 34" tweeter; nom imp 8 ohms; sens 89 dB; 
frequency response 50-21,000 Hz; crossover at 2,500 
Hz; 3rd-order symmetrical crossover; 4th-order 
tuned-port enclosure; 75 W max power handling. 15 x 
VAIS oa Ame Vm $150 ea 


SHAHINIAN ACOUSTICS 


Diapason Module Speaker 

Assymetric prism with unequal rakes in each direc- 
tion made of 13-ply Finland birch. Features 4 x 5.25 
in curved poly cone rubber-edge drivers; 1" alumi- 





STEREO BUYERS’ GUIDE 1989 165 


166 


SPEAKERS 


num voice coil; 20 oz ceramic magnet; tweeters 6 x 10 
mm W-shaped titanium domes; FR 125-22,000 Hz 
—3 dB; power handling est 250 W ave; 2 optional 
input filter choices or direct by-pass for bi-amp use 
filters; 2 optional roll off filters to facilitate exact 
matching or by-pass; teased lamb’s wool damping; 
brown, black beige, bone, double knit polyester grill 
Options; A010)... eto ees t das $4,000/pr 


Obelisk 3-Way Speaker 

Folded double-prism 50" hybrid transmission line 
speaker with 8" asymmetrically placed high tempera- 
ture voice coil poly woofer, 10" mass-loaded-mem- 
brane viscous damped polypropylene passive radia- 
tor, two 1.36" cambric ultra light exposed dome 
midranges, four 0.36" "W" shaped polymid-dome 
tweeters. Imp 4 ohms nominal; min power 50 W; 
max power 500 W. Walnut and oak standard finishes. 
Optional finishes available. 29 x 14.5 x 12.5 in; 55 
IBc e m NEL d eoe eee e Res M $1,750/pr 


ARC 3-Way Speaker 

Verical transmission-line speaker with time-aligned 
phase-correct driver placement. 8" high temperature 
voice coil polylpropylene woofer; 10” mass-loaded- 
membrane viscous damped passive radiator; 1.36" 
cambric ultra-light exposed dome tweeter; imp 4 
ohms nominal; min power 30 W; max power 350 W; 
Natural, medium or dark oak finish on 0.75” fiber- 
board. 27.5 x 14x 9.75 in; 42 Ib........ $1,050/pr 


LYRE 3-Way Speaker 

Lamb’s wool filled plastic isolation chamber for 5.25” 
Poly/Hybrid curved cone midrange. 8” Poly/Hybrid 
curved textured cone woofer with 1.5” Hi-temp voice 


coil; 1” Polyamide dome tweeter; 10” passive radia- 
tor. FR 30-18,00 Hz —3 dB. Dark or light oak veneer; 
23:50 UL Paes nase ere $850/pr 


ELF 2-Way Speaker 

Forward firing small monitor with tuned-damped 
vent enclosure. 5.25” polypropylene woofer with 
rubber edge; |” polypropylene-dome tweeter. FR 55- 
18,000 Hz —3 dB; imp 6 ohms nominal; min power 
25 W; max power 150 W. Natural medium or dark 
oak finish. 12.5 x 6.62 x 7.75 in; 26 Ib/pr. . $375/pr 


Subwoofers 


Double Eagle Stereo Subwoofer 

Stereo subwoofer in one enclosure with acoustically 
separated channels. Two 8" polypropylene rubber- 
edged high-temperature voice coil woofers; two 10" 
mass-loaded-membrane viscous damped polypro- 
pylene passive radiators. FR 26-1,0000 Hz —3 dB; 
crossover 18 dB built in at 140 Hz; imp 6 ohms 
nominal/ch; max power short duration peaks 1,000 
W. Walnut finish on Finland birch. Optional finishes 
available. 30 x 23 x 14 in; 105 Ib ........ $850/ea 


SIGNET 


SL-100 Definitive Image Speaker 

Floor-standing bass-reflex speaker with Ferralipse, a 
wide-dispersion frequency invariant acoustic lens to 
provide dispersion greater than 120 degrees at 20,000 
Hz. Phase coherent for better imaging. Features 10" 
long-throw cone woofer; 3" soft-dome midrange; two 
1” soft-dome tweeters. FR 40-20,000 Hz +3 dB; min 
power 25 W/rms; max power 200 W/rms; sens 90 dB 
spl/W/m; imp 8 ohms. 12.68 x 35.83 x 15.81 in; 66 
Ib eT mee ub wc me NU eee de es $1,650/pr 


SNELL ACOUSTICS 


Type A-III-Improved 4-Way Speaker 

Floor-standing acoustic-suspension speaker with 
curved baffle to eliminate diffraction, mechanically 
isolated midrange enclosure, floor-loaded woofer, 
and rear-loaded supertweeter for accurate room 
response. Hand-adjustment of crossover values for 
specific drivers assures acoustic performance virtual- 
ly identical to reference speaker. Features 12" high- 


power long-excursion mass-loaded mechanically-iso- 
lated cone woofer; 5" mechanically-isolated cone 
midrange; |” individually adjusted controlled-disper- 
sion dome tweeter; 0.75" low-mass ferrofluid-cooled 
dome supertweeter. Dual gold-plated inputs allow 
biwiring or biamping with or without electronic 
crossover. FR 24-26,000 Hz + 3 dB, 38-18,000 Hz +1 
dB; power range 80-400 W rms; imp 4 ohms. Hand- 
sanded, hand-rubbed matching oak or walnut ve- 
neers. 23.5 x 50.75 x 14 in; 148 Ib. Oak .. $4,680/pr 
Walnut 4-72 s Es E UU TI ET $4,490/pr 


Type C-II 3-Way Speaker 

Floor-standing bass reflex speaker system. Features 
10" long-throw woofer; 5" midrange; |” treated-cloth 
ferrofluid-cooled dome tweeter; .75" switchable rear 
tweeter; 4th order 24 dB/octave filters; bi-wirable or 
bi-ampable; hand-sanded, hand-rubbed matched ve- 
neers. FR 34-22,000 Hz +3 dB; power range 20-200 
W. 14:5-x 1175 x 463n: 90 Ib. once <3 $1,890/pr 


Type E/HI 2-Way Speaker 

Floor-standing bass-reflex speaker with 8" polymer- 
treated woofer, 1" soft-dome tweeter, and ultra-low- 
mass 0.75" ferrofluid-cooled rear-loaded dome su- 
pertweeter designed for flat early-arrival of sound and 
accuracy of listening room response. Hand-adjusted 
crossover for specific drivers assures acoustic perfor- 
mance virtually identical to reference speaker. Dual 
gold-plated inputs allow biwiring or biamping. Fea- 
tures rear-loaded port for optimim low-frequency 
room loading. Hand-sanded, hand-rubbed matching 
oak or walnut veneers. FR 35-20,000 Hz +3 dB: imp 8 
ohms; sens 93 dB SPL/W/m; power range 15-150 W 
rns. 33x I4x 11 in: Oak 5 LS ses $990/pr 
Wülniüt- sede o oe ee esee as vade, $990/pr 


Type Q 2-Way Speaker 

Bookshelf speaker designed for stand placement. 
Each speaker is individually adjusted to match a 
reference speaker within a fraction of a dB. Features 
6.5" polypropylene cone woofer; 1" rear-firing textile- 
dome tweeter and a .75" rear-firing tweeter; flush 
grille to eliminate diffraction. Crossover frequency 
2,200 Hz. Cabinets are hand-sanded and rubbed in 
matched pairs with oak or walnut veneer finish. 10.5 
x 15.5 3:06.75... 2 cates: Siete AURI ERN $780/pr 
Type Q Stand. Speaker stand designed for use with 
Type Q speakers. Bolts directly to type Q's. Can be 
mass loaded with sand or lead and incorporate spikes 
on the bottom. Each stand provides for the bolting of 
a Type Q speaker directly to the stand. Oak or walnut 
veneer, So high cz 28 24 Wend oe dice WIE els $120/pr 


Type J/II 2-Way Speaker 

Bookshelf bass-reflex speaker designed to maximize 
accuracy of early arrival sound and listening room 
response. Hand-adjustment of crossover values for 
specific drivers assures acoustic performance virtual- 
ly identical to reference speaker. Features 8” polymer- 
treated curvalinear cone woofer; |” soft-dome tweet- 
er; dual gold-plated inputs for optional biwiring and 
biamping. Hand-sanded, hand-rubbed oak or walnut 
veneers. Sens 92 dB SPL/W/m: power range 15-150 W 
rms; FR 49-22,000 Hz +2 dB; imp 8 ohms. 23 x 13x 
101023810: Oak P 15s d PU dertesk e rd $650/pr 
Walnut Soo n.. rus d o A eunt. $680/pr 
Type J Stand. Speaker stand designed for use with 
Type J speakers. Can be mass loaded with sand or 
lead and incorporate spikes on the bottom. Oak or 
walnut veneero- eode MT sd uz VIA $98/pr 


Type K-II 2-Way Speaker 

Bookshelf acoustic-suspension speaker with 8" poly- 
propylene cone woofer and 0.75" ferrofluid-cooled 
soft-dome tweeter. Designed for accuracy of both 
early-arrival sound and listen-room power response. 
Hand-adjusted crossover values for specific drivers 
assures acoustic performance virtually identical to 
reference speaker. Dual inputs for optional biwiring 
or biamping. Oak, walnut, or black veneers. Imp 8 
ohms; sens 90 dB SPL/W/m; power range 10-100 W 
rms. 18 x 11 x 9 in. Oak or walnut....... $465/pr 


Type K Stand. Speaker stand designed for use with 
Type K speakers. Can be mass loaded with sand or 
lead and incorporates spikes on the bottom. Oak or 
walnut. yeneer aco ree E 238, d doen $98/pr 


SONOGRAPHE BY 
CONRAD-JOHNSON 


SL 21 Mini-Monitor Satellite Speaker 

Vented; 6.5" polyproylene woofer; |” dome tweeter; 
golden oak cabinet with brown grille. FR 52-20,000 
Hz +2 dB; power range 10-80 W; sens 90 dB 
SPL/W/m; imp 8 ohms; 14.5 x 10.5 x 10.5-in$695/pr 


SW 1000 Stereo Subwoofer 

2 side-firing magnetically shielded 10” woofers in 
golden oak cabinet. FR 25-110 Hz +2 dB; power 
range 10-200 W; sens 90 dB SPL/W/m; imp 8 ohms; 
[995 x36 oT Sonus Coe M Le tme $849/ea 
SW 500. Same as SW 1000 except mono, with single 
10" woofer; 19.5x 18x 18-in. .......... $595/ea 


SONY 


APM-66ES 3-Way Speaker 

Bass-reflex speaker with APM (Accurate Pistonic 
Motion) driver technology that incorporates a light, 
rigid, flat-diaphragm design. Features 66 sq-in APM 
woofer; 7.4 sq-in APM midrange; 1.4 sq-in APM 
tweeter; built-in circuit breaker for tweeter protec- 
tion; heavy-duty cabinet construction with rounded 
edges. Includes speaker cord. FR 30-30,000 Hz; sens 
89 dB SPL/W/m; power capacity 100 W nominal, 200 
W peak; nominal imp 6 ohms; crossover frequencies 
600 and 4,500 Hz. 15 x 26 x 14.38 in. ... $1,100/pr 


APM-22ES 2-Way Speaker 

Bass-reflex speaker with APM (Accurate Pistonic 
Motion) driver technology that incorporates a light, 
rigid, flat-diaphragm deisgn. Features 45 sq-in APM 
woofer; 1.4 sq-in APM tweeter; built-in circuit breaker 
for tweeter protection; heavy-duty cabinet construc- 
tion with rounded edges. Includes speaker cord. FR 
40-20,000 Hz; sens 88 dB SPL/W/m; power capacity 
80 W nominal, 160 W peak; nominal imp 6 ohms; 
crossover frequency 2,000 Hz. 11.5 x 20.38 x 12.62 
je ML eom rd e e a M ios Eus d $500/pr 


SA-W30 Powered Subwoofer 

Powered bass-reflex subwoofer with turn over fre- 
quency selector. Features built-in 60-W amplifier; 
12" woofer; selectable operating frequencies of 60, 90, 
and 140 Hz; level control; removable castors. Sens 88 
dB; FR 23-5,000 Hz; damping factor 100. 19.5 x 19 x 
15:630 RUE arts uos e ad Ert e i ede $450 


SOTA INDUSTRIES 


Panorama 2-Way Monitor 

Time-Domain speaker with bass extension of 45 Hz 
+3 dB. Features truncated pyramid enclosure; 7" 
woofer; 1" hard-dome tweeter; 1.25" walls; hard/soft 
structural damping on woofers; FR 45-22,000 Hz +3 
dB; max power handling 150 W/ch: nom imp 6 ohms; 
sens 90 dB; crossover at 3,200 Hz; 12x 18x 61n; 35b. 


Oalcorcherry 9e. ja SS POTERE LEV $1,495 

Brazilian rosewood, ebony .............. $1,795 

Black oa Ie conet Pe tex Br adtrases ut pon ea $1,695 
SOUND DYNAMICS 


1500 Concert Monitor 

Computer-tuned 2-way bass-reflex, mirror-imaged 
pairs with matched parts. 1" horn-loaded soft-dome 
tweeter with free-floating dome suspension; 15” 
woofer with high-gauss linear forced motor and 
epoxy potting. FR 25-22,000 Hz +3 dB; sens 102 dB 
SPL/W/m; min power 20 W; max power 250 W; imp 8 
ohms. 34.75 x 18 x 16-in; 90 Ib. ........ $1,000/pr 


700 Concert Monitor 
Computer-tuned 2-way bass-reflex mirror-imaged 
pairs. 1" horn-loaded tweeter with free-floating 
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suspension; 12" woofer with high-gauss linear forced 
motor and epoxy potting. FR 30-22,000 Hz +3 dB; 
sens 101 dB SPL/W/m; min power 15 W; max power 
200 W: imp 8 ohms. 27.75 x 14.36 x 12-in; 45 Ib ea; 
black. ash vinyl veneer. ........ ae $750/pr 


500 Concert Monitor 

Computer-tuned 2-way bass-reflex mirror-imaged 
pairs with matched parts. 1" horn-loaded soft-dome 
tweeter with free-floating suspension; 10" high-gauss 
plastic-coated woofer. FR 34-23,000 Hz +3 dB; sens 
98.5 dB SPL /W/m; min power 10 W; max power 200 
W: imp 8 ohms. 23.36 x 12.12 x 11.88-in; 38 Ibs each; 
black ash vinyl veneer; ................ $550/pr 


100S Mk II Bookshelf Speaker 

Bass reflex speaker with 6.5” polypropylene cone 
woofer and |” dome tweeter. FR 50-20,000 Hz +3 dB; 
power range 10-7- W rms; sens 93 dB SPL/W/m; imp 8 
ohms; black ash vinyl veneer; 15.9 x 9.5 x 9.5-in; 20 
Ibo 00 line Im us mte dame $260/pr 


SPEAKERLAB 


DAS Series Speakers 
All DAS speakers are available in ebony, walnut, light 
oak, or high-gloss lacquer finishes. 


DAS-8. Floor-placement speaker with Inverse Axis 
Alignment (IAA); computer-designed rear vent, and 
rear-mounted subwoofer. Features one 10” and one 
12” woofer; 1" dome tweeter; one 6.5” cone and one 
3” dome midrange. Crossover 150, 350, 1,500, 5,000 
Hz; sens 94 dB SPL/W/m; imp 4 ohms; FR 23-21,000 
Hz +3 dB; power range 20-300 W rms/ch. 46 x 16 x 
[Sinise seein werk se TS $1,998/pr 
DAS-7. Floor-placement speaker with IAA, comput- 
er-designed rear vent, and rear-mounted subwoofer. 
Features 10" and 12" woofers; 1" dome tweeter; 6.5" 
cone midrange. Crossover 180, 350, 3,000 Hz; sens 94 
dB SPL/W/m; impedance 4 ohms; FR 25-21,000 Hz 
+3 dB; power range 20-275 W rms/ch. 38.5 x I4 x 16 
In REID mE ON DIS TET en $1,198/pr 
DAS-6. Floor-placement speaker with IAA, comput- 
er-designed rear vent, and rear-mounted subwoofer. 
Features one 8" and one 10" woofer; 1" dome tweeter. 
Crossover 180, 2,500 Hz; sens 94 dB SPL/W/m; imp 
4 ohms; FR 30-21,000 Hz +3 dB; power range 20-275 
W rms/ch. 36 x 12.5x 14 in; 62 1b. ...... $958/pr 
DAS-5. Bookshelf or floor-placement speaker with 
IAA, computer-designed rear vent, and rear mounted 
subwoofer. Features one 8" and one 6.5" woofer; 1" 
dome tweeter. Crossover 180, 2,500 Hz; sens 93 dB 
SPL/W/m; imp 4 ohms; FR 34-21,000 Hz +3 dB; 
power range 20-175 W rms/ch. 31 x 11 x 13 in; 47 
Inm ERE ae: OL HA UL vt M $718/pr 
DAS-4. Bookshelf or floor-placement speaker with 
IAA and computer-designed rear vent. Features 8" 
woofer; .75" dome tweeter. Crossover 2,500 Hz; sens 
92 dB sPL/W/m; imp 4 ohms; FR 36-21,000 Hz +3 
dB; power range 20-100 W rms/ch. 28 x 10 x 12 in; 39 
La Ere an e b. $478/pr 
DAS-3. Bookshelf or floor-placement speaker with 
IAA and computer-designed rear vent. Features 8" 
woofer; .75" dome tweeter. Crossover 2,500 Hz; sens 
91 dB SPL/W/m; imp 4 ohms; FR 42-21,000 Hz +3 
dB; max power 100 W. 21x 8x IO in .... $358/pr 
DAS-2. Bookshelf or floor-placement speaker with 
IAA and computer-designed rear vent. Features 5.25" 
woofer; .75" dome tweeter. Crossover 2,500 Hz; sens 
91 dB SPL/W/m; imp 8 ohms; FR 50-21,000 Hz +3 
dB; max power 75 W. 13x 7x 8.5 in..... $238/pr 


DAS-SW Subwoofer 

Features computer-designed rear vent; 10” dual- 
voice-coil woofer. Crossover 150 Hz; sens 92 dB 
SPL/W/m; imp 8 ohms; FR 30-160 Hz +3 dB; power 
range 20-150 W rms/ch. 18 x 18x 18 in; 62 15$389 ea 


SPECTRUM LOUDSPEAKERS 


Model 410 2-Way Speaker 
Floor-standing Thiele-aligned bass-reflex speaker. 


Features plastic-impregnated 10” composite matrix 
cone woofer; 1” dome tweeter with acoustic imp 
transformer; FR 18-22,000 Hz; min power 30 W rms; 
max power 250 W; sens 89 dB SPL/W/m; natural oak 
or walnut, 38.5 x 14:3 x 1175 in... -- $799/pr 


208B Stand-Mount Speaker 

Thiele-aligned bass-reflex speaker designed for floor 
placement on special stands. Features 8" cone woofer; 
1” fabric soft dome; finished in walnut vinyl; power 
range 20-150 W; FR 38-20,000 Hz +2 dB; sens 91 dB 


SPL/W/m.25:5x:14;/5x:10.51n-.7. 5 1.7 $449/pr 
Black 208B. Black grain vinyl........... $449/pr 
Oak 208B; Oak veneer ers iss $549/pr 
Black lacquered stands ................. $59/pr 


New 108A Bookshelf Speaker 

Theile-optimized bass-reflex speaker. Features 8” 
cone woofer; 1.5" cone tweeter with aluminum dome; 
FR 55-20,000 Hz +3 dB; sens 92 dB SPL/W/m; imp 8 
ohms; furniture-grade walnut-vinyl finish. 14.5 x 


11:5:3:9:03n::30 8 DZBfQ ee DH ima $269/pr 

Black 108A. Black grain vinyl........... $269/pr 

Oak 108A. Oak veneer ................ $339/pr 
SPICA 


Angelus Floor Standing Speaker 

Mirror imaged speaker system with 8” plastic cone 
bass/mid driver, 1” soft dome tweeter, computer 
optimized crossover, built in adjustable spikes. FR 
45-17,500 Hz +3 dB (90-15,000 Hz +1.5 dB); 
crossover 3,400 Hz (—6 dB); recommended power 
50-200 W; imp 8 ohms: 21 x 46 x 10.25 in; 57 Ib; 
Walnut finish? 52235 AIDE dA $1,095/pr 
Gak' hinistro 2 ANI EO UE dS Me 2s $1,050/pr 


TC-50 Bookshelf Speaker 

Acoustic-suspension bookshelf speaker with triangu- 
lar shape allowing system to be within 15X of 
absolute phase from 350-5,000 Hz. Features 6" cone 
woofer, |” dome tweeter. FR 60-16,000 Hz +3 dB; 
power range 25-50 W, 100 W peak; sens 83 dB 
SPL/W/m; imp 4 ohms; 13x 15.55 x 11.75 in; 21 Ib/ea. 
Oak or walnut veneer ................. $550/pr 


SPL 


All speakers have dome tweeters, nominal impedance 
of 8 ohms, with minimum impedance of 6 ohms, in 
black-ash vinyl with black knit grilles. 


4000 Bass-Reflex Speaker 

2-10" woofers; 1” tweeter; crossover at 2,200 Hz. FR 
25-22,000 Hz +3 dB; sens 98 dB SPLL/W/m; power 
range 20-150 W; 43 x 13 x 15-in; 65 Ib ea . $900/pr 


3000 Bass-Reflex Speaker 

2-8" woofers; |” tweeter; crossover at 2,200 Hz. FR 30- 
22,000 Hz +3 dB; sens 96.6 dB SPL/W/m; power 
range 15-125 W; 37 x 12 x 15; 52 Ib ea... . $700/pr 


2000 Passive Radiator Speaker 

8" woofer; |” tweeter; crossover at 2,200 Hz. FR 35- 
22,000 Hz +3 dB; sens 95 dB SPL/W /m; power range 
10-100 W; 33 x 12x 9-in; 331bea ....... $500/pr 


1000 Bass-Reflex Speaker 

2-5.25" woofers; 0.75" tweeter: crossover at 3,000 Hz. 
FR 40-20,000 Hz +3 dB; sens 90 dB SPL/W /m; power 
range 10-100 W; 21 x 10 x 12-in; 21 Ib each $350/pr 


SUMO 


Samson Bass-Reflex Subwoofer 

Floor-standing subwoofer with 15" composite-cone 
woofer, 18.62-Ib magnet assembly, 4" edgewound 
copper voice coil; symmetrical magnetic-field motor 
structure. Features built-in 1,000-W PWM digital- 
switching amp. Solid 1" butcher-block oak top. FR 20- 
120 Hz +1 dB: max power 1,000 W; sens 91 dB 
SPL/W/m; imp 8 ohms. 27.5 x 22x 18 in. $2,249 ea 
Without built-in amp: - 0.4. e$ edu s $749 ea 


Opus Two 2-Way Speaker 

Floor-standing acoustic-suspension speaker with 6.5" 
treated-cone woofer, |” composite-dome tweeter 
with copper-clad aluminum voice coil. Features 
symmetrical magnetic-filed woofer design with cop- 
per-clad pole piece for reduced 2nd-order harmonic 
distortion; imp-matching conjugate crossover net- 
work with extremely low group delay (+0.2 ms from 
100-20,000 Hz); solid-oak end caps. FR 42-24,000 Hz 
+0, —3 dB min power 35 W rms; max power 250 W 
rms; sens 85 dB SPL/W/m; imp 4 ohms. Oak or piano- 


finish black. 10.5 x 39 x 5 in; 20 Ib....... $699/pr 

Opus Three. Bookshelf version of Opus Two. 10.25 x 

E753: 925m I6 Ib Sev rez sews oe $649/pr 
SYMDEX 


Epsilon Floor-Standing Speaker 

Sealed-box speaker with modular phase-linear cross- 
overs. Features time-aligned drivers; polpropylene 
capacitors in crossover; 10" cone woofer; 6.5" cone 
midrange; |” soft-dome tweeter. Power range 50-250 
W; sens 85 dB SPL/W/m; imp 8 ohms; 13 x 48.5 x 13 
in; 110 Ib; black cloth with oak or black top plate; 
computer-matched pairs .............. $2,000/pr 


Gamma 2 Way Floor-Standing Speaker 

Acoustic suspension speaker with 1” cambric soft 
dome tweeter, 6.5" bextrene sandwhich individually 
damped woofer. FR 60-20,000 Hz; crossover Ist 
order, bi-wire capability; High Q air core coils; 
polypropylene capacitors; noninductive wire wound 
resistors; 45 Ib; 10 x 6 x 39 in; base plate measures 13 
x 13 in; computer-matched pairs ....... $1,000/pr 


E.L.S.A. 2-Way Speaker 

Compact 2-way acoustic suspension speaker. Fea- 
tures 6.5" midbass driver; 1” dome tweeter; Ist order 
crossover with bi-wire capability. 10 x 8 x 16 in; 25 Ib. 
Available in oak or black ash with black grilles; 
computer-matched pairs ............... $550/pr 


SYNTHESIS BY 
CONRAD-JOHNSON 


Reference Speaker System 

5-piece system with 2 subwoofer columns (each with 
2 10" woofers), 2 midrange/high-frequency units with 
7" midranges, 1” dome tweeters, leaf supertweeter; 
golden oak with radiused solid-hardwood edges; 
active electronic crossover supplied. FR 22-32,000 Hz 
+2 dB; power range 10-250 W; sens 91 dB SPL/W/m; 
imp 8 ohms; subwoofer columns 69 x 14 x 14 in.; 
satellites 44 x 10 x IO in .......... $6,800/system 


LM 310 Floor-Standing 3-Way Speaker 

10" woofer; 7" midrange; 1” dome tweeter; oak 
cabinet with radiused solid hardwood edges. FR 25- 
20,000 Hz +2 dB; power range 10-200 W; sens 91 dB 
SPL/W/m; imp 8 ohms; 45.5 x 13.75 x 14.5-in.; 70 
Ln) ew SURPRIS ERE TE $3,250/pr 


LM 300 Floor-Standing 3-Way Speaker 

10" woofer; 7" midrange; 1" dome tweeter; oak finish 
with cream, brown, or black grille. FR 32-20,000 Hz 
+2 dB; power range 10-100 W; sens 91 dB SPL/W/m; 
imp 8 ohms; 44 x 13.75 x 14.5 in; 70 Ib. . $2,450/pr 


LM 260 Floor-Standing 2-Way Speaker 

Ported; 8" polypropylene woofer; 1” dome tweeter; 
oak cabinet with radiused solid-hardwood edges. 
FR41-20,000 Hz +2 dB; power range 10-100 W; sens 
91 dB; imp 8 ohms; 39.5 x 12 x 11 in.... $1,695/pr 


M 250 Floor-Standing 2-Way Speaker 

Ported speaker with 8" cone woofer and |” dome 
tweeter; oak finish with cream, brown, or black grille. 
FR42-20,000 Hz +2 dB; power range 10-80 W; sens 
91 dB SPL/W/m; imp 8 ohms. 33.75 x 10.63 x 11.12- 
HEU Drs oR Eee eis QUAE P IER DATUS $1,185/pr 


LM 210 Floor-Standing 2-Way Speaker 
Ported speaker with 6.5" polypropylene woofer; |" 
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dome tweeter; oak cabinet with radiused solid- 
hardwood edges. FR 46-20,000 Hz +2 dB; power 
range 10-80 W: sens 90 dB SPL/W/m; imp 8 ohms; 
33.5:6:10.5 3:105 1055 5-099 os, ee ees $1,195/pr 


TANNOY 


Prestige Series 

Westminster. Floor-standing dual-concentric speak- 
er with Sync-Source Time Alignment; compound 
horn enclosure; 15" cone woofer; 2" compression- 
horn tweeter. FR 18-20,000 Hz +2 dB; max power 
200 W: sens 96 dB SPL/W/m; imp 8 ohms. 43 x 59 x 
28 in; 253 Ib each. Walnut finish ....... $9.495/pr 
RHR. Floor-standing dual concentric high-compli- 
ance speaker with Sync-Source Time Alignment. 
Features rear folded horn rectangular exponential 
section: direct radiating front section; 250 W max 
power handling; sens 92 dB; nom imp 8 ohms; FR 35- 
20.000 Hz +4 dB; hard-wired passive crossover at 
1.000 Hz. 48.9 x 27.6 x 22.7 in; 165.3 Ib . $8,995/pr 
Guy R. Fountain Memory. Floor-standing dual- 
concentric speaker with Sync- Source Time Align- 
ment; quadruple-ducted-port enclosure; 15" cone 
woofer; 2" compression-horn tweeter. FR 29-20,000 
Hz *3dB; min power 10 W; max power 200 W; sens 
95 dB SPL/W/m; imp 8 ohms. 31 x 43 x 19 in; 136 Ib 
Gach, Walnut finishizc sue. mov. $5,995/pr 
Edinburgh. Floor-standing dual-concentric speaker 
with Sync-Source Time alignment; distributed port 
reflex enclosure; 12" cone woofer; 2" compression 
horn tweeter. FR 30-20,000 Hz +3 dB; min power 10 
W: max power 200 W; sens 92 dB SPL/W/m; imp 8 
ohms. 25.5 x 40 x 16.5 in; 97 Ib each; walnut 
Dish up EE M Arion et Ee eA $4,995/pr 
Stirling. Floor-standing dual-concentric speaker with 
Sync-Source Time Alignment; dual variable-distrib- 
uted enclosure; 10" cone woofer; 2" compression- 
horn tweeter. FR 35-20,000 Hz +3 dB; min power 10 
W; max power 150 W; sens 93 dB SPL/W/m; imp 8 
ohms. 20.5 x 33.5 x 15 in; 48.5 Ib each. Walnut 
finish e rr UR i cye i e eade $3,995/pr 


Planet Series 

Jupiter S. Floor-standing speaker with 3 drivers. 
Features twin 8" woofers and one |” tweeter; power 
range 10-125 W/ch; nom imp 8 ohms; 91 dB 
SPL/W/m; FR 42-22,000 Hz +3 dB. 10.25 x 10.7 x 
JAGAN 29:8 ID See boc eee au HE $899/pr 
Mercury Gold II. Tuned-port bookshelf speaker; 8" 
woofer, dome tweeter. FR 52-20,000 Hz +3 dB; 
power range 25-120 W; sens 93 dB SPL/W/m; imp 8 
ohms; 9.75:x 20x09 ms. 171b. ees $850/pr 
Mercury S. 2-way speaker with ducted port. Features 
10-100 W power range; nom imp 8 ohm; sens 89 dB 
SPL/W/m:; crossover at 3,000 Hz. 9.8 x 8.25 x 19.6 in; 
Maiba o dM. o He Fete DA s $599/pr 
Eclipse. Tuned-port bookshelf speaker; 6.5" woofer, 
dome tweeter. FR 53-20,000 Hz +3 dB; power range 
25-100 W; sens 93 dB SPL/W/m; imp 8 ohms; 8 x 12 x 
VOU ELA S ESSERE EN TOT RTI UCET ETT E $350/pr 


Comet Series 

C-10. 2-Way speaker. Features 10" polycone woofer; 
1” dome tweeter; high-density particle-board cabinet; 
nom imp 8 ohms; 125 W/ch max power handling; 
sens 94 dB. 24x 12x 11.5 in; 27 lb ...... $499/pr 
C-8. 2-Way speaker. Features 8" polycone woofer; 1" 
dome tweeter; high-density particle-board cabinet; 
nom imp 8 ohms; 100 W/ch max power handling; 
sens 93 dB. 19x 10.25 x 9 in; 17.5 Ib..... $399/pr 


The listings are based on data 
provided by the manufacturers. For 
more product information, contact 

an authorized dealer or the 


manufacturer directly. Manufacturers' 
addresses and phone numbers are 
listed in the directory 
beginning on page 217. 





C-6. 2-Way speaker. Features 6!2” polycone woofer; 
34" dome tweeter; high-density particle-board cabi- 
net; nom imp 8 ohms; 100 W/ch max power 
handling; sens 90 dB. 11.9 x 8 x 8.5 in; 10 Ib$299/pr 


TDL 


Reference Standard Transmission Line Speakers 

Floor-standing, dual transmission-line bass, 6-sided 
speakers. Feature 2 mid-range units loaded by their 
own transmission-line; 2 woofers; 2-tweeters mount- 
ed symmetrically in-line around the central super- 
tweeter; 2-sets of input terminals for bass and mid & 
upper frequencies optional; 4-way crossover at 200 
Hz; FR 16-35,000 Hz; imp 4-8 ohms; sens 87 
dB/W/m; 1180 x 558 x 496 cm; black w/ polished 
aluminum trim or brown w/ laminated wood top and 
solidibrasstribDic doe fo aee m $6,995/pr 


Monitor Transmission Line Speakers 

Floor-standing, transmission-line speakers. Feature 
full transmission-line loading around bi-radial woof- 
er; solid polystyrene diaphragm with glass-fibre 
reinforcing; midrange unit 15 cm doped polymer 
cone; magnesium alloy metal dome tweeters; chemi- 
cal dome ferro-fluid controlled super-tweeter; mag- 
nets have vented poles; 2-pairs of input terminals for 
bass frequencies and for mid & high frequencies; 4- 
way electrical crossover at 300 Hz; FR 18-35,000 Hz; 
imp 4-8 ohms; sens 87 dB/W/m; 1150 x 300 x 470 cm; 
Walnut with gold trim and brown grille, or black with 
silver trim and black grille............. $4,595/pr 


Studio 3 Transmission Line Speakers 

Transmission-line speakers. Feature 2 doped Cobex 
cone, vented pole woofers; magnesium alloy, sus- 
pended metal dome, ferro-fluid tweeter with separate 
rear chamber; 2-way electrical crossover; FR 24- 
20,000 Hz; imp 8 ohms; sens 87 dB/W/m; 950 x 300 x 
416 cm; walnut or black finish ......... $1,995/pr 
Studio 2. Similar to Studio 3 except 1 Cobex cone 
woofer; FR 20-20,000 Hz; 850 x 270 x 376 
CH Gia ay ee TAM OM ESTESA GS TN $1,545/pr 


Super Compact Loudspeaker 

Reflex system speakers. Feature 20.5 cm doped 
Cobex cone, vented pole woofer; 2.5 cm magnesium 
alloy metal dome tweeters with separate rear cham- 
ber; 2-way electrical crossover at 3,000 Hz; FR 28- 
20,000 Hz; imp 8 ohms; sens 87 dB/W/m; 500 x 270 x 
312 cm; walnut or black finish ......... $1,095/pr 
Compact Loudspeaker. Similar to Super compact 
loudspeakers except 16.5 cm doped Cobex cone 
woofers; FR 30-20,000 Hz; sens 86 dB/W/m; 440 x 
230 x: 28 TCI sse PET e EE V ES $935/pr 


TECHNICS 


SB-RX50 Bass-Reflex Bookshelf Speaker 

2-way speaker with 9.5" flat-diaphragm woofer and 
coaxial 1.12" flat-diaphragm tweeter. Can be placed 
upright or sideways without affecting sound quality. 
FR 30-48,000 Hz at 16 dB below average level; max 
power 160 W music; sens 87 dB SPL/W/m; imp 6 
ohms. Wood finish. 11.89 x 18.92 x 11.09 in; 36.4 
Ib Eo Lc Ela ES Ie SN Se RE een $1,050/pr 


SB-RX30 2-Way Bookshelf Speaker 

Bass-reflex speaker with magnetic shielding for place- 
ment near TV's. Features 9" flat-diaphragm woofer 
and 1.12" flat-diaphragm coaxial tweeter. FR 44- 
30,000 Hz at 16 dB below average level; max power 
120 W music; sens 88 dB SPL/W/m; imp 6 ohms. 
Wood finish. 10.56 x 14.97 x 8.97 in; 16.5 Ib $490/pr 


SB-L96 3-Way Floor-Standing Speaker 

Bass-reflex speaker with diffuser-equipped tweeter. 
Linear-phase design for waveform fidelity. Features 
15" cone woofer; 4" cone midrange; 2.12" cone 
tweeter; aluminum bobbins and heat-resistant voice 
coils for high power handling; non-resonant fabric 
dust caps. FR 32-22,000 Hz at 16 dB below average 
level; max power 200 W music; sens 93 dB 


SPL/W/m;imp 8 ohms. Simulated woodgrain finish. 
17:75/:x 31:36 x 12:92 m:£35:9 1b... $380/pr 


SB-C250 2-Way Compact Speaker 

With 7" crystallized MICA PP-diaphragm cone 
woofer, 1” dome tweeter. Max power 100 W music. 
9:19 50 14:62:38 ienr a oO. ae 5 $340/pr 


SB-L76 3-Way Floor-Standing Speaker 

Bass-reflex speaker with 12" woofer; 4" midrange; 
2.12" tweeter; aluminum bobbins and heat-resistant 
voice coils for high power handling; non-resonant- 
fabric dust caps. FR 33-22,000 Hz at 16 dB below 
average level; max power 150 W music; sens 92 dB 
SPL/W/m:; imp 8 ohms. Simulated woodgrain finish. 
14.19 x 27.16 x 12.84 in; 23.8 Ib. ........ $280/pr 


SB-L56 3-Way Floor-Standing Speaker 

Bass-reflex speaker with 10" cone woofer, 4" cone 
midrange, 2.12" cone tweeter. FR 37-22,000 Hz at 16 
dB below average level; max power 120 W music; 
sens 92 dB SPL/W/m; imp 8 ohms. Simulated 
woodgrain finish. 12.78 x 25.59 x 10.56 in; 18.7 
Ibo 6i ciae 1439 uos pe lu cele d aig dis $230/pr 


SB-L36 2-Way Floor-Standing Speaker 

Bass-reflex speaker with 10" cone woofer, 2.12" cone 
tweeter. FR 42-22,000 Hz at 16 dB below average 
level; max power 100 W music; sens 92 dB 
SPL/W/m: imp 8 ohms. Simulated woodgrain finish. 
12578 25:16 8:97/1n:16:3]D.- 2 s $160/pr 


Micro Series 


SB-F2MK2 Mini Honeycomb-Disc Speaker 

Sealed-box speaker in die-cast metal enclosure. Inter- 
nally shielded. Resettable thermal relay protection. 
Protective metal grilles. Switchable 4/8-ohm imp; 
tripod mountable. Linear-phase design. Contains 
5.5" honeycomb disc woofer; 1.12" honeycomb disc 
tweeter. FR 55-33,000 Hz +5; max power 100 W 
music, 50 W DIN; sens 88 dB SPL/W/m; imp 4/8 
ohms; metallic; 11 Ib; 6.25 x 10.06 x 6.75 in$410/pr 


SB-R100 Passive-Radiator Speaker 

Ported speaker for wall mounting. Features 3 concen- 
tric coaxial honeycomb-disc drivers, outermost of 
which is a passive radiator, all in the same plane for 
phase linearity; resettable thermal relay protection; 
internally shielded; includes wall-mounting kit and 
flat speaker cables. Contains 10” (outer diameter) 
honeycomb-disc passive radiator; honeycomb-disc 
woofer; | honeycomb-disc midrange; | honeycomb- 
disc tweeter. FR 70-25,000 Hz +5 dB; max power 100 
W music, 50 W DIN; sens 87 dB SPL/W/m; imp 8 
ohms; available in black; 9.9 Ib; 12.36 x 12.36 x 2.5 
HYS clan ERE bes et eet ban $480/pr 


SB-FIMK2 Mini Honeycomb-Disc Speaker 

Sealed-box speaker in die-cast metal enclosure; Inter- 
nal shielding; resettable thermal relay protection; 
protective metal grille; switchable 4/8-ohm imp; 
tripod mountable; linear-phase design. 4.75" woofer; 
1.12” tweeter. FR 65-33,000 Hz + 5 dB; max power 80 
W music, 40 W DIN; sens 86 dB SPL/W/m; 6.4 lb; 
5:253 x:8,3:3€:5:36 INS: EL vere eR EE $340/pr 


SB-S20 2-way Speaker 
2-way acoustic suspension bookshelf speaker. Fea- 
tures 4" woofer; 1.5" tweeter; imp 8 ohms. $100/pr 


THIEL 


CS 3.5 Coherent Source Speaker 

Floor-standing  electronic-bass-equalized speaker 
with 10" cone woofer, 4" cone midrange, and 1" dome 
tweeter. Features complete time coherence by sloping 
baffle; complete phase coherence by synthesized first- 
order crossover system; 3-dimensional sculpted anti- 
diffraction baffle; electronic bass system; magnetic 
distortion reducing drivers; cast magnesium driver 
chassis; polypropylene crossover capacitors; 30-mm 
thick cabinet panels; real wood veneer. FR 23-20,000 
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Hz +2 dB; Power range 50-250 W rms; sens 89 dB 
SPL/W/m; imp 4 ohms. Teak, oak, walnut, black, 
rosewood finishes. 13 x 42 x 13 in; 75 Ib . $2,450/pr 


CS 2 Coherent Source Speaker 

Floor-standing ported speaker with 8" cone woofer, 
3" cone midrange, and 1" dome tweeter. Completely 
time and phase coherent. Time coherence achieved 
with sloping baffle; phase coherence achieved with 
synthesized first-order crossover networks. Features 
anti-diffraction grille; cast magnesium driver baskets; 
polypropylene crossover capacitors. FR 38-20,000 Hz 
+2 dB; power range 50-250 W; sens 87 dB SPL/W/m; 
imp 6 ohms. Oak, walnut, black, rosewood, teak 
finishes. 12x 39x 12 in; 62 Ib. ......... $1,550/pr 


CS1.2 Coherent Source Loudspeaker 

Floor-standing system with sloping baffle. Features 
metal dome tweeter; woofer features cast magnesium 
chassis; polypropylene diaphragm; sculpted grille; FR 
52-18,000 Hz +2 dB; phase response of min +10; 
sens 87 dB/W/m; imp 8 ohm; cabinet constructed 
with 1" MFD; heavy internal bracing; finished with 
Teak, Walnut, Oak, Rosewood, Black laminate; 26.5 
1:90:22 OLS CM AT Dials = alice codes $1,090 


ULTRALINEAR By ESS 


UL-1530 Speaker 

Floor-standing 3-way acoustic-suspension speaker 
protective circuit and resetting circuit breaker. Fea- 
tures 15” cone woofer; 4.5” cone midrange; 2.5” cone 
tweeter. FR 40-22,000 Hz +3 dB; minimum power 10 
W rms, max power 125 W rms; sens 92.5 dB 
SPL/W/m; imp 4 ohms; walnut, grain vinyl finish; 54 
pede 20/15 3: 4/5 HB £e erre za $318/pr 


UL-1230 Speaker 

Floor-standing acoustic-suspension speaker with 12" 
cone woofer, 4.5" cone midrange, and 2.5" cone 
tweeter. Features protective circuit with resetting 
circuit breaker. FR 45-22,000 Hz +3 dB; minimum 
power 5 W rms, max power 100 W rms; sens 92.5 dB 
SPL/W/m; imp 4 ohms; walnut grain vinyl; 29 Ib; 14.5 
RUPEES KEES TH esen aee, $260/pr 


UL-1030 Speaker 

Floor-standing acoustic-suspension speaker with 
protective circuit and resetting circuit breaker. Con- 
tains 10" cone woofer; 4.5" cone midrange; 2.5" cone 
tweeter. FR 50-22,000 Hz +3 dB; minimum power 5 
W rms, max power 100 W rms; sens 92.5 dB 
SPL/W/m; imp 4 ohms; walnut vinyl finish; 29 Ib; 
13:55:26: 5:900 35 anus ERES ERES $198/pr 


UL-208 Speaker 

Bookshelf acoustic-suspension speaker 8" cone woof- 
er and 2.5" cone tweeter. Features protective circuit 
with resetting circuit breaker. FR 60-22,000 Hz +3 
dB; minimum power 5 W rms, max power 100 W 
rms; sens 93 dB SPL/W/m; imp 4 ohms; walnut grain 
vinyl finish; 18 Ib; 10.75 x 18x 8in...... $158/pr 


VANDERSTEEN AUDIO 


Model 4 5-Way Speaker 

Floor-standing dynamically aligned sealed, 5-way 
speaker in cast basket. Features two 12" cone 
subwoofers; 8" cone woofer; 4.5" cone midrange; 
1.12" dome tweeter; 0.75" dome supertweeter. FR 26- 
30,000 Hz +2 dB; power range 100-200 W; sens 89 
dB; imp 4 ohms. 18x 52x 17 in........ $3,850/pr 


Model 2C 4-Way Speaker 

Floor-standing 4-way bi-wired speaker. Features 10" 
cone subwoofer; 8" cone woofer; 4.5" cone midrange; 
1” dome tweeter. FR 29-21,000 Hz +2 dB; power 
range 40-150 W; sens 89 dB SPL/W/m; imp 8 ohms. 
16 x 36 x 10 in; 60 Ib. Oak or walnut... . $1,125/pr 


2W Subwoofer 
Floor-standing sealed speaker with three 8" cone 
woofers. Features 200-W internal amp; cast basket; 


crossover. FR 26-80 Hz +3 dB; sens 82-94 dB 
SPL/W/m. 18 x 18 x 17 in; 80 Ib. Oak or walnu- 
tea 3s oe AU SOME et ER S $1,200/ea 


Model 1B 2-Way Speaker 

Floor-standing ported speaker. Features 8" cone 
woofer; 1” dome tweeter. FR 38-20,000 Hz +3 dB; 
power range 20 W; sens 100 dB sPL/W/m; imp 8 
ohms. 12 x 36 x 10 in; 50 Ib. Oak or walnut $650/pr 


VECTOR RESEARCH 


All Vector Research speakers feature anti-resonant 
one-piece woofer baskets; mid- and high-frequency 
drivers with ferrofluid damping; sofi-dome tweeters; 
bass-reflex design; 8 ohm impedance; light-oak finish. 


VSP-124. Features 12" woofer; 5” midrange; 1” 
tweeter; 12" passive radiator. Power range 10-250 W; 
sens 92.dB. 14:5 x 39:25 x 12.5 in. s $250 ea 
VSP-123. Features 12” woofer; 5" midrange; 1” 
tweeter. Power range 10-250 W; sens 92 dB. 14.13 x 
PES eR ADs oes e aon Se taal Ere $200 ea 
VSP-102. Features 10” woofer; 1” tweeter. Power 
range 10-120 W; sens 90 dB. 13 x 27 x 11 in$150 ea 
VSP-82. Features 8” woofer; 2” tweeter. Power range 
10-50 W; sensitivity 89 dB SPL/W/m. 10.63 x 18.75 x 
SBS eee Se en Ee ENR G $80 ea 


VELODYNE ACOUSTICS 


ULD-18 Powered Subwoofer 

Floor-standing subwoofer with servo-controlled 
long-throw 18” driver with 3” peak-to-peak linear 
travel; 400-W amplifier; electronic crossover set at 85 
Hz; level control to match subwoofer output to 
satellite speaker output; walnut, oak, or black. FR 15- 
85 Hz +3 dB; max undistorted output of 32 Hz 114 
dB; cabinet 23 x 31 x 22 in;amp 17x 3.5x 11 in$2,595 
ULD-15. As ULD-18 but with 15” driver and 17 x 22 
x 18 in cabinet, output capability 109 dB at 32 
a EAL PRES 2g me ANS Eie a rere EI E $1,795 


ULD-12 Powered Subwoofer 

12” servo-controlled down-firing driver; 100-W rms 
Class B amplifier; passive crossover set at 85 Hz; line- 
or speaker-level connection; subsonic filter —3 dB at 
15 Hz; walnut, oak veneer, or black. FR 18-85 Hz +3 
dB; output capability 103 dB; cabinet 16 x 17 x 21 in; 
controller 8 x 1:5 x 6 me 32 Ibs... e ee $1,195 


Passive Crossover/Bypass 
High-pass crossover with bypass capabilities for 
ULD-IS'UEDAI5 7X 1553761555. Sex eure $195 


WHARFEDALE 


Precision Series 

512.2 4-Way Speaker 

4-way speaker with tuned-port enclosure. Features 
two 8" cone woofers; 4" cone midrange; 34" metal- 
dome tweeter; FR 30-22,000 Hz +3 dB; sens 90 dB; 
crossovers at 1,000 and 5,000 Hz; nom imp 8 ohms; 
red mahogany finish. 35 x 11 x 11 in; 53.9 Ib$950/pr 


510.2 3-Way Speaker 

3-way speaker with tuned-port enclosure. Features 8" 
cone woofer; 4" cone midrange; 34” metal-dome 
tweeter; FR 35-22,000 Hz +3 dB; sens 90 dB; 
crossovers at 1,000 and 5,000 Hz; nom imp 4 ohms; 
Available with red mahogany finish. 24 x 11 x 11 in; 
30; IDA SO US ee eer v a M e $700/pr 


507.2 2-Way Speaker 

2-way speaker with tuned-port enclosure. Features 8" 
cone woofer; 34" metal-dome tweeter; FR 40-22,000 
Hz +3 dB; sens 90 dB; crossover at 5,000 Hz; nom 
imp 8 ohms; red mahogany finish. 19 x 9x 11 in; 22.5 
IB M us oe ON ete dod eh SA S. $470/pr 


504.2 2-Way Speaker 

2-way speaker with tuned-port enclosure. Features 4" 
cone woofer; 34" metal-dome tweeter; FR 48-22,000 
Hz +3 dB; sens 86 dB; crossover at 3,500 Hz; nom 
imp 8 ohms; red mahogany finish. 11 x 7x 8 in; 10 
[Bias chuck ieee am C RU ets $330/pr 


Delta Series 

Delta 90 3-Way Speaker 

3-way speaker with tuned-port enclosure. Features 
10” woofer; 4" cone midrange; 34" polymide, soft- 
dome tweeter; FR 35-20,000 Hz +3 dB; sens 89 dB: 
crossovers at 1,000 and 5,000 Hz; nom imp 8 ohms. 
DIRAL QBS WE 5 CE Se | 0 Ree urs 9 em eT $700/pr 


Delta 70 2-Way Speaker 

2-way speaker with tuned-port enclosure. Features 8” 
woofer; 34” polymide, sofi-dome tweeter; FR 35- 
20,000 Hz +3 dB; sens 89 dB; crossover at 3,500 Hz; 
nom imp 8 ohms. 21 x 11 x 8 in; 16.5 1b.. $450/pr 


Delta 50 2-Way Speaker 

2-way speaker with infinite-baffle design. Features 8” 
woofer; 34" polymide, soft-dome tweeter; FR 45- 
20,000 Hz + 3 dB; sens 89 dB; crossover at 5,000 Hz; 
nom imp 8 ohms. 18 x 10 x 8 in; 13.2 lb.. $350/pr 


Delta 30 2-Way Speaker 

2-way speaker with tuned-port enclosure. Features 
612” woofer; 34" polymide, soft-dome tweeter; FR 45- 
20,000 Hz +3 dB; sens 89 dB; crossover at 5,000 Hz; 
nom imp 8 ohms. 15 x 8x 6 in; 8.8 Ib.... $270/pr 


Diamond Series 

Ritz Diamond Speaker 

Tuned-port design speaker with built-in 20-W ampli- 
fier. Features 6.5” woofer; ¥4” polymide, soft-dome 
tweeter; FR 40-22,000 Hz +3 dB; sens 90 dB; 
crossover at 5,000 Hz; imp 8 ohms; black finish. 14 x 
OKEM OAD A eeu eI. $450/pr 


Active Diamond Plus Speaker 

Built-in amp with 3rd-generation monolithic devices; 
on/off switch; volume control; bass-reflex; 4.5" woof- 
er, 0.75" tweeter; 5th-order crossover; choice of 6 
DrüsHes clos he Sasa chen a a A $350/pr 


Diamond III Speaker 

2-way speaker with 4.5" woofer, 0.75" tweeter, with 
Sth-order crossover, in choice of 15 finishes. FR 5- 
20,000 Hz; output 101 dBA DIN; imp 8 ohms; power 
range 15-100 watts program ............ $300/pr 


WOLCOTT AUDIO 


MDF Omnisphere Speaker 

Floor-standing bass-reflex speaker uses a single point 
source of sound with a spherical dispersing surface. A 
vertically aligned tweeter driving the space between 
opposing and closely spaced 6" radius sphere and 
semisphere forms a radial horn which along with 4 
quadrant pyramid-mounted woofer/midrange driv- 
ers produces single-point-source omnidirectional dis- 
persion. Features four 6.5" polypropylene-cone, bu- 
tyl-surround woofers; 28 mm soft-dome tweeter; auto 


PRICES LISTED 


are manufacturers' suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 
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Wayne Lynch 





Back By 
Popular Demand. 


At one time, peregrine falcons nested by the thousands throughout 
the United States. But with the widespread use of the insecticide 
DDT in the 1940s and 1950s, the species suffered greatly. In the 
eastern U.S., the peregrine falcon disappeared entirely. 

Now peregrine falcons have made a comeback, thanks to efforts 
by conservationists. 

Since 1975 when recovery programs were established, 752 
peregrines have been released in the eastern U.S., and there has been 
a steady increase in the nesting population. 

With wise conservation policies, other once rare species such as 
the American alligator and the bald eagle have also made comebacks. 

Help save our endangered species. Join the National 
Wildlife Federation, 
1412 16th Street, NW, 
Washington, DC 
20036-22060. 


Working tor the Nature of Tomorrow,, 






w 


wa 








NATIONAL WILDLIFE FEDERATION 


electronic tweeter protection. FR 30-20,000 Hz +3 
dB; power range 20-250 W rms; sens 90 dB SPL/W/m; 
imp 6 ohms. Unit on casters with floor-loaded ports. 
Walnut-veneer finish. 21 (at base) x 50 x 21 (at base); 


86 Ibans ha salen ele ee OU VIE $3,750/pr 

MDH. Same as MDF except black/grey high-tech 

ANISH o SM PU S eO AE $2,950/pr 
YAMAHA 

Monitor Speakers 


NS-1000M 3-Way Speaker 

Bookshelf speaker with 12" woofer, 3.5" Beryllium- 
dome midrange; 1.12" tweeter. Features tangential- 
edge suspension; acoustic-suspension design; acous- 
tic equalizers. Music input power 200 W; sens 90 dB 
SPL/W/m. 14.75 x 26.62 x 12.89 in; 68.2 1b$1,498/pr 


NS-100X 3-Way Speaker 

Bookshelf speaker with 9" pure-carbon-fiber cone 
woofer, 2.36" pure-carbon fiber cone with titanium- 
carbide dome midrange; 1.19” titanium-carbide 
dome tweeter. Features field-isolation dual-magnetic 
system; low-distortion crossover network. Music 
input power 160 W; sens 91 dB SPL/W/m. 12.25 x 
20:88 x 10:83 10; JO D; 2. 5 ae eek Sens $598/pr 


NS-20M 3-Way Speaker 

Bookshelf speaker with 9" pure-spruce cone woofer, 
1.88" titanium-carbide semi-dome tweeter; 1.12” 
titanium-carbide semi-dome supertweeter. Features 
resonance-free enclosure with 3-way mitered con- 
struction. Music input power 160 W; sens 91 dB 
SPL/W/m. 10.62 x 16 x 10 in; 20.9 Ib .... $498/pr 


NS-10M 2-Way Speaker 

Bookshelf speaker with 7” singlesheet white-cone 
woofer, 1.36" soft-dome tweeter, acoustic-suspension 
enclosure, high-efficiency max-sound-dispersion de- 
sign. Music input power 100 W; sens 90 dB SPI/W/m. 
RAS AS x L/5un;1321B es $325 $398/pr 


FFT Series 

NS-A10.3 3-Way Speaker 

3-way speaker with 10” woofer with mica polypropyl- 
ene cone and magnesium basket. Features 4.5” 
midrange driver; |” linear phase soft dome tweeter; 
crossover with polypropylene capacitors; FFT com- 
Düter design 225,9 4 x. oak coe este $518/pr 


NS-A10.2 2-Way Speaker 

2-way speaker with 10" woofer with mica polypropyl- 
ene cone with magnesium basket. Features 1" linear 
phase soft dome tweeter; crossover with polypropyl- 
ene capacitors; FFT computer design. .... $418/pr 


NS-A8.2 2-Way Speaker 

2-way speaker with 8" woofer with mica polypropyl- 
ene cone and magnesium basket. Features 1" linear 
phase soft dome tweeter; crossover with polypropyl- 
ene capacitors; FFT computer design. .... $338/pr 


NS-A7.7 2-Way Speaker 

2-way speaker with 7" woofer with mica polypropyl- 
ene cone. Features 34" linear phase soft dome tweeter; 
crossover with polypropylene capacitors; FFT com- 
puter:designacsU- CERUNES ed ea Hd $218/pr 


Subwoofers 

NS-W10 Super Woofer 

Super woofer system with 8” woofer and built-in 60 
W/ch amplifier. Features double-magnet magnetic 
shielding; 2 section enclosure; FR 80-120 Hz; switch- 
able low-pass filter (18 dB/octave); volume con- 
COs ea a oe REDE eee $359 ea 


NS-W2 Super Woofer 

Supplements bass response for any speaker system. 
Especially useful for compact speakers. Features 10” 
woofer; built-in 40-W amp with volume control; 
magnetic shielding; easy system connection. 17.81 x 


IAEA 12/36: 1n:24/6 Ibo 2535 7 a sleeve Tes $289 ea 


HEADPHONES 


AKG ACOUSTICS 


K340 Stereo Headphones 

Two-way electrostatic/dynamic headphones with 
fixed-charge electrostatic transducer/dynamic MC 
transducer and passive diaphragms in each earcup. 
Connects directly to headphone jack of receiver or 
amp or across speaker output terminals. FR 15-25,000 
Hz; SPL 117 dB at 0.1% THD; nominal imp 400 ohms; 
max continuous input 200 mW/ch at 117 dB SPL; 
includes 10-ft 4-conductor cables with 3-conductor 
.25" stereo phone plug; 13.5 0z............. $235 


K280 Circumaural Headphones 

Features parabolic-type, dual-transducer design in 
each earcup; low imp electrical circuit; matches 4-75 
ohm outputs. Comes with 9.8 ft cable, standard 
stereophone plug. 8.8 OZ .............. Lis. $195 


K260 Open Air Headphones 

Open air, circumaural stereo headphone with dy- 
namic MC transducers. Matches 4-600 ohm outputs. 
10 ft cable; standard stereo plug; 9.2 oz...... $170 


K240 DF Studio Monitor Headphones 

Designed with a flat frequency response based on 
European requirements for reference monitor head- 
phones. FR 20-20,000 Hz +2 dB; max input 11 V; 
Matches 4-600 ohm outputs; max SPL 95 dB at 
— 0.390 THD; With 2.5 m cable and standard stereo 
phone DULAS S ORE NaN om vsu Cet s: $150 


K240M Free-Field Headphones 

Free-field stereo headphones; dynamic MC transduc- 
er and 6 passive radiators in each circumaural cup. FR 
15-20,000 Hz; imp 600 ohms; max SPL 119 dB at 0.3% 
THD; supplied with 10-ft 4-conductor cable and .25" 
phone DUES NOn iren! esc RR pU STEIN EROR e pt $150 


K145S Electrostatic/Dynamic Headphones 

Two-way electrostatic/dynamic semi-open head- 
phones. FR 25-24,000 Hz +3 dB; imp 150 ohms; 
phone connector; 6 oz, cord 10 ft. long ...... $110 


K-141M Monitor Headphones 

Semi-open stereo dynamic pro monitoring head- 
phones with MC transducers. FR 20-20,000 Hz; max 
SPL 120 dB at 0.5% THD, imp matches 4-600 ohms; 
10-ft 4-conductor cable and standard 3-conductor 
stereo phone plug; 69 02.......... lessen. $100 


K135 Headphones 

Semi-open dynamic headphones. FR 25-18,000 Hz 
+ 3 dB; imp 150 ohms; phone connector; 5.6 oz.; cord 
LORAINE 5.0 eu TE ada 5,07. SEEMS $80 


K130 Stereo Headphones 

Supra-aural stereo headphones with dynamic MC 
transducers. FR 20-20,000 Hz; max SPL 119 dB; imp 
200 ohms at 0.796 THD; 10-ft 4-conductor cable with 
3-conductor stereo phone plug; 4 0z.......... $70 


K55 Supra-Aural Headphones 

CAD/CAM designed supra-aural stereo headphone 
with wire headband construction. Matches 4-150 
ohm ouputs. Comes with 9.8 ft cable; combination 
standard/mini stereo phone plugs. 3.2 oz. ...... $50 
K21TV. As above with cable-mounted control box 
for left/right level adjustment, stereo/mono switch, 
and dual channel mode for SAP broadcasts. . . . $60 





K45 Stereo Headphones 

Ultra-lightweight supra-aural stereo headphones 
with dynamic MC transducers. FR 30-18,000 Hz; max 
SPL 117 dB at 0.9% THD; matches 4-200 ohm outputs; 
10-ft 4-conductor cable; combination standard/mini 
stereo phone: plug 2.7 OF ctw << eere re ear $60 


K-2 Mini Headphones 

2 MC dynamic transducers; adjustable earcups with 
washable cushions; matches 4-200 ohm outputs; 9 ft 
cable; standard/mini stereo phone plug ....... $45 


ALPHASONIK 


HP-1 Headphones 
Walkman-style lightweight headphones with high- 
efficiency samarium-cobalt magnets. ......... $15 


AUDIO-TECHNICA 


Sound Guard Series 

SG750CD. Full-size, closed back headphones with 
full-range, 40mm, mylar drivers; FR 20-20,000 Hz; 
.25" phone plug connector; 4.7 OZ. ........... $50 
SG500CD. Superaural stereophones with oversize 
earpieces for improved isolation. FR 20-20,000 Hz; 
mini-connector with .25” adaptor; 2.0 oz. ..... $40 
SG450. Ultra-light weight "turbo" stereophones. 
Bass-vent design; fully adjustable headband; FR 20- 
20,000 Hz; mini connector with .25" adaptor; .5 
US e re rs Nera N use c EIE $30 
SG430. Micro earbuds with full-range drivers; FR 35- 
20,000 Hz; mini connector with .25" adaptor and 
extra earpiece covers; 0.30z ........... sees $25 
SG410. Ultra-light mini headphones with polymer 
dome drivers; FR 40-20,000 Hz; mini connector with 
25": adaptor 120:62. 2. e $7 ER Let e TR hos $15 


AP1400 Open-Back Headphones 
Imp 4-16 ohms; FR 20-22,000 Hz; sens 105 dB 
SPL/W/m; 0.25" phone plug; 10 ft cable; 5.5 oz . $60 


AP1300 Closed-Back Headphones 
Imp 4-16 ohms; FR 20-20,000 Hz; sens 108 dB 
SPL/W/m; 0.25” phone plug; 10 ft cable; 5.4 oz . $50 


AP1200 Open-Back Headphones 
Imp 4-16 ohms; FR 20-20,000 Hz; sens 90 dB 
SPL/W/m; 0.25" phone plug; 6 ft cable; 3.3 oz... $40 


AZDEN 


DSR-DM90 Digital Monitor Headphones 

Features over-sized drivers; samarium cobalt mag- 
nets; 16-micron polymer and copper-clad aluminum 
wire; gold-plated mini plug; gold-plated adaptor plug 
for Standard jacks a o3 o OA LS $100 


DSR-50 Open-Air Headphones 

Dynamic lightweight headphones with double-dome 
40-mm diaphragm made of 16-micron-thick poly- 
mer. Features ultra-lightweight copper-clad alumi- 
num-wire voice coils; gold-plated mini plug; gold 
plated mini to phono plug adaptor; Digital ready. FR 
16-25,000 Hz +3 dB; imp 300 ohms; max power 200 
mW; sens 101 dB at 1 mV/ch at 1,000 Hz; 195 g$80 


DSR-48 CD Compatible Headphone 
Super lightweight version of DSR 50. sens 97 dB 
SPL/WI M i Ves NER ie che Er seen $70 


DSR-18 Headphones 

Dynamic headphones. Features imp 60 ohm; sens 
103 dB SPL/W/m; max input 200 mW; FR 15-22,000 
Hz; 3-meter cord; gold-plated mini plug; gold-plated 
adaptor plug for standard jacks.............. $70 


DSR-12 Phone-Plug Headphones 

Standard size headphones with extremely lightweight 
ear units. FR 20-22,000 Hz +3 dB; imp 200 ohms; 
sens 105 dB SPL with 1-mW input of 1,000 Hz; max 
power 100 mW; phone connector. ........... $60 


DSR-88 Micro-Dynamic Headphone 

In ear design. Mini to .25" gold-plated adaptor. Sens 
104 dB W/m; dynamic samarium cobalt speaker 
arid cov E Een Mem ME dose d e $45 


DSR-42 Headphones 

Dynamic headphones. Features imp 50 ohms; sens 
102 dB SPL/W/m; max input 100 mW; FR 20-20,000 
Hz; 2 meter cord; 3.5 mini-plug ............. $40 


BANG & OLUFSEN 


Form 1 Headphones 

Dynamic, semi-open headphones. Features light- 
weight self-adjusting earpads with tension relief pads 
to remove pressure from ear. FR 20-20,000 Hz +3 
dB; imp 35 ohms; mini & phone connector. . . $120 
Form 2 Headphones): 225.0055 sn oso Pe $60 


BEYER DYNAMIC 


DT 484A Standard-Reference Headphones 

Audiometric-calibration, standard-reference head- 
phones for acoustic measurements. FR 16-20,000 Hz; 
max power 200 mW; imp 5 ohms. .......... $320 


DT 48 Headphones 

Features removable/replaceable ear cushions and 10- 
ft coiled cable. FR 16-20,000 Hz +2 dB; imp 200 
ohms; sens 105 dB SPL with 1-mW input at 1,000 Hz; 
max power 96.8 mW; phone plug; 14 oz without 
GO A. n d OSEE Sues um Su bu n $300 


DT 109 Headphones with Microphone 

Headphones with dynamic boom microphone for use 
in live and remote broadcasting. Features rugged 
modular construction, available with straight or 
coiled 10-ft cord in numerous mic and headphone 
impedances, comfortable for extended wearing. FR 
30- 20,000 Hz +3 dB; imp 400 ohms; sens 94 dB SPL 
with 1-mW input at 1,000 Hz; max power 1,000 mW; 
phone plug; 14.5 oz with cord.............. $214 


DT 880 Headphones 

Semi-open, circumaural headphones with rare-earth 
magnets. FR 5-25,000 Hz +3 dB; imp 600 ohms; sens 
94 dB SPL with 1-mW input of 1,000 Hz; max power 
100 mW; phone plug; 10° cord length; 7 oz with 
Gordo a A Te AE SREY ge oe nd AES ot OE $159 
DT 880 Studio. Studio version of the DT 880 where 
extremely wide frequency response and long wearing 
comfort is required. FR 5-35,000 Hz +3 dB; all other 
Specs same as DT 880... eee oq» $219 


DT 990 Dynamic Headphones 

Circumaural stereo headphones with very large, low- 
mass-diaphragm design. Frequency response equal- 
ized to diffuse soundfield method. FR 5-35,000 Hz 





STEREO BUYERS’ GUIDE 989 — 171 


HEADPHONES 


+3 dB; imp 600 ohms; max power 100 mW 116 dB 
SPL; sens 96 dB at 1 mV/ch at 1,000 Hz. Includes 
(PST CONMCCIOL VOZ oec eae dE wi eas $199 


DT 108 Headphones with Microphone 

Combination single-muff headphone with dynamic 
boom microphone for live and remote broadcasting. 
Features rugged modular construction, straight or 
coiled cord with numerous mic and headphone 
impedances, designed for extended wearing. FR 30- 
20,000 Hz +3 dB; imp 400 ohms standard; sens 94 
dB SPL with 1-mW input of 1,000 Hz; max power 
1,000 mW; phone plug; cord length 10' coiled or 
Straight: 10.75.02 with cord ... a e ET a $182 


DT 770 Dynamic Headphones 

Circumaural stereo headphones with bass-reflex sys- 
tem to improve accuracy and detail of low frequen- 
cies. Closed design isolates ambient noise. Frequency 
response equalized to diffuse soundfield method. 
Features very large, low-mass-diaphragm design. FR 
15-30,000 Hz +3 dB; imp 600 ohms; max power 100 
mW 116 dB SPL; sens 96 dB at 1 mV/ch at 1,000 Hz. 
Includes 0.25" connector. 9 oz ............. $179 


DT 100 Montior Headphones 

Recording-studio monitor headphones for produc- 
tion and post-production. Features detachable 
straight or coiled 10° cord; available in numerous 
impedances, modular construction. FR 30-20,000 Hz 
+3 dB; imp 400 ohms; sens 94 dB SPL with 1-mW 
input of 1,000 Hz; max power 1,000 mW; phone plug; 
9/5: oz: witBsCord- an tested EX, SES $165 


DT 96A Multi-Purpose Headphones 

Headphones used in interpreting installations at 
conferences and conventions, listening libraries and 
language labs. Can be used with or without circu- 
maural ear cushions. Features detachable straight or 
coiled 10-ft cord. Frequency response 30-17,000 Hz 
+3 dB; imp 400 ohms; sens 94 dB SPL with 1-mW 
input of 1,000 Hz; max power 360 mW; phone plug; 4 
ozenthout cord - ou ELM $140 


DT 550 Lightweight Headphones 

Headphones with semi-open, circumaural design. 
Lightweight, adjustable suspension, 10-ft coiled cord. 
FR 10-22,000 Hz +3 dB; imp 600 ohms; sens 95 dB 
SPL with 1-mW input at 1,000 Hz; max power 100 
mW; phone plug; 7 oz without cord......... $139 


DT 220 Headphones 

Headphones with extremely lightweight, closed de- 
sign; wide-band drivers; soft circumaural ear cush- 
ions. FR 20-20,000 Hz +3 dB; imp 400 ohms; sens 
102 dB SPL with I-mW input at 1,000 Hz; max power 
100 mW; phone plug; 10 oz without cord .... $129 


DT 102 Single-Muff Headphones 

Headphones for broadcast, recording and disco 
cueing. Features detachable straight or coiled 10-ft 
cord; available in numerous impedances; modular 
construction. FR 30-20,000 Hz +3 dB; imp 400 
ohms; sens 94 dB max power 1,000 mW; phone plug; 
9'ozowitHout'Corde:265: 0o anes ilo $115 


DT 330 MK II Semi-Open Headphones 

Circumaural headphone with rare-earth magnets. FR 
15-18,000 Hz +3 dB; imp 40 ohms; sens 85 dB; max 
power 100 mW; phone plug; cord length 10 ft; 6.75 
02s5Without cordes erm Se ces wea TA $89 


DT 320 MK II Lightweight Headphones 

Headphones with semi-open, circumaural design. FR 
20-20,000 Hz +3 dB; imp 40 ohms; sens 88 dB SPL 
with 1-mW input of 1,000 Hz; max power 100 mW; 
mini-connector; .25" phone plug adapter; 10° cord 
length; 3.75 oz without cord ................ $75 


DT 325 

Designed as a portable tape or CD player headphone. 
FR20-20,000 Hz; imp 40 ohm; mini-connector with 
255 phone adaptor, «ta. Tuo DERAWS.. $65 


CALRAD ELECTRONICS 


15-115 Lightweight Dynamic Headphones 

Transducers designed to eliminate breakup and 
reduce harmonic distortion and phase differences. FR 
20-20,000 Hz +3 dB; imp 32 ohms; max power 300 
mW; sens 98 dB at 1 mV/ch at 1,000 Hz. Includes 
stereo 0.25" connector and shielded cable .... $165 


15-139 Stereo Headphones 

Super lightweight headphones. FR 30-20,000 Hz; sens 
100 dB; matching imp 4-32 ohms; .25" 3-way stereo 
Dues Ee Oe liie tme te coh ds $39 


15-136 Stereo Headphones 

General purposed dynamic headphones. Features 
.25" stereo plug; FR 20-18,000 Hz; imp 8 ohms; power 
OW CBR ECT es Peele IRA T Vibes hs tee $18 


15-147 Earbuds 
Earbud-type headphones. 4-ft cable, .25" stereo 
plüge mcr mb be testate T hee. $5 


CARTER-CRAFT 


40-416 Mini Headphones 

Dynamic headphones features rare-earth magnets; 
adjustable headband; 7-ft ultra-light, tangle-resistant 
cord; super-soft ear pads. FR 20-30,000 Hz +3 dB; 
imp 38 ohms. Includes mini and 0.25" connectors. 
LOL Se ie, ERIS TRADE T. Euer om $36 


40-414 Mini-Stereo Headphones 

Mini-stereo headphones with rotary volume/balance 
controls; 32 ohms; 36 mm Samarium colbalt magnets 
an mylar cones; max power 100 mW; adjustable foam 
earpieces; stereo plug with adapter; 2 oz; black . $27 


40-411 Mini Headphones 

Features rare-earth magnets; adjustable headband; 5- 
ft cord; super-soft earpads. FR 30-20,000 Hz +3 dB; 
imp 32 ohms. Includes mini and 0.25" connectors. 12 
OZ o E. Cu IDE MED t CM s $19 


40-421 Pick Pocket Headphones 

Dynamic, open-air mini headphones with 5-ft cord 
and foam earpads. Folds up to store in cassette-sized 
case (included). Mini connector. 10 oz. ....... $11 


40-417 Mini Headphones 

Dynamic, open-air headphones with 5-ft cord and 
mini connector. FR 20-20,000 Hz +3 dB; imp 32 
olimsslis o2: AILUONETOHNUE Uo ATP. m $11 


40-425 Stereo Earphones 

In-ear-type headphones feature 6-ft cord and molded 
strain reliefs. Imp 8 ohms; max power 300 mW. 
Includes miniconnector 725 ils $8 


Replacement Foam Earpads 

Replacement earpads for Carter-Craft headphones 
40-405. For 40-399 headphones. 2-pair package$2.45 
40-407. For 40-417 headphones ......... $1.65/pr 
40-409. For 40-411, 40-416 headphones. . . $2.15/pr 


DENON 


AH-D6 Open-Air Headphones 

Digital-ready headphones with foamed mica flat 
diaphragm, LC-OFC cables/wiring, and phone connec- 
tor. FR 15-22,000 Hz +3 dB; imp 32 ohms; max 
power 200 mW; sens 98 dB. ............... $100 
AH-D4. Same as AH-D6 except sens 96 dB ... $80 


AH-D3 Headphones 

Features high-polymer diaphragm with double-dome 
construction for improved rigidity and well-damped 
sound reproduction; LC-OFC voice coil to eliminate 
distortion; high-energy samarium-cobalt magnet; 1- 
point cross-support design; OFC cable......... $60 


AH-DI Headphones 
Features high-polymer film diaphragm; copper-clad 


aluminum wire in voice coil; high-energy samarium- 
cobalt magnet; l-point cross-support design; OFC 
pe] ce PN AME DC 4. oen eh di sia em RCM $50 


FOSTEX 


T20 Studio Headphones 

Regular-phase system in planar polyester ribbon 
drivers (diaphragm suspended between opposing- 
pole magnet assemblies); deposited spiral voice coil; 
oversize ear pads; adjustable headband; ansiotropic 
ferrite magnets; diaphragm 1.375"; all parts and 
assemblies secured by screws. Imp 50 ohms; sens 96 
dB with | mW; max input 200 mW; max output 119 
dB with 200 mW; frequency response 20-30,000 Hz; 
LOG OZ 1 oce ale rir SOM ER ees $89 


INTERNATIONAL 
COMPONENTS 


SHP-600 Dynamic Stereo Headphones 

For use with CD players and professional recording 
equipment. Features samarium cobalt magnets; my- 
lar conediaphrag riok name Tos. sau. $31 


SHP-400V Professional Stereo Headphones 

Ultra-slim professional stereo headphones feature 
individual left/right volume controls; FR 20-21,000 
Hz; 40 mm mylarcon drivers; max input power .5 W; 
brushed black aluminum ear-cups; chrome trim; 
leather padded cushions; adjustable headband; 6-foot 
coiled cord with .25-inch stereo phone plug; 8 
OUNCES E pee REPRE URN Kd Oe $25 


SHP-500 Slim Professional Stereo Headphones 

Ultra-slim headphones feature FR 18-22,000 Hz; 40 
mm mylarcon drivers; max input power .5 W; 6’ 
coiled cord with .25" phone plug; 7 oz; brushed black 
aluminum ear-cups with chrome trim; leather pad- 
ded cushions and adjustable headband ....... $22 


SHP-300 Cobalt Professional Headphones 

Folding professional featherlight mini headphones. 
Feature samarium cobalt drivers; sens 101 dB/W/m; 
at 1,000 Hz; FR 20-19,900 Hz; imp 4-32 ohms; 3.5 
mm stereo plug; .25" stereo adapter .......... $15 


SHP-65 Mini Stereo Headphones 

Mini, superlight, headphones feature 13 mm mylar 
speakers; frequency response 20-20,000 Hz; extra 
earpads- c7. dares ase aac S E CR CE E ET EN $8 


SHP-55 Bandless Bud Stereophones 
Open-air, lightweight, bud earphones feature re- 
sponse 20-20 HZ imp 32 ohm 1 ss aai $6 


JVC 


HAD990 Headphones 
Features large-diameter driver units with samarium 
coóbaltonaguets s. A Al Sw taU A $150 


HAD770 Headphones 
Features high-sensitivity coils made from copper- 
elad.alüminum Witt n\n)... ene $120 


HASU7 Headphones 

Surround-sound headphones. Features 2 separate 
drivers in each earcup; front/rear separation; 2 
independent plugs; moving coil ............. $90 


HAD550 Headphones 
Designed for flat frequency response. Features 24- 
karat gold-plated plug 1.5... 2. oos $45 


HACDS Headphones 
Features open-air, super lightweight design; copper- 
clad aluminum wire voice coils.............. $40 


HAD330 Headphones 

Designed for flat frequency response. Features 24- 
karatigold-plated plug rerai Weigel fe eh $35 
HAD110. As above with gold-plating......... $25 
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KENWOOD 


KH-500 Stereo Headphones 
Open-type dynamic headphones with fold-up head- 
Bader vere als Wis dye the. BU nas AY, $30 


KH-D7 Stereo Headphones 
Ultra-lightweight micro headphones with detachable 
DEA DANG! ww DEI V Veg ur EWA SU. 20 


KOSS 


Pro/450 Stereophone 

Studio and professional stereophone featuring 
unique dual element driver and neodymim magnet. 
ER*LOSSU OOO WZ. song ek Luc oc oT EE $175 


JCK/200-S Cordless Headphones 





Dynamic circumaural cordless headphones equipped 
with transmitter and AC adaptor. FR 20-20,000 Hz 
ES AB Ln duci aam i EEE a a teu $160 


JCK/100 Cordless Headphones 
Infrared cordless design. THD <.25% at 100 dB SPL. 3 
OZE Meee Ne c t ER PD RR RIPE e OF $130 


SST/10 Headphones 
Designed for digital A/V equipment. Sens 0.36 V rms 
átl dB Spams aM siete cusam $120 


Pro/4AA Stereophone 
For home and professional use. Features oversized 1" 
voice coll. FR 1022000 Hs 23-7. aute d eds $99 


Pro/AX Plus Stereo Headphones 

Dual-element design combines rare-earth magnet 
with piezo-electric element. FR 10-40,000 Hz +3 
GE eke ace mesi UNE IE pm Med $90 


Pro/4AAA Plus Stereo Headphones 
Features extra-large voice coils; oversized dia- 
phragm. FR 10-22,000 Hz +3 dB............ $70 


SST/7 Headphones 

Dynamic circumaural closed stereophone design. 
Features notch-type headband adjustment; multipi- 
voting earcups; volume balance control on coiled 
cord. FR 15-30,000 Hz +3 dB; imp 60 ohms... $70 


SST/6 Headphones 

Dynamic open-air headphones with temporal-pad 
design and volume balance control on coiled cord. FR 
LSS2 UE DOO ETZ OLIN oe, ceive (doe V rere etie tmc $60 


PortaPro Headphones 

Supra-aural folding headphones for high-end porta- 
ble or home use. Features exclusive Comfort Zone 
multi-pivoting earcup adjustments. Mini plug and 
.25" phone plug; cord length 5 ft. 2.5 oz w/cord $50 


HV/1A Headphones 

High-velocity headphones with low-mass Decilite 
drivers for 15-30,000 Hz frequency response +3 dB. 
Distortion 0.596 at 100 dB SPL; sens 0.9 V rms for 100 
dB SPL. Acoustical-sponge ear cushions; extendable 
headband with self-adjusting pivoting yokes, soft 
padded vinyl cover; 10-ft cord; 10.1 oz ....... $50 


Porta/Pro Jr. Headphones 
THD:«296at 100 GB SPE L KHz .........:... $40 


K40LC Plus Headphones 
Features dual balance controls; volume control. 
Rated at 100 ohms and 104 dB SPL W/m input. $40 


SST/5 Headphones 

Dynamic headphones with closed circumaural de- 
sign. Features adjustable leather headband and foam 
filled ear cushions. FR 20-20,000 Hz +3 dB ... $40 


KSP-II Headphones 
Portable, collapsible headphones. Features reticulat- 
ed foam ear cushion; carrying bag; 2 plugs. .... $35 


K6X Plus Dynamic Headphones 
Lightweight headphones. 100 dB SPL; imp 100 ohms; 
6:3:0250 d e LA DM CMS, Pret e t. d Oc $32 


SST/4 Headphones 
FR 20-20,000 Hz +3 dB; imp 35 ohms; sens 100 dB; 
GZ ts Be oM USUS. ner rmt $32 


KSP Sound Partner Headphones 

Featherweight phones for pocket stereo use. Folds 
into compact size to fit into denim tote bag (sup- 
plied); comes with accessory adaptors ........ $25 


KPL/4 Headphones 

Hear-through headphones for stereo, VCR or TV. 
Features self-adjusting slide bars; washable cushions; 
mini-mono adaptor; spare cushions. FR 18-20,000 Hz 
t dB; imp 100 ohms; 8-ft cord .............. $25 


KPL/3 Headphones 

Portable headphones. Features volume and balance 
controls, screw-on adaptor; spare cushions. FR 20- 
20,000 Hz +3 dB; imp 35 ohms, mini connector, 
phorte Connector: ov po rule X ET ome $20 


KFF/300 Headphones 

Blue/yellow lightweight stereophones with dual bal- 
ance controls, includes headband cover, spare large 
cushions, and .25" home adapter. Sens 100 dB; imp 
S5ODHIS a Beers cce peau eyed $20 


KMP/8"0 Headphones 
Sidewinder earbud design with ultra-thin diaphragm, 
spare cushions, home adaptor; dist. <1% ..... $18 


KFF/200 Headphones 

Dynamic open-ear headphones with L-type plug; 
covered headband; extra cushions; spare adaptor; FR 
20-20,000 Hz +3 dB; sens 100 dB; 2.5 oz ..... $16 


KPL/2 Headphones 
Features adjustable headband; pivoting earcups; 
spare cushions; .25" adaptor. Imp 35 ohms; 2.5 oz$15 


KMP/600 Headphones 
Detachable headband and sidewinder earbud design. 
Includes hone adapter. THD <1%;0.75 oz ..... $15 


KMP/400 Headphones 
Protective carrying case. THD <1%;0.5 oz..... $12 


KPL/1 Headphones 
Pivoting earcups ultra lightweight, .25" adapter. 2 
UR. «ases salire Pees MINIM LI $10 


KFF/100 Headphones 
Red/blue/yellow lightweight stereophones. Includes 
.25" adaptor. Sens 100 dB; imp 35 ohms; 2 oz. . $10 


LASER BY SWIRE MAGNETICS 


1270-9513 Lightweight Headphones 
Replacement stereo headphones packed in clear 
plastic box MUERE ay a waceug sna $5.99 


LENOXX 


CD-700 Stereo CD Headphones 
Feature dynamic Samarium cobalt speaker elements; 
FR. 20-20,000 Hz;..25" adapter; 2 0z................ $20 


876 Dual-Use Foldable Headphones 

Micro in-ear or over-ear headphones. Feature mini- 
mono plug for TV; .25" plug; FR 100-15,000 Hz; fully 
adjustable headband; Alnico alloy magnets .... $10 


884 Lightweight Stereo Headphones 

Lightweight headphones feature mylar diaphragms; 
.25" adapter; fully adjustable headband; FR 100- 
ES O00) HZ: 4 Cords 15:029 vs E Cm $8 


883 Stereo Bud Headphones 

In-ear, lightweight headphones. Fit all personal 
portable stereos; dynamic mylar diaphragms, roll-up 
Storape.case:- 5 dz.« A. Metro Om $8 


MEMOREX BY MEMTEK 


Sonic-Lite Headphones 


SL-88 Deluxe Stereo Earphones 

Dynamic wear-in-ear-type headphones with samari- 
um-cobalt magnets. Features contoured shape; gold- 
plated connectors; mini-connector and mini-to-0.25" 
adapter; FR 20-20,000 Hz +3 dB; imp 16 ohms; max 
power 30 mW; sens 106 dB at | mV/ch at 1,000 Hz. 2 
WE orao LUCIA EE ee. SUE EART PSAL $15 


SL-90 Deluxe Stereo Headphones 

Dynamic headphones with samarium-cobalt mag- 
nets. Features human-engineered curves and con- 
tours; gold-plated connectors; mini-connector and 
mini-to-0.25" adapter; FR 20-20,000 Hz +3 dB; imp 
32 ohms; max power 100 mW; sens 100 dB at | 
mVi/chiat 1.000 EE. D.5: Ges, oa Shenae. Milsons $15 


SL-60 Stereo Headphones 

Dynamic lightweight headphones with adjustable 
headband. Features Super-Soft ear cushions; 45” 
cord; mini plug; mini-to-0.25" adapter; FR 50-18,000 
Hz +3; imp 32 ohms; max power 100 mW; sens 92 
dB at | mV/ch at 1,000 Hz. 1.75 0z.......... $10 


SL-40 Stereo Headphones 

Dynamic lightweight headphones with adjustable 
headband. Features flexible pivot earpiece mounts; 
45" cord; mini plug; mini-to-0.25" adapter; FR 50- 
16,000 Hz +3; imp 32 ohms; max power 50 mW; 
sens 80 dB at 1 mV/ch at 1,000 Hz. 1.5 oz ..... $5 


NADY SYSTEMS 


IRH-210 Stereo Headphones 

Cordless stereo headphone. Infrared transmission 35 
ft range. Separate volume controls for each ear. FR 45- 
I3 DR EIZ; -E3-dB- Oe Roseto ede dn Rs $100 


NAKAMICHI 


SP-7 Stereo Headphones 

Lightweight stereo headphones provide broad, flat 
frequency response, extended dynamic range, and 
minimal distortion. Utilizes 25-micron-thick polyes- 
ter film with 40.5-mm diameter and 18.3-mm voice 
coil. FR 20-20,000 Hz; imp 45 ohms; max power 100 
mW; 3-m cable; standard 0.25" phone plug.... $80 


ONKYO 


DP-L2X Dynamic Headphones 

Supra-aural headphones with 28mm tangential-edge 
diaphragm for improved deep bass response. Special 
earpad adjusts to individual ear contours. Mini 
connector and mini-to-0.25" adaptor included. FR 15- 
20,000 Hz + 3 dB; imp 30 ohms; max power 100 mW; 
sens 110 dB at | mV/ch at 1,000 Hz. 2 oz..... $44 


DP-L1X Dynamic Headphones 

Supra-aural lightweight folding headphones with 
volume control and stereo/mono selector. Mini 
connector and mini-to-0.25” adaptor included. Fre- 
quency response 20-20,000 Hz + 3 dB; impedance 30 
ohms; sensitivity 102 dB at 1 mV/ch at 1,000 Hz. 2 
OE A NOT UOI UNDER EAS $40 
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ORA ELECTRONICS 
Studio Spec Brand 


GHT100 Digital Turbo Earphones 

Digital ready for use with portable and home CD 
players and DAT players. Features gold-plated stereo 
PN 93 orale Me oer el peas Mi. $9 


GH16RP Rap Earphones 
Lightweight in-ear earphones with case. Available in 
VATIELY-OROOLOLO A; a rax EAE WAG eae ah $5 


GH111G Stereo Headphones 
Lightweight, compact headphones with gold-plated 
plug and 27-mm ferrite drivers............ $3.60 


PANASONIC 


EAH-X250 Digital Monitor Headphone 

2-way dual-drive speakers; acoustically-loaded; 42 
mm diameter woofer; neodymium magnet; 32 mm 
tweeter; double ear pad system; FR 2-30,000 Hz; sens 
TO5. GB MP nitty. ent oe te cee eae $169.95 


EAH-D8 Lightweight Stereo Headphones 

Lightweight stereo headphones compatible with por- 
table CD players. Features mini-jack connection with 
.25" stereo jack adaptor; FR 15-25,000 Hz; digital- 
PERO Y fini). ded Ub SS eot TES RR $49.95 


EAH-Z70 Dual-Driver Earphones 

With tweeter for highs and woofer for lows; gold- 
plated plug and gold-plated adaptor for full-size 
phone jacks. Max input 50 mV (123 dB); imp 28 
ohms; sens 106 dB SPL/mW; FR 8-25,000 Hz; 4-ft 
StraightcordaLon. ate Sinha. Ager hd odes $49.95 


EAH-S35 1.3-Oz Headphones 

In black, blue, or red, with adaptor for full-size phone 
jacks. Digital ready; soft cushion earpads; adjustable 
headband; frequency response 18-20,000 Hz; 4.9-ft 
straight cord... co Sec reine Ecos $24.95 


EAH-Z31 0.15-Oz Earphones 

In black, pink, red, gray, or white; with case. 
Compatible with portable CD players; FR 16-22,000 
Hz; max input power 50mW; imp 16 ohm; 4-ft 
Straight Cord urne aer nals E o sis $24.95 


EAH-Z28 0.19-Oz Earphones 

In black or pink, with case. Digital-ready; compatible 
with portable CD players; FR 16-20,000 Hz; Sound 
pressure level 106 dB/mW;; 4-ft straight cord $15.95 


EAH-Z9 Folding Headphones 

Adjustable headband. Max input 40 mV (117 dB); 
imp 16 ohms; sens 102 dB SPL/mW; 3.6-ft straight 
COL O7 OB ica: vg recs ure p Ree Ee A $14.95 


EAH-Z6 Stereo Headphone 

Inner-ear replacement stereo headphone with storage 
case. FR 30-20,000 Hz; sens 102 dB/mW at 1,000 Hz; 
L-shaped plug.......... T ANO CER POP EN $12.95 


EAH-S18 1.3-Oz Headphones 

Adjustable headband; soft ear cushions; adaptor for 
full-size phone jacks. FR 30-20,000 Hz; 4-ft straight 
COLDS oov 6 reel xs Ps $10 


EAH-Z17 0.16-Oz Earphones 

In black, pink, or blue, with matching cassette-style 
case. Max input 50 mV (119 dB); imp 26 ohms; sens 
102 dB SPL/mW; 3.3-ft straight cord......... $10 


PICKERING 


CD-6 Stereo Headphones 

Lightweight headphone with dynamic high velocity 
element with polyester film diaphram and Samarium 
cobalt magnets. FR 20-20,000 Hz; sens 110 dB W/m; 
7.5 ft single side entry cord with gold plated stereo 
plug and mini stereo adaptor ............... $98 


CD-4 Headphones 

For digital or analog playback, lightweight. FR 20- 
20,000 Hz; sens 110 dB W/m. 7.5 ft cord with 
standard gold plated plug .................. $66 


PC2--2 

In-ear headphone with dual Samaruim Cobalt Mag- 
net drivers (2 per bud); .25" gold-plated adaptor plug 
and roll-up storage-case. Imp 35 ohms at 1,000 Hz; 
sens 106 dB at 1 mW at 1,000Hz SPL ; FR 10-25,000 
Hz; max input 50 mW; 4’ cord; weight 12 g ... $60 


CD-2 Stereo Headphones 

Headphone for digital or analog playback. Samarium 
Cobalt drivers, lightweight. FR 20-20,000 Hz; 7.5 ft 
cord with standard stereo plug; Y type 4-conductor 
CO ea et e cM CP Pe Lo Lodo $50 


Featherfone 108 Headphones 

Fits directly in ears; volume control. FR 20-20,000 
Hz; sens 105 dB; sPL .25v at 1,000 Hz for each 
channel. ocv aU dibleEs idees $45 


CD-1 Elliptical Shaped Headphones 

Intermediate size elliptical shaped headphone. FR 20- 
20,000 Hz; sens 105 dB; 7 ft Y cord with gold-plated 
mini stereo plug and standard stereo adaptor . . $35 


OA-99P Featherfone Headphones 

Ultralight intra-ear stereo headphones. FR 20-20,000 
Hz; sens 105 dB; 5 ft cord with mini stereo plug and 
mini ;25":stereo adaptor .- usos eua erre $30 


Featherfone 104 Headphones 
Designed for in ear wearing. FR 20-20,000 Hz; sens 98 


OB SG Eee or rm TEUER. 1^ $30 
Featherfone 102. Similar to above except sens is 92 
dB esteso siete alone arduis SMS cerala e v S eve SEM e $25 


OA-88 Featherfone Headphones 

Headphones with convertible Mini-Featherfone for 
headband or in-ear wear. High-velocity samarium- 
cobalt drivers; ultra-lightweight adjustable headband 
with replaceable foam cushions. FR 20-20,000 Hz; 
distortion <0.5% at 100 dB SPL; imp 32 ohms at 
1,000 Hz; sens 98 dB SPL with 1-mW input at 1,000 
Hz; max power 0.05 mW; mini stereo plug; 4' cord; .5 
OZ without Cord... do Galindo SAEN E ves» $25 


PC 100 

In-Ear Stereo Phone. Features extra pair of ear 
cushions; .25" gold plated plug; roll-up storage case; 
imp 35 ohms at 1,000 Hz; sens 100 dB with 1 mW at 
1,000 Hz; FR response 20-20,000 Hz; 4' cord; max 
INDUESOM Wits. ws cene veeUVS x wd $20 


OA-66P Stereo Headphones 

Open-air headphones with strontium-ferrite mag- 
nets. Features ultra-lightweight adjustable headband 
with replaceable polyurethane foam ear cushions. FR 
20-20,000 Hz; distortion <0.5%; imp 32 ohms; sens 
92 dB SPL with 1-mW input at 1,000 Hz; mini plug; 
.25" adaptor plug; 1.1 oz without cord........ $15 


PIONEER 


SE-M90 Headphones 
Mid-size stereo headphones with 32 ohm nom 
impedance. Features ceramic titanium diaphragm; 





1,000 mW max power input per channel; FR 3-50,000 
Hz; 16-ft, 5-inch connection cord; 9 oz ...... $125 


SE-M70 Headphones 

Stereo headphones with 32 ohm nom impedance. 
Features ceramic titanium diaphragm; 1,000 mW 
max power input per channel; FR 3-50,000 Hz; 16-ft, 
5-inch connection cord; 9 0z............... $100 


SE-M50 Headphones 

Stereo headphones with 32 ohm nom impedance. 
Features ceramic titanium diaphragm; 1,000 mW 
max power input per channel; FR 3-50,000 Hz; 16-ft, 
5-inch connection cord; 8.10z .............. $70 


SE-M50D Headphones 

Slim-design stereo headphones with 32 ohm nom 
impedance. Features 1,000 mW max power input per 
channel; FR 3-50,000 Hz; 8-ft, 2-inch connection 
cord: 3.2.0294 Saris e ooo Us caus en ees $70 


SE-205 Headphone 

Rounded-cup style stereo headphones with 10 ohm 
nom impedance. Features 500 mW max power input 
per channel; FR 20-20,000 Hz; 8-ft, 2-inch connection 
cord: 0:022 nE ova a a US VR Or CS See). $45 


SE-30D Headphones 

Slim-design stereo headphones with 40 ohm nom 
impedance. Features 100 mW max power input per 
channel; FR 10-25,000 Hz; 8-ft, 2-inch connection 
CONG 2 OZ oh arose Cee ieee SQUE MUERE S $35 


QUASAR 


SV406 Headphones 
Deluxe headphones with adaptor plug for use with 
OS IRC RS ATIA AAE re UA sr ex TEES $50 


REALISTIC 


PRO-60 Acoustic Resistance Headphones 
Variable-density ear cushions, 10-ft coiled cord with 
0.25" phone plug. THD <0.5%; <8 0z........ $50 


LV-10 High-Velocity Stereo Headphones 

Vented-back headphones with 2” dynamic elements. 
THD 0.5%; imp 4-16 ohms; acoustic foam earpieces; 
soft vinyl-covered headband with self-adjusting 
yokes; 10-ft coiled cord, 0.25" plug........... $40 


Nova-65 Adjustable Headphone 

Side-mounted controls for volume and balance; vinyl 
drivers; foam-filled ear cushions; padded headband; 
10-f cord with. 0:25" plüg ; 215.15. sus $35 


Nova-55 Dynamic Headphones 

Samarium-cobalt magnets; mini plug. FR 20-20,000 
Hz +3 dB; imp 3.2-600 ohms; max power 5 V. 3 
Oates vs a a, SHUN: Canty SETS $30 


Nova-40 Adjustable Headphones 

Stereo headphones with 3.5" dynamic drivers. Imp 4- 
16 ohms; soft cushion earcups; padded adjustable 
headband; 10-ft coiled cord, 0.25" plug ....... $25 


Nova-45 Lightweight Stereo Headphones 

0.25” plug adaptor and rare-earth magnets. Frequen- 
cy response 20-20,000 Hz +10 dB; impedance 32 
ohms; max power 40 mW; 6.5-feet cord; 3.3 ounces 
withicordy leh, coetu Pe ER. AR $25 


Nova-52 Folding Stereo Headphones 
Rare-earth magnets, 6.5-ft cord with 0.12” mini-plug. 
SZ mU MEE soma poy sed AER es $20 


Micro-in-Ear Stereo Headphones 
Stereo headphones designed to slip into outer ear. 0.6 
OZ For, oes oru tete le enh Op EE tpe delito Pace $16 


Nova-37 Dynamic Headphones 
Folding headband; samarium-cobalt magnets; mini 
PANES Shite SENE Pere se ba Ls rt dor $16 
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Nova-10 Stereo Headphones 
2” drivers; adjustable vinyl headband with cushioned 


earpads:6.5-ft cord; 0.25" plug (5: 2r $15 
Nova-16. Similar to Nova-10 except has separate 
Glide Path level controls...............0.05. $15 


Nova-35 Stereo Headphones 
Micro stereo headphones with foam earpads, adjust- 
able headband, 5-ft cord with 0.12" plug. —3 oz $14 


Nova-33 Lightweight Headphones 
Portable headphones. 1.25 oz; foam ear cushions; 
Oplu pra Cora N io b o Ioa exeat $10 


Nova 36 Lightweight Headphones 
Fold-up headphones with foam pads; flexible 4-ft, 2- 
Oz cord: with 0: 12^ mini plug. - 5... oe $7 


Nova-34 Lightweight Headphones 
Imp 32 ohms; FR 40-20,000 Hz +3 dB; max power 
100 mW; mini plug; 4-ft cord; 3 oz with cord... $6 


RECOTON 


Stereo 108 Headphones 

Lightweight, stereo earbuds. Features cassette-shell 
container. Available in orange, green, blue, pink, 
yehow ANC Jed Oo ia dacs aS RRs P keys $10 


RHAPSODY By ALARON 


RY-251 CD Headphones 

Samarium cobalt drivers; compact headphone buds; 
coil-up storage and carrying case; standard stereo jack 
and mini-plug adaptor. FR 12-24,000 Hz; sens 108 
db/m/W; imp 18 ohms at | KHz; cord length 4-ft$15 


RY-252 CD Headphones 

Samarium cobalt; adjustable and folding headband; 
standard stereo plug and mini-plug adaptor. Fre- 
quency response 16-22,000 Hz.............. $15 


RY-245 Stereo Headphones 
Headphones for use with portable and home stereos 
includes 0.25” stereo adaptor plug; 3.5mm mono 


adaptor plug; 2 extra sets of earpads.......... $10 

RY-242. As above without accessories......... $5 
ROSS MARKS 

Caliber Series 


RE-2660CD. 40mm samarium cobalt drive unit; FR 
15-30,000 Hz; sens 110 dB; 6.5' cord; 5.2 oz .. $130 
RE-2650CD. 40mm samarium cobalt drive unit; FR 
20-30,000 Hz; sens 110 dB; 6.5' cord; 5.2 oz .. $100 
RE-2630CD. 30mm samarium cobalt drive unit; FR 
20-25,000 Hz; sens 105 dB; 6.5' cord; 5.2 0z ... $80 


New Generation Series 


RE-2580. Samarium cobalt drive units with Mylar 
diaphrams. Dual filter bass enhancer; dual axis 
earcup adjustment; 6.6 ft cord with .25" adaptor; FR 
15-22,000 Hz; sens 100 dB; comes with storage 
CARRE DUET dua niatsiin war co E A NER AeA Es $65 
RE-2560CD. Similar to above except FR 20-22,000 
Held e e om cde eui coe ed $60 
RE-2540. Same as 2580 except FR 20-20,000 Hz and 
&ane95 dB. eris us OES besutsm r Erie. tus $50 
Stylers. Clip on button type earphone with different 
color earcup color trims; comes with carrying case$25 


Designer Series 


RE-2395CD. Samarium cobalt drive units. FR 18- 
22.000 Hz; sens 110 dB; 6.5 ft cord with .25” 
adabtot s u.c. rcd Uie se eot e dee $45 
RE-2390. Same as above with Mylar drive units$40 
RE-2360. Mylar dome drive units 6.5 ft cord; FR 20- 


20,000 Hz; sens 100 dB; 3.5 02.............. $35 
RE-2330. Same as above except sens 90 dB and 
Wahe AAO- rnaen cua dissueqrestezdd uud owas $30 


Micro-Plus Series 


RE-2460CD. Bass enhancer; FR 20-30,000 Hz; sens 
110 dB; adaptor included; 4' cord; 1.4 oz...... $55 
RE-2450CD. Bass enhancer; FR 20-25,000 Hz; sens 
104 dB; adaptor included; 4’ cord; 1.4 oz. ..... $50 
RE-2420. Bass enhancer; FR 20-20,000 Hz; sens 100 
dB; adaptor included; 4 cord; 1.40z......... $35 


Spectrum Range Series 


RE-2285. Designed for TV and video use with 
approx 16 ft. of cable. Supplied with stereo/mono 
jack,inline l/r channel volume control; stereo/mono 
switch. FR 20-20,000 Hz; sens 90 dB; 2.6 oz ... $30 
RE-2280. Same as above without mono/stereo 
switch and volume control .............. s... $25 
RE-2225. Same as RE-2285 with 6.5 ft. cord... $25 
RE-2220. Same as 2280 with 6.5 ft.. cord and 
available in red, yellow, or black. ............ $20 


Micro Series 


Micro series headphones feature ball joint earcups, 
headband adjustment, foam earpads, letter and 
Braille channel indication, 4 ft. lead with 3.5 mm right 
angle jack plug. 


RE-2170 CD. Samarium cobalt drive units with gold 
plated diaphrams. Open back; .25” adaptor included; 
FR 15-25,000 Hz; sens 104 dB; 40 gm......... $30 
RE-2150. Samarium cobalt drive units. Open back; 
4-100 ohm imp; sens. .25" adaptor included; FR 20- 
20,000 Hz; sens 106 dB; 40gm.............. $20 
RE-2130. Mylar dome drive units. Open back; 4-100 
ohm imp; sens. .25" adaptor included; FR 20-20,000 
Hz;'sens:106 dB; d0 gm OE SI eS $20 
RE-2120. Red, yellow or blue 


SANSUI 


SS-L55 Dynamic Stereo Headphones 

Isolation-free dynamic stereo headphones with 
around-the-ear design and 1.56" drivers. Imp 100 
ohms at 1,000 Hz; FR 20-20,000 Hz; max input power 
500 mW; sens 104 dB/mW at 500 Hz; 2-m cord; 4.8 
Gz Without cords... e e Fame UE $55 


SS-L33 Dynamic Stereo Headphones 

Isolation-free, around-the-ear stereo headphones 
with 1.56” drivers. Imp 60 ohms; FR 20-20,000 Hz; 
max input power 500 mW; sens 104 dB/mW; 2-m 
cord; 4.4 oz without cord) 54 E Uu Iud SS, $35 


MS-33 Dynamic Stereo Headphones 

Lightweight on-the-ear mini dynamic stereo head- 
phones fitted with mini stereo plug, with adaptor for 
use with home audio equipment. Imp 30 ohms; FR 
35-20,000 Hz; max input power 100 mW; sens 97 


dB/mWi; 2.5-m cord; 1.8 oz without cord. ..... $25 
SENNHEISER 

HD 250 Headphones 

Closed cushion headphone with resonance free trans- 

mission, FR.16-25,000 Hz ........... Ln. $199 


HD 540 Reference Headphones 
Open-air dynamic headphones with integral acousti- 
cal silk dampening diaphragm; Sens 94 dB ... $199 


HDI 2 Wireless Headphones 

Stereo headphones with separate transmitter that 
plugs into headphone jack of any receiver or amp for 
wireless transmission. Features individual volume 
controls; rechargeable battery. 2.9 ozs ....... $169 
SI 2. Transmitter for wireless transmission... $169 


HD 430 Headphones 

Open-air headphones with circumaural ear cushions 
that rest around the ear. Features replaceable 10-ft 
stranded-steel cable with phone plug; adjustable 
headband. FR 16-20,000 Hz +3 dB......... $159 


HD 480 Headphones 

Open-air design headphones can be used with porta- 
bles and home equipment. Features neodymium iron 
magnets; digitally compatible; cushioned headband; 
10 steel-stranded cable; .25" phone adapter; FR 18- 
22,000 Hz; imp 70 ohm; sens 94 dB; distortion < 1%; 
all components are user replaceable; 4.8 0z.... $99 


HD 450 Digitally Compatible Headphones 

Headphone can be used for portable as well as home 
equipment. Features neodymium iron magnets; 10' 
stranded-steel cable; .25" adapter; FR 20-20,000 Hz; 
imp 70 ohm; sens 94 dB; distortion —196; compo- 
nents are user replaceable; 4.8 oZ ............ $79 


HD 50 Mini Headphones 
All user replaceable parts. FR 20-20,000 Hz, 4 ft cable 
w/mini to phone plug adaptor............... $79 


PD 100 Mini Headphones 
All user replaceable parts. FR 20-18,000 Hz, 3-ft cable 
w/ mini to phone plug adaptor.............. $59 


HD 30 Mini Headphones 

Digitally compatible headphones with user S 
able parts including ear cushions and cable. Features 
.25" stereo phone adapter; 4' cable; FR 50-17,000 Hz; 
imp 32 ohm; sens 96 dB; distortion 1.396; 1.5 0z$39 


SENTRY INDUSTRIES 


SENTW850 Digital Stereo Headphones 

Features 7 ft. shielded cord with 3.5mm right angle 
stereo plug; 6.3mm heavy duty adaptor for home use; 
single cord design; 40mm samarium cobalt speakers; 
FR 20-20,000 Hz; sens 105 dB + 3dB; impedance 32 
ohimsu d. AH NEUEN ARDET METRE $26 


SENH0780 Dynamic Stereo Headphones 

Features rotary volume/balance controls; 6 ft. shield- 
ed cord with 3.5mm right angle stereo plug; 6.3mm 
stereo adaptor screw type included for home use; 
34mm samarium cobalt magnet with mylar cone; FR 
30-30,000 Hz; sens 97 dB + 3dB; impedance 28 
OHMS sc. ccce. ve Seana ea eaea t ere. $19 


SENH0680 Dynamic Stereo Headphones 

Features 7 ft. shielded cord with 3.5mm stereo plug; 
6.3mm heavy duty adaptor included for home use; 
single wire connection; 27mm samarium cobalt 
drivers; FR18-20,000 Hz; sens 100 dB +3 dB; 
impedance 32: OUIDS ss: nose sex wa eM Ek $17 


SENH 0160 Mini-Stereo Headphones 

Features 4 ft. shielded cord with 3.5mm stereo plug; 
6.3mm adaptor included for home use; replacement 
earpads; 27mm drivers; FR 20-20,000 Hz; 92 dB; + 3 
dB; impedance l6 ohms ..............., ees 


TK44 Circumaural Headphones 

Electret-condenser headphones with aduptor box. FR 
10-22,500 Hz +3 dB; imp 4-16 ohms; sens 100 dB at 
]-V/chi at 1,000; H27 iss eee USE $300 


EP700 Headphones 

Open-air, lightweight headphones. Features CCAW 
voice coils; cloth earpads; 3 m. OFC cord; FR 20- 
23:000 Hs 210g: vote ipta ea $150 


EPS00 Headphones 

Closed-back headphones. Features CCAW voice coils; 
samarium cobalt magnets; leather-like earpads; 3 m. 
OFC cord FR20-22,000 Hz; 205g............ $125 


EP400 Headphone 

Bass response, extended high-frequency response, 
peak-free coverage of entire audible band head- 
phones. Features high-compliance dome diaphragm; 
self-supporting voice coil of 40 micron silver/copper 
wire; mesh-covered foam earpads; 3.5 m. cord with 
125” phone plug FR 20-22,000 Hz; 160g...... $100 
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HEADPHONES 





EP300 Headphones 

Lightweight stereophone headphones. Featuring 
high-polymer film element with CCAW voice coils; 
samarium cobalt magnets; 3 m. cord; FR 20-20,000 
Hz: HO Biles isis Me S S weeks IER $75 


EP100 Headphones 

Ultra-lightweight, open-back headphones. Features 
high-polymer film elements with CCAW voice coils; 
samarium cobalt magnets; 1.8 m. cord with mini- 
plug and .25” phone plug adapter; FR20-20,000 Hz; 48 
Gt IER TL URL CELER TNI INE $35 


SONY 


MDR-CD6 Dynamic Headphones 

Supra-aural headphones with sealed-ear design; 
30mm dome driver unit; spring-loaded soft-touch 
eliptical earpads; one-sided cord; independent lef- 
t/right side click-sliders; stereo Unimatch plug; gold- 
coated double-layer high-molecule film diaphragm 
and copper-clad aluminum voice coil. Imp 45 ohms 
at 1,000 Hz; sens 110 dB/mW; rated power 0.1 W; 
power handling 0.5 W; FR 2-25,000 Hz; cord length 
9.8 15:39:02 osc x sty reet ds ea s RI e Ede $120 
MDR-M66. As above with less bass response. . $95 


MDR-V6 Dynamic Headphones 

Closed-ear-type monitor headphones with folding- 
type compact headband; 40mm driver unit; oval 
earpads; stereo Unimatch plug; OFC litz cord. Imp 63 
ohms; sens 106 dB/mW; rated power 0.3 W; power 
handling 1 W; frequency response 5-30,000 Hz. 
Includes: soft. case 7.5. 203 love chs Sie heats elite $100 


MDR-V4 Dynamic Headphones 

Closed-ear-type monitor headphones with rugged 
folding headband; 30mm driver unit; one-sided cord; 
stereo Unimatch plug; OFC litz cord. Imp 45 ohms; 
sens 104 dB/mW; rated power 0.1 W; power handling 
capacity 0.5W; frequency response 10-25,000 Hz. 


Includes: case sc a eaa dc Qu que siccis $80 
MDR-V2. Similar in design to MDR-V4...... $50 
MDR-VI. Similar in design to MDR-V4...... $30 


MDR-S505 Dynamic Headphones 

Large-size open-air-type headphones with volume 
and tone controls; large-size earpads; 30mm dome 
drive units; one-sided cord; stereo Unimatch plug. 
Imp 45 ohms; sens 104 dB/mW; rated power 0.04 W; 
power handling 0.1 W; FR 15-24,000 Hz; cord length 
OS 1030: 2M OZ veil oranin i cete eis OSEE $70 


MDR-A60 Dynamic Headphones 

Verical in-the-ear-type headphones with Sony's 
Acoustic Turbo-Circuit for power bass and smooth 
high frequencies; 16mm sapphire driver units; natu- 
ral-form bio-tech curved headband design with 3- 
point folding mechanism; OFC litz wire; stereo 
Unimatch plug. Imp 18 ohms at 1,000 Hz; sens 108 
dB/mW; rated power 0.03 W; power handling 0.05 
W; frequency response 10-25,000 Hz; cord length 
41.2 OUP OZ To oe Ud voee pes S Mae. Cala EUER. $70 


MDR-M33A Dynamic Headphones 

Features soft-touch elliptical earpads; one-sided cord; 
stereo Unimatch plug; 23mm dome driver unit. Imp 
25 ohms at 1,000 Hz; sens 100 dB/mW; rated power 
0.05 W; power handling 0.1 W; FR 15-14,000 Hz; cord 
lengt 9:8 fU T T OEC ons ue ch SIT Sei $60 


MDR-S303 Dynamic Headphones 

Large-size open-air-type headphones with large-size 
earpads; 30mm dome drive units; one-sided cord; 
stereo Unimatch plug. Imp 45 ohms; sens 104 
dB/mW; rated power 0.04 W; power handling 0.1 W; 
FR 15-22,000 Hz; cord length 9 ft, 10 in; 1.9 oz. $50 


MDR-E464 Dynamic Headphones 

In-the-ear-type headphones with gold-plated L- 
shaped mini plug; Sony’s Acoustic Turbo-Circuit. 
Imp 13.5 ohms at 1,000 Hz; sens 104 dB/mW; FR 18- 
22,000 Hz; cord length 39.38”; 0.17 oz. ....... $40 


MDR-S101 Dynamic Headphones 

Large-size open-air-type headphones with 23mm 
dome driver units; large-size earpads; stereo Uni- 
match plug adaptor. Impedance 32 ohms; sensitivity 
98 dB/mW; rated power 0.04 W; power handling 0.1 
W; frequency response 20-20,000 Hz; cord length 6.5 
fi: 19 OZ: IPLE dM $30 


STANTON 


SRS-265 Stereo Headphones 

Audiophile/professional headphone with deluxe dy- 
namic driver. Features patented independently sus- 
pended earcup design for wearer comfort. FR 5- 
22,000 Hz; sens 96 dB at | mW; imp 100 ohms; max 
input 100 mW; distortion <0.5% at 1,000 Hz; 0.25” 
DISSE 6 OX os us Ca caches ee oe eee. $135 


SRS-245 Stereo Headphones 

Semi-enclosed stereo headphone with deluxe dynam- 
ic driver. Features adjustable ratchet-type headband 
with specially engineered spring suspension; circu- 
maural design. FR 10-22,000 Hz; sens 94 dB at | mW; 
imp 100 ohms; max input 100 mW; distortion <0.5% 
at 1,000 Hz; 10 ft flat 4-conductor cord with molded 
0/25 plug 28-0100 sic oe erede ales aA $110 


SRS-225 Stereo Headphones 

Semi-enclosed stereo headphone with high-velocity 
moving-coil driver. Features adjustable ratchet-type 
headband with specially engineered spring suspen- 
sion; circumaural design. FR 10-22,000 Hz; sens 94 
dB at | mW; imp 100 ohms; max input 100 mW; 
distortion —0.596 at 1,000 Hz; 10 ft dual-conductor 
cord with.0.25* plug: 8.6 02,1... oeil $80 


SRS-215 Stereo Headphones 

Semi-enclosed stereo headphone with high-velocity 
moving-coil driver. Features adjustable ratchet-type 
headband with specially engineered spring suspen- 
sion; circumaural design. FR 20-22,000 Hz; sens 98 
dB at | mW; imp 50 ohms; max input 100 mW; 
distortion «0.596 at 1,000 Hz; 10 ft dual-conductor 
cord with mini stereo plug and 0.25" screw on 
adaptor BG 02:5. TREE ee ee, $60 


ST-PRO Stereo Headphones 

Features closed-cup design; high-velocity samarium 
cobalt driver with mylar diaphragm; adjustable 
headband; soft vinyl isolation cushions. Sensitivity 
100 dB with 0.3V input; maximum power input 250 
mW/ch; impedance 100 ohms at 1,000 Hz. Includes 7 
ft coil cord with molded strain relief and 0.25" stereo 
DUE was ss OE ae $55 


35M/HB Dynamic Headphone 

Single-cup open-air headphone with headband in- 
tended for disco use. Features high-velocity driver; 
samarium cobalt magnet; 0.25” connector. FR 20- 
20,000 Hz +3 dB; imp 100 ohms; max power 0.25 W; 
sens 110 dB at 1 mW/ch at 1,000 Hz. 3.8 oz... $55 


35M/SR Disco Headphone 

Shoulder-rest single-cup headphone designed for DJ 
use. Features samarium cobalt magnet; soft foam- 
filled, leather-like ear cushion. FR 20-22,000 Hz; imp 
100 ohms; max input 0.25 W; 3.8 OZ ......... $50 


ST-4 Open-Air Headphones 

Features high-velocity samarium cobalt driver with 
mylar diaphragm; adjustable rachet style headband; 
soft vinyl isolation cushions. Sensitivity 96 dB with 
0.25 V input; max power 250 mW/ch; impedance 60 
ohms at 1,000 Hz. Includes 7 ft coil cord with molded 
strain relief and 0.25" stereo plug............ $50 


ST-3 Open-Air Headphones 

Dynamic full-range stereo headphones with full- 
isolation cushions, 2" high-velocity drivers, samari- 
um cobalt magnets, mini to 0.25" adapter. CD ready. 
frequency response 20-20,000 Hz —3 dB; impedance 
32 ohms; max power 100 mW; sensitivity 112 dB at | 
mW/ch at- OOO H225 02:29 202 Rem $40 


ST-2 Lightweight Headphones 

CD-ready full-range stereo headphones with 1.5" 
high-velocity drivers, adjustable black plastic head- 
band; 7.5-ft Y-type 4-conductor cord, 0.25" to mini 
adapter. FR 20-20,000 Hz —3 dB; imp 32 ohms; max 
power 100 mW; sens 100 dB; 50z ........... $30 


ST-1 Compact Lightweight Headphones 

CD-ready home or portable stereo headphones with 
1.36" high-velocity drivers; adjustable black head- 
band; 7.5-ft Y-type 4-conductor cord, 0.25" stereo 
plug; soft black-vinyl-covered foam ear cushions. FR 
25-20,000 Hz —3 dB; imp 32 ohms; max power 100 
mW; sens 110 dB at | mW/ch at 1,000 Hz .... $25 


STAX 


SR-Lambda/SRM-1 Mk2 Professional Headphones 
Panoramic-imaging professional earspeaker system 
with Class-A direct-drive amp. Connects to pre-out 
or record outputs. Frequency response DC-20,000 Hz 
+1 dB; impedance 50,000 ohms; sensitivity 102 dB 
SPL with 1-mW input of 1,000 Hz; minimum power 
0.00005 mW; special connector; cord length 7 ft; 15.1 


OZ With COI: Leeds Ooo ete $1,200 
SRE-16 Extension Cord. Five-meter cord for SR- 
Lambdan mer 6s oto: Sac SE Al $100 


SR-Lambda/SRD-7 Professional 

Panoramic-imaging professional electrostatic ear- 
speaker system with energizing adaptor that connects 
to amp outputs. Features circumaural design. Fre- 
quency response 8-20,000 Hz +1 dB; impedance 8 





ohms; sensitivity 102 dB SPL with 1 W input of 1,000 
Hz; max power 10,000 mW; cord lenght 7 ft; 15.1 oz 
With CONUS: 50 xus ot Ct TE ARIS BILAL $750 


SR-Lambda Headphones 

Panoramic-imaging electrostatic earspeaker system 
with energizing adapter. Frequency response 8- 
35,000 Hz + 2 dB; impedance 8 ohms; sensitivity 102 
dB sPL with |-mW input of 1,000 Hz; maximum 
power 10,000 mW; special connector; cord length 7 ft; 
(Sf:ozwithcord anri Mirea 0 Aca a eet $500 


SR-Gamma Headphones 

Circumambient imaging electrostatic earspeakers 
system with energizing adapter. FR 10-35,000 Hz; 
Max odtpiteIO9-dBA s ook niet $400 


SR-5/NB Headphones 

Electrostatic earspeaker system with energizing 
adapter. FR 25-25,000 Hz +2 dB; imp 8 ohms; sens 
97 dB SPL with 1-mW input of 1,000 Hz; max power 
10,000 mW; special connector; cord length 7 ft; 13.9 
OZ Ati cam» AO Eae es ae $300 


SR-84 Lambda Jr. Headphones 

Electret earspeaker system with energizing adapter. 
FR 20-20,000 Hz +2 dB; imp 8 ohms; sens 95 dB SPL 
with 1-mW input of 1,000 Hz; max power 10,000 
mW; special connector; cord length 7 ft; 7.5 oz with 
CONES TEN E dryer orte cete SOLE $230 
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HEADPHONES 


SR-34 Headphones 

Electret earspeaker headphone system with energiz- 
ing adapter. Frequency response 25-20,000 Hz +2 
dB; impedance 8 ohms; sensitivity 95 dB SPL with 1- 
mW input of 1,000 Hz; maximum power 10,000 mW; 
special plug adaptor; coiled cord length 7 ft; 8 oz with 
cord ess Hos cocoa NM ab, EE $160 


Accessories 


SRD-P Adaptor for STAX Pro-Headphones 

Portable adaptor for Professional Series Electrosttic 
headphones. To be connected to preamp outputs or 
directly to output of portable compact disc player or 
tape player. Operates on batteries or AC power. 
variable gain control; frequency response 20-25,000 
PLP eae = DEERE INERT Ne A $300 


SRD-X Adaptor for Stax Headphones. 

Portable adaptor that allows Stax electrostatic and 
electret earspeakers to be connected to a headphone 
jack. Operates on batteries or AC power adaptor. 
Features variable gain control. Frequency response 
25-25,000 Hz +3 dB; max power 0.03 mW... $200 


SRE-15/N Extension Cord 
5-meter extension cord for all Stax earspeakers. $40 


TEAC 


HP-402 Stereo Headphones 

Deluxe lightweight stereo headphones with soft vinyl 
foam cushions. Imp 38 ohms; includes 0.25" plug 
ACA DIOLS Ae SGre SIC ES MAE MAR M S $35 


HP-302 Mini Stereo Headphones 
Samarium-cobalt magnet. Impedance 32 ohms; in- 
cludes 0.25" plug adaptor and 2 extra earpads. . $26 


HP-308 Stereo Headphones 
Lightweight headphones with 0.25" plug adaptor and 
2 extra earpads. Imp 32 ohms............... $25 


HP-206 Stereo Headphones 

Lightweight. headphones with volume control; sa- 
marium-cobalt magnet; 0.25" plug adaptor; 2 extra 
earpads mP SONS ce o EL ees $22 


HP-202W Stereo Headphones 
Lightweight headphones with 0.25" plug adaptor and 


2 extra earpads. Imp 32 ohms. White. ........ $18 

HP-202B: Blue 2:7 Sa ee Bm EL, 2H $18 

HP-202R2Red' 259 Soke, Beto. SNe, $18 

HP-102 Stereo Headphones 

imp 320hmstc* sees eects ee dE SE $13 
TECHNICS 


EAH-X15 Compact Headphones 

Features flat-disc diaphragm; copper-clad voice coils; 
samarium cobalt magnets; stereo mini-plug; standard 
stereo headphone adaptor................. $100 


EAH-T6 Lightweight Headphones 

Compact headphones with stereo mini plug and 
standard stereo headphone plug adapter. FR 20- 
20,000 Hz +3 dB; imp 40 ohms at 1,000 Hz; max 
power 100 mW I05:/02z2 02520 es $40 


UHER 


W765A Stereo Headphones 

Dynamic stereo headphones. FR 16-20,000 Hz; SPL 94 
dB; imp 600 ohms; nominal loading capacity 200 
mW: distortion 1.0%; automatic strap adjustment; 
gimballed earcups; 330g... eere $92 


W 766A Dynamic Headphones 

Lightweight (2.2 oz) mono/stereo headphones with 8- 
ft coiled cord. FR 20-20,000 Hz; imp 200 ohms at 
1,000 Hz; lightweight adjustable headband .... $92 


YAMAHA 


YHD-1 Foldable Headphones 

Orthodynamic headphones. FR 20-20,000 Hz +3 dB; 
imp 125 ohms; max power 1,000 mW; 100 dB/mW 
(109 dB/V); mini connector; phone connector. . $80 
YHD-2. Similar to YHD-1 except with 99 dB/V $60 
YHD-3. Similar to YHD-1 except with 97-dB out- 


The listings are based on data 
provided by the manufacturers. For 
more product information, contact 


an authorized dealer or the 
manufacturer directly. Manufacturers' 
addresses and phone numbers are 
listed in the directory 
beginning on page 217. 








At Last! 


The funniest Rodrigues cartoons from 
Stereo Review have finally been collected 





in the audio/video book of the year! 


This handsome, 128-page book — with 118 classic 
cartoons, a foreword by William Livingstone, and 
an autobiographical sketch by Rodrigues himself — 
isonly $7.95. Enjoy your favorites again, catch the 
gems you missed, and share the laughs with friends! 


Available only by mail. 


TO ORDER: Send check or money order for $7.95 
per copy, plus $1.50 for postage & handling to: 
Perfectbound Press 
Suite 4118J 


1120 Avenue of the Americas 
New York, NY 10036 


Type or print mailing address with order. 
New York residents add 654 sales tax per copy. 


Outside U.S.: add $1.75 postage & handling for 


first copy and 50e for each additional copy 
(U.S. bank funds only). Allow four to six weeks 
for delivery, longer outside the U.S. 


Makes a great gift! 


Get two copies for the full stereo effect! 
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ACCUPHASE BY MADRIGAL 


G-18 33-Band Graphic Equalizer 

Third-octave stereo graphic equalizer with separate 
power supply for each ch; fully balanced inputs and 
outputs; 66 individual filter amps, each with discrete 
components and operating with constant Q through- 
out their range of 4.3; champagne-gold or black- 
anodized finish. S/N 11OdB ............. $3,850 


F15L Electronic Crossover 

For stereo bi- or triamplification; plug-in boards 
select crossover frequencies and slopes; 0.5-dB-per- 
step level controls from 0 dB to 20.5 dB for 
passbands. S/N 100 dB; 17.5 x 4.4 x 14.7 in. $3,500 


ACE AUDIO 


6000-6 Transient-Perfect Electronic Crossover 

Designed for optimum transient performance at any 
crossover frequency; passes perfect square waves. 
With 1 frequency module (interchangeable), 6 dB/oc- 
tave slope, dual level controls. Distortion 0.002%; 
noie —95 dB; 2.25x6x4.36in ........... $186 


6500-DSB Electronic Crossover 

Designed to operate with any pair of stereo sub- 
woofers to provide extra bass below 100 Hz; twin 
level controls; Bessel filters provide optimum slope 
. and improved group delay; any frequency available 
from 40-200 Hz; slope 12 dB/octave, distortion 
typically 0.002% at 2 V output; includes | plug-in 
frequency module... 2.2... di Ses rr us $167 


6500-SF. Similar to model 6500-DSB but also 
contains a built-in subsonic filter (18 dB/octave 
Below I5: H7). acute ketene arr Cuir SEC SY $192 


6000 Electronic Crossover 

Designed for bi- or tri- (with 2 6000s) amplification. 
Features plug-in frequency module; built-in power 
supply; 15 crossover frequencies, 200-10,000 Hz at 
12-dB/octave; 2 tweeter level controls. THD and IMD 
0.00296; input imp 220 kohms; output imp 100 ohms; 
hum and noise <90 dB; 6 x 4.36 x 225 in ... $156 
6000-SF. Similar to model 6000 but also contains a 
built-in subsonic filter (18 dB/octave below 15 
S CS Meee LU OST aa MAG a manta $181 


ADC 


Sound Shaper SS-525X Equalizer 

Automatic computerized 12-band system/room EQ 
with channels separate or together. Features real-time 
spectrum analyzer; dbx technology; remote control; 
precision 2-dB settings; switchable 18-dB/octave 
infrasonic (subsonic) filter; microcomputer with 4 
memories for storing user-created EQ curves; switch- 
able FL display; electronic rocker-switch frequency 
controls; left and right ch attenuation; 2 tape moni- 
tors; 2-way dubbing; EQ record; built-in pink-noise 
generator; + 13 dB control range. Includes calibrated 
electret-condenser mike. .............ssse. $600 


SS-325X Graphic Equalizer 

12-band-per-ch equalizer/real-time analyzer with 5 
memories for storing user-selected EQ curves. Fea- 
tures microphone; pink-noise generator; stepped EQ 
controls; narrow-band bass sliders; infrasonic filter; 
EQ center frequencies at 25, 40, 63, 100, 160, 500, 


1,000, 2,000, 4,000, 8,000 and 16,000 Hz. .... $400 


SS-300SL Equalizer 

Slim-line 10-band equalizer/real-time analyzer with 
microphone and pink-noise test signal for fine-tuning 
speakers and room response. Features + 15-dB con- 
trol range; large FL display; lighted EQ sliders; step 
infrasonic (subsonic) filters; 2 tape monitors; 2-way 
dubbing; center frequencies at 32, 63, 125, 250, 500, 
1,000, 2,000, 4,000, 8,000, and 16,000 Hz .... $200 


SS-100SL Equalizer | 

Slim-line 10-band EQ with +15 dB control range. 
Features FL RTA display; 18-dB/octave infrasonic 
(subsonic) filter; EQ record................. $140 


APHEX SYSTEMS 


103A Type C Aural Exciter 

Used to enhance record albums, broadcasts, and 
sound systems, recreates and restores missing har- 
monics. bandwidth 10-100,000 Hz +3 dB; noise 
—96 dBv; THD <0.01%; operating level —10 to +4 
dBm; max in/out level +21 dBm; with racks (19" 
wide) LISAL 6un3 4 SD 5 odes a cleo $299 


ARCAM 


Arcam Delta Black Box DA Converter 

Digital audio interface features motors; servos; dis- 
plays; microprocessors; shared power supplies; qua- 
druple oversampling digital filter feed; 16-bit twin 
D/A converters; gold-plated phono sockets. . . . $649 


AUDIO CONTROL 


C-101 Series Two Equalizer/Analyzer 
Stereo graphic equalizer features 101-LED spectrum 





analyzer display that operates on various levels: 
shows controllable peak-reading modes (fast/slow); 
horizontal LED’s indicate SPL; switchable calibration 
levels from 2/dB/LED (analyzes pink noise and mike) 
to 4 dB/LED (displays wider dynamic range). Center 
frequencies 32, 60, 120, 480, 960, 1,920, 3,840, 7,680, 
and 15,500 Hz; boost/cut range max 15 dB; -1 dB 
subsonic rolloff at 25 Hz, -3 dB rolloff at 20 Hz, -21 
dB rolloff at 10 Hz; variable input level sens with 
calibration; auto mike/line input switching; pink- 
noise generator; stereo paired equalizer sliders; 18 
dB/octave subsonic filter; phase correlation rumble 
reducer circuit. FR 3-100,000 Hz +0.75 dB; distor- 
tion 0.009%; hum and noise -116 dB; 10,000 Hz 
bandwidth; input/output imp 100k/150 ohms; 6.5 x 
HC ee estairL rues Mak. ER AH D T RS s $429 


Richter Scale Series III Equalizer/Analyzer 

Designed to enhance bass response; perfect for 
integrating subwoofer and satellites, smoothing tran- 
sition from bass to middle frequencies; combines six- 
band half-octave bass equalizer, warble tone analyz- 
er, programmable Linkwitz-Riley 24-dB/octave 
electronic crossover; measurement mike; center fre- 
quency slide controls at 22.5, 31.5, 45, 63, 90 and 125 


Hz, + 12 dB; stereo warble tone source adjustable to 
each center band via rotary knob; -20 to +6 dB 
lighted meter registering mike input; 18 dB/octave 
infrasonic filter; source/tape monitoring; equalize 
program; low-frequency (12 dB/octave at 200 Hz) 
summing circuit for rumble reduction; frequency 
point programmable (24 dB/octave) electronic cross- 
over circuit for subwoofer and biamplification 
modes; mono and inverted mono outputs for bridg- 
ing; gold jacks. FR 3-100,000 Hz + 1dB; THD 0.00596; 
input imp 100,000 ohms; output imp 150 ohms, S/N 
[20d B Rp 0E 2 CUR cite eaa cle eee ers m on ee $349 


Ten Plus Series Two Equalizer 

Stereo 10-band equalizer with LED indicators in slide 
controls with warble tone analyzer. Features video 
sound input and switching; 18 dB/octave infrasonic 
filter; tape EQ with flashing LED warning indicator; 
calibrated mike with response curve; sound pressure 
meter with 0 dB LED. FR 3-100,000 Hz + IdB; THD 
(:0796: S/N; I20 dB 55 reu sodes $329 


Phase Coupled Activator 

Detects and digitally reconstructs fundamental musi- 
cal frequencies attenuated in the recording processes. 
Proprietary intelligent circuitry discriminates be- 
tween sound sources, passing some (like most voices) 
without adding spurious lows, while restoring miss- 
ing musical fundamentals. Features in/out switch; 
subsonic filter 18 dB/oct; programmable electronic 
crossover; crossover output level; tape monitor; 
detection ratio sensitivitytadjustment; rack mount. 
FR 5-100,000 Hz +3 dB; S/N -118 dB; THD 0.005%; 
IMD 0.01%. 2.75 x 17 x 8.5-in; 5 Ibs ......... $259 


Octave Plus Equalizer 

Unit combines l0-band octave graphic equalizer, 
warble tone generator/analyzer, measurement mike. 
Features center frequencies 31.5, 63, 125, 250, 500, 
Ik, 2k, 4k, 8k, 17k Hz; max 12 dB boost or cut; stereo 
warble tone source adjustable to each band center via 
rotary switch. 2-position range buttons; -20 to +3 dB 
lighted meter registering mike input; 18 dB/octave 
infrasonic filter, source/tape monitoring. FR 3- 
100,000 Hz +1 dB; THD 0.00896; input imp 100,000 
ohms; output imp 150 ohms; S/N 116 dB, charcoal 
faceplate i CX Mee oe eene Rea anA XENON $239 


Ten Series Two Equalizer i 

Stereo graphic equalizer with video/sound input and 
switching, 18 dB/octave infrasonic filter. Features 
LED's in slide controls; flashing LED to indicate when 
in tape EQ mode. Center frequencies 31.5, 63, 125, 
250, 500, 1k, 2k, 4k, 8k, 16k Hz; boost/cut range max 
12 dB; FR 3-100,000 Hz +1 dB... sez $229 


Octave Equalizer 

Features paired-octave slider controls, tape record 
EQ; 18 dB/octave subsonic filter. FR 3-100,000 Hz + | 
dB; S/N 118 dB; THD 0.008%. .............. $149 


AUDIO DESIGN ASSOCIATES 


EQ-5 Stereo Equalizer 

Two channel, 5-band equalizer with + 0 dB range and 
unity gain controls; Features bypass switch; power 
switch and indicator; external DC power supply; 
compact design; standard EIA rack-mountable. Fre- 
quencies 37 Hz/109 Hz/675 Hz/1,300 Hz/15,900 Hz; 
FR 20-20,000 Hz +3 dB; S/N 85 dB THD 0.05% $695 
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AUDIO RESEARCH 


EC-21 Electronic Vacuum-Tube Crossover 

Low-frequency, passive high-frequency electronic 
crossover; features individual low-ch level controls; 
9-dB max gain; auto warm-up muting; fixed frequen- 
cy capacitor kits available. Input imp 100k ohms; 
THD 0.00396; outputs match Audio Research power 
Am Sofitel P aes or MED eH aes $995 


AUDIOSOURCE 


EQ-Ten Graphic Equalizer/Spectrum Analyzer 

12 band per channelEQwith soft touch controls. 32 
function wireless remote control; pink noise genera- 
tor and calibrated electret condenser mic.Self-con- 
tained microcomputer programmed to calculate lis- 
tening room acoustics and adjust the units 
equalization curve. 4 memory frequency response 
curves. 2 tape connections; dubbing 1-2 and 2-1 with 
or without EQ; LED display left and right channel's; 12 
LED indicators for spectrum analyzer.FR 5-120,000 
Hz + | dB;rHD 0.008% at I V output; control center 
points 25, 40, 63, 100, 160, 250, 500 Hz/1k, 2k, 4k, 8k, 


LGW dB osnED IRSE Ye rr $400 
EQ-Nine. Similar to above without remote con- 
LOLA obese vous MNA uet our $300 


SS-One/II Surround Sound Processor 

Dolby surround sound processor with variable sur- 
round-sound effects and built-in 30 W rear-ch amp. 
Features variable digital time delay; LED audio-level 
indicators; preamp outputs; synthesis and matrix 
stereo/surround for non-Dolby-encoded software; 
100, 10,000 Hz boost circuits. FR 20-20,000 Hz +3 
dB; S/N 85 dB. 2.06 x 16.5 x 9.13 in; 8 Ib...... $250 
SS-Two. Similar to above without remote con- 
tEOIAV ED AC OLOR 308018 Em memos e $200 


AV-Four A/V Selector/Surround Sound 

Synthesized surround sound with built-in 15-W/ch 
amp, 7-band graphic EQ with spectrum analyzer, 5 
video/stereo audio inputs, RF in and out. Features 
DNR; antenna switching, RF modulator. FR 20- 
20,000 Hz +3 dB; S/N 280 dB............. $200 


AV-Three A/V Selector/Processor 

Audio/video fader, enhancer, color and hue control 
for 5 video/stereo inputs and outputs. Features 
spectrum analyzer display; RF in and out; RF modula- 
tor; DNR; stereo synthesizer; antnna switching. FR 
20-20,000 Hz +3 dB; S/N >80 dB; chroma phase 
45%; chroma level 200%; video enhancer 0-9 dB. 2.25 
Rel Gee: T0 4056475 1B/37 05.25 s eher tied B eras $200 


EQ-Eight Graphic Equalizer 

10-band equalizer with 90-LED spectrum display. 
Features LED's on slide controls; control range + 12 
dB; audio inputs plus second set of inputs for video 
audio or other high-output source; EQ rec switch; EQ 
defeat; tape monitor switch. FR 5-100,000 Hz + 1 dB; 
S/N -80 dB; THD 0.03%.; 2.43 x 16.5 x 7.12 in . $160 


AZDEN 


GX-500 Graphic Equalizer 

33 point 14 octave graphic EQ designed for studio or 
' professional applications. Allows input attenuation 
from 0-20 dB; equalizing range +15 dB; FR 10- 
100,000 Hz +3 dB; S/N 106 dB; THD .005%; 17 x 3.5 x 
9n: 3.5: kg. 2s. COELO emos $495 


GX-50 Equalizer 

Black 10-band equalizer with real-time spectrum 
analyzer; pink-noise generator; mic. FR 10-35,000 Hz 
+3 dB; S/N 90 dB; THD 0.005%. 17 x 3.5 x 9 in; 10 
hie esr NERO i Vic Sr RDUM de MERI ME S $300 


GX-45 10-Band Graphic Equalizer 

10-band/ch EQ with graphic display, +15 dB boost/ 
cut. Designed to handle 2 tape decks for dubbing 
purposes. FR 10-35,000 Hz +3 dB; S/N 90 dB; THD 
0.005%; max output 6 V. 17x 3.5x9 in ..... $225 


CAMBRIDGE AUDIO 


DAC 2 Digital to Analog Converter 

Contains all demodulating circuitry, digital filtering 
and digital to analog conversion system for any 
compact disc player with a data output. Uses a 
version of the 16 bit, 16 times oversampling system 
developed by Cambridge. Inputs for two CD players 
and two DAT players can be selected by front panel 
switches. Digital polarity inversion is offered, along 
with a volume control and a discrete class A 
headphone amplifier ................... $1,099 


CARVER 


C-9 Sonic Hologram Generator 

Designed to restore lifelike space and dimension to 
music. Sonic Hologram Generator precisely locates 
instruments and vocals in 3-dimensional space by 
using otherwise inaudible phase and time informa- 
tion to recreate the original vector sound field. 
Requires no special source material or additional 
speakers. Specs and performance identical to Sonic 
Holography section of C-4000 preamp. 19 x 1.75 x 
AOD GS Sis Y Sie Aste BUA, v rd a A ele $249 


The Audio Palette 

For changing tonal balance in 6 low-Q bands centered 
at 15, 120, 500, 2k, 5k, 25k Hz; max boost or cut 12 
dB; sep input controls for L and R; controls for 
absolute phase (right 180x, left 180x, Ox, 180x), EQ 
(out, in, blend), monitor/center (4- 10 to — —40 dB), 
and output level (+ 10 to — — 40 dB); Class A discrete 


circuitry SA ee UPON, Ghee $8,900 
Master Supply 
OVAC os Beds ee are eb escis $2,250 


CERWIN-VEGA 


DB-10B Bass Turbocharger 

One band bass equalizer with subsonic filter below 20 
Hz. Features switchable 5/10 dB of bass boost in the 
range 30-45 Hz; tape monitor connections; effect 
indicator; THD <0.025%; rated output 2 V rms; 7 x 
14: 252g 2707 S D BO Ehe ls $59 


CROWN INTERNATIONAL 


FFX-2 Electronic Crossover 

3-way mono crossover features 18 dB/octave high- 
pass and lowpass; 20-pin barrier block input/output 
connectors; LED power indicator; all-steel chassis; 
aluminum front panel; FR 20-20,000 Hz +0.1 dB; 
THD <0.05%; carbide black front panel; splatter-coat 
black chassis and top cover. 19 x 6.5 x 1.75 in; 4.3 
ID. oL cab Seco Er eT TERT $249 


DB SYSTEMS 


DB-3-36 In-Phase Crossover 

In-phase crossover with power supply. Features high 
and low outputs always in phase; diode protected 
inputs; total harmonic distortion <0.0008%:; input 
imp 90,000 ohms; output imp 1,400 ohms max; rated 
output 3 V into 10,000 ohms with 3 volts input. 
Available in 6, 12, 18, and 24 dB per octave 
slopes oS ees CERT AE Si TUTO $550 


DB-3 2-Way Active Crossover 

Fixed frequency active crossovers 6 or 12 dB 
Gaussian. Features screwdriver adjustable level con- 
trols on outputs; separate power supply. FR 10- 
100,000 Hz +3 dB; S/N 100 dB; THD 0.003%; 2.5 Ib; 


85x 32 x 7n; cD, E e $292 
Three-way I8 dB. os nee user au. ood $539 
‘Two-way SaB I 05 Saas. e er cene La $384 
Three-way 12 dB or 6 dB. ............s.se. $349 
Two-way. LOCH T8'dBO e es eee $322 
DB-2A Power Supply. .................uuse $85 
DBP-1 Auxiliary Cable...................-. $18 


DB-3-24 In-Phase Crossover 

24-dB/octave crossover minimizes irregularity in 
radiation pattern through crossover region. High, 
low-pass outputs always in phase with each other, 6 
dB down at crossover frequency. Requires DB-2A 
power supply or DBP-1 cable. User specifies frequen- 


cy. Available in 2-way only ............... $490 
DB-3-24-100. Standard version of above, set at 100 
Hz, with additional common bass .......... $405 


DB-5 Tone Control 

Tone controls with 3 high and 3 low break frequen- 
cies; low-frequency boost switch and outputs for sum 
and difference signals. FR 10-100,000 Hz +3 dB; S/N 
96 dB; THD 0.000896; IMD 0.001%. Requires DB-2A 
power supply or DBP-1 aux cable if used with existing 
DB Systems equipment. 8.5 x 3.2 x 7 in; 2.8 Ib $380 
DB-SAU. Similar to DB-5 with oak cabinet and gold 
JACKS Rah eae TEM. T QUA PASCIT, $465 


DB-7 Phase Inverter 

Phase inverter and bridging adaptor with supersonic 
and subsonic filters (18 dB). FR 10-1000,000 Hz +3 
dB; S/N 109 dB; THD 0.003%; IMD 0.003%. Requires 
DB-2A power supply or DBP-1 aux cable if used with 
DB Systems equipment. 6.2 x 2.2 x 4.5 in.... $195 


DENNESEN ELECTROSTATICS 


Phase Restoration Device 

Corrects for high-frequency phase delay caused by 
output filters in digital recorders and CD players. 
Features process or bypass, phase plus, phase minus. 
FR 10-100,000 Hz +.1 dB; S/N 90 dB; THD 0.01%; 5 
Bae 7 SOx Scns) ek EN $300 


DENON 


DE-70B Dynamic Equalizer 

12-band stereo graphic equalizer. Can be used to 
control dynamic expander function for increased 
dynamic range at selected frequencies with adjustable 
rate level. Features separate rec out and input 
selectors. 3-positionmonitor switch. FR 10-200,000 
Hz +0, -2.5 dB; low distortion -0.0003% at 1,000 


FISHER 


ASR-875 Surround Sound System 

Surround system includes CAV-875 surround sound 
processor/amplifier with wireless remote control and 
WS-460 surround speakers. Processor features Dolby 
Surround processing; simulated, hall, and stadium 
surround effects, switchable 10, 20, 30, 40, or 50 ms 
delay; 4 sets stereo video inputs; 2 sets stereo video 
outputs; |, aux input; | tape monitor; 24-function 
remote control. Each speaker features a 6.5” woofer; 
3” tweeter. Power output: 30 W/ch into 8 ohms from 
20-20,000 Hz with no more than 0.5% THD... $399 


FOSGATE/AUDIONICS 


DSM 3610 Pro Plus Surround Processor 

High-separation surround processor with proprietary 
ProPlus logic circuitry. Features remote control; 
subwoofer output; side-channel outputs; left front, 
center front, right front, and left/right surround 
channels; ultra-low noise variable time delay; bass EQ 
circuitry; operating modes for Dolby surround and 
high-separation enhancement of regular stereo music 
sources; 4 A/V input; tape monitor. FR 2-300,000 Hz 
Sd Br 2556275 S12 12 1b 2:005 524 $1,429 
DSM 3608. Similar to 3610 without side channel 
outputs and A/V switching; includes 40 W/ch sur- 


round amplifiers. cn Fen 201 ESAS $999 
DSM 3604. Same performance characteristics as 
DSM 3610 less ProPlus circuitry ........... $849 
DSM 3606. Similar to 3608, without variable time 
delay and infrared remote control........... $629 
DSM 3603. Similar to 3606 without Pro Plus 
CITCUHTV 4 eod ed. inl dap SS gn oak Pee ee TR $549 
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GOLD SOUND 


30 Spectrum Analyzer 

Rack mount AC 30-band/ch spectrum analyzer with 
pink-noise generator. Features calibrated micro- 
phone; 300 LED’s; LED range 27 dB; 25-20,000 Hz 
bandwidth; 32-128 dBrange............. $2,185 


30B Spectrum Analyzer 

Portable DC battery-operated 30-band/ch spectrum 
analyzer with pink-noise generator. Features calibrat- 
ed microphone; 300 LED’s; LED range 23 dB; 25- 
20,000 Hz bandwidth; 32-128 dB range...... $599 


GS424 EQ Active Crossover 

Rack mount unit with black anodized aluminum 
front panels and smoked plexiglass security covers. 
Features 4-ch biamp; fixed bass equalization; subson- 
ic filter; stereo output; variable crossover frequency 
setting; 12 high-pass, low-pass, and midrange con- 
trols; S/N 102 dB; THD 0.02%; input 0.75 V; Linkwitz- 
Reilly; filters vistors oes zo D On gs n elec $484 


GS424 Active Crossover 

Rack mount unit with black anodized aluminum 
front panels and smoked plexiglass security covers. 
Features 4-ch biamp; stereo output; variable cross- 
over frequency setting; 12 high-pass, low-pass, and 
midrange controls; S/N 102 dB; THD 0.02%; input 
0.75 V; Linkwitz-Reilly filters.............. $424 


10B Spectrum Analyzer 

Portable DC 10-band/ch spectrum analyzer with 
optional pink-noise generator. Features. calibrated 
microphone; 100 LED’s; LED range 23 dB; 32-16,000 
Hz bandwidth; 30-123 dB range............ $384 


GS224 EQ Active Crossover 

Rack mount unit with black anodized aluminum 
front panels and smoked plexiglass security covers. 
Features fixed bass equalization; subsonic filter; 
stereo output; variable crossover frequency setting; 6 
high-pass and low-pass controls; S/N 102 dB; THD 
0.002%; input level 0.75 V; 24 dB slope; Linkwitz- 
Reillvifiltetsyoeess aana er esee v ane tele $384 


GS224 Active Crossover 

Rack mount unit with black anodized aluminum 
front panels and smoked plexiglass security covers. 
Features stereo output; variable crossover frequency 
setting; 6 high-pass and low-pass controls; S/N 102 
dB; THD 0.002%; input level 0.75 V; 24 dB slope; 
linkwitz-Reilly filters 2-0 ice EVE $324 


M10 Spectrum Analyzer 

Portable DC 10-band/ch spectrum analyzer with 
pink-noise generator. Features calibrated. micro- 
phone; 70 LED's; LED range 15 dB; 32-16,000 Hz 
bandwidth; 65-110 dB range............... $269 


HARMAN KARDON 


EQ8 Graphic Equalizer 

Stereo 10-band graphic equalizer with infrasonic 
filter continuously variable from 5 to 30 Hz; Land R 
input controls with overload LED's; tape monitor; 
tape EQ. Center frequencies 31.5, 63, 125, 250, 500, 
1k, 2k, 4k, 8k, 16k Hz; max boost or cut 12 dB$319 


INTERNATIONAL 
COMPONENTS 


VSP3600 A/V Surround Processor/Decoder 

Audio/video surround processor/decoder with built- 
in amplifier and DNR. Features surround compatible 
matrix decoding circuitry with variable time delay; 
up to 40 dB front-to-rear separation; stereo synthesi- 
zer/expander simulates stereo signal from any mono 
source; separates mono signal into 5 overlapping 
frequency bands; built-in 10 W surround channel 
amplifier; surround output jack; master volume 
control; tape output jacks; input level indicators; 
gold-plated connectors. ,..5..5« 2 50 scree me ears $207 
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VSP2400 Audio-Video Surround Processor/Decoder 
Hooks-up to main front channel amp and rear 
channel amp to provide surround processing. Fea- 
tures 10 msec time delay for front-to-rear separation 
up to 60 dB; input level LED indicators; gold-plated 
Connectors ne 00. eoo RN re ere dels vraie v $112 


VSS1800 Audio-Video Surround Simulator 

Hooks-up to any solid-state amplifier, extracts simu- 
lated surround ambience from any stereo source, and 
requires only an additional pair of rear speakers and 
speaker wire. Features surround level control; noise 
elimmator;6 x 2-5 x4 75 in... lloc. $34 


JRM 


3PBP/X4 Crossover 

Active crossover features 4 frequency bands/ch; 18 
dB/octave crossover slopes; independent high-, low- 
pass frequency selection; plug-in modules frequency 
setting; stereo/mono/inverted subwoofer outputs; 8 
level controls; S/N ratio 110 dB; THD 0.0196; output 
impedance dO00 ohms e e oda oak ee $750/pr 


3PBP/X2 Crossover 

Active crossover features 2 frequency bands/ch; 18 
dB/octave crossover slopes; independent high-, low- 
pass frequency selection; plug-in modules frequency 
setting; stereo/mono/inverted subwoofer outputs; 4 
level controls; S/N ratio 110 dB; THD 0.0196; output 
impedance 100 ohms 4401.0 Do $450/pr 


Remote Unit Equalizer 

Equalizer with 2 channels features switchted tape EQ; 
6 bands/ch; unity gain control; 7 rms V output; THD 
0.0196; boost/cut range 8 dB; subsonic filter; video 
inputs a Sec OPTIME E $350 


JVC 


XPAI1000BK Digital Acoustics Processor 

Digital acoustics processor for accurate recreation of 
original spatiality. Features LSI for digital signal 
processing; digital processing using 16-bit quantiza- 
tion and 48 kHz sampling; quadruple-oversampling 
D/A converter; 64-times oversampling A/D converter; 
20 programmed sound field patterns; 20 user-pro- 
grammable sound field patterns; compensation for 
ambience of listening room and source program; 
direct digital inputs and outputs (optical and coaxial); 
4/6-channel system configuration selectable; 6- 
ganged motor-driven remote-controlled volume con- 
trol; FL display; remote control........... $1,200 


SEAMT770BK Graphic Equalizer 

Electronic 7-band graphic equalizer with infrared 
wireless remote control. Features 7 frequency equal- 
izer controls per channel; 6 user preset equalizations; 
6 programmed preset equalizations; LCD for S.E.A./ 
real-time spectrum analyzer; computer-controlled 
electronic equalization. Remote control functions 
include adjusting frequency response; recalling a 
preset equalization; memory of user-programmed EQ 
curves; adjusting volume; fade-muting sound; initiat- 
ing preset scan; selecting transfer, reverse, or flat 
response BE Alea qv US CIN 285, 265. $400 


SUA400 A/V Surround Processor 

A/V surround processor. Features wireless remote 
control with front and rear master volume controls; 
Dolby surround; hall; simulated surround; left-right 
calibration and delay-time controls; built-in power 
amp with 10 W/ch driven into 8 ohms from 40- 
20,000 Hz with no more than 0.5 THD. Preamp-level 
output external amp; headphone jack. ....... $305 


SUA30 A/V Surround Processor 

Surround sound processor with three surround ef- 
fects including Dolby Surround, hall surround, and 
simulated surround. Features built-in amplifier; 
left/right calibration and delay-time controls; volume 
control for rear speakers; preamp-level output for 
external power amplifier; heaphone jack for surround 


sound headphones. Power output: 10 W/ch into 8 
ohms from 40-20,000 Hz with no more than 0.596 
THD... crga OS, m d on. eher irem $235 


SEAI2BK Graphic Equalizer 

7-band graphic equalizer features 7 frequency con- 
trols per channel with +10 dB control range; S.E.A. 
recording for equalized tape dubbing; —6 dB input 
attenuator to prevent overload distortion; transistor 
inductors for expanded dynamic range. FR 10-50,000 
Hz *3dB;S/N 110 dB; THD 0.0396 at 1,000 Hz. 17.19 
x:2:44 x17-50 M 42 1D. 1. eee we a aTe $100 


KENWOOD 


GE-1100 12-Band Graphic Equalizer 

Basic series graphic equalizer with built-in reverb 
amp and 12-band spectrum analyzer display. Fea- 
tures independent L/R channel EQ controls; + 12 dB 
EQ range; L/R or L-- R display selector; LED illumi- 
nated slide controls; time-delay and depth controls; 
two tape monitors with bidirectional dubbing and 
monitoring; full-effect recording; EQ normal/reverse 
selector; -6 dB attenuator; THD 0.00396; S/N 105 dB. 
OG TST Kale Onn Gb MERE SA $430 


SS-97 A/V Surround Processor 

Features Dolby/Theater/Stadium Surround; adjust- 
able delay for Dolby and Theater; built-in 15-W/ch 
amplifier for rear speaker drive; full function wireless 
remote control with level and balance adjustment; 2- 
way video dubbing with tape monitor switch; audio 
injection; remote-controllable through KA-127; FR 
20-20,000 Hz; S/N ratio greater than 80 dB. 3.44 x 
16.56 x 10:810039:.9 5. aioe e Mene LS . $359 


SS-96 Surround Sound Processor 

Audio/video surround processor with remote con- 
trol. Features Dolby Surround processor; theater and 
stadium effects; time delay control; left/right channel 
calibration controls; two VCR inputs with dubbing 
and audio injection; VDP input; tape monitor; video 
monitor; florescent display; 15 W/ch amplifier; 
preout connection to external amplifier. 3.44 x 16.56 
x:10/81 in; 9:9 Ibi... eee es a ou $350 


SS-75 Surround Sound Processor 

Features Dolby Surround processor; theater and 
stadium effects; time delay control; left/right channel 
calibration controls; surround volume control; LED 
leve meter and power indicator; built-in 5.5 W/ch 
amplifier; preout connection to external amplifier. 
2-19:x 16.56 088:56 10: 6:8]0D 200. 577558 $250 


SS-77 A/V Surround Processor 

Features Dolby/Theater/Stadium Surround; adjust- 
able delay for Dolby and Theater; built-in 10-W/ch 
amplifier; FR 20-20,000 Hz; S/N ratio greater than 80 
dB:2719x 16.56 x:8.361n26:8&]1bi c oon. 25017 $249 


GE-87 7-Band Graphic Equalizer 

Features independent L/R channel adjustment; + 12 
dB EQ range; 7-band spectrum analyzer with separate 
L/R channel fluorescent displays; reverse mode 
switch; equalizer recording switch; facilities for cas- 
sette deck and additional signal processor connec- 
tion; total harmonic distortion less than 0.00696; 
frequency response 10-100,000 Hz; S/N ratio 100 dB. 
3:44 x:16,56 x:10.5 1n; 8&:5:1D& dose. 25440 $249 


GE-76 9-Band Graphic Equalizer 

Features independent L/R channel EQ controls; + 12 
dB or +6 dB variable range; spectrum analyzer with 
separate left & right channel displays; reverse mode 
switch; EQ record switch; line, tape, adaptor in- 
put/outputs. 3.5 x 16.56 x 10.38 in; 7.9 lb... . $240 


GE-57 12-Band Graphic Equalizer 

Features independent L/R channel adjustment; + 10 
dB EQ range; LED indicators on slide controls; 
line/tape input/output jacks; equalizer defeat switch; 
THD less than 0.0196; FR 10-50,000 Hz; S/N ratio 110 
dB. 3:44 x 16.56:x:1025 in; 6b). wasn: m $179 
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GE-56 12-Band Graphic Equalizer 

Features independent L/R channel EQ controls; + 10 
dB EQ range; LED display; output level control; 
line/tape input/output connector; EQ on/off switch. 
3:24 x: 1656x1025 1036196245. AS $160 


GE-47 7-Band Graphic Equalizer 

Features independent L/R channel adjustment; + 10 
dB EQ range; LED indicators on slide controls; 
line/tape input/output Jacks; equalizer defeat switch; 
THD less than 0.0196; FR 10-35,000 Hz; S/N ratio 96 
dB. 3,44 x 16:56 x 8:873n;6:16 D 6 Sul $109 


GE-46 7-Band Graphic Equalizer 

Features independent L/R channel EQ controls; + 10 
dB EQ range; LED display; line/tape input/output 
connectors; EQ on/off switch............... $100 


KINETIC AUDIO 


3-Point Crossover/Level Control 

Monophonic passive crossover/level control system 
that keeps low frequencies from entering miniature 
monitor, satellite speaker systems. Features cross- 
over level control and mid-high-pass filter. Cross- 
overs 65, 90, 180 Hz; converts 4- to 8-ohm load. Can 
be built into Kinetic subwoofers. Mono version$150 


4-Point Crossover/Low-Pass Filter 

Monophonic passive crossover to be used with 
subwoofer for filtering out unwanted midrange and 
high frequencies. Crossover points are 60, 90, 180, 
and 350 Hz; imp 6-8 ohms. Can be built into Kinetic 
subwoofers. Mono version; 15 Ibs; 4x 15x 10 in$150 


LTSOUND 


CLX-2 Compressor/Limiter/Expander 

Features stereo and independent compression or 
limiting; De-Ess circuit; noise gating; keyed expan- 
sion or gating; knee-type compression switchable in 
or out; external modulation jacks for tremolo and 
panning effects (requires external oscillator). FR 20- 
40,000 Hz +.5 dB; THD <0.003%; S/N — —90 dB; 
dynamic range > 115 dB; max input +25 dB. 19x 2x 
TOSI do E TIDAL GL TUDIN $895 


RV-2 Stereo Reverberation Unit 

Reverb unit compatible with any send/receive bus 
level. Features the sound of two different plates and 
an acoustic chamber simultaneously and in true 
stereo; microplate reverb with FR >18,000 Hz: 
electronically adjustable decay; 90 dB reverb dynam- 
ic range. FR 2-40,000 Hz +.5 dB, reverb 20-18,500 Hz 
+2 dB; input imp 47 k unbalanced; S/N >90 dB. 19 x 
LTO Ae IMEA SER ERES 93 Delete ote $895 


Tape Noise Reduction Units 

All noise reduction units are compatible with the dbx 
noise reduction system and any open-reel tape deck, 
have a user adjustable level from -10 to +4 dB, have 
simultaneous encode/decode, are rack-mountable, 
and are available in hardwired versions. S/N >—90 
dBm; FR 20-20,000 Hz +.75 dB; THD <0.15% at 


1,000 Hz. 

NR:8. 8-channel version « 5. rre ys $795 
NR-4. 4-channel version ..............0.4- $475 
NR-2. 2-channel version ................-: $275 


PEQ-2 Dual 4-Band Parametric Equalizer 

4-band parametric EQ with 2 control frequencies at 
25-3,000 Hz, and one each at 85-13,000 and 125- 
20,000 Hz. Features output capable of driving 600 
ohm loads; phono or RCA jacks; optional peak-dip or 
shelving response on upper and lower bands. FR 20- 
20,000 Hz +.5 dB, 2.2-100,000 Hz +1 dB; S/N >90 
dB; slew rate 13 V/usec. 19 x 3.5 x 7.13 in.... $595 
PEQ-1. As above, single channel version, no low 
frequency rumble filter. ; Petas ee een ei. $349 


SL-2 Stereo Limiter 
Features 2 channels of both compression and expan- 
der noise gate capability; compressor and expander 


work simultaneously; De-Ess circuit; stereo or inde- 
pendent compression available. S/N >90 dB; FR 20- 
20,000 Hz +.5 dB; THD <0.03%; slew rate 13 V/usec. 
10€ d 759 425m t OUS ERE RSEN HR $395 


ECU-2 Electronic Crossover 

Electronic crossover capable of stereo bi-amping and 
stereo tri-amping. Features phase inversion switches; 
high slew rate Bi-FET integrated circuits; switchable 
1.5 Hz or 30 Hz rumble filter; low crossover point 75- 
1,100 Hz; mid/high crossover point 75-1,100 Hz in 
1x range, and 750-11,000 Hz in 10x range. S/N >90 
dB; THD <0.007%; IMD <0.003%; filter slope 12 
dB/octave v Vai. eR rc ord: $295 


MARANTZ 


CDA-94 Outboard D/A Converter 

Used with CD players and other digital components 
providing digital output. When used with Marantz 
CD94 eliminates ground loops, contact rectification; 
accepts 2 wired digital inputs with additional input 
and output connectors for DAT tape deck; automati- 
cally selects correct sampling rate for DAT deck; 
fixed and variable line outputs, adjustable head- 
phone level and balanced XLR-3 outputs for broad- 
cast and professional applications......... $1,700 


EQ 551 Graphic Equalizer 

10-band graphic EQ with separate controls for left and 
right channels and equalized tape output. Calibrated 
mic included. FR 20-40,000 Hz +3 dB; THD 0.005%; 
SIN-SO UB A ae VERRE Be ay SUE RE $250 


EQ-432 Graphic Equalizer 
7-band graphic equalizer with two channels. Features 
adjustment range + 10 dB; LED indicators... . $149 


EQ 130 Graphic Equalizer 
10-band graphic equalizer with separate controls for 
each channel. 2.62 x 16.5 x 8 in; 5.5 Ib....... $130 


MARK LEVINSON BY MADRIGAL 


LNC-2 Electronic Crossover 

Modular system for frequency division of line-level 
signals; 4 active filters (2 high pass, 2 low pass); on/off 
switch for each high- and low-pass filter, internal 
stereo/mono switch and Camac connectors; hand- 
brushed and black anodized finish; 18 dB/octave 
slopes, optional 6-dB or 12-dB slopes for 3-way stereo 
operation; optional 6-dB/octave slope OCS modules; 
output level of each FR controlled by 10-turn locking 
potentiometer on front panel. THD 0.00296; wideband 
noise —102 dBV unwtd; accuracy within 5% of 
specified crossover point; PLS-151 separate power 
supply load regulation 0.0596; wideband noise output 
18 nV; LNC-2: 2.25 x 19 x 7.88 in; 121b... $3,500 


MEMOREX BY MEMTEK 


DS-10 Surround Sound Decoder with Amplifier 

Reproduces Dolby surround sound. Features 15 
W/ch through user's two rear speakers, or can be used 
as a stand alone audio amp providing 5 W/ch to front 
and rear speakers; choice between Dolby surround or 
stereo mode for non-surround encoded stereo pro- 
grams; input balance control; front/rear balance: flat 
black finish with gold lettering ............. $130 


Infrared Cordless Headphone Adaptor 

Infrared transmitter beams any audio source to a 
special receiver module that can accept all mini- 
plugged headphoness ou © 340524 ob iiss sk. $70 


NEC 


PLD-910 Dolby Pro-Logic Surround Sound Decoder 
Features L/R independent dual 16-bit digital delay 
circuit (1.0 wsec-94 usec/0.1m step); Dolby Pro-Logic 
Surround; Creation Surround; 41-key wireless re- 
mote control; quadruple-oversampling digital filter; 
FIP indicator; input/output terminals; noise se- 


quencer;) THO 0;005%..... Dees, BS $999 
PLD-310. As above with fixed 20 usec delay to rear 
speakers; double-oversampling digital filter... $449 


Renaissance Series 


AVD-700E Surround-Sound Processor 

Remote-controlled 16-bit digital-delay surround- 
sound processor with Dolby, hall, matrix, and 
creation surrcund circuits. Features inputs for up to 
10 video and 5 audio sources; mix-and-match of any 
video with any audio source; master level control; 
reset button to set all volume levels to —40 dB 
without affecting any presets; volume indicators that 
indicate display levels of front and surround sound 
channel by channel. FR 10-20,000 Hz +5, — 1 dB; S/N 
IQOdBi-1731x:32x13.41n; 161 Ib: 1. sU $729 


AVX-910 Surround Sound Prologic Switcher 

Audio/video switcher with surround sound. Features 
inputs for CD, tuner, two aux, tape, two A/V, two S- 
video; outputs for tape and S-video, S-monitor, S- 
record; digital noise reduction; digital memory $699 


NIKKO AUDIO 


EQ-30 32-Band Equalizer 
32-band mono equalizer with 1/3 octave..... $349 


EQ-950 Graphic Equalizer/Spectrum Analyzer 

Features 10 bands/ch; spectrum display of separate 
or combined L/R equalizer settings; pink noise 
generator; mic for EQ slope; EQ bypass; source 
selector; tape in/out. Center frequencies at 31.5, 63, 
125, 500, 1,000, 2,000, 4,000, 8,000, 16,000 Hz $329 


EQ-25 10-Band Equalizer 

Graphic equalizer with adjustable frequencies at 
octave intervals from 31.5-16,000 Hz. Features 10 
slider Controls perch pe eae Pees ee $299 


EQ-540 9-Band Equalizer 
Graphic equalizer with 9 bands/ch and built-in 
gIDIBCUJndiestor «.. 40 zu ONT eee $200 


ONKYO 


Integra EQ-540 Graphic Equalizer 

Dual 12-band graphic equalizer. Features dual 12- 
band adjustments; warble and center frequency tone 
generator with fixed and stepped sweep modes; 





supplied calibration microphone; high-density infor- 
mation display with frequency readout; EQ range 
adjustment; master attenuator ............. $400 


Integra EQ-35 Graphic Equalizer 

12-band graphic equalizer with signal generator. 
Features individual controls for each channel; LED 
slide markers; signal generator for all center frequen- 
cies except 16 and 32,000 Hz; step or sweep generator 
mode; level control, +12 dB or +6 dB adjustment 
range switch; operation mode display; delta power 
supply. Center frequencies at 16, 32, 64, 125, 500, 
1,000, 2,000, 4,000, 8,000, 16,000, and 32,000 Hz. 
sound and noise reduction 100 dB; THD 0.01%. 
Available tn black 5.5 2. ood] s 00 ask Tes $320 


EQ-240 Graphic Equalizer 

7-band graphic equalizer includes a spectrum analyz- 
er display with level control. Features LED indicator 
for each band; EQ bypass switch; monitor/tape-source 
switch. Center frequencies at 64, 160, 400, 1,000, 
2,500, 6,300, and 16,000 Hz. S/N 100 dB; THD 0.01% 
at 20-20,000 Hz, 1.5 V output. 17.12x 2.81 x 10.12 in; 
64D aioe Ue ass Pune ee ba beeen i $210 


STEREO BUYERS’ GUIDE 1989 181 





SIGNAL PROCESSORS 





EQ-140 Graphic Equalizer 

Dual 7-band graphic equalizer. Features dual 7-band 
adjustments; EQ bypass switch; tape monitor switch; 
LEDJUdICators OS rush Fee SE aS 35 $150 


PHILIPS 


DAC 960 D/A Converter 

D/A converter optically coupled to digital filters; 3 
separate power supplies with 3 individual transform- 
ers; DAT ready; optical digital input with supplied 
fiber optic cable; phase inverter control; outputs with 
2-stage muting; die-cast chassis; shock-absorbing 
feet; copper heat sinks; ceramic power capacitors; 
headphone amplifier with volume control. FR 2- 
20,000 Hz; amplitude linearity +0.01 dB; S/N — 101 
dB; dynamic range >96 dB; channel separation 
100 dB (1 kHz); THD <0.0015% (1 kHz); IMD -90 
dB (at maximum output level); ultrasonic noise 
reduction >60 dB. 3.44x 16.8 x 13.28 in; 18.7 Ib$949 


PIONEER 


VSP-555 Surround-Sound Processor 

Digital surround-sound processor with built-in am- 
plifier and remote control. Features Dolby, stadium, 
and simulated surround modes; digital delay; A/V 
switching and connections; 30 W/ch amplifier at 8 
ohms from 30-7,000 Hz with —596 THD...... $375 


GR-777 10-Band Graphic Equalizer 

10-band graphic EQ with boost/cut of +10 dB and 
remote control. Features center frequencies of 32, 63, 
125, 250, 500, 1,000, 2,000, 4,000, 8,000, and 16,000 
Hz; 10-band spectrum analyzer; 5 programmable EQ 
patterns; 5 resident EQ patterns............. $370 


SP-X707 Surround-Sound Processor 

Features 4 surrond modes (simulated stereo, stadi- 
um, theater, and Dolby); dynamic expansion switch; 
super-bass switch; wireless remote control. 30 contin- 
uous average W/ch. 2.94 x 14.19 x 13.06 in... $320 


SG-60 Graphic Equalizer 

Features 12 bands/ch; independent controls for left 
and right ch; 2 tape monitors; input level control; 
black finish. Center frequencies at 16, 32, 64, 125, 
250, 500, 1,00, 2,000, 4,000, 8,00, 16,000 and 32,000 
Hz; control range +12 dB. 5.19 x 16.56 x 13.81 
Hass cercati MO dol a Tig Dae OA bs $300 


EX-9000 Dynamic Processor 

Features dynamic range expansion; noise-reduction 
effect; FL level indicator; input level control; tape 
monitor switch; black finish. Center frequencies 50, 
500, 5,00 Hz; attack time 4.7 ms; release time 2.7 
ms/6.8 ms switchable. 2.38 x 19.56 x 3.38 in. . $260 


GR-555 7-Band Graphic Equalizer 

7-band graphic EQ with boost/cut of +10 dB. 
Features center frequencies of 60, 150, 400, 1,000, 
2,400, 6,000, and 15,000 Hz; 7-band spectrum 
analyzer: TAPE monitor: os sesten be Seca’ $225 


SR-60 Reverberation Amplifier 

Features solid-state BBSD circuit; reverb, echo, and 
duet effects; visual display; tape monitor; black 
finish. Reverb time 0-3 seconds (reverb and echo); 
delay time 100 ms (duet). 3.88 x 16.56 x 13.38 in$210 


GR-470 Graphic Equalizer 

Features 7 bands/ch; slide controls with LED indica- 
tors; black finish. Center frequencies at 60, 150, 400, 
1,000, 2,400, 6,000, and 15,000 Hz. 2.38 x 16.56 x 
GD 6 os ose ae OCS eae o pid $100 


RCA 


MSP400 Dolby Surround Sound Processor 

Dimensia surround sound processor with built-in 
amplifier and Dimensia remote operation. Features 
Dolby Surround; simulated surround; theater sur- 
round; stadium surround: front/rear channel volume 
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with mute; loudness; bass boost; sound expansion; 
line-level center- and rear-channel outputs; tape 
monitor loop; AC convenience outlet. Power output 
30 W/ch from 100-6,000 Hz with no more than 3.096 
THD; S/N 60 dBA (surround speakers output). 14.5 x 3 
X:13:13 ini... ec ee ee S $349 


MGE260 10-Band Graphic Equalizer 

Features Dimensia system design; automatic power- 
on; lighted slide controls; fluorescent spectrum ana- 
lyzer display; built-in muting; EQ-bypass switch; 
power-off bridging; AC convenience outlet. EQ center 
frequencies: 31.5, 63, 125, 250, 500, 1,000, 2,000, 
4,000, 8,000, and 16,000 Hz; adjustment range + 10 
dB. FR 20-20,000 Hz +0.5 dB; S/N >100 dBA; THD 
< 0003W. 14:63 X SX 10538007 Lets $219 


REALISTIC 


31-2020 10-Band Equalizer 

10-band/ch EQ with spectrum analyzer; IMX spatial 
expander; tape | and 2 in/out. S/N 95 dB. 16.22 x 2.62 
Xi SATAN 6. T Iberia e dedi $130 


31-2018 10-Band Equalizer 
10-band/ch EQ with IMX spatial expander. S/N 95 
dB: 350 x 64x. [4G mm ore ilzav. $60 


SAE 


E-101 Parametric Equalizer 

Computer direct-line parametric equalizer with digi- 
tal display. Features 2 bands with 10 memories/band: 
"pre" tape EQ feature. Bandwidth adjustable from 
0.3-3.0 octaves; boost/cut range +16 dB; rated 
output 2.5 V rms; THD 0.0296; S/N 100 dB; 19 x 12.5 x 
3:5: 10.25 sepes au REX Asa eee CUTS $650 


SANSUI 


DA-607i Digital Processor 

Filter unit containing two 8-times-oversampling 
digital filters and 1 analog filter. Features digital 
inputs for coaxial connection of a DAT recorder or 
player, a CD player, and an optical source; digital 
output to feed a DAT recorder and optical output; 2 
pairs of left and right outputs for an analog amplifier; 
2-transformer power supply (1 for analog, | for 
digital); sampling frequency selector (automatic dur- 
ing playback); volume control; headphone jack; 
battery-operated remote control. frequency reso- 
ponse 4-22,000 Hz +3 dB; dynamic range 100 dB; 
total harmonic distortion (at 1 kHz) 0.00296; sound 
and noise reduction 115 dB. Black finish; 5.75 x 17.69 
X463 10 25e con Seren er o ae aie aks $1,000 


AV-99 Audio/Video Processor 

A/V proccessor accepts signals from any line-out 
format. Features digital “Video Art” special effects; 
video enhancer; A/V faders. Terminals for 2 VCR’s, 
| camera, | audio component, and 2 monitors; 
dubbing capabilities; audio insert; character genera- 
tor terminals. Video input sens 1.0 Vp-p/75 ohms. 
Audio input sens -6 dB/47 kilohms. 16.94 x 4.06 x 
11,25:3n:9 155.5 nels a E es haad aci $700 


VX-99 Video Processor 
Similar to AV-99 but without audio processing and 
Video Wipe features nanena Mies i awhile $600 


DS-77 A/V Surround Sound Processor 

Provides amplification for rear channel and center 
front for audio and video sound. Features super bass 
synthesizer; peak attacker; simulated stereo; built-in 
amp delay memories. Decodes specially encoded 
video tapes. FR 20-20,000 Hz +3 dB; THD 0.09%; 
delay time theater and hall 20 m/sec; 10 W/ch for rear 
speaker drive. 16.94 x 2.94 x 9.88 in; 8.6 Ib... $400 


RA-1000 Electronic BBD Reverb Amplifier 

Features 2 cassette inputs; bi-directional dubbing 
facilities; twin mike mixing facilities with separate 
volume controls for duet effect; color graphic display 


of reverb effect. Reverb time: echo 0-4.5 sec, dual 30- 
200 m/sec. THD 0.02596. 16.94 x 4.44 x 10.75 in; 3.7 
ID si Rae sp ERAS A OSEE IN A eue vates s $300 


SE-3000 10-Band Graphic Equalizer 

10-band graphic equalizer with real-time spectrum 
analyzer. Features center frequencies of 32-16,000 Hz 
spaced at l-octave intervals; line, tape, and CD/aux 
inputs. THD 0.00896; S/N 110 dB; EQ range + 12 dB. 
p44 xbTXEsLbq2681b o Eu hase vs $290 


SE-1000 7-Band Graphic Equalizer 

10-band graphic equalizer. Features center frequen- 
cies of 60, 150, 400, 1,000, 2,400, 6,000, and 15,000 
Hz. THD 0.0396; S/N 75 dB; EQ range + 12 dB. 3.13x17 
xS Iun Sap ida een eed mem E $90 


SANYO 


SAV200 Surround-Sound Processor 

Features Dolby surround-sound decoder; concert- 
hall surround mode; variable time delay; stereo- 
matrix mode; 2-color dimensional surround indica- 
tor; surround calibration and balance controls; 20 
W/ch power amp erus e vi. tutae kane eae et $150 


SOUND CONCEPTS 


SSD550 Ambience Restoration and Surround System 
Surround sound and ambience restoration system. 
Matrix decoder derives accurate rear channel from 
surround sound films and video sources. Takes 
stereo inputs and provides two front and two rear 
channel outputs with stereo delay for music or 
surround decoding plus delay for video. Stereo audio 
delay system; continuous delay variation 5-100 msec; 
continuous reverb variation 0-100%; high-frequency 
rolloff from -3 to +6 dB; front mix level 0-100%, rear 
level 0-100960; 50- or 100-msec delay range; rear 
output delay or quad direct; front output direct or 
delay mix; input front or quad rear; input imp 60k 
ohms min; output imp 300 ohms max; frequency 
response 20-10,000 Hz +1, -3 dB with 5 msec delay, 
zero dB high-frequency rolloff; dynamic range 90 dB 
min, sound and noise reduction 85 dB min, 90 dB 
wtd; 1% max distortion at 1,000 Hz, 1 V rms, 
consisting almost entirely of 2nd harmonic; 3.5 x 15.5 
X9. vsus as ve AML SIS TS MUSS $789 


IR2100 Image Restoration System 

System expands stereo image beyond confines of 
space between speakers to reproduce sonic image 
presented to recording microphones; speaker/listener 
angle continuously adjustable 20X-100X; continuous 
adjustment of perimeter to central sound level 
balance; master volume control; connects in tape 
loop or between preamp and power amp; sound and 
noise reduction 80 dB; distortion 0.196 max; hand- 
held with 15-ft remote cable; 6 x 3x 1.5 in... $289 
IR2200. Nonremote version of IR2100 with perime- 
ter to central sound level brilliance control; connects 
in tape loop; has provisions for tape recorder, 
capability to record expanded image. S/N 80 dB; 
distortion 0.1% max; 7" w x 4" d x 2" h. Factory 
assembled e veros re vtae trs A $169 
Kit ( KIR-D), uus ae a oan s ele eles Dese $95 


VSP-1 Stereo Synthesizer 

Provides interface to stereo system, creates spacious, 
realistic pseudostereo from mono sources; 10-band 
harmonically related frequency divisions. S/N 80 dB; 
distortion 0.2% max; 2 x 7 x 4-in. Factory wired$159 
Kit (KVSP) 5 audes dees RR es rd $90 


SX-80 Peak Expander/CX Decoder 

Adds 20 dB of dynamic range to CX-encoded records 
and videodiscs, 6-9 dB of upward expansion to 
nonencoded sources; connects into tape loop, pro- 
vides recorder connections. Features tri-color LED for 
0 vU calibration with standard record supplied. S/N 
80 dB; distortion 0.196 max; 2 x 7 x 4-in. Factory 
assembled occ hae ETERNA CES $119 
Kit (Xs) toi eode e URNA ET $76 





SIGNAL PROCESSORS 


SCOTT 


EQ400 10-Band Graphic Equalizer 

10 bands per ch; spectrum analyzer; center frequen- 
cies at 31.5, 63, 125, 250, 500, 1k, 2k, 4k, 8k, 16k Hz; 
max boost or cut 10 dB; delay circuit variable up to 20 
msec; 2 tape-monitor circuits; EQ rec switch. 17.4 x 
3 72x EGAN. i SERA aues uites d. $280 


SHURE 


Shure HTS 5200 Generation 2 

Dolby Surround audio processor. Acra-Vector Logic 
Decoder and variable digital time delay. Acoustic 
Space Generator; output LED monitor; 6 ch output: 
left, right, center, 2 rear surrounds, plus subwoofer; 
wireless remote; stereo and mono Surround Synthe- 
sis and bypass modes. FR 20-20,000 Hz +0.5 dB 
(front L/R, center); S/N —90 dBV; THD (front L/R, 
center) <0.1%, (surround L/R) —0.396; 16.81 x 2.38 x 
15:03 3n8 LON Dalal tart ens she cpu oe ee $1,000 


Shure HTS 5000 Surround Sound Processor 

Decodes Dolby stereo sound encoded in video discs, 
video tape, and broadcast TV. Produces simulated 
surround sound from mono and stereo sources. 
Provides up to six ch of audio output: left, right, 
center, two surround channels, and subwoofer. Fea- 
tures Acra-Vector decoder circuitry with variable 
digital delay; acoustic space generator; remote con- 
trol; output LED monitor display. FR 20-20,000 Hz 
*- 0.5 dB; S/N (front left, front right, center) — 90 dBV, 
— 85 dBV (surround L/R); 16.81 x 2.38 x 15.03 in;9.13 
LENS Eee tbc Ada DEAS. $749 


Shure HTS 60RX Remote Extender 

Separate infrared sensor eye package for use with 
HTS 5200 when decoder is installed in concealed 
lócationis 9:362 5x 3:8 ties escheat Gal tie $99 


SONY 


SDP-777ES Digital Surround Processor 

Combines digital delay circuitry with Dolby HX Pro- 
Logic decoding. Features 16-bit quantization digital 
processing; switch-selectable speaker configuration; 
built-in pink noise generator; matrix delay mode; hall 
delay mode; stereo simulator delay mode; built-in 
video switching capability; audio outputs; Remote 
Gomnmanderb vna cha. dui MUS CORN $850 


SEQ-333ES Graphic Equalizer 

Remote-controlled 10-band graphic equalizer that 
automatically adjusts for room acoustics. Features 
real-time spectrum analyzer; precision test micro- 
phone; 3 inputs; 3 outputs; 8 acoustic memories with 
4 pre-programmed curves; automatic or manual 
equalization; battery backup for programmed set- 
tings. Center frequencies 31.5, 63, 125, 250, 500, 
1,000, 2,000, 4,000, 8,000, 16,000 Hz; boost/cut range 
12 dB (2-dB increments). 17 x 4.25 x 10.88 in. $600 


SOUNDCRAFTSMEN 


AE2000 Real-Time Analyzer/Equalizer 

Stereo 10-band graphic equalizer with Differential/ 
Comparator analyzer/equalizer circuitry, pink-noise 
generator. Features 100-LED (10-octave) real-time 
display with adjustable decay rate; mike preamp; 
input for analysis of 3-head tape deck, other signal 
processor; Auto-scan mode; brushed-aluminum 
front panel; hardwood side panels. Center frequen- 
cies 32, 64, 125, 250, 500, 1k, 2,000, 4,000, 8,000, 
16,000 Hz; boost/cut range + 15 dB; display accuracy 
0.1 dB; Auto-Scan sweep rate 0.1-10 secs/ octave; THD 
and IMD <0.01% at 2 v; S/N ratio 114 dB at max 
output; mic preamp input imp 2,000 ohms; FR 20- 
DELON He SED ICTR. ao etes estesa Gar Eire $799 


DC 4415 Third-Octave Equalizer 

Third-octave stereo equalizer with 21 controls/chan- 
nel. Center frequencies 40, 50, 63, 80, 100, 125, 160, 
200, 250, 315, 400, 500, 630, 800, 1,000, 1,600, 2,500, 


4,000, 6,300, 10,000, 16,000 Hz. Features EQ defeat; 
infrasonic filter; tape monitor and tape record; 
Differential/Comparator circuitry for unity gain set- 
ting to within 0.1 dB accuracy for highest dynamic 
range capability. THD and IMD 0.01% at 2 v; S/N 114 
dB at 10 v output; input imp 47,000 ohms. Front 
panel rack mount, brushed aluminum with charcoal 
ANISH sty veces eres vo SS JUNE US $699 


DC 2215 Differential/Comparator Equalizer 

Stereo 10-band equalizer with Differential/Compara- 
tor true-unity-gain circuitry for input to output 
balancing accuracy to within 0.1 dB. Equalizer filter 
circuits use precision wire-wound passive-coil induc- 
tors for high gain, low noise and distortion. Front- 
panel controls include tape monitor, LED defeat/EQ 
defeat and EQ tape record. Total harmonic distortion 
and intermodulation distortion 0.01% at 2 V; S/N 
ratio 114 dB at 10 v; boost/cut range +15 dB. 
Includes frequency spectrum analyzer test record, 
computone charts, cables. Front panel is rack mount, 
brushed aluminum with charcoal finish. ..... $449 
DC 2214. Same as DC 2215 except equalizer filter 
circuits have op-amp synthesized inductors. THD and 
IMD <0.01% at 2 v; S/N ratio 106 dBat 10 v; boost/cut 
range E12 dB: iR Xe IFESÓS $299 


SUMO 


Delilah 2-Way Electronic Crossover 

Features front-panel user-selectable frequencies and 
slopes; 12-dB/octave high-pass slope; 12- or 18- 
dB/octave switchable low-pass filter with level con- 
trol; stereo and mono low-pass outputs with built-in 
bridging circuitry; independent low-/high-pass fre- 
quency controls. FR 5-200,000 Hz +3 dB; THD 
0.008% max; input imp 50 kilohms; output imp 
<100 ohms; high- and low-pass frequencies 50, 63, 
80, 100, 120 Hz with bypass. 19 x 1.75 x 10 in; 8 
Ibis diu ay eee eR Late. ped ee ae. $549 


SURROUND SOUND 


Surround Sound System 4000 

Dolby surround decoder with built in 45 W/ch 
amplifier and remote control. Features dynamic 
logic; front to rear balance; volume control for entire 
A/V system; variable delay; three surround modes; 
muting; center channel and subwoofer outputs; four 
audio/video inputs; two video outputs; switchable 
rear/center channel amplification; auto Dolby B NR; 
THD front channels .03%, Dolby surround .2596; 
music surround .355; FR front channels +.5 dB, 18- 
50.000 Hz: 3:25 x. 17 x 13am 132 Ib . 2. $600 


System 1000 Surround Sound. Similar to above with 
20 W/ch amplifier and no remote control; 2.75 x 17 x 


Sins Gals ae Date S7. b eode de $250 
Cinema 500 Surround Sound. Same as 1000 with two 
speakersancluded- os An. sg Sos otis $299 


Surround System 360 I 

45 W/ch surround Dolby decoder. Features continu- 
ously variable audio time delay; four way input 
switching; dubbing capability; balance control for 
two rear speakers; one touch calibration; auto Dolby 
B NR; center channel and subwoofer outputs; FR 
front channels 18-40,000 Hz; THD front channels 
.05%, surround channel .25% .............. $379 


TEAC 


EQA-30BL 10-Band/ch Graphic Equalizer 

Controls at 32, 63, 125, 250, 500, Ik, 2k, 4k, 8k, 16k; 
Max boost or cut 15 dB; LED’s in sliders; multi-color 
frequency analyzer with display hold and variable 
sens and levels; pink-noise generator; can equalize | 
source while monitoring another; dubs source while 
listening to another; subsonic filter; source/record 
switching; EQ defeat; includes calibrated omnidirec- 
tional electret-condenser mike and 2 RCA cables; 
optional rack-mount kit. FR 9-120,000 Hz; S/N 104 
OBE 12:]D. . d eto Ra AES CHI $399 


EQA-20 Graphic Equalizer 

10-band/ch graphic EQ with spectrum display. Fea- 
tures max 12-dB cut/boost; rec EQ in/out; pre/post EQ 
switch; LED's on slide controls; left and right attenua- 
tors; tape dubbing; dual-tape recording capability. FR 
5-100,000 Hz +3 dB; S/N >80 dB; THD 0.03%; input 
imp 47,000 ohms; output imp 600 ohms. 2.62 x 16.56 
326:3:120:6 IDA S exerted nie ve esto es = NT $249 
EQA-20BL. As above in black............. $249 
EQA-S. Similar to EQA-20 without spectrum dis- 
play. Includes single attenuator and LED signal 
POLST o N EANN cent eC ar $149 


EQA-10IIS Graphic Equalizer 

Stereo 10-band graphic equalizer with source/tape 
inputs; 10-band frequency-spectrum display; EQ in/ 
out switch; pre/post EQ switch; line 1/2 input selector 
SWIGDSTSIEVEE Aa EE eire tran E AA $199 
EQA-1011. As above in black.............. $199 


TECHNICS 


SH-8065 33-Band Graphic Equalizer 

With variable-range indicators and selector; tape- 
monitor switch; parallel L, R sliders. Center frequen- 
cies 16, 20, 25, 31.5, 40, 50, 63, 80, 100, 125, 160, 200, 
250, 315, 400, 500, 630, 800, 1k, 1.25k, 1.6k, 2k, 2.5k, 
3.15k, 4k, 5k, 6.3k, 8k, 10k, 12.5k, 16k, 20k, 25k Hz; 
boost/cut range +3/+12 dB; S/N 110 dB; gain 0 dB; 
16,994x 13x 6.03 ne 13 DIB Ow sca lee ease $725 


SH-8066 Direct-Touch Graphic Equalizer 

12-band/ch graphic equalizer sets EQ curves accord- 
ing to line traced on front panel by fingertip. 
Remembers 8 preset curves; EQ Plus function; auto 
equalizer compensates for system frequency response 
and room acoustics. S/N 107 dB; 16.94 x 4.69 x 10.09 
inm; 8:510 25x o. TRES e es, $640 


SH-8046 Direct- Touch Graphic Equalizer 

7-band graphic EQ with curves set by tracing fingertip 
across display. Max boost 12 dB, max cut 12 dB. 
Features FL display of EQ settings or music content by 
frequency band (spectrum analyzer); 4-preset EQ- 
curve memory; switch to reverse EQ curve; EQ-curve- 
lock switch; EQ rec switch; EQ on/off switch; tape 
monitor (source/tape) switches. Center frequencies at 
63, 160, 400, 1,000, 2,500, 6,300, 16,000 Hz. 16.94 x 
3:80:94 1:0m2306:6:1D 52 on eee ee oe $330 


SH-AV44 Powered Surround Sound Processor 

Recreates or simulates ambience depending on 
sound source. Features Dolby surround and Technics 
A/V surround system to extract reverberant sound 
information from and add phase shift to non-Dolby 
sources. Can be used with mono and stereo signals. 
Music, movie, and manual modes; 4 video inputs. 
sound and noise reduction 90 dB; 25 w into 8 
Olsen couse i e Ce $295 


SH-AV40 Dolby Surround-Sound Processor 

20 W/ch surround-sound processor with both chan- 
nels driven into 8 ohms from 40-20,000 Hz with less 
than 0.5% THD. Features FL display; 3 preset effects 
for A/V surround including theater, hall, and stereo- 
plex; 4 A/V inputs; master volume. ......... $250 


SH-8058 Graphic Equalizer 

7-band/ch graphic EQ with 3 user-assignable preset 
memories. Features 3 factory-preset memories; one 
7-band spectrum analyzer per channel; tape-output 
EQ; tape monitor. Center frequencies at 63 Hz, 160 
Hz, 400 Hz, 1 kHz, 2.5 kHz, 6.3 kHz, 16 kHz. $245 


SH-4020K Programmable Timer 

Programmable timer for audio/video applications. 
Features on/off timer; 2 hr sleep function; 24-hour 
elock displayed Ne e ELI SO EIE eae $140 


SH-8038 Graphic Equalizer 

7-band/ch graphic EQ with tape-output EQ. Features 
LED display on tip of each control; reverse curve 
Switch: tape-donitor asa ream hits ate $115 
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MAGNEPLANARS... 


Because _ 
Music Doesn't 
Come In Boxes. 

















From the $495 per pair SMGa 
to the $1995 MG-llla, Magne- 
planar? speaker technology 
eliminates the box for a more 
open, natural sound. And be- 
cause Magneplanars are bipolar 
—radiating sonic energy to the 
rear as well as forward — the 
three dimensional space the 
artists occupied while record- 
ing is recreated precisely in 
your home. 


Ill MAGNEPAN 


1645 9th Street 
White Bear Lake, MN 55110 


CIRCLE NO. 77 ON READER SERVICE CARD 





SIGNAL PROCESSORS 


THRESHOLD 


Model PCX Electronic Crossover 

Dual-ch, dual-passband electronic crossover with 17 
user-selectable crossover points between the range of 
75 to 1,602 Hz (750 to 16,020 Hz available on special 
order). Computer modeling and optimization of filter 
circuit design allows 18 dB/octave slopes that will 
sum flat within a few % without phase inversion. 
Separate high- and low-pass filter outputs for each ch 
may be independently level-adjusted with front panel 
controls. Bridged-mono operation possible with nor- 
mal and inverted summed mono low-pass filter 
outputs. 2 PCX may be used in tandem for tri- 
amplification. Uses fully discrete, direct-coupled J- 
FED, MOSFET, and bipolar devices. External power 
supply in separate chassis. Military-grade, glass- 
epoxy circuit boards with gold-over-nickel-over- 
copper plated paths. Gold-plated signal connectors 
with Teflon insulation. FR low-pass filter DC to cutoff 
slope initiation, high-pass filter cutoff slope entry to 
100,000 Hz; total harmonic distortion no greater than 
0.01% from 20-20,000 Hz; input imp 20,000 ohms; 
output imp 1,500 ohms, nominal. 1.75 x 19 x 6.5 
aee e ae a te we eee WERE S aW S eve ere $1,500 


VECTOR RESEARCH 


VQ-125 Graphic Equalizer 

10-band graphic EQ with spectrum analyzer and pink- 
noise generator. Features independent left/right EQ 
controls; 2 tape monitors; dubbing direction selector; 





rec EQ; 2 line inputs; peak-hold display; subsonic 
filter; input sens switch. Center frequencies: 32, 64, 
125, 250, 500, 1,000, 2,000, 4,000, 8,000, 16,000 Hz; 
boost/cut range +12 dB; S/N 109 dB; THD 0.009%. 
16.94 x.4x 9.44 in: 10:5 IB eet a a $250 


VQ-115 Graphic Equalizer 

10-band graphic EQ with master level with peak LED 
indicator. Features independent left/right EQ con- 
trols; tape monitor; EQ-defeat switch. Center frequen- 
cies: 32, 64, 125, 250, 500, 1,000, 2,000, 4,000, 8,000, 
16,000 Hz; boost/cut range + 12 dB; S/N 109 dB; THD 
0.009%. 16.94 x 4x 9.44 in; 10.5 Ib ......... $130 


YAMAHA 


DSP-3000 Digital Sound Field Processor 

Features 20 preset acoustic surround modes, includ- 
ing Dolby surround; 35 variations, including many 
U.S. environments; 20 user-programmable memory 
modes; 5 variable parameter adjustments per mode 
or variation; up to 10-channel output capability; hi- 
bit quadruple-oversampling 18-bit digital filter; twin 





hi-bit D/A converters; direct digital input (32 kHz, 
44.1 kHz, 48 kHz); full-function remote control; 
master volume control; on-screen display; adjustable 
front to rear balance and effect signal level; built-in 
pink noise generator; effect mute; main mute; titani- 
um finish neus ser ss Ana $1,899 


DSP-1 Digital Sound Field Processor 

Features 16 preset acoustic surround modes includ- 
ing 6-channel digital Dolby surround; 16 additional 
preset effect modes; 16 user-programmable memory 
modes; l6-character LCD; wireless infrared remote 
control; 5 variable parameter adjustments per mode; 
digital sound field generator ............... $999 
MVS-1. Master volume controller-selector for use 
with DSP-1. Features input selector for three inputs 
and one tape monitor; fader for CD player ... $149 
SR-100 Pro Digital Sound Field Processor 

Features Dolby surround pro-logic circuitry; DSP 
interface for Yamaha DSP models; digital delay 
control of 20 or 30 msec; input balance control; center 
mode switch; built-in pink noise generator; remote 
control; master volume control; tape monitor 
Hid rue Mono Ane PRO OENTITUT AU ge CE $599 


EQ-1100U 10-Band Graphic Equalizer 

Graphic equalizer with automatic room EQ. Features 
independent left and right channel controls; +12 dB 
EQ range per band; 3 EQ factory-preset memories; 4 EQ 
user-preset memories; 10-band spectrum analyzer; 
pink noise generator; electret condenser microphone; 
EQ recording capability; 18-key wireless remote 
control Blacks PE IBS ou LEEREN $599 
RMA-G60. Rack mount adaptor for EQ-1100U $18 


EQ-500U 10-Band Graphic Equalizer 

Features independent left and right channel controls; 
+12 dB EQ range per band; fluorescent spectrum- 
analyzer display; meter level adjustment; pink-noise 
generator; electret condenser microphone; EQ record- 
ing capability. Black FID e Ges: Cet $399 


EQ-32 10-Band Graphic Equalizer 

Features independent left and right channel controls; 
+12 dB EQ range per band; fluorescent spectrum- 
analyzer display; meter level adjustment; EQ record- 
ing capability. Black; 11 Ibi... oho. Piel $299 


SR-50B Surround Processor/Amplifier 

Features 5 surround modes including Dolby sur- 
round; adjustable time delay (5-30 ms); bass exten- 
sion; A-B speaker switching. 25 W/ch min rms into 8 
ohms from 20-20,000 Hz with less than 0.01% 
THD q.d eee ss ed NEAR T WOW Siri $349 


GE-30B 10-Band Graphic Equalizer 

10-band independent L/R-channel EQ with side-by- 
side controls. Features independent L/R output level 
control; subsonic filter; EQ on/defeat switch; tape 
monitor with EQ rec. Cut/boost +12 dB; center 
frequencies at 30, 60, 120, 240, 480, 1,000, 2,000, 
4,000, 8,000, 16,000 Hz; S/N 105 dB; FR 10-35,000 Hz 
::0:5 dB. 1912 x4 x: 9-12:1056:3 Ibi 2255. 5L. $169 


GE-20B 10-Band Graphic Equalizer 

10-band independent L/R-channel EQ with side-by- 
side controls. Features independent L/R output level 
control; EQ on/defeat switch; tape monitor with EQ 
rec. Cut/boost + 12 dB; center frequencies at 30, 60, 
120, 240, 480, 1,000, 2,000, 4,000, 8,000, 16,000 Hz; 
S/N 105 dB; FR 10-35,000 Hz +0.5 dB. 17.12x 4x 
9:1231n306.2 1B. 5852048 VER AA s dcus $149 


PRICES LISTED 


are manufacturers' suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 





ACCESSORIES 








ACE AUDIO 


4100-X-24b Infrasonic/Ultrasonic Filter 

Active filter designed to eliminate infrasonic (turnta- 
ble and record) noise and ultrasonic (RF, high- 
frequency noise, etc.) interference. Infrasonic rate 24 
dB/octave below 20 Hz; ultrasonic section rate 12 
dB/octave above 20,000 Hz. Distortion 0.002% at 2 V 
CULO ar EOM ares ME oie IN. $142 


4000-X-24 Super Infrasonic Filter 

Combined active Bessel and passive filter sections 
provide low phase shift and an ultra-sharp cutoff (24 
dB/octave); removes all infrasonic disturbances; 
individually hand-calibrated. Distortion 0.00296; re- 
sponse <3 dB at 20 Hz (24 dB/octave)...... $132 


4100 Infrasonic/Ultrasonic Filter 

Active filter with infrasonic section rolloff 18 dB/oc- 
tave below 20 Hz; ultrasonic sction rolloff 12 
dB/octave beyond 20,000 Hz; IMD 0.002% typical, 
DORLOOUOUCR 4o ere acre bem TIS $108 


4000b Subsonic Filter 

Low-frequency filter with 4 rear-panel connectors 
providing 18 dB/octave rolloff at 20 Hz or below, —3 
dB. For use with direct-coupled receivers, amps, 
and/or subwoofers. IMD 0.0196 at 1 V output; input 
imp 47 kilohms; output imp 150 ohms; min output 
load 10 kilohms; hum and noise <86 dB; 6 x 4.75 x 
SEO SEHBEE RO aa Zoos Eve DR m Rede $98 


3900 Ground Liminator 

Designed to break up ground-loop faults in connect- 
ing cables, thus reducing hum; employs passive 
ot te, { E11 S Ua coa ote x US NUTS $21 
KI es s EN ysis d drei Ie D a Ee $16 


ACOUSTIC RESEARCH 


AR SRC Stereo Remote Control 

Remote control system compatible with all compo- 
nent audio systems features 8-bit custom pro- 
grammed microprocessor and 15-function hand-held 
remote module. Operating distance 40 feet nominal. 
Remote functions include system on/off, volume 
control, balance control, —20 dB mute, full audio 
mute, source switching via remote tape monitor, 
left/right speaker comparison, sleep timer, full mem- 
ory of control settings with power off. Inputs for 
main, tape monitor, and EPL (external processor 
loop) return; outputs for main, tape record, and EPL 
send; indicators for power on, balance centered, and 
EPL selected. Attenuation range 0-75 dB plus full-off 
(285 dB) in 1.5 dB steps; noise 95 dB below 1 V rms, 
A-wtd; noise decreases with increasing attenuation; 
THD <0.01%, 1 Vrms, 20-20,000 Hz; FR 6-60,000 Hz 
+0.25 dB; phono cables, battery and instructions 
included «2e sey oe DID E TENDO" $189.95 


ACOUSTIC SCIENCES 


Tube Trap Acoustical Treatment System 

System for reducing room resonance. Corrects low- 
end phase distortion; damps standing wave room 
resonances; reduces room resonance Q response; 
equalizes low-end RT-60 decay constants; each 3" 
tube contains 15 sabines at 60 Hz; light weight. 

Sets 

Iis rtrap sete nce oM I 2d $807 





PRAU REG ii s aoe Phe creer ents ow Tiu $705 
TRS trip set. state FO vee TSE: $652 
95:5 ünb SEL SII S ce ee Le $589 
16^ x Si: 34 round seb Ga are 22S dS $388 
Li^*x: 5*5 5 round set 4c Pisce s s chen coe $353 
OF & 5-18 Todundi Setequo nome SEED X.» ver $271 
Components 

I6 x3 Snpertrapiuz v. del c TS Oo ute D $383 
I5" x35 trapz do T UELUT Uis deb $300 
105€ 25 trans. E SOT EEG UE ctu de $269 
DOE IDEO naeh Ws SIDE len eoe eteut n ven $186 
PIS Sap af» le bt Edere tria aie $159 
NS OPI eerie lx. Bickers so MRR Ms aes $134 
OS Es era ae ts UF ig oe Ae, bm $110 
16 x:5--M*raund A 220 LUE TS ee $197 
IG x P ATONA LAS vete REESE IM $195 
E SU ATO LR rra Meer oe ee, Sales $164 
geu sr I TOUT "occu dne. turtur $124 

ADCOM 


GFS-3 Speaker Selector 

Handles up to 3 pairs of speakers with built-in load 
protection for low-imp loads; headphone output; 
Twistn'Lock speaker connectors for heavy-gauge 
speaker wire. Can be used with amps rated up to 200 


W/Ch.2- 794 190 5.2 99er x eR xs $99.95 
GFS-6. Similar to above except handles up to 6 pairs 
OF Speakers TOOLS TR ace $159.95 
GFS-6W. As GFS-6 with white front panel $209.95 
GFS-6S. With silver front panel......... $209.95 
RM-3. Optional rack-mount adaptors for GFS- 
Gs ocv E daira NEED EM eee $20/pr 
RM-3W. RM-3 in white ................ $25/pr 
RM-3S. RM-3insilver............uuse. $25/pr 


GFS-4. Gold plated, brass 5 way binding posts, glass 
fiber epoxy printed circuit board. Oxygen free copper 
internal jumpers made with #12 AWGstranded cable 
Handles 4 pair of speakers; black ........... $150 
GES-4; White E teal or ok. Mula $200 


SLC-505 Straight Line Controller 

A/V Switch box with inputs for 2 VCR's (with dubbing 
capability),AUX, tape, DAT, tuner, and CD. Level 
and balance switch; single master circuit board with 
copper plating on both sides; Ground screw; 
BAGG is eee d eren x MOE ee $160 
SLC:505. Whites) x6 see LOTES SS eds $290 


ACE-515 Line Enhancer 

7 AC inputs, 2 switched 3 prong 1500 W max, | 
unswitched 3 prong 300 W max, 4 unswitched 2 
prong 300 W max. Protection reset circuitry (15 amp 
circuit breaker), LED indicators for "delay on/off". 
Output amplifiers 10amps. max per pole continuous, 
accessories 2.5 amps. max continuous; 3x 17x 5.94; 6 
Ib: black... <6 ¢ 2 20 VERRE 1 2s $180 
ACE-515. White. oci IET eos $230 


a/d/s/ 


B3 Storage Module 

Stackable wooden cube divided into 3 sections by 2 
vertical dividers. Tambour door in front slides up 
into top of unit. Each section holds about 33 LP's 
(about 99 total per unit). With optional 12-slot trays, 
each section holds 24 compact discs (72 total per unit) 
or 36 cassettes (108 total per unit). Single unit can 


hold 33 LP's in 1 section, 24 CD's in second, and 36 
cassettes in third. Length and width matches mea- 


surements of Atelier components. Black or 

WIE I uses qeu A Y EHdASUG eee $249.00 

B4. Similar to B3 except open front with adjustable 

ShBlb eben cct ae a ee $169.00 
ALLSOP 


7500 DAT Cleaning System. Wet/dry system, cleans 
heads and tape path, deluxe storage case ... $29.95 


71200 Deluxe Cassette Deck Cleaner. Wet system, 
cleans heads, capstan, and pinch roller. Auto reverse, 
refill kit included; deluxe carrying pouch .. $15.95 


6500 Camcorder Cleaner. 8mm camcorder cleaner 
with wet/dry system, patented ribbon ..... $14.95 
6900. Same as above for VHS-C camcorders $14.95 


6100 VHS Cleaner. Cleans heads, tape path, and tape 
drive; wet/dry system; patented ribbon .... $14.95 


50000 CD Cleaner. Radial cleaning, uses lint free 
cotton pads and special solution, gear driven disc 
rotation anri E LA VU EOM $9.95 


55000 Orbitrac Record Cleaning. System rotates 
from records center hole/spindle, uses lint free cotton 
pads and special solution................. $9.95 


60000 VHS Cleaner. Cleans heads, tape path, and 
tape drive; wet/dry sytem patented ribbon .. $9.95 


71300 Cassette Deck Cleaner. Wet system. Cleans 
heads, capstan, and pinch roller; autoreverse; refill- 
able eoa eee Pon terete dd Lien aga SUR so dia $7.95 


70000 Cassette Deck Cleaner. Wet system. Cleans 
heads, capstan, and pinch roller; autoreverse. $5.95 


AUDIO DESIGN ASSOCIATES 


System Basics 

Switching systems for multiroom applications. In- 
cludes remote controls and enables system use from 
several areas. 

System 88. Covers 8 rooms. Features room on/off, 
system off, volume, balance, one-button 8-source 
selection, one function control per source, LED 
reatdouib meissa o View P wk Siena $7665 
System 48. Covers 4 rooms. Features room on/off, 
volume up/down, bass, treble, 8-source selector, one 
function control per source, LED readout, direct 
SOLOS ACCOSTA MEE die @ estie di $6,546 
System 10. Covers 8 rooms. Features room on/off, 
system off, volume, balance, 2-source selection, one 
function control per source, LED readout, expandable 
to -anotlier ZONE... oc. Karke e So haces Y $4,840 
System 1. Covers 8 rooms. Features room on/off, 
system off, volume, balance, one-source selection, 
one source function control, LED readout, expandable 
to'ancther ZONE. NL NT SEEN $3,227 


ISO-2 Line-Level Isolation Amplifier 

Active, differential unity-gain amp with differential 
input with ground isolation between the RCA inputs 
and outputs. Can be used to eliminate audible hum 
due to ground loops and it is capable of driving long 
line-level wire runs. 2x 3x 4 in ............ $395 
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ACCESSORIES 


ACC-1 Low-Voltage AC Controller 

Power switching device for AC sources. Provides low- 
voltage control of AC power. Features 2 grounded 
receptacles; 2 control inputs. Capable of allowing 
separate systems to share a common component; 
provides switched AC power for remote applications; 
ACTOR AIR a inset en determine 2s sts $395 


CCS-2 Speaker Source Selector 

Current-controlled speaker source selector. AC cur- 
rent sensing device that provides a switched outlet 
and allows a pair of speakers to be used with two 
UTDOPTS muore Sere d ed Me ronis $495 


ACS-2 Speaker Source Selector 
AC-controlled speaker source selector. Features 
switched outléL- . a npe uu niace ue E ex $395 


LLS-2 Line-Level Audio Switcher 

Audio switching device which features two stereo 
line-level inputs and one stereo output. Allows 
separate systems to share a component, can be used 
to switch input to an amplifier from a multi-room 
system to a local one, and can be used to add a 
seventh source to a six input preamp........ $395 


AUDIOQUEST 


Profile Pro-Lift 

Damped cueing device can be tripped to a tonearm 
and allows manual turntables to act as if it were 
semiautomatic Shes Tule ote enis nv eae $45 


AQ Sorbothane Big Feet 
Set of four 2.5" diameter, 1" high sorbothane feet to 
ASOT AIBPROOTISS celos MESES ATO cists easly $40 


AQ Sorbothane Record Mat 
0.12" sorbothane record mat absorbs vibrations from 
HE viny basaa REN S V a pe COURT SSA $39 


AQ Sorbothane CD Feet 
Set of four 2" diameter, 34" high sorbothane feet $25 


AQ Record Brush 
Over one million conductive carbon fibers small 
enough to enter the groove of the record...... $15 


AUDIO RESEARCH 


MCP-2 Solid-State Pre-Preamplifier 

Analog Module pre-preamp boosts output of MC 
cartridges for input to preamps. Features front-panel 
selectable loading for MM cartridges; front-panel 
selection of MC gain and imp; fully balanced and 
regulated circuitry. FR DC-80,000 Hz + 0.25; harmon- 
ic distortion <0.005% at 1 V rms output from 20- 
20,000 Hz; MC noise >100 nanoV at 10 ohm input 
RIAA equalized; 3.5 x 19x 8.5 in.......... $1,395 


EC-21 Electronic Crossover 
Vacuum tube, 2-way electronic crossover (passive 
top) with auto-muting ........... leere $995 


RMV-3 Rack-Mount Ventilator 
Passive convection unit to allow proper air flow to 
dissipate heat. For all Audio Research units .. $150 


RFP-1 Rack-Mount Filler Panel 
Available in 3.5", 5.25", 7", or 10.5" heights ... $79 
RFP. Rack filler panel - 1.75" (no handles) .... $49 


218. EC-21 18 dB capacitor kit (specify frequency$21 
216. EC-21 6dB capacitor kit (specify frequency)$15 


Wire Products by Audio Research range in sizes from 
0.5 - 9 meters 


LitzLink Interconnects 


3:0 meter unshielded.. -.... 2:222. unm. $230 
shielded na anaes cue then $275 
SGL Speaker Cables. 3.0 meter............ $219 
LitzLine Speaker Cable. 3.0 meter.......... $555 
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RTA-ONE Real-Time Analyzer 

Hand-held real-time analyzer and SPC meter with 
built-in calibrated electret condenser microphone. 
Features 10 single-octave bands; 90 level LED's: LED's 
for power, low battery, overload. | lb without 


batteries; 6.69 x 3.88 x2mn....... wee cee $250 
PNG-ONE Pink-Noise Generator 

Battery-powered pink-noise generator ........ $55 
ACOdaDIOE e ae DES Rec $15.95 
AEDS oe ERR ers eed ous es t. $34.95 


LLC-1 CD Laser Lens Cleaner 
Digitally encoded CD with built-in, man-made, 
carbon fiber impregnated cleaning brush. .. $29.95 


AUDIO-TECHNICA 


AT605 Audio Insulator System 

Vibration-damping feet for use under speakers or 
turntables to prevent acoustic feedback; individually 
adjustable height. Supplied in set of 4, with bubble 
LEMONS nw Ue", erate ass t RM $35.95 


AT618 Disc Stabilizer 
Solid brass disc with rubber coating designed to damp 
out sound-coloring resonances. Fits over turntable 


ODISSE ect Kiefer ERU ERE DS $29.95 
AT6015 TechniClean 

Audiophile record maintenance system cleans record 
surface and reduces static. «4.36.65 conse. $25.95 
AT6016. Deluxe stylus cleaning system with enclosed 
fluid CONTING Ey, e.c. vo ee $15.95 


AT613. TechniClear record cleaner replacement 
fluid. Removes dust, dirt, and oily finger prints 
without promoting static. 60 cc............ $4.50 
AT613/500:- 500 ml refill... 2527s $12.95 


AT609 Headshell Wire Set 

Replaces original headshell wiring; set of 4 color- 
coded connectors made of silver litz wire and gold 
PORTING ras ceras ver ERST UIROS EE NER $11.95 


AT607 Stylus Cleaning Formula 

Cleaning solution dissolves foreign material on stylus 
without harming known stylus adhesives; in bottle 
With: stylus DIUSH -araar eye Salsas $4.95 


AT608 Record Care Formula 

Dissolves fingerprints, loosens stubborn particles, 
reduces static bond of micro-dust, airborne material. 
Nonalcoholic; use directly on fibers of conventional 
brüsliess 2 Oz... So eaa as n wie ew als sicud e $4.50 


AC-TP4 Terminal Pins 
Set of 4 gold-plated terminal pins with color-coded 
isshlatarsiea essor oe aas $2.99 


AC-TP4 Spade Lugs 
Set of 4 gold-plated spade lugs with color coded 
[IST REOS Eos e ure posue ns NEN. xat en $2.99 


Vital Link Cable Series 

AT620 Super Conductivity Cable Set 

Litz wire construction with double shielding and 
gold-plated connectors; for low imp and max rejec- 
tion of RF interference; set of 2........... $35.95 


Full Audio Transfer Speaker Cable 

Speaker cable made from oxygen-free copper. Avail- 
able in large diameter and extra-heavy diameter 
gauges. 

AXD-30. 30 ft; extra heavy diameter; stereo pair; 


SHOOK: <b sissies can euros xDD MEME $22.95 
AXD-50. As above, 50 ft................ $33.95 
AXD-500; As above, 50011. ......... aaien $.60/ft 
ALD-30. 30 ft; large diameter; stereo pair; 
spnooled s Ss Seen Nhac EAS $9.95 
ALD-S0. Asabove, 501t ........ lose. $13.95 
ALD-500. As above, 500 ft.............. $.22/ft 


Full Audio Transfer Interconnects 
Features oxygen-free copper; potted terminations; 


gold-plating. 
ACI22-AI. 2-in, 2-out, RCA, 1 meter ..... $11.95 
AC122-A2. As above, 2 meters. .......... $15.95 


BASF 


Ferro Extra I Car Case 

Cushioned, fully-lined vinyl case holds 10 cassettes; 
Ferro Extra I is housed in a protective shell specifical- 
ly designed for sound on the move, and can withstand 
temperature extremes from -22°F to 185°F .. $9.95 


BIB 


A-616 CD Cleaner 

CD cleaner features molded disc tray; chamois- 
covered cleaning pad/wheel; cleaning fluid; CD eject 
lever; chamois cleaning brush............ $14.95 


A-631 Multi-Media Storage Module 
Holds a combination of CD's, or CD doubles. 5.13 x 
SAIS XH o esI UID ASIE EE $4.95 


A-611 CD Storage Module 

Strong practical CD storage unit holds up to 10 CDs 
in their jewel boxes. Fingertip touch release system 
automatically ejects selected CD for easy removal. 
Interlocking modules can be expanded vertically or 
horizontally. Molded of strong ABS plastic. Wall or 
shelf moun tion MO Ren ee MS $4.59 


A-612 Disposable Tape Head Cleaner 

Disposable audio head cleaner for all types of cassette 
players. Nonabrasive cleaning fluid applied by push- 
button cleans entire tape path. Use twice (once each 


side) then disposer. coud. ved eorum $1.79 
BOULDER AMPLIFIERS 

Balanced Cables 

Gold-plated 3-pin male to 3-pin female. 

CHE NUR Ae ead ie, Mig $199/pr 

ise ane oes a ANO d ee $119/pr 

CBI a oos < ca ons MEUS DS $73/pr 


Audio Interconnect Cables 
Gold-plated RCA-type phono, for general interconnec- 
tion 


CA01IUSIn6l oa pies Sos wo wets OSEE COR T xe $49 
C A3. 3 TGOE ou c ree ali aea esi eU sis ai $57 
CAUGSAdOOIE RUN T ce uu ens ase os Me $69 


Boulder Terminator 

Speaker-cable termination network provides termi- 
nation imp for frequencies where speaker cable must 
be treated as transmission line. Designed to eliminate 
reflections back down the speaker cable into amp for 
improvediclarity:-1 oir. cos reped $39/pr 


BRYSTON 


.4B Switch Box 

High-level switching with gain/balance control. Fea- 
tures 4 inputs (CD player, tuner, tape, aux); | tape 
loop9:1bs»1,75 x19» 99mm ra lethal $550 


Switch Boxes 
No active components; designed for high-current 
applications. 
3-Way. With headphone jack .............. $199 
2-Way. With headphone jack .............. $130 


TF-1 MC Cartridge Step-Up Transformer 

Designed to provide sufficient voltage to any pream- 
plifier from low-output MC cartridges. 2 x 3 x 4- 
IDE NEC ARA R Lebe Vds. $500 


10B Electronic Crossover 

Front panel switching for control of filter settings, 
rolloff frequency, and slope. Low pass (and mi- 
drange) level settings are | dB increments over a +5 


ACCESSORIES 


dB range. All amplification buffer and filter stages are 
discrete. All passive filter components are 1% metal- 
film resistors and polystyrene capacitors. Available 
fully balanced (in and out) or unbalanced .. $1,000 


BUFF STUFF 


CD Saver 

Compact disc restorer eliminates audible pops and 
clicks caused by light scuffs and scratches on CD’s 
and laser video discs. 30 milliliter bottle of formula is 
harmless to plastic coating on CD’s and is good for 
dozens of applications... 2. cans $9.95 


BUSH INDUSTRIES 


Jamestown Collection 

Units feature golden brown oak finish, solid oak 
molding; raised panel doors and drawers, sofi-shaped 
pilasters, and brass hardware. 

AV786. A/V center. Features 2 storage drawers; 4 
shelves; tempered-glass doors. 50.31 x 53 x 20.4 
Ins EM erasa uvae else O $359.95 
AV773. A/V center. Features adjustable shelf; en- 
closed storage space; 2 drawers. 60 x 50.5 x 16.4 
IDE LE S eo N d VI ee d e E $299.95 
AV763. A/V center. Features 4-shelf component 
area; tempered-glass doors; enclosed storage area. 
AGIA 53 X T6. ID eot rues $269.95 
A666. Audio cabinet. Features one fixed, three 
adjustable component shelves; tempered-glass doors; 
Casters, 47.56x:22.25 x 16:38 in... 5... $159.95 


Oak Elegants Line 

Units have sofi-shaped 2.5"-wide solid oak frames, 
oak veneer on sides and tops, multi-step finish with 
double-lacquer topcoat, brass accents on oak frames, 
through-glass brass hardware, concealed fasteners, 
safet y-tempered solar-bronze-tinted glass doors etched 
with subtle silk-screen pattern, radiused plinth base. 
Ready to assemble. 

AV1675. Full-sized entertainment center holds 27" 
TV; adjustable shelf; glass-enclosed storage with 
adjustable shelves. 49.25 x 49.9 x 20 in... $529.95 
A1665. Audio cabinet with adjustable shelves; 2 glass 
d6018/23 X 455016:10 54 35,9 3c aA $269.95 


Furniture Systems Series i 

With rounded corners, sofi-shaped tops, fully radiused 
shelf fronts with decorative accent lines, Library Oak 
finish, full-length solid-oak door pulls, cord openings 
in rear, 72" tall. 

L139WS. Wood and glass doors; middle doors open 


180° for TV viewing; 30 x 19.4 in........ $269.95 
L132WS. Audio cabinet with wood and glass doors; 
209194 11525 m nana dw estes VIE Gales $219.95 
L134WS. Open shelving above wood doors; 30 x 19.4 
Tiu s erc CHE ed NP ie MONDE R3 m $199.95 
L124WS. Wood doors; 15.4 in.......... $169.95 
L121WS. Wood doors; 15.4 in.......... $149.95 
L123WS. Open shelving; 15.4 in ........ $149.95 


AV1375 Deluxe Home Entertainment Center 

A/V center with 25" h x 27" w TV compartment; 
adjustable VCR shelf; glass-enclosed storage with 
adjustable shelf; 20.25"-W glass-enclosed audio area 
with 3 adjustable shelves; silk-screen pattern on glass 
doors with wood frames. Solid oak and oak laminates 
with multi-step laquered finish. Rounded edges; soft 
shapes. 49.5 x 47.62 x 19 in; 180 Ib ...... $399.95 


AV774 Room Divider/Entertainment Center 

2 drawers below TV compartment; 4 adjustable 
bottom doors; wooden door handles; rounded edges 
on frame; shelving; drawers and doors. Library-oak 
finish. Cords run through center partition. 49 x 69.5 x 
15:5: 105180 ]ID:.5 os sees torre ons $259.95 


AV760 Deluxe Audio/Video Center 

TV compartment for 26" or 19" TV; safety-tempered 
glass door; 3 adjustable shelves; enclosed space for 
accessories; pedestal base; adjustable shelf above TV 
compartment. Library-oak finish. Soft-shaped tops 


and rounded edges. 47.36 x 47.25 x 15.5 in; 145 
Ibi S UE ee I) med ye Se A $229.95 


B929 Armoire Audio/Video Center 

Designed for bedroom. Features rear-cord access; 2 
sets of double doors; can also be used for clothing; 
Library Oak finish; wood handles with brass end 
Cans 55:30 KGS ret EE dE $199.95 


A1365 Audio Cabinet 

22"-W interior glass-enclosed facade with silk-screen 
pattern and wood frames; 2 adjustable interior 
shelves; hand-stained and chiseled accent lines; 
rounded edges and soft-shaped design. Solid oak and 
oak laminates with multi-step lacquered finish. 23.5 x 
42:25 16 Ss 78D 7:729. 82223 $199.95 


AV757 Audio/Video Center 

A/V entertainment center. Features space for several 
audio components, a VCR and TV; tempered-glass 
doors; enclosed storage area; simplified assembly 
system. 43.75 x 47.25. x 15.38 in... .. ...... $179.95 


A641 Audio Cabinet 

Audio cabinet with safety-tempered glass door fea- 
tures 2 adjustable shelves; soft-shaped lift top; 2- 
wheel casters. Library oak finish. 18.88 x 38.62 x 17.5 
1n; 581b. eee Sees cous $119.95 


CALRAD ELECTRONICS 


Gold-Plated RCA-to-RCA Cable 
18-kt gold-plated connecting cable. Features ultra-low 
loss shielding; gold-plated steel springs. 


55-803. 10-ft- long. s. sve Seeley xL $13.20 
55.802 OB IONE omen S ere x oam $11.25 
85:800; Salona neto Seen SSS $9.90 


55-860 4 RCA Plug Cable 
4 RCA plugs on each end; 15 ft........... $10.65 


RCA-to-RCA Cable 
Dual shielded stereo audio cable; polarized. 


552001: 240 Cate I bbe ok eorr RS $5.10 
55-1000. 120* cable: coro be Iesus $3.54 
55-998. 48^ cable 5.22 iru we 3 eO $2.61 
58:999. 72" Cable. ok: duc obespU. s vh? $2.85 
S503 AAGSPRBIO a Kove E WERDE md Peor c UN $2.40 
S8.00 A ETT a l Deme tees ee $2.25 
55-968 Speaker Cable 

2 20-foot speaker cables. Lug terminals ..... $3.60 

CANTON 


Connect Series Switchboxes 

Connect 50. Handles 1-4 pairs of speakers; DIN and 
phono jack; headphone outputs. Features volume 
controls for adjusting channels 2 and 4; connection to 
output of amps, receivers; DIN speaker jacks . $125 
Connect 20. Switchbox for 1-3 tape decks or 2 decks 
and | high-level signal source. Features left/right 
regulators to reduce signal levels before recording; 5- 
pole DIN jackss o nieron Tu IN e Oe iD. $80 
Connect 10. Similar to Connect 20 except designed 
for 1-3 pairs speaker switching. Features standard 


DIN speaker jacks tine. te ss Ys NE $70 
Cantosweep 

Record-care brush with antistatic carbon bristles. 
Removes static charges, dirt particles......... $30 


Cantolink Speaker Cable 

60. Premium-quality 60-mm speaker cable $2.74/ft 
40. Premium-quality 40-mm speaker cable $1.52/ft 
25. Premium-quality 25-mm speaker cable $1.07/ft 
15. Premium-quality 15-mm speaker cable $0.88/ft 


CARRY DISC 
BY MUSIC & SOUND IMPORTS 


Carry Disc CD Holder 
Holds 14 CD’s in a quick open-and-close carrying 


case with a protective inner lining of soft ve- 


GUE, i-th s eae Aa Toke GS Eva $15.95 

Carry Disc II. Same as above but designed for use 

WES CDS: Ae. eaa t mn SOR o Pts S $15.95 
CARTER-CRAFT 


60-437 CD Carry-All 

Holds 6 CDs without cases. Storage plates fan when 
case is opened with the slide button. Black, hinged 
CASE ues s Sete ee ea ela se: $20.49 


60-409 CD Cleaning Kit 
Includes cleaning solution............... $19.95 


60-355G Stereo to Stereo Dubbing Kit 

Use for dubbing from stereo VCR to stereo VCR. 
Coded plugs for correct input/output; strain reliefs; 6 
IB CADO 7213. 1 482915 Boma ele hea C $19.10 


60-357G Stereo to Mono Dubbing Kit 

Use for dubbing from stereo VCR to mono VCR. 
Coded plugs for correct input/output; strain reliefs; 6 
PRCADIES 6506-05 a oa iia’ A ENR noo $18.39 


60-416 CD Storage Case 

Auto eject and add-on unit holds 5 compact discs. 
Stackable modular design allows expansion of stor- 
age Systems... 21.5% esse soca eet eee $13.65 


60-436-3 3” CD Adaptor 

3” CD adaptor permits playing of 3” CDs on regular 
CD equipment. Grooves permit secure fastening of 
the 3^. 3S-Maok. uuo ele outeaine 6 Se aaa $9.90 
SIBI cius olere FERES 2 $3.80 


60-435 CD Storage Case 
Holds 20 CDs in cases; permits fast viewing of front, 
backside or spine of disc case ............. $5.50 


60-434-3 Lift Lock DeLuxe CD Storage Case 
Pops up disc as case opens, center lock will unlock/ 
lock CD automatically when case is opened/closed. 3- 


Soft-Touch Cassette Storage Cases 
Storage cases eject tapes by touching.drawer front. 
40-218. Portable with carry handle stores 12 


TADS LE 2.2 0 Ec atate Beste ENEMIES rende $40.45 
40-217. Auto unit padded all around for safety, 
impact, heat resistant. Holds 6 cassettes. ... $35.65 
40-216. Expandable unit holds 6 tapes and is expand- 
ed by purchasing additional units. ........ $21.35 
60-419 CD Converter 


Converts automotive sound system to digital sound 
with cassette adaptor. Plugs into portable CD out- 
put/headphone jack and adaptor inserts into auto 
COSSPHSSDISUEPA, e ere els a etta on $24.75 


34-155 Deluxe AC Adaptor 

U.L.-approved AC/DC adapter for 3, 4.5, 6, 7.5, 9, 
and 12-V battery-operated components. Features 
universal 5-way plug. Includes built-in reversing 


feature. 5:]0 554 keeles et akon relevante ed $12 
34-157. As above with 300/100 mA conversion 
SWIUI an oaa aue PRN eara ima ow tates $10.95 


40-158 Tape Care Kit 

Features chemical cleaners and lubricants for heads, 
guides, and capstans. For use with auto and home 
tape decks. Includes | bottle each of cleaner and 
lubricant, a supply of swab-style Kleen Stix, and a 
specially treated cloth... eres $7.55 


40-130-C Cassette Head Cleaner/Demagnetizer 

Cordless cassette head cleaner and demagnetizer 
removes dirt and residual magnetism without use of 
any current. For home and auto cassette decks$4.90 


40-126 Cassette Head Cleaner 
Includes cleaning fluid.. -<c 2.2220 $4.10 
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ACCESSORIES 


60-415. Clear, hinged, individual jewel case for CD 
SHUCUCNOTDITSSCLERT OC OITS T T T $2.60 
60-415-3. Jewel case 3-pack............... $5.45 


Speaker Wire 
2-conductor, 24-, 20-, or 18-gauge wire for hook up to 
8-ohm speakers. Features clear-plastic insulation. 


32-150. 25-ft length, 24 gauge............. $2.60 
32-152. 50-ft length, 24 gauge............. $4.05 
32-154. 100-ft length, 24 gauge ............ $6.15 
32-155. 1,000-ft length, 24 gauge............. $52 
32-156. 50-ft length, 20 gauge............. $5.75 
32-158. 100-ft length, 20 gauge........... $10.95 
32-159. 50-ft length, 18 gauge............. $7.94 
32-157. 100-ft length, 18 gauge........... $15.10 


Connection Cables 
Dual, color-coded stereo cable with RCA phono plugs 
on all ends. 


60-342G. 12-ft gold-plated plugs........... $6.65 

60-340G. 6-ft gold-plated plugs............. 5.20 

38-143 (DOS E ees CR ce CHIL $4.60 

38-14256-fl acti E zd. x MWA, SH $3.25 

38-1415 3 Lire o SIE d SOS Ha EES $2.55 
CARVER 


MCt Moving-Coil Transformer 

Matches low output of MC cartridge to standard MM 
phono stage. Selector switch for 3.9, 39, 110 ohms for 
virtually any MC cartridge. Gain 24 dB; 1.5 Ib. $129 


CELLO 
Speaker Stands 
Grante or KR te EUER rs n eae dr $5,500/pr 
Wood làcnüeE Cossus usse e aout $2,500/pr 
Cake oe ON 92S Md IN omes Nu $1,500/pr 
CHICAGO SPEAKER STAND 


Hercules Collection 
Speaker stands with spiked feet and spiked metal 


plate. 

25-910P. 25" high. 9" x 10" metal plate ... $160/pr 
25-69P. 25" high. 6" x 9" metal plate ..... $160/pr 
20-910P. 20" high. 9" x 10" metal plate ... $155/pr 
20-69P. 20" high. 6" x 9" metal plate ..... $150/pr 
15-910P. 15" high. 9" x 10" metal plate ... $150/pr 
12-910P. 12" high. 9" x 10" metal plate ... $145/pr 
Chicago Collection Speaker Stands 

XLX-3000. 30" high with spikes ......... $110/pr 
XLX-2000. 20" high with spikes ......... $110/pr 
RJ-10. 10" high without spikes or casters .. $85/pr 
BB02. As above, 8" Nighi. coce n 22.23. ii. $50/pr 
Black Vinyl Collection 

Black vinyl speaker stands. 

FV EIS ISI. 15. A eiea cg Ben OR $60/pr 
HVO202205 BIET. o dues xS aeo AEN MIRI. $55/pr 
BVAS 15^ Hiph vo ee PPS $45/pr 
BV-25: 0L Bighi cut Tutus. itid ia nz $45/pr 
JSE Model 1 

Speaker stand for JSE Model 1 speaker. With spikes 
andicAasters-e ae C Me c e n $110/pr 


TC-50 Spica Servo Woofer Stand 
Speaker stand for TC-50 Spica Servo Woofer. With 
spikes andi castersc C. 2e cesa EX Aue T oa $80 


Quad Stand 
For Quad speakers. With spikes and casters $400/pr 


COUNTERFEET By SUMIKO 


Cone-Shaped Feet 
To isolate components from mechanical disturbance. 
C-3. For components and speakers; with double- 


thread tapped Screws ....... lesen $6/ea 
C-4. Tall Counterfeet for components and speakers; 
with double-threaded tapped screws. ....... $8 ea 
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C-37. Replaces feet of Sota turntables ..... $12 ea 
C-35. Replaces feet of Oracle turntables.... $15 ea 
C-38. Replaces VPI turntable feet............ $12 

COUNTERPARTS By SUMIKO 
System Mat 


Record platter mat made from lead/barium energy- 
absorbing layer, anti-static treatment, polymethyl- 
methacrylate base material, warp-reducing structural 
concavity. For use with record clamp only .... $95 


CD Interface Mats 

Clear plastic mats permanently adhere to label side of 
disc; contained-layer damping said to reduce vibra- 
tion; protects from scratches that can damage data. 10 
mats per package .. 7152s te APRES nra $10 


CROWN INTERNATIONAL 


Plug In Panel Accessories 

Several optional modules are available. The following 
list is not intended to be all inclusive but only 
representative. 

PIP-FMX 

Plug-in panel with female to male XLR balanced 
bridging daisy chains (interconnects) the amplifier 
inputs. Features one lowpass and one high-pass filter. 
G3TX L87123:87]n5 8.902): Lus TES» $25 


PIP-XOV 

Mono crossover/filter features multiple formats such 
as bi-amping, tri-amping with 12 dB or 18 dB/octave 
high/low-pass filters. 6.37 x 1.87 x 3.87 in; 8.5 oz $89 


PIP-FXT 

Balanced-to-balanced transformer isolated input 
from source to amplifier. Features plug-in panel with 
female XLR's and 1:1 transformers; center taps of 
transformers oriented to accomodate jumpers; one 
low-pass and one high-pass filter. 6.37 x 1.87 x 3.87 
ID 9 US. Mae aa nee SEX ex DRE RN AM $59 


PIP-CLP 

Overload detector features two female XLR type 
connectors; compressor range 13 dB nominal; input 
imp 20k ohms balanced; FR 20-20,000 Hz +0.2 
OE o nre ek cf e bei tene WL MS AR RO $69 


CUSTOM WOODWORK & DESIGN 


All Woodmore cabinets are handcrafted of select 
hardwood solids and veneers. Available in natural 
oak, dark oak, natural American walnut, and black 
oak, with matching shelves. Cabinets can be grouped 
or stacked to make complete entertainment centers. 


Magic Lowboy Audio Cabinet 

Concealed audio cabinet rises to user height by 
remote control. Fully enclosed. Max height 53"; 
closed, measures 47.25 x 34 x 19 in . $2,100-$2,400 


Woodmore Record Cabinet 
4 adjustable shelves; wood-veneer back; stacking 
accessory. 47.25 x 42x 14in.......... $410-$550 


Woodmore Glass-Lid Audio Cabinet 
2 adjustable shelves; feather-light hinged lid; casters. 
DE Ae RA ODT ate ze 9 Sages $415-$525 


Woodmore Lowboy Audio Cabinet 
4 adjustable shelves. 47.25 x 30 x 19 in. $415-$515 


Woodmore Audio Cabinet 
3 adjustable shelves; casters. 24 x 42 x 19 in$335-$435 


Woodmore Entertainment Table 
Finished on all 4 sides; with wood base. 47.25 x 16 x 
LO Til iuri iv etree re dee s $345-$430 


Woodmore Smallboy Audio Cabinet 
2 adjustable shelves. Comes with casters. 47.25 x 21 x 
[9 min AS rebote? va SY EC $335-$420 


30" Woodmore Audio Cabinet 
2 adjustable shelves; casters. 24 x 30 x 19 in$270-$345 


21" Woodmore Audio Cabinet 
| adjustable shelf; casters. 24 x 21 x 19 in$220-$270 


Woodmore Doors 
Wood Doors. 160x concealed European hinges and 


solid-wood pulls, Hse deo obe. $90-$230 
Rollwood. Veneered razor-sliced slats on wood 
trak eom CL PST SUNT S e $160-$180 
Glass Doors. With chrome, black, or gold hard- 
WATE! EE v sator du Eie edet $30-$73 
Drop Leaf. For 21" Woodmore or Woodmore Small- 
DOM ones ote Ao ne oso qoe MOM coo are $55-$64 
Accessories 

Outlet Strips and Boxes. Filtered and spike protect- 
ed; 8-outlet strip; isolated ...............6. $195 


2-outlet box with indicator lamps (always on). . $70 
Woodmore Speaker Stands. 9", 15", 30"; with adjust- 


able spiked levelers ................. $100-$140 
CD Drawer. Holds 81 CD's; 7.5" h...... $90-$110 
Rack Mount. With wood rails, metal channels, 
hardware to mount 5 units............ $87-$100 
Cassette Drawer. Holds 72 cassettes; 4.5" h $80-$90 
Slide-Out Shelf. 2.5”; extends 10". ....... $72-$80 


Wood Back. Custom slotted at additional cost $32- 
$55 

Cabinet Lights. With matching wood rail; 0.75" h; 
includes: cord. switch; 212i uve $40-$47 


Stacking Rails and Bases 

Solid wood accessories for stacking units into wall 
systems; with leveler brackets and adjustable levelers; 
rails. 0:75" he bases 375" hes 9v os vss $22-$130 


DBSYSTEMS 


DB-4B MC Pre-Preamplifier 

MC-cartridge pre-preamplifier with low-noise cascode 
amps, diode-protected inputs. Features internal low/ 
medium/high gain switch. THD 0.000896 20-20,000 
Hz at | V; noise -86 dB at | mV; FR 10-100,000 Hz 
+0/-0.1 dB; input/output imp 9k ohms, 2,000 
pF/220 ohms; max load 10 kilohms, 3,000 pF; 
internally adjustable gain/sens/overload dB/40 
iVJ45 mV ligi o.oo Neen dlp itera mele $205 
With DBP-4 coupler and DB-2A power supply $275 


DBP-11 Phono Capacitance Switch Box 

Features front-panel-switchable 100-400-pF loading 
for 2 MM phono cartridges. Open position is provid- 
ed. Phono jacks, plugs are gold plated ..... $79.95 
DBP-11MC. Similar to DBP-11 but with resistive 
instead of capacitive values. Includes 5-ohm 
load t. SH vee as ne Re ee aie $79.95 


DBP-2J/5 Passive Switch Box 

Switching module with 10 input and 2 output jacks. 
Can be used for switching 5 turntables, tape record- 
ers, amps, signal processors, etc. Allows for selectable 
cartridge loading when used with DBP-6 or 6MC. A- 
B comparisons possible with 2 Y-adaptors. Can be 
used for switching baseband video (not ch 3 or 
A) ex Soup Tem enn E RE $69.95 
DBP-2JAU/S. Same as DBP-2J except jacks are gold 
plateduzst ze bI ILIA, eerta $89.95 
Optional Alps volume control installed in switch 
DORNEES sy Sori ees E uen diesen $40 


DBP-12X Audio Cable 

10-meter length of low-capacitance (400 pF) stereo 
interconnect cable, terminated with premium DPB- 
J3P3Ggold:plugsssd s zin a S L3 $95 
lomieterdenatini oom SERLO Iu 1 Vs oid. $49 


Gold-Plated Connectors 

DBP-9AU. Banana plugs. 8 gold-plated.... $24.50 
DBP-9H. Banana handles. 4 red, 4 black.... $3.50 
DBP-9P. Gold-plated dual banana plugs (2 
Dio 2f. EN, Te rh te DOM a v d $17.95 
DBP-9J. Gold-plated dual banana jacks (2 pk)$17.95 


ACCESSORIES 


DBP-13J. .25" gold-plated phono jacks (8 pk)$15.95 
DBP-13JR. .36" gold-plated phono jacks (8 
DIOE a eet ete oe ar bets hate cy lag BERN $29.95 
DBP-13P. Gold-plated phono plugs (8 pk) . $17.95 
DBP-13PM. Gold-plated phono plugs, 4 red, 4 


black ys ai ce Peete PRE Sea tee $29.95 
DBP-13PX. Gold-plated phono plugs (2 pk) $19.95 
DBP-14. Gold-plated spade lugs (8 pk) ..... $5.95 


DBP-15. Gold-plated Y-adaptors (2 pk).... $12.95 
DBP-16. Gold-plated 12 dB input attenuators$12.95 
DBP-17. Gold-plated phono coupler (2 pk). $12.95 


DBP-6 Phono Equalization Kit 

Permits adding 100-400 pF of capacitance to phono 
input of any preamp or receiver. Consists of 2 Y 
adaptors, set of gold-plated phono plugs with polysty- 
rene capacitors wired to give 100, 150, 200, 300, 400 
pF. Resistive load (1%) included for experimenting 
with MC cartridges plus pair of empty plugs for 
making custom values... ..... oeeo e eee. $36.95 
DBP-6MC. Similar to DBP-6 except for use with 
moving coil cartridges. Loads are 1%; metal-film 
resistors. Two empty plugs included....... $36.95 


DBP-10 Phono Alignment Protractor 

Accurately measures lateral tracking error of mount- 
ed phono cartridges to within 0.25°. Instructions 
provided to optimize geometry, set correct overhang 
for minimum error and distortion, useful when 
checking vertical tracking angle. Comes with carrying 
CASO a entes is Sar Se IN De A, $24.95 


DBP-CK Cramolin Audio Kit 
Contact cleaning system. Dissolves and prevents 
oxide formation. Reduces noise and distortion$ 19.95 


DBP-VSP Voltage Spike Protector 
Plug-in power line adaptor limits voltage surges that 
can damage solid-state components ....... $14.95 


DBP-SC Souther Clever Clamp 
Lightweight clear record clamp. 23g ......... $10 


dbx 


Model 400XG Program Route Selector 

Rack-mountable powered switching box has same 
capabilities as below except dubbing can be interrupt- 
ed by sound processors and/or encode/decode side of 
NR unit. Lighted pushbuttons show program 
fOUÍB eae CLA Cue als Fi RD CS E NEUEN Qus $279 


Model 200XG Program Route Selector 

Rack-mountable passive switching box has inputs/ 
outputs for 3 sound processors, | NR unit, and 3 tape 
decks. Facilitates direct dubbing between any of the 
Ad ase ie oa sales wes eve i ROI $149 


DENNESEN ELECTROSTATICS 


Pivotram 

Locates proper spot on turntable chassis for drilling 
tonearm mounting hole. Made of aircraft aluminum. 
Lee RE S act visits owes Sle wale SY XR ES $100 


Sound Tractor 

Phono cartridge alignment protractor gives proper 
distance and offset angle for any pivoted in one 
simple step. Made of aircraft aluminum. 1 Ib; 12x 2x 
2 aR, p nN ROTARY EE Fir ea Ite ager $100 


Polaris FM Antenna 

Indoor FM antenna. Totally passive, yet has as much 
as 14 dB more signal gain than dipole antenna 
normally used. Includes coax cable and balance. | Ib; 
[83:29:32 clots 5 oves os Raa ahs Meee ee $40 


DENON 


RC-605 Programmable Remote Control 
130 programmable keys shared by two programs. 
Also stores signals of other remote controls... $120 


D.G. INDUSTRIES 


Compact Disc Storage 
Stackable plexiglass CD tray. Features storage of 29 
CD’s; tilts discs for easy reading of titles . $29.95 ea 


DISCRETE TECHNOLOGY 


Platimum Plus Speaker Cable 

Uses 7 individual cables for each speaker; features 
spiral twist; protective braided tubing; silver-plated 
oxygen-free copper conductors; assembled by hand; 
minimum of 30 amps DC current handling capability. 


GERE Serie ape A AE or S $650 
«IE S o exte se Uno OR sce M ogurteie ios d $755 
I0-ft. 111 ITI ad ee $875 


Dreadnaught Speaker Cables 

Made with pure silver-plated, oxygen-free copper wire. 
Each cable consists of two cables with a total of 20 
multi-gauge individually-insulated solid conductors. 


dift rs eA EE Sa Aas $225 
SIUE ios E elg terne eR TORTE Rae $315 
SES esser rot NES EAS BANE a wae Zan $395 
IO- Ewa EUER oM TAR 2094 $460 


Power Bridge AC Line Cable 

Filters broad-band RF from being fed back into the AC 
lines and then into other components. 20 silver-plated 
oxygen-free conductors; PVC jacket; 2-prong male 


plug. 

Power Bridge IL 8:4». zar SS. ee. $200 
Power Bridge I6 10.7.80 Ss i keen oats $170 
Power Bridge 18:40... 5... 2. Lees $120 
Power Bridge T 6-6... lora $100 


Platinum Interconnect 

Made with pure silver, multi-stranded, braided shield 
and pure silver-plated oxygen-free copper inner con- 
ductors. 


SE te 2o RRs eens alas $135 
dno, ons c ek. MEME ae A $150 
IL PE AN qr e eo or t e: $165 
HN ios: Big E pos DIM T dC INE $180 
2:5 193755 282 ee Fie eds PE des Ua sen $195 
$347: 596): a E Oe ae ILS 2l $210 
quU... C SLE uet East tu sd $240 
65 one 5 em oe UOTE 6 Sep munem $300 
(S TTA C MR GLO e Fam Ie ener E $420 
312C Speaker Cable 


Phase-aligned multi-gauge speaker cable. Features 
silver-plated copper inner conductor; dielectric teflon 
insulation; spiral twist. 


S S a ates cuite eyed aimee $125 
6f coc PI MBs vs don NW $150 
SU oi DOMO UR. o nia alee $175 
IOS neu LITERE Re PD TN e $200 
12- IU e e eram RUMINUS Nuls nA 8 1 $225 
IS os... 2 eh es Nes y or ren e $260 


Balanced Line Silver Plus Interconnect 

Phase-aligned multi-gauge interconnect. Features sil- 
ver-plated copper inner conductor; dielectric teflon 
insulation; spiral twist; full-foil shield; heavy PVC 


outer jacket. 

ERAS he besa ss, cR oos EN nm $112.50 
(OTT E Ew MEET: Ae ea cO ER $125.50 
1:5 m. enan ah Feeney Der $137.50 
cms ao kon AL sont MEME OE alos OE $150.50 
2S8, oe als Done A MER a aoe ole on $162.50 
LEES VET ROCA TOT ERELI $175.50 
dni 4 ooo Se dte Og eS $200.50 
EHI do Re Ree, oat ae lee Pes, RA a An $225.50 
Ge os Lado NIA ie ebay $250.50 
(áo ge 6 pao A ee oe be aaa he $275.50 
Sambi ls se Re IR AINSI A $300.50 
OSE iis Sana bese RTT E a vat $325.50 
10m MENO ETUR $350.50 


Balanced Line Blue Interconnect 
Phase-aligned multi-gauge interconnect. Features sil- 
ver-plated copper inner conductor; dielectric kynar 


insulation; drain line; spiral twist; full-foil shield; 
heavy PVC outer jacket. 


Su no, oM MM wo CE e AEAN $83.50 
15067. -95., 5o NE AMEDEO. s $89.50 
] 55m oos uvm dM o oU TITRE $95.50 
2-30 30i. Sure dace VENIEISRUS fe US E EE $101.50 
2:5-0— 2. avid GPS SE CN eid CRRA e $107.50 
5 E RNS Pr -a E as ne $111.50 
Aem, orsus cs a Moremi Pet SLM MER $128.50 
Sms IS aes Ee. SML M Mea en $141.50 
Gui I Pe Fa el es a Pa $154.50 
FAM clues ev RE ER SS E ok eee $167.50 
eM Nerina: es wid T KR es Os ie E READ $180.50 
VE d Pe RAMUS A COMPRESE I One $191.50 
10 Ceci ce oorr Ies emus INUEIN UTE $219.50 


Sound-Sorber Panels 

Sound-absorbing panels made of acoustic molded 
foam. Feature total noise reduction factor of .90; 
absorbs down to 100 cycles; breaks standing waves 
when installed in corners; diffuse with used on rear 
wall; fire retardant; odorless. Available in 9 different 
colors: P2 DIRE, T Aes $7/sq. ft. 


The Lug 

High-performance lug for use with speaker cables. 
Features construction with oxygen-free long-molecu- 
lar copper plate with conductivity-enhancing alloy; 
35"angle calor coding... i. voro LEER $7 


DISCWASHER 


DiscKit Record Care 

Contains D4+ record-care system, Zerostat antista- 
tic instrument, SC-2 stylus-care system housed in 
DiScOITganiZét: «uvam mL pie eee $$59.95 


Discset 

Provides essentials of record and stylus care; includes 
D4- record-care system, SC-2 Stylus Care System in 
milled walnut base vy 2 2252 0s .. $24.95 


Zerostat-3 

Anti-static instrument neutralizes static charges on 
virtually any surface; works without coating by 
showering surface with millions of positive and 
Negative dons e DUET EEUU $29.95 


Discwasher Compact Disc Cleaner 
Includes a CD cleaning unit, CD-1 cleaning fluid, 
cleaning pad grooming brush and replacement clean- 


me pad. 14/02. «c5 cde E02 =. $19.95 
CD21) 6202, wd rell... ux VU Lex- Le $10.95 
CD-1, I. oz fluid rell, 2517.2. 205 ALTES $3.95 
CD Cleaner Replacement pads............. $4.95 
CD Storage System 


Lightweight, durable unit stores up to 20 CD's in 
their jewel boxes. Designed to allow user to flip 
through CD's stored in unit. Can be wall mounted. 6 
1:2: T4 75-1875 Bohs NLIS ANE $19.95 


D4+ Record Care System 

Safe record-cleaning system designed to remove 
contaminants without reducing record fidelity. Con- 
sists of D4+ fluid that lifts, suspends contaminants; 
soft-fiber pad with hand-milled walnut handle to 
remove debris and dry record; DC-1 pad-cleaner 


Dtushita TESORO eet NEAR ar $16.50 
1.25 oz replacement fluid ................ $2.50 
6 oz replacement fluid.........0.......6. $9.95 
16 oz replacement fluid................. $16.95 


D'Stat II Mat 

Turntable mat reduces static charges on contact, 
provides cushion to reduce sonic, mechanical feed- 
back between record and turntable platter... $8.50 


SC-2 Stylus Cleaner System 

Includes scientifically safe cleaning fluid, precision 
nylon-fiber brush designed to safely remove stylus 
contamination. Brush has attached stylus-inspection 
magnitving Mirror WA. vl Geese ee $8.50 
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V.R.P. Record Sleeves 

Scratch-free record liner sleeves that prevent static 
charge buildup during record storage and removal 
from sleeve. Super smooth surface will not ooze 
plastic additives onto record; package of 10.. $3.50 


Cables 


Gold-ens Audio/Video Cables 

Perfectionist cables for audio, video; provide ultra- 
low capacitance with heavy gold-plated connections 
with molded nylon insulating sleeves. 


2-meter triple strand «5-774 « Hees s $23.95 
[smeter triple strand — 22.3 ass eres $21.95 
S-mieter double strand-. -eaa yee emere $19.95 
4-meter double strand ...... EE orate ei $17.95 
2-meter double strand... otto Me $15.95 
Ismeter double: strand. set e UR $13.95 


Tape Recording Accessories 


D'Mag Cassette Deck Demagnetizer 
Demagnetizes tape heads, capstans, and entire tape 
path. Requires no batteries or power cords . $19.95 


Discwasher Tape Deck CareSet 
Includes Perfect Path Cassette Head Cleaner and 
C.P.R. Capstan Pinch Roller Cleaner...... $12.95 


C.P.R. Capstan/Pinch-Roller Cleaner 

"Positive Drive" cleaning system for cassette decks 
designed to safely scrub pinch rollers, capstans with 
advancable cleaning fabric and harmless fluid $8.95 
:34-02; CRR fluid refill. con 24 es $1.95 


System II Cassette Tape Care 

Combination head, capstan, and pinch roller cleaner 
for cleaning and maintaining all home and car 
cassette players. Nonabrasive dry fiber matrix tape 
safely removes dust and oxide buildups on heads and 
along entire tape path. Capstan, pinch roller cleaner 
with an advancable fiber-grid surface and specially 
formulated fluid removes tackiness and contamina- 
tion from capstan and pinch roller assembly to 
prevent jammed and eaten tapes. With carrying case. 
AKSK OSIN 05 cx Eee eerie d E. $13.95 
System II. As above without carrying case . $11.95 


Perfect Path Cassette Head Cleaner 

Nonabrasive dry system for audio cassette decks 
designed to remove oxides, and gummy residue along 
tape path and on tape heads ..... ev Doe $5.95 


Cassette Storage Case (6-unit) 

Constructed of rugged, water-resistant vinyl. Clear 
window lid and velcro-style clasp.......... $7.95 
POM crues e seat ates eens $14.95 


DNM By MUSIC HALL 


Interconnect and Speaker Wire 
Solid core; designed for enhanced clarity and 


depth essa aaa s pace Ure evra d alise d ns Sd $3/ft 
Pre-Made Interconnects. 
15 meferv.ae deo peser ese Msc ais toda $75 
l/meterps M. renta se Sese do ed LEN eae hn ea $85 
Dette ut did sh Geter ate Auf b M re S, 1 $100 
ENTRE BY ANALOG 
EXCELLENCE 


ET-100 MC Step-Up Transformer 

Step-up transformer for MC cartridges. Can take 3 
stereo connections at once with selection on front 
panel. 4-way switch on front panel for imp matching 
toIMMicartridgess; ne vv caw TE eem a sls $400 


ESS LABORATORY 


Dynaco VA-400 FM Antenna i 
Amplified FM antenna for home use. Features pyra- 
mid design for optimum reception........ $59.95 


FINELINE DISTRIBUTING 


Furniture Systems 

Fineline Audio/Video cabinetry are finished inside 
and out with oak and oak veneers. All cabinets are 
modular and may be stacked for wall units. Veneered 
panels and shelves have a 3" hardwood composite 
core. Shelves are rated to hold up to 125 Ib. All cabinets 
now available with Protec Super Protectant on Oak or 
Satin Black Polurethane on Oak. 


Audio + Video Cabinet. | fixed video shelf; | fixed, 2 
adjustable audio shelves and dividers. 42 x 49.75 x 21 
MOERORE ONERE DRE SERE $599 


Tall Video Cabinet. | fixed, 1 adjustable shelf. 42 x 
BOO Ten ede eue Est an ERR Te ed DO eru EE BRL EE aie $399 


Super Monitor Cart 

Holds direct-view TV's up to 39" wide; doubles as 
horizontal audio/video system cabinet; three adjust- 
able shelves, two glass doors, five casters; 40.25 x 21 x 


2]5nehes;t Mod ME CREUSE $350 
Tall Audio Cabinet. | fixed, 2 adjustable shelves and 
record dividers. 42 x 20.5 x 21 in........... $339 
Short Video Cabinet. | adjustable shelf ...... $209 


Short Audio Cabinet. | shelf and record dividers$220 


GENEVA GROUP 


PF-211 Professional Bulk Eraser 

Erases reel-to-reel, cassette, 8-track cartridge tapes to 
noise level of virgin tapes. 2,300 gauss flux intensity. 
2-x:3:5 511-2 1G; 4:07. as. CREER oer $65 


VCR-205 Audio/Video Demagnetizer 

Removes residual magnetism from heads and tape 
path parts. 290-gauss field intensity; vinyl covered 
probe won't harm heads. 9.25 OZ ............ $43 


PF-412 Auto Stop CD Cleaner 

Wet type CD cleaner featuring 20 sec. cleaning cycle, 
chamois type cleaning pad, straight-line cleaning 
pattern; and Discsafe Fluid Spray. Batteries in AC 
adaptor not included. Requires 4-AA batteries$39.95 


PF-425 Disc Wipes 

For cleaning CDs. Each package contains 70 pre- 
moistened, non-abrasive cleaning cloths containing 
Discsafe cleaning solution................ $5.99 


Tape Splicing Blocks 

Specially grooved to hold tape firmly during splicing. 
Features 2 deep slits for straight, diagonal cuts. 
Supplied with double-backed adhesive for mounting 
without drilling; stainless-steel cutter. 5.75 x 1 x 0.31 
in. 

PESIIN PORO25'1iaDeS..C. n. es Dude. $32.28 
PF-312. For cassette tapes s. coreo courne. $32.28 


PF-400 Compact Disc Storage Albums 

LP-size storage unit for CD’s. Each holds 4 CD’s in 
clear plastic carrying case. 3-pack: holds 12 CD’s 
Lhe} eA Lake Os ee m, aae a Oe) LA el e $14.95 


Storex CD Stroage File 

Drawer storage device with brake to keep drawers 
from falling out; 90 degree lid holder; labels easily 
viewed; each unit can be fitted together to form 
expanding storage system; matte black finish $8.50 
each 


QM-505 Cellular Foam Swabs 
Package of 25 swabs, for cleaning audio, video tape 
decks Ei eae asta e e a Te FOE tS $9.40 


PF-570 Deluxe Tape Deck Kit 

Audio head cleaner with pinch roller cleaner/revita- 
lizer. 100% pure TF head cleaning solution. Safe for 
all decks. Can be used with QM-505 ...... $12.99 


PF-116 Tape & Head Cleaner 

Aerosol spray cleaner with extension tube to reach 
recessed parts. Safe for audio, video decks. 16-oz 
CATE LAE OIM hte Vost stem c $9.09 


PF-562 Audio Cassette Head Cleaner 

Cleans heads and tape path components in 5 sec. 
Features gold-colored metal hubs; nonabrasive clean- 
ing tape; IP alcohol cleaning solution; standard 
cassette housing. 3.25:602 fi. esheets $7.99 


QM-108 Tape/Head Cleaner 
Liquid tape and head cleaner in 8-oz can.... $6.10 


QM-103 Tape/Head Cleaner 
Aerosol tape and head cleaner blasts loose oxides, 
dirt. Supplied with extension tube ............ $6 


PF-120 Audio/Video Splicing Kit 

For editing and repairing audio cassettes, VHS and 
Beta videocassettes; splicing tape for 36 audio or 24 
video splices; leader tape for audio cassette, VHS, 
Beta: with instructions: eree eee go. $5.99 


QM-102 Tape Head Cleaner 

Liquid tape head cleaner in 2-oz bottle. Leaves no 
residue; can be used on capstans, pinch rollers $4.99 
QM-122. Same as QM-102 but in 1.7-0z spill-proof 
battles tener = aS TR ach aes bee torte tle $4.20 


PF-105 Mini Super Blast 
Removes dust and dirt from hard-to-reach areas. 1.5- 
ÖZCAN Jouets Aet e Ortes des y. v $3.35 


PF-870 Double RCA Jack 
Connects RCA cables together in series for extra 
lengtli. ods zuofstpap M S oe aet N $2.99 


PF-860 Mini-to-RCA Adaptor Cable 

For connecting pocket stereos (or anything with mini 
jack) to stereo system (or anything with RCA 
IDDUIS). o nse hk sheet ed ect velis $2.99 


PF-115 Electronic Cable Ties 
20 reusable ties; each 5"; with pop locks; trimmable 
With SCISSOTS - Sete BOE Ue E $2.29 


Reel Tabs 

Precut adhesive-backed Mylar or metal tabs for tape 
splicing, editing. Designed for use with Geneva 
splicing equipment. 


0.25" Mylar Reel Tabs 


QM:531.1,000/pkg 23125 41... ye eth $111.39 

QM:5204200/DkgU-.... tS ERROR $23.39 

QNME521050/pkg35. 5-1 entree ALi $7.56 

Cassette Mylar Reel Tabs 

OMES 22 SO) DKE as Eos Sei ome ome vtta $6.68 

OMFS ZS S SO/DKWL Vi due e i AR e ra erem HC S $9.22 
GUSDORF 


4570 Angela Oak Audio Cabinet 

Features tempered safety glass; 2 adjustable interior 
shelves; hooded dual-wheel casters; removable re- 
cord album dividers. 37.75 x 17.5 x 14.75 in.. $105 


3370 Black Audio Cabinet 

Chrome trim; tempered safely glass doors with 
magnetic catches; lift-up top for turntable; concealed 
casters; 2 adjustable shelves; ready to assemble with 
instructions and included tools. 39 x 19 x 18 in$159 
3375. Similar to 3370 except in oak ......... $149 


2645 Oak Audio Cabinet ` 

Oak solids with weathered oak finish; lift-up top for 
turntable access; tempered safety glass doors with 
magnetic catches; 4 adjustable shelves; ready to 
assemble with instructions and tools provided. Inte- 
rior 18.6" w; outside 21.25 x 42.75 x 17 in. $219.95 
2745. Similar to 2645 except dark oak finish $219.95 
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4445 Golden Oak Audio Cabinet 

Bronze-tone trim strip and hardware; rounded cor- 
ners and moldings; smoked tempered safely glass 
doors with magnetic catches; 3 adjustable shelves; 
record dividers; assembly instructions and tools 
provided. Interior 15.5” w; outside 20.4 x 48.6 x 
$149.95 
4447. Same as above except with ebony finish $149 


0145 Trendline Deluxe Speaker Supports 

Black cushioned speaker stands; trimmed in chrome. 
Overall 14.25 x 13.75 x 12.62 in........ $55.95/pr 
0148. Similar to abovie except in oak. ... $55.95/pr 


5945 Audio Cabinet 

Autumn oak finish resists moisture and scratches. 
Features lift-up top; 3 lower internal shelves; push-to- 
open tempered safety glass doors. 43.5 x 19 x 15.37 
| $229.95 


HEYBROOK BY 
D'ASCANIO AUDIO 


TPS Power Supply 

Two-way electronic speed switcher with voltage line 
stabilizer and filter. For use with the Heybrook 
turntable or others using synchronous motors. 2 x 4.5 
KOM A ON es arch Sakai, E VIVE cu cma xA $249 


HBS-3 Speaker Stand 

Loudspeaker stand designed for stable, rigid support. 
4 adjustable pointed spike feet top and bottom. 13.36 
xi05x11:360$:18 1l s. ina v. vous $139/pr 
HBS-1. Similar to HBS-3 except 18” tall.. $179/pr 
HBS-P5. 20" speaker stand. ............ $129/pr 


HIGHPHONIC BY 
ANALOG EXCELLENCE 


MC Step-Up Transformers 

HP-T7H. For use with 15-40 ohm Mc cartridges. 
Distortion «0.0196; 6 x 3 x 5-in; 4.4 Ib ... $750.00 
HP-T7L. Same as above except for 1-10 ohm 
CAPLIIOROS 1o hed EE SA wit Te $650 
HP-TS. For 10-40 ohm Mc cartridges. Gold finish; 
aluminum case. Distortion «0.0296. 6 x 3 x 4-in; 3 
Ioa eem ATL wed e West $495 


HP-SS5 Headshell 

Gold finish; aluminum alloy with OFC copper lead 
wires; cartridge mounting screws go directly into 
fingerlit- 13/8... o ess mes ete tale te eara $99 


HUNT BY MUSIC HALL 


EDA Carbon-Fiber Record Brush 

Cleaning brush with carbon fibers supported by 
velvet pad to reduce effective length to 2 mm; 
filiments designed to track record grooves; center pad 
statically charged to lift dust................ $25 


INNOVATIVE CONCEPTS 


ProView CD File 

CD multiple stack, side-by-side or vertically, file 
system. Holds up to 18 CD's in a vertical library; 
touch-release mechanism; highly durable plastic with 
black satinigloss finish. .....:4 Jesse on $9.95 


INTERNATIONAL 
COMPONENTS 


VS4000E Stereo Audio-Video Control Center 

Electronic Stereo control center. Features 4 inputs; 4 
outputs; direct line stereo audio/video connectors; 
full independent switching to different inputs/out- 
puts at the same time; LED indicators; 0.4 dB giant 
linearity at each output; gold-plated connectors; 
brushed black aluminum faceplate and extra shielded 
metal:cabinet =s 2x 9e 26315 ce otte aes $207.36 


Audio- Video Cables 
Low capacitance, double-shielded, double insulated 


cables feature EM/RF interference rejection, signal 
transfer, and flexibility; clear PVC outer jacket, 24 
Karat gold-plated connectors; and stranded center 
conductors. 


A-VC1012G. RCA to RCA 12’ cable ...... $25.42 
A-VC1006G. RCA to RCA 6’ cable ....... $17.24 
A-VC1003G. RCA to RCA 3’ cable ....... $13.10 


A-VC1112G. Quick "F" to Quick "F" 12’ cable$25.42 
A-VC1106G. Quick "F" to Quick "F" 6’ cable$17.24 
A-VC1103G. Quick "F" to Quick "F" 3’ cable$13.10 


Double RCA to RCA Patch Cables 
Extra Heavy-duty gold end double RCA to RCA patch 
cables. 


A-VGBI2G:I2*cable; 22205 Ion, sehen S $14.42 
A-VC806G. 6 cables 2006; eee, $12.16 
AsVCB03G: 3 cable 5 ooa ae cocer s $10.16 


A-HEC25 Headphone Extension Cable 
Black coiled cable; 25' extended, molded plug and 
jack with’ stress relief; Se V ES Ives Coals $5.84 


A-VC806GE Double RCA to RCA Patch Cable 
Economy gold-end double RCA to RCA 6 patch 
cable separate video and audio cables ...... $5.84 


INTRACLEAN By AMERICAN 
RECORDER TECHNOLOGIES 


D-501 Cassette Demagnetizer 
In cassette shell for insertion into decks. ... $24.95 


D-511 Wand Demagnetizer 

Hand-held plug-in demagnetizer for heads, capstans, 
tape guides, other metal along tape path; auto shutoff 
whennobindse um Sm sb eda Oana $21.95 


CD-101 Compact Disc Cleaner 
Chamois-like brush; cleaning solution; disc hold- 


éF Car a EL Jo RE oe Toon 2.8 $16.95 
CD-102. Replacement cleaning pads ....... $6.95 
CD-103. CD cleaning fluid ............... $4.95 


C-911 Autoreversing Cassette Cleaner 
In cassette shell: contains S-711 fluid to clean heads, 
capstan, pinch rollers; nonabrasive cleaning band; 
left pinch roller pad retracts for cleaning 3-head 
decks; automatically switches direction in autore- 
verse decks; replaceable pads ............ $14.95 
C-912. Replacement pad kit .............. 


S-711 Professional Head Cleaner 
Halogenated hydrocarbons clean heads, capstans, 
pinch rollers: no alcohol .. s ieee o svoite? e $7.95 


C-S1 Audio Cotton Swabs 
6 long highly polished maple sticks; tightly wound tip 
mounted with solven-resistant glue ........ $2.95 


JVC 


CK-50 CD Cleaner 
Automatic CD cleaner features specially processed 
rotating cleaning pad; auto stop mechanism $49.95 


VX100 CATV Antenna Control Unit 

Enables direct reception of FM stereo supplied by 
cable companies. Can be used with several JVC 
receivers. Preset stations and control switch for 


cable/FM selection. irana. 6293 VER AL. $40 

CXM70 CD Magazine 

Additional 6-disc magazines for JVC CD chang- 

CSOs). $230 De md LESE UE LEM $20 
KENWOOD 


SRC-4000 Audio Rack 

Basic series component cabinet features tempered | 
smoked-glass front door; casters; record-storage com- 
partment. 45.81 x 19.31 x 16.63 in.......... $230 


AT-56 Audio Timer 

Features 24-hour clock-timer wtih 12 hour FL digital 
display; digital time adjust controls; sleep-timer 
setting from | min to | hour 59 min; two AC 
GutlBts d uc aA erat rara SUM TOI EE ZR Ta $109 


RC-100 Programmable Remote Control 

Built-in control keys for Kenwood audio components 
and TV monitors. Features 58 programmable keys; 
infratediso stent o zo um ette RE A $99 


KINETIC AUDIO 


Cabinets 

Furniture-styled | equipment/record/tape cabinets. 
Can be stacked; adjustable-height shelves or rack 
rails; walnut veneer over particle-board side panels. 
EC-XL. 48 x 21 x 18in. Deluxe unit with plexiglas 


door, black dual-wheel casters........... $500.00 
ECL 48 x 21x; [Sin HR One E $300.00 
ECM ISZ Paint ee. ot Iam $200.00 
ECSS224x:2 xD S Lo von TX $150.00 


Speaker Stands 
Straight or tilted speaker stands with dual-angle 
up/down capability and flat black satin finish. 


Ss» argo m LX 3L ie mmn $200.00/pr 
SVE Medium: 204 rV ires arte RR eoe $150.00/pr 
SS Small. JE erect nee EY ER $125.00/pr 


Stereo Amplifier/Line-Level Control 

For bi/multi-amping, other amp level adjustments. 
Features 10k-, 25k-, SOk-ohm imp; phono jacks; 
connectors; mounting hardware ......... $150.00 


Stereo Amplifier/Speaker Selector 
Switches 2 stereo amps into single pair of speakers or 
2 pairs of speakers from single stereo amp. $150.00 


.KLYNE AUDIO ARTS 


SK-2A Pre-preamplifier 

Pre-preamplifier. for low output MC cartridges. Fea- 
tures ultra low distortion and high resolution design. 
Gain 24 dB; Bandwidth 0.8-350 kHz; adjustable high 
frequency contour; output imp 600 ohms .... $750 


KOSS 


Portable Stereo Speakers 

Mini speakers designed to plug into headphone jack of 
a portable stereo system. 

KSC/8000. Dual-amplified speakers. 2-250 mW/ch; 
L NOZV O Battery). M TNT e TEE RUM $25/pr 
KSC/5000. Mylar-covered diaphram driver and am- 
plified power booster............... s. $16/pr 
KSC/50. Features dual full-range transducers; 3.2 
$10/pr 


LASER BY SWIRE MAGNETICS 


Tape Áccessories 

Audio Head Demagnetizer............... $19.99 
Wet Head Cleaner... 1397352, 12535. MA $5.99 
Dery Head'Cleaner fot. i. 22 R, $1.49 


LASERLINE By CREATIVE POINT 


CD-4800W Compact Disc Storage unit 

Holds up to 48 CD’s. Securing Release Mechanism 
locks disc in slot and releases disc cartridge at a 
touch.Genuine oak finish cabinet......... $59.95 
CD-4800B. Same as above in black finish .. $49.95 
AC-5400W. Same as above for storage of 54 cas- 
AM See te he ws Fe E ee. $49.95 
AC-5400B. Same as 5400W in black finish . $39.95 


CD-2400 Compact Disc Storage Unit 

Holds up to 24 CD’s. Securing Release Mechanism 
locks disc in slot and releases disc cartridge at a touch. 
Made of impact-resistant, high-grade plastic. Modu- 
lar design for adding additional units. 4.9 x 18.66 x 
6:75:1m:3:59 Iba a ex PESOS SER. $29.95 
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CD-1200. Same as CD-2400 except holds up to 12 


CD's. 3.95 x 12.6 x 6.75-in; 2.15 lb........ $19.95 
CD-800. Same as CD-2400 except holds up to 8 CD’s. 
49::6:4 XO eit LOMIO 25.59. aX $9.95 


AC-1800 Cassette Storage Unit 

Holds 18 cassettes; impact-resistant, high-grade plas- 
tic; cassettes lock in place; stackable; nonskid feet; 
hinged door. 5.4 x 16.75 x 5.3-in; 2.42 Ib... $19.95 


THE LAST FACTORY 


System Formula Series 


Formula 1 Record Cleaner 

For first play and deep cleaning; removes all surface 
deposits; cleans 60 records; microfiber applicators; 2 
OZ ihe an AVCENENS cee eat cada en some $13.95 


Formula 2 Record Preservative 

Stop record wear for two hundred or more plays; 
protects up to 60 records; 2 microfiber applicators; 2 
OF 5 tices Ea e TS v nd UID es d $16.95 


Formula 3 All-Purpose Record Cleaner 

Cleans records without residue; lasts over five 
hundred cleanings; 2 microfiber applicators; 2 
GPs cate reale teet tam mele im nS ES $8.95 


Formula 4 Stylus Cleaner . 

Non-alcohol cleaner which removes all stylus depos- 
its safely; several hundred cleanings; cleaning brush; 
applicators 025 0265 Semis 94 43 de Ec « $7.95 


Formula 5 Stylast Stylus Treatment 

Extends stylus life up to 10 times normal; to be used 
before playing each record side; thousands of treat- 
ments. Comes with cleaning brush and applicator; 
25102 ee eise Sib si eS IIT EATR aNs aiia $19.95 


Formula 6 CD Protection System 

Cleans discs safely and protects them from minor 
scratches; smudge protectant; approx. 200 treat- 
ments; applicator and base .............. $14.95 


Formula 6 CD/Video Disc Cleaner-Treatment 

Cleans discs gently and safely; protects read surface 
from minor scratches, abrasion, and fingerprints; 
approx 100 treatments; applicator handle, 4 cleaning 
pads aioz ates « a NATI $12.95 


Formula 7 Cassette Head Cleaner 

Cleans tape heads and tape-path rollers; two cassette 
mechanisms; exclusive formula. Comes in 0.5 oz 
botiles sein a dy ato EA Sees ol SAC ol $13.95 


Formula 8 Video Head Cleaner 

Gentle, non-alcohol formula cleans surface, treats 
head, guides and drive components in VCR mecha- 
nism; wet/dry system using exclusive formula; avail- 
able in BETA and VHS; approximately 50 cleanings. 
Comes im SOZ bottle... 1.7 zx: $19.95 


Formula 9 Tape Head Treatment 

Surface chemistry treatment for tape heads and 
guides; eliminates stick-slip and scrape-flutter; re- 
duces distortion and noise; exclusive formula; over 
100 treatments; 2 swabs; .25 floz......... $19.95 


Formula 10 Tape Preservative 

Increases media life up to 8 times; improves tape 
performance; reduces oxide shedding, dropouts, and 
deterioration; treats 35-50. 1800’ reel to reel tapes; 4 
swabs 241102. «4 o E eer dA CER EI $22.95 


Combination Kits 
See above for contents of each formula. 


Formulas 1 and 2 ast sss ok $27.95 
Kkorinulas 2/andi3.«. orcs rein e iala aats $22.95 
Formulas 4.231015... 753i res $24.95 


Trial-Size Kits 
Formulas 1 and 3. 0.50z................. $7.95 
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Formulas 2. and 3; 0.5.02 53. 22 ors RES $9.95 
Formulas 1, 2, and 3. 0.5 OZ ............. $13.95 


Microfiber Applicators 
10 in each packet. White, gold or 5 of each . $12.50 


LEBO 


Voyager series nylon carry cases are water resistant 
and suitable for carrying a variety of personal 
accessories. Features include zippered openings; pad- 
ded construction; adjustable straps. Various colors are 
available. 


33260 Leather Tex Voyager. Two sided, soft carry 
case for 60 boxed or 96 unboxed cassettes; personal 
accessory pocket, detachable, adjustable shoulder 
strap and handle; removable inner tray; black imita- 
HON eather’... 5. abate RESET Let $35.95 
25248 Jumbo Voyager. Nylon carry case for up to 48 
CDs or personal accessories; can also store portable 
CD player and most camcorders; removable inner 
divider; two large zippered side pockets; detachable 
adjustable shoulder strap; red, black, victoria blue, 
Bray coe eem IARE UEM $33.95 
33230 Leather Tex Voyager. Soft carry case for 30 
boxed or 48 unboxed cassettes; large accessory 
pocket; detachable, adjustable shoulder strap and 
handle; removable inner tray; black imitation leath- 
GT . zv veles aie Pes vei TS Ole SES E s $25.95 
20030 First Class Voyager. For 30 boxed or 48 
unboxed cassettes, with large personal accessory 
pocket, removable tray, detachable, padded shoulder 
strap, handle, color coordinated hardware; red, black, 
silver grey, victorian blue ............... $22.75 
21230 Custom Lite Voyager. For 30 boxed or 48 
unboxed cassettes, with large personal accessory 
pocket, removable tray; red, black, silver gray, 


victorianiblüe M alts eraser ore Tor $18.95 
21220. Same as above for 20 boxed or 32 unboxed 
cassettes tis s o£ Seg eid die ves HM $15.75 


25212. For 12 regular or 6 twin box CD's with outside 
personal accessory pocket and detachable shoulder 
strap; interior velcro compartment divider . $13.25 
25006. For 6 regular or 3 twin boxed CD's, detachable 
shoulder strap and belt loop.............. $9.50 
21010. For 10 cassettes or personal accessories, 





detachable shoulder strap and belt loop; red black, 
silver gray, victorian blue ................ $7.95 


LESLIE DAME ENTERPRISES 


CD Storage Units 
23096 CD Storage Rack. Oak grain finish CD rack 


holds up to 96 CDs. Stackable ........... $47.95 
23860 CD Storage Unit. Solid eak unit with tambour 
door holds 60 CDs-:-..: 2.35 ota. $45.95 


CD-232 CD Storage Unit. Deluxe solid oak hand- 
crafted finish, stackable, lazy susan construction. 


Turns around. Holds 32 CDs ............ $41.95 
CD-236 CD Storage Unit. Deluxe handcrafted solid 
oak wood, stackable, holds 36 CDs. ....... $39.95 


CD-48 CD Storage Unit. Solid hardwood construc- 
tion CD storage unit. Holds 48 CDs. Stained and 
lacauered finish. (05 2 4. 03 COSTOS. $36.95 


23064 CD Storage Rack. Oak grain finish rack holds 
up to 64 single CDs or 32 twin box CDs. Stack- 


able E Eco Ono Tos emet, ume aene $36.95 
23760 CD Storage Rack. Solid teak rack holds up to 
GO CDs, EN L e EPI E Die A $33.95 


CD-20 Deluxe CD Case. CD carrying case holds 20 
CDs. Leatherette cover with matching hardware and 


feltintéropo sese at eet $27.99 
23836 CD Storage Unit. Solid teak unit with roll top; 
holds:36:CDsieene cde C0 DE on hon $27.95 


CD-24 CD Storage Unit. CD storage unit of solid 
hardwood construction. Handcrafted, stained, and 
lacquer walnut finish. Holds 24 CDs ...... $24.95 
CD-60 CD Storage Unit. 3-drawer deluxe walnut 
woodgrain finished cabinet holds 60 CDs .. $24.95 
CD-48E Storage Unit. CD storage unit of plywood 
construction. Holds 48 CDs vertically ..... $21.95 
CD-40 CD Storage Unit. 2-drawer, deluxe walnut 
woodgrain finished cabinet holds 40 CDs .. $17.95 
CD-24E CD Storage Unit. CD storage unit of 
plywood construction. Holds 24 CDs vertical- 
I6. A nal uut: UE ue ue tos RC ut $12.95 
CD-10 CD Storage Unit. CD storage unit holds 10 
CDs; 4 sides interlocking design; wall/shelf mounting 
or free standing 5:09 sede: pene ey es $3.95 
CD-12 CD Storage Unit. Dual CD storage unit holds 
12 CD or 6 doubles; 4 sided interlocking plastic 
modular design; wall/shelf mounting or free stand- 
INSCR IN DOIREITSTD ET a e E eea E $3.95 


Cassette Storage Units 


TA-248 Cassette Storage Rack. Solid oak wood 
storage rack holds 48 audio cassettes ...... $39.95 
82045 Cassette Storage Unit. Solid teak storage unit 
with roll top holds up to 48 audio cassettes. $35.95 
82100 Cassette Storage Rack. Solid teak storage rack 
holds 100/Cassette8- riy erus sy rers $35.99 
TA-72 Cassette Wall Rack. Wood cassette wall rack 
with individual tape compartments holds 72 audio 
cassettes oe ee VIE AV VIR IeNe $31.95 
TA-136 Attache Cassette Case. Attache-style cassette 
case of wood construction with black leatherette 
finish and key locks holds 36 cassettes. .... $28.95 
TA-48 Cassette Wall Rack. Wood finish; individual 
tape compartment holds 48 audio cassettes. $24.95 
TA-660 Viynl Cassette Case. Padded vinyl cassette 


case holds. 60 cassettes. .......4. 0 ss. $13.95 
HI-30C Audio Storage Cabinet. Audio storage cabi- 
net holds 30 audio cassette tapes ......... $20.95 
HI-42C Audio Storage Cabinet. Holds 42 audio 
cassette CApes. Loves eee AE rte EE E $12.95 
TA-630 Vinyl Cassette Case. Padded vinyl cassette 
case holds: 30. Cassettes enteh Locher or. $8.95 
TA-624 Vinyl Cassette Case. Padded vinyl cassette 
case holds 24 cassettes... 4.6.60 cee eee eL. $7.95 


TA-612 Vinyl Cassette Case. Padded vinyl cassette 
case'hold$ I2 cassettes; mreneo erature es $4.99 


MRC-2 Magnetic Record Cleaning Brush... $1.99 


MAXELL 

Demagnetizer 

HE-44. Electronic Demagnetizer ......... $29.99 
Head Cleaners 

R-CL. DAT Head Cleaner............... $12.99 
HC-401. Wet Head Cleaner .............. $5.99 
RCE. Dry Head: Cleaners oaod eh se $3.59 
P-Case. 3-Empty Cassette Boxes........... $1.49 
CD case. 26-empty CD boxes............. $1.79 
MRE-7., 7» Metal Reel 20: a LER eos $7.99 

McINTOSH 


CR 7 Infrared Remote Control System 

Expandable remote system receiver designed to 
function with most McIntosh components. Features 
area-specific volume adjustment; AC power activa- 


ACCESSORIES 


tion; source selection; tuner station select; full CD | CD Storage Case 
player operation; preamp select; mute. 8 Ib... $849 


CR 8. Remote Area Controller. Module for expand- 


ing remote capability to another location. .... $678 

HR 7. Hand-held remote transmitter for CR 7 and 

CRRA SP IIS RAE POE S Re a an feat ROLL. a Loa AM Y rs 
MEMOREX BYMEMTEK 


CP8 Universal Remote Control 

Learns functions of 8 remote controls. Features 
sequencer operation that performs multiple remote 
commands with one touch; time-day of week clock; 
booster for more powerful signal; backlit LCD display 
TOP HOHER omn FREE T ENS niens $99 


Electronic Cassette Demaganetizer 

Battery-powered head demagnetizing system. Elimi- 
nates residual magnetism to keep recordings free of 
noise and distortion. Works in less than | sec on any 
(s (edel od Leste det MN RAT rtt Fu a a $24 


Auto Lighter DC Power Adaptor 

Power battery-operated radio, tape player, or person- 
al portable through car- lighter socket. Features 6 plug 
types; 5 voltages; 2 polarities................ $14 


CD Cleaner 
Cleans CD's; restores uniform disc reflectivity; clean- 
ing solution; pad; bristle brush; storage case .. . $14 


Double Pair Stereo Cable 

Features 4 coaxial cables in one; stranded pure 
copper conductors; color-coded RCA phono-type 
plugs; gold-plated; maximum signal transfer; interfer- 
ENCE The reception. «c. 22 cule cre tore e secs $11 


Deluxe Speaker Cable 

Premium speaker cable upgrades system. Features 16 
gauge heavy-duty cable; 19 strand pure copper 
conductors; high conductivity; low signal loss. . $11 


Safeguard Voltage Spike Protector 

Guards against brief high-voltage spikes that may 
occur in AC power lines. Works in any standard 110- 
POOEV AAG OULIEU e Gee RA err $7.99 


CD Player Dustcover 

Vinyl CD player dustcover with clear front panel. 
Available in medium (14 x 12.5 x 3 in) and large (18 x 
AIMN SIZES e EE CC TID RIED kee ces $5.99 


Graphite Filament Record Cleaner 

Cleans and neutralizes static electricity. Features 
thorough cleaning through electrically conductive 
graphite microbristles that fully reach into the 
bottom of record grooves .............-+. $5.99 


Audio Patch Cables 
Features gold plating for maximum signal transfer; 
low capacitance, heavy shielding; 95% braided copper 


shielding. 

GIKOOL eng o. e tans Ee Eu ace n as $6.99 
AT CENT od PASTS Ti ee a yeh ME dL rerom $.99 
CD Organizer 


Storage unit with independent storage slots holds up 
to 12 CD’s in vertical position; twin pack ... $4.99 





High-quality dust-proof replacement storage case for 
individual CD’s; standard jewel-box design; twin 
PACK: d DREAMS e Use tee te one a d EM $2.99 


FM Dipole Antenna 

Features folded dipole design length-tuned to opti- 
mum wavelength for FM radio band; no wire strip- 
pine-mnecessary! cuc Dee Net $1.99 


3-Pack Audio Albums 
Design allows tape end in or out for hassle-free 
storage; cassette protection for home or car.. $0.99 


Tape and Record Care Products 
X-CD. Cassette Head Cleaner/Demagnetizer. $6.99 


Record Care Kit ^ — uU IAE EST. $5.99 
Cassette Cleaning Kit ................... $2.99 
Récord Cleaner, . 3-4 E Kh aeaa $2.99 
Record Cleaning Fluid................... $2.69 
Cassette Head Cleaner .................- $1.89 


Headphone Accessories 

Infrared Cordless Headphone Adaptor. AC-powered 
transmitter and battery-powered receiver provides 
cordless reception for any pair of mini-plugged 
headphones; MI AEN E DIEI seuss $70 


Headphone Extension. 20-ft lightweight stereo head- 
phone extension cable ................... $5.99 
Y-Adapter. Dual-headphone adapter ....... $2.99 
Mono Adapter. Mono adapter for stereo head- 
DHOMES ASE SERI s EUM LR rna ae $1.99 


MICRO SEIKI BY 
ANALOG EXCELLENCE 


MT-1000L Step-Up Transformer 
For 3-ohm Mc cartridges. FR 15-60,000 Hz; 6.5 x 13x 


13cm; 12.6:]1D. a. aes Doe ete ze NR TOUS $995 
MT-1000H. Same as above but for 40-ohm car- 
tridgesi en EE Ep PLUME E $995 


MT-500 Step-Up Transformer 
For 3- or 40-ohm Mc cartridges. FR 15-60,000 Hz; 6.5 
X-13:X Scr GG o Pees. Poe e eL. $595 


MITSUBISHI 


M-W5100 Audio Cabinet 

Home Theater Components audio cabinet features 
contemporary styling with dark gray vinyl finish; 
hide-away glass door; continuously adjustable 
shelves; hinged-top; design matches Mitsubishi's CS- 
3103R/MB-103 and CS-3504R/MB-504 television in 
both height and cosmetics...............-. $360 


THE MOD SQUAD 


Tiptoes 





Component platforms made of machined aluminum 
cones. Used to improve coupling between the compo- 
nent and the surface beneath it. 

MacMod Tiptoes. for under components, .5" $5 ea 
MacMod Rug Tiptoes. for under speakers on carpets, 
Se ues xe degree etn d UI NES $7 ea 


CD Damper 

Compact disc damper is lightweight, thin flexible 
plastic disc which is loaded atop the CD player to 
eliminate light leakage while suppressing edge flutter 
and internal vibrations without increasing servo 
trackmp hunting zu cea visse a Vote she] ists $24.95 


MOGAMI BY MARSHALL 


2799 Cable 

Features 4 high purity 60 strand copper conductors in 
quad configuration; oxygen-free copper; non-migrat- 
ing insulation; use in unbalanced systems using 0.25" 
OP RGA DUES A i EAR sos o vipa E? $0.39/ft 


MONSTER CABLE 


CD SoundRings 

CD vibration stabilizer mounts on outer edge of CD. 
High density material provides necessary weight and 
dampening needed to stabalize CD. Fits all players 
and comes with centering device. 


SOCRInSS Gens Res sabe d m eis $49.95 
TARINGA enr) Pp rom car ane d NOM $14.95 
IJRiug Sam plete. aol onec tent $1.50 
Speaker Cable 

M1 Speaker Cable 


"MicroFiber" dielectric insulation designed to elimi- 
nate "Intertransient" noise, reduce transient interfer- 
ence, intended to preserve power and dynamics; 
primary and secondary grouped networks; carrying 
case. With M-Spades. 


PAE WE TUNE UL s, e sce halve ER Tes $325 
DEAD DE ce ee SUERTE aie nae $500 
SOS De yas SU Gare boi ie diy De T ER ae $600 
With X-Terminators. 

ISADE ee eee T Ud Kasei TES A $400 
25 DEDE UON DPA ET dolere ror 5 $550 
SIKIU DE cota tapas, rer ERWET NES $650 
FromiSbonl.s co too Sats VOS $9/ft 


Monster Cable Connecting Cables 

Improved version of original Monster Cable with new 
strand configuration designed for midrange clarity, 
faster transient response, and extended low and high 
FR. Pre-cut, with universal gold pin ends with lock- 
notch. 


SU TEC orla ene se exe cts T $95/pr 
SO ESI els ore ee d hee cies $60/pr 
20 ECOL, oo EN Odd o ys toy bn $45/pr 
PTE ch MEO Ie cel esos n E gd E E UR A $35/pr 
From spool, not pre-cut ................00: $1/ft 


Superflex Speaker Wire 

High-purity copper speaker wire with flexible Dura- 
flex insulation; dividing web between the 2 conduc- 
tors. Same stranding configuration as Monster Cable 


but fewer strands of wire ............44: $0.50/ft 
OE ft nM MUR oats NST 1 ee $40/pr 
IS ft. e SIRE EET ME $25/pr 
NUN NE a WC NITIDE $20/pr 


Powerline 2 Plus Speaker Cable 

Bass control conductor for even distibution of 
magnetic fields; directly addresses magnetic behavior 
of audio signals; time aligned audio signal. 

P2POS RE. eios eder idet $200/pr 
p2PIS Et. ee ree Aet E eee $150/pr 


Powerline 2 Speaker Cable 

"Time Coherent" winding designed to eliminate 
phase inaccuracies, align highs and lows for im- 
proved FR. Unterminated .............. $3.25/ft 
Powerline 3. Smaller version of Powerline 2 $1.75/ft 





STEREO BUYERS’ GUIDE 1989 193 


194 





ACCESSORIES 





Interconnects 


M1000 Interconnect Cables 

“Total Phase Aligned Bandwidth Balanced” design; 
dual conductors and 3 wire networks; "MicroFiber"; 
M-Terminator connectors. Precut. 





ZOE DE re a EAS A Ses Race nee $450 


EPISODEN TU IPIE $210 
1:5-m Dt susc e aae r a TUA SR $180 
ECT Pe EM TI NEC EE CET $150 
LP TY) oy ga a A S oi ere cot Rott $110 
Eromi SDOOR. Pics Lid 5 nex ots eels, weet eset $9/ft 


Interlink 500 Interconnect Cables 

“Precision Bandwidth Balanced” construction; dual 
conductors with "MicroFiber"; designer colors. Pre- 
cul. 


PATS Up e ae Re. A E Met s oo S tae RAP $180 
LAW ar EGENT RC E onset Nard td ERECTO RM $75 
E HENCE ORENSE. $50 
From SpOUlo S roit sete IDEO aUis $4/ft 


Interlink Reference Connecting Cables 

Connecting wire with 3-wire multiple-gauge network 
for each conductor. Thick core wire designed for 
frequencies below 300 Hz, 4 medium conductors 
intended for midrange, hair-thin woven stranded 
wires made for 700+ .Hz. 


PP UU T PS ERES POI a a ev Nos ARCA aa $290 
NM EET EP TT DTE TC SM $130 
LSM DE- ue vocet uere s Sce e lados A urs $110 
]-) DEAE SUP Roh RARE PR SD EN S CT eo $85 
RSE T T ood MORE ee Eo E eret or PRI $75 


Interlink CD Cable 
Interconnect cable for CD players designed to increase 


performance and sound quality ......... Len. $3/ft 
JOCTEDEIE NAE EAR eques cea RCRah pa CV Fo $150 
LATO TOT uc roe ICE a SERRE ONDE, UP Po aoi $70 
ded t tarte NIC AS E TEMOR EE $50 


Interlink 301 Interconnect Cables 

High-resolution, precision-stranded, noise shielding, 
special winding configurations, protects against noise 
interference. For use with car, truck, van, or RV 
vehicle sound system. 

(ruo EA ae Mtn sa dei uten care a cate $24.95 


Interlink 300 Interconnect Cables 
Dual-balanced conductors; dual-shield braid and foil. 


PRI URL ORRUST RETO a E EEN E e S RE $50 
AO-IE RES aru teu Oba LS oe Mie $40 
29 Tbe e emu eno tS POET EP EE de, $24.95 
EON AE ch M ans sigs eee ieee $19.95 
Eron Spool cis tA S eae, ae ees $0.75/ft 


Genesis Lightspeed Tonearm Interconnect 
For connecting cartridge to preamp ......... $175 


Interlink 400 Interconnect Cable 

Same "Bandwidth Balanced" design as Interlink 
Reference; “Microfiber” technology; untermina- 
p; SE TENUERE PD SUR LM ERN $1.25/ft 
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20 FE. Sade 2 2 tains a faded MEE $79.95/pr 

2 | d esca sacs xai om PST $39.95/pr 

LS 4 coetu uoeretid amie oes $34.95/pr 

IUE viae o PT ur aur npo ATHEN $29.95/pr 

OE Ea M equ RES res Tn Re $24.95/pr 
NADY 


IR-103 Personal Infrared Stereo Receiver 

Infrared stereo transmitter model IRT-520 plugs into 
any stereo or tape deck's headphone jack. Infrared 
signal is transmitted to sensor on top of personal 
receiver. Any number of Nady infrared receivers can 
be used in a room. A "slave" transmitter, model IRT- 
520-S is available to extend range and coverage to 
OUIGOOMATCAS, d o. Per SN Les dort vo E $100 
IRH-210. Integral headphone/receiver........ $60 


NAGAOKA 


Prolift Tonearm Lifter 

Tonearm lifting device for use with manual turnta- 
bles. Silicone damped mecahanism lifts when ton- 
earm hits a fine trigger wire. Double-sided adhesive 


pad, adjustable base for height .............. $40 
NAKAMICHI 

MX-100 Microphone Mixer 

Features 3 0.25" mic inputs... $135 


PS-100 Power Supply 

Produces 10 volts DC for MX-100, other Nakamichi 
blackbox series components; can power up to 6 
components Sors Ur a ke Nose eins oe vy s $128 


DM-10 Head Demagnetizer 
Tape head demagnetizer ........ dj. loses $38 


SF-10 Subsonic Filters 

Compact passive filters operate at line level to 
remove turntable rumble and other infrasonics 
caused by record warps and tonearm/cartridge reso- 
nances. Provides 6 dB/octave filter, down 10 dB at 10 
Hz. May be used at tape output or amp tape-input 
jacks:2:6" Ix: 0,51" diameter... 2e $15/pr 


M.M. NEWMAN 


Heli-Tube. Spirally cut, industrial grade, expandable, 
black polyethylene cable wrap applies like tape to 
protect/organize wires. .25", .38", .50" sizes for 


bundles up to 4" dia; 8 ft lengths; 0.50" ..... $2.25 

SES TOO Oe E NER el oe RUE $1.60 

UD IE REA ah rn OUT RU S wh MORS See $1.45 
NIKKO AUDIO 


CO-23 Crossover 
3-way mono, 2-way stereo, 22-point crossover system 
with double mids and turnovers............ $700 


NSR350G Equipment Rack 
Woodgrain black pro rack with double doors and 
glass OD. 1. sess ene et rete $269 


NILES AUDIO 


Speaker Selection Systems 

Connects up to 4 pairs of speakers to a receiver and 
plays any or all pairs simultaneously. Accommodates 
high-definition speaker cables. Features imp protec- 
tion switch; separate L-- R ch grounds. Handles 200 
W/ch; genuine walnut side panels; rack mount 
brackets optional. 

MSA-10. Enables play of up to 10 pairs of 4-, 6-, or 8- 
ohm speakers off of any stereo amp. Features high- 
power-imp matching transformers; logic circuitry; 10 
front-panel controls; rear connector accepts up to 14- 
gauge speaker wire; separate L+R ch grounds for use 
with bridged amps. Power handling 250 W/ch. 
Walnut side panels standard, rack mount ears option- 
al 12:1b50/70X «375 96 92119: 185 oS pe n $550 


MSA-6R. Remote-controlled, 6-position speaker 
switching system to turn on or off either from a 
central location or remotely by using optional wall 
controls in different rooms. Turns on AC power to 
main system as well speakers in individual rooms. AII 
6 locations can be played at once. Maintains nominal 
8-ohm load on amp no matter how many pairs are 
played. 19x: 5:25 X12 121m 1610 oss 8 «a $599 
SVC-4. For 4 pairs of speakers. Features individual 
volume controls; connection for second amp; auto- 
transformers; separate L+R ch ground connections 
for use with bridged amps. 8 Ib; 11.2 x 4.62 x 5.31 
jS ees MU OE AS ath E VOR ea $280 
SVC-4W. Same as SVC-4 except designed to be flush 
mounted into a wall. Pre-construction and retrofit 


VETSIONS available. c». oe. tte nen $325 
SVC-2. For 2 pairs of speakers. Individual volume 
controls; autotransformers..............--- $150 


SPS-1. Accommodates up to 14-gauge speaker wire 
and power handling capacity up to 100 W/ch. 
Genuine walnut side panels...............-. $80 
RACK MONEE te te Li SE ne Lese OD $15 


HDS-6 Speaker Switcher 

Enables play of up to 6 pairs of speakers. Accommo- 
dates up to 8 gauge wire; power handling 250 W/ch; 
headphone jack; works with any type of amplifi- 


(uad Nel wies. ee a COP ESL ES S PM $200 
HDS-4. Same as above but for 4 pairs of speak- 
Ca DRE MRCOR DER S 4 8S E.G hee oes Oe LU $150 


CPM-31 Patching Matrix 

6 x 6 patching matrix to connect tape decks, 
equalizers, and NR units. Allows a component's 
output to be fed to another components input. : 
Passive unit with RCA jacks on rear. 9x 4x 8.75 in; 6 
| eA PR RS Noe e dim uic BE. Mie e D BM s Quat Stt $180 


ADA-6 Audio Distribution Amplifier 

Stereo line-level audio distribution amplifier. A 
single input can be distributed to 6 destinations with 
no degradation of original signal............ $140 


IRP-1 Power Supply 
Power supply for infrared repeater system. .. . $140 


SV-5 Auxiliary Selector 

Expands auxiliary input to accommodate up to five 
different sources such as CD, tape deck, tuner; 
passive volume attenuator enables adjustment of 
volume of each sound source .............-- $90 


TSB-3 Tape Deck Switch Box 

Allows record, playback and dub between any of 3 
tape decks. Patching performed by turning knobs. 
Features RCA phono jacks; optional rack-mount ears 
and walnut end panels. 7.12 x 2.65 x 5.6 in; 2 Ib$80 


IRR-1 & IRC-1 Infrared Receiver 

Wall-mount infrared receiver. When connected to 
IRP-1 and IRC-1 enables you to control almost any 
infrared remote control component; up to 30 IRR-1 
units can be connected to the IRP-1 power supply. 
IRRA coe a baaa M ER OSMUR TON $70 
TR Gel eee) tek dat Skid ees p $20 
SCW-1 Volume Control 

Wall-mounted stereo volume controls for remote 
speakers. Use of autotransformers instead of L- 


pads Wee crocon tinue epe Ak aee AA i D esas v $48 
SCW-2. Similar to SCW-] with stereo headphone 
iie QAM IRA PET L CIPRO VE Mene p $66 


SVC-1. Table top speaker volume control for remote 
speakers. Volume adjustment independent from 
main speakers. Uses autoformer volume control 


insteacbofi LANA a cuis Lus oe Leader pue sem $75 
SCW-2A. Similar to SCW-1 but has selector switch 
for 2 different amplifier inputs .............. $66 


SCW-2HP. High-power version of SCW-1. Uses 
high-power autoformer instead of L-pads. Power 
handling 15-W/ch. 4.56 x 4.5 x 2.56 in........ $70 


DPS-1 Amplifier/Speaker A-B Selector 
Permits either of 2 amps to be played into a single 


ACCESSORIES 


pair of speakers, or a single amplifier to play into 
either of 2 pairs of speakers. Features high-power A-B 
selector switch box; handles 300 W/ch; rear panel 
connector for up to 14 gauge speaker cable or high 
definition wire pin connector. 2 lb; 6.12 x 2.8 x 3.15 
HS e do nse Ae x Mk Geno a as See ares $65 


AXP-1 Auxiliary Input Selector r 

5-input, l-output stereo selector box for 5 line-level 
signal sources. Allows selection by turning a knob. | 
Ib-S:12:3062:5395. 12 T5 24 Sa Ne see uten le $55 


PS-1 Phono A-B Switcher 

Connects 2 turntables to a receiver with only one 
phono input. Features L+R ch grounds; switches 
both the hots and the grounds for total isolation; RCA 
phono connectors. 4.75 x 1.9 x 4 in;.5 lb...... $50 


DPS-1W Amplifier/Speaker Selector 

Wall-mount high-power A-B selector. Used to share a 
common pair of loudspeakers with 2 different sound 
SOUICES E Eon deett, CET eee $50 


LVW-1 Volume Attenuator 

Wall-mount line-level attenuator. When used with 
preamp and power amp it enables you to put volume 
controbon her walle. ee ELA donee e oa eres $48 


SJ-1 Wall-Mount Connector 

Wall-mount plate containing two 5-way binding 
posts for speaker connections. Designed to mount on 
wall similar to electrical outlet plate. Available in 
bone, brass, stainless steel, and white. 2.75 x 4.5 
PTs Sr eua dum Y ROVS RES $6.30 


NITTY GRITTY 


Mini-Pro MK 2 Record Cleaner 

Semi-professional-type record cleaner designed for 
consumer use. Wets, scrubs, and vacuums both sides 
of record simultaneously. Cleans record of all dust, 
grease, and static charge. Features large oak cabinet; 
strong vacuum motor; quieter operation. 10 x 17 x 
POST nee Mone EU telat ex ichs. Pept $699 
Hybrid 2. Same as above except cleans one side at a 
time. Built-in hinged dustcover and adaptor for 
cleaning.compact discs. ee e. cs ere en $599 
2.5 Fi. Similar to Hybrid 2 without dust cover or CD 
Sucioni E Ra URS OR NI LAS ETE EN $499 
1.5 Fi. Similar to 2.5 Fi except no solid oak 
cabinBbw S oa chides « akc cans ESR $429 
Model 1.0. Similar to above except manual... $259 


ONKYO 


RC-AVIM Universal Remote Control 

Audio/video universal remote control can be pro- 
grammed to operate a variety of video (VCR's, TV's, 
cable boxes) and audio components with infrared 
remote capabilities. "Learns" the remote operations 
of a variety of components and can store more than 
100 different functions into memory. Comes with 
control codes for Onkyo products already pro- 
grammed in. Uses 4 AAA batteries. 7.06 x 2.88 x 1.25 
ins Does bed oreet in aA VT $119.95 


RC-AV10M Universal Remote Control 

Features 55 programmable functions; full control of 
more than 6 components; audio and video operation 
modes; pre-programmed with Onkyo RI command 
modes o oS rino Herd s ec EN $80 


ORA ELECTRONICS 
Studio Spec Brand 


TU2 Cable Ready TV Tuner 

139 Channel, wireless remote TV tuner enables non- 
remote controlled TVs to be fully remote and cable 
ready. Front panel features 6 control buttons; back 
panel features switchable channels, 3 or 4 outputs, 
120 V outlet, VHF/UHF/cable, in and RF out, RCA 
jacks for audio/video out, and jack for MPX ste- 


SDXI1 Stereo TV Decoder 

Decodes stereo TV audio signal for use with home 
audio/stereo equipment. Features switch for stereo/ 
mono/SAP; separate CH. 3; MPX selector switch; 
stereo left/right audio outputs.............. $179 


CDA-1 CD Car Adaptor 

Equipped with 2-cable sets: one connects a CD or 
cassette player output to the adaptors input, the other 
connects the adaptors 9-volt output to power external 
players. Complete with mounting hardware. .. . $40 


S-VHS Cables 

Cables designed for use with video equipment 
including all S-VHS monitors, VCRs, videodisc 
players, monitor/T Vs, and dubbing equipment. 4-pin 
mini DIN male to 4-pin mini DIN male cables enable 
separate transmission of Y and C signals to enhance 
signal to noise ration, horizontal resolution, contrast, 
and picture quality. Full shielding. 12 ft....... $23 


CD-2 CD Cleaner 

Self-contained CD cleaning kit includes cleaning 
brush, chamois pad, cleaning base/box, and 1.5 oz of 
CD cleaning solution in pump-spray bottle... . $13 


CD-4. Individual CD storage boxes, clear plastic 
jewel box design. 2 per package............... $4 


MK-116. Audio head maintenance kit includes felt, 
brush, and mirror probes, replacement felt pads, and 
head:cleaning-solntiont o9 v6 s UU Tl bees $4 
ATC-DC-113. Dual-capstan audio cassette head 
cleaner. Wet-type specially designed to clean entire 
tape path in dual-capstan or autoreverse cassette 
decks So pee Se DEMANDE re rene $4 
ATC-112. Wet-type, audio cassette head cleaner. $3 


ORTOFON 


RC-015 Stylus Cleaner 

Electronic stylus cleaner with tuned oscillator vi- 
brates all contaminants off the stylus assembly. 
Includes 20 ml bottle of stylus-cleaning fluid; magni- 
fication Miron sce vo ls rS aes Y o $34.95 


CC-021 Cassette Maintenance Kit 
Includes autoreverse cassette cleaner and electronic 
head.demagnetizer...:2 oes e anre $29.95 


SC-060 Audio System Maintenance Kit 
Includes carbon-fiber record cleaner; stylus cleaner; 
autoreverse cassette cleaner; CD cleaner ... $24.95 


RC-014 Electronic Static Eliminator 
Ion gun with trigger control bombards record surface 
with static-neutralizing ion particles. ...... $21.95 


RC-017 Acoustic Shock Absorbers 

4 adjustable shock absorbing feet help prevent 
acoustic feedback and allow for leveling turntable. 
For use with turntables up to 45 Ib........ $21.95 


CD-040 Compact Disc Maintenance Kit 

Includes cleaning cloth, cleaning spray, lens cleaner, 
in album storage box with padded cleaning sur- 
facer co vidas E costae Los i pa dl PAS $19.95 
CD-042. Replacement spray for CD-040 .... $6.50 


CC-020 Autoreverse Cassette Cleaner 

Wet-type cleaning cassette cleans all tape heads, 
capstans, and pinch-rollers in autoreverse cassette 
decks in 30 sec. Includes cleaning solution and 
replacement: padsic «12357 22,20 eese lies $12.95 


CD-041 Component Isolators 
Includes 8 absorbing feet with self-stick backing to 
eliminate vibration on all type components... $9.95 


RC-013 Record Care Kit 
Includes walnut record brush with one-way pile; 
record cleaning solution to remove dirt and eliminate 


static; stylus cleaners. eset equ sms $16.95 
RC-011. Replacement fluid for RC-013..... $4.95 


RC-010 Carbon Fiber Brush 

Record cleaning system with polished carbon fibers 
to remove dirt from record grooves while built-in 
copper-wire grounding system eliminates static 
budd- up comte casa PLC REMO $9.95 


RC-016 Disc Coupler 

Designed to couple the record to the platter for 
increased bass response and improved imaging. 
Includes 2 center hubs to fit most center spin- 
diéSistdbtdvoecbaes de kde C $9.95 


RC-018 Alignment Tool 

Phono cartridge alignment tool features mirrored 
surface with two-point alignment system and center 
spindle cutouts seenen 9 9 0 H5 eee $4.95 


RC-012 Stylus Cleaner 
Cleaning fluid removes residue from stylus. Includes 


fluid and applicator brush................ $3.49 
RC-009. Stylus pressure gauge............. $2.95 
O’SULLIVAN INDUSTRIES 


79680 Entertainment Center 

Solid oak frames with marshall-oak laminate finish. 
Features clear tempered glass doors; 3 adjustable or 
removable component shelves; shelf provided for 
smaller television and VCR combo; twin oak drawers 
for accessories; casters. Overall: 45 x 49.13 x 20.75 
IN ic hwe ds eee 3 ROCCO Sexe E RERA $299 


79030 Entertainment Center 

Finish in glossy black formica high-pressure lami- 
nate. Features tempered clear glass doors; 2 adjust- 
able shelves; pull-out turntable shelf; double doors 
for storage area with cast-metal door pulls. Overall 47 
1 485.25X OZS o Ero oko Beet $289 


79438 Entertainment Center 

Finished in registry oak. Features 4 tempered clear 
glass doors with brass finish hardware; 2 adjustable 
component shelves; storage area with adjustable/re- 
movable shelf; drawer with an open storage area. 
Overall 71 x 48.75 x 14.75 in; TV area: 27.5 x 29 x 
[17530 Le en ers eke sain sS $239 


79480 Entertainment Center 

Finished in registry oak laminates. Features rounded- 
edged design and sculptured rails with brass finish 
accents; tempered clear glass door protects adjustab- 
le/removable component shelves; bottom drawers 
are appointed with brass finished drawer pulls with 
wood-grain laminate inserts. Overall 43.24 x 49 x 
[5:37] 11. Sur REDE E s for $199 


79227 Entertainment Center 

Finished in colonial oak laminates. Features tem- 
pered clear glass doors protecting a top storage area; 2 
adjustable/removable component shelves and twin 
doors with solid-wood pulls; TV area accepts most 
monitors. Overall 71 x 14.75 x 54.37 in; TV area: 27.5 
X14 75: x 30 430 Seer eee re Secret STE ent $179 


79236 Entertainment Center 

TV area that accepts most 19" monitors; twin vein- 
lined doors concealing storage area; storage drawer; 
bottom right shelf is adjustable or removable; middle 
shelf component area; solid oak pulls on drawer & 
doors. 69 x 48.5 x 14.75 in; TV area 25.5 x 26.75 x 
14.5 in; right shelf 25.5 x 19.88 x 14 in; bottom shelf 
16.5-X 19.88 x Tint CETTE, to ae gcse $169 


79020 Entertainment Center 

Finished in white laminates with adjustable or 
removable VCR shelf and ten component shelves. 
Features pull-out turntable shelf; TV area; tempered 
glass door and doors concealing storage area below. 
47.25 x 47.88 x 15 in; TV area 27.38 x 27 x 15.38 
te RE MAIN MEN aS Ty ek TA, NP a Noe $169 
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pered clear-glass doors. Features twin component 
shelving; large TV area for most 19” Tv’s; twin vein- 
lined doors concealing storage area; solid oak door 
pulls. 47.25 x 48.13 x 15.5 in; component area 27.13 x 
LORS RIR TSAN ee Lee ete Ret 4 $159 


79980 Entertainment Center 

Colonial oak laminate finish with adjustable VCR 
shelf; large TV area and adjustable component shelv- 
ing; clear tempered glass door; twin double doors for 
storage area below. 47.25 x 48.13 x 15.5 in ... $159 


79037 Entertainment Center 

Rounded-rail door and top rail; accomodates larger 
TV's; component area; spacious lower storage area 
with shelf. 66.5 x 48.5 x 14.75 in; TV area 23.5 x 27 x 
DAS man COLI NCC DUREE. $139 


79018 Entertainment Center 

Finished in bartonwood laminates with tempered 
glass doors. Features adjustable component shelf and 
a concealed storage area; TV shelf fits most 19" 
monitors and the bottom shelf will accomodate a VCR 
and tapes; solid wood door pulls. 40.75 x 47.88 x 15.5 
üt a RRS se iubeo ds ers $119 





52192 Audio Cabinet 

Features tempered, clear-glass lift-lid and door; 
black-pebble-grain laminate shelves; adjustable mid- 
dle shelf; album and/or accessory storage spacel dual- 
wheel casters; bartonwood laminate. 37.74 x 19 x 
15.75 in; component area: 13.12x 17.62 x 14.36 in$89 


PARSEC 


The FM Dish 

Features GaAsFET Gallium Arsenide Field Effect 
Transistor; electronic tuning; multipath rejection; 
Azimuth markings on base ................. $219 


The LS-4 Indoor FM Antenna 

Features GaAsFET Gallium Arsenide Field Effect 
Transistor. Displays omnidirectional characteristics 
when placed in a vertical position; displays direction- 
al characteristics when placed in a horizontal posi- 
tion bove ele ELIT E SEE $59 


PIONEER 


BSS-F1 Bodysonic Surround-Sound Chair 
Swiveling black leather chair designed for surround- 
sound applications. Features 3.2" diaphragm stereo 





speakers in headrest; dynamic damper bass drive unit 
mounted in seat; remote control mounted under seat; 
RCA jack; headphone jack. 40 x 38 x 38 in. $2,000 


CU-AV100 Smart Remote Control 

Remote controls all Pioneer components on the 
system remote network. Features learning capability; 
214-command capacity; 68 keys; 3 slide switches; 30- 
60 minute memory backup for changing batter- 


Í68- 0s E UE LL PR esM doe ME ee $125 
CU-AV70. As above with 65 keys, 70-command 
CADACILY olo ee ee ee AO eade $85 


JA-RF5 RF Modulator 
Converts composite (baseband) video to RF so that 


transfer loss; transposed twin axial internal wire for 
low magnetic interference; l-end grounded shield; 
gold-plated connectors; connection points machined 
from solid body; teflon dielectric. Custom lengths 
available on request. 


OS meter Stereo PAI a oues os iesma breve $50 
LO meter'stereopalr o eina e eaaa a cones $60 
2.0 meter stereo pair ccone oi eenas rees $80 


VTA-16 VTA Adjustment Device 

To adjust tonearm height even while record is 
playing; tooled to complement MMT and other arms 
with 16-mm mounting posts.............-.- $85 


PIB-1 Interface Box 

Terminates any standard tonearm JIS plug to gold- 
plated female RCA’s; eliminates drag on turntable 
suspension; electrically neutral interface for intercon- 
necbcable «ETT oiler at SS $80 


HS-12 Universal Headshell 

Solid magnesium; double-lock pins; adjustable azi- 
muth; linear-cystal oxygen-free copper wire; high- 
rigidity mounting-hardware kit.............. $32 
HL-29. LC-OFC headshell wires used in HS-12 $12 


PROTON 


Equipment racks for audio systems 

R12. Contains enough surface area to accomodate 6 
components and several records; constructed of 
wood; protective glass door; comes with casters$259 
R11A. Contains enough surface area to accomodate 
up to 5 components and several records; constructed 
of wood; comes with casters ............... $239 


REALISTIC 


Walnut-Veneer Audio Cabinet 

Tempered glass door; hinged top, heavy-duty swivel- 
ing casters; software storage space; unassembled. 45 x 
18:37 19:55 384 UNES. NETS AERE $130 


Hickory-Grained Audio Cabinet 

Full-length tempered glass doors; hinged top; 3 
adjustable shelves; storage space for LP's and tapes; 
metal supports; heavy-duty swiveling casters; unas- 
sembled; hickory-grained vinyl finish. 37.5 x 21.25 x 
16/725 on re Deere vtt tela ie ca S $120 


Tape Control Center 

Connects to tape-monitor loop to allow use of three 
tape decks for monitoring, recording, and dubbing; 
with illustrated manual ................. $25.95 


Micro Head Cleaner 
Nonabrasive tape in microcassette-type shell cleans 
tape path of microcassette machines ....... $2.99 


Mini and Micro Tape Tray 
Holds 12 minicassettes or microcassettes; smoke- 
tinted: Coveri Sorte Aue ESSET IL $2.49 


Tape Recorder Maintenance 
Lighted Demagnetizer. 3.5"; for all tape decks$13.95 
Universal Demagnetizer. For all tape decks; 2 angled 





video from an A/V System can be. viewed on a TV: | tips ....:... 02 VLL etae eels be ve $9.95 

without a video input. Features selectable output | Cassette Head Demagnetizer. In cassette shell; works 

frequency; video/TV switch for VHF antenna loop- | in 1 sec; with battery .................... $9.95 

through; 5-pin DIN connector and *F"-typefor video | Demagnetizer/Cleaning Kit. Demagnetizer cassette, 

IN/TV Out... P NV eee Re Pe Tes $50 probe, mirror, solution, cloth ............. $5.95 

Cleaner Cassette. Felt pads clean heads, pinch roller, 

JD-M100 6-Disc Magazine capstan; with 0.5 oz of fluid .............. $3.99 

Additional 6-disc magazine for use with any Pioneer | 8-Track Cleaner. Cleans heads and capstan rollers; 

CD changer. Includes a complete set of labels and | nonabrasive ..............-...--00-000- $2.99 

hard plastic storage sleeve. Available in 5-piece | Cassette Head Cleaner. Removes oxide from head 

master carton... 0I CET us eet) $Ts'ea^ | Cand capstan: with fluid. 1250. ceo este $2.69 

JD-M108. As above for CD-3’s ............. $15 | Head-Cleaning Kit. With 6-dram bottle of Freon TF 

solvent and 6 foam swabs................ $2.59 

PREMIER By SUMIKO Pro-Style Solvent. Freon dissolves dirt and oxides on 

heads 2:02:05 dE Oars erence ee ee $2.39 

Catalyst Interconnect Cables Head-Cleaning Spray. Removes dirt and oxide 

Parsec LS-4 Designed for low series inductance; zero audio | without residue..................0.0008 $1.99 
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8-Track Cleaner. Removes oxide from heads; non- 


abrasives ae spe aan eee MT SU eee ate $1.99 
Cleaning Swabs. Reusable lintless foam; 10 
Dac Me P MEET E A feretro es aco led CER Ra $1.95 
Cassette Head Cleaner. Nonabrasive tape in cassette 
shel deare e een e ede cereo e x Weitere ce e 44 $1.89 
Recorder Cleaning Kit. 2 1.25-0z bottles of cleaner 
andilubricant TO/swabs- o5 €. e irre eR oe $1.69 
Cleaning Cloths. To clean tapes and equipment 
düstcoyers; A packs LES EAS TL $1.49 
Cleaning Sticks. Cotton-tipped 6" wood sticks; 100 
PACKS: cpa Ce coU IGE oed UTE $1.29 
Head-Cleaner Solution. Cleans heads, tape guides, 
capstane Metal parts: 2-020... idee $0.99 


"Nonslip" Solvent. Reduces slipping of idler wheels, 
belts, etc.; fast drying; won't harm rubber ... $0.99 


Cassette Áccessories 
Tape Splicer. Chrome cut/trim lever; with splicing 


tape and instructions... leere $6.49 
Repair Kit. With 32-page manual, housing, labels, 
Sphoinp materialSs. vod ass > peice Yd $4.99 
Hand-Winder. For winding cassettes ....... $3.99 
Index Cards. Fits standard cassette boxes; 20 
Dac MEM Ro T PES nre atu Yi $1.19 
Tape Housing. With 24" leader tape and instruc- 
TOD Se Ier ENCORE UE, dese RIA $1.19 


Cassette Boxes. Hinged; clear plastic; 3 pack. $1.19 
Index Labels. Adhesive; 6 each of red, yellow, blue, 
green; total 24...... n Mehr teh Melee Cr $0.99 
Molded Mailers. Meets first-class postal regulations; 
Pert wet NE ce Mores bim MUI. C NO $0.89 
Budget Mailers. Cardboard boxes with labels; meets 
first-class postal regulations; 6 pack ........ $0.79 


Open-Reel Accessories 


7-Inch Metal Reel. With box ............. $6.95 
7-Inch Plastic Tape Reel. ................ $1.39 
Tape-Reel Holders. Fits most recorders; 2 pack$1.19 
5-Inch Plastic Tape Reel. ................ $0.99 
3-Inch Plastic Tape Reel. With index and timing 
GHart eem ree DET E AW m m $0.69 


General Tape Accessories 

Bulk Eraser. For all tape except metal and video- 
ETS A ATE I t eie Relais E $15.95 
Editing Block. Aluminum splicer for all tape sizes 
with 90x and 45x cutting guides; with blade and 
mountihp Stripes ox E PEST $3.99 
Foot Switch. Remote-control on/off switch for typing 
from dictation; submini plug.............. $2.99 
Universal Splicer. Dual guides; levers secure tape; 
with blade and instructions............... $1.99 
Phone Pickup. Suction cup attaches to handset; 1/8" 
mini plug; may be incompatible with electronic 
BN NIRE A TET TR TI ORI $1.99 
Sensing Tape. Metallic tape stops or reverses record- 
ers with contact or photosensitive systems; 100" 


rolls RUNS. c Te. ORE ie Ree LEES $1.99 

Leader Tape. 7/32 x 200" roll............. $0.99 

Splicing Tape. 100" roll; 7/32", 3/8", or 1/8" 

Widths rss HOR RS USE Ite Pe YS $0.79 
RECOTON 


Beammaster FM Antenna 

Beammaster FM-100 powered omnidirectional FM 
antenna. Features obelisk shape; vertical or horizon- 
tal positioning; built-in amplifier; adjustable from 0- 
25 dB; can boost signals up to 125 times. 17.23 x 
4112510 SEDIS 1:00. 3 ES EUN Ne Meets $49.95 


CD-23 CD Mounting Bracket 

Mounting bracket for portable CD players when used 
in cars. Features cushioned shock-absorbing plat- 
form; easy installation; can be mounted on-dash, 
under-dash, or on a center console. Comes with 
adjustable top and side brackets. Fits all portable CD 
PLAVCESE DR e b. cce ne tone etsi stets $22.95 


3-Inch CD Adaptor Ring 
Adaptor for playing 3-inch CD singles in standard- 
size or table-top players. Sold in pairs .... $3.99/pr 


REVOX 


B209 Easyline Infrared Multi-Room Remote 

Multi-room remote system controls volume, treble, 
bass, and balance of loudspeakers individually in 
each room. While one source plays in main listening 
area, different music source from main system can 
play simultaneously in remote rooms. Allows con- 
nection of independent music source in each remote 
room; system requires power amp, speakers adn 
B209 module in each remote room. ......... $995 


B208 Hand-Held Infrared Remote 

Specifically designed to work with new generation of 
Revox units but can be used on all Revox remote 
controlable components. Keypad has over 55 func- 
tions; light indicator confirms selected com- 
mands oenn eeo ea DEA I ANE $160 


RUSSOUND/FMP 


RD-4 Speaker Control 

Switchbox for controlling 4 stereo speakers. Combi- 
nation power switch, volume control and transform- 
er. Features individually programmable outputs; 
automatic imp protection; 4 ohm speaker protection; 
100 W/ch max power handling; separate left and right 
grounds: 17X 9X2 ISN ee 5 1e Ios $259.95 


AV-4 Audio/Video Switcher 

Accommodates up to 4 VCR’s or 3 VCR's and one A/V 
processor. Features passive operation; separate audio 
and video switching; dubbing, editing, and process- 
ing capability; compatible with all VCR’s. 17 x 3 x 
PERDERE TIER ieee a eres A $199 


MA-5 Matrix Recorder/Processor Audio Switch 

Allows connection of up to 4 tape recorders and 
processors; can make 3 copies of a tape, or 4 copies of 
externablsourcés cess see os a $89.95 


VC-1 Remote Speaker Control 
Volume control for | pair of speakers; portable; 10- 
position switch; 10-autostep transformer...... $75 


ALT-2 Wall-Mount Stereo Volume Control 
Features mechanically-shielded box; plate; knob. 
Depths Fe Ce ENTE eso di $47.95 


SAEC By ANALOG EXCELLENCE 


ULS-3X Universal Headshell 

Antiresonant ceramic headshell. Made of sintered 
multi-crystallized aluminum oxide of >99.7% puri- 
| Aa cai ge ate Rta tu yd) COME Eae lace $85 
ULS-2x. Composite headshell. 9.5 g.......... $28 


LX-1020 Interconnect Cable 
Separate parallel OFC cable; RCA plugs treated with 
rhodium (platinum). 20 sels MS DS $40 


CX-5006A MC Pickup Cord 

Separate parallel OFC cable; terminals treated with 
rhodium (platinum); imp 20-120 ohms; 1.5 m . $52 
CX-5006B. As above except imp 1-10 ohms ... $52 


SANYO 


RBUI Universal Remote Control Transmitter 

Programmable infrared remote control uses an 8-bit 
microprocessor to ‘learn’ and use the infrared codes 
from as many as three different remote control 
products. Features multi-function controls to execute 
up to 87 functions from a 36-button keypad; 5 LED 
indicators monitor ‘learn’ mode operation; pre- 
programmed to work with current Sanyo remote 
control audio/video components; color-coded con- 
trols for easy operation. Uses 4 AA batteries .. $100 


SCOTCH 


Record Care System 
3-way record protection-dust cleaning, static removal 


and friction reduction with Sound Life fluid. Applica- 
tor attatches to turntable spindle to meter a con- 
trolled amount of fluid onto pad. 

Totali Systemi JUR orbe eet $27.99 
Sound Life replacement fluid ............. $8.19 


Turntable Dust Guard 
Conductive foam turntable pad reduces external 
electrostatic field to repel airborne dust..... $6.99 


ERK-130 Cassette Edit/Repair Kit 

Contains precision splicing block; spindle for man- 
ually winding cassette tape; 6 polyester picks (adhe- 
sive tipped for retrieval of tape ends lost in housing); 
6 130-mil splicing tabs; detailed instruction book- 


lets, UDIN IM ES Uno, Jobs $3.59 
SK-.22. 12.5 ft of 1.9 mil polyester splicing tape in 
dispenser Kitaraa be CST T mee $2.49 
#41. 0.5" x 150" splicing tape ............. $1.20 


Re-Label Tape 
0.75" x 700" write-on white tape supplied in dispens- 
er. For labeling all types of audio cassette. Remov- 


able cie T mar ER II dme PP $1.99 

S-C-HC Cassette Head Cleaner 

Cassette head. cleaner. i 271... $1.89 
SENTRY INDUSTRIES 


SENAUD4?2 Deluxe Cabinet 

Deluxe woodgrain finish with 4-cushioned feet pro- 
tect surfaces; each drawer holds 14 tapes or an 
aggregate of 42 cassette tapes; can be stacked; master 
carton 3:33 cubic feet: 37 1b... 2E $15 


SENHOS080 Mini-Speaker System 

Two mini-speaker system fits all personal stereos; 
wedge style increases bass response. Includes 3 ft. 
cord with 3.5mm stereo connector. 4.37 x 3.0 x 2.62 
iris nt onn Pee ne aR TPG ACA TRIN $13 


SENAUD33 Promotional Cabinet 

Deluxe woodgrain finish with cushioned feet to 
protect sufraces; each drawer holds 11 tapes with 
boxes or 16 tapes without boxes; can be stacked; 
master carton 4 cubic feet; 40 Ib............. $11 


SENA30WD Audio Cassette Deck 

Deluxe woodgrain finish with dividers to hold tapes 
securely; wall mounting; can hold 30 cassette tapes; 
master carton 3.46 cubic feet; 53 Ib ........ $9.95 


SERVICE MANUFACTURING 


Carrying Cases 

1354. Nylon video camcorder bag for VHS Cam- 
corder, Sony Beta Movie and most other video 
camera outfits and accessories ............. $100 
1353. Nylon video camcorder bag for most VHS-C 
and 8 mm video camera outfits and accessories $80 
1306. Nylon video camcorder bag for many 8 mm 
and compact video cameras... ccv rs $60 
WM-1. Shock protected Regency nylon personal 
stereo waist pack with extra wide adjustable waist 


belt: oen te SEDES PUE $10 
SC-1. Padded vinyl universal carry case for scanners, 
walkie-talkies, and portable telephones ........ $9 


CD Carrying Cases 
CD132. Classic carrying case in deluxe flannel-like 
material holds 32 single or 16 double CDs in 


individual compartments .................. $30 
CD133. Same as above in deluxe leather-like vi- 
nyl cdd ita E eo, Ya OT LABES UE $28 


CD118. Classic carrying case in deluxe flannel-like 
material holds 18 single or 9 double CDs in individ- 


ual/'compartmentse s vete sa vc ss $25 
CD119. Same as above in deluxe leather-like vi- 
yl. eser ume AD s SOM V T E $21 


CD216. Regency nylon carrying case holds 16 single 
or 8 double CDs in individual compartments . . $20 
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CD206. Nylon case holds most portable CD players 
with battery pack and CD's; -.—— acis $13 
CDW-1. Regency nylon compact wallet protects 6 
CDs in individual pockets without jewel boxes; 
velcro mounting strips included ............. $12 


Cassette Carrying Cases 

1860. Shock protected "Softie" patented dual purpose 
Regency nylon double sided carrying case for 60 
boxed or 120 unboxed audio cassettes ........ $30 
1834. Carry case with patented dual purpose insert 
holds 30 boxed or 60 unboxed cassettes; expandable 
front pocket with velcro closure ; adjustable double 
buckle shoulder strap; leather-like vinyl....... $26 
1824. Shock protected patented dual purpose case in 
deluxe flannel-like material for 30 boxed or 60 
unboxed audio cassettes. Expandable front accessory 
DOCKGU S oe area eSI ee e wine SACR RA $25 
1834. Same as above in deluxe leather-like vinyl$26 
1805. Soft-style, padded, nylon case holds 30 boxed 
or 60 unboxed cassettes. Includes padded carry 


handles and shoulder strap ................. $25 
2040. Deluxe padded vinyl library case holds 60 
boxed or 120 unboxed audio cassettes ........ $22 


2060. Padded, vinyl, double-sided case holds 60 
boxed or 120 unboxed cassettes. Hi-tech design $20 
1804. Padded nylon carrying case with dual purpose 
insert. Holds 30 boxed or 60 unboxed audio cas- 
CIA MO T SERT CUOI SY ODE ELE $18 
1822. Shock protected patented dual purpose carry 
case in deluxe flannel-like material for 12 boxed or 24 
unboxed audio cassettes. Expandable front accessory 
Docket: soc E URS ae aT eee SE ans $15 
1832. Same as above in deluxe leather-like vinyl$16 
1802. Soft, padded nylon case holds 12 boxed or 24 


unboxed Cassettes: = soc. 1o Vc eus $15 
2042. Deluxe padded vinyl attache case holds 24 
boxed or 48 unboxed audio cassettes......... $14 


2022. Deluxe padded denim-look vinyl attache case 
for holding up to 24 boxed, or 48 unboxed audio 
CASBETIOS Fx EIE T RERO TIC INE, $14 
2061. Padded vinyl attache case for 24 boxed or 48 
unboxed audio cassettes <- iie oseo serena epe $13 
2051. Padded vinyl attache case for 24 boxed or 48 
unboxed audio cassettes: eet EnA 0 ove $13 
1802. Padded nylon carrying case with dual purpose 
insert. Holds 12 boxed or 24 unboxed audio cassettes 
in individual compartments ...............-. $13 
2045. Deluxe padded vinyl attache case holds 12 
boxed or 24 unboxed audio cassettes......... $11 
2025. Padded, vinyl, attache case holds 30 boxed or 
60 unboxed casseltes s.m HH E $11 
1820. Shock protected carry case in deluxe flannel- 
like material with clear front window; will hold 10 


boxeduüdiorcassettes. Lio. sn iea oime aaea $10 
2063. Padded, vinyl, case holds 12, boxed or 24 
unboxed Cassettes o0 oT eS A $10 
2053. Padded vinyl carrying case for 12 boxed or 24 
unboxed audio cassettes ................... $10 


1800. Padded, nylon cassette pouch holds 10 cas- 
settes and/or most popular personal stereo/stereo 
CASSETTE PLA VENUS s oda al oo orte acd gate wre $10 
1800. Shock protected nylon cassette pouch holds 10 
cassettes and/or most personal stereo/stereo cassette 
players; adjustable shoulder strap doubles as a waist 
Delta te cee Aus den ok RUNS SES ULE eta di $9 
1906A. Padded Regency nylon wallet holds 6 cas- 
settes in individual compartments ............ $8 
1906. Cassette wallet holds 6 unboxed cassettes in 
paddsdienclosure, MeL Re mA UE LaL. $8 


SHURE 


M64A Preamplifier 

Fixed-gain stereo preamplifier with switch-selected 
phono, tape EQ; for use with unequalized amplifier 
inputs, mic's, as buffer amp in "flat" position; on-off 
switch; two phono jack inputs; 120 V AC 50/60 Hz, 5 
ACERO TET TII ECUEEMUIDTYS T EET $102 


TTR-117 Test Record 
Test record for testing cartridge response under 
different; conditons o2. Ero a a $16.50 


SFG-2 Stylus Force Gauge 

Allows precise setting of optimum stylus force for 
maximum trackability and sharply reduced wear on 
records andsstylüs dip... TA no cate Ets $9.25 


SIGNET 


Cleaners 


SK315. Auto CD cleaning system. Combines wet and 
dry cleaning automatically. After a timed wet cycle, 
the pad retracts and chamois-type pad dries and buffs 
disc. Auto shut-off. Includes cleaning fluid and 4 AA 


batteries Ven etl. Lene icone eee abcd et $60 
SK316. Replacement fluid and pads for 
SKSIG yh este, Fe aset ee ate, ceris $15/set 
SK305. Electronic stylus cleaner............. $40 
SK306. Replacement fluid for SK305.......... $5 
SK301. Liquid stylus cleaning formula......... $6 


SK302. Contact cleaner/restorer with 3-way action. 
Removes oxidation, leaves protective coating to 
slow-down future oxidation, serves as a contact 
enhancer. Tools allow thorough cleaning of plugs and 
jacks. For both audio and video components . . $25 
SK312. Compact Disc cleaner. Features soft leather 
chamois for surface dust and cleaning solution with 
optical quality cleaning cloths for tougher dirt . $25 
SK-310. Record cleaning system with low-residue 
cleaning and humidifying solution, convenient stor- 
age base. Unidirectional brush reduces static charges 
on ViN record surface. «2 5 alerta $30 
SK309. Replacement fluid for SK310 and other 
record-cleaning systems to reduce residues ..... $5 
SK309/500. 500 ml bottle of cleaning agent for 
SK TUS eS EE B UR ESOS ISTO VOU EIC SIS $20 
SK307. Audio cassette cleaner tape. Features phil- 
lips-type cassette with alternating wet/dry cleaning 


system and cleaning fluid o0. oerte s oo $15 
Cables 

SK481. CD high definition LC-OFC interconnect 
cable; 1.0 meter. oo aa Er cvs $60 
OS Meter es. 1. Ar. cte I atas ee usb. UR $50 
dO netten E eat Tantam E Sore ells ae $70 


VK410. Maximum Transfer video interconnect. Fea- 
tures multi-strand wide-bandwidth center conductor 
surrounded by as thick-foam dielectric. for low 
capacitance and extended high-frequency response. 2 
shileds of denses copper braid and conductive 
polypropylene layers insures noise-free transmission 
of video signal. Gold-plated male-to-male RCA 
connectors. l- and 3-meter lengths....... $30-$40 


VK411. As VK4IO with gold-plated Quick-F to 
Quick-F connectors. 1- and 3-meter lengths $30-$40 
VK412. OFC stereo audio/video cable; gold plated 


RCA:to RGA:.3.0: meter oo o ESSEN TE ZA. $65 
2.40/meterio eus corone Ua siis si PUO idee $60 
LO CT a cc carta Se ae T $55 
VK212. Economy OFC stereo audio/video cable; 
gold plated RCA connectors; 3.0 meter ....... $30 
2:0 Hetero n A MEUM LEES Vii $25 
IO meter icio do Ehe HEU wee $20 
SK402. Litz wire interconnector; low capacitance/ 
low resistance: IOmetét. 7 22. voor eT VS $99 
ES DieleR 9 seh vex v etse Eo i nee $45 
Heros NNI I M UE See RNS ik ea RUP Pa $40 
Ia meéfer-ee a or Ttt Ro red ae Me em a $35 
SK403. High-quality all-purpose OFC interconnect 
cable with ground wire; 2.0 meter............ $18 
];Simeler: seduce dan Pelee Ue. ees $17 
LO Meters cuu nen aeaa etude e DRESS a ela $16 
OSS meter oos uoo T OL DLE ON Oo Me $15 
SK485. LC-OFC headshell wire set .......... $15 


VK421. Gold plated RCA to RCA barrel connector$7 
VK422. Gold plated F to F barrel connector... . $7 
VK423. Gold plated female RCA to male F connec- 


FOP Ha. eae eode catenis ae OR VS t A ES $6 
SM500. Music line maximum transfer speaker cab- 
SERVE CREE CR CEST ECCO TEM $1/ft 
SM20. Music line gold plated terminal end speaker 
Wie 2D D eos otv Pa PM $40/pr 
SMIS, Same as above. 15 ft... soos Lk $32/pr 
SM10. Same as above 10 ft.............. $26/pr 


HT18. HiTec 16 gauge speaker wire. ...... $.22/ft 
HT16. HiTec 18 gauge speaker wire. ...... $.15/ft 
GB50. Gold plated banana plugs: w/red/black insula- 
irs mo emi o s ec e ETIN AR s MCI x $2.00/ea 
GS200. Gold plated spade lugs; w/red/black insula- 
LOTS e sena acie ea als NUS Tuc UB La Siemon tla $.50/ea 
GP200. Gold plated terminal pins; w/red/black 
iBsul4fOÉS s 1 or rr Ee ney oe med be A $.50/ea 


Miscellaneous Accessories 

MKI2T Moving Coil Transformer. MC transformer 
to match low output MC cartridges to conventional 
magnetic phono inputs; selectable impedance . $350 
MK10T. Same as above without selectable imped- 
DTCC Ge e 4 ce ee ens he ae we Py $130 


SME BY SUMIKO 


SME Tonearm Cable 
Van den Hul 2-meter tonearm interconnect cable 


with right-angle connector................-- $275 
SME FD IV 

Provides fluid damping and arm height/VTA adjust- 
ment for the Series IV tonearm............. $275 


Tonearm Cable 

Van den Hul Model 501 mono-crystal twin axial 
cable with right-angle metal DIN plug and gold- 
plated RCA connectors; separately terminated elec- 
trostenc shields) | dev eee ee FRE NES $175 


Headshell Wires 

Each lead has 7 strands of silver litz wire terminated 
to gold-plated clips designed for max contact with 
cartridge PING 3 ee 2 orcas FREI ERAN Y $24 


SME Phono Plugs 
Phone plngs iin 25s dvo EU fe D $24/pr 


P 925 Headshell Spacer 

Increases arm-to-record clearance without compro- 
mising rigidity; matches SME headshell; raises arm 
0.12" when reset for previous stylus rake angle . $18 


SONEX 


SONEX Acoustic Foam 

Sound-absorbing acoustic foam sheets kill back- 
ground noise and control room acoustics by absorbing 
peak frequencies caused by standing waves, reso- 
nances, slap echoes, etc. Anechoic-type wedge shapes 
traps and diffuses sound for the same live-end/dead- 
end effect used in recording studios. 


Juniors. 2"-thick 24" x 24" sheets. Box of 4 
Sheets eo aee tiles Pe ru es Edel e ORAE $54.00 
SONRISE CABINET SYSTEMS 


All cabinets come in a choice of walnut or oak 
(medium, light, or dark stain) 


SG-11A Swivel Audio Cassette Holder 
Dual-sided holder for 48 tapes. 14.88 x 10 x 6.75 
LEY ees MR AME E NE E ON eL ARES $69.95 


SG-11AL Stacking Audio Cassette Holder 
Holds 40 tapes horizontally, each on its own shelf; 
13:88:x 19:38 2 375 ing aaa mes s $69.95 


SG-11DL Stacking Compact Disc Holder 
One-sided unit holds 40 discs horizontally, each on 
SOWN shelf? 9 x 21.5x 6n... .... c... $69.95 


SG-11LP Stacking Holder 

Stacking holder for laser video discs or LP’s. Holds 75 
discs or LP’s vertically; 14.5 x 14.5 x 13 in. Available 
in choice of high-gloss black, white, or grey lacquer 
hnish/ eto ve aad mong Sa mte ss $69.95 


SG-11D Swivel Compact Disc Holder 

Dual-sided holder stores 40 discs horizontally, each 
on its own shelf; 10x 11.25 x 11.25 in; may be ordered 
without the swivel for stacking purposes ... $69.95 
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ACCESSORIES 


SG-D1 Stacking Compact Disc Holder 

Holds 45 single compact discs vertically, or a mix of 
single, double and triple discs; 9 x 21.5 x 6 in; choice 
of high gloss black, white, or grey lacquer .. $49.95 


All audio systems have 1" shelves, fixed shelf at 13.5" 
with fins to accommodate LP’s, and hidden casters 
Come in a choice of walnut, oak, silkwood, rosewood, 
highgloss black/white/grey lacquer. 


E-1 Dawning 
Audio cabinet with 3-adjustable shelves; 1 fixed- 
shelf; exterior height of 49"................ $392 


SM-2 Morning Star 
Audio cabinet with 2 adjustable shelves, 1 fixed shelf; 
exterior height of 42S 5 scl) axle i esteso s $360 


SA-1 First Light 
Audio cabinet with adjustable shelf and fixed shelf 


exterior Height: 34.5" V9. os soto DOW SS $312 
SONY 

AVH-SSSES Source Selector 

Audio/video source selector ............... $450 


XP-CD7 CD Cleaner 
Automatic cleaner for compact discs ...... $59.95 


Portable CD Accessories 
SRS-150. Self-powered portable speakers . $190/pr 
RM-DMIK. Remote Commander and receiv- 


SCAN S eie ox cL ARO m mE $49.95 
CPM-100P. Car mounting plate. ......... $49.95 
DCC-120. Car battery cord ..........s 00% $36.50 
CPA-1. Car cassette adaptor allows hookup of a 
portable CD player to a car head unit ..... $29.95 
CK-CD6. Carrying case designed for portable CD 
PAV CTS EP ba mecitet tuer i $19.95 
CK-CD01. Soft carrying case for portable CD play- 
CIS ME ty UR Woo Tot d EE eer eR eee $12.95 
SOUND RUNNER 


Sound Runner Oxygen Free Speaker Cables 
Unplated high density copper strand cables. 


8108. 8 gauge; stranding 133 x 29........ $1.50/ft 

8110. 10 gauge; stranding 238 x 34....... $0.99/ft 

8112. 12 gauge; stranding 168 x 34; teflon version 

available: 0.5. M Kod t e etas $0.69/ft 

8116. 16 gauge; stranding 67 x 34; teflon version 

availabe «cow pu Ue d iessuntu A. $0.49/ft 
STANTON 


310B Professional Phono Preamp/Equalizer 

Designed to correctly interface all Stanton-selected 
magnetic cartridges for optimum playback of records 
and calibration of audio systems. Features universal 
mounting brackets; selection of flat or NAB potem- 
phasis curves; switchable rumble filter; individual 
gain adjust; high frequency responses; capacitive- 
cartridge loading trim. Can be used in balanced and 
unbalanced modes and in-phase and out-of-phase 
mix of L and R ch for mono reproduction of older 
records. Output/ch 4-20 dBm max; gain/ch adjust- 
able 30-60 dB; balanced or unbalanced output; 
output source imp 5 ohms, designed for loads 150 
ohms or higher; FR +0.5 dB from 20-20,000 Hz in 
Flat or Nab positions; THD —0.0596 at 20 dBm; 
rumble filter 3 dB knee at 28 Hz, —35 dB at 5 Hz; 
max input level at 1,000 Hz 120 mV; input resistance 
47 kilohms; input capacitance 15 pF switchable in 50 
pF steps to 350 pF max; ch sep 60 dB min 20-15,000 
Hz. RCA phono jacks (input), 5-terminal barrier strip 
(bptpul). 7:25:x:0:5 3 San 3.52 35e ee. $280 


RC5-Plus Record Cleaner 

Kit contains cleaning fluid that safely dissolves oily 
film, loosens microdust, other debris, leaves no 
residue. Contains antistatic ingredient. Comes with 
polarized brush and conductive handle. Can clean up 


to 300 record sides mE. ec ect oe. $17 
2:02: Téf To nya la Pe Mz eh eoa eene io tes $6 
Boz refill 53 ooa e bee cum oa Lote. $10 
RE42-07 refill :/ uto MEUS votants $4 
RC4 8-02 ren sie we uA T. rlw EE EU $9 
RC4 replacement applicator pad. ............. $9 
l-oz:stylus cleaning fluid... 0.2... eaa eee eee $3 


ARC-5 Carbon Fiber Brush 

Safe, fast and effective method of record care, 
eliminates static build up. Manufactured from aero- 
space high-elasticity carbon fiber, each filament is 
strong and flexible to reduce breaking or shedding on 
the record. Contains 1,000,000 filaments, each fila- 
ment is 0.0003” (8 microns) diameter, allowing 
filaments to track record grooves like a diamond 
stylus, removing dust particles and static charges$15 


SC4 Mini Stylus Cleaning Kit................ $8 


SUMIKO 


FB-1 Fluxbuster 

Eliminates gradual magnetization of phono car- 
tridges; designed to improve sonic performance in 
dynamic range, imaging, high-end linearity... $250 


AC-11 Stylus Cleaner 
AllinslbrusBarid'bottléu 22 5e 20229 wR. $16 


Rigid Mounting Kit 
Tools and hardware for mounting cartridges to 
tülearmess outer roi rar Oe T $10 


SYMDEX 


Tonearm Adaptor 

Adaptor that converts 5-pin phono plug to Tiffany 
RCA connectors to allow use of high quality intercon- 
nect cable between the tone arm and preamplifier. 
Uses copper wire in Teflon sleeving, gold Tiffany 
connectors. Includes mounting hardware. .... $185 


Spikes 

Adjustable speaker feet that mount integrally into the 
base of speakers or wooden speaker stands for rigid 
coupling to the floor. Minimize speaker/floor junc- 
tion area, with best results on rugs and carpets. Level 
adjustment compensates for uneven floors. Includes 
drill bit:Sold in sets of 8:525. oon $40/set 


TALWAR 


Audio Cabinets 

All Talwar audio cabinets are hand-finished wood, 
and fitted with solid-brass hardware. Feature 1" solid 
hardwood sides; structurally reinforced joints; tem- 
pered and beveled glass; 8-receptacle power supply 
with overcurrent protection; air columns; wire man- 
agement system with wells for interconnects; removea- 
ble back; heavy-duty piano casters; full extension 
drawer for tapes and accessories; adjustable shelves. 
Custom-made units with different dimensions, mar- 
ble tops, and exotic wood available 

K-270 Low-boy. 3-sections, solid red oak, 3 adjust- 


able shelves. 70.5 x 30 x 20 in; 320 lb ..... $5,610 
C-270. Solid: cherry aetna uev $6,340 
M-270. Solid mahogany ................ $6,690 
W-270. Solid walnut. 5. sei. sx $7,420 


K-420 Standard Unit. Constructed of solid red oak. 
Features three fully-adjustable shelves. 24 x 48 x 20 


ine DAOLIB- 05, 2d. voe dre oA Wades sc $2,010 
G-420 Solid: cherry... o ES Lure t eu $2,270 
M-420. Solid mahogany ................ $2,390 
W-420 Sold Walnut. X... er ey, mn $2,660 


K-320 Standard Unit. Constructed of solid red oak. 
Features two fully-adjustable shelves. 24 x 36 x 20 in; 


120/1125 2. On LEES UE A Ya $1,840 
(320: Sold Chetry «oou deseo vin $2,090 
M-320. Solid mahogany ................ $2,200 
NWe320- Sold Walnut e Se oun etes dx Y $2,440 
K-220 Standard Unit. Solid red oak, 1 adjustable 
shelt 24x 30 x:203n: 100b: Sui els ets $1,760 


(220 Solid Cherry e 9 resa Ule ea lia $1,980 
M-220. Solid mahogany ................ $2,090 
W-220: Solid walnut. |... oe ee $2,320 
Cabinet Accessories 

Rack Mounting Angles 

24" with hardware for 5 components......... $64 
36" with hardware for 8 components ......... $98 
48" with hardware for 10 components ....... $129 
Cabinet Lights 

30^ Tonganterior tight: 7-093109 a. 5 XR $160 
22" longanteriorHght:i,.. 2. LL ea ae $110 
Additional Shelves and Drawers 

Wood shelf. 16 x 20x 25m. Iesu $78 
Glass shelf. 16 x 20 32.5 an) sci ei ee $102 
Play-free sliders for turntables ............. $129 
4"-deep drawer for cassettes, accessories ..... $119 
6.5"-deep drawer for CDs, video tapes ....... $167 


SVC-1 Vibration Isolator 

Isolation base with air springs to decouple turntable 
from air-borne and structure-borne vibrations. Fea- 
tures one 24.25 x 20.25 x 1.5 in. polished granite 
supported by air mounts. Requires bicycle pump or 
compressor to pump air into unit. Resonant freq 2.9 
Hz; max loads 200 Ib; 24.5 x 3.5 x 20.25 in; 95 
| MM. No EAMUS Meus. OE n $1,494 


PLF-2 Power-Line Filter 

Eliminates subtle distortion caused by equipment 
interaction as well as power line noise and hash. 
Functions as a safety device for excessive voltage 
spikes and can be plugged between affected compo- 
nent and outlet. Features active-tracking circuits 
making it insensitive to load impedance and allows 
users to plug in any combination of components 
without distortion, power line noise, or loss of signal 
strength sre eo IE PE CEU $695 


SN-1 Static Neutralizer 

Eliminates electrostatically-charged air particles that 
cause dust and debris accumulation on records. 
Generates positive and negative ions simultaneously. 
Operates continuously while record is playing. Fits 
onto turntable platform or clips onto dustcover. 
Power consumption 0.5 watts; discharges 5000 volts 
to safe levels (— 100 V) within 2 seconds. 6 x 1.5 x 1.5 
ii: SND 10 ox I pedea sms xi dM $368 


Front Panel Remote Switch 

Allows control of the power strip to be turned on and 
off from the front panel of the cabinet using a heavy- 
duty. relay. 5e. SS a rada nae T ETC $168 


FVS-1 Fan Ventilation System 

Features rack-mountable panel; | fan; filter; vibra- 
tion isolator; all mounting hardware. Noise level 26 
dBA; air flow 45 CFM. Black anodized steel panel. 19 x 
6x21 34 Diere Re DW e des E petet cae $169 
Additional tations oM ead RETO $62 


GB-12 Grounding Bus Bar 

High purity copper bus bar eliminates hum induced 
by ground loops. Mounts into cabinet side. Includes 
hardware for 2 components. | x 12 x 0.25 in; 2 Ib; 12" 
longius Ox TUM et oom Cac Jute $71 


TDK 


HD-11 Tape Deck Head Demagnetizer 

Compact demagnetizer for open-reel or cassette 
decks. Color-coded LED's show charge status and 
operating mode. Plastic-covered pivoting tip dis- 
charges magnetic build-up on hard-to-reach 
ic Ee S elias ato a ov $25.00 


HD-01 Cassette-Deck Head Demagnetizer 

Battery-operated demagnetizer housed in cassette 
shell. Discharges magnetic build-up. Recommended 
for decks that activate transport without pow- 
E RUS uo ori S Mr e e ors or So Sno A $17.50 
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Youll find the most helpful shopping infor- 
mation in the 116 page Crutchfield catalog. 


FREE 


Stereo 
Catalog 


Refer to the Crutchfield catalog 
before buying your next car stereo, 
home stereo, or video product: 





9 116 pages of helpful articles, consumer 


tips, charts, and installation guides. 

9 Color photos, complete descriptions 
and technical specifications on 
hundreds of the finest brand name 
products. 


You get more value shopping 
Crutchfield: 


® Toll-free product advice, ordering, and 
customer service. 

9 24 hour shipping. 

® Absolute satisfaction guaranteed. 

® Full 30-day return privileges. 

® Discount prices on Sony, Pioneer, JVC, 
Teac, Proton, Advent, Clarion, Akai, 
Kenwood, Canon, AR, Infinity, Bose, 
and many more! 


Call or send this coupon now 
for your FREE Catalog 


800-336-5566 


Be sure to mention Stereo Review when calling 


Apt. # 


City State Zip 





ACCESSORIES 


HC-1 Cassette-Deck Head Cleaner 

Designed to keep recording heads clean by removing 
oxide particles. Fits into deck like ordinary cassette. 
Recommended for use after 8 hours of use .. $1.50 


HCW-01. Wet-Type audio cassette head clean- 
Bn. or ive dere uev SENS ee ene $8.99 


E-2 Bulk Eraser TEAC 


Erases 7" and 10.5" reels; pilot light; circuit break- 


eric osea JUSTE ual mode ei van tos $100.00 
E-3 Tape Head and Guide Demagnetizer 

Removes residual magnetism ............ $39.99 
Carrying Cases 

ACC-36. Briefcase holds 36 cassettes...... $29.95 
CDC-20. Briefcase holds 20 compact discs . $29.95 
Storage Cabinets 

CSC-36. Holds 36 cassettes.............. $19.99 
ASC-42DX. Holds 42 cassettes........... $18.99 


RMK Recorder Maintenance Kit 
3 oz of HC-1 tape-head cleaner, 3 oz rubber cleaner/ 
conditioner, 3 oz stainless polish, cotton swabs, 


cleaning cloth ser Lose SEN TUA UR TEM $9.99 
HC-3. Replacement head cleaner; 2 oz. ..... $4.89 
RC-3. Replacement rubber cleaner......... $4.19 
SP-3. Replacement stainless polish ........ $4.89 
Cassette Head Cleaners 

(QP-001: Wet systems usse iusso. $8.99 
2031. Dry systein sc far pee SS Loire 2d $1.59 
Cables 
SAC-215. 15-ft low-capacitance shielded dual RCA- 
RGA interconnect cable.-.:. 5 ene $7.79 


2321. 25-ft coiled stereo headphone extension cable 
with .25" phone plug at 1 end and jack at other 
end. s RUEDA MUR athens NT $7.49 


TECHNICS 


SH-R700 Intelligent A/V Remote Control 

Features LCD; programmable; displays for CD, TV, 
VCR, and audio equipment; for table-top or hand- 
held'operationu« mue dU Aor ron E Td $240 
SH-R110. As above, preset for use with Technics 
audio equipment. Can be programmed for video$120 


SH-8000 Frequency Analyzer 

Features 3l-point warble-tone generator and 5- 
setting sound-level meter; tweeter-protector switch; 
sensitive condenser mike; switchable (fast/slow) me- 
ter response speed for indication of transient or 
average peaks; battery check switch and meter 
indication; carrying case. FR 20-20,000 Hz +2 dB; 
frequency precision + 696 or better; output level/imp 
70 mV/1 kilohm; SPL measurement range 35-105 dB 
SPL (0 dB = 2 x 104 ubar), power source DC 9 V; 
battery life 10 hrs continuous operation; 8.47 x 2.44 x 
QS 12 DDS ioe E D E HE ese $190 


SH-F101 Indoor Active Tuned FM Wing Antenna 

Compact dipole for reception in strong signal areas. 
Features auto electronic tuning circuit; high gain; 
manual tuning knob; die-cast base; relative gain -2 
db; figure-8 pattern; half-power angle 90x; output 
imp 75 ohm; standing-wave ratio 1.2 or less; power 
source DC:198.V:3H9 ID: cos Soter ve Gee $125 


SH-90S Universal/P-Mount Headshell Adaptor 
Combination headshell/adapter allows use of P- 
mount cartridges in universal-headshell arms . . $30 


SH-S1 Tripod Stand 
Tripod stand for SB-F1 and SB-F2 speakers .. . $50 
SH-S2. Angle mount for SB-Fl and SB-F2 speak- 


CIS pic. e MEE ees Ve eei ea ie $40 

SH-S3. Suspension chain, bracket for SB-F2 speak- 

CENA ed TA Pan ruht oe eee m e Bs Det er $30 
TRACKMATE 


TM 351 Compact Disc Cleaner 

Safely cleans CD's inside the disc storage case to 
protect the delicate label/mirror side of the CD and is 
approved to package a Kodak optical lens cleaning 
solution. Features a patented, non-abrasive brush 
geared for effective radial cleaning........ $19.95 


TM 451 Record Cleaner 
Dual-brush record cleaner removes dust, oils, and 
static electricity. Includes a stylus cleaner .. $14.95 


TM 161 Cassette Cleaner/Demagnetizer 
Features cleaning solution pen; cleaner/demagne- 
tizer; jewelbox storage case .............. $14.95 


TM301 CD Shield 

Protects the recorded lable side of the CD from 
permanent damage. Contains 10 shields and free CD 
CASE MINES. CEA SS NIA eden NON $14.95 


TM 151 Cassette Deck Cleaner 

Audio cassette deck cleaner cleans the entire surface 
of all tape-contact components, an area 17596 greater 
than the tape path itself. ........ eee. $9.95 


TREE DIMENSIONS 


CD-250 Cassette-CD-Video Storage Unit 

Solid oak hand rubbed oil finish cabinet. Capacity for 
260 CD’s or 160 cassettes or 19 videos; 36 x 23.5 x 9- 
iti TODA e AA A A N a a $89.95 


CD-130 Cassette-CD-Video Storage Unit 

Solid oak hand rubbed oil finish cabinet. Capacity for 
130 CD’s or 80 cassettes or 17 videos. 17.25 x 20 x 
GOAN AOO As eme. E S NN $49.95 


V-30 Cassette-CD-Video Storage Unit 

Solid oak hand rubbed oil finish cabinet. Capacity for 
88 CD’s or 54 cassettes or 34 videos; 17.25 x 20 x 6.5- 
in Ibo mte US nU eA $39.95 


CD-80. Same as above. Capacity for 88 CD's or 54 
cassettes or 17 videos; 11 x 20 x 6.5-in; 5.7 1b$39.95 
CD-50. Same as above. Capacity for 54 CD's or 33 
cassettes or 10 videos; 11 x 13.25 x 6.5-in; 5.5 
IDA e REO EE IE ct Tee ME ups $29.95 
V-15. Same as above. Capacity for 44 CD's or 27 
cassettes or 17 videos; 8 x 20 x 6.5-in; 3 lb . $19.95 


TWEEK BY SUMIKO 


Tweek Fluid 

Reduces contact resistance and rectification effects in 
all metal-to-metal slip-on connections, such as car- 
tridge leads, interconnects, speaker terminals. De- 
signed to make metals act as if conductivity had been 
increased. Pre-cleaning needed only if contact is 
badly corroded or very dirty. Brush-on applicator 


PRICES LISTED 


are manufacturers’ suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 





bottle with 0.75 cc diluted in 6.25-cc isopropyl 
alcohol. Treats system 4 to 6 times........... $18 


ULTRALINEAR By ESS 


UL 0020 Speaker Stands 
Speaker stands for almost any speaker. Walnut 
GO cco chen aw tuoi T toros errs $28/pr 


VANDERSTEEN AUDIO 


OL-1 MC Pre-Preamplifier 

Moving-coil preamp with variable loading and high- 
frequency roll-off. FR 1-500,000 Hz +3 dB; max 
output 2 V; THD 0.01%; IMD 0.01% IHF; 4 x 2.5 x 6 in; 
33IB ases en Este SR ya IR AS $285 


VOGEL’S BY TEI ELECTRONICS 


VE 2500 Speaker Base 

3-position adjustable stand suitable for many speak- 
ers; sturdy impact-resistant ABS plastic; matte black; 
Max weight 55 lbs; min base 10 x 8 in..... $44/pr 


VE 2000 Speaker Stand 

Epoxy-finished metal speaker stands with continu- 
ously adjustable slope angle. Speaker may sit unat- 
tached on stand or can be mounted to stand with 
double-sided tape or screws. For speakers with base at 
least 8.5 x 7.5 in. Max weight 45 Ibs.......... $37 
VE 3000. As above, max weight 66 lb ........ $45 


DUO 220 Speaker Bracket 

Speaker clamping bracket designed for speakers 
whose rear-panel construction makes them unsuit- 
able for mounting with conventional brackets. Speak- 
er clamps between 2 foam-rubber-covered 85-mm 
discs. Pivot point approx 6" from wall. Max weight 45 
IBS eoe AI eclectic eee E $34/pr 


BEK 100 Speaker Bracket 

Rotating speaker-mounting bracket can be fixed to 
virtually any wall. Can be adjusted vertically and 
horizontally. Black-finished steel supports 55 lbs. 
Bracket completely hidden by speaker ..... $23/pr 


Minor 50 Speaker Bracket 

Wall bracket for mounting smaller speakers. Contin- 
uously adjustable through 180x horizontally and 30x 
vertically. Black-finished steel supports 10 Ibs. Brack- 
et completely hidden by speaker.......... $12/pr 


YALE AUDIO 


*Set-It-To-Here" Position Markers 

Adhesive vinyl appliques indicate where controls 
should be set. Includes straight and curved arrows; 
arrows pointing to lines; pointing hands; switches; 
buttons in; buttons out. Useful for tone controls, 
equalizer sliders, tape-monitor buttons, processing 
loops, etc. Black, red, or white............. $6.49 


YAMAHA 


YSR-20B Audio Cabinet 
Fits all standard size components. Features glass lift 
top and doors. Black vinyl finish ........... $400 


SLC-10 Equipment Rack 

Black metal, fits all standard 19" rack mount compo- 
nents. Features rack or shelf mounting (4 shelves 
provided) IDE eos cro en ONERE $479 


YVR-2B Video Cabinet 
Holds up to 27" monitor and VCR. Features double 
glass doors. Black vinyl finish.............. $300 


YVS-1B Video Cabinet 
Genuine oak cabinet holds up to 27” monitor and 
VCR. Features glass doors and casters....... $250 


SPS-A1 Speaker Stands 
For NS-1. Feature dark wood finish...... $199/pr 


OUR BEST HEADPHONE — 
EVER! 


Nothing in our past listening experience prepared us 
for our first audition of the new DM-90 Digital-Monitor 
headphones. We were absolutely stunned. We then 
took the sample to our “golden ear’ dealers, anc they 
too were amazed! 

The verdict: THE DM-90 AT $99.95 IS EQUAL TO, 
OR BETTER THAN ANY OTHER DYNAMIC HEAD- 
PHONE ON THE MARKET, AT ANY PRICE! 

Some headphones can be said to have extended 
deep bass, others smooth midrange, some, trans- 
parent highs and superior dynamic range. Our new 
DM-90 has all of this, and more. It is unquestionably 
our best headphone — ever! 


AZDEN 
QUALITY YOU CAN HEAR 


147 New Hyde Park Road ~ 
. Franklin Square, NY 11010 


CIRCLE NO. 1 ON READER SERVICE CARD 


Want more 


Listen to 
the DM-90 at the 
following authorized 
dealers: 


CALIFORNIA 

Fry's Electronics, Fremont e Down to 

Earth Stereo, San Di e Wongs, 

San Francisco e Fry's baronie: 

Sunn e è Digital Ear, Tustin 

COLOR 

Sound Shoe Colorado 

Spgs e Soundtrack, Denver e Sound 

Company, Grand Junction e 

Soundtronix, Pueblo 

DISTRICT OF COLUMBIA 

The Equalizer 

FLORIDA 

Sound Advice, All locations e 

BrandsMart, Miami € La Mirage, 

Miami 

GEORGIA 

Atlanta Stereo, Atlanta 

IDAHO 

Sound Pro, Boise e Inkley's, Idaho 

Falls e Mel Quales, Twin Falls 

ILLINOIS 

Musicraft, All locations e Stereo 

MASSAG Aurora, Joliet, Naperville 
SSACHUSETTS 

Cameras HE Arlington 

MICHIGA 

Adrays, Daarbom 

MINNESOTA 

Campus Audio, Minneapolis 

MONTANA 

Sound Pro, Bozeman @ Thirsty Ear, 

Bozeman 

NEW HAMPSHIRE 

Cuomos, Salem 

NEW JERSEY 

Wiz—Record Dept., All locations e 

Rand's Camera, Toms River e Samm 

Sound, W. Caldwell e Consumer 

Electronics, Maple Shade 

NEW YORK 

Wiz—Record Dept., All locations € 

P.C. Richard, All locations € Albany 

Appliance, Anan e Focus 

Electronics, Brooklyn e Brothers 

Camera, Manhattan e Jems Sound, 

Manhattan @ S&S Sound City, 

Manhattan @ 6th Avenue Electronics, 

Manhattan 

NEW MEXICO 

Town Crier, Clovis 

PENNSYLVANIA 

Sound Advice, Doylestown € Studio 

One, Erie @ Gola Electronics, 

Philadelphia e Sounds Good To Me, 


| Sharon 


UTAH 

Inkleys, Logan, Ogden, Salt Lake 
City e erede Salt Lake City 
WASHING 

Evergreen Audio, Bremerton € Stereo 
e Tacoma 

WYOMING 


New Music Box, Laramie 








product information? 


Turn to page 208. 


Whenever a product advertised in Stereo Review 


sounds interesting, turn up the volume! 


Use our FREE INFORMATION SERVICE to get the 
detailed facts and figures you need to make sound 


purchasing decisions. 


Manufacturers are only too glad to send you their 


literature . . . free and without obligation. 


Just make a note of the Reader Service Number at 
the bottom of an ad, and circle that number on the 


FREE INFORMATION SERVICE card facing page 208. 
Fill in your name and address and drop the card in 


the mail. No postage necessary. 


THE NEXT TIME AN AD TURNS YOU ON, 


TURN TO THE 


FREE INFORMATION CARD! 
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POCKET STEREO 


AIWA 


HS-J800 Recording Pocket Stereo 

Stereo recording capability complete with detachable 
one-point stereo mic. One hour quick charge battery 
system that includes AC adaptor/charger and an Aiwa 





lead rechargeable battery for up to three hours 
playing time. Features built-in clock and AM/FM 
synthesizer tuner with LCD display; autoreverse; 
Dolby B; metal and normal tape selection; includes 
battery case, carrying case, and headphones . . $240 
HS-T800. Same as above without recording capabili- 
di ob Ln eO Pee ec oir LO NEC ce nei, Soe $220 


HS-J380 Recording Pocket Stereo 

AM/FM recording pocket stereo with built-in clock 
and AM/FM synthesizer tuner and LCD display. 
Cassette unit with autoreverse; Dolby B; metal/nor- 
mal tape selection. Includes headphones, belt clip 
andistereo nies f (Sos s us eee ee cle $160 
HS-T380. As above, no recording .......... $130 


HS-J360 Autoreverse Pocket Stereo 

Pocket cassette player/recorder with AM/FM radio. 
Features stereo recording directly from built-in tuner, 
built-in electret mic; 3-way autoreverse; anti-rolling 
mechanism; auto stop; LED indicator lights for 
operation and battery strength. AC operation with 
optional AC-620 or RB-100 adaptors. Operates on 
rechargeable Ni-cad battery. 4.56 x 3.06 x 1.25- 
ih So RS AS NE ed dinde D ARE o MA eres V $130 


HS-T280 AM/FM Cassette Player 

AM/FM cassette pocket stereo with LCD display and 
five station memory preset synthesized tuner. Fea- 
tures Dolby B; metal/normal tape selection; anti- 
rolling tape mechanism. Compatible with rechargea- 
ble Ni-Cad batteries and comes with headphones and 
belt clip. Available in black or white finish ... $100 


HS-G360 Autoreverse AM/FM Pocket Stereo 

Features Dolby B NR, 3-band graphic EQ; metal/ 
CrO, tape selector; anti-rolling mechanism; compati- 
ble with rechargeable Ni-cad batteries. Uses 2 AA 


batteries. 4.5 x 3.38 x 1.38-in; 10.01 oz ....... $65 
HS-T260. Same as above without autoreverse and 
BRAD DIC EOR P e eus TIAS QI NS SD $65 


HS-T230. Same as HS-T260 without Dolby . . . $60 


HR-SOIMKII AM/FM Pocket Stereo 
Features folding headphones; second headphone 
jack. Uses 2 AA batteries. 4.60z ............. $75 


HS-P12 Headphone Cassette Player 
Stereo headphone compact cassette player features 
anti-rolling drive mechanism; metal tape selector; 





auto stop; belt hanger. Available in black (HS-P 12B), 
white (P-12A), or burgundy red wine ((P-12R) . $40 


EMERSON 


CRR100CS AM/FM Recorder/Player 

Built in condenser mic, record directly from tuner. 
DC power 3 V; 2 AA batteries (not included); belt clip; 
stereo headphones; 5.5 x 3.5 x 1.6-in......... $59 


CRS260CS 

Graphic equalizer AM/FM portable stereo cassette. 
AM/FM stereo switching; stereo headphones; auto- 
stop tape mechanism; attached belt clip; 3 V; 3.5 x 5.1 


Xam de 20s eT b A ERIS $49 
CRS 24 
AM/FMstereo switch; lightweight headphones; 


FMstereo indicator; rotary tuning and volume con- 
trols; attached belt clip; 3 V; 5.3 x 3.5 x 1.4-in. . $39 


CS15CS 

Stereo cassette tape player. Auto-stop tape system; 
lightweight stereo headphones; fast forward control; 
attached belt clip; 3 V; 3.5 x 45 x 1.8-in...... $24 


GE CONSUMER ELECTRONICS 


7-1990 Pocket AM/FM Stereo 
Mini-size portable AM/FM stereo radio. Features 
earbud-type headphones; adjustable armband; uses | 


4 
: 
i 





AAA-size battery; blue-and-yellow; rotary volume and 
tuning controls; band selector............... $27 


HITACHI 


CP-203R AM/FM Cassette Recorder 
With headphones; locking rewind; auto stop; built-in 
condenser mic; AM/FM tuner; <1 Ib.......... $60 


CP 201R AM/FM Cassette Player 

Auto stop; fast forward and rewind; FM AFC; head- 
phones; carrying clip; needs 2 AA batteries. FR 60- 
12,000 Hz with normal tape 3.33 x 5.5 x 1.36 in $30 


JVC 


CS-R9 Pocket Radio/Cassette Recorder 
Combination pocket AM/FM stereo radio and autore 


verse cassette recorder with remote control. Features 
full-logic cassette mechanism; recording capability 
with external mic; rechargeable battery; bass en- 
hancer headphones PUN connect omen $300 


CX-F3K Pocket Radio/Cassette Player 

Combination pocket AM/FM radio and cassette player 
with 5-band SEA graphic equalizer. Features head- 
phones; Dolby B noise reduction; autoreverse; tape 
| (276) (5) s ap ed os Rr Cia Pd Pai age er $100 


CX-F2K Pocket Radio/Cassette Player 

Combination pocket AM/FM radio and cassette player 
with 3-band SEA graphic equalizer. Features head- 
phones; autoreverse; tape selector........... $100 


LENOXX 


868 AM/FM Stereo Recorder with Speakers 

AM/FM Stereo cassette recorder with built-in speakers 
and 3-band graphic equalizer. Features AM/FM/FM 
stereo slide rule tuner; records from AM/FM or built- 
in mic; auto level control for recording; auto stop; FM 
stereo muting switch; built-in FM antenna; telescop- 
ing FM antenna; built-in condenser mic; lightweight 
headphones; 5.76 x 3.5 x 1.75 in; 11.5 oz; uses 2-AA 
Darreres EA TANE e on ono ENS S $59 


935 AM/FM Cassette Player with 3 EQ 

Personal cassette player features slide-rule tuner; 3 
equalizers; lightweight, adjustable headphones; auto 
stop; removeable belt clip; uses 2-AA batteries . $39 


900 Personal Receiver with Cassette Player 

AM/FM/FM stereo portable receiver with built-in 
stereo cassette player. Features lightweight, adjust- 
able headphones; removable belt clip; auto stop; 
slide-rule tuner; stereo headphone jack; DC input 
jack; FM stereo muting switch; 6 x 3.5 x 1.5 in; uses 2- 
AA batteries... SEE o 6 6 Ve $29 


894 Stereo Cassette Player 

Plays all stereo or mono cassettes and metal tapes; 
Features rotary volume control; lightweight, adjust- 
able headphones; built-in belt clip; 3.5 x 4.75 x 1.5 in; 
uses 2-AA batteries. r1 eleva E us ve 919 


882 AM/FM Headphone Radio 

Headphone radio receives AM/FM broadcasts. Fea- 
tures adjustable headband; unbreakable antenna with 
safety tip; 6.5 x 6 x 1.75 in; uses 2-AA batteries $10 


PANASONIC 


RX-SA255 FM/AM Stereo Cassette Player 

FM/AM/FM personal stereo radio cassette player with 
remote control and rechargeability. Features Ni-Cad 
Battery charger provides 3-hour playback on 2-hour 
charge; auto-reverse/reverse mode selector; Dolby 
NR; metal/CrO, normal tape selector; DX-local FM 
sens selector; FM stereo/mono mode selector; volume 
and tone controls; lightweight stereo earphones; LED 
power/batt indicator; jacks for DC-in and head- 
phone; battery charger and case; 4.5 x 2.94 x 1 in; .38 
lb; operates on 2 AA batteries.............. $249 


RX-SA79 AM/FM/Cassette Pocket Stereo 

Extra Bass System (off, light, or heavy); autoreverse; 
NiCad battery charger for 3 hrs of play; 3-band 
graphic equalizer; Dolby NR; DxXx/local FM-sens 
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switch; headphones; belt clip; auto stop; uses battery 
charger or 1 AA battery. 90z .............. $169 





Panasonic RX-SA255 


RX-SA73 FM/AM Stereo Radio Cassette Player 

FM/AM/FM personal stereo radio cassette player with 
3-band graphic equilizer and rechargeability. Fea- 
tures Ni-Cad battery charger provides up to 3 hours 
of playback on 2-hour charge; auto-reverse/reverse 
mode selector; direction control; dolby NR; anti- 
rolling mechanism; auto-stop; DX-local FM sens 
selector; vol and tuning controls; LED tape/batt 
indicator; jacks for DC-in and headphone; detachable 
beltclip; 4:5 x 3.06 x 1.13i1n;.51b......;. ea $139 


RF-HX7 FM Stereo Radio Headphones 

FM stereo tuner built into headphones with cord to 
connect to pocket cassette player or portable CD 
player; mica-filled flat diaphragms; soft muting; FM 
stereo/mono switch; power LED; LC-OFC connection 
cord and phone plug adaptor; needs 2 AAA batteries. 
3-902: 259. er COTON EG IE IIO e SIE e e EIAS $109 


RX-SA78 AM/FM/Cassette Pocket Stereo 

| radio-station preset; headphones; autoreverse; 
built-in 5-band graphic equalizer; Dolby NR; anti-roll 
mechanism; bias/EQ for normal or chrome/metal 
tape; DX/local FM-sens switch; FM stereo LED; belt 
clip; needs 2 AA batteries. 9 0z............. $109 


RX-SR39 FM/AM Stereo Radio Cassette Recorder 
FM/AM/FM personal stereo radio cassette recorder 
with built-in front speaker and sound level equalizer. 
Features Ni-Cad battery charger; built-in condenser 
microphone; high/low tone selector; electronic pause 
control; auto-stop; DX-local FM sens selector; FM 
stereo/mono mode selector; DC-in, ext. stereo mic 
and headphone jacks; detachable belt clip; 4.88 x 3.38 
x 1.5 in; .5 Ib; Operates on 2-AA batteries... . $109 


RX-SA67 FM/AM Stereo Cassette Player 

FM/AM/FM personal stereo radio cassette player with 
XBS and auto-reverse. Features anti-rolling mecha- 
nism; DX-local FM sens selector; forward/reverse 
direction control; LED FM stereo indicator; stereo 
headphones; detachable belt clip; jacks for DC-in and 
headphone; 4.88 x 3.38 x 1.5 in; .69 Ib; Operates on 2 
AA batteries 22.2022 sie 2059. wae CNN de SS $89 


RX-SR29 FM/AM Stereo Radio Cassette Recorder 
FM/AM/FM personal stereo radio cassette recorder 
with cue and review controls. Features one-touch and 
follow-up recording; built-in FM/AM/FM stereo tun- 
er; built-in condensor microphone; electronic pause 
control; DX-local FM sens selector; FM stereo/mono 
mode selector; beat proof switch; auto-stop; light- 
weight stereo headphones; detachable belt clip; jacks 
for DC-in, ext stereo mic, and headphone; 4.88 x 3.38 
XS: IDEAE. I eft AAE SRE v is. $89 


RF-HD5 FM Stereo Headphone Radio 
Splash-proof collapsible radio with rubber helical 


whip antenna; FM stereo/mono switch; DX/local FM- 
sens switch; plays up to 30 hrs on one AAA battery 
(motinclüded) 310. s e eese EC $74 


RX-SA66 AM/FM/Cassette Pocket Stereo 

Autoreverse; Ultra-Phonic mode to boost highs and 
lows; anti-roll mechanism; DX/local FM-sens switch; 
FM stereo LED; belt clip; FF and rewind; headphones; 
needs 2 AA batteries or optional AC adaptor. 5.5 
oZ. VIL NES Pe a en $69 


RX-SA64 FM/AM Stereo Radio Cassette Player 

FM/AM/FM personal stereo radio cassette player with 
48-hour playback time. Features built-in roll-up 
stereo earphones; auto-stop DX-local FM sens selec- 
tor, volume and tuning controls; LED FM stereo 
indicator; headphone jack; 4.88 x 3.38 x 1.5 in;.69 Ib; 
Operates on 2-C batteries .................- $49 


RX-SA60 AM/FM/Cassette Pocket Stereo 

With headphones; auto stop; DX/local FM-sens 
switch; FF and rewind; FM stereo LED; belt clip; needs 
2 AA batteries or optional AC adaptor; in black, red, 
pink OrsilVver SiOz. Se ESO E che $45 


RF-H6 AM/FM Collapsible Headphone Radio 

FM/AM/FM stereo headphone radio with collapsible 
design. Features built-in FM stereo/AM tuner; open- 
air headphones; FM stereo/mono mode selector; DX- 
local FM sens selector; rotary vol and tuning controls; 
ext. antenna jack and included FM antenna cord; .19 
lb; Operates on 1 AAA battery .............. $44 


RF-H2 FM Stereo Headphone Radio 

Open-air design; FM stereo/mono switch; DX/local 
FM-sens switch; built-in and external antennas; needs 
1 AAA battery; in yellow, red, or lavender. 
MOTs M AO TC EET eek $35 


RQ-JAS2 Stereo Cassette Player 

Stereo cassette player with lightweight stereo head- 
phones. Features auto-stop; volume control; detach- 
able belt clip; DC-in and headphone jacks; optional 
AC adaptor; 4.5 x 3.38 x 1.44 in; .44 Ib; Operates on 2- 
AA batteries: seios ee exte eee LEE S $25 


RF-423 AM/FM Stereo Headphone Radio 

FM/AM/FM stereo radio with lightweight stereo 
headphones. Features FM stereo/mono mode selec- 
tor; LED FM stereo indicator; slide-rule tuning dial; 
detachable belt clip; headphone jack; lightweight 
stereo headphones; 4.38 x 2.5 x .94 in; .25 lb; operates 
on AAA»batteries s 2 C PUDE UNT C MT e $24 


QUASAR 


GX3677 Cassette/AM/FM Pocket Stereo 
Features autoreverse; metal/chrome capability; built- 





in condenser microphone. Use 2 AA batteries . $100 


GX3676 Cassette/AM/FM Pocket Stereo 
Features 3-band equalizer; autoreverse with direction 
button; local/DX switch; anti-roll mechanism; FM 





AFC; tone switch. Detachable belt clip and lightweight 
headphones included. Uses 2 AA batteries. 3.31 x 5 x 
IE SHTNELDOZ OU LA TESI CORN SCRI AME $60 


GX3667 Cassette/AM/FM Pocket Stereo 

Features lightweight headphones; auto stop; fast 
forward and rewind; LED FM stereo indicator; lo- 
cal/DX switch. available in black, pink, or lavender. 
Uses 2AA batteries d Cloak? a eed ES $35 


REALISTIC 


SCP-5 AM/FM Stereo Cassette Recorder 

Autoreverse; Dolby B; EQ switch for all tapes; LED's 
for tape direction, FM stereo, low batteries; belt clip; 
needs 2 AA batteries. 5.75 x 3.5 x 1.4in ...... $80 


SCP-17 Stereo Cassette Recorder 

Mono speaker; records in stereo with built-in mics; 
jacks for external mics; FF and rewind; L and R 
volume controls; compatible with rechargeable bat- 
teries; case with shoulder strap; needs 2 AA batteries. 
Six Satay Ons ET UN PO, SA. $80 


SCP-19 Stereo Cassette Player 

Dolby B; autoreverse; EQ switch for all tapes; LED’s 
for tape direction, batteries; belt clip; needs 2 AA 
batteries. 4.75 x 3:5 x34 In. oes ces o's eo $60 


SCP-24 AM/FM Stereo Cassette Player 

L and R volume controls; FM stereo/battery LED; 
detachable belt clip; auto stop; needs 3 AA batteries. 
SNK INREG. - Qe Irma Dre act NE TIS $40 


SCP-20 Stereo Cassette Player 

Equalizer boosts or cuts bands centered at 100, 1,000, 
and 10,000 Hz; auto stop; LED for batteries; detach- 
able belt clip; needs 2 AA batteries. 4.5 x 3.25 x 1.3 
18 PAIRS TO oM e em MU MEE UN Me Wu $30 


SCP-22 Stereo Cassette Player 

Land R volume controls; auto stop; LED for batteries; 
detachable belt clip; needs 2 AA batteries. 4.5 x 3.5 x 
PBN ese os ee 4 eo Oe Pee S $25 


SCP-26 Stereo Cassette Player 
Weatherproof housing; belt clip; needs 2 AA batter- 
les X:75.x 4: Lo a2 [rod fe B) Ulan) ae ogee ee S $30 


RHAPSODY BY 
ALARON 


RY-381 AM/FM/Cassette Pocket Stereo 

Cassette pocket stereo with AM/FM tuner. Features 
FM-stereo indicator; stop, FF, play cassette operation; 
belt-clip; slide volume control; stereo headphone; 3 V 
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DC input jack. Uses 2 AA batteries. 5.38 x 3.75 x 1.75- 
BYR Ss aac By vance a EO EDT OI ORT TTE $35 


RY-378 AM/FM/Cassette Pocket Stereo 

Cassette pocket stereo with AM/FM tuner. Features 
auto-stop; stop, FF, play cassette operation; belt-clip; 
volume control; stereo headphone. Uses 3 AA batter- 
1650.48: 1:35 90 SOHN 65 Iu enlace os $30 


RY-280 Solar AM/FM Pocket Stereo 

Solar cells recharge built-in Ni-Cad battery. Includes 
folding lightweight headphones; adjustable elastic 
arm band; pocket clip. 3.5 x 1.63 x 0.75-in .... $30 


RY-275 AM/FM Pocket Stereo 

Includes folding headphones; adjustable elastic arm 
band; transparent pouch for all-weather use. 3.75 x 
1325 2:00:63 99 s EE E A E ie urit e Ud eeu x $24 


RY-278 AM/FM Headphone Receiver 

AM/FM-multiplex featherweight headphone radio 
with adjustable headband that folds up for storage. 
Features foam-padded earpieces; LED stereo indica- 
tor; in-out jack; doubles to connect with other 
personal or home stereos (connecting cables not 
included); operates on 2 AA batteries (not includ- 
oa) en NACE a dr es RES INR e Her VS NNUS ER c $17 


RY-270 Cassette Pocket Stereo 

Cassette pocket stereo features slide volume control; 
stereo. headphone; high-impact case. Uses 2 AA 
batteries. 4.25 x: 325 x L.38-in is: ou $14 


RY-212 AM/FM/Cassette Pocket Stereo 

Cassette pocket stereo with AM/FM tuner. Features 
FM-stereo indicator; belt-clip; carrying strap; L/R 
volume controls; stereo headphone. Uses 2 AA 
batteries. Available blue, black, or mauve; 5 x 3.25 x 
ES T S Pe A Bel rro is ee ill demi ade A e KR ARP DUCTU $12 


RY-273 Mini FM Receiver 

Features headphone; slide switch for power and 
volume. Uses 3 A76 button-cell batteries (not includ- 
e:-3*12530d453n Ea dnet Av ero rte $10 


SANSUI 


EM-P2 Cassette Player/Mixer/Amp 
Designed for musicians and vocalists. Features play; 
stop; rewind/review; fast forward/cue; tape/tone 





selector; volume; headphone jack accepts plugs from 
musical instruments; stereo line-out jack; built-in 
mic; echo control; + 1596 pitch control ...... $175 


SANYO 


MGR95R Pocket AM/FM Stereo Cassette Player 

Mini-size AM/FM tuner/cassette player with autore- 
verse. Features recording from detachable stereo mic 
or from either radio band; EBSS (Extended Bass 
Sound SVSteni), «Logs eC ace E Dre een $100 


WR66 Pocket AM/FM Stereo Cassette Player 

Mini-size splash-proof cassette player with built-in 
AM/FM tuner. Features specially sealed case; anti- 
roliing mechanism; AFC; stereo/mono switch; FM- 
stereo indicator; auto-stop mechanism; stereo head 


phones; belt clip; locking fast winds. Uses 2 AA 
batteries = 4.2.04 Sat ed ae rote es $80 


MGR85D Pocket AM/FM Stereo Cassette Player 

Mini-size AM/FM tuner/cassette player with autore- 
verse. Features Dolby noise reduction; 3-band graph- 
ic EQ; cue and review; rechargeable capability; EBSS 
bassienhancement: 5 os 45 vds cee 242; $70 


MGR87 Pocket AM/FM Stereo Cassette Player 

Mini-size autoreverse cassette player with built-in 
AM/FM tuner. Features 3-band graphic equalizer; 
rechargeable capability; auto-stop mechanism; lock- 
ing fast winds; FM-stereo indicator; lightweight head- 
phones; belt clip. Uses 2 AA batteries. Available in 
hilackz white; oCredic vod. nun I ut. $60 


MGRS84RG Pocket AM/FM Stereo Cassette Player 
Mini-size AM/FM tuner/cassette player. Features 3- 
band graphic equalizer; auto stop; stereo headphones; 
FM stereo indicator; detachable belt clip; rechargeable 
AA-size batteries; AC charger ........ eese $55 
MGRS84. As above, without batteries or charger $50 


MGP34RG Pocket AM/FM Stereo Cassette Player 
Mini-size AM/FM tuner/cassette player. Features 3- 
band graphic equalizer; lightweight stereo head- 
phones; locking fast-forward; detachable belt clip; 2 
rechargeable AA-size NiCd batteries; AC charger $40 
MGP34. As above, without batteries or charger $35 


RP90 Headphone Radio 

One-piece AM/FM stereo headphone radio. Features 
folding headband; thumbwheel volume and tuning 
controls; telescopic rod antenna. Comes in red, black, 
ande yellow oe CER NA cU a $35 


SHARP 


Optonica Pocket JC-870 AM/FM/Cassette Player 
Ultra-mini-size unit. Features full-logic autoreverse; 
wired remote control; AM/FM stereo; Dolby B noise 





reduction; X-Bass; rechargeable battery pack; anti- 
rolling mechanism; oxygen-free copper cord for 
headphones: iue Saeed se es EY $250 


Optonica Pocket JC-280 Cassette Player 

Ultra-mini-size portable cassette player with Dolby B 
and C noise reduction. Features full-logic autore- 
verse; wired remote control; X-Bass; rechargeable 
battery pack; amorphous head; gold-plated jack and 
headphone plug; anti-rolling mechanism; oxygen- 
free copper cord; ultra-thin headphone plates . $230 
Optonica JC-270. As above without ultra-thin head- 
phone plates or Dolby CNR svcd... eens $200 


JC-K15G Pocket Cassette Player 

Ultra-mini-size cassette player with Dolby B noise 
reduction. Features autoreverse; bass-boost system; 
metal-tape capability; headphones; LED power indi- 
cator Ach oe ae TM clon ae E erus $130 


JC-534 Pocket Radio/Cassette Player 

Mini-size unit with autoreverse. Features X-Bass; 
Dolby NR; 3-band graphic equalizer; anti-rolling 
mechanism; AM/FM stereo radio; LED battery- 
strength indicator; detachable belt clip; head- 
pliones. set ok aire esc Ea GI Pesan $100 





Sharp JC-K15G 


JC-R88 Pocket Radio/Cassette Player 

Pocket AM/FM stereo radio and cassette player. 
Features autoreverse; 3-band graphic equalizer; anti- 
rolling mechanism. Available in black, blue, red, and 
VELL GOV rents cav ic, eoe e Meo eae $80 


JC-516 Pocket Radio/Cassette Player 

Ultra-compact size pocket radio/cassette player wtih 
autoreverse and 3-band graphic equalizer; anti- 
rolling mechanism. Available in black, blue, red, and 
STEVE egos | eda c D Edd LA rS EA $70 
JC-136. As above without graphic equalizer . . . $30 


JC-508 Pocket Radio/Cassette Player 

Features autoreverse; lockable FF/REW controls; anti- 
rolling mechanism; LED FM-stereo indicator; light- 
weight headphones; belt-clip. Available in black or 
redovea ENG ttd eo te PIRE MS oc $50 


JC-128 Pocket Radio/Cassette Player 

Compact-size pocket radio and cassette player. Fea- 
tures volume control; FF; REW; STOP. Available in 
pink, yellow, black, blue, and red............ $30 


JC-130 Pocket Radio/Cassette Player 

Features lightweight headphones; auto-stop system; 
locking fast-forward; detachable belt clip; FM-stereo 
indicator M Im NER, E a $30 


SONY 


WM -D6C Pocket Cassette Recorder 

Features record and play modes; Dolby B & C; disc 
quartz-lock drive system; stereo mini microphone 
jack; anti-rolling mechanism; 3-way power supply. 
Includes headphones, case, and connection cord. 
Uses 4 AA batteries. 6.74 x 1.5 x 3.75 in; 1 Ib, 7 oz $400 


WM-D3 Pocket Cassette Recorder 

Features record and play modes; Dolby B & C; disc 
drive; stereo mini microphone jack; anti-rolling 
mechanism; 3-way power supply. Includes head- 
phones, case, connection cord, and strap. Uses 2 AA 
batteries. 5 x 1.38 x 3.25 in; 13.1 oz......... $270 


WM-F200II Pocket Cassette/Radio 

Features autoreverse; record and play modes; Dolby 
B; stereo mini microphone jack; belt drive system; 
anti-rolling mechanism; AM/FM tuner; local/DX 
switch; 3-way power supply. Includes headphones, 
rechargeable battery, charger, one-point stereo mi- 
crophone, and case. 2.75 x 4.38 x 0.88 in; 8.2 oz$250 


WM-F109 Pocket Cassette/Radio 

Features remote control; rechargeable battery; Dolby 
B noise reduction; autoreverse; belt-drive system; 
anti-rolling mechanism; AM mono and FM stereo 
reception; local/DX switch. Comes with charger, 
battery, and carrying case; 4.5 x 2.88 x 1 in; 7.4 
OZA E o torio 208 ei. ON Aur CN $230 
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POCKET STEREO 





WM-F601 Pocket Cassette/Radio 

Features Sony Mega-Bass; Dolby B noise reduction; 
autoreverse; rechargeable battery; belt-drive system; 
anti-rolling mechanism; AM mono and FM stereo 
reception; local/DX switch. Comes with battery, 
charger, carrying case, and DC-in charger. 4.25 x 2.75 
MO IT Gozo NURSE IIESA IVA $220 


WM-F100III Pocket Cassette/Radio 

Features autoreverse; Dolby B; belt-drive system; 
anti-rolling mechanism; AM/FM tuner; local/DX 
switch; 3-way power supply. Includes headphones, 
rechargeable battery, charger, and case. 2.75 x 4.36 x 
078an* TA Oz st wea oie eee i UE E EAT CE: $160 


WM -100III Pocket Cassette Player 

Features play mode; Dolby B; belt-drive system; anti- 
rolling mechanism; autoreverse; headphone; comes 
with batteries, charger, and carrying case. 4.38 x 2.75 
LIRNA O 7:02 5 aA E ee eee eles Be Oe $140 


WM-F73 Pocket Cassette/Radio 

Features autoreverse; Dolby B; water-resistant de- 
sign; belt drive system; anti-rolling mechanism; 
AM/FM tuner; local/DX switch; 3-way power supply. 
Includes headphones and belt clip. Uses 2 AA 
batteries. 3.48 x 4.53 x 1.42 in; 11.2 0z....... $120 


WM-AF64 Pocket Cassette/Radio 

Features preset tuning; Dolby B noise reduction; 
autoreverse; belt-drive system; anti-rolling mecha- 
nism; AM mono and FM stereo reception; local/DX 
switch. Comes with belt-clip. 4.63 x 3.5 x 1.5 in; 8.7 
ODP noes ers. wanes Nee wr ca frs $100 


WM-F46 Pocket Cassette/Radio 

Features record and play modes; stereo mini micro- 
phone jack; belt-drive system; AM/FM tuner; local/DX 
switch; 3-way power supply. Includes headphones 
and belt clip. Uses 2 AA batteries. 3.47 x 5.5 x 1.45 in; 
EZ SOLS rs gle ER t eu diese RO iS TURA Y oTe $80 


WM-F45 Pocket Cassette/Radio 

Features water-resistant design; belt-drive system; 
anti-rolling mechanism; AM/FM tuner; local/DX 
switch. Includes headphones and strap. Uses 2 AA 
batteries. 5.5 x 3.62 x 1.5 in; 11.302.......... $75 


WM-AFSS Pocket Cassette/Radio 

Features autoreverse; Sony Mega-Bass; belt-drive 
system; AM mono and FM stereo reception; local/DX 
switch. Comes with belt-clip. 3.75 x 5.25 x 1.56 in; 9.7 
OZE hee OI S AN T S VEMVET VILE E $70 


WM-AS2 Pocket Cassette Player 
Features play mode; belt-drive system; headphone. 
Comes with belt clip. 4 x 5.5 x 1.63 in; 11.3 oz. $63 


WM-A39 Pocket Cassette Player 

Features play mode; Dolby B noise reduction; Sony 
Mega-Bass; belt-drive; anti-rolling mechanism; au- 
toreverse. Comes with belt clip. 3.66 x 4.78 x 1.56 in; 
SHE OP ae t EL Pm DERI V E E CS AED E $63 


WM-AF42 Pocket Cassette/Radio 

Features autoreverse; belt-drive system; AM mono 
and FM stereo reception; local/DX switch. Comes 
with belt-clip. 3.75 x 5.25 x 1.5 in; 9.3 oz...... $60 


WM-AF28 Pocket Cassette/Radio 

Features rechargeable battery; belt-drive system; AM 
mono and FM stereo reception; local/DX switch. 
Comes with belt-clip, battery, and charger. 3.47 x 5.28 
SEIS RIP CULL Oz x en eoe aaa ee $53 


SRF-M40W Pocket Radio 
Features PLL-synthesized tuner; 7 AM/7 FM station 


For explanations of abbreviations, 


specifications and technical terms, 
consult the glossary on page 209. 





presets; AM mono and FM stereo reception; local/DX 
switch. Comes with belt-clip. 3.7 x 3.3 x 1.09 in; 6 
OZ. 0 DES C DI ARTI SUN AE ds $50 


SRF-5 Pocket Radio 

FM-only radio with water-resistant design and lo- 
cal/DX switch. Includes headphones and holder. Uses 
2 AA batteries. 1.5 x 4x 0.56 in; 2[.2 oz. ....... $50 


WM-AF22 Pocket Cassette/Radio 

Features belt-drive system; AM mono and FM stereo 
reception; local/DX switch. Comes with belt-clip. 3.47 
X:5/:28 Pee Ne LEE E em Eee teal Y BEA $43 


SRF-R7 Headphone Radio 
Features AM/FM tuner and local/DX switch. Uses 2 AA 
Parternes WROZ E ANE er aes EE O A ed $40 


WM-A18 Pocket Cassette Player 

Features play mode; belt-drive system. Comes with 
belt clip, battery, and charger. 3.47 x 4.81 x 1.28 in; 
FDOT A ac 8 tc See A EC EN EVIE $40 


SRF-4 Pocket Radio 

AM/FM radio with water-resistant design and lo- 
cal/DX switch. Includes headphones and holder. Uses 
2 AA batteries. 2.25 x 4.25 x 0.84 in; 4 oz. ..... $33 


WM-A10 Pocket Cassette Player 
Features play mode; belt-drive system. Comes with 
belt clip. 3.47 x 481 x 1251: 777 Oz... zs $30 


SRF-FM2 Headphone Radio 
FM-only radio with local/DX switch. Uses 2 AA 
D3tteries- 3.6 02/7: 5. o serena sepa cane $30 


SRF-35W Pocket Radio 

AM/FM radio with 3-band graphic EQ and local/DX 
switch. Includes headphones and belt clip. Uses 2 AA 
batteries. 3.41 x 2.72 x 0.88 in; 4.4 oz. ........ $27 


SRF-19W Pocket Radio 
AM/FM pocket radio uses 2 AA batteries. 4.33 x 2.38 x 
Os RSet SO GER Nae cute eee tee e Roo o (toad $20 


SRF-16W Pocket Radio 

FM-only radio with local/DX switch. Include head- 
phones and belt clip. Uses 2 AA batteries. Available in 
different colors. 2.5 x 4.38 x 0.88 in; 1.7 oz.... $15 


TOSHIBA 


KT-4088 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
Super Bass; autoreverse; wired remote control; Dolby 
B NR; music quick start system; earbuds ..... $230 


KT-4978 Pocket Cassette Player 

Features Super Bass; autoreverse; Dolby B NR; full IC 
logic wired remote control; anti-rolling mechanism; 
earbuds with case; uses on AA battery........ $190 


KT-4078 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
autoreverse; wired remote control; Dolby B NR; 
music quick-start system; earbuds .......... $190 


KT-4188 Pocket Cassette Player 

Mini-size pocket cassette player. Features Super Bass; 
autoreverse; Dolby B NR; full IC logic wired remote 
control; anti-rolling mechanism; earbuds with case; 
USES OIL AA: DATIGTY uea es a e cra o aliens $180 


KT-4868 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
autoreverse cassette mechanism; desktop AC charger- 
;Dolby B noise reduction; stereo headphones; up/ 
down channel selector; 3-band graphic equalizer; 
GAIT VINE Cradle cc coetu ae STE ee $180 


KT-4968 Pocket Cassette Player 

Mini-size pocket cassette player. Features Dolby B 
noise reduction; autoreverse cassette mechanism; 
anti-rolling mechanism; earbud style stereo head- 
BUGNESS USES AA. ULNAS Ime eres hast gator $170 


KT-4568 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
autoreverse; digital tuning; Dolby B noise reduction; 
headphones; up/down radio-channel selector; 3-band 
graphic equalizer; carrying cradle........... $170 


KT-4087 Pocket Radio/Cassette 
Built-in mic for rec; 3 band graphic EQ; autoreverse; 
Dolby B NR; AM/FM tuner................. $160 


KT-4848 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
autoreverse; Dolby B NR; headphones; 3-band graph- 
ic EQ; carrying cradle; rechargeable NiCd..... $120 


KT-4538 Pocket Radio/Cassette 

Combination AM/FM radio/cassette player. Features 
autoreverse; digital tuning; Dolby B NR; headphones; 
up/down channel selector; 3-band graphic EQ; carry- 
ing cradle; 10 random presets.............. $110 


KT-4048 Pocket Radio/Cassette 

Combination AM/FM radio cassette player. Features 
autoreverse cassette mechanism; Dolby B noise 
reduction; stereo headphones; 3-band graphic equal- 
izer; belt clip; anti-rolling mechanism ........ $90 


RP-2068 Headphone/Radio 

| -piece design stereo headphone/AM/FM radio. Digi- 
tal tuning with 10 AM 5FM preset stations; clock and 
ALANTI ONS o. ce erra Me Ses erue Me aL es $80 


KT-4038 Pocket Radio/Cassette 

Combination AM/FM radio cassette player. Features 
autoreverse cassette mechanism; headphones; 3- 
band graphic EQ; belt clip; anti-rolling mechanism; 3- 
band Pra phic EO ter, Se tee esc te eee eS $80 


RP-2057 Pocket Radio 

Features digital-synthesized tuning; 10 station pre- 
sets; up/down channel selector; uses 2 AAA-size 
baee m. Lauer a qu ee E, $70 


KT-4028 Pocket Radio/Cassette 

Combination AM/FM radio cassette player. Features 
headphones; 3-band graphic EQ; belt clip; 3-band 
SISDIIG EQ eese] PAD ete Xe i Ree Ms red che $60 


KT-4018 Pocket Radio/Cassette 
Combination AM/FM radio cassette player. Features 
headphones; auto shutoff; belt clip........... $50 


RP-2028 Pocket Radio 
Features 3-band graphic equalizer; FM stereo indica- 
tor; stereo headphones; belt clip............. $40 


RP-2018 Pocket Radio 
Features FM stereo indicator; built-in AFC; head- 
phones: (belkchipr mr HM $25 


PRICES LISTED 


are manufacturers' suggested retail prices 


(also referred to as list prices); 
actual selling prices are set by individual dealers. 
All prices are subject to change without notice. 
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BLANK TAPE 


BASF 


Digital Audio Tapes 
Ultra-fine metallic pigment specifically developed for 
helical-scan recording. 


DAL GEO. 120 MN s co cst rie Ic $11.99 
DATEI OOS mod AD 4m. oe de Men oda Lt $10.99 
DATICO0:60 I Eom Aires cst ene revue $9.99 


Metal Maxima IV Cassettes 

Metal particle formulation features high performance 
cassette mechanism. 

CIQUT20 TD nt oes byrne ipea M $6.49 


Chrome Maxima IT Cassettes 
As above, chrome formulation. 
C90. SOIT eee tees eise Rr $4.29 
CGO GOI etic. Ere avs S Lo eon, ING $3.29 


Chrome Extra II Cassettes 

Pure chrome formulation features high-performance 
cassette mechanism. 

G90; 00 mih «ose er as cen AURA $2.99 
(760 GU ANIM Cos Sea. noe en Ne $2.69 


Ferro Super I Cassettes 

Iron oxide formulation features extra high frequency 
sensitivity for greater frequency response. 

GOO ROOT 9 ty a ty TIR rtu vate sre ane $2.54 
CEOSGO tee e s aU were oe Sen oo x $1.94 


Ferro Extra I Cassettes 

Iron oxide formulation features extended signal-to- 
noise ratio over the entire frequency range. 

COOLS fee. duoc bap er LUE TE Mete $1.69 
(607 60m es oA Se nm eese $1.49 


DENON 


All Denon cassettes feature large window, life-time 
warranty, and head cleaning leader. 


High Density Series 


HD-M Metal Cassettes 

High-stability pure metal tape formulation uses high- 
density dispersion technology that yields a residual 
magnetic flux density of over 3,500 Gauss and a 
coercivity of 1,200 Oersted. 


HDM-100: 100 min......... eri $5.99 
HDM:-90. 90min... tes SIS S cxli cx $5.50 
HDM ISIA Minos dele Re rire $4.99 
HID MEGO? 60 mit. 0c oe eens e y $4.50 


HD8 High-Bias Cassettes 
High-density metal particle formula uses New High 
Technoroum magnetic pigment to increase residual 








flux density to 3,000 gauss yielding an MOL of -4.5 dB 
at 10 kHz. 


HDS 100. LOO MIM: 7» vede $4.99 
HDS-902 90 mines cae. See. we es $4.75 
HD8-75S. 75: io hl i eves EE Lets Ind $4.25 
ELDS8-602 60 mitt rn C ELLA rd eee $3.75 


HD7 High-Bias Cassettes 

Type-II formulation with extended high-frequency 
response and low noise. Residual flux density 1,850 
Gauss, MOL -6.5 dB at 10 kHz. 

H1)7:90590- mtn 3o ee Sue ps S ale es elut. $4.00 
HD7:60760- minc cha Selves oe r es $3.00 


HD6 High-Bias Cassettes : 
Type-II formulation with extended high-frequency 
response. Residual flux density 1,700 Gauss, MOL 
— 5.7 dB at 10 kHz. 


H DOSI 0 mite € 5: So RUNS, CAPUT usa casu $3.25 
HD6:60. 60: miz« uos rl ae eiui $2.50 
DX Series 


D X4 Ferric Normal Cassettes 

Type-I formulation with extended frequency re- 
sponse. Residual flux density 2,000 Gauss, MOL -5.0 
dB at 10 kHz. 

I334-90 9033005 tance 3oetoelr utehes eset toes dead $4.00 
DX4-60: 60min x ore or esse icis $3.00 


DXI Ferric Normal Cassettes 

Low-noise high-output type I cassette with high 
sensitivity and high MOL (-7.5 dB at 10 kHz). 
DX1-90590 MB vc ihe Seah $2.25 
DXT:60:60 minu wd so nto ett eR eid. $1.75 


FUJI 


FR Metal Series Cassette Tape 
Metal-coated tape with tensilized polyester base; 
designed for metal bias, 70-usec EQ. 


ER((C-90); 90min e cessi eme a $8.49 
ER(C-00),60mD es eet ERE ERR $6.39 
ER (C46): 46 tn... ere C rite etn $4.99 


FR-II Series Cassette Tape 

Chromium dioxide cassettes with tensilized polyester 
base; designed for Type II/Cr0> bias, 70-usec EQ. 
Comes packaged in hinged plastic box. 
ER-IL(C-90):90 mino e e eere m $5.99 
ERSIEQ-00) 00: min. ee rU UE Tas afe $4.49 


FR-II Super Series Cassette Tape 
Super-premium Type II high-bias casettes with 70 us 
EQ and cobalt-modified Beridox particles. 


FR-II Super (C-90). 90 min............... $6.49 
FR-II Super (C-60). 60 min. .............. $4.89 
DR Series Cassette Tape 

DR (C:90):90miTo 3-4 ec onee a RES ee $3.49 
DR (C260) S60 mine: centers & ve $2.59 


Digital Audio Tape 

Super-Fine Metallix ultra-fine metal magnetic parti- 
cle formulation. For use with digital audio tape 
players and recorders. 


DAT (R-120); I20min' eni e 0 evan ev $12.95 
DA'D(R:90): 90 mint aise 1225 iocus os $11.95 
DAT'(R-60)60min ones ee eese v es $10.95 





Fuji DAT (R-120) 


GOLDSTAR 


All tapes have tensilized polyester base material; tape 
width 3.81 mm; tape length 135 m; yield strength (596) 
kg; breaking strength 1.0 kg; residual elongation 
0.05%; squareness ratio 0.85; sens uniformity 0.3 dB; 
output fluctuation 0.4 dB (except for HD: 0.5 dB). 


AHD-9011 

Coercivity 340 Oe; retentivity 1,300 Gauss; sens 4- 0.5 
dB (315 Hz). 

C-90..45 min per side... d ie aane eere ee es $0.99 
AHR-9011 


Coercivity 340 Oe; retentivity 1,500 Gauss; sens + 1.0 
dB (315 Hz). 
€:90; 45 min! De SIGE. oases eect lk ee Pitt d $1.29 


AHZ-9011 
Coercivity 360 Oe; retentivity 1,600 Gauss; sens + 2.0 
dB (315 Hz). 


290.245 min per Side... ieee e ree le $1.99 
AHP-9011 
CH0 AS min per side. ; hee ASA $1.19 
CRX-9011 


Cobalt-doped iron-oxide particles. Coercivity 550 Oe; 
retentivity 1,600 Gauss; sens - 2.5 dB (315 Hz). 
C-90. 45 min per side. ........... sies. $2.49 


MTX-9011 

Pure metal particles. Coercivity 1,050 Oe; retentivity 
3,000 Gauss.; sens - 2.0 dB (315 Hz 

C390: 45: min per side, 7-1 cus toca dae aie 2 $4.99 


IRISH 


High-Output Cassettes 

Precision-shell ferric cassette in Norelco box. 

XR-90. 45 min perside.................. $2.70 
XR-60. 30 min per side.................. $2.10 


Low-Noise Cassettes 
Precision-shell ferric cassette in Norelco box. 


LN-90. 45 min perside.................. $2.15 

LN-60:30 min per.side. ....:5. seo $1.75 

LN-30- 1:5 Min Der SIG ce ok oum Lees $1.50 
JVC 

F Series 

XFIV. Metal tape. Equalization 70ys. 

6-90. i EE Ier Mese e a cti ess ils athe $4.50 
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AFII. High Bias tape (Cr05). Equalization 70ys. 


ESCLUSO URN CUPIS HONOR A utet. $2.60 
C So S E. Fs eu EQ Lu E ER $2.35 
AFI. Normal bias tape. Equalization 120ys. 

(90 eeu ora Pei oe PUE $2.20 
CET ll ae IIS WIE nasi Penne T eel $1.80 


G1 Normal-Bias Cassette Tape 

Popular series. Coercivity 370 Oe. 

GOW S90 MIN: odes oe I eser s EIER E EE $1.60 
C60 360 mn: «eee Miete ce Bei daa LER $1.30 


LASER BY SWIRE MAGNETICS 


Laser UHD-II Cassettes 

High-bias ferric cassettes with high energy and 
extended frequency response. 

(690745 min pec side. n reel $2.59 


Laser UHD-I Cassettes 

Normal-bias ferric cassettes with high-energy, high- 
density formulation. 

6590745 min peESIde; 2er rem be $2.59 
(6:60.30: mid per side.» cece oie eee $1.99 


Laser XL Cassettes 


Normal-bias ferric cassettes with extra low noise for 


voice or music. 


(90:45. min'per Side, jess. bs $1.89 
(60:30 mim persiden taea ded $1.49 
(45:92: 5:mimiperside....c cuu c iterat $1.39 
AFII. High Bias tape (Cr05). Equalization 70ys. 
Qu Gentes e d Ca oco E FC K C ES $2.60 
GG SEE EIS der eer dicen E CRM $2.35 
AFI. Normal bias tape. Equalization 120ys. 

(ELT Se ORO NUI ERRAT DES MEL DES $2.20 
QE n s EXCEL ae St V ENSURE V eee t $1.80 


G1 Normal-Bias Cassette Tape 

Popular series. Coercivity 370 Oe. 

COWS) mina Ts coe Eus oes etaed bea: $1.60 
C-560r60 mimo $9 oco EA og deed mds $1.30 


MAXELL 


Digital Audio Tape 
Features Ceramic-Armor metal-particle formulation 


R-120DM P 120 min’ 2i b d EAS $14.99 
R:90DM; 90 misuse e Ene t Ux Sites egi $12.99 
R:60DM; 60min sci. s etr ce ERES $10.99 
R6DM: 40 iE... enn R REST. $8.99 
M X Metal Cassettes 

Metal bias/EQ. 

IWEX-90 7 00 TOTIS hooks eei e t E ee re^ s $5.29 
MX:60560min-,- Ree E ITERTCRS ITI $4.39 


XLII-S Epitaxial Cassettes 
High-level bias; 70-usec EQ. 
XDITI-890; 90min ia ebrei ceret $4.39 
AX LIL-S60, 60MIN uer «rnm RIECTSen I $3.59 


XLI-S Epitaxial Cassettes 
Normal bias; 120-usec EQ. 


PR THES ONO) TED. [eed eere ert Adm YN $4.39 
XED560:60 MINIS ea c eee d eoi s $3.59 


XL-I1 Epitaxial Cassettes 
Chrome type; high-level bias; 70-usec EQ. 


G-T00 LOO MIN EIE AA e o dde nare ales $4.39 
COFIO minm X I. on respete RE $3.99 
(5-46 46min «e su eos d edtptecektis "o S eroe ut E $3.29 
(60:60 mins. Ceo DP Pes dienes nr diete id d, e $3.29 


UDS-I Normal-Bias Cassettes 
Features phase accuracy shell, frictionless slip sheets, 
Quin-Lok hubs, cleaning leader. 


EO ces US RN emet OU Rm dm CUR $3.29 
deer E T S era dyna S OS Und Bie $2.49 
COOR E e seats ob ae [i cepe eet eta Mh Pea ves $2.49 


UDS-II High-Bias Cr0 Cassettes 
Features phase accuracy shell, frictionless slip sheets, 


BLANK TAPE 


Quin-Lok hubs, cleaning leader. 


(00g T. ABE ERU em estne AS ris M $3.29 
CAG ir e ol eros Eos es $2.49 
C60: rre cg IET CA tm dla cres $2.49 
Normal-Bias Cassettes 

UR A20 E20 mE E est ss o xr $2.79 
UR90-90 minm © Nu. coke ai send a Etat $1.79 
ÜRS46:46 min X25. eae os Soran AN $1.49 
UR-60. 60 mill... 5. Su eren raan Mos $1.49 


Open-Reel Tapes 


XLI Back-Coated Open-Reel Tapes 


XLI 35-180B. 3,600 ft, 10.5" reel ......... $35.79 

XLI. 35-90B.. 1,800 ft; 7^ reel... cos $12.79 

Ultra- Dynamic Open- Reel Tapes 

UD35-180. 3,600 ft, 10.5" reel. ........... $28.39 

UD35:90: L800 TU 7* reels > Pe eve $9.19 
MEMOREX BY MEMTEK 


CDX II High-Bias Cassettes 

Metal tape for High Bias (type II) setting. Superior 
tape for recording CD or digitally-sourced music at 
high bias, 70 usec setting. Greater headroom for 
distortion-free reproduction at significantly higher 
recording levels than conventional high bias tapes. 
New permanent reference cassette mechanism Shell. 
(39077. arene acts eret e TEL ES $4.99 


HBX II High-Bias Cassettes 

High-performance ferric/cobalt tape for use at high 
bias 70 usec setting. Higher MOL’s, greater sensitivity 
compared to standard high bias and CrO» tapes. New 
permanent reference cassette mechanism. 

HBX II High Bias C-90 ................. $3.79 
HBX Il (type ID.C-60.. 09... eds: eis $2.99 


HB II High-Bias Cassettes 

Premium tape for high bias 70 usec EQ position. 
Improved low end MOL, greater sensitivity, new 
permanent reference cassette mechanism; high visibil- 
ity clear shell 

HB.ILHigh:Bias.C-90. i 5.9.5.0 s due $2.79 
HBM ype ID 6:600. ac OS ead $2.29 


MRX I Normal-Bias Cassettes 
Premium normal bias tape. Full lifetime warranty. 


dbs Normal-Bias Cassettes 
Normal-bias tapes 


C120: sa oe bee oe niter ere a os $2.59 
GE RNAI Se, tla Lr Me rotes $1.79 
Ae | NO GTO, MS eet US aR m $1.49 
GAG Gn ira sun redeem C p do o 1 $1.29 
NAKAMICHI 


ZX Reference Cassette Tapes 

Metalloy (metal-particle) formulation for recording 
on metal-compatible decks only; features ultra-high 
coercivity and retentivity for improved distortion and 
MOL; 70-usec EQ. 

ZX CINIO mino 21S sede ar Dent rater $10 
ZX-C00:- 60min. «or e roe s Ys $7.25 


SX II Reference Cassette Tapes 

Double-coated ionized cobalt and ferric-oxide formu- 
lation. CrO» bias and EQ (70 psec). 

Comes with transparent, hinged case. 

SXIDP:C90. 90: M mcos sw has i. $8.90 
SXIH-C60. 60-165 2v seeders Cesena $6.50 


SX Reference Cassette Tapes 

Single-coated ionized cobalt and ferric oxide formula- 
tion; high coercivity permits use of Cr05 bias and EQ 
(70 usec) for 4-5 dB better S/N ratio. 
S8X-(:90..90-mins «3, vc ge dveees ceti ache e $6.50 
$SX-C60:60: mine 2 4:18 aed es Ua eus $4.50 


EX II Reference Cassette Tapes 
Single-coated ferricobalt formulation; same bias and 
EQ (120 usec) as EX tape; extra-low noise, high output. 


EXIEC90:90 min. seo «levius emet Ee $6 
EXIECOU. 60min .. rent RS $4.25 
PANASONIC 

CrO 5-Position Cassettes 
RT-90EX2. C-90 length. 2 pack ........... $9.95 


Normal-Bias Cassettes 
RT-60FS2. Fashion series. C-60 length. Color-tinted 


shells Apacs 2 PELLI Nee ap fe at OBAT $5.45 
RT-80EN2. C-90 length. 2 pack ........... $5.45 
RT-60EN2. C-60 length. 2 pack ........... $3.95 
Microcassettes 

RT-604 MC. C-60 length. 4 pack ......... $11.95 
RT-90 AMC. C-90. Angrom composition ... $6.95 
RT-602 MC. C-60 length. 2 pack .......... $5.95 

REALISTIC 


Cassette Tape 
Prices may vary according to quantity purchased, with 
prices lower per tape with larger quantities. 


MAIV Type IV Metal Cassette Tape 

Fine-grain metal particles; 5-screw housing; hinged 
storage box. 

NITV-90: 00 mmn. fis Acca ss ake estes $6.99-$4.89 
MILY-60.:60 mines. i. roov sce e $5.99-$4.19 


MII Metal Type II High-Bias Tape 

Metal tape for recording and playback with Type II 
bias and EQ; head-cleaning leader; hinged storage 
box. 

MII-00:90 THIU Ses 5 ues exte ates $5.69-$3.99 
MIL 60..60 mMin 5 ok eene S Ue $4.89-$3.43 


HD Hi-Definition Chrome-Equivalent 

For recording and playback with high-bias Type II 
bias and EQ; head-cleaning leader; hinged storage 
box; index card. 

HD-90;90 minc f PE A S $4.29-$2.97 
HD60 CGO Min ee ec eo fe ae $3.49-$2.45 


XR Type I Premium Ferric Tape 
Hinged storage box with index card. 


XIE-120. 190 mito n ise 33 eds Ginés $4.99-$3.29 
XR 90. 90 min ee c sU edere ipid $3.79-$2.59 
XR-60. 6D BUR eri eee e iere $2.79-$1.89 
SEAS dme... on I a nece $2.45-$1.79 


LN Low-Noise Type I Standard Ferric 
Hinged storage box with index card. 


TiN-120:320 niin. 1 ai reete tut ai $3.49-$2.29 
1;:N390,:9 0] TO IE ES eise Den ee WIRE ecoute $2.79-$1.85 
EIN:607 60 mimo C et suot m tee tae Bee $1.99-$1.29 
T:N:30230 Tin Sa Le CENE eas $1.59-$1.05 
Concertape Type I Cassettes 

C-120. 3-pack; each 120 min......... $4.99-$4.39 
C-90. 3-pack; each 90 min........... $3.59-$3.19 
C-60. 3-pack; each 60 min........... $2.59-$2.29 
C-30. 3-pack; each 30 min........... $1.99-$1.79 
G90 SIRS sO Mpg Na esse oh ges ost onda $1.25 
C260 Single: 60min oer eid eomarvt ase $0.88 


Open- Reel Tape 
Supertape Premium. Polyester base, super-calen- 
dared. 


5" reel; 900 ft; 1.0 mil; 1-9 tapes. ...... $3.99 each 
5" reel; 900 ft; 1.0 mil;10+ tapes ...... $3.19 each 
7" reel; 1,200 ft; 1.5 mil; 1-9 tapes ..... $5.99 each 
7" reel; 1,200 ft; 1.5 mil; 10+ tapes .... $4.79 each 
7" reel; 1,800 ft; 1.0 mil; 1-9 tapes ..... $6.99 each 


7" reel; 1,800 ft; 1.0 mil; 10+ tapes .... $5.99 each 
7" reel; 3,600 ft; 0.5 mil; 1-9 tapes .... $12.99 each 
7" reel; 3,600 ft; 0.5 mil; 10+ tapes ... $10.39 each 
Low-Noise. Polyester Base. : 

Treek J 800. fte VO milan! 3 us $5.99-$4.39 each 
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BLANK TAPE 





7” reel; 2,400 ft; 0.5 mil......... $6.99-$5.19 each 
7" reel; 3,600 ft; 0.5 mil......... $7.99-$6.39 each 
Concertape. Polyester Base. 

TF reek 1800 ft: L0 mil «27: $2.49 each 


8-Track Cartridges 
Supertape. 90 mins total time. 


l=] cartridges | 2o teramana iaren $3.99 each 
12-24 cartridges 2. ae a Ie CS. $3.49 each 
25:49;cartndges. ; 1 d, see It $3.19 each 
SÜSESCRPUTOPOS a IS AS hr dove Hen $2.99 each 
Low Noise. Polyester base. 40 mins. 

I-lI'cartedges 40:279 Seg ee os $1.99 each 
[224 carinidges — usos she sits Serer oes $1.79 each 
25-49 cartridges: oe jean 5 TERIS $1.59 each 
SO IS cartridges -1.24227 724 SS SES $1.39 each 
Low Noise. Polyester base. 80 mins. 

ISP D CartEidgeg es e reis $2.69 each 
[2-24 cartridges. 2245. TIE ILL $2.39 each 
25-49'Cariridges- 1o s emer Es $2.15 each 
SOR cartridges .. 40ers oir eyes $1.89 each 
Microcassettes 


Micro-90. Max-length microcassettes record 90 mins 
at 2.4 cm/sec or 180 mins at 1.2 cm/sec. For capstan- 
drive recorders. 1-9 tapes............. $6.95 each 
Micro-90. 10 or more tapes........... $5.95 each 
Micro-60. Records 60 minutes at 2.4 cm/sec and 120 
mins at 1.2 cm/sec. For capstan-drive recorders. 1-9 


tapes. Bee es Hen PEE VERS $3.49 each 
Micro-60. 10 or more tapes........... $2.99 each 
Minicassettes 


Mini-30. For rim-drive cassette recorders such as 
Realistic Minisette. 30-minute recording time. 1-9 


tapes teins hoses Ae ese as ee ep $2.89 each 
Mini-30. 10 or more tapes............ $2.49 each 
RECOTON 
Gold Series XR90 
Features low noise; high energy; normal bias; 90 
minutes. Sold in ten packs................ $9.99 
SCOTCH 
XSM IV Cassettes 


Fine metal magnetic particle formulation; delivers 
maximum output up to 10 dB better than typical 
oxide tapes and up to 7 dB greater than chrome tapes; 
low distortion, added high-frequency response, and 
improved S/N ratio. 


ODIO S39 RAE rear ule RES ER $6.99 
60min 25er DES ee e uiua Sue ACE eS $5.49 
XS II Cassettes 


Features redeveloped premium grade formula with 
improved signal-to-noise ratio; less tape hiss; dual- 
layer, cobalt-modified ferric oxide; for use with 
recorders in the chrome or 70 usec equalization 
position; improved shell for critical mechanical per- 
manence and 3-head equipment. 


90 mill RNS eee CR RR A TO $3.79 
60min at. Lt 4 SU ees $2.99 
CX Cassettes 


Normal-bias ferric oxide cassette featuring improved 
low frequency output and clarity. 6-screw impact 
polymer shell houses an inner assembly with specially 
made low-friction roller guides; album package. 


DO DC eoe erede tere cata cent Re ee ole $2.99 
50 dini ELLIOTT ea m $2.40 
BX Cassettes 


Ferric-oxide formulation for all-purpose cassette use; 
polyester base. 5-screw impact polymer shell. 


90 mI. v o5 0; vL Iba UE ona x $1.95 
60 mim. SNR oe e de ia. s $1.69 
SONY 

ES Metal Cassette 


Type-IV position (70 microsecond equalization); met- 


al-particle formulation. 
BOO SO min ovo ETSR Et $9.99 


UX Series Cassettes 
Type-II position (70 microsecond equalization) 


UX-Pro; C290). oe ae eee, $7.99 
UASEEO: GOO es 3. M eraut BOUE, SM $5.99 
UX ESIC cines rea I & sex $5.49 
UA: 62907 Jos vehe Ee e $3.99 
VAES C260 692 RII Le elon Ue E S $3.99 
ECAI e Pme AL scende RITE $3.29 
UNS C502 NS Leer s a SEE $2.99 
UX 60: f oh INE ur aed vom. $2.49 
HF-S Series Cassettes 


Type I position (Normal bias, 120 microsecond 
equalization) 

BES 90:90 min. a AA re ere o $2.69 
HE-5:60: 60 MINE 2, 25 s REV tuii $1.99 


HF Series Cassettes 
Type I position (Normal bias, 120 microsecond 
equalization) 


HE 120: 120- min... eo aac eds $2.99 

HE 90 90 mim X aici NET IE et st $2.29 

HE 605 60 mink +5 hacks oen re ET Cr n $1.70 

HE 46.36 min $295 eek bM $1.45 
TDK 


MA-XG Metal-Alloy (Type IV) Cassette Tape 
Metal bias; 70-sec EQ; 3-layer RS-11 vibration- 
damping mechanism designed to eliminate sympa- 
thetic vibrations for reduced modulation noise. 
MA-XG 90. 45 min each side............. $9.25 
MA-XG 60. 30 min each side................ $7 


MA-X Metal-Alloy (Type IV) Cassette Tape 

Metal bias; 70-sec EQ; 2-layer plastic mechanism; 
improved Finavinx formulation designed for superior 
output level and wide dynamic range. 

MA-X 90. 45 min each side ................. $5 
MA-X 60. 30 min each side .............. $4.25 


MA Metal-Alloy (Type IV) Cassette Tape 

Metal bias; 70-sec EQ; Laboratory Standard mecha- 
nism. 

MA-90. 45 min each side «eos. $4 
MA-60. 30 min each side ................ $3.50 


SA-XG High-Bias (Type I) Cassette Tape 

RS-II high-performance cassette mechanism; Super 
Avilyn formulation. 

SA-XG 90. 45 min each side.............. $9.25 
SA-XG 60. 30 min each side................. $7 


SA-X High-Bias (Type II) Cassette Tape 
2-layer shell; dual-coated Super-Avilyn formulation; 


70-sec EQ. 
SA-X 90. 45 min each side ............... $3.50 
SA=K 605 30 min eaclidide «s d.» e eelise $3 


SA High-Bias (Type II) Cassette Tape 
Laboratory Standard Mechanism. 
SA Limited Edition. Euro-style case, Super Avilyn 90 


MU APS. ce ao PEE E ee ale lieve ss $4.99 
SA:90. 45 min each side ............. ses $2.50 
SA 60; 30min each side .......—.. eere $2.25 


AD-X Normal-Bias (Type I) Cassette Tape 

Super Avilyn particle for extra headroom; Laboratory 
Standard Mechanism. 120-usec EQ. 

ADX 90. 45 min each side.................. $3 
AD-X 60. 30 min each side. ............... $2.50 


AD-S Normal-Bias (Type I) Cassette Tape 

Rigid plastic C-Thru mechanism designed to control 
resonances. 120-sec EQ. 

AD-S90. 45 min each side................ $2.50 


AD Normal-Bias (Type I) Cassette Tape 
Linear ferric-oxide particles; Laboratory Standard 
Mechanism. 120-sec EQ. 


AD-90;-45 min each side; . ns... 2 sce $2.50 
AD-60. 30 min each side. ................ $2.25 


D (Dynamic) Cassette Tape 
Normal bias; 120-sec EQ; precision mechanism. 


D-90:-90/miti each side... 15v vols Iud $2 
D-60. 30:miniéacltside oue rer $1.75 
D-46. 23 min each side o.oo. $1.60 
D-30. 15 min: eaclt.side eer alaa a a er $1.50 


DA Digital Audio Tape Cassette 

Super Finavinx pure-metal particle formulation with 
high-durability TDC (Three Dimensional Com- 
pound) binder. 


DA-R60. 30 min each side ................. $10 
DA-R90. 45 min each side ..............-.. $12 
DA-R120. 60 min each side ................ $14 
Microcassettes 


D-MC60B3. Same dynamic formulation as standard- 
size cassettes. Low noise for speech recording. 60 min 
EAS DACKE acu Pup anions a et LENS $9 


Cassette Tape 

MG-X90. Metal bias (type IV); EQ 3180us/70us; 
recording time 45 mins x 2; FR 10,000 Hz +0 dB; 
MOL 315 Hz +5.0 dB; SOL 10,000 Hz —10 dB; 
retentivity 3300 G; coercivity 1150 Oe...... $5.99 
CD-IV. Metal bias; recording time 76 mins total$5.79 
CD-II 102. Chrome tape with exclusive metal alloy; 


recording time 120 mins total............. $5.99 
CD-II 76. As above with recording time 76 mins 
total 333 Bit. seme A s $5.39 


EM-X90. High bias (type II); EQ 31804s/70us; 
recording time 45 mins x 2; FR 10,000 Hz +0.5 dB; 
MOL 315 Hz +5.0 dB; SOL 10,000 Hz —3.0 dB; 
retentivity 3100 G; coercivity 720 Oe....... $4.99 
F-X90. Normal bias (type I); EQ 3180,4s/120ys; 
recording time 45 mins x 2; FR 10,000 Hz +3.0 dB; 
MOL 315 Hz - 5.5 dB; SOL 10,000 Hz —6.0 dB; 
retentivity 1800 G; coercivity 380 Oe. ...... $3.99 


VISA BY INTERWORLD 
ELECTRONICS INC. 


UCX-II-S High Tech Turbo 

High-bias cassette tape with ultra-refined CrO» coat- 
ing and special housing. 

OU THREE ers Sede uet ON $4.99 


UCX-II High Tech Turbo 
High-bias cassette tape. 
OU mil o ooo Urs eot dea Me $3.99 


UFX-I High Tech Turbo 
Ferric cassette tape with clear housing. 
SU misere eani $3.99 


CX-II Professional Tape 
High-bias cassette tape. 
90 8D Fo. ox ees elie aioe we eee $3.49 


FDX-I Professional Tape 
Ferric cassette tape. 


Extra Performance II Tape 
High-bias cassette tape. 
OO MRS Ske ore in NUT Race eos oee $2.49 


High Performance I Tape 

Ferric cassette tape with iron dioxide coating. Comes 
in transparent, hinged case. 

MLE wh, Boece altel terete ete ee L9. $1.99 
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Note: Words in italics are defined else- 
where in the glossary. 


AC (alternating current): The current 
available from the power outlets in 
American homes; it alternates direc- 
tion sixty times a second. 


acoustic-suspension: A type of infi- 
nite-baflle speaker that uses the air 
pressure inside a sealed speaker box to 
control driver motion. It has no port 
or opening. 


AM (amplitude modulation): A band of 
radio frequencies that carries informa- 
tion by changing the strength of the 
signal. Most AM broadcasts are in 
mono, but many stations are adding 
equipment to broadcast stereo AM 
programs. You must have an AM- 
stereo funer to receive them in stereo. 


amplifier: A separate component, ora 
section built into an integrated com- 
ponent, that strengthens the electrical 
signal (increases its amplitude). A 
power amplifier must be connected to 
a preamplifier (or “control amplifier") 
to switch and process the sound. An 
integrated amplifier combines power- 
amplifier and preamplifier functions 
in the same unit. A receiver adds an 
AM/FM tuner to the integrated-amplifi- 
er configuration. 


analog: Type of audio component or 
recording medium that operates with 
signals whose waveforms are directly 
_ analogous to the sounds they repre- 
sent; see digital. 


antenna: A metallic structure (usually 
a wire or rod) that receives radio or 
television broadcast signals over the 
air and sends them to a tuner for 
processing. 


automatic turntable: One that sets the 
stylus onto a record to begin play and 
removes it at the end of play without 
the user having to touch the tonearm. 


autoreverse: A feature of some cassette 
decks that allows them to play or 


record both sides of a cassette without 
the user having to turn it over man- 
ually. 


AUX (auxiliary): An input jack found 
on some receivers, integrated amplifi- 
ers, and preamplifiers that can be used 
to connect source components such as 
a compact disc player or a cassette 
deck but not turntables, which require 
special phono inputs. 


azimuth: The angle between the actual 
recorded information and the edge of 
the audio tape. While the azimuth 
angle is theoretically set at 90 degrees, 
azimuth often varies from one tape 
deck to another. 


balance: A control found on some 
receivers, integrated amplifiers, and 
preamplifiers that changes the relative 
volume of the left and right channels. 


band: A particular segment of a fre- 
quency spectrum. For example, a 
graphic equalizer may divide the au- 
dio frequency spectrum into ten 
bands, with one control to adjust the 
relative volume of each band. The 4M 
and FM bands are distinct parts of the 
RF (radio frequency) spectrum. 


bass: The lower frequencies in the 
audio spectrum, such as those pro- 
duced by a string bass or bass guitar. 
An instrument producing bass tones 
vibrates air more slowly than one 
producing treble tones. 


bass reflex: A type of speaker system 
that has an opening, called a vent or 
port, in its enclosure so that the 
sounds produced by the backward 
motion of the bass driver(s) reinforce 
those produced by their forward mo- 
tion, which come out of the front. 


belt drive: A method of rotating the 
platter of a turntable by means of a 
belt, usually made of rubber, that 
connects the turntable's motor to the 
platter. 


bias: A very high-frequency signal 


tl 


added to an audio signal being record- 
ed on tape to reduce distortion. Type I 
(normal or ferric) tape requires less 
bias than Type II (chrome or chrome- 
equivalent) or Type IV (metal) tape. 


cantilever: The rod or tube in a phono 
cartridge that supports the sty/us, and 
transfers the stylus's motion to the 
signal-generating elements of the car- 
tridge. 


capstan: A rotating shaft in a tape 
recorder that pulls the tape across the 
heads. The tape usually travels be- 
tween the capstan and the pinch- 
roller. A dual-capstan machine has 
two capstans; see closed-loop. 


capture ratio: An important specifica- 
tion for an FM tuner, it indicates the 
minimum ratio between the strengths 
of two FM signals at the same frequen- 
cy that enables the tuner to suppress 
the weaker signal by 30 dB. Smaller 
numbers indicate better performance. 


cardioid: A heart-shaped polar re- 
sponse of a microphone, with strong 
rejection signals arriving from the 
rear. 


cartridge, or phono cartridge: A small 
component mounted on the end ofthe 
tonearm in a turntable; it holds the 
stylus, which vibrates in the record 
groove. The cartridge converts the 
vibrations into a changing electrical 
current, or audio signal. 


cassette: A kind of magnetic-tape 
cartridge containing two reels. 


cassette deck: An analog component 
that uses standard-size audio cassettes 
for recording and playback; also 
known as tape deck. Audio signals are 
recorded onto, or played back from, 
the magnetic tape contained in the 
cassette; see heads. | 


CD (compact disc): A 4.8-inch plastic- 
coated, metalized disc that stores up 
to 75 minutes of digitally recorded 
music. The non-recordable disc con- 
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tains microscopic pits that are read by 
an optical laser pickup in a compact 
disc player. Each microscopic pit con- 
tains digitally encoded audio informa- 
tion. 


CD (compact disc) player: A digital 
audio component based on the PCM 
recording system that plays back com- 
pact discs. Unlike turntables, which 
play back conventional vinyl records, 
a CD player has no sty/us and there- 
fore makes no contact with the disc. 
Rather, a laser mechanism optically 
reads information contained on the 
CD: 


CD video (CDV): A compact disc that 
combines up to twenty minutes of 
digital audio with approximately five 
minutes of video. CDV’s are gold- 
colored to distinguish them from sil- 
ver-colored, audio-only CD’s. 


channel: A distinct path for an audio 
signal. Stereo signals consist of two 
channels, left and right, which are sent 
to left and right speakers (or head- 
phones), respectively (see separation). 
A surround-sound system adds one or 
more additional channels, usually for 
the rear. Mono (or monophonic) sig- 
nals have only one channel. 


closed-loop: A drive system used in 
tape decks in which the tape is pulled 
by dual capstans, one on either side of 
the heads, so the part of the tape being 
played or recorded is held taut and 
fully isolated from the hubs. 


compliance: A measurement of how 
easily the stylus of a phono cartridge 
can be moved by the grooves of a 
record. A high-compliance cartridge 
has a more flexible stylus than a low- 
compliance cartridge. 


crossover, or crossover network: A 
circuit that divides lower-frequency 
sounds from higher-frequency 
sounds. Crossovers are used in speak- 
ers that have more than one driver. In 
a two-way speaker system, for in- 
stance, the crossover sends the low 
frequencies to the woofer and the high 
frequencies to the tweeter. Crossovers 
are also available as separate compo- 
nents for use in more elaborate sys- 
tems. 


crossover frequency or crossover 
point: In a crossover network, the 
frequency at which audio signals are 
divided so they can be routed to the 
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appropriate driver (low frequencies to 
a woofer and high frequencies to a 
tweeter, for example). 


damping: The application of mechani- 
cal resistance, such as a rubber or 
silicone material, to the cantilever 
pivot to reduce the amplitude of a 
resonance. 


DAT (digital audio tape): A cassette 
that is about half the size of a standard 
audio cassette. The cassette shell 
houses a reel of magnetic tape that 
contains digitally encoded audio in- 
formation. 


DAT (digital audio tape) deck: A 
digital recording/playback compo- 
nent that is based on the PCM record- 
ing system. Digitally encoded audio 
information is recorded onto, and 
retrieved from, magnetic tape. DAT 
recorders use a transport mechanism 
similar to ones found in analog cas- 
sette decks. 


dB (decibel): The common unit used 
to measure the volume of sound or an 
electrical signal that represents sound 
(also called loudness or amplitude). 
The decibel is a logarithmic ratio of 
two power levels. When sound-pres- 
sure level (SPL) is measured in deci- 
bels, for example, a whisper is about 
40 dB and a jet engine about 120 dB. 
The decibel scale is logarithmic, 
meaning that an increase of 10 dB 
represents a tenfold increase in power: 
it takes ten times as much energy to 
produce an SPL of 80 dB as one of 70 
dB, even though 80 dB is subjectively 
only twice as loud as 70 dB. Doubling 
the power raises the SPL by about 3 dB; 
cutting the power in half reduces the 
volume about 3 dB. Doubling or 
halving the volume requires a change 
in SPL of about 10 dB. 


dBf: One decibel referred to a standard 
power level of one femtowatt (one 
quadrillionth of a watt). 


dbx: Ordinarily, a noise-reduction sys- 
tem—more precisely known as dbx 
II—developed by the dbx company 
and used in some cassette decks. This 
system reduces the dynamic range of 
the audio signal during recording, 
making the soft parts of the music 
louder and the loud parts softer. 
During playback, the processing is 
reversed, restoring the original dy- 
namic range and reducing the noise 
added by the tape. The dbx I system is 


used in professional studio tape re- 
corders. Another type of dbx noise 
reduction is used in the MTS stereo- 
TV broadcasting system. 


DC (direct current): Electricity that 
flows in one direction only; see AC 
(alternating current). 


de-emphasis: A form of equalization 
used in FM tuners that is complemen- 
tary to a pre-emphasis used in trans- 
mission. The purpose is to improve 
the overall S/N ratio (signal-to-noise), 
while maintaining a uniform frequen- 
cy response. Some compact discs also 
are processed with a frequency pre- 
emphasis; these discs automatically 
engage de-emphasis circuits in the 
player. 


defeat: To bypass a signal-processing 
feature, removing it entirely from the 
circuit. Tone controls are sometimes 
accompanied by a tone-defeat switch, 
which enables the user to eliminate 
their effects without changing their 
settings, allowing easy comparisons of 
the sound with and without tone- 
control modifications. 


digital: A digit isa number, and digital 
components use numbers in some 
way. A digital tuner, for example, may 
only use numbers on its front-panel 
display, or it may use digital-synthesis 
tuning circuits for improved recep- 
tion. Compact discs contain a pattern 
representing a series of binary num- 
bers (strings of ones and zeros); a CD 
player converts these numbers into a 
continuously changing current that 
represents the sound of the master 
recording. Digital audio tape (DAT) 
recorders turn analog input signals 
into binary numbers and record these 
on tape; for playback, the numbers are 
read from the tape and converted into 
an analog signal. 


dipole: A type of speaker that radiates 
as much sound from its rear as from 
its front. 


dipole antenna: A type of antenna that 
receives radio broadcasts from two 
directions. A T-shaped, folded dipole 
antenna is often supplied when you 
buy a tuner or receiver. 


direct-drive: A method of rotating a 
turntable platter by using the motor 
shaft as the platter spindle. 


dispersion: The spread of a speaker's 


high-frequency output, measured in 
degrees. 


distortion: An unwanted alteration in 
an audio signal; also see THD (total 
harmonic distortion), noise, and IM 
(intermodulation). 


dither: Very low-level noise added to a 
signal being digitized to reduce the 
high-order distortion caused by quan- 
tizing very low-level audio signals. 
See guantization. 


Dolby B and Dolby C: Noise-reduction 
(NR) systems designed and licensed by 
Dolby Laboratories for use in con- 
sumer tape recorders. They work by 
making the high sounds softer during 
recording and louder during playback. 
Dolby C is more effective than Dolby 
B, but Dolby B is more common. 


Dolby HX Pro: A special circuit for 
tape recorders—the HX stands for 
headroom extension—that lowers the 
amount of bias added during record- 
ing when the signal being recorded 
already has a lot of high frequencies. 
This allows high frequencies to be 
recorded at higher levels with less 
distortion. 


Dolby Surround: A system developed 
for movie theaters, now available in 
add-on home components and in 
some audio/video receivers, that adds 
two more audio channels (center- 
front and rear) to the ordinary right 
and left stereo channels. To derive the 
extra channels, a Dolby Surround 
decoder adds the left- and right-chan- 
nel signals together for the center- 
front channel and subtracts them 
from each other for the rear channel, 
usually sent to two rear speakers. 


driver: Any individual speaker within 
a system, such as a woofer or tweeter. 


dubbing: The process of making a 
recording of another recording. A 
dubbing cassette deck can record from 
one tape in one transport to another in 
a second transport. Dubbing can be 
done with two single-transport decks 
or one dual-transport deck. 


dynamic range: The difference, in 
decibels (dB), between the softest and 
the loudest possible sounds that a 
component can produce. Higher rat- 
ings are better because they indicate 
that the component can more accu- 
rately reproduce the full dynamics of 


recorded music that is played through 
it. 


effective mass: A measurement of how 
a tonearm resists motion. Tonearms 
must move freely to follow the groove 
of a record, and lighter tonearms 
usually perform this task better than 
heavy ones. 


efficiency: The percentage of the elec- 
trical input power to a speaker that is 
converted to acoustic energy. Usually 
specified for speakers, an efficiency 
measurement can be helpful when 
matching an amplifier to a particular 
speaker. Speaker efficiency can range 
from a fraction of 1 percent to as 
much as 10 percent or more. Note that 
efficiency indicates nothing about 
sound quality, only quantity of acous- 
tic energy for a given input power. A 
more common way of expressing 
speaker efficiency is sensitivity. 


electrostatic: Speakers and head- 
phones that use a method of produc- 
ing sound by moving a flat diaphragm 
suspended in a high-voltage electrical 
field. 


elliptical stylus: A sty/us whose cross 
section, as seen from above, is an 
ellipse placed across the record 
groove. This type of stylus traces the 
finer high-frequency modulations of a 
record groove more accurately than a 
spherical stylus. 


EQ (equalization): The process of 
changing the relative volume levels of 
different segments of the audio fre- 
quency spectrum to compensate for 
losses or distortion at some stage of 
recording or reproduction. For in- 
stance, the output from speakers can 
be equalized to compensate for room 
acoustics. Phono signals require a 
specific type of playback equalization 
because of the equalization built into 
the process of cutting a record. 


equalizer: A component, or part of a 
component, that is used to equalize 
(see EQ) an audio signal received from 
a source component by dividing the 
signal into various separately adjust- 
able bands. The most common type is 
the graphic equalizer, which derives 
its name from the way its sliding 
controls make a rough graph of the 
selected frequency changes on its front 
panel. 


expander: A device used to restore 


natural dynamic range. This is 
achieved by counteracting the com- 
pression of dynamic range that occurs 
when recordings are made and when a 
signal is broadcast. 


filter: A circuit that removes or atten- 
uates a specific part of an audio signal. 
A subsonic (or infrasonic) filter re- 
moves low frequencies. Some cassette 
decks have MPX filters to remove the 
19,000-Hz stereo pilot tone from FM 
broadcasts. Tone controls and equaliz- 
ers are adjustable filters. 


flutter: A wavering sound caused by 
abrupt changes in the speed ofelectro- 
mechanical components such as turn- 
tables and cassette decks. Expressed as 
a percentage of variation from the 
correct speed, flutter measurements 
are usually combined with wow mea- 
surements in a single wow-and-flutter 
(W&F) specification. Lower figures are 
better. | 


FM (frequency modulation): A type of 
radio broadcasting that carries audio 
information by changing the frequen- 
cy of the broadcast signal. An FM 
station with a center frequency of 88.1 
MHZ will actually broadcast a signal 
that changes from slightly less than 
88.1 MHz to slightly more according 
to the waveform being broadcast. 


frequency: How often something vi- 
brates or changes. Sounds are vibra- 
tions and can be represented by elec- 
trical signals that change at different 
rates; a low-pitched sound is repre- 
sented by a slowly changing current, 
while a high-pitched sound is repre- 
sented by a quickly changing current. 
Frequency is measured in cycles per 
second, or hertz (abbreviated Hz). 
Most people can hear notes as low as 
about 20 Hz and as high as 15,000 or 
20,000 Hz. In radio, frequency refers 
to the wavelength of the carrier signal 
ofthe station, such as 88.1 MHz for an 
FM station or 1,010 kHz for an AM 
station. 


frequency balance: The relative vol- 
ume of different segments ofthe audio 
frequency range, from low bass to high 
treble. 


frequency response: This important 
specification indicates how evenly a 
component reproduces different fre- 
quencies. A typical spec might be 20 to 
20,000 Hz + 3 dB, which means that 
the component will reproduce sounds 
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as low as 20 Hz and as high as 20,000 
Hz, and all those in between, not more 
than 3 dB too loud or too soft. If a 
frequency-response specification does 
not include a tolerance (the plus-or- 
minus decibel figure), it is essentially 
meaningless. 


graphic equalizer: see equalizer. 
head amp: see MC (moving-coil). 


heads: The parts of a tape deck that 
impose a magnetic pattern on a tape 
(for recording) or detect one that is 
already there (playback). Most audio 
decks also have another head for 
erasing tapes, or randomizing the 
magnetic pattern on the tape so that a 
new one can be recorded. The heads of 
analog recorders are stationary, but 
those of digital audio tape (DAT) 
recorders rotate like the helical heads 
in VCR’s. 


HX Pro: see Dolby HX Pro. 


Hz (hertz): The standard unit of 
frequency, named after the German 
physicist Heinrich Hertz. Measure- 
ments in hertz represent cycles per 
second, that is, changes away from a 
basic state and back again. In audio, 
the basic state is defined either as 
ordinary air pressure (without sound) 
or its electrical equivalent (a zero- 
level signal). 


IF (intermediate frequency) rejection: 
The ability of a superheterodyne AM 
or FM tuners IF circuits to reject 
external interference at the intermedi- 
ate frequency. 


image rejection: The ability of a tuner 
to ignore signals removed from the 
desired frequency by twice the inter- 
mediate frequency (10.7 MHz in 
home FM receivers, 455 kHz in home 
AM receivers.) 


IM (intermodulation) distortion: 
When a two-tone test signal is used, 
distortion components appear at fre- 
quencies that are sums and differences 
of multiples of the input frequencies. 
Their magnitude is expressed as IM 
distortion, which is more distressing 
to the ear than THD (total harmonic 
distortion). As with all types of distor- 
tion, lower figures are better. 


impedance (imp): Measurement, in 
ohms, of the total opposition (resis- 
tance and reactance) that a compo- 
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nent has to electrical power; usually 
found in discussions of speakers. 


infinite-baffle: A type of speaker 
where the back wave produced by the 
driver 1s prevented from interfering 
with the front wave, usually by plac- 
ing the driver in a sealed enclosure. 
See acoustic-suspension. 


infrared: A part ofthe electromagnetic 
spectrum that is invisible to the hu- 
man eye. Infrared frequencies are used 
by wireless remote controls to send 
signals to the components they con- 
trol. 


integrated amplifier: A component 
that performs the functions of both a 
preamplifier and a power amplifier. 


isolation: The separation between a 
structure and everything surrounding 
it; usually in reference to turntable 
tonearms and platters. 


kHz (kilohertz): 1,000 Hz. 


LaserDisc: Pioneer's trademark for a 
laser-read videodisc system. (Other 
videodisc formats are no longer avail- 
able in the U.S.) LaserDisc players are 
similar to CD (compact disc) players, 
therefore combination units that play 
both kinds of discs as well as the new 
CD videos are available. 


LCD (liquid-crystal display): A type of 
electronic readout that does not gener- 
ate its own light and, therefore, uses 
very little power. 


LED (light-emitting diode): An elec- 
tronic readout that produces its own 
light. 


linear-tracking tonearm: A type of 
tonearm that moves in a straight line 
across the radius of a record; see 
pivoted tonearm. 


logic: In cassette decks, the ability to 
switch from one transport function, 
such as fast forward, to another, such 
as rewind, without first pressing the 
stop button; doing this in decks with- 
out logic controls can damage the 
tape. In a surround-sound system, 
logic circuits are used to process 
encoded signals. 


loudness compensation: A form of 
equalization that progressively em- 
phasizes low frequencies (and some- 
times high frequencies) as volume is 


reduced. Loudness-compensation cir- 
cuits, which appear in some preampli- 
fiers and receivers, compensate for the 
human ear's loss of sensitivity as the 
sound level decreases. 


magnetic cartridge: A phono cartridge 
that generates an audio signal from 
the relative motions of a magnetic 
field and a coil or coils. The output is 
proportionate to the: velocity of the 
stylus motion. See MC (moving coil) 
and MM (moving magnet). 


matrix: Circuits in surround-sound 
processors that can synthesize a rear 
channel for ambience even if the 
original recording consists only of left 
and right stereo channels. 


MC (moving-coil); A type of phono 
cartridge in which the magnets are 
stationary and the coils where the 
signal is generated move in response 
to the motions of the stylus in the 
record groove. Some MC cartridges 
produce very little current, and their 
output must be amplified to standard 
levels by a “head amp” or pre-pream- 
plifier before further processing by a 
phono-preamplifier section. 


MHz (megahertz): One million Hz. 


microphone: An electroacoustic pick- 
up device that converts acoustical 
energy—such as live music or a voice 
—into an electrical signal that is 
essentially equivalent in shape and 
amplitude to the acoustical input. 


midbass: The segment of the audio 
frequency spectrum covering sounds 
produced in the upper bass and lower 
midrange region; special midbass 
drivers can be used to reproduce these 
frequencies. 


midrange: The segment of the audio 
frequency spectrum between the bass 
and treble frequencies. The midrange 
includes most voices and the funda- 
mental tones produced by most musi- 
cal instruments. Midrange drivers re- 
produce sounds in this frequency 
range. 


MM (moving magnet): The most com- 
mon type of phonograph cartridge. A 
moving-magnet cartridge has magnets 
attached to the interior end of its 
cantilever. The stylus motion causes 
these magnets to move near coils of 
wire, generating an electric current 
representing the audio signal. 


mono (or monophonic): An audio Sig- 
nal in which all the information is 
combined in one channel; also, a 
component that handles only one 
channel, such as a mono amplifier 
(used in pairs for stereo programs). 


MPX (multiplex): A method of com- 
bining two or more signals into one. 
Some tape decks have an MPX filter 
that removes the 19,000 Hz pilot tone 
from stereo FM broadcasts. 


MTS (multichannel television sound): 
The system devised by Zenith and 
dbx for stereo TV broadcasting in the 
United States. An MTS decoder, which 
may be built into an audio or video 
component, receives stereo broad- 
casts and produces stereo signals from 
them. See SAP. 


multipath: A condition that occurs 
when a broadcast radio signal reaches 
the antenna over two or more paths of 
different lengths. The result is inter- 
ference that causes distortion and a 
loss of stereo channel separation. 


mV (millivolt): One thousandth of a 
volt. 


us (microsecond): One millionth of a 
second. 


uV (microvolt): One millionth of a 
volt. 


noise: An unwanted part of a pro- 
cessed signal that is not related to the 
original signal. Audio noise usually 
sounds like hiss. 


NR (noise reduction): A system de- 
signed to reduce the noise added to an 
audio signal during recording. See dbx 
and Dolby. 


ohm: The basic unit of impedance. 


output level: A measure of how strong 
a signal produced by a component is, 
usually in relation to the strength of 
the signal put into it. 


oversampling: A digital filtering tech- 
nique used in some compact disc 
players. The 44.1-kHz signal from the 
CD is sampled at some multiple of 
that frequency (usually two or four 
times), which raises the frequencies of 
any spurious signals created by the 
digital recording process well above 
the audio range. The spurious signals 
are then removed by an analog filter 


with a gentle slope, which is said to 
cause fewer phase irregularities than 
the sharp-cutoff filter required when 
oversampling isn't used. 


passive radiator: An  unpowered 
speaker assembly that is placed in the 
port of a vented enclosure system to 
produce a more uniform sound wave. 
Also called a “drone cone" or “slave 
cone." 


PCM (pulse-code modulation): A sys- 
tem of recording that encodes an 
audio signal in a series of binary 
numbers (ones and zeros). Compact 
disc players, digital audio tape (DAT) 
decks, and digital signal processors all 
use PCM encoding. 


peak indicator: Usually a flashing LED 
on a tape recorder that indicates when 
transient signal levels have exceeded 
the recorder's ability to handle them 
without distortion; a supplement to 
recording-level meters. 


peak-reading meter: A recording-level 
meter that rises rapidly and declines at 
a moderate speed so the user can judge 
the levels of transient peak wave- 
forms. 


phono: Abbreviation for “phono- 
graph"; used to refer to the low-level 
signals produced by a phono cartridge 
and to the phono input where a 
turntable is connected to a preamplifi- 
er, integrated amplifier, or receiver. 
Phono inputs use RCA connectors, 
sometimes called phono plugs. 


piezoelectric (cartridge): A phono car- 
tridge with a ceramic, crystal, or 
electret generating element that pro- 
duces electricity when bent, twisted, 
or stressed. The cartridge’s output, 
which can be fairly high, is propor- 
tionate to the amplitude of the stylus 
motion, rather than stylus velocity. 
See magnetic cartridge. 


piezoelectric speaker: A speaker prin- 
ciple used in some tweeters that em- 
ploys a ceramic element which ex- 
pands or bends when fed a signal 
voltage. This deflection generates 
sound. 


pivoted tonearm: The most common 
type of tonearm, it swivels on a fixed 
point so that the cartridge it holds can 
track the record groove from edge to 
center along a shallow arc. See /inear- 
tracking tonearm. 


PLL (phase-locked loop): A type of 
tuner circuit that improves reception 
of radio broadcasts by locking the 
received frequency to a synthesized 
reference frequency, which is usually 
generated by a quartz crystal. 


P-mount: A standardized type of pho- 
no cartridge that plugs into a specific 
kind of tonearm; it requires no adjust- 
ment or calibration. 


port: An opening in a bass-reflex 
speaker system that allows the sound 
wave from the back of a driver to 
reinforce the sound wave from the 
front. 


power amplifier: A component that 
takes the audio signal from a pream- 
plifier and makes it strong enough to 
drive speakers. 


preamplifier: A component that 
switches and processes audio signals 
from source components. Typically, 
preamplifiers amplify only the low- 
level phono signals from turntables 
(more precisely, from phono car- 
tridges), raising them to the same level 
as signals from other source compo- 
nents (called “line level") and apply- 
ing the necessary RIAA equalization. 


preset: On a tuner or receiver, a 
memory position where the frequency 
of a selected radio station can be 
entered for instant recall. 


programming: Giving a component 
instructions to carry out at a later 
time. For instance, many compact 
disc players can be programmed to 
play selected tracks in any order. 


quantization: In a digital audio signal, 
the number of possible values avail- 
able to represent various levels of 
amplitude. In a CD (compact disc) 
system, the resolution of the quantiza- 
tion is 16 bits, which means that each 
sample can have any value between 
zero and 65,535. Higher figures are 
better because they allow for more 
accuracy. See sampling frequency. 


quartz-synthesis: See PLL. 


random access: The ability to go 
directly to the beginning of a song, 
track, or program without having to 
scan the intervening material; the 
process is usually initiated using num- 
bered buttons on a component’s front 
panel or remote control. 
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RCA connector: The most common 
kind of connector for home audio 
systems, using small, one-pin phono 
plugs. The cables usually come in 
pairs, with the right channel marked 
in red and the left channel in black, 
gray, or white. 


receiver: An audio component that 
performs three basic functions: re- 
ceiving radio broadcasts, switching 
and processing audio signals, and 
amplifying the selected signal so it can 
drive speakers. 


record: A 12-inch vinyl disc, also 
known as an LP or long-playing rec- 
ord, with intricate grooves that con- 
tain analog audio information. By 
vibrating in these grooves, the sty/us 
ofa phono cartridge converts mechan- 
ical information into a usable audio 
signal that can be amplified and sent 
to a pair of speakers. Seven-inch vinyl 
discs are called 45-rpm records, or 
singles. 


recording-level meter: An indicator on 
a tape recorder that displays the signal 
levels being recorded onto tape from 
moment to moment; used to set prop- 
er recording levels. 


RF (radio-frequency): The very high- 
frequency signals used to broadcast 
radio programs. 


RFI (radio-frequency interference): 
Noise created in audio systems by 
interference from strong, nearby radio 
broadcasts. 


RIAA: The Recording Industry Asso- 
ciation of America, which has set 
standards for the equalization used on 
phonograph records. Every record has 
reduced bass and boosted treble, and 
these characteristics must be compen- 
sated for on playback by the phono 
preamplifier. 


ribbon speaker: A form of high-fre- 
quency driver using a light ribbon 
suspended in a magnetic field that 
generates sound when current is 
passed through it. 


rms (root mean square): A common 
method of averaging power measure- 
ments. 


rpm: Revolutions per minute. 


rumble: A measurement of how much 
motor noise is transmitted through a 
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turntable to the cartridge. Lower fig- 
ures are better. 


sampling frequency (or rate): In digital 
audio, the number of times a signal is 
sampled each second. The standard 
sampling rate for the CD (compact 
disc) format is 44.1 kHz, which means 
each second of sound is encoded by 
44,100 numbers for each channel. 
Higher sampling rates are better be- 
cause they can record higher frequen- 
cies. 


SAP (separate audio program): A sepa- 
rate mono channel that is broadcast 
along with the two stereo channels in 
the MTS system for stereo TV. The SAP 
channel can be used for various pur- 
poses, such as providing an alterna- 
tive soundtrack in a language different 
from that used on the primary chan- 
nels. 


saturation: A condition that occurs 
when an audio tape becomes fully 
magnetized and an increase in signal 
input level does not produce a corre- 
sponding increase in recorded level. 
Saturation also can occur in the mag- 
netic structure of the tape heads. 


scan: A tuner feature used to move 
quickly from one broadcast station to 
another, stopping on each frequency 
for a few seconds so the user can 
sample it. On compact disc players, 
the scan feature is used to move 
around quickly within a track, much 
like fast forward on a tape deck. 


selectivity (sel): A specification that 
tells how well a tuner or receiver can 
differentiate between the selected 
broadcast channel and other stations 
using nearby frequencies. Adjacent- 
channel selectivity (adj-ch sel) meas- 
ures rejection of signals from stations 
broadcasting on either side of the 
selected station; alternate-channel se- 
lectivity (alt-ch sel) measures rejec- 
tion of signals from stations two 
channels away from the desired one. 
Higher numbers are better for both of 
these specifications. 


semiautomatic turntable: A kind that 
lifts the tonearm from the record 
automatically at the end of a side; the 
stylus must be set onto the record by 
hand, however. 


sensitivity (sens): A measurement of 
speaker efficiency that tells how much 


sound is produced | meter away from | 


the speaker with an input of 2.83 volts 
(1 watt into 8 ohms). Higher numbers 
are better. 


separation: The difference, measured 
in decibels (dB), between the left and 
right channels of an audio signal, 
indicating the amount of leakage be- 
tween channels in a component. 
Higher figures are better. 


servo control: A technique that forces 
the speed or position of a moving 
device into conformity with a desired 
speed or position. The speed of a 
servo-controlled turntable is estab- 
lished by a precision voltage or fre- 
quency standard to which it is com- 
pared. Automatic adjustments are 
made to minimize differences and 
ensure the correct rpm. 


signal: An electrical current that is 
modulated (changed) to represent in- 
formation. 


S/N (signal-to-noise ratio): Measured 
in decibels (dB), the difference in level 
between the loudest possible signal a 
component can produce and its resid- 
ual noise. Higher figures are better. 


source: The program signal that is 
being recorded or played back. Com- 
ponents provide program signals ei- 
ther by playing a recorded program 
(turntables, cassette decks, compact 
disc players, etc.) or receiving a broad- 
cast program (tuners and receivers). 


specification (spec): A numerical 
measurement of a component’s per- 
formance as provided by the manu- 
facturer. 


speaker (or loudspeaker): A compo- 
nent that accepts audio signals from a 
receiver or amplifier and converts 
them into sound waves. Also called a 
driver. 


spherical stylus: A sty/us whose shape 
is conical; typically used in cheaper 
cartridges. The | downward-facing 
point of the cone, which vibrates in 
the record groove, is rounded to a 
specified radius of curvature. See el- 
liptical. 


SPL (sound-pressure level): A 
measurement of acoustic energy, usu- 
ally encountered in the sensitivity 
rating of a speaker. See dB. 


stereo: The use of at least two separate 


channels (signal paths) to create the 
illusion that music is being produced 
in the space between, and even be- 
yond, a pair of speakers. 


stylus: The needle-shaped material, 
usually diamond, at the end of the 
cantilever of a phono cartridge; it 
vibrates in record grooves, providing 
the cartridge with the energy needed 
to produce audio signals. 


subwoofer: A separate speaker de- 
signed to reproduce only bass frequen- 
cies. Subwoofer systems sometimes 
contain an amplifier and a crossover 
network. 


supertweeter: A tweeter used to repro- 
duce only extremely high frequencies; 
usually found in four- or five-way 
speaker systems. 


surround sound: See Dolby Surround. 


tape monitor: A switch on a tape 
recorder that allows the user to listen 
to a tape as it is being recorded to 
insure proper recording; also may 
allow external signal processors to be 
used. 


THD (total harmonic distortion): The 
percentage of an audio signal that 
consists of harmonics, or multiples of 
the fundamental frequencies. These 
harmonics are introduced by an am- 
plifier or other component in its han- 
dling of the original signal. Lower 
figures are better. 


tonearm: The cylindrical rod on a 
turntable that supports the phono 
cartridge. See pivoted tonearm and 
linear-tracking tonearm. 


tracking: The ability of a compact disc 
player or phono cartridge to follow the 
pattern recorded on a CD or vinyl 
record. 


tracking error: In playing a record, the 
tonearm should hold the cartridge as 
perpendicular to the record’s surface 
as possible. Tracking error is ex- 
pressed as the number of degrees away 
from perpendicular. 


tracking force: The pressure ofa stylus 
on a record, measured in grams. 


transport: The parts of a tape deck 
that move the tape, including the 
motor(s) hubs, capstan(s) pinch- 
roller(s), and other mechanisms. In a 


compact disc player or turntable, the 
transport system rotates the CD or 
record. 


treble: The high part of the audio 
frequency range; see bass and mid- 
range. 


tuner: A component that receives 
radio signals from an antenna and 
allows the user to select a specific 
station. 


turntable: Also known as a phono- 
graph or record player, a turntable 
rotates vinyl records; see cartridge 
and stylus. 


tweeter: A driver in a speaker system 
that is designed to reproduce treble 
sounds (high frequencies). 


two-way, three-way: Refers to the 
number of frequency bands a speaker 
system's output is divided into. A two- 
way system typically has a woofer and 
a tweeter; a three-way system adds a 
midrange speaker to that configura- 


tion. Systems up to five-way have 
been marketed. 


volume: Usually expressed in decibels 
(dB), the strength of a sound wave or 
audio signal. 


W /ch (watts per channel): A specifica- 
tion that indicates how much power 
an amplifier or receiver will deliver to 
each of a pair of speakers. 


W&F (wow-and-flutter): A combined 
specification indicating the speed ac- 
curacy of mechanical components 
such as turntables and cassette decks. 
Lower figures are better. See wow and 
flutter. 


woofer: A driver in a speaker system 
designed to reproduce the low, or 
bass, part of the audio frequency 
spectrum. 


wow: A measurement of slow speed 
variations; usually combined with 
flutter, a measurement of fast speed 
variations. Lower figures are better. 


| 
| WH 


AC—alternating current 
A/D—analog to digital 
AFC—automatic frequency 
control 
alt-ch—alternate channel 
amp—amplifier 
CD—compact disc 
CIRC—cross interleave Reed- 
Solomon code 
CrO»—chromium dioxide 
D/A—digital to analog 
DAT —digital audio tape 
dB—decibel 
dBf—decibel femtowatt 
DC—direct current 
EE—extra efficiency 
EFM —eight-to-fourteen mod- 
ulation 
EIA —Electronic Industries 
Association 
EIAJ—Electronic Industries 
Association of Japan 
EQ—equalization 
F—farad 
FeCr—ferrichrome 
FET—field-effect transistor 
FR—frequency response 
g—gram(s) 
HD—harmonic distortion 
HX—headroom extension 
Hz—heriz (cycles per second) 
IC— integrated circuit 
IEC—International Electro- 
technical Commission 
IEEE —Institute of Electrical 





Electronic Engineers 
IF—intermediate frequency 
IHF—Institute of High 

Fidelity 
IM—intermodulation (distor- 

tion) 
imp—impedance 
IPS—inches per second 
k—one thousand 
kHz—kilohertz (one thousand 

cycles per second) 
LCD—liquid-crystal display 
LED—light-emitting diode 
L/R—left/right 
LSI—large-scale integrated 

(circuit) 
m—meter (as in SPL/W/m) 
m—milli (one thousandth, as 

in msec) 

Mb/sec—megabits per second 

MC—moving coil 

MM —moving magnet 

MNOS-—metallic nitrogen- 
oxide semiconductor 

MOL—maximum output 
level 

MOSFET- —metal-oxide semi- 
conductor field-effect 
transistor 

mm—millimeter 

ms—millisecond 

mV—millivolt 

mW —milliwatt 

MPX—multiplex 

u—micro (one millionth) 
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MSB—most significant bit 

NAB—National Association 
of Broadcasters 

nWb—nano Weber 

NR—noise reduction 

PCM—pulse-code modula- 
tion 

pF—picofarads 

PLL—phase-locked loop 

P-P—peak-to-peak, push pull 

RF—radio frequency 

RIAA—Recording Industry 
Association of America 

rms—root mean square 

RPM —revolutions per minute 

sel—selectivity 

sens—sensitivity 

sep—separation 

SMPTE—Society of Motion 
Picture and Television Engi- 
neers 

S/N—signal-to-noise ratio 

SPL—sound-pressure level 

THD—total harmonic distor- 
tion 

TIM—transient intermodula- 
tion 

V—volt(s) 

VU—volume unit 

W—watt(s) 

W&F—wow and flutter 

Wb—Weber 

wrms—weighted root mean 
square 

wtd—weighted 
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TECHNICS SBL-35 
Powerful 
Loudspeaker System 
* Linear Phase 2-Way 
System * Large Diam. 10" 
Woofer * Anti-resonance 
cabinet « Attractive 
Woodgrain Finish 
List: $80.00 ea. 


sate: $44.00 ea. 


E.P.I. CD55 

3-Way Speaker 
System 

* 12" Bass Driver « Wide 

Frequency Response 

+ Constant Dispersion 

Design * Specially De- 

signed High Efficiency 

Cabinet 

List: $250.00 ea. 


sae: $99.00 ea. 


TECHNICS SBK14 
3-Way Speaker 
System 
* 12" Woofer * Horn Super 
Tweeter * High Heat Resis- 
tance * Efficiency Bass 
Reflex Design * Heavy 

Duty Anti-Resonance 
Cabinet. 
List: $140.00 ea. 


sate: $79.00 ea. 


E.P.I. T/E 40011 
2-Way Loudspeaker 
System 

* Smoother High Freq. 
Response * Wide Disper- 
sion * Oak Veneer Finish 
List: $129.95 


sate: $75.00 ea. 


PORTABLES 


TOSHIBA RT4048 
AM/FM Stereo Radio 
Cassete Player 

* Dolby B NR * Auto 
Reverse « 3 Band EQ 

* Built-In Stereo Tuner 

* Auto Shut-Off * Light- 
weight headphones & 
Belt Clip Included 

List: $89.95 


sate: $55.00 






Gm S OE KW» ae QUE) 


-C 


















— = 


Qi»: 
Gm. 





A 






< 





— 


Cup Gu e 


— 


Y 
Á 


— 


=< 


=< 


ED dee Bp Gm» 2p as. 





— 


Y 
A 


cD CB que cae cu 
tect) 


ED GE: 
Gu» due 


emm 









SONY WMF-100lI 
Sony Super Walkman 
* AMFM Stereo Cassette 
Player © X-tra Small Size 
* Auto Reverse * Quick 
T "Charger * Dolby B NR 
Zh) List: $199.95 


77 sate: $429.95 


SONY D-15 
Discman Portable 
CD Player 

* Ultra Small & LightWt. 
* 24 Track Random Music- 
Sensor * 4-Repeat Modes 
* Unilinear Converter 
wiDigital Filter 


CALL FOR PRICE 
AUTO 
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SONY ESS-93 
6" x 9" 3-Way Car Speakers 
* Hi-Power * Oval Shape * 80 Watts Max. 


et Power Handling. 
List: $409.95 Pair SALE: $66.00 pair 





SHERWOOD CRD350 

Car Stereo with Cassette Deck 
* AM Stereo/FM Stereo Receiver » Full Logic 
Controlled « Dolby B/C NR * Auto Re- 
verse * Built-In Amp. w/Balance & Fader 
e Local/Dist. Switch * Preset Scan * Clock 
* Security Cover 


@e@ 4.5955 sare: $182.00 









CASSETTE DECKS 


TEAC V-285CHX 
Stereo Cassette Deck 
* Dolby B C & HX PRONR * Bias Fine Tuning 
* Full Auto Stop Mech. * Metal Tape Com- 
patible « 3-Pos. Tape Select. * 3-Digit Tape 
Counter 


List: 149.95 SALE: $99.95 





TEAC R435X 
Auto Reverse Cassette Deck 
* Bi-Directional record and playback 
* Dolby B, C & dbx Noise Reduction 
* 3-position tape selector * Output 
level controls 


List: $265.00 sate: $149.95 


L 





TECHNICS RST-55R 
Double Quick Reverse 
Cassette Deck 
* Auto Reverse on Both Tape Drives * 24 Hr 
Contin. Playback e Hi-Spd. Editing « Synchro 

Start, Stop & Mute * dbx, Dolby B & C 


CALL FOR PRICE 





TEAC W990RX 

Auto Reverse Double Cassette Deck 
* Continuous Recording/Playback 
* 3-Motor IC Logic * Wireless Remote Con- 
trol « Sync Reverse * 2-Speed Dubbing 
* Reverse Editing * Dolby B, C dbx NR 


CALL FOR PRICE 


HEADPHONES 

















AUDIO TAPE 


(f. = SAVE MONEY, TIME AND FREIGHT ON FAMOUS BRAND STEREO EQUIPMENT £i 
wa 


e» 
aro aude (800) 621-8042 / (312) 664-0020 


12 E. DELAWARE PLACE - CHICAGO, IL 60611 


RECEIVERS 


TECHNICS SA-918 
Quartz Synthesizer 
AMIFM Stereo Receiver 
* 70 Watts (35x2) * 144 Memory Presets « Tape 
Mon. Switch * Bass & Treble Controls 
* Quartz Clock * Low Distortion 


List:$240.00 sate: $427.00 





TECHNICS SAR-310 
Quartz Synthesizer AM/FM 
Remote Stereo Receiver 
* 5-Band Eq. & Spectrum Analyzer * 24 
Memory Presets * 40 Key Wireless Remote 
e 410 Watts (55x2) 


List: $460.00 SALE: $249.95 





AKAI AAV-405 
Surround Sound Receiver 
* Remote Controlled *« 200 Watts (100x2) 
* 7-Band EQ * Video Inputs * 16 Presets 


List: $599.95 sate: $389.00 


ee 


mE ny ee 
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JVC RX-999 
Remote Controlled Receiver 
* 200 Watts (100x2) * Digital Dolby Surround 
Sound * 3 Video Inputs * Programm. 7 
band EQ * Dig. Synth. Tuner * 80 presets 
* Preset Scan 


CALL FOR PRICE 
CARTRIDGES 

















KOSS PRO 4X Im SURE V45-IVMR 
Lightweight Design * Pros Ulira Quiet Hi-bias tape * Micro Ridge Standard Mount 
Choice * Digital Ready 40 for $16 50 * Ultra Accurate Tracking 
List: $90.00 SALE: $49.95 : indiens 

SONY UX-PRO 90] uist: 5110.00 sate: $69.95 








SENNHEISER 
HD414SL 


High bias, perfect for live 
or digital recordings. 













AT 122LP 
Dual Magnet * Plug-In 




















Open Air * Innovative Design 10 tor $24.89 Connector * Linear Contact 
* Sound Isolating* Diamond Stylus* 
List: $89.95 SALE: $49.95 MARELE VESTES List: $125.00 SALE: $49.95 
andard Hi-Bias cas 
SHURE V45MR 

ace MOR ODS 10 tor $46.95 Ultra Accurate Aes 

jusiabie * Open Alr * Dynamic Stabalizer * Side- 
* Digital Ready ANAT MA0 guard Protection 
List: $449.95 SALE: $79.00 er e] List:$275.00 SALE: $429.95 

10 tor $29.95 









Hinor aucto 


12 E. Delaware PI., Chicago 60611 


16 YEARS OF MEETING THE NATION’S STEREO NEEDS WITH 
THE ABSOLUTE BEST PRICES ON TOP NAME NATIONAL BRANDS 
Call Mon. thru Sat. 10 to 5 (312) 664-0020 : 4 (800) 621-8042 


eo 


Prices in this ad are for mail-order only. 
Freight charges not included in prices. All 
merchandise shipped brand new, factory 
fresh with full warranty. Not responsible for 
typographical errors. 


NOTE: This is just a partial listing of our extensive 
inventory, please call for quotes on additional items 
or to request a free price list. 
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SHARP DX-650 
Compact Disc Player 


* 3-Beam Laser Pick-up Ħ Programmable 
Memory * Cue/Review 


Lis: $249.95 SALE: $449.95 


- 
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TECHNICS SLP-420 a 
Remote Controlled CD Player Ü 


* High Resolution Digital Filter e Double ; 
Oversampling * High Speed Transport & | 
Repeat « Programmable | 


List: $475.00 SALE: $249.95 





SONY CDP-24 
Compact CD Player 
* Unilinear Convertor w/Digital Filter « Env. 
Diff. Detection Sys. © 16-Track Random Music 
Sensor * Auto Music Sensor * 4 Repeat 
Modes wiShuffle Play 


List: $250.00 SALE: $149.95 


I 





TECHNICS SLP400C 
Multi-Disc CD Changer 

* Programmable 6-Disc Changer/Player 

e Remote Control « 36Step Random Access 

Program * Quadruple Oversampling 

Digital Filter « High Resolution Laser 

Pick-Up 

CALL FOR PRICE 


< 


D GP Gf uy dp Gk ae 
Ss QUE SD Gp Ge = 





C2 =a 


— 





JVC XLM600 
CD Multi Changer 
* 6-Disc Capability « Remote Control 
* Random Access Program. up to 32 steps 
from 7 discs « Repeat « Memory back-up 
* 3Beam Laser Pick-up and digital filter 


CALL FOR PRICE B 
TURNTABLES 

TECHNICS SLBD22 
S 


« 





a 


D d 
Ee ED 


Belt Drive Semi- 
Automatic Turntable f- zm 
* T4P Cartridge Connect. fiá = 
Sys. * Highly Sens Gimbal 
Suspension Tonearm 





` | 


* Anti-Vibr. Construction pom 
e Pitch Control * Illum. 


Stroboscope 


CALL FOR PRICE 


TECHNICS SLDD33 
Phase Locked Direct 
Drive Automatic 
Turntable 
* Highly Sensitive Gimbal 
Sus Tonearm * T4P Mount. 
Cart. Connector System 

* Front Panel Oper. 


CALL FOR PRICE 


DUAL C 3505-2 
Belt Driven 
Semi-Automatic 
Turntable 

* Ultra Low Mass Tonearm 

* Interchangeable 1/2" 

Mount Pick-Up Head 

* Fine Speed Adjustment 

* Anti-Resonance Mat * Two Scale Anti- 

Skate Device * Floating Chassis 


List: $299.00 SALE: $499.95 
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Accuphase (see Madrigal) 


Ace Audio 

532 Sth St. 

East Northport, NY 11731 
516-757-8990 


Acoustic Interface 

P.O. Box 6632 

Santa Barbara, CA 93160 
805-964-0247 


Acoustic Research 

330 Turnpike St. 
Canton, MA 02021-2703 
617-821-2300 


Acoustic Sciences 
P.O. Box 1189 
Eugene, OR 97440 
800-272-8823 


ADC 

851 Traeger Ave. 

San Bruno, CA 94066 
415-266-8500 


Adcom 

11 Elkins Rd. 

East Brunswick, NJ 08816 
201-390-1130 


a/d/s 

One Progress Way 
Wilmington, MA 01887 
617-729-1140 


Advent 

4138 North United Parkway 
Schiller Park, IL 60176 
800-323-1566 


Aiwa 

35 Oxford Dr. 
Moonachie, NJ 07074 
201-440-5220 


Akai 

225 Old New Brunswick Rd. 
Piscataway, NJ 08854 
201-562-8500 


AKG Acoustics 

77 Selleck St. 
Stamford, CT 06902 
203-348-2121 


Alaron 

185 Park St. 
P.O. Box 550 
Troy, MI 48099 
313-585-8400 


Allison Acoustics 
7 Tech Circle 
Natick, MA 01760 
617-237-2670 


Allsop 

4201 N. Meridian 
Bellingham, WA 98225 
206-734-9090 


Alphasonik 

701 Heinz Ave. 
Berkeley, CA 94710 
415-548-4013 


Altec Lansing 
Milford, PA 18337 
717-296-4434 


Ambria (see Parasound) 


Analog Excellence 

12021 Wilshire Blvd., No. 131 
W. Los Angeles, CA 90025 
213-453-6303 


Analogic Design Group 

Box 6227, 1241 Montlieu Ave. 
High Point, NC 27262 
919-884-7394 


Andante (see Sumiko) 


Angstrom Associates 
210 8th St. 

Lewiston, NY 14092 
800-387-8193 


Aphex Systems 

13340 Saticoy St. 

North Hollywood, CA 91605 
818-765-2212 


Apogee Acoustics 

35 York Industrial Park 
Randolph, MA 02368 
617-963-0124 


Arcam by A&R Corporation 
RR #2 Box 478 

Highland Lakes, NJ 07422 
201-764-8958 


Astatic 
Conneaut, OH 44030-0120 
216-593-1111 


ATC Loudspeaker Technology 
231 Elmwood Dr. 

Rochester, NY 14616 
716-865-9938 


Audio By Van Alstine 
2202 River Hills Dr. 
Burnsville, MN 55337 
612-890-3517 


Audio Control 

22313 70th Ave. W. 
Mountlake Terrace, WA 98043 
206-775-8461 


Audio Design Associates 
610 Mamaroneck Ave. 
White Plains, NY 10605 
914-946-9595 


Audio Dynamics 

851 Traeger Ave. 

San Bruno, CA 94066 
415-266-8500 


Audio Ecstasy 

231 Elmwood Dr. 
Rochester, NY 14616 
716-865-9938 


Audio Pro (see Sonic Research) 


Audioquest 

P.O. Box 3060 

San Clemente, CA 92672 
714-498-2770 


Audio Research 

6801 Shingle Creek Pkwy. 
Minneapolis, MN 55430 
612-566-7570 


AudioSource 

1185 Chess Dr. 

Foster City, CA 94404 
415-574-7585 


Audio-Technica 
1221 Commerce Dr. 
Stow, OH 44224 
216-686-2600 


Azden 

147 New Hyde Park Rd. 
Franklin Square, NY 11010 
516-328-7500 


B&K Components 

P.O. Box 331 

Orchard Park, NY 14127 
800-543-5252 


B&W Loudspeakers 
P.O. Box 653 
Buffalo, NY 14240 
416-297-0595 


Bang & Olufsen 

1150 Feehanville Dr. 
Mount Prospect, IL 60056 
312-299-9380 


BASF 

Crosby Dr. 

Bedford, MA 01730-1471 
617-271-4000 


Bedini Amplifiers 
13410 Sayre St. 
Sylmar, CA 91342 
818-367-7922 


Belles Research 

P.O. Box 307 

Al Country Club Rd. 

East Rochester, NY 14445 
716-586-7300 


The David Berning Company 
11007 Candlelight Lane 
Potomac, MD 20854 
301-299-8970 


Beyer Dynamic 

5-05 Burns Ave. 
Hicksville, NY 11801 
516-935-8000 


Bib 

10497 Centennial Rd. 
Littleton, CO 80127 
303-972-0410 


Bose 

The Mountain 
Framingham, MA 01701 
508-879-7330 


Boston Acoustics 
247 Lynnfield St. 
Peabody, MA 01960 
508-532-2111 


Boulder Amplifiers 
4850 Sterling Dr. 
Boulder, CO 80301 
303-449-8220 


Bozak (see NEAR) 


Bryston 

RFD #24, Box 2255 
Montpelier, VT 05652 
802-233-6159 


BSM (see Laser Audio) 


Buff Stuff 

P.O. Box 43128 

Upper Montclair, NJ 07043 
201-509-9355 


Bush Industries 

| Mason Dr., P.O. Box 460 
Jamestown, NY 14702-0460 
800-228-BUSH; in NY 800-248- 
BUSH 


Calrad Electronics 

819 N. Highland Ave. 

Los Angeles, CA 90038-3488 
213-465-2131 


Cambridge Audio 

89 Doug Brown Way 
Holliston, MA 01746 
617-429-6706 
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Cambridge Soundworks 
154 California St. 
Newton, MA 02158 
617-332-9461 


Canton 

915 Washington Ave. S. 
Minneapolis, MN 55415-1245 
612-333-1150 


Carter-Craft Inc. 
P.O. Box 5185 
Rockford, IL 61125 
815-963-2100 


Carver 

P.O. Box 1237 
Lynnwood, WA 98046 
206-775-1202 


Celestion Industries 
89 Doug Brown Way 
Holliston, MA 01746 
617-429-6706 


Cello 


315 Peck St. 
New Haven, CT 06513 
203-865-1237 


Cerwin-Vega 

555 E. Easy St. 

Simi Valley, CA 93065 
805-584-9332 


Chapman Sound 
P.O. Box 18123 
Seattle, WA 98118 
206-526-8647 


Chicago Speaker Stand 
1495 Greenleaf 

EIk Grove Village, IL 60007 
312-228-0080 


Citizen 

2999 Overland Ave. #203 
Los Angeles, CA 90064 
213-558-0960 
1-800-421-6516 


Classe Audio 

9414 Cote De Liesse Rd. 
Lachine, Quebec 
Canada H8T 1AI 
514-636-6384 


Clear Audio 

P.O. Box 7028 

Westlake Village, CA 91359 
818-889-9828 


Clements Audio 

9108 Yonge St. 
Richmond Hill, Ontario 
Canada L4C 2Z9 
419-886-5373 


Conrad-Johnson 
2800R Dorr Ave. 
Fairfax, VA 22031 
703-698-8581 


Convergent Audio Technology 
24 Falcon Dr. 

West Henrietta, NY 14586 
716-359-2700 
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Counterfeet (see Sumiko) 
Counterparts (see Sumiko) 
Creek Audio (see Music Hall) 


Crown International 
1718 W. Mishawaka Rd. 
Elkhart, IN 46517 
219-294-8000 


Custom Woodwork & Design 
5200 W. 73 St. 

Bedford Park, IL 60638 
312-563-1745 


Dahlquist 

601 Old Willets Path 
Hauppauge, NY 11788 
516-234-5757 


Davidson-Roth 

P.O. Box 95707 

Hoffman Estates, IL 60195 
312-843-1797 


Dayton Wright Group 
97 Newkirk Rd. N. 
Richmond Hill, Ontario 
Canada L4C 3G4 
416-884-8586 


dB Plus 

135 Torbay Rd. 
Markham, Ontario 
Canada L3R 1G7 
416-475-0050 


DB Systems 

Main St. 

Rindge Center, NH 03461 
603-899-5121 


dbx 

71 Chapel St. 
Newton, MA 02195 
617-964-3210 


DCM Corporation 
670 Airport Blvd. 
Ann Arbor, MI 48108 
313-994-8481 


Dennesen Electrostatics 
715 Hale St., Box 51 
Beverly, MA 01915 
617-927-2521 


Denon 

222 New Rd. 
Parsippany, NJ 07054 
201-575-7810 


Design Acoustics 
1225 Commerce Dr. 
Stow, OH 44224 
216-686-2600 


Desktop Loudspeaker Systems 
P.O. Box 3340, Rosedale Station 
Kansas City, KS 66103 
816-561-1878 


D.G. Industries 
7740 Lemona Ave. 
Van Nuys, CA 91405 
818-787-0311 


DIC Digital 

2 University Plaza 
Hackensack, NJ 07601 
201-487-4605 


Digitrac (see Ortofon) 


Discrete Technology 
3254 Fifth St. 
Oceanside, NY 11572 
516-764-1121 


Discwasher 

4310 Transworld Rd. 
Schiller Park, IL 60176 
312-678-9600 


DNM (see Music Hall) 
Dual (see Ortofon) 


Electrocompaniet (see Music & 
Sound Imports) 


Emerson 

One Emerson Lane 
N. Bergen, NJ 07047 
201-854-6600 


Eminent Technology 
225 E. PalmerSt. 
Tallahassee, FL 32301 
904-575-5655 


Energy 

135 Torbay Rd. 
Markham, Ontario 
Canada L3R 1G7 
416-475-0050 


EPI (Epicure Products) 
25 Hale St. 
Newburyport, MA 01950 
617-462-1000 


Epoch (see Stanton) 
Epos (sce Music Hall) 
ESM (see Energy) 


ESS Laboratory 

2575 El Presidio St. 
Long Beach, CA 90810 
213-537-2037 


Euphonic Audio 

R.R. #1, Box 266 
New Egypt, NJ 08533 
201-929-2613 


Fineline Distributing 

P.O. Box 90 

Londonderry, NH 03053-0090 
603-432-6716 


Fisher 

21350 Lassen St. 
Chatsworth, CA 91311-2329 
818-998-7322 


Focus Speaker Systems 
1101 East Second St. 
Dayton, OH 45403 
513-222-3946 


Forte 

1955 Industrial Dr. 
Auburn, CA 95603 
916-888-0609 


Fosgate/Audionics 
P.O. Box 70 

Heber City, UT 84032 
801-654-4046 


Fostex 

15431 Blackburn Ave. 
Norwalk, CA 90650 
213-921-1112 


Fried Products 

7616 City Line Ave. 
Philadelphia, PA 19151 
215-473-7474 


Fuji 

555 Taxter Rd. 
Elmsford, NY 10523 
914-789-8100 


Funai 

100 North St. 
Teterboro, NJ 07608 
201-288-2606 


GE Consumer Electronics 
600 N. Sherman Dr. 
Indianapolis, IN 46206 
317-267-5000 


Geneva Group 
9909 South Shore Dr. 
Plymouth, MN 55441 
612-546-5620 


Gold Sound 

P.O. Box 141 
Englewood, CO 80110 
303-761-6483 


GoldStar 

1050 Wall St. West 
Lyndhurst, NJ 07071 
201-460-8870 


Grace (see Sumiko) 


Grado 

921 Tice Place 
Westfield, NJ 07090 
201-233-5893 


Gusdorf 
11440 Lackland Rd. 
St. Louis, MO 63146 


- 314-567-5249 


Reuben Guss Enterprises 
61 West 62nd St. 

New York, NY 10023 
212-582-7781 


David Hafler 

5910 Crescent Blvd. 
Pennsauken, NJ 08109 
609-662-6355 


Harman Kardon 

240 Crossways Park West 
Woodbury, NY 11797 
516-496-3400 

























MARANTZ $89 &4. | EPI 3-WAY 3109 cs. | epi T/E 3201 ?149 ex. 


3-WAY TOWER 





$99 es. | EPI T/E 28011 
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19 INCH TOWER = 
130 WATT = 3. WAY 
RMS/SP. MOSES SPEAKER ‘| e 950 WATT 
LIQUID CDH TWEETER || fv TOWER 
TOP-RATED SPEAKER 
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GUARANTEED | TECHNICS SLQD33 7189 | TECHNICS sip350 GUARANTEED 
LOWEST PRICE | WITH LOWEST PRICE 


GUARANTEED | TEAC V670 


JVC RX550 
= LOWEST PRICE 
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18 bit, 4X oversampling, and 2 
D/A convertors. 


3-Head, 9 motor cassette with 
Dolby B/C/ HXPRO. 


Full line of Stanton, Shure and 
Ortofon cartridges available. 








GUARANTEED | CASIO MT520 GUARANTEED | SONY 
LOWEST PRICE LOWEST PRICE | MDRV6 


$369 | Jvc Rx950 


PROFESSIONAL 
MODEL 
HEADPHONES. 


Full line of Yamaha and Casio 
keyboards available. 


190 Watt/ch. A/V receiver with 
7-band EQ and LCD remote. 


Automatic computerized equalizer 
with spectrum analyzer and MIC. 

























sony kve100 — ?989 | sony GUARANTEED | 5" COLOR TV/ ?379 | JVC HRD750 GUARANTEED 
KV97SXR10 LOWEST PRICE | VHS PLAYER LOWEST PRICE 
3 — = =, | ëz 
cv es SS) === 
SPECIAL TELEVISION [O-STAND. ^ RM Brand new MTS 4-Head HIFI with 
PURCHASE ON THE MARKET SPECIAL PURCHASE 











GUARANTEED | RCA CC300 31099 | svc GRs55 CALL! 


LOWEST PRICE 


JVC GRC25 GE GC 9895 
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HIGH SPEED VHS Mes ar FLYING ERASE 
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iscount Hotline 





SPECIAL 
PURCHASE 





4-HEAD 
595 SCANNING 
LINES 
SPECIAL PURCHASE 





* GUARANTEED LOWEST PRICE—Compared to any other factory 
authorized dealer delivered to your door with full warranty. 





7 Lux rating with high speed shutter. 








BUYER’S GUIDES AVAILABLE STEREO $3.95 





Why Take A Risk? Buy From The Oldest Electronics Mail Order In The Country. 800 # Pricing, 800 Warranty Service, 800 # Order Follow-up. Buyer Protection Plan Included-FREE-With Every Purchase. HOURS ] 
bir Some Items Limited Quantities.Most Items Shipped Within 48 Hours.All Items Factory Fresh With Full Warranty.No Extra Charge For Credit Cards. Your Satisfaction Means Everything To Us.Compare Delivered M-Thur 8-8 
Fri 9-8 Prices- WD$ #1. Whflrta uw esh rra. idihg, 800 # Warranty Servicq Buy Fr oni 1. Why Jake A Risk? Fri-9-8 
Sat 9-5 9 elkount dll in es. C OR f udio Oed eed Brala ydir Satigfdittion Means Sat 9-5 i eo 
Wisconsin Discount Stereo * A JJ. 2 caoil dier s Limgi i Quas Wake A Ol untry. M # Pricing ed sco reo 
í : i i : f : i ; 2417 W. Badger Road 
an TTA T 800 Warranty Service, 800 # Order Follow-up.Buyer Protection Plan Included-FREE-With Every PurchaseSome Items mited Quantities.Most tems Shippe in 48 Hours. AT items Factory Fresh With Full = $9 Madison; Wi 53713 


Warranty. No Extra Charge For Credit Cards. Your Satisfaction Means Everything To Us. Compare Delivered Prices- WDS #1. % Call Us For Any Of Your Audio-Video-Car Stereo Needs * Why Take A Risk? 


SOME EXAMPLES OF OUR SPECIAL PRICING 


RETURN POLICY: Returns accepted within 10 days and must be phoned in for prior authorization 
All products must be in original factory packing, clean unscratched, in perfect working condition 
Returns subject to restocking fee. Shipping + Handling non-refundable 





























SONY D-4 TOSHIBA $4 59 SONY GUARANTEED SONY GUARANTEED 
XRP9 D-160 LOWEST PRICE D-15 LOWEST PRICE 
PROGRAMMABLE mui) = WIRELESS Car discman = IN SMALLEST 
OPTIONAL REMOTE SEES. REMOTE hides DISCMAN 
SPECIAL Nc Also includes CPA- + SPECIAL 









PURCHASE battery pack & case CPM 100P PURCHASE 











3019 | TEAC PD600 GUARANTEED | TEAC AD4 $979 | 10-pisc STACKER °389 


LOWEST PRICE 


JVC XLV550 











SPECIAL PURCHASE 
Loaded with perforamnce. 


6 disc stacker with 32 program 
memory and wireless remote. 


Direct access from remote and 
32 track program. 


Combination CD/cassette with Dolby B/C, 
auto-reverse, and random programming 










SHERWOOD CRD210 °159 | CLARION 9200RT GUARANTEED | SHERWOOD CRD350 °482 | CLARION 8895RT VNDC: 











Removable DIN chassis with 18 presets, 
Dolby, and high power. 


Auto reverse with CD inputs, Dolby 
B/C, and high power 


Digital DIN with Dolby B/C, high 
power, and auto reverse. 








ERI 






3419 | jvc HRD630 GUARANTEED 
LOWEST PRICE 


TOP RATED 
4-HEAD VHS 


4-HEAD 
MTS HIFI 


*289 


















Digital 4-head MTS HIFI with multi- 
screen special effects. 





GE PRO-FECT four head with remote 
programming. 


On screen programming, with 
97-function remote. 





GUARANTEED 
LOWEST PRICE 


Bog 


Digital 4-head MTS Hifi 
with picture in picture 


$689 | jvc HRS5000 GUARANTEED | HITACHI VT2700 CA 
LOWEST PRICE : 








LL! | jvc HRS8000 















Brand new Super VHS 
4-Head MTS HIFI. 


4-Head MTS HIFI with 
on screen display. 


1-800-356-9514 


or call 608-271-6889 
— VIDEO $3.95 — BOTH FOR $7 
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SPECIAL PURCHASE. 
4-HEAD MTS HIFI. 


Super VHS 4-Head MTS Hifi with 
49 function remote. 
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Hartley Products 

1200 N. 23rd St., Suite 105 
Wilmington, NC 28405 
919-763-7422 


Heco 

701 Heinz Ave. 
Berkeley, CA 94710 
415-548-4013 


Heybrook by D'Ascanio Audio 
11450 Overseas Highway 
Marathon, FL 33050 
305-743-7130 


Highphonic (see Analog 
Excellence) 


Hitachi 

401 West Artesia Blvd. 
Compton, CA 90220 
213-537-8383 


Hunt (see Music Hall) 


Image 

135 Torbay Rd. 
Markham, Ontario 
Canada L3R 1G7 
416-475-0050 


Infinity 

9409 Owensmouth 
Chatsworth, CA 91311 
818-709-9400 


Innovative Concepts 

1705 Junction Court, Suite 160 
San Jose, CA 95112-1023 
408-436-1777 


International Components 
105 Maxess Rd. 

Melville, NY 11747 
516-293-1500 


Intraclean by A.R.T. 

4505-2H Industrial St. Box 3592 
Simi Valley, CA 93063 
805-527-9580 


Irish Magnetic Tape 

270-78 Newtown Rd. 
Plainview, NY 11803 
516-293-5582 


Jadis (see Madrigal) 


Jamo 

425 Huehl Rd., Bldg 3A 
Northbrook, IL 60062 
312-498-4648 


JBL 

240 Crossways Park West 
Woodbury, NY 11797 
516-496-3400 


Jecklin (see Astatic) 


Jensen 

4136 N. United Parkway 
Schiller Park, IL 60176 
312-671-5680 


JPW Loudspeakers 

4632 Cross Roads Park Dr. 
Liverpool, NY 13088 
315-451-5721 
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JRM 

3716 Broadway NE 
Knoxville, TN 37917-3120 
615-688-6501 


J.S. Engineering 

519 E. Middle Turnpike 
Manchester, CT 06040 
203-643-2160 


JVC 

41 Slater Dr. 

Elmwood Park, NJ 07407 
201-794-3900 


KEF 

14120-K Sullyfield Circle 
Chantilly, VA 22021 
703-631-8810 


Kenwood 

2201 E. Dominguez St. 
Long Beach, CA 90810 
213-518-1700 


Kindel Audio 

3615 Presley Ave. 
Riverside, CA 92507 
714-787-0662 


Kinergetics 

6029 Reseda Blvd. 
Tarzana, CA 91356 
818-345-2851 


Kinetic Audio 
P.O. Box 31075 
Chicago, IL 60631 
312-625-9322 


Kirksaeter 

4648 Evansdale Rd. 
Woodbridge, VA 22193 
703-680-5548 


Kiseki (see Sumiko) 


Klipsch 

P.O. Box 688 
Hope, AR 71801 
501-777-6751 


Klyne Audio Arts 
828 7th Ave. SE 
Olympia, WA 98501 
206-943-5420 


Koss 


4129 N. Port Washington Ave. 


Milwaukee, WI 53212 
414-964-5000 


Kyocera 

100 Randolph Rd., CN 6700 
Somerset, NJ 08873-1284 
201-560-0060 


Laser (see Swire Magnetics) 


Laser Audio 

1140 8th Line 

Iroquois Industrial Ctr. 
Oakville, Ontario 
Canada L6H 2R4 
416-842-2850 


Lazarus Electronics 
4480 Shopping Lane 


Simi Valley, CA 93063 
805-581-0885 


Lazer-Tech Speakers 
P.O. Box 28342 

Spokane, WA 99228-8342 
509-467-9369 


Lenoxx 

140 43rd St. 
Brooklyn, NY 11232 
718-499-4005 


Leslie Dame Enterprises 
111-20 73rd Ave. 

Forest Hills, NY 11375 
718-261-4919 


Lineage 

1556 3rd Ave. 

New York, NY 10128 
212-722-0123 


Linn Products 

8709 Castle Park Dr. 
Indianapolis, IN 46256 
317-849-5880 


Logan Labs (see Symdex) 


LT Sound 

7980 LT Parkway 
Lithonia, GA 30058 
404-482-4836 


Luxman 

19145 Gramercy PI. 
Torrance, CA 90501 
213-326-8000 


Madrigal 

2081 S. Main St., Box 781 
Middletown, CT 06457 
203-346-0896 


Magnat (see Magnasphere) 


Magnasphere 

70 Atlantic A ve. 

Marblehead, MA 01945-3038 
617-639-1400 


Magnavox 

I-40 and Straw Plains Pike 
P.O. Box 6950 

Knoxville, TN 37914 
615-521-4316 


Magnepan 

1645 9th St. 

White Bear Lake, MN 55110 
612-426-1645 


M&K (Miller & Kreisel) 
10391 Jefferson Blvd. 
Culver City, CA 90230 
213-204-2854 


Marantz 

20525 NordhoffSt. 
Chatsworth, CA 91313 
818-998-9333 


Mark Levinson (sce Madrigal) 


John Marovskis Audio 
2889 Roebling Ave. 
Bronx, NY 10461 
212-892-7419 





Martin-Logan 

P.O. Box 741 

2001 Delaware St. 
Lawrence, KS 66044 
913-749-0133 


Maxell 

60 Oxford Dr. 
Moonachie, NJ 07074 
201-794-5900 


M.B. Quart Electronics 
25 Walpole Park South 
Walpole, MA 02081 
617-668-8973 


McIntosh 

2 Chambers St. 

Binghamton, NY 13903-2699 
607-723-3512 


Melos Audio 

723 Bound Brook Rd. 
Dunellen, NJ 08812 
201-968-8771 


Memorex by Memtek 
P.O. Box 90121 

Ft. Worth, TX 76101 
817-878-6700 


Meridian (see Madrigal) 


Mirage Acoustics 
135 Torbay Rd. 
Markham, Ontario 
Canada, L3R 1G7 
416-475-0050 


Mission Electronics 

5985 Atlantic Dr., Unit 6 
Mississauga, Ontario LAW 1S4 
416-673-3777 


Mitsubishi 

5757 Plaza Dr. 
Cypress, CA 90630 
714-220-2500 


M. M. Newman 

148 Linden St., Suite 105 
Wellesley, MA 02181 
617-237-5860 


The Mod Squad 

542 Coast Highway 101 
Leucadia, CA 92024-0965 
619-436-7666 


Mogami 

P.O. Box 2027 

Culver City, CA 90230 
213-390-6608 


Monitor Audio by Kevro 
Electronics 

P.O. Box 1355 

Buffalo, NY 14205 
416-831-4741 


Monster Cable 

101 Townsend St. 

San Francisco, CA 94107 
415-777-1355 


Morel Acoustics 

414 Harvard St. 
Brookline, MA 02146 
617-277-6663 


Motif (see Conrad-Johnson) 


MTX Loudspeaker Systems 
(Mitek Group) 

One Mitek Plaza 

Winslow, IL 61809 
815-367-3000 


Music & Sound Imports 

30 Snowflake Rd. 
Huntingdon Valley, PA 19006 
215-357-7858 


Music Hall 

108 Station Rd. 

Great Neck, NY 11023 
516-487-3663 


NAD 

575 University Ave. 
Norwood, MA 02062 
617-762-0202 


Nady Systems 

1145 65th St. 
Oakland, CA 94608 
415-652-2411 


Nagaoka 
210 8th St. 
Lewiston, NY 14092 


Nakamichi 

19701 S. Vermont Ave. 
Torrance, CA 90502 
213-538-8150 


Namiki (see Analog Excellence) 


NEAR 

5 East St. 

New Britian, CT 06051 
203-225-7816 


NEC Home Electronics 
1255 Michael Dr. 

Wood Dale, IL 60191-1094 
312-860-9500 


Nikko Audio 

5830S. Triangle Dr. 
Commerce, CA 90040 
213-721-4373 


Niles Audio 

12331 S.W. 130th St. 
Miami, FL 33186 
305-238-4373 


Nitty Gritty 

4650 Arrow Hwy., #F4 
Montclair, CA 91763 
714-625-5525 


Nova Electro-Acoustics 
P.O. Box 25488 

Los Angeles, CA 90025 
213-477-7491 


Novak Loudspeaker 
Merrits Island Rd. 
Pine Island, NY 10969 
914-258-4363 


Numark 


503 Newfield Ave., Raritan Center 


Edison, NJ 08837 
201-255-3222 


Onix (see Music Hall) 


Onkyo 

200 Williams Dr. 
Ramsey, NJ 07446 
201-825-7950 


Oracle Audio 

505 Industrial Blvd. 

Sherbrooke, Quebec, Canada 
JIL 1X7 

819-566-5566 


Ortofon 

122 Dupont St. 
Plainview, NY 11803 
516-349-9180 


O'Sullivan Industries 
1900 Gulf St. 

Lamar, MO 64759 
417-682-3322 


OWI 

14016 Bora Bora Way, 128-G 
Marina Del Rey, CA 90292 
213-822-9083 


Panasonic 

One Panasonic Way 
Secaucus, NJ 07094 
201-348-7000 


Parasound Products 

950 Battery St. 

San Francisco, CA 94111 
415-397-7100 


Parsec 

400 W. 9th St. 
Wilmington, DE 19801 
302-651-9189 


Perreaux 

135 Torbay Rd. 
Markham, Ontario 
Canada L3R 1G7 
416-475-0050 


Phase Technology 

6400 Youngerman Circle 
Jacksonville, FL 32244 
904-777-0700 


Philco 

P.O. Box 14810 
Knoxville, TN 37914 
615-521-4316 


Philips 

P.O. Box 14810 
Knoxville, TN 37914 
615-521-4316 


Pickering 

Sunnyside Blvd. 
Plainview, NY 11803 
516-349-0200 


Pinnacle Audio 

517 Route 111 
Hauppauge, NY 11788 
516-360-9410 


Pioneer Electronics 
P.O. Box 1540 

Long Beach, CA 90801 
213-835-6177 


Plateau 

P.O. Box 347 

Montgomery Center, VT 05471- 
0347 

315-474-7588 


Polk Audio 

5601 Metro Dr. 
Baltimore, MD 21215 
301-358-3600 


Precise Acoustics 

200 Williams Dr., Suite B 
Ramsey, NJ 07446 
201-934-1335 


Premier (see Sumiko) 


Proton 

737 W. Artesia Blvd. 
Compton, CA 90220 
213-638-5151 


PS Audio 

4145 Santa Fe Rd. 

San Luis Obispo, CA 93401 
805-543-6655 


PSB Speakers 

575 University Ave. 
Norwood, MA 02062 
617-762-7453 


Quad 

14120-K Sullyfield Circle 
Chantilly, VA 22021 
703-631-8618 


Quasar 

1325 Pratt Blvd. 

Elk Grove Village, IL 60007 
312-228-6366 


Quicksilver Audio 

3707 N. Merrimac Circle 
Stockton, CA 95209 
209-462-7711 


RCA 

600 N. Sherman Dr. 
P.O. Box 1976 
Indianapolis, IN 46201 
317-267-5000 


Realistic 

1700 One Tandy Center 
Fort Worth, TX 76102 
817-390-3300 


Recoton 

46-23 Crane St. 

Long Island City, NY 11101 
718-392-6442 


Reel to Real Designs 
2105 Claremont 
Springfield, IL 62703 
217-529-8793 


Revolver (see Music Hall) 
Revox 

1425 Elm Hill Pike 
Nashville, TN 37210 
615-254-5651 


Rhapsody (see Alaron) 


RH Labs 

6844 S.W. 60th Ave. 
Portland, OR 97219 
503-245-8666 


Rich Acoustic Labs 
3 Cleveland St. 
Headland, AL 36345 
205-693-5082 


Rockustics 

4] E. Main St. 

Bay Shore, NY 11706 
516-665-6497 


Ross Marks 

8 W. Division St. 
Chicago, IL 60610 
312-776-8273 


Rotel 

P.O. Box 653 
Buffalo, NY 14240 
416-297-0595 


Jeff Rowland Design Group 
20-C Mountview Lane 
Colorado Springs, CO 80907 
303-528-8388 


Russound/FMP 

135 McDonough St. 
Portsmouth, NH 03801 
603-431-5282 


SAE 

1502 Gage Rd. 
Montebello, CA 90640 
213-726-9999 


SAEC (see Analog Excellence) 


Samsung 

301 Mayhill St. 

Saddle Brook, NJ 07662 
201-587-9600 


Sansui 

1250 Valley Brook Ave. 
Lyndhurst, NJ 07071 
201-460-9710 


Sanyo 

1200 W. Artesia Blvd. 
Compton, CA 90220 
213-537-5830 


Scott 

5601 Westside Ave. 
North Bergen, NJ 07047 
201-662-2000 


Seattle Sound 
P.O. Box 30028 
Seattle, WA 98103 
206-624-4038 


Sennheiser 

6 Vista Dr., Box 987 
Old Lyme, CT 06371 
203-434-9190 


Sentry Industries 
252C Lake Ave. 
Yonkers, NY 10701 
914-968-0180 
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Shahinian Acoustics 

33 A&B Cedarhurst Ave. 
Medford, NY 11763 
516-736-0033 


Sharp 

Sharp Plaza 
Mahwah, NJ 07430 
201-529-8200 


Sherwood 

13845 Artesia Blvd. 
Cerritos, CA 90701 
213-926-6337 


Shure 

222 Hartrey Ave. 
Evanston, IL 60202-3696 
312-866-2200 


Signet 

4701 Hudson Dr. 
Stow, OH 44224 
216-688-9400 


SME (see Sumiko) 


Snell Acoustics 

143 Essex St. 
Haverhill, MA 01830 
617-373-6114 


Sonance 

32992 Calle Perfecto 

San Juan Capistrano, CA 92675 
714-661-7558 


Sonex by Illbruck 

3800 Washington Ave. N. 
Minneapolis, MN 55412-2197 
612-521-3555 


Sonic Research 

180 Sunny Valley Rd. 
New Milford, CN 06776 
203-354-9332 


Sonographe (see Conrad-Johnson) 


Sonrise 

13622 N.E. 20th, Suite F 
Bellevue, WA 98005 
800-231-8663; 206-641-1900 


Sonus (see Sonic Research) 


Sony 

Sony Dr. 

Park Ridge, NJ 07656 
201-765-3535 


Sota Industries 
P.O. Box 7075 
Berkeley, CA 94707 
415-527-1649 


Sound Concepts 

27 Newell Rd. 
Brookline, MA 02146 
617-566-0110 


Soundcraftsmen 
2200S. Ritchey St. 
Santa Ana, CA 92705 
714-556-6191 


Soundesign 


Harborside Financial Center 
Plaza Two 
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34 Exchange Place 
Jersey City, NJ 07302 
201-434-1050 


Sound Dynamics 

135 Torbay Rd. 

Markham, Ontario, Canada L3R 
1G7 

416-475-0050 


Sound Runner 
P.O. Box 2027 
Culver City, CA 90230 
213-390-6608 


Speakerlab 

735 N. Northlake Way 
Seattle, WA 98103 
206-633-5020 


Specialty Woodworks 
7211 Pottsburg Dr. 
Jacksonville, FL 32216 
904-725-6951 


Spectrascan 

1110A Elkton Dr. 

Colorado Springs, CO 80907 
303-599-9254 


Spectrum Loudspeakers 
1021 Nevada St. 
Toledo, OH 43605 
419-698-4488 


Spica 

1601 Paseo de Peralta 
Santa Fe, NM 87501 
505-982-1894 


SPL 

135 Torbay Rd. 
Markham, Ontario 
Canada, L3R 1G7 
416-475-0050 


Ssangyong 

601 16th St. 
Carlstadt, NJ 07072 
201-939-4300 


Stanton 

Terminal Dr. 
Plainview, NY 11803 
516-349-0235 


Stax 

940 E. Dominguez St. 
Carson, CA 90746 
213-538-5878 


Straight Wire 

1909 Harrison St., Suite 208 
Hollywood, FL 33020 
305-925-2470 


Sumiko 

P.O. Box 5046 
Berkeley, CA 94705 
415-843-4500 


Sumo 

21300 Superior St. 
Chatsworth, CA 91311 
818-407-2426 


Superphon 
1035 Conger #3 


Eugene, OR 97402 
503-345-4226 


Supex (see Sumiko) 


Surround Sound 

400 South Date Ave. 
Alhambra, CA 91803 
818-282-9419 


Swire Magnetics 

301 E. Alondra Blvd. 
Gardena, CA 90248 
(213) 515-0494 


Sylvania 

P.O. Box 14810 
Knoxville, TN 37914 
615-521-4316 


Symdex 

Box 359 

Gloucester, MA 01930 
508-281-4447 


Symphonic (see Funai) 
Synthesis (see Conrad-Johnson) 
Talisman (see Sumiko) 


Talwar 

311 West Point Terrace 
West Hartford, CT 06107 
203-521-2263 


Tandberg 

122 Dupont St. 
Plainview, NY 11803 
516-349-9206 


Tannoy 

300 Gage Ave, Unit I 
Kitchener, Ontario N2M 2C8 
519-745-1158 | 


TDK 

12 Harbor Park Dr. 

Port Washington, NY 11050 
516-625-0100 


TDL 

652 Glenbrook Rd. 
Stamford, CT 06906 
203-324-7269 


Teac 

7733 Telegraph Rd. 
Montebello, CA 90640 
213-726-0303 


Technics 

One Panasonic Way 
Secaucus, NJ 07094 
201-348-7000 


Thiel 
1042 Nandino Blvd. 
Lexington, KY 40511 
606-254-9427 


Thorens (see EPI) 


Threshold 

1945 Industrial Dr. 
Auburn, CA 95603 
916-888-0600 


Toshiba 

82 Totowa Rd. 
Wayne, NJ 07470 
201-628-8000 


Trackmate 

8 W. Division St. 
Chicago, IL 60610 
312-776-8273 


Triad 

240 Crossways Park West 
Woodbury, NY 11797 
516-496-3400 


Tweek (see Sumiko) 


Uher 

7067 Vineland Ave. 

N. Hollywood, CA 91605 
818-764-1120 


Ultralinear (see ESS) 


Vandersteen Audio 
116 W. 4th St. 
Hanford, CA 93230 
209-582-0324 


Vector Research 
1230 Calle Suerte 
Camarillo, CA 93010 
805-987-1312 


Velodyne Acoustics 
1746 Junction Ave. 
San Jose, CA 95112 
408-436-0688 
800-835-6396 


Visa by Interworld Electronics 
9920 N.W. 12th St. 

Miami, FL 33172 
305-592-9506 


Vogel’s by TEI Electronics 
570 West 18th St. 

Hialeah, FL 33010 
305-888-3980; 800-327-8811 


Wharfedale 

P.O. Box 2146 

Peekskill, N Y 10566-2146 
914-739-6267 


Wingate Audio 

20 Sunnyside Ave., Suite A-194 
Mill Valley, CA 9494] 
415-381-5018 


Wolcott Audio 

2250 N. Bigelow Ave. 
Simi Valley, CA 93065 
805-527-8842 


Wright Audio 

13995 S.W. Butner Rd. #1 
Beaverton, OR 97006 
503-644-7303 


Yale Audio 

2702 Azeele St. 
Tampa, FL 33609 
813-876-6789 


Yamaha 

6660 Orangethorpe A ve. 
Buena Park, CA 90620 
714-522-9105 





C BUYERS’ GUIDE 


LASSIFIE 


FOR SALE LOUDSPEAKER COMPONENTS-KITS. Dynaudio, Morel, 
Eclipse. Focal, Peerless, Eton, Vifa, more! Crossover 
parts—design books also. Catalog $1. MENISCUS, 3275 
Gladiola, Wyoming, MI 49509. (618) 534-9121. 





PALTOR PRE Hs 
Sid. Shipped Within 48 Hours BEAT ANY PRICE 
YAMAHA, S HOME AUDIO KARDON PRINTED IN THIS MAGAZINE ON 
NGA GNU RE Av AWA AUDIO & CAR STEREO 


PIONEER Ce ee MORE The SOUND Approach 


ADS, ALPINE. BLAUPUNKT. CONCORD. SONY 6067 Jericho Tpke., Commack, NY 11725 
VIDEO l in Wr UL (516) 499 -/680 And that’s what you'll get 


SONY JVC RCA, PANASONIC. ZENITH, GE at Reference Audio Sys- 
7887 Dunbrook #G, San Diego, CA 92126 tems. We offer the best 


in high-end audio and 
the best in friendly ser- 


GET LOW PRICES ON ALL vice by our knowledge- 
types of audio equipment — including ae eu Eom olds 
high-end and esoteric products not nor- CD player to a classic 
mally discounted. Now we can SAVE mega-watt amplifier, 
YOU MONEY on the equipment you real- you'll like our surprising- 
ly want. Extensive selection — no need ly affordable prices and 
to settle for second choice. Thousands fast shipping. 

of satisfied customers world-wide. All 

products feature USA manufacturer's 

warranty. Call us for price quotes or 

friendly, expert advice. Catalog $1.00. 

616-451-3868. Audio Advisor, 225 

Oakes, S.W., Grand Rapids, MI 49503. 


We accept: VISA/MC/AMEX/DISCOVER. | | Reference 
Audio Systems 
LOWEST PRICES 


On over 150 brands Call Us... (213) 719-1500 


Car - Home > Video Member Better Business Bureau 


For Specials List and Catalog only Ns jn Po Ro enm eee 
800-233-8375 | : " : [e] acific time . 





dW IN CANADA W 


NATIONAL —— 
ELECTRONIC. 
WAREHOUSE 
. CANADA'S MAIL-ORDER SPECIALISTS 
AUDIO e VIDEO 
MICROWAVES e COMPUTERS 
ANY STYLUS AVAILABLE 
ZR 1-800-387-0376 = 


Pw" 1-416-538-4000 — 
896 Queen St. W.. Toronto, Ontario M6J 1G6 


° JONWZL ° SNSUOHL © SdITIHd 


e KENWOOD * AKAI * TOSHIBA 





The Sound Seller 


For the Musical Difference 
Authorized Dealer For: 
























HIGH QUALITY BRANDS—Car, Home, Video including eso- | 


Acoustat NAD (in store only) 

Audio Control Belles teric. Audio Unlimited, 1203D Adams Ave., La Grande, Oregon 
Nitty Gritty CWD 97850. (503) 963-5731. 

M& dbx 

Nakamichi Fried 


GRADO (@ audio-technica : THE FINEST IN HOME AUDIO, 
CARSTEREO & VIDEO EQUIPMENT 


Harman Kardon 
3D 


Ortkyo 











SAX ipo YOUR SEARCI IS OVERI AUTHORIZED DEALER FOR 
vi 
Thorens e nus W’ = = i la i eADS eMISSION 
Dahlquist ZE- MD eAKG eMONSTER CABLE 
Hafler ples : ©) eALTEC-LANSING  *ORION 
Monster Cable inergetics 3 eAUDIO CONTROL | *eOLYMPUS 
Citation sss =] We specialize in hard to find eAUDIO PRO ePOLK AUDIO (CAR) 


eAUDIO SOURCE ePROTON 
eB & W eSAE 
edbx eSANSU 
*SURROUND SOUND 
eSNOOPER 
EVEN AQAF) eSONANCE 
e eSOUND 
eKENWOOD CRAFTSMEN 
eKICKER eTERK ANTENNAS 
eMINOLTA e CELESTION 
e CERWIN VEGA 


phono cartridges and orig- 
inal replacement styli. 


(800) 221 -02007 


CALL TOLL- FREE FOR 
FREE PRICE QUOTES 


HIGH-END LOUDSPEAKER systems, speaker AND VIS NMC ORDERS S 
kits and the widest selection of raw drivers SEND SELF ADDRESSED 

from the world's finest manufacturers. For STAMPED ENVELOPE FOR 
beginners and audiophiles. Free catalog. A&S 

SPEAKERS, 3170 23rd St., San Francisco, CA 


LYLE CARTRIDGES 
Dept. SBG, Box 158 

94110. (415) 641-4573 

High-end and hard-to-find audio components. Phones Open Mon -Sat 9 am-8 pm 


Valley Stream, N.Y. 11582 
Low, low prices! AUDIO AMERICA (Virginia). STANTON Í 
Call 1-703-745-2223. ortoron SHUN 







1706 Main St. 
Marinette, WI 54143 
(715) 735-9002 


l2 
3 
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"MONSTERCAGLE 





AUDIOPHILES: 
NO RISK AUDITIONINGS! 
MODIFICATIONS TO B&K COMPONENTS 


* ON PREMISES ENGINEERING e SEPARATE LISTENING ROOMS 
e STATE-OF-THE ART EQUIPMENT 


SHIPPING PREPAID CREDIT CARDS ACCEPTED 
CALL FOR MORE INFORMATION 


SOUND UNLIMITED Est 1959 


169 Church St. Bristol, CT 06010 — (203)584-0131 


CABLE TV CONVERTERS/DESCRAMBLERS 


Guaranteed lowest prices in U.S. Jerrold, Hamlin, 
Zenith—many others! Lowest dealer prices! Orders 
shipped within 24 hours! MasterCard-Visa-C.0.D. 
accepted. FREE CATALOG! Call (800) 345-8927 only! 
PACIFIC CABLE CO., INC., 7325% Reseda Blvd., 
#1343, Reseda, CA 91335. All other information, call 
(818) 716-5914. 


YOU CAN AFFORD 
buys] SOMETHING BETTER 
AT HIFI BUYS 


WE CARRY THE BEST STEREO & VIDEO AT THE BEST PRICE! 


e Advent e KEF 

e Bang & Olufsen e Kenwood 

e Bazooka e Kicker 

e Belles e Magnavox 

e Carver e Mitsubishi 

e Denon e Monster Cable 
e Infinity e Nakamichi 


e NEC e Stax 

ə Panasonic e Thorens 

e Pickering e Toshiba 

e Sennheiser e Velodyne 

e Sharp e Yamaha 

e Signet 

e Sony e AND MORE! 


14 ATLANTA LOCATIONS (404) 436-1231 


The Best Brice 
on Sound Advice 


M A : 
At SOUND STAGE you can talk to a 

knowledgeable salesperson who will advise f 

you on the best audio or video equipment 

that meets your needs and budget. From 

our large selection you can compare 

performance specifications and prices. 


ALL SOUND STAGE equipment includes: 
» 30-day best price protection 


* free 3-year warranty with parts & labor she 


* free delivery 
PLEASE, NO MAIL ORDER 
CARVER | BANG & OLUFSEN 
: DBX SOUNDFIELD 


AUDIO CONTROL 
MONSTER CABLE 


AMBRIA . TALISMAN 
Call for store hours 
(748) 961-9888 


173 Broadway 
NYC, NY 10007 
(NW corner of 
B'way & Cortlandt 
Enter on Cortlandt 
One fligh! up.) 
OR 


184-10 Horace Harding Expwy 
Fresh Meadow. NY 11365 (Exit 25 LIE 


Stereo Review 


MAIL ORDER MART 


lets you turn up the volume 


where your customers are... 
Want to beam your mail order message where the cus- 
tomers are? Sell surplus inventory? STEREO REVIEW's 
new Mail Order Mart was designed with your market- 
ing needs in mind. And this flexible new medium is so 
budget-wise, you can't afford not to use it! 
Call Toll Free 


(800) 445-6066 





SINGERS! 


» REMOVE VOCALS 
à d k FROM RECORDS AND CDs! 


An Unlimited supply of Backgrounds from standard 
Stereo records! Record with your voice or perform live 
with the backgrounds. (sed in Professional Performance 
yet connects easily to a home component stereo. This 
unique product is manufactured and sold Exclusively by 
LT Sound - Not sold through dealers. Call or wrlte for a 
Free Brochure and Demo Record. 


LT Sound, Dept. SBG, 7980 LT Parkway 


Lithonia, GA 30058 (404) 482-4724 
Manufactured and Sold Exclusively by LT Sound 
24 HOUR PHONE DEMO LINE: (404 482-2485 








EQUIPMENT 


WE SELL SECOND HAND 
HIGH QUALITY AUDIO VIDEO 
MONEY BACK GUARANTEE! 
Send Name and Address for FREE 


MONTHLY INVENTORY 
ROSS STEREO 
2423 Morena Blvd. San Diego, CA 92110 
9 





WANTED TO BUY 


WE NEED QUALITY COLLECTIONS. "TOP 


DOLLAR PAID” for LP's, Compact Discs, and 
Cassettes: Classical, Rock, etc. USA's 
LARGEST USED AND COLLECTOR SHOP. 
PRINCETON RECORD EXCHANGE, 20 Tulane 


Street, Princeton, NJ 08542. (609) 921-0881. 


INDEX TO ADVERTISERS 


ADER PAGE 
SERVICE NO. ADVERTISER NUMBER 


Altec Lansing 
Audio Dynamics 
Audio Research 


Beyer Dynamic 
Bryston 


Cambridge Soundworks 
Carver 

Cerwin-Vega 

Crutchfiel 


Discwasher;s nepsa re ee 39 


Epicure 


Illinois Audio 


Klipsch 
Koss 


Luxman 


Magnepan 
Mitsubishi 


Nakamichi 


Pinnacle Speakers 

Pioneer 

Perfectbound Press.................. 67:217 
Polk 





This could be the most impor- 
tant hour of your day. So dont 
leave anything to chance. Make 
sure you have the right company 
the right music and components 
from Sherwood. 

Because Sherwood's audio com- 
ponents combine the right balance 
of state-of-the-art electronics and 
egendary design for superior music 
reproduction. 

- . They even feature theater-like 
Dolby: Surround Sound for a 
true-to-life musical experience. And 
our components are compatible with 
our exclusive DIGI-LINK " wireless 
remote, which allows vou to com- 
mand your entire Sherwood system 
from a single remote control. 

But all you need to know is 
Sherwood lets vou hear your music 
the way you want to hear it. So 
when it’s time to unwind, treat 
yourself to a Sherwood. 
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CIRCLE NO. 13 ON READER SERVICE CARD 
13845 Artesia Blvd. Cerritos, CA 90701 
©1988 Inkel Corporation 


Dolby is trademark of Dolby Laboratories 
Licensing Corporation. 
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AA-V435-B 
Remote Controlled 
A/V Receiver 


AKAI 


If you would only buy audio from a real hi-fi 
company and video from a rea/ video manufacturer, 
from whom do you buy audio/video? The company 
that builds both high-end audio and video. Akai. 

Akai's AA-V435-B A/V Receiver is proof of 
what happens when audio and video are fully 

integrated. Its audiophile features include a 
' "clean" 125 watts per channel? variable 
loudness, external processor loop, motor-driven volume 
control, source direct and much more. 

The AA-V435-B’s extensive video capabilities include 
the widest assortment of audio/video inputs and outputs 
including S-VHS, front panel video, and video RE 

The true beauty of the sleek AA-V435-B is the way it 


The Akai Division of Mitsubishi Electric Sales America, Inc., 225 Old New Brunswick Road, Piscataway, NJ 08854 


be Q^ 





ties everything together. Featuring rien most ic loses] rear panel 
and internal switching designs, it takes full control of vour 
audio/video system, even remotely with its universal remote 
(capable of “learning” up to 35 functions from almost any 
remote audio or video components ). 

Sight and sound are brought together to create a 
genuine theatrical experience via the AA-V435-B's Dolby? 
Surround Decoder, which even includes extra stereo 
amplifiers for two rear speakers. 

The Akai AA-V435-B. Built for people who know that 
the very best in audio/video only happens when audio and 
video are treated as one. 

*Continuous average power output, both channels driven 


into 8 ohms, from 20 Hz to 20 kHz at no more than 0.0595 THD 
Dolby is a trademark of Dolby Laboratories Licensing Corporation 


Where audio and video are one. 


CIRCLE NO. 62 ON READER SERVICE CARD 


